Action: Task Type: Date Open: | Task #: Request #:
Flight Procedure Tracking Form FLIGHT CHECK IAP 10/18/2012 | 2010090921649405001 20100909216494
Procedure: RNAV (RNP) Y RWY 13 C AMDT 2 Airport ID: Airport: CHICAGO MIDWAY INTL Reimbursable #:
KMDW
City: CHICAGO ST: IL GPS #: Estimated Chart Date: FICO #:
06/27/2013
Fac ID: Fac. Type: RNP Specialist: STEPHEN PETERSON
Procedure Review
Rec'd Rel'd Full Name Comments g
Lead: 01/03/2013 | 03/15/2013 | JILL OLSON
QA: 03/15/2013 | 03/19/2013 | SCOTT BEARD
Liaison: | 03/19/2013 Sowl Vo APPROVAL LETTER

CHICAGO, IL

Procedure Comments:

CHICAGO MIDWAY INTL

ENROUTE-NON |Remark Type: INFORMATION

Vi) (ed'T

(KMDW)  RNAV (RNP) Y RWY 13C, AMDT 2 (RNP) ENROUTE-NO FC: 5.14.13 PUB: 6.27.13

CONTACT: JILL OLSON/STEVE BARNETT -AV]-353 LEADS, 405.954.0414 / 405.954.9307.

ATTACHED FORMS: 8260-3; 8260-10; 8260-9; 8260-2(S): CFBDP, ORIG; CFCUO, REV 2; DULTE, REV 1; GIKLE, REV 1; JUPIR, REV 2; NIDEE, REV 1; OOPLA, ORIG;
PLOPP, ORIG; TINLY, ORIG; TOYUL, REV 2; YUCAN, ORIG; ZABNU, ORIG; (INFO ONLY) PEOTONE (EON) VTAC, REV 13.

VN 8200-6 (05/26/2005)

Data as of:

3/19/2013 1:19:03PM
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CATEGORY A B | c | ) RW13C: 4147 493N / 08745.663W
CFCUO: 4147.739N / 08750.745W
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888/§O 280 (300-1) CEBDP: 4142.93IN /£8755 884W
RNP 0.18 DA 998-1% 390 (400-1%1) HIRL Rwys 13C-31C and 4R-22L
RNP 0.30 DA 1051-1"% 443 (500-1%%) I;ABIF;LSRms AL-22R, 13L-31R, and
AUTHORIZATION REQUIRED FEL R 48,724 nd 31
RLLS Rwys 13C and 31C

CHICAGO MIDWAY INTL(MDW)

arcarng7easw RN AV (RNP) Y RWY 13C

CHICAGO, ILLINOIS
Amdt 2 FIG



RNAV (RN P) - STANDARD, Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, except
US DEPARTMENT OF TRANSPORTATION INSTRUMENT APPROACH PROCEDURE, | HAT, HAA, TCH, andRA. Altitudes are minimum alitudes unless otherwise indicated. Ceiings are in feet
FEDERAL AVIATION ADMINISTRATION TITLE 14 CFR PART 97.33 above airport elevation. Distances are in nautical miles unless otherwise indicated, except visibilities which
. are in statute miles or in feet RVR. .
TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE |RNP: DA
ZABNU (IAF) TOYUL (TF) (FB) (RNP 1.00) 049.20 / 14.94 2500
TOYUL (IF) GIKLE (TF) (FB) (RNP 1.00) 049.36 / 5.15 2500 -
CLIMB TO 1100 THEN CLIMBING RIGHT TURN TO 2600 DIRECT
GIKLE JUPIR (TF) (FB) (RNP 1.00) 054.46 / 5.95 2000 EON VORTAC AND HOLD.
JUPIR NIDEE (RF) (FB) (RNP 1.00) (2.44 NM RADIUS CW 2000
(CFcu0))2.18
TINLY (IF) OOPLA (TF) (FB) (RNP 1.00) 317.03/9.48 4000
(SEE FORM 8260-10) ADDITIONAL FLIGHT DATA:
HOLD N, RT, 181.00 INBOUND.
CHART FAS OBST: 673 TREE 414751N/0874556W
CHART FAS OBST: 757 WATER TWR 414818N/0874621W
CHART FAS OBST: 712 SIGN 414827N/0874632W
CHART: 644 TREE 414731N/0874548W
CHART: 756 TANK 414818N/0874620W
ROUTE TYPE: A, H
1. PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (IAF) ROUTE TYPE QUALIFIER 1: F
2. PROFILE STARTS AT JUPIR ROUTE TYPE QUALIFIER 2: S
3.FAC: *  FAF: *SEE TERMINAL ROUTES FROM NIDEE DIST FAF TO MAP: THLD: g{?{é{‘ﬁﬁﬁgﬁé—g{?&g‘ ,"(%%'{',é%"l_'; 0.73 NM.
4. MIN. ALT: HART MAND, 4000 AT ZABNU.
JUPIR 2000, NIDEE 2000 CHART MANDATORY 3000 AT YUCAN.
5. DIST TO THLD FROM OM: 423 MM: IM: 150 HAT: 100 HAT: GS ANT: CHART MANDATORY 4000 AT OOPLA.
6. MIN GS INCPT: 2000 GS ALT AT: NIDEE 2000, DULTE 1609 OM: MM: -~ IM: CHART MANDATORY 4000 AT PLOPP.
7. GSANGLE: 3.00  TCH:#46.0 ~34:11S NOT CLEAR (SEE FORM 8260-10)
8. MSA FROM: RW13C 3400 MAG VAR: 1W EPOCH YEAR: 1985
MINIMUMS
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE:NA | | STANDARD
CATEGORY =====> A B c D E

DH/MDA VIS | HAT/HAA| DH/MDA VIS HAT/HAADH/MDA VIS HAT/HAA | DH/MDA VIS HAT/HAA| DH/MDA VIS HAT/HAA

AUTHORIZATION REQUIRED

RNP 0.11 DA 888 5000 280 888 5000 280 888 5000 280 888 5000 280
RNP 0.18 DA 998 11/4 390 998 11/4 390 998 11/4 390 998 11/4 390

RNP 0.30 DA 1051 11/2 443 1051 11/2 443 1051 11/2 443 1051 11/2 443

NOTES:
CHART NOTE: FOR UNCOMPENSATED BARO-VNAV SYSTEMS, PROCEDURE NA BELOW -21C (-5F) OR ABOVE 54C
(130F).

CHART PLANVIEW NOTE: RADAR REQUIRED.

CHART NOTE: RF REQUIRED.

(SEE FORM 8260-10)

CITY AND STATE ELEVATION: 620 THRE: 608 FACILITY PROCEDURE NO./AMDT NO./EFFECTIVE DATE: SUP:
CHICAGO, IL AIRPORT NAME: IDENTIFIER: - RNAV (RNP) Y RWY 13C, AMDT 2 AMDT: 1A
RNAV M
CHICAGO MIDWAY INTL DATED  06/30/2011

FAA FORM 8260 - 3 / April 2006 (computer generated) , PAGE 1 ORGPAGES




ALL AFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES ' REQUIRED EFFECTIVE DATE

[ ] YEs - [x] no ROUTINE

COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

[X] [ ] [X] [x] [x] [Xx] [X]  zAu,ORD APP CON, MDW TOWER, AMGR, ST AV DIR.

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: - FIFO DATE:

STEPHEN PETERSON AJV-353 02/05/2013

APPROVED BY _

NAME: FIFO DATE:

LARRY H STROUT MANAGER AJV-353
CHANGES:

1. ADDED PLOPP AND TINLY TRANSITIONS,

2. CHANGED AT TOYUL FROM MANDATORY 4000 TO AT OR ABOVE 2500.

3. CHANGED MISSED APPROACH FROM " CLIMB TO 2600 VIA 135 TRACK TO FATLA AND 195 TRACK TO EON VORTAC AND HOLD" TO "CLIMB TO 1100 THEN CLIMBING RIGHT
TURN TO 2600 DIRECT EON VORTAC AND HOLD."

4. ADDED RNP 0.18 AND 0.11 FINALS.

5. FINAL LENGTH INCREASE FROM 4.18NM TO 4.23NM.

6. REPLACED JOT VORTAC WITH NEW FIX ZABNU,

7. ALTITUDE AT DULTE CHANGED FROM 1617 TO 1609.

8. CHANGED PROFILE STARTING POINT FROM TOYUL TO JUPIR.

9. CHANGED BARO-VNAV LOW/HIGH TEMP FROM -15C (5F)/47C (116F) TO -21 (-5F)/54C (130F).
10. DELETED PROCEDURE NA NOTE AT JOT VORTAC.

11. CHANGED "RADAR REQUIRED" FROM A CHART NOTE TO.A CHART PLANVIEW NOTE.

REASONS:

1/2. PBN/FPT/ATC/SOUTHWEST AIRLINES REQUEST.

3. MINIMUM SEGMENT LENGTH ISSUES DUE TO DTA REQUIREMENTS UNDER NEW CRITERIA.

4. ATTAIN LOWER DA FOR AIRCRAFT SUITABLY EQUIPPED.

5. 8260.54A FORMULA 2-16B APPLIED.

6. JOT VORTAC SCHEDULED TO BE DECOMMISSIONED.

7. RESULT WHEN ALTITUDE IS DERIVED BY 8260.54A FORMULA 2-17B TO ACCOMPANY FORMULA 2-16B PFAF LOCATION.
8. JUPIR IS FIRST COMMON FIX FOR ALL TRANSITIONS.

9. ACT BASED ON MORE RECENT 5 YEAR HISTORY/HIGH TEMP BASED ON NEW AFS-400 CALCULATOR.

10. JOT VORTAC BEING DECOMMISSIONED; REPLACED BY FIX ZABNU.

11. MULTIPLE TRANSITIONS REQUIRE RADAR FOR PROCEDURE ENTRY.




US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearing:k?eaﬁgsy Gourses, and radials are magnetic. Elvations and aifudes aro in feet, MSL,
except s TCH, and RA. Alti S are minimum alti s unless rwise indicated.
RNAV (RNP) - STANDARD, Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,

INSTRUMENT APPROACH PROCEDURE, - TITLE 14 CFR PART 97.33 except visibilities which are in statute miles or in feet RVR.
TERMINAL ROUTES, (CONT.): ' '
FROM TO COURSE AND DISTANCE ALTITUDE

OOPLA GIKLE (RF) (FB) (RNP 1.00) {4.02 NM RADIUS CW 2500
(CFBDP))/6.84

PLOPP (IF) YUCAN (TF) (FB) (RNP 1.00) 314.50 / 3.47 3000

YUCAN JUPIR (RF) (FB) (RNP 1.00) (2.44 NM RADIUS CW 2000
(CFCUO))/4.26

NIDEE (FAF) *DULTE (RF) (FB) (2.44 NM RADIUS CW
(CFCUO))1.23

DULTE *RW13C (MAP) (TF) (FO) 134.52/ 3.00

DA (MAP) 1100 MSL ' 134.52 1100

1100 MSL EON VORTAC (DF) (FO) 2600

ADDITIONAL FLIGHT DATA, (CONT.):

CHART MANDATORY 2500 AT GIKLE.
#TCH 654.1 (DO NOT CHART)

NOTES, (CONT.):
CHART NOTE: GPS REQUIRED. ,

CHART PLANVIEW NOTE AT PLOPP : MAX 210 KIAS.

CHART PLANVIEW NOTE AT JUPIR : MAX 210 KIAS.

CHART NOTE: WHEN VGSI INOP, PROCEDURE NA AT NIGHT.

CHART PROFILE NOTE: SEE PLANVIEW FOR MULTIPLE IF LOCATIONS.

CITY AND STATE ELEVATION: 620 THRE: 608 FACILTY PROCEDURE NO./ AMDT NOJEFFECTIVE DATE:  |Sup:
CHICAGO, IL AIRPORT NAME: IDENTIFIER: RNAV (RNP) Y RWY 13C, AMDT 2 1A
CHICAGO MIDWAY INTL DATED: _ 06/30/2011

FAA FORM 8260-10 / April 2006 (Computer Generated) PAGE 2 OFPAGES




ALL AFFECTED PROCEDURES REVIEWED?

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

[ ves 7 wo
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)
“FLIGHT CHECKED BY

NAME: ; FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE.
APPROVED BY

NAME: FIFO DATE.

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes uniess otherwise indicated.
—RNAV_(RNELSIANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-18 - RNAV (RNP)

1 2 3 4 5 6 7 8 9 0 1 2 3
NAVAID 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAD EON K5011320VTL: N41161068W087472779 N41161068W087472779E0020006891 NARPEOTONE
1 2 3 4 5 6 7 8 9 0 1 2 3
wp 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAEAENRT CFBDP K50 W N41425585W087555302 W0034 NAR CNF (CFBDP)
SUSAEAENRT CPFCUO K50 W N41474432W087504469 W0035 NAR CNF (CFCUO)
SUSAEAENRT DULTE K50 W N41493055W087482992 W0036 NAR DULTE
SUSAEAENRT GIKLE K50 W N41460963W087590466 w0034 NAR GIKLE
SUSAEAENRT JUPIR K50 W N41494211W087524104 W0035 NAR JUPIR
SUSAEAENRT NIDEE K50 W N41500599W087495501 w0035 NAR NIDEE
SUSAEAENRT OOPLA K50 W N41400820W087594429 w0034 NAR OOPLA
SUSAEAENRT PLOPP K50 W N41433464W087493744 W0035 NAR PLOPP
SUSAEAENRT TINLY K50 W N41331908W087505756 W0035 NAR TINLY
SUSAEAENRT TOYUL K50 W N41424418W088041355 W0033 NAR TOYUL
SUSAEAENRT YUCAN K50 W N41455804W087525933 W0035 NAR YUCAN
SUSAEAENRT ZABNU K50 W N41324740W088190583 w0031 NAR ZABNU
1 2 3 4 5 6 7 8 9 0 1 2 3
AIRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KMDWK5AMDW 0 065YHN41470950W087450870W001000620 1800018000C MNAR CHICAGO MIDWAY INTL
1 2 3 4 5 6 7 8 9 0 1 2 3
SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KMDWK5FH13CY APLOPP 010PLOPPKSEAQE B IF 04000 18000210 A-FS
SUSAP KMDWKSFH13CY APLOPP (Q20YUCANKSEAOE Q010TF 03000 A FS
SUSAP KMDWKSFH13CY APLOPP 030JUPIRKSEAQOE RO10RF 0024403145 05450043 02000 210 CFCUO KS5EAA-FS
SUSAP KMDWKSFH13CY APLOPP 040NIDEEKSEAOEE RO10RF 0024400545 10570022 + 02000 CFCUO KS5ERAA FS
SUSAP KMDWKSFH13CY ATINLY 010TINLYKSEAOE B Ir 18000 A FS
SUSAP KMDWKSFH13CY ATINLY 02000PLAKSEAOER 010TF 04000 A FS
SUSAP KMDWKS5FH13CY ATINLY 030GIKLEKSEAQOE RO10RF 0040203170 05450068 02500 CFBDP KS5EAA FS
SUSAP KMDWKSFH13CY ATINLY 040JUPIRKSEAQOE 010TF 02000 210 A-FS
SUSAP KMDWKS5FH13CY ATINLY OS50ONIDEEKSEAOEE RO10RF 0024400545 10570022 + 02000 CFCUQ KS5EAA FS
SUSAP KMDWKSFH13CY AZABNU 010ZABNUKSEAQOE A IF 04000 18000 A FS
SUSAP KMDWKSFH13CY AZABNU 020TOYULKSEAOE B 010TF + 02500 A FS
SUSAP KMDWKS5FH13CY AZABNU 030GIKLEKSEAOE 0l0TF 02500 A FS ‘['
SUSAP KMDWKS5FH13CY AZABNU 040JUPIRKSEAOE 01l0TF 02000 210 A-FS v& 4
SUSAP KMDWKSFH13CY AZABNU 050NIDEEKSEAQOEE RO10RF 0024400545 10570022 + 02000 CFCUO KSERA FS D ﬂ ‘3
SUSAP KMDWKSFH13CY H Q020NIDEEKSEALIE F IF + 02000 18000 RW13C K5PGA FS (B &E
Cuel
CITY AND STATE ELEVATION: 620 THRE: 608 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |gup:
CHICAGO, IL AIRPORT NAME: IDENTIFIER: RNAV (RNP) Y RWY 13C, AMDT 2
CHICAGO MIDWAY INTL AMDT: 1A
\"A
RNA DATED:  06/30/2011

FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page 3 of 6 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

o O 0O O

AOPA NBAA OTHER (specify)

[ 1 L]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
—RNAMRNEMANDARD INSTRUMENT APPROACH PROCEDURE Cellings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.
SUSAP KMDWKSFH13CY H 020NIDEEKSEA2W A031A182A112 FS
SUSAP KMDWKSFH13CY H 021DULTEKSEAQE RO31RF 0024401057 13450012 -300CFCUO K5EARA FS
SUSAP KMDWKSFH13CY H 030RWLI3CK5PGOGY M 031TF 00654 -300 A FS
SUSAP KMDWKSFH13CY H 040 0 M ca 1345 + 01100 A FS
SUSAP KMDWKSFH13CY H 0S0EON K5D 0VY R DF ‘ + 02600 A FS
SUSAP KMDWKSFH13CY H 060EON K5D OVE R HM 18100040 + 02600 A FS
1 2 3 4 5 6 7 8 9 0 1 2 3

RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KMDWKS5GRW13C 0065221346 N41472651W087453542+0100 +0151900608046346150ITMDW1
1 2 3 4 5 6 . 7 8 9 0 1 2 3
MSA 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KMDWKS5SRW13CK5PG 0 18018003425 M
v) Vi
> .
g1 g
Ck"
Cugd
CITY AND STATE ELEVATION: 620 T+.RE: 608 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |gup:
CHICAGO, IL AIRPORT NAME: IDENTIFIER: RNAYV (RNP) Y RWY 13C, AMDT 2
CHICAGO MIDWAY INTL AMDT: 1A
RNAV DATED:  06/30/2011

FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page 4 of 6 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

o O 0O O

AOPA

[ 1

NBAA OTHER (specify)

[]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum aftitudes unless otherwise indicated.
MLSIANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.
ARINC SUMMARY - 424-18 - RNAV (RNP)
ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
PLOPP PLOPP 010 IF FB AT 04000 AB 210
PLOPP YUCAN 020 TF FB 1.0 AT 03000
PLOPP JUPIR 030 RF R FB 1.0 004.3 AT 02000 AB 210
PLOPP NIDEE 040 RF R FB 1.0 002.2 AA 02000
TINLY TINLY 010 IF FB
TINLY OOPLA 020 TF FB 1.0 AT 04000
TINLY GIKLE 030 RF R FB 1.0 006.8 AT 02500
TINLY JUPIR 040 TF FB 1.0 AT 02000 AB 210
TINLY NIDEE 050 RF R FB 1.0 002.2 AA 02000
ZABNU ZABNU 010 IAF IF FB AT 04000
ZABNU TOYUL 020 TF FB 1.0 AA 02500
ZABNU GIKLE 030 TF FB 1.0 AT 02500
ZABNU JUPIR 040 TF FB 1.0 AT 02000 AB 210
ZABNU NIDEE 050 RF R FB 1.0 002.2 AA 02000
NIDEE 020 FAF IF FB AA 02000
DULTE 021 RF R FB 0.3 001.2
RW13C 030 MAP TF FO 0.3 AT 00654
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
040 CA FB 134.5(133.5T) AA 01100
EON 050 DF R FO AR 02600
EON 060 HM R FO 181.0(180.0T) 004.0 AA 02600
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
EON N411610.68 W0874727.79 N4116.178 W08747.463
CFBDP N414255.85 W0875553.02 N4142.931 W08755.884
CFCUO N414744 .32 W0875044.69 N4147.739 W08750.745
DULTE N414930.55 W0874829.92 N41495.509 W08748.499
GIKLE N414609.63 W0875904 .66 N4146.161 W08759.078
JUPIR N414942.11 W0875241.04 N4149.702 W08752.684
NIDEE N415005.99 W0874955.01 N4150.100 W08749.917
OOPLA N414008.20 W0875944.29 N4140.137 W08759.738
PLOPP N414334.64 W0874937 .44 N4143.577 W08749.624
TINLY N413319.08 W0875057.56 N4133.318 W08750.959
TOYUL N414244.18 W0880413.55 N4142.736 W08804.226
YUCAN N414558.04 W0875259.33 N4145.967 W08752.989 )
ZABNU N413247.40 W0881905.83 N4132.790 W08819.097 V,Ul’j
RW13C N414726.51 W0874535.42 N4147.442 W08745.590 DN 1 o
a {
RUNWAY DATA THRESHOLD #’
Crels
CITY AND STATE ELEVATION: 620 THRE: 608 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |gup:
CHICAGO, IL AIRPORT NAME: IDENTIFIER: RNAV (RNP) Y RWY 13C, AMDT 2
CHICAGO MIDWAY INTL AMDT: 1A
NAV
Y DATED: 06/30/2011
FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page 5 of 6 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] ~o

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

o 0O 0O O

AOPA

1

NBAA OTHER (specify)

]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
M INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport slevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.
RWY ELEVATION TCH
RW13C 00608 46
M
2D
@ 1 g
&
CHeC
CITY AND STATE ELEVATION: 620 THRE: 608 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: SUP:
CHICAGO, IL AIRPORT NAME: IDENTIFIER: RNAV (RNP) Y RWY 13C, AMDT 2
CHICAGO MIDWAY INTL AMDT: 1A
RNAV DATED:  06/30/2011
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ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

b O 0O @O

AOPA

[

NBAA OTHER (specify)

]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
PART - A-OBSTRUCTION DATA -

1. APP SEGMENT FROM TO OBSTRUCTION | ~COORDINATES ELEV. MSL] ROC ALT. ADJUSTMENTS MIN. ALT.
INITIAL (RNP 1.00) ZABNU TOYUL 1. AAO 414157.00N/0880206.00W | 949 1000 |AC60 AT491 2500
- : 2. TERRAIN 414157.00N/0880206.00W |749 (700) - |AS1500 2200
INTERMEDIATE: RNP (1.00) TOYUL GIKLE 3. TOWER (17-000115) 1414458.00N/0880157.00W [ 1078 (2C) 500 |AC20 AT902 2500

- 4. TERRAIN 414536.00N/0875924.00W | 785 (800) AS1500 2300
INTERMEDIATE: STEPDOWN GIKLE JUPIR 5. AAO 414536.00N/0875924.00W (985 500 |AC60 AT455 2000
(RNP 1.00) ~[6- TERRAIN 414606.00N/0875809.00W | 781 (800) AS1000 1800
INTERMEDIATE: STEPDOWN JUPIR NIDEE 7. AAO 415027.00N/0875448.00W | 889 ‘ 553 |AC60 AT498 2000
(RNP 1.00) 8. TERRAIN 415027.00N/0875448.00W |689 (700) AS1000 1700
INTERMEDIATE: (RNP 1.00) TINLY OOPLA 9. TOWER (17-000002) 1413320.00N/0875055.00W |1330 (2D) 500 [AT2120 AC50 4000

10. TERRAIN 413621.00N/0875833.00W | 788 (800) AS1500 2300
INTERMEDIATE: STEPDOWN OOPLA GIKLE 3. TOWER (17-000115) |414458.00N/0880157.00W |1078 (2C) 500 |[AcC20 AT902 2500
(RNP 1.00) 4. TERRAIN 414536.00N/0875924.00W | 785 (800) AS1500 2300
INTERMEDIATE: (RNP 1.00) PLOPP YUCAN 11. AAO 414309.00N/0875218.00W [949 500 [AC60 AT1491 3000
12. TERRAIN 414309.00N/0875218.00W | 749 (700) AS1500 2200
2. PROCEDURE TURN NA
3. MISSED MAP: |DA/DA/DA "IEON VORTAC 18. ANT (KMDWT001043)}414711.09N/0874550.72W | 724 (1A) ASC |AC3 2600
APPRO ACH B 19. TOWER (17-002211) |412715.00N/0874322.00W | 1290 (5D) 1000 |AC50 2400
ELEV: |727/837/890 20. TERRAIN 412509.00N/0874721.00W |811 (800) AS1500 2300
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT.
CATEGORY A 1.3 NM o 350
CATEGORY B 1.5 NM % 450 3:‘
CATEGORY C 1.7 NM 3| 450 E
CATEGORY D 23NM | 550 |2
CATEGORY E 45NM |%[ 550
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID: RW13C o

SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL) MSA SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL) MSA

360-360 BLDG (17-000687) 047/ 07.7 2325 (2D) 3400
CITY AND STATE ELEVATION: 620 FACILITY PROCEDURE AND AMENDMENT NO: REGION

CHICAGO, IL AIRPORT NAME: RNAV RNAV (RNP) Y RWY 13C, AMDT 2  AGL
CHICAGO MIDWAY INTL v

FAA Form 8260 - 9 / April 2006 (Computer Generated)
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PART B - SUPPLEMENTAL DATA

1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIMETER SETTING
ORD APP CON . :
R A NW S |OTHER: SOURCE:KMDW
FSS DISTANCE:
FAA HOURS REMOTE OPERATION:
SATISFACTORY ON: AIC :
X|VHF [xJUHF | |HF |LOCATION: KMDW ADJUSTMENT: 0
) PRIMARY NAVAID:
MONITOR MONITOS ;_O:NT:
sTATUS | HRS
OPTN:| CAT 3
ALS
(S) SALS
ImALs
5. X HIRL 31C, 04R, 13C, 22L
APPROACHI™ x™ [MIRL 13L, 22R, 04L, 31L, 31R, 13R
& RUNWAY 1ol 31C, 04R, 22
LIGHTING : 04R, 221
TDZ
C/LINE
X |OTHER (SPECIFY)
PAPI-4R 22R, 13C, 22L PAPI4L 31C, 04R, 04L, 31R LDIN 31C, 13C
6. RUNWAY BASIC  BSC-G 31L, 13R
MARKINGS |ALL WEATHER  PIR-G 31C, 04R, 13C, 22L
INSTRUMENT NPI-G 13L, 22R, 04L, 31R
7. RUNWAY  |APPROACH  31C, 04R, 13C
Yalikljé:_s MIDFIELD
ROLLOUT  31C,13C
8. GLIDE GP ANGLE: 3.00 ELEV RWY THRESHOLD:608.1
PATH DISTANCE FROM RWY: ELEV GP ANTENNA:
THRESHOLD CROSSING HEIGHT:46.0
9. FINAL APPROACH X  |RUNWAY THRESHOLD FT. FROM THRESHOLD
COURSE AIMING X  |ON CENTERLINE FT. FROM CENTERLINE
10. WAIVERS: NONE
PART D - PREPARED BY: DATE:
STEPHEN PETERSON 02/05/2013
TITLE: OFFICE:
AERONAUTICAL INFORMATION SPECIALIST AJV-353

PART C - REMARKS:
MAX SPEED JUPIR TO NIDEE - 210 KIAS.

MAX SPEED YUCAN TO JUPIR - 210 KIAS.
VDP NOT ESTABLISHED - RNP PROCEDURE.
SEE ATTACHED AIRSPACE LETTER.

OBS #1 IPDS DTED ACCURACY 75FT HORIZONTAL / 60FT
VERTICAL

OBS #5 IDPS DTED ACCURACY 75FT HORIZONTAL / 60FT
VERTICAL

OBS #7 IDPS DTED ACCURACY 75FT HORIZONTAL / 60FT
VERTICAL

OBS #11 IDPS DTED ACCURACY 75FT HORIZONTAL / 60FT
VERTICAL

OBS #13 IDPS DTED ACCURACY 75FT HORIZONTAL / 60FT
VERTICAL

VGSI DATA: 3.00/46

BACKUP ALTIMETER NOT ESTABLISHED DUE TO REDUNDANT
WEATHER SOURCES AT AIRPORT.

PROCEDURE FULLY BUILT USING IPDS.

BARO-VNAV NA BELOW -21C (-5F) OR ABOVE 54C (130F).

ACT -21.44C

DELTA ISA LOW -34.40C

DESCENT RATE: STANDARD TEMP 962 HIGH TEMP 1123
TEMPERATURE LIMITS, DETLA ISA LOW, AND DESCENT VALUES
DERIVED FROM AFS-400 CALCULATOR

ISA DEVIATION USED: -34.77

AVERAGE COLD TEMPERATURE BASED ON 5-YEAR HISTORY
(2007-2011; 2012 DATA INCOMPLETE); ACT: -21.

210 KIAS MAX USED IN INTERMEDIATE RF SEGMENTS (YUCAN TO

JUPIR AND JUPIR TO NIDEE) PER FPT/LEAD CARRIER REQUEST

'}"())I:SEDE‘JCE TURN RADIUS AND BANK ANGLE IAW AFS MEMO DATA
2011.

VEB DATA FROM IPDS

GP INTERCEPT ALT: 2000FT
LTP ELEV: 608.1FT

GP ANGLE: 3.00 DEGREES
TCH: 46FT

DELTA ISA: -34.77

RNP VALUE: 0.11

OCS SLOPE - 22.27:1

OCS ORIGIN DIST: 2935FT
ROC AT PFAF: 371FT
ROC AT 250FT: 207FT

RNP VALUE: 0.18

0OCS SLOPE - 22.26:1

OCS ORIGIN DIST: 3347FT
ROC AT PFAF: 388FT
ROC AT 250FT: 225FT

RNP VALUE: 0.30
CONT.




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
. - ' PART - A" OBSTRUCTION DATA
1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES ELEV. MSL] ROC ALT. ADJUSTMENTS MIN. ALT.
INTERMEDIATE: STEPDOWN YUCAN JUPIR 13. AAO 414721.00N/0875627.00W | 939 500 AC60 AT501 2000
(RNP 1.00) 14. TERRAIN 414721.00N/0875627.00W {739 (700) AS1000 ' 1700
FINAL: RNP 0.11 NIDEE DULTE : ASC
FINAL: STEPDOWN DULTE RW13C 5. TREE v 414750.93N/0874556.10W |673 (1A) | 22.27:1 [AC3 MA10 888/280
RNP 0.11 (KMDWT000760)
FINAL: RNP 0.18 NIDEE DULTE A
FINAL: STEPDOWN : DULTE RW13C 16. WATER TWR 414818.00N/0874620.58W |757 (1A) 22.26:1 |AC3 998/390
RNP 0.18 ‘ (KMDWTO000780)
FINAL: RNP 0.30 NIDEE -|puLTE ASC
FINAL: STEPDOWN DULTE RW13C 17. SIGN (17-021680)  1414827.22N/0874632.46W |712 (5D) 22.24:1 | AC50 1051/443
RNP 0.30
MISSED APPROACH DA RW13C 18. ANT (KMDWT001043){ 414711.09N/0874550.72W | 724 (1A) ASC |AcC3
{RNP 0.11-1.00) 40:1 ‘
MISSED APPROACH DA RW13C : : ASC
(RNP 0.18-1.00) 40:1
MAP:

3. MISSED -
APPROACH EEV
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT.

CATEGORY A 1.3NM__ || 350

CATEGORY B 1.5NM  ju 450 |2

CATEGORY C 17NM |5[ 450 |2

CATEGORY D 23NM_ |G| 550 |2

CATEGORY E 45NM  |®[ 550 , .
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID:

SECTOR OBSTRUCTION BRG/DIST |ELEVATION (MSL) MSA SECTOR OBSTRUCTION | BRG/DIST ELEVATION (MSL) MSA
CITY AND STATE ELEVATION: 620 FACILITY PROCEDURE AND AMENDMENT NO: |REGION
CHICAGO, IL AIRPORT NAME: RNAV RNAV (RNP) Y RWY 13C, AMDT 2 AGL
CHICAGO MIDWAY INTL

FAA Form 8260 - 9 / April 2006 (Computer Generated) PAGE 2 OF 3 PAGES




PART B - SUPPLEMENTAL DATA

1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIMETER SETTING
NW S |OTHER: SOURCE:
DISTANCE:
FAA HOURS REMOTE OPERATION:
SATISFACTORY ON: AlIC
VHF [UHEF | [HF |LOCATION: ADJUSTMENT:
] PRIMARY NAVAID:
MONITOR |-MONITOR POINT:
STATUS | HRS [CAT1
OPTN:| CAT 3
ALS
(S) SALS
MALS
5. HIRL
APPROACH WIRL
&R
TDZ
C/LINE
OTHER (SPECIFY)
| 6. RUNwAY  [BASIC
MARKINGS |ALL WEATHER
INSTRUMENT
7.RUNWAY | APPROACH
VISUAL MIDFIELD
RANGE ROLL OUT
8. GLIDE GP ANGLE: ELEV RWY THRESHOLD:
PATH DISTANCE FROM RWY: ELEV GP ANTENNA:
THRESHOLD CROSSING HEIGHT:
9. FINAL APPROACH RUNWAY THRESHOLD FT. FROM THRESHOLD
COURSE AIMING ON CENTERLINE FT. FROM CENTERLINE

10. WAIVERS:

PART D - PREPARED BY:

DATE:

TITLE:

| oFFicE:

PART C - REMARKS:
CONTINUED.

7| OCS SLOPE - 22.24:1

OCS ORIGIN DIST: 4311FT
ROC AT PFAF: 431FT
ROC AT 250FT: 269FT

RF SEGMENT RADIUS/BANK ANGLE COMPUTATIONS:
RFSEGMENT ALT KIAS KTAS HAA VKTW TR BA
NIDEE-DULTE 2000 165 174.4 1380 34.4 2.44 14.59
JUPIR-NIDEE 2000210 223.7 1380 34.4 2.4421.42
YUCAN-JUPIR 3000 210 225.5 2380 45.52.44 23.65
OOPLA-GIKLE 4000 250 273.2 3380 50.6 4.0220.72

VISUAL OIS SURFACE PENETRATIONS:

664 TREE (KMDWT000655) (20/3) 414731.06N/0874548.12W
{24.19) 1014FT FROM THLD, 329FT RIGHT OF CENTERLINE
659 TREE (KMDWT000684) (20/3) 414732.02N/0874550.46W
(12.35) 1209FT FROM THLD, 381FT RIGHT OF CENTERLINE
646 TREE (KMDWT000633) (20/3) 414730.18N/0874546.36W
(11.70) 856FT FROM THLD, 302FT RIGHT OF CENTERLINE
644 POLE.(KMDW0072) (20/3) 414736.15N/0874542.04W
{3.40) 1035FT FROM THLD, 362FT LEFT OF CENTERLINE
608 GRD (KMDWT001009) (20/3) 414726.80N/0874535.83W
(2.12) 42FT FROM THLD, ON CENTERLINE

VISUAL OIS BUFFER SURFACE PENETRATIONS:
756 TANK (17-002181) (20/3) 414818.00N/0874620.00W
(66.15) 6038FT FROM THLD, 1451FT LEFT OF CENTERLINE
757 WATER TWR (KMDWT000780) 414818.00N/0874620.58W
(65.71) 6070FT FROM THLD, 1421FT LEFT OF CENTERLINE
712 SIGN (17-021680) (500/50) 414827.22N/0874632.46W
(31.05) 1.21NM FROM THLD, 1478FT LEFT OF CENTERLINE
ORDER 8260.3, VOLUME 1, "VISUAL PORTION OF FINAL"
goErilETRATIONS:
?;g 5T7|§EE (KMDWTO00579) (20/3) 414727.02N/0874544.73W
?:gl ;;}REE (KMDWO0071) (20/3) 414729.49N/0874548.29W
g.f 1'I'9I§EE (KMDWT000627) (20/3) 414729.24N/0874546.79W
?258' JI}EE (KMDWT000634) (20/3) 414728.83N/0874548.12W
0.95 ‘
?1694 2'I;)I§EE (KMDWTO000655) (20/3) 414731.06N/0874548.12W
?16'i JSEE (KMDW0073) (20/3) 414731.15N/0874551.00W
3.
?34 3:.)1' POLE (KMDW0068) (20/3) 414733.73N/0874537.25W
9.7
?46 OT)REE (KMDWTO000633) (20/3) 414730.18N/0874546.36W
9.1
?453 3T)REE (KMDWT000684) (20/3) 414732.02N/0874550.46W
g’; 'I;REE (KMDWTO000677) (20/3) 414731.01N/0874551.19W
94
?si !;I;REE (KMDWT000705) (20/3) 414731.86N/0874553.20W
1,
?53 1T)REE (KMDWTO00669) (20/3) 414730.85N/0874549.91W
1.
34:1 ’
663 ;I'QI}EE (KMDW0071) (20/3) 414729.49N/0874548.29W
(37.
664 TREE (KMDWTO000655) (20/3) 414731.06N/0874548.12W

(35.54)
gsosNTTREE (KMDWT000634) (20/3) 414728.83N/0874548.12W




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
PART - A OBSTRUCTION DATA
1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES ELEV. MSL| ROC ALT. ADJUSTMENTS MIN. ALT.
MISSED APPROACH DA RW13C " AsC
(RNP 0.30-1.00) 4011
~
MAP:

3. MISSED
APPROACH ELEV:
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT.

CATEGORY A 1.3NM_ [ | 350

CATEGORY B 15NM__ |id| 450 Z

CATEGORY C 17NM  |S[ 450 |2

CATEGORY D 23NM_ |8 550 |2

CATEGORY E 45NM  |*[ 550
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID:

SECTOR OBSTRUCTION BRG/DIST  |ELEVATION (MSL) MSA SECTOR OBSTRUCTION | BRG/DIST ELEVATION (MSL) MSA
CITY AND STATE ELEVATION: 620 FACILITY PROCEDURE AND AMENDMENT NO: |REGION
CHICAGO, IL AIRPORT NAME: RNAV RNAV (RNP) Y RWY 13C, AMDT 2 AGL
CHICAGO MIDWAY INTL

FAA Form 8260 - 9 / April 2006 (Computer Generated) " PAGE 3 OF 3 PAGES




PART B - SUPPLEMENTAL DATA PART C - REMARKS:
1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIMETER SETTING CONTINUED.
NW S |OTHER: SOURCE: (34.10)
667 TREE (KMDW0073) (20/3) 414731.15N/0874551.00W
DISTANCE: (33.71) ( )(2083)
FAA HOURS REMOTE OPERATION: 63&')36 'I;I}EE (KMDWTO000627) (20/3) 414729.24N/0874546.79W
SATISFACTORY ON: AlC (e;s ;;)l}EE (KMDWT00579) (20/3) 414727.02N/0874544.73W
VHF junr | [HF LOCATION: - ADJUSTMENT: 659 TREE (KMDWT000684) (20/3) 414732.02N/0874550.46W
PRIMARY NAVAID: (24.80)
4 : 663 TREE (KMDWT000705) (20/3) 414731.86N/0874553.20W
: MONITOR POINT: (24.70)
MONITOR : 657 TREE (KMDWTO000677) (20/3) 414731.01N/0874551.19W
STATUS HRs | CAT1 ) (23.69)
OPTN:| CAT 3 ?;g 1'I'9|§EE (KMDWTO000633) (20/3) 414730.18N/0874546.36W
ALS 650 TREE (KMDWTO000669) (20/3) 414730.85N/0874549.91W
S) SALS {19.09) _
S ?34 |.21)' POLE (KMDWO0068) (20/3) 414733.73N/0874537.25W
5 :I’:I'_S 64: 9P2())LE (KMDWO0072) (20/3) 414736.15N/0874542.04W
APPROACH 651 TREE (KMDWT000697) (20/3) 414732.30N/0874551.68W
& RUNWAY MIRL (14.25)
LIGHTING REIL ?143 JgEE (KMDWT000660) (20/3) 414730.78N/0874548,86W
TDZ 649 POLE (KMDWTO000701) (20/3) 414731.85N/0874552.53W
CILINE (11.80)
?;tg &())LE (KMDWT000695) (20/3) 414732.12N/0874551.67TW
OTHER (SPECIFY). ?ge,g _;I')REE (KMDWT000656) (20/3) 414737.26N/0874540.35W
642 POLE (KMDWT000688) (20/3) 414738.84N/0874542.21W
6. RUNWAY  |BASIC (7.05)
MARKINGS |ALL WEATHER ?gg _IF;OLE (KMDWT000673) (20/3) 414732.18N/0874549.10W
INSTRUMENT ?622 8L ON DME (KMDWO0069) (20/3) 414733.12N/0874538.78W
7'\'7|ls’NWAY APPROACH 624 BUILDING (KMDWTO00611) (20/3) 414734.41N/0874537.32W
RAllujéIE MIDFIELD %584 S)PIRE 17-003062) (20/3) 414740.00N/0874608.00W
ROLL OUT SB4 ) 1RE (17-003062) (2073)
2. GLIDE GP ANGLE: ELEV RWY THRESHOLD: ?f% GS)TEEPLE (KMDWTO000751) (20/3) 414739.65N/0874607.48W
PATH DISTANCE FROM RWY: ELEV GP ANTENNA: ?35; 5T)REE (KMDWO0075) (20/3) 414735.15N/0874558.28W
THRESHOLD CROSSING HEIGHT: s;':; ;OLE (KMDWT000710) (20/3) 414740.16N/0874543.94W
9. FINAL APPROACH [RUNWAY THRESHOLD : FT. FROM THRESHOLD %2'7 T)REE (KMDWT000641) (20/3) 414731.96N/0874545.12W
COURSE AIMING |0N CENTERLINE FT. FROM CENTERLINE |{1.54) ,
627 TREE (KMDWT000649) (20/3) 414731.95N/0874545.990W
10. WAIVERS: (0.16) -
EPT NOTIFIED OF PENETRATIONS.
PART D - PREPARED BY: DATE:
TITLE: OFFICE:




RADIO FIX AND HOLDING DATA RECORD

NAME: CFBDP STATE: IL COUNTRY: US
LATITUDE/LONGITUDE: 414255.85N/0875553.02W TYPE: CNF

AIRSPACE DOCKET: FIX TYPE OF ACTION: ESTABLISH

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY

IAP RNAV (RNP) Y RWY 13C KMDW CHICAGO

COMPULSORY REPORTING POINT: NO

STATE
IL (US)

RECORD REVISION NUMBER: ORIG DATE OF REVISION: 06/27/2013
DEVELOPED BY: DATE: 01/31/2013 OFFICE: AJV-353 NAME: STEPHEN PETERSON
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:
DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZAU
ATC FACILITY: ORD APP CON/MDW TOWER
OTHER:
FAA FORM 8260-2 / AUG 2009 Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: CFCUO STATE: IL COUNTRY: US
LATITUDE/LONGITUDE: 414744.32N/0875044.69W TYPE: CNF

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY

IAP RNAV (RNP) Y RWY 13C 'KMDW CHICAGO -

COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 2 DATE OF REVISION: 06/27/2013

REASON FOR REVISION:

UPDATED FIX COORDINATES; FIX MOVED 3398.79FT NORTH EAST.
REMOVED FAC 1.

UPDATED FIX USE.

DEVELOPED BY:  DATE: 01/29/2013 OFFICE: AJV-353 NAME: STEPHEN PETERSON
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:

DISTRIBUTION: . NFDC
FPO: CEN
ARTCC: ZAU
ATC FACILITY: ORD APP CON/MDW TOWER
OTHER:

STATE
IL (US)

FAA FORM 8260-2 / AUG 2009

Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: DULTE STATE: IL COUNTRY: US
LATITUDE/LONGITUDE: 414930.55N/0874829.92W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

FIX USE: .

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY

AP RNAV (RNP) Y RWY 13C KMDW CHICAGO

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1 DATE OF REVISION: 06/27/2013

REASON FOR REVISION:

REMOVED FAC 1.

REMOVED DISPLACED THLD COORDINATES FROM REMARKS.
UPDATED FIX USE.

DEVELOPED BY: DATE: 01/31/2013 OFFICE: AJV-353 NAME: STEPHEN PETERSON

APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT

SIGNATURE:

DISTRIBUTION: NFDC -
FPO: CEN
ARTCC: ZAU
ATC FACILITY: ORD APP CON/MDW TOWER
OTHER:

STATE
IL (US)

FAA FORM 8260-2 / AUG 2009

Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: GIKLE STATE: IL COUNTRY: US

LATITUDE/LONGITUDE: 414609.63N/0875904.66W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

HOLDING: : HOLDING TYPE OF ACTION: NO CHANGE

FIX USE: .

USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY . STATE
AP RNAV (RNP) Y RWY 13C KMDW CHICAGO IL (US)

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO -
RECORD REVISION NUMBER: 1 DATE OF REVISION: 06/27/2013

REASON FOR REVISION:
REMOVED FAC 1.
UPDATED FiX USE.

DEVELOPED BY: DATE: 01/31/2013 OFFICE: AJV-353 NAME: STEPHEN PETERSON
APPROVED BY: .DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:

DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZAU
ATC FACILITY: ORD APP CON/MDW TOWER
OTHER:

FAA FORM 8260-2 / AUG 2009 Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: JUPIR STATE: IL COUNTRY: US
LATITUDE/LONGITUDE: 414942.11N/0875241.04W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

FIX USE: )

USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY

IAP RNAV (RNP) Y RWY 13C KMDW CHICAGO

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 2 DATE OF REVISION: 06/27/2013

REASON FOR REVISION:

UPDATED FIX COORDINATES; FIX MOVED 5662.46FT EAST.
REMOVED FAC 1.

UPDATED FIX USE.

DEVELOPED BY: DATE: 01/31/2013 OFFICE: AJV-353 NAME: STEPHEN PETERSON
APPROVED BY: DATE: ' OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:
/
DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZAU

ATC FACILITY: ORD APP CON/MDW TOWER
OTHER:

STATE
IL (US)

FAA FORM 8260-2 / AUG 2009

Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: NIDEE STATE: IL COUNTRY: US
LATITUDE/LONGITUDE: 415005.99N/0874955.01W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

REMARKS:

8260.54A FORMULA 2-16B APPLIED.

FIX IS LOCATED ON RF FINAL 25679.67FT FROM THLD.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY

IAP RNAV (RNP} Y RWY 13C KMDW CHICAGO

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1 DATE OF REVISION: 06/27/2013

REASON FOR REVISION:

UPDATED FIX COORDINATES; FIX MOVED 485.29FT SOUTHWEST.
REMOVED FAC 1.

ADDED PFAF FORMULA NOTE IN REMARKS.

UPDATED RF FINAL NOTE IN REMARKS.

UPDATED FIX USE.

DEVELOPED BY: DATE: 01/31/2013 OFFICE: AJV-353
APPROVED BY: DATE: OFFICE: AJV-353
SIGNATURE:

DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZAU
ATC FACILITY: ORD APP CON/MDW TOWER
OTHER: :

NAME: STEPHEN PETERSON

NAME: LARRY STROUT

STATE
IL (US)

FAA FORM 8260-2 / AUG 2009
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RADIO FIX AND HOLDING DATA RECORD

NAME: OOF’LA _ STATE: IL COUNTRY: US

'LATITUDE/LONGITUDE: 414008.20N/0875944.20W : TYPE: WP .

AIRSPACE DOCKET: FIX TYPE OF ACTION: ESTABLISH

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY STATE
IAP RNAV (RNP) Y RWY 13C KMDW CHICAGO . IL(Us)

REQUIRED CHARTING: IAP

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: ORIG DATE OF REVISION: 06/27/2013
DEVELOPED BY: DATE: 01/31/2013 OFFICE: AJV-353 NAME: STEPHEN PETERSON
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:
DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZAU
ATC FACILITY: ORD APP CON/MDW TOWER
OTHER:

FAA FORM 8260-2 / AUG 2009 Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: PLOPP STATE: IL COUNTRY: US
LATITUDE/LONGITUDE: 414334.64N/0874937.44W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: ESTABLISH

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY STATE
IAP RNAV (RNP) Y RWY 13C KMDW CHICAGO IL (US)

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: ORIG DATE OF REVISION: 06/27/2013

DEVELOPED BY: DATE: 01/31/2013 . OFFICE: AJV-353 NAME: STEPHEN PETERSON
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:

DISTRIBUTION: NFDC

FPO: CEN

ARTCC: ZAU

ATC FACILITY: ORD APP CON/MDW TOWER

OTHER:

FAA FORM 8260-2 / AUG 2009 ~ Page 1 0f 1




RADIO FIX AND HOLDING DATA RECORD

- NAME: TINLY STATE: IL COUNTRY: US
LATITUDE/LONGITUDE: 413319,08N/0875057.56W TYPE: WP
AIRSPACE DOCKET: FIX TYPE OF ACTION: ESTABLISH
- FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY
IAP RNAV (RNP) Y RWY 13C KMDW CHICAGO
STAR FISSK (RNAV) KMDW CHICAGO
STAR PANGG (RNAV) KMDW CHICAGO

REQUIRED CHARTING: STAR, IAP

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: ORIG DATE OF REVISION: 06/27/2013
DEVELOPED BY: DATE: 01/16/2013 OFFICE: AJV-353 NAME: THOMAS KIRKPATRICK
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:
DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZAU
ATC FACILITY: ORD APP CON, MDW ATCT
OTHER:

STATE
IL (US)
IL (US)
IL (US)

FAA FORM 8260-2 / AUG 2009
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RADIO FIX AND HOLDING DATA RECORD

NAME: TOYUL STATE: IL COUNTRY: US

LATITUDE/LONGITUDE: 414244.18N/0880413.55W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY STATE
IAP ENDEE (RNAV) : KMDW CHICAGO IL (US)
IAP RNAV (RNP) Y RWY 13C KMDW CHICAGO IL {US)

REQUIRED CHARTING: STAR, IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 2 DATE OF REVISION: 06/27/2013

REASON FOR REVISION:
REMOVED FAC 1.
ADD STAR TO REQUIRED CHARTING.

DEVELOPED BY: DATE: 01/14/2013 OFFICE: AJV-353 NAME: THOMAS KIRKPATRICK
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:

DISTRIBUTION: NFDC
' FPO: CHI
ARTCC: ZAU
ATC FACILITY: ORD APP CON, MDW ATCT
OTHER:

FAA FORM 8260-2 / AUG 2009 Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

- STATE: IL COUNTRY: US

NAME: YUCAN

LATITUDE/LONGITUDE: 414558.04N/0875259.33W TYPE: WP

AIRSPACE DOCKET:

FIX USE:
USE TYPE USE TITLE
‘IAP RNAV (RNP) Y RWY 13C

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: ORIG

DEVELOPED BY: DATE: 01/31/2013
APPROVED BY: DATE:
SIGNATURE:
DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZAU

FIX TYPE OF ACTION: ESTABLISH

FAC PAT AIRPORT IDENT CITY
KMDW CHICAGO

DATE OF REVISION: 06/27/2013

OFFICE: AJV-353 NAME: STEPHEN PETERSON

OFFICE: AJV-353 NAME: LARRY STROUT

ATC FACILITY: ORD. APP CON/MDW TOWER
OTHER:

STATE
IL (US)

FAA FORM 8260-2 / AUG 2009

Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: ZABNU STATE: IL COUNTRY: US
LATITUDE/LONGITUDE: 413247.40N/0881905.83W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: ESTABLISH

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY

IAP RNAV (RNP) Y RWY 13C KMDW CHICAGO

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: ORIG

DATE OF REVISION: 06/27/2013

STATE
IL (US)

DEVELOPED BY: DATE: 02/06/2013 OFFICE: AJV-353 NAME: STEPHEN PETERSON
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:
DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZAU
ATC FACILITY: ORD APP CON/MDW TOWER
OTHER:
FAA FORM 8260-2 / AUG 2009 Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: PEOTONE VORTAC STATE: iL COUNTRY: US
LATITUDE/LONGITUDE: 411610.68N/0874727.79W TYPE:
AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY
FIX MAKE-UP FACILITIES:
FAC NA IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA  MAA
BRG BRG NM  FEET
1 PEOTONE EON VORTAC L 17500
HOLDING: HOLDING TYPE OF ACTION: NO CHANGE
PATTERNS:
PAT DR IDENT  TYPE RADICRS/BRG CRS TURN  LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TME "DME MIN MIN  MAX
1 N  EON  VORTAC  001.00 181.00 2600 o000 4 5
2 N WP 001.00 181,00 R 4 2600 6000 5 6
CONTROLLING OBSTRUCTIONS:
PAT AIRSPEED ~OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE
1 200 TOWER (17-001091) 411804 0ON/0874935.00W 1236 5D
2 200  TOWER (17-001091) 411804.00N/0874935.00W 1236 5D
HOLDING RESTRICTIONS:
HOLDING LIMITED TO ESTABLISHED PATTERNS. ig s
REMARKS: i Eﬂ U %@ '
PRECIPTIOUS TERRAIN EVALUATION COMPLETED.
FIX USE:
USETYPE  USETITLE FAC PAT AIRPORTIDENT CITY STATE
DP CICERO KMDW CHICAGO IL (US)
DP OHARE KORD CHICAGO IL (US)
DP PAL-WAUKEE KPWK CHICAGO/PROSPECT HGTSMHEELING  IL (US)
ENROUTE V156 (US)
ENROUTE  VA71 (US)
ENROUTE  Vi73 (US)
ENROUTE V24399 (US)
ENROUTE V38 (US)
AP LOC RWY 36 KIGQ CHICAGO IL (US)
AP RNAV (GPS) RWY 36 KIGQ CHICAGO IL (US)
IAP RNAV (GPS) RWY 9 KIGQ CHICAGO IL (US)
IAP VOR-A KIGQ CHICAGO IL (US)
IAP BOILER KMDW CHICAGO IL (US)
IAP ILS OR LOG/DME RWY 13C 1 KMDW CHICAGO IL (US)
IAP IS OR LOG/DME RWY 31C 1 KMDW CHICAGO IL (US)
IAP ILS OR LOC/DME RWY 4R 1 KMDW CHICAGO IL (US)
IAP RNAV (GPS) RWY 13L 2 KMDW CHICAGO IL (US)
IAP RNAV (GPS) RWY 31R 2 KMDW CHICAGO IL (US)
AP RNAV (GPS) RWY 4L KMDW CHICAGO IL (US)
IAP RNAV (GPS) RWY 4R 2 KMDW CHICAGO IL (US)
IAP RNAV (GPS) Z RWY 13C 2 KMDW CHICAGO IL (US)
IAP RNAV (GPS) 7 RWY 221 2 KMDW CHICAGO IL (US)
IAP RNAV (GPS) Z RWY 31C 2 KMDW CHICAGO IL (US)
IAP RNAY (RNP) ¥ RWY 136 2 KMDW CHIGAGO IL (US)
AP RNAV (RNP) Y RWY 221 2 KMDW CHICAGO IL (US)
IAP RNAV (RNP) Y RWY 31C 2 KMDW CHICAGO IL (US)
IAP RNAV (RNP) Y RWY 4R 2 KMDW CHICAGO IL (US)
AP RNAV (GPS) RWY 2 KLOT CHICAGO/ROMEOVILLE IL (US)
IAP RNAV (GPS) RWY 16 KIKK KANKAKEE IL (US)
IAP RNAV (GPS) RWY 22 KIKK KANKAKEE IL (US)
AP RNAV (GPS) RWY 34 KIKK KANKAKEE IL (US)
IAP VOR RWY 22 KIKK KANKAKEE IL (US)
IAP VOR RWY 4 KIKK KANKAKEE IL (US)
IAP RNAV (GPS) RWY 27 2 KC56 MONEE IL (US)
AP RNAV (GPS) RWY 9 2 KC56 MONEE IL (US)
AP VOR-A KC09 MORRIS IL (US)
IAP VOR/DME OR GPS RWY 2 KGYY GARY IN (US)
IAP VOR OR GPS-A K50l KENTLAND IN (US)
IAP VOR OR GPSA 1 KC97 LOWELL IN (US)
STAR GOSHEN KMDW GHICAGO IL (US)
STAR MOTIF KMDW CHICAGO IL (US)
STAR MOTIF KGYY GARY IN (US)

REQUIRED CHARTING: DP, STAR, IAP, CONTROLLER, EN ROUTE LOW

COMPULSORY REPORTING POINT: NO

FAA FORM 8260-2 / AUG 2009
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PEOTONE VORTAC

RECORD REVISION NUMBER: 13 DATE OF REVISION: 01/10/2013

REASON FOR REVISION:
UPDATED FAC 1 TO MOVE FROM HISTORY TO ACTIVE FOR CODING.

DEVELOPED BY: DATE: 08/21/2012 OFFICE: AJV-353
APPROVED BY: DATE: 11/30/2012 OFFICE: AJV-353
SIGNATURE:

DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZAU
ATC FACILITY: ORD APP CON, MDW ATCT
OTHER:

NAME: JILL OLSON (DAVID DANNER)

NAME: LARRY STROUT

FAA FORM 8260-2 / AUG 2009
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TERMINAL AIRSPACE DATA REQUIREMENTS

CITY: CHICAGO . STATE: IL

AIRPORT NAME: CHICAGO MIDWAY INTL . ID: KMDW
PROCEDURE: RNAV (RNP) Y RWY 13C AMDT: 2
DOCKET # :

(96-AXX-X/Required/Not Required)

ALL DIST TO 1/100 NM; ELEV TO NEAREST FT; COORD TO 1/100 SEC; DEG TO 1/100 DG.

1. Distance from THLD to 1000 point 2.97
(Enter THLD, FAF, ARP, FACILITY, as appropriate)
2. Width of FINAL segment at 1000’ point 1.20
(Enter appropriate segment , final, intermediate, etc.)
3. True Course of FINAL segment containing 1000’ point 133.52
4, High Terrain in FINAL segment containing 1000’ point 604
5. Distance from THLD to 1500’ point 11.96
(If 1500 point in PT maneuvering area or holding pattern note in remarks)
6. Width of INTERMEDIATE segment at 1500' point 4.00
INTERMEDIATE 053.46
7. True Course of segment containing 1500’ point
8. High Terrain in INTERMEDIATE segment containing 1500’ point 781
5IN 0874535.42W
9. Threshold Coordinates (if straight-in) ... 41472651 / ’
414709.50N 0874508.70W
10. ARP COOIGINALES <.rvvrvrerrrrrereerren ° / °
11. Runway Approach End and distance furthest from ARP............. ....AWY 31C
Distance 056 Nm
12. FAF Coordinates ......ccccccveeeenenen. 415005.99N / 0874955.01W
(Click to Select)
REMARKS:

*1500 ET POINT OCCURS IN INTERMEDIATE STEPDOWN SEGMENT (GIKLE TO JUPIR AT 5.56NM FROM JUPIR).
JUPIR: 414942.11N/0875241.04W, GIKLE: 414609.63N/0875904.66W
THLD DIPSLACED 463FT, ACTUAL COORDINATES: 414729.67N/0874539.85W THIS IS AIRSPACE PAGE 1 OF 3




TERMINAL AIRSPACE DATA REQUIREMENTS

CITY: CHICAGO
AIRPORT NAME: CHICAGO MIDWAY INTL

PROCEDURE: RNAV (RNP) Y RWY 13C

DOCKET #:
(96-AXX-X/Required/Not Required)

STATE: IL

ID: KMDW

AMDT: 2

ALL DIST TO 1/100 NM; ELEV TO NEAREST FT; COORD TO 1/100 SEC; DEG TO 1/100 DG.

1. Distance from THLD to 1000’ point 2.97
(Enter THLD, FAF, ARP, FACILITY, as appropriate)
2. Width of FINAL segment at 1000' point 120
(Enter appropriate segment , final, intermediate, etc.)
3. True Course of FINAL segment containing 1000’ point 133.52
4, High Terrain in FINAL segment containing 1000’ point 604
5. Distance from THLD to 1500’ point 11.96
(i 1500 point in PT maneuVering area or holding pattern note in remarks)
6. Width of INTERMEDIATE segment at 1500’ point 4.00
INTERMEDIATE 053.46
7. True Course of E segment containing 1500' point
8. High Terrain in INTERMEDIATE segment containing 1500’ point 781
i 0874535.42W
9. Threshold Coordinates (if straight-in) ... 414726.51N / °
: v 414709.50N 0874508.70W
10. ARP Coordinates ........ccccceevenee /
11. Runway Approach End and distance furthest from ARP................. RWY 31C
Distance 056  NMm
12. FAF Coordinates ..........cccveeenernn. 415005.99N / 0874955.01W
(Click to Select)

REMARKS:
*1500 FT POINT OCCURS IN INTERMEDIATE STEPDOWN SEGMENT (GIKLE TO JUPIR AT 5.56NM FROM JUPIR).

JUPIR: 414942.11N/0875241.04W, GIKLE: 414609.63N/0875904.66W
THLD DIPSLACED 463FT, ACTUAL COORDINATES: 414729.67N/0874539.85W

THIS IS AIRSPACE PAGE 2 OF 3




TERMINAL AIRSPACE DATA REQUIREMENTS

CITY: CHICAGO
AIRPORT NAME: CHICAGO MIDWAY INTL
PROCEDURE: RNAV (RNP) Y RWY 13C

DOCKET # :
(96-AXX-X/Required/Not Required)

STATE: IL

ID: KMDW

AMDT: 2

ALL DIST TO 1/100 NM; ELEV TO NEAREST FT; COORD TO 1/100 SEC; DEG TO 1/100 DG.

1. Distance from THLD to 1000’ point 2.97
(Enter THLD, FAF, ARP, FACILITY, as appropriate)
2. Width of FINAL segment at 1000’ point 1.20
(Enter appropriate segment , final, intermediate, etc.)
3. True Course of FINAL segment containing 1000’ point 133.52
4. High Terrain in FINAL segment containing 1000’ point 630
5. Distance from THLD to 1500 point 9.07
(If 1500 point in PT maneuvering area or holding pattern note in remarks)
6. Width of INTERMEDIATE segment at 1500’ point ' 4700
INTERMEDIATE SEE REMARKS
7. True Course of segment containing 1500' point
8. High Terrain in INTERMEDIATE segment containing 1500' point 739
9. Threshold Coordinates (if straight-in) ... 414726510 087453542
10. ARP COOIdiNates w...eovvererssrerrceseee. | 414709.50N 0874508.70W
11. Runway Approach End and distance furthest from ARP................. RWY 31C
Distance 0.56 NM
12. FAF Coordinates ......cccccccevvvuveenne 415005.99N / 0874955.01W
(Click to Select)

REMARKS:
THLD DISPLACED 463FT, ACTUAL COORDINATES: 414729.67N/0874539.85W.

1500 FT PT (414721.52N/0875358.02W) OCCURS IN RF TURN INTERMEDIATE SEGMENT YUCAN TO JUPIR. RF

CENTER POINT CFCUO, ARC RADIUS 2.44NM.

THIS IS AIRSPACE PAGE 3 OF 3.




RNAV (RNP) Y RWY 13C, Chicago Midway Intl., Chicago, IL (KMDW)

Utilize VGSI to mitigate visual surface penetrations, Order 8260.19E, Para. 854m(2)(h).

Equivalent level of safety: The RWY 13C VGSI (PAPI) is set at 3.00 degrees, with TCH of 46
‘and verified to be clear of obstructions.

~ Plan to remove or light the 20:1: At this time there is no plan to light or remove obstacles.
Ownership/maintenance of VGSI: FAA
VGSI PAPI 13C was commissioned 1/30/2005 and indicated verified in AVNIS database.

The following unlit obstacles exist:

ORDER 8260.3, VOLUME 1. “VISUAL PORTION OF FINAL” PENETRATIONS.
20:1

648 TREE (KMDWT00579) (20/3) 414727.02N/0874544.73W (26.57)
663 TREE (KMDWO0071) (20/3) 414729.49N/0874548.29W (23.20)

656 TREE (KMDWT000627) (20/3) 414729.24N/0874546.79W (21.19)
658 TREE (KMDWT000634) (20/3) 414728.83N/0874548.12W (20.95)
664 TREE (KMDWT000655) (20/3) 414731.06N/0874548.12W (19.20)
667 TREE (KMDW0073) (20/3) 414731.15N/0874551.00W (13.98) '
634 LT POLE (KMDW0068) (20/3) 414733.73N/0874537.25W (9.73)
646 TREE (KMDWT000633) (20/3) 414730.18N/0874546.36W (9.10)
659 TREE (KMDWT000684) (20/3) 414732.02N/0874550.46W (4.43)
657 TREE (KMDWT000677) (20/3) 414731.01N/0874551.19W (3.94)
663 TREE (KMDWT000705) (20/3) 414731.86N/0874553.20W (1.46)
650 TREE (KMDWT000669) (20/3) 414730.85N/0874549.91W (1.01)
VGSI siting/installation standards: Unknown.

Request approval to chart notes:
RNAV (RNP) Y RWY 13C:

WHEN VGSI INOP, PROCEDURE NA AT NIGHT.
Please direct any questions to Brad Rush, 4-3027

Attachment

AJV-352:SCrumb:LD(4-5729): U\AVN100\PIT\Lesa\420\Approvals\2012\Eastern\December\AFS-420-approval-Boca Raton, FL (KBCT)




RNAV (RNP) Y RWY 13C, Chicago Midway Intl, Chicago, IL (KMDW)

Obstacles penetrate the visual OIS and OIS buffer surfaces,
Order 8260.58, volume 5, paragraph 3.6.

Request approval for the following obstacles that penetrate the visual OIS. X and Y values are
relative to Runway 13C LTP and runway centerline extended. Penetrations values are based on
the most-adverse application of the assigned accuracy value (Horizontal/Vertical AC) associated
with each obstacle.

OIS:

Obstacle H/V MSL(ft) X(ft) Y(ft) Penetration(ft)
Tree 20/3 664 1014 +329 24.19
Tree 20/3 659 1209 +381 12.35
Tree 20/3 646 856 +302 11.70
Pole 20/3 644 1035 =362 3.40
Grd - 20/3 608 42 0 2.12
OIS buffer:

Tank - 2073 756 , 6038 -1451 66.15
Water TWR 20/3 757 6070 -1421 65.71
Sign 500/50 712 7365 -1478 31.05

The obstacles with the highest penetration values (KMDWT000655 and 17-002181) will be
charted. Additionally, the procedure will be noted that the VGSI must be operational for night
operations; the VGSI GPA/TCH is 3.00°/46.

Attachment :

Please respond as soon as possible.



RADIO FIX AND HOLDING DATA RECORD

NAME: FATLA STATE: IL COUNTRY: US

LATITUDE/LONGITUDE: 414243.43N/0873858.32W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: CANCEL

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DIST FROM FAC MRA MAA
BRG BRG NM  FEET

1 KMDW R13C v 133.55 6.84 17500

REMARKS:

DISPLACED THLD COORDS: 414726.51N / 0874535.42W

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY STATE

IAP KMDW CHICAGO IL (US)
CHICAGO MIDWAY INTL (KMDW) - RNAV (RNP) Y RWY 13C

REQUIRED CHARTING: IAP

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: ORIG DATE OF REVISION: 05/07/2009
DEVELOPED BY: DATE: OFFICE: NAME:
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:
DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZAU
ATC FACILITY: ORD APP CON/MDW TOWER
OTHER:

CANCELLED

FAA FORM 8260-2 / AUG 2009 Page 1 of 1






