U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL. AVIATION ADMINISTRATION ‘ Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT; HAA, TCH, and RA. Altitudes are-minimumi alhtudes unless otherwise indicated.

VOR STANDARD INSTRUMENT APPROACH PROCEDURE : Ceiings are infeet above airport elevation. Distances are in nautical miles unles otherwise mdmted,
FLIGHT STANDARDS SERVICE - TITLE 14 CFR PART 97 23 ' ) ‘ exoept v;s:bilmes whlch ane in statute miles or'in feet RVR. )
TERMINAL ROUTES.- - . - ... . T - MISSED APPROACH.
FROM , TO L COURSE AND DISTANCE ALTITUDE | MAP: CEC'VORTAC

CLIMBING RIGHT TURN TO 3000 ON CEC VORTAC R-1 61 THEN
' RIGHT TURN DIRECT CEC VORTAC AND HOLD.

ADDITIONAL FLIGHT DATA:
HOLD S, LT, 340.75 INBOUND.
CHART FAS OBST: 215 TREE 414738N/1241353W
“CHART W-93 SOUTH.
CHART 2700 PRIOR TO CEC VORTAC IN PROFILE.
FAC CROSSES RWY C/L. EXTENDED 4764 FROM THLD.

1.PT_ L SIDE OF COURSE 306.00 OUTBOUND 1900 FTWITHIN 10 MILES OF CECVORTAC ______(IAF)

2_ .

3.FAC 126.00 FAF DIST FAF TO MAP THLD

4. MIN. ALT

8. MSA FROM: CEC VORTAC 360-090 8600, 020-180 7200, 180-270 1400, 270-360 5900 MAG VAR: 19E EPOCH YEAR:1975

, MINIMUMS >
TAKEOFF: SEE FAAFORM 8260-15A FOR THIS AIRPORT ALTERNATE: NA | | STANDARD @
CATEGORY =====> A B [e] D E
MDA VIS |HAT/HAA| MDA VIS |HAT/HAA| MDA | VIS |HAT/HAA| MDA VIS |HAT/HAA| MDA VIS [HAT/HAA

B-11 520 3/4 463 520 3/4 463 520 11/8 463 520 13/8 463

CIRCLING | sa0 1114 4719 | " sa0 [ 114 479 | 540 | {am@ | 479 €40 | 2 579

NOTES: . .
'CHART NOTE: CIRCLING TO RWY 17 NA AT NIGHT. @ NA WHEN LOCAL WEATHER NOT AVAILABxsE\i 17y
CHART NOTE: WHEN VGSI INOP, CIRCLING RWY 29 AND 35 NA AT NIGHT. , o ; L : , &

CHART NOTE: INOPERATIVE TABLE DOES NOT APPLY TO CATD... . ‘ ’ B C T : R Lo
‘CHART NOTE: WHEN LOCAL ALTIMETER SETTING NOT RECEIVED uss BROOKINGS ALTIMETER SETTING AND . O’YEG&
{SEE FORM 8260-10) v .

cITY AND STATE ' ELEVATION: 61 THRE: 57 FACILITY PROCEDURE NO./AMDT NO.JEFFECTIVE DATE- SUP

CRESCENT CITY, CA AIRPORT NAME: » IDENTIFIER: VOR RWY 11, AMDT 11
CEC AMDT 10
JACK MC NAMARA FIELD DATE 04/16/2004

FAA FORM 8260-5 / April 2006 (computer generated) , L o , o ‘ . PAGE 1 OF 2 PAGES




ALL AFFECTED PROCEDURES REVIEWED? - |- - COORDINATES OF FACILITIES REQUIREDEEFECTIVE DATE .
[ ] ves [X] no ' ' ROUTINE
COORDINATED WITH: ‘ , . , ,
ATA AAT ALPA APA AOPA 'NBAA OTHER (specify)
[ 1] [ ] [x]  [X] x1 1 [X]  zse amer
FLIGHT CHECKED BY
NAME: FIFO DATE:
PAUL KOSCHEKA FIOG 01/10/2012
DEVELOPED BY
NAME:; FIFO DATE:
ADOLFO URRUTIA (KYLE THOMPSON) AJV-354 09/27/2011
' T - 'APPROVED BY
NAME: ‘ FIFO DATE:
‘DEZ SILAGYI MANAGER AJV-354
CHANGES: _ ’
1) CHANGED TDZE 57 TO THRE 57.
2) ADDED BACKUP ALTIMETER SETTING AND ASSOCIATED NOTES.
3) ADDED W93S CHARTING.
4) ADDED CHART NOTES FOR RESTRICTION TO NIGHT OPERATIONS.
5) INCREASED MSA SECTOR ALTITUDES TO: 090-180, 5900; 180-270, 8600; 270-360, 7200.
5) PT TURN COMPLETION ALT INCREASED FROM 1700 TO 1900 FT.
7) ADDED PT ENTRY ALTITUDE.
REASONS:
1) AW 8260.19D PARA 854,
2) IAW 8260.19D PARA 855F.
3) IAW 8260.19D PARA 857J.
1) VISUAL SURFACE PENETRATIONS.
5) CHANGE IN MSA ROUNDING CRITERIA. -
6-7) MINIMUM ALTITUDE FOR AIRSPACE.
. 02/29/2012. THIS IS AN UPDATED COPY OF THE FORM DEVELOPED ON 09/27/2011. L ;
1.. ADDED 1/4 MILE TO CAT CA/B/C VISIBILITIES DUE TO CHANGE IN LIGHT SYSTEMS FROM MALSR TO MALSF., L
W 1 o




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATlON : -3} Bearings, headings; courses, and radials are magnetlc Elevations-and altitudes-are in feet, MSL,
" | except HAT, HAA, TCH, and RA. Altitudes aré minimum altiftudes unléss otherwise indicated.

VOR STANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above aiport elevation. Distances are-in nautical miles unless otherwise mdlcated,:
FLIGHT STANDARDS SERVICE - - TlTLE 14 CFR PART 97.23 excep’% visibilities which are in:statute miles or inféet RVR. .

| 'NOTES, (CONT.)¢ e i
INCREASE ALL MDA 100 FT; INCREASE S-11 CAT C/D AND CIRC CAT D VISIBILITIES 1I4 MILE AND CIRC CAT
-C VISIBILITY 1/8 MILE. o

CHART NOTE: FOR INOPERATIVE MALSR INCREASE S-11 CAT C VISIBILITY TO 1 3/8 MlLES

CHART NOTE: "FOR:INOPERATIVE MALSR WHEN USING BROOKINGS ALTIMETER SETTING INCREASE CATC
VISIBILITY TO 1 5/8 MILES

o
Y %‘Q'g; .
w2 T
S
rn
CITY AND STATE ELEVATION: 61 THRE: 57 FACILITY | PROCEDURE NO./AMDT NO./EFFECTIVE DATE: _ |sup-
CRESCENT CITY, CA AIRPORT NAME: IDENTIFIER: , VOR RWY 11, AMDT 11 . 70
CEC AMDT:
JACK MC NAMARA FIELD DATED: 0411612004

FAA FORM 8260-107 April 2006 (Computer Generated) | "~ PAGE2OF 2 PAGES



ALLAFFECTED PROCEDURES REVIEWED? | COORDINATES OF FACILTIES | REQUIRED EFFECTIVE DATE

[Jves v
COORDINATED WITH: __
ATA AAT ALPA APA AOPA NBAA  OTHER (specify)
_ FLIGHT CHECKED BY

NAME: FIFO DATE.
DEVELOPED BY

NAME: FIFO DATE.
APPROVED BY

NAME: FIFO DATE.

CHANGES:

REASONS:




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
“PART -A OBSTRUGTION DATA - o » ' -
1. APP SEGMENT _ ___FROM | 10 | OBSTRUCTION. | COORDINATES | ELEV. MSL] ROC ] . ALT. ADJUSTMENTS | MIN.ALT.
FINAL: PT OHONM . |CEC VORTAC - .1.,TREE‘45(KC”ECTQ147),; 114737.50N/1241352.96W | 215 (2C) < 300, 520
ENTRYZONE =~ " © ~ | IR T ) B 414257.00N/1240730.00W [1352 (4E) 1000 | ~ Jz2a00
B D e _[3. TERRAIN, 414257.00N/1240730.00W [1152 (1200) . |As1500 o 2700
2. PROCEDURE TURN CECVORTAC. ~  [1ONM -~ = [4.AAO __J415021.00N/1240800.00W 561 (4E) 1000 - ‘ ; 1600
e ‘ wo- oo P caan o Lo . J5.TERRAIN. ..|415021.00N/1240800.00W-|361 (400) | = = |As1500 . 7 1800
\C, . |cecvortac | .t . | - lasc]|] -~ - |3000
APPROAGH FREIE I E W@ | 1w | w00
o E N v [1219 (1200) AS1500 — |2700
4. CIRCLINGA’REAf‘f , L L ,
CATEGORYA- -} 23501 | _|414539.99N/1241502.22W 238 (1B) ~|540
CATEGORY B _ [ 450 12 - 8: ( KCEC0007) - [ 414539.99N/1241502.22W [238 (1B) 540
CATEGORY-C 5[ 450 |2 |8. GRND( KCEC0007) |414539.99N/1241502.22W [238 (1B) 540
CATEGORYD G50 |12 9. TOWER (KCEC0016)] 414534.00N/1241132.00W [326 (2A) 640
CATEGORY E - - %4550 T
5. MINIMUM. SAFE ALTITUDES o ' ‘ B PRIMARY NAVAID: CEC VORTAC
SECTOR OBSTRUCTION BRG/DIST  |ELEVATION (MSL) MSA SECTOR OBSTRUCTION | BRG/DIST  JELEVATION (MSL) MSA
360-090 AAO 065/ 28.5 7509 (6C) 8600 180-270 RADIO TOWER 100/ 02.5 326 (2A) 1400
090-180 AAO 087/ 26.1 6162 (6C) : 7200 270-360 AAO 007/ 26.6 4880 (6C) ‘ 5900
CITY AND STATE ELEVATION: 61 N FACILITY PROCEDURE AND AMENDMENT NO: |REGION
CRESCENT CITY, CA AIRPORT NAME: ; ' ‘ CEC VOR RWY 11, AMDT 11 . AWP
JACK MC NAMARA FIELD ; - B
FAA Form 8260 - 9 / April 2006 (Computer Generated) o ‘ ' o ' ' PAGE 1 OF 1 PAGES




PARTB-SUPPLEMENTALDATA _ ~ ~ ° - =~ . " " |PARTC-REMARKS:
1. COMMUNICATIONS WITH: | 2. WEATHER SERVICE 3 ALTIMETER SETTING | VDP NOT ESTABLISHED - FINAL IS NON-FAF WITHOUT SDF OR
SE ARTCC : ) NWS [OoTHER: SOURCE:KCEC: BQK, S — | VGSI.
AKFSS —fasos © ~  |DISTANCE:o71782 - ] PRECIPITOUS TERRAIN EVALUATION COMPLETED.
FAA . — DR R
- _ , ' : HOURS REMOTE OPERATION: WAIVER: FAAO 8260,38 VOL 1 PARA 3.1.3 TABLE 3-2
T Tacl , VISIBILITY REDUCTION TO 112 MILE FOR CAT A/BIC WITH
ATISFACTORY ON: , - 1960" MALSR.
(I[VHF [ x|uHF | |HF LOCATION: , ADJUSTMENT:0/0 | NO ADDITIONAL AIRSPACE REQUIRED.
PRIMARY NAVAID: CECVORTAC “ o | RASS PRESSURE PATTERNS SAME
4. "MONITOR POINT. _POCC RA = 85,73,
MONITOR [= = =TCo7 1 ” , A=
sTAaTus | H : CEC AND K ERVICE A.
Optn:CaT 3 ‘ 7 —| ke AND kBOK ON SERVIC
ALS 38' SHIP HEIGHT USED IN FINAL, CIRCLING AND MA W/IN 5NM
PER FPT/AMGR.
(S) SALS 208' SHIP HEIGHT USED IN ALL OTHER SEGMENTS PER
'PREVIOUS REVISION.
MALS 75 VEGETATION USED W/IN 5NM PER FPT/AMGR.
PPRsb ACH HIRL : . MALSR WAIVER (NON-STANDARD LENGTH) DOES NOT APPLY TO
“ MIRL CAT D; LIGHT CREDIT NOT GIVEN TO CAT D.
% RUNWAY ~
LIGHTING [REIL : ~ _{20:1 PENETRATIONS
TDZ ; ; . — . — R17 KCEC0070. BUSH 414714.33N-1241407.58W 68 (4.72)
R17 KCEC0073 BUSH 414714.47N-1241409.98W 68 (6.10)
CILINE ‘ R17 KCECT0086 TREE 414716.03N-1241405.89W 75 (1.88)
» R17 KCECT0091 TREE 414721.93N-1241409.42W 107 (7.87)
OTHER (SPECIFY) A ' R17 KCECT0094 TREE 414723.15N-1241409.67W 135 (30.08)
, , o | R17.KCECT0095 TREE 414723.48N-1241407.64W.136 (27.7)
; _ R17 KCECT0103 TREE 414725.64N-1241407.27W 147 (27.74)
. 'BASIC B | R17 KCECTO121 TREE 414733.36N-1241409:17W 172 (16.36)
L RUNWAY =S - , , ———{ R17 KCECT0123 TREE 414732.22N-1241408.41W 156 (5.32).
MARKINGS | - L R17 KCECT0125 TREE 414734.47N-1241408.75W 172 10,53)
INSTRUMENT » ~ - , R17 KCECT0144 TREE 414738.71N-1241354.04W 206(10:93)
, ‘ : . V R17 KCECT0184 TREE 414733.46N-1241407,38W 171 (13.32)
7.RUNWAY |APPROACH T ~ S I R29 KCEC0038 TREE 414623.47N-1241324.49W 136 (16.13)
VISUAL - WIDFIELD —— ' — R29 KCEC0047 TREE 414619.71N-1241326.05W 136 (7.41)
RANGE 3 : ~ : | R29 KCECT0030 TREE 414612.95N-1241321.51W 165 (0.47)
ROLL OUT ‘ ‘ - |'R23 KCECT0031 TREE 414612.00N-1241321.14W 169 (0.16)
, , — — : R29 KCECT0035 TREE 414620.34N-1241327.77W 149 (27.34)
T m—— ELEV T RO B e R
.G E AT — — e —— ‘ — - (@77
PATH' DIS OM RWY: JELEV-.GPANTENNA:  ~ | R29 KCECT0048 TREE 414622 06N-1241319.15W 152.(12.5)
THRESHOLD CROSSING HEIGHT: R T TR A ieas yoN- 124 1355 00w 138 (10,20
). FINAL APPROACH RUNWAY THRESHOLD 4764 = .~ - FT FROM THRESHOLD | gag KgECTooss TREE 412623 -44N-1241324.96W 134 (15, 323;
X — TR29 KCECT0054 TREE 414622.87N-1241324.17W 148 (25.17)
COURSE AIMING X [oNcENTERUNE . o FROM CENTERL'NE R e Toms TREE qdeas N 1241395, 76W 135 (25,08
0. WAIVERS: NONE - - T 'R29 KCECT0056 TREE 414624 91N-1241324.25W 126 (10.45)
s NONE. , : : o SR ﬁ - | R29 KCECT0058 TREE 414625.59N-1241327.87W. 120 (16.8)
R35 KCECGO068 BUSH 414621.65N-1241427.86W. 56 (0.86).
R35 KCECT0191 BLDG 414621.78N-1241428.33W 56 (1.10)
R35 KCECT0192 RD (N) 414620.47N-1241425.38W-60 (1.19)
* 'ART D - PREPARED B ‘ ' DATE:
ADOLFO URRUTIA (KYLE THOMPSON) , 09/27/2011
ITLE: OFFICE:
AERONAUTICAL INFORMATION SPECIALIST AJV-354




RADIO FIX AND HOLDING DATA RECORD

NAME: CRESCENT CITY VORTAC STATE: CA COUNTRY: US
LATITUDE/LONGITUDE: 414646.48N/1241427.04W TYPE:
AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY
FIX MAKE-UP FACILITIES:
FAC NAME IDENT TYPE CLASS MAG TRUE DME DIST FROM FAC MRA MAA
BRG BRG NM FEET
1 CRESCENT CITY CEC VORTAC L 17500
HOLDING: HOLDING TYPE OF ACTION: MODIFY
PATTERNS:
PAT DIR IDENT TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX MIN MAX
1 S CEC VORTAC 160.75 340.75 L 1-11/2 3000 17500 4 16
CONTROLLING OBSTRUCTIONS:
PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE
1 200 AAO 414028.60N/1240750.50W 1419 2C
REASON FOR NONSTANDARD HOLDING:
PAT 1 TERRAIN
HOLDING RESTRICTIONS:
HOLDING LIMITED TO ESTABLISHED PATTERNS.
REMARKS:
PRECIPITOUS TERRAIN EVALUATION COMPLETED.
FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
DP HOCUT KACV ARCATA/EUREKA CA (US)
DP TAKE-OFF MINIMUMS KCEC CRESCENT CITY CA (US)
EN ROUTE V-122 (US)
EN ROUTE V-27 (US)
EN ROUTE V-494 (US)
IAP ILS OR LOC/DME RWY 11 1 KCEC CRESCENT CITY CA (US)
IAP RNAV (GPS) RWY 11 KCEC CRESCENT CITY CA (US)
IAP RNAV (GPS) RWY 35 KCEC CRESCENT CITY CA (US)
IAP VOR RWY 11 1 KCEC CRESCENT CITY CA (US)
IAP VOR/DME RWY 11 1 KCEC CRESCENT CITY CA (US)
IAP VOR/DME RWY 35 1 KCEC CRESCENT CITY CA (US)
REQUIRED CHARTING: MILITARY IAP, MILITARY DP, IAP, CONTROLLER, EN ROUTE LOW, EN ROUTE HIGH
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 11 DATE OF REVISION: 02/09/2012
REASON FOR REVISION:
- MOVED REMARK: HOLDING LIMITED TO ESTABLISHED PATTERNS, TO HOLDING RESTRICTIONS.
- ADDED REMARK: PRECIPITOUS TERRAIN EVALUATION COMPLETED.
- CORRECTED PATTERN NUMBER FROM 2 TO 1.
- UPDATED PAT 1 HOLDING OBSTACLE.
- UPDATED FIX USE.
- UPDATED REQUIRED CHARTING.
DEVELOPED BY: DATE: 09/27/2011 OFFICE: AJV-354 NAME: ADOLFO URRUTIA (KYLE THOMPSON)
APPROVED BY: DATE: OFFICE: AJV-354 NAME: DEZ SILAGYI
SIGNATURE:
DISTRIBUTION: NFDC
FPO: WST
ARTCC: ZSE
ATC FACILITY:
OTHER:
P
g o
v
CheC™
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FLIGHT STANDARDS' USE ONLY

Feders Avition Admirattation FLIGHT PROCEDURES STANDARDS WAIVER CONTROL NO-

1. Flight Procedure Identification:
CRESCENT CITY, CA (KCEC)
JACK MC NAMARA FIELD

VOR RWY 11

2. Waiver Required and Applicable Standard:

REQUIRED LENGTH OF MALSR FOR REDUCTION TO 1/2 MILE VISIBILITY FOR CAT A, B, &C. TERPS para 3.1.3 TABLE 3-2_

3. Reason for Waiver (Justification for nonstandard treatment):

THE AVAILABLE LAND PRECLUDE INSTALLATIO OF 2400' MALSR. THE PACIFIC OCEAN BEACH IS 2080' FROM THE APPROACH END OF
RWY 11. AN INSTALLATION CRITERIA WAIVER WAS APPROVED 10/10/72 TO CONSTRUCT A 1960' MALSR SYSTEM WITH 1400' OF MALS
AND RAILS AT STATIONS 10+00, 12+00, 14+00, 17+20, 18+40, AND 19+60.

4. Equivalent Level of Safety Provided:

THE PRESENT SYSTEM PROVIDES ALL THE LIGHTS REQUIRED FOR THE MALS AND ONE MORE RAIL THAN NORMAL IN, THE 2400'
SYSTEM. THE LIGHT EXTEND OUT 0,37 STATUTE MILE AND THEY SHOULD PENETRATE 0.13 STATUTE MILE THEREBY JUSTIFYING
REDUCTION OF 1/2 MILE FOR CATEGORY A, B, &C.

THE ENTIRE FINAL APPROACH COURSE IS OVER WATER.

5. How Relocation or Additional Facilities Will Affect Waiver Requirement:

NO ADVANTAGE EXCEPT THROUGH RELOCATION OF THE AIRPORT.

6. Coordination With User Organizations (Specify):

AJV-354
7. SUBMITTED BY
DATE: Office Identification: Title: ‘ Signature:
Manager, Terminal Procedures
AJV-35 Publication Group GREGORY YAMAMOTO

FAA FORM 8260 - 1/ July 2003 (computer generated)



8. CONTINUATION

Comments:
Approved
9. AFS ACTION Disapproved
Not Required
Comments:
Date: Routing Symbol: Signature:






