RNAV - STANDARD
‘US DEPARTMENT OF TRANSPORTATION
FEDERAL AVIATION ADMINISTRATION

INSTRUMENT APPROACH PROCEDURE
TITLE 14 CFR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, except
HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. Cellings are in feet
above airport elevation. Distances are in nautical miles unjess otherwise indicated, except visibilities which
are in statute miles or in feet RVR,

TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE |LPV: DA
FQF VORTAC VUBCU (FO) 060.44 / 16.28 8000 tﬂﬂfv;{'ve;’é DA
LIMEX (IAF) VUBCU (NOPT) (FB) 280.57 / 17.65 7200
CLIMB TO 6100 THEN CLIMBING LEFT TURN TO 7500 DIRECT
VUBCU (IF/IAF) SODNE (FB) 263.32/6.01 7200 LIMEX AND HOLD.
SODNE (FAF) RW26 (MAP) (FO) 263.24/5.24
RW26 (MAP) 6100 MSL 263.24 6100
6100 MSL LIMEX (FO) 7500
ADDITIONAL FLIGHT DATA:
HOLD E, RT, 280.57 INBOUND.
CHART FAS OBST: 5687 CTRL TOWER 394710N/1043209W
DISTANCE TO THLD FROM 200 HATH: 0.48 NM.
CHART VDP AT 1.46 MILES TO RW26*
*LNAV ONLY. :
REFERENGE PATH 10: W26A
1. PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (AR ) Ay DRy oA NAL
2. HOLD E VUBCU, LT, 263.32 INBOUND, 7200 FT. IN LIEU OF PT (IAF) LTP HAE: 1654.7 M
3.FAC: 263.24 FAF: SODNE DISTFAFTOMAP: 524 THLD: 5.4
4. MIN. ALT: VUBCU 7200, SODNE 7200
5. DIST TO THLD FROM OM: MM: IM: 150 HAT: 100 HAT: GS ANT:
6. MIN GS INCPT: 7200 GS ALT AT: SODNE 7200 OM: MM: iM:
7.GSANGLE: 7300  TCH:450 34:11S CLEAR _
8. MSA FROM: Rw26 8100 MAG VAR: 8E EPOCH YEAR: 2015
MINIMUMS
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE:NA | ] STANDARD @
CATEGORY =====> ‘A B c D E
DH/MDA | VIS | HAT/HAAIDH/MDA | VIS [HAT/HAA[DH/MDA | VIS |HAT/HAA |DHIMDA | VIS |HAT/HAA DHIMDA | VIS [HAT/HAA
LPV DA 5685 112 200 5685 12 200 5685 112 200 5685 112 200
LNAVIVNAV DA 5398 718 413 5898 718 413 5898 7/8 413 5898 718 413
LNAV MDA 6000 172 515 6000 12 515 6000 1 515 6000 1 515
CIRCLING 6040 1 528 6040 1 528 6040 1112 528 6080 2 568

QE;IE'ISNOTE: FOR UNCOMPENSATED BARO-VNAV SYSTEMS, LNAV/VNAV NA BELOW
CHART NOTE: DME/DME RNP-0.3 NA,

CHART PROFILE NOTE: VGSI AND RNAV GLIDEPATH NOT COINCIDENT.

CHART NOTE: WHEN LOCAL ALTIMETER SETTING NOT RECEIVED,
(SEE FORM 8260-10)

, USE DENVER INTERNATIONAL ALTIMETER SETTING

-25C (-13F) OR ABOVE 49C (120F).

@ NA WHEN LOCAL WEATHER NOT AVAILABLE. n

CITY AND STATE ELEVATION: 5512 THRE: 5485
DENVER, CO AIRPORT NAME:
FRONT RANGE

FACILITY PROCEDURE NO./AMDT NO./EFFECTIVE DATE:  [SUP:
IDENTIFIER: RNAV (GPS) RWY 26, AMDT 1, 11/15/2012 AMDT: ORIG
DATED  09/25/2008

FAA FORM 8260 - 3 / April 2006 (computer generated)

PAGE 1 OF 6 PAGES



ALL AFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES ‘ REQUIRED EFFECTIVE DATE

|___| YES [Xx] nO 11/15/2012

COORDINATED WITH; |
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

] 1 X7 ] [x] [X] [X]  ZDv,DEN APP CON, FTG TOWER, AMGR

FLIGHT CHECKED BY

NAME: FIFO ' DATE:

PENDING

DEVELOPED BY

NAME.. ' —FIFO DATE:
ADOLFO URRUTIA (STEPHEN PETERSON) AJV-354 12/29/2011

APPROVED BY

NAME: - _ FIFO DATE:
' DEZ SILAGY! MANAGER AJV-354

CHANGES:

FINAL COURSE CHANGED FROM 260.24 TO 263.24.

MOVED VDP FROM 1.15NM TO 1.46NM.

L.PV DA LOWERED FROM 5735 TO 5685.

LNAV/VNAV DA RAISED FROM 5786 TO 5898.

LNAV MDA RAISED FROM 5900 TO 6000.

. CIRCLING MDA RAISED FROM 5960 TO 6040

. ADDED ALTERNATE MINIMUMS.

. LOWERED TCH FROM 50FT TO 45FT.

9. CHANGED MISSED APPROACH FROM "CLIMB TO 8000 DIRECT TENUC AND LEFT TURN VIA 151 TRACK TO FQF VORTAC AND HOLD. CONTINUE CLIMB-IN-HOLD TO 8000"
TO "CLIMB TO 6100 THEN CLIMBING LEFT TURN TO 7500 DIRECT LIMEX AND HOLD."
10. DIST FAF TO MAP/THLD CHANGED FROM 5.15 TO 5.24.

11. ADDED INITIAL SEGMENT FROM LIMEX TO VUBCU.

12. INTERMEDIATE SEGMENT CRS/DIST CHANGED FROM 260.33/6.10 TO 263.24/5.24.
13. HIL COURSE CHANGED FROM 260.33 TO 263.32.

CPNONBWNS

REASONS:

1. AIRPORT MAGVAR CHANGED FROM 11E 1995 TO 8E 2015.

2. LNAV MDA RAISED FROM 5960 TO 6000.

3. ALL SURFACES ARE CLEAR; TO MATCH ILS DA.

4/5/6. NEW CONTROLLING OBSTACLE.

7. 8260.19D PARA 853B PARAMETERS ARE SATISFIED.

8. MATCH ILS GLIDE SLOPE TCH.

9, ATC REQUEST.

10/12. SODNE MOVED TO 8260.54A FORMULA 2-16B PFAF LOCATION.
11. TO ALLOW PROCEDURE ENTRY FROM THE EAST.

13. ALIGN WITH NEW INTERMEDIATE COURSE.

02/29/2012: THIS IS AN UPDATED COPY OF THE FORM DEVELOPED ON 12/29/2011.
1. CHANGED REQU!RED EFFECTIVE DATE FROM ROUTINE TO 05/31/2012.

03/23/2012: THIS IS A CORRECTED COPY OF THE FORM DEVELOPED ON 12/29/2011. -3 PDF EDITS
1. ADDED BARO-VNAV NA NOTE WITH DENVER INTERNATIONAL ALTIMETER SETTING. 1. ADDED FAF TO SODNE IN TERMINAL ROUTES.

06/21/2012: THIS IS AN UPDATED COPY OF THE FORM DEVELOPED ON 12/29/2011.
1. CHANGED REQUIRED EFFECTIVE DATE FROM 05/31/2012 TO 11/15/2012.
2, CHANGED BARO-VNAV HIGH TEMP FROM 9C (49F) TO 49C (120F).




US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
RNAV - STANDARD except HAT, HAA, Tcl:;, and RA. Altitudes are minimum altitudes unless otherwise indicated.
- Ceili in feet i levation. Dista i ical miles unless otherwise indicated,
INSTRUMENT APPROACH PROCEDURE - TITLE 14 CFR PART 97.33 oxcept visbiifics which are in statuts miee of 1ot Ferge 2! Miles unless otherwise indicated

NOTES, (CONT.):
AND INCREASE ALL DA 29 FEET AND ALL MDA 40 FEET; INCREASE LNAV/VNAV ALL CATS AND LNAV CATS C AND

D AND CIRCLING CAT C VISIBILITY 1/8 MILE.

CHART NOTE: FOR INOPERATIVE MALSR INCREASE LNAV CATS C AND D VISIBILITY TO 1 3/8.

CHART NOTE: VDP NA WITH DENVER INTERNATIONAL ALTIMETER SETTING.

CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVALS AT FQF VORTAC ON AIRWAY RADIALS 038 CW 127,
CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVALS AT LIMEX ON V611 NORTHEAST BOUND AND SOUTHEAST

BOUND.
CHART NOTE: BARO-VNAV NA WITH DENVER INTERNATIONAL ALTIMETER SETTING.

CITY AND STATE ELEVATION: 5512 THRE: 5485 FACIIJ;LY R PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: SUP:
. IDENTIFIER: RNAV (GPS) RWY 26, AMDT 1, 11/15/2012
DENVER, CO AIRPORT NAME: AV (GPS) AMDT: ORIG
FRONT RANGE DATED: 09/25/2008
PAGE 2 OF 6 PAGES

FAA FORM 8260-10/ April 2006 (Computer Generated)




ALLAFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE
7] ves [ vo
COORDINATED WITH:
ATA . AAT ALPA APA AOPA NBAA OTHER (specify)

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:
APPROVED BY

NAME: FIFO DATE:

CHANGES:

REASONS:




Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

RNAV STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICE - FAR PART 97.33

FAS DATA BLOCK INFORMATION

DATA FIELD DATA
OPERATION TYPE 0
SBAS SERVICE PROVIDER IDENTIFIER 0
AIRPORT IDENTIFIER KFTG
RUNWAY : RW26
APPROACH PERFORMANCE DESIGNATOR 0
ROUTE INDICATOR
REFERENCE PATH DATA SELECTOR 0
REFERENCE PATH IDENTIFIER (APPROAGCH ID) W26A
LTP/FTP LATITUDE 394736.8190N
LTP/FTP LONGITUDE 1043212.4260W
LTP/FTP ELLIPSOIDAL HEIGHT +16547
FPAP LATITUDE 394738.6200N
FPAP LONGITUDE 1043408.0000W
THRESHOLD CROSSING HEIGHT (TCH) 00045.0
TCH UNITS SELECTOR (METERS OR FEET USED) F
GLIDEPATH ANGLE (GPA) 03.00
COURSE WIDTH AT THRESHOLD 106.75
LENGTH OFFSET 0312
HORIZONTAL ALERT LIMIT (HAL) 40.0
VERTICAL ALERT LIMIT (VAL) 35.0
CRC REMAINDER 97A01075
ADDITIONAL PATH POINT RECORD INFORMATION
ICAO CODE K2
LTP ORTHOMETRIC HEIGHT +16719
FPAP ORTHOMETRIC HEIGHT +16719
CITY AND STATE ELEVATION: 5512 THRE: 5485 FACILITY PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: SUP:
DENVER, CO AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 26, AMDT 1, 11/15/2012
. RNAV AMDT: ORIG
FRONT RANGE DATED: 09/25/2008

FAA FORM 8260-10/ April 2006 (Computer Generated)

PAGE 3 OF 6 PAGES



ALL AFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE
[ ves [ v
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

4 O 0 O

1 [ ] [ ]

FLIGHT CHECKED BY
NAME: : FIFO DATE:
DEVELOPED BY
NAME: FIFO DATE:
- APPROVED BY
NAME: FIFO DATE:
CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
MD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-18 - RNAV (GPS)

1 2 3 4 5 6 7 8 S 0 1

2 3

NAVAID 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAD FQF K2011630VTHW N39412450W104371550 N39412450W104371550E0110057802 NARFALCON
1 2 3 4 5 6 7 8 9 o} 1 . 2 - 3
WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAEAENRT LIMEX K20 Cc L N39414655W103555450 E0082 NAR LIMEX
SUSAEAENRT SODNE K20 W N39473019W104252452 EQ085 NAR SODNE
SUSAEAENRT VUBCU K20 W N39472211W104173694 E0084 NAR VUBCU
1 2 3 4 5 6 7 8 9 0 1 2 3

AIRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KFTGK2AFTG 0 080YHN39470690W104323530E008005512 1800018000C MNAR FRONT RANGE
1 2 3 4 5 6 7 8 S 0 1 2 3
SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KFTGK2FR26 AFQF 010FQF K2D 0V IF ) 18000 A JS
SUSAP KFTGK2FR26 AFQF 020VUBCUK2EACEY 020TF 06040163 + 08000 A JS
SUSAP KFTGK2FR26 AFQF 030VUBCUK2EAOEE AL HF 26330070 + 07200 - A JS
SUSAP KFTGK2FR26 ALIMEX 010LIMEXK2EAQE A IF 18000 A JS
SUSAP KFTGK2FR26 ALIMEX O020VUBCUK2EACEE B 010TF 28060177 + 07200 A JS
SUSAP KFTGK2FR26 R 010VUBCUK2EACE I IF + 07200 18000 A JS
SUSAP KFTGK2FR26 R 020SODNEK2EALE F 051TF 26330060 + 07200 RW26 K2PGA JS
SUSAP KFTGK2FR26 R 020SODNEK2EAZWALPV ALNAV/VNAV ALNAV Js
SUSAP KFTGK2FR26 R 030RW26 K2PGOGY M 031TF 26320052 05530 =300 A Js
SUSAP KFTGK2FR26 R 040 0 M CA 2632 + 06100 A JS
SUSAP KFTGK2FR26 R 050LIMEXK2EACEY L DF . + 07500 A JS
SUSAP KFTGK2FR26 R 060LIMEXK2EACEE R HM 28060070 + 07500 A Js
1 2 3 4 5 6 7 8 9 0 1 2 3

RUNWAY 1234567890123456789012345678901234567890123456789012345678901234567890'12345678901234567890123456789012345678901234567890123456789012

SUSAP KFTGK2GRW26 0080002632 N39473682W104321243-0400 +16547054850000451001

1 2 3 4 5 6 7 8 9 0 1

PP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789‘91}2’ :

SUSAP KFTGK2PR26 RW26 001 0000W26AON3947368190W10432124260+165470300N3947386200W10434080000106750312000450F40035097A01075 ”

SUSAP KFTGK2PR26  RW26 002E +16719+16719LPV 93909
CITY AND STATE ELEVATION: 5512 THRE: 5485 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: SUP:
- DENVER, CO AIRPORT NAME: : IDENTIFIER: A .
FRONT RANGE RNAV (GPS) RWY 26, AMDT 1, 11/16/2012 AMDT: ORIG
RNAV DATED:  09/25/2008

FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page 4 of

6 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] wo

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

[] ] ] [ ]

AQOPA NBAA OTHER (specify)

L1 ]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

——RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE

FLIGHT STANDARDS SERVICES - FAR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
indicated, except visibilities which are in statute miles or in feet RVR.

1 2 3 4 5 6 ' 7 8 8 0 1 2 3
MSA 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KFTGK2SRW26 K2PG ' 0 18018008125 M
CITY AND STATE ELEVATION: 5512 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |gup:
DENVER, CO AIRPORT NAME THRE: 8485 IDENTIFIER:
] P . * .
FRONT RANGE RNAV (GPS) RWY 26, AMDT 1, 11/15/2012 AMDT: ORIG
RNAV DATED:  09/25/2008

FAA FORM 8260 - 10 / April 2006 (Computer Generated)

Page 5 of 6 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves ] NO

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

0O O O 0O

AOPA NBAA OTHER (specify)

[ [

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

— RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE

FLIGHT STANDARDS SERVICES - FAR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
indicated, except visibilities which are in statute miles or in feet RVR. -

ARINC SUMMARY - 424-18 - RNAV (GPS)

ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
FQF FQF 010 . IF FB
FQF VUBCU 020 TF FO 2.0 060.4(068.4T) 016.3 AA 08000
FQF VUBCU 030 IAF HF L FO 263.3(271.3T) 007.0 AA 07200
LIMEX LIMEX 010 IAF IF FB )
LIMEX VUBCU 020 TF FB 1.0 280.6(288.6T) 017.7 AA 07200
VUBCU 010 FACF IF FB . AA 07200
SODNE 020 FAF TF FB 0.5 263.3(271.3T) 006.0 AA 07200
RW26 030 MAP TF FO 0.3 '263.2(271.2T) 005.2 AT 05530
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
040 Cca FB 263.2(271.27T) : AA 06100
LIMEX 050 DF L FO AA 07500
LIMEX 060 HM R FO 280.6(288.6T) 007.0 AA 07500
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
FQF N384124.50 W1043715.50 N3541.408 W10437.258
LIMEX N394146.55 W1035554.50 N3941.776 W10355.908
SODNE N394730.18 W1042524.52 N3947.503 W10425.409
VUBCU N3%4722.11 W1l041736.94 N3947.369 W1l0417.616
RW26 N394736.82 W1043212.43 N3947.614 W10432.207
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RW26 05485 45
CITY AND STATE ELEVATION: 5512 THRE: 5485 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |gup:
DENVER, CO AIRPORT NAME: ’ IDENTIFIER:
ERONT RANGE RNAV (GPS) RWY 26, AMDT 1, 11/15/2012 AMDT: ORIG
NAV
R DATED: 0912512008

FAA FORM 8260 - 10 / April 2006 (Computer Generated)

Page 6 of 6 Pages




ALL AFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE

[] ves [] ~o

COORDINATED WITH:
ATA AAT ALPA APA AQOPA NBAA OTHER (specify)

[ ] [ ] 1 ]

FLIGHT CHECKED BY

NAME: FIFO DATE:

DEVELOPED BY

NAME: NFPG DATE:

APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
' PART - A OBSTRUCTION DATA
1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES ELEV. MSL| ROC ALT. ADJUSTMENTS MIN. ALT.
FEEDER FQF VORTAC VUBCU 1. TREE 393924.00N/1043503.00W | 6117 (4E) 2000 |MT-117 8000
2. TERRAIN 393930.00N/1043503.00W 6034 (6000) AS1500 7500
INITIAL LIMEX VUBCU 3. AAO 394521.00N/1041745.00W |5584 (4E) 1000 [AT616 7200
4. TERRAIN 394521.00N/1041745,00W |5384 (5400) AS1500 6900
INTERMEDIATE VUBCU (IF/IAF) SODNE 5. AAO 394612.00N/1042445.00W | 5686 (4E) 500 [AC98 AT916 7200
6. TERRAIN 394612.00N/1042445.00W | 5486 (5500) AS1500 7000
INTERMEDIATE VUBCU (IF/IAF) SODNE 7. AAO 394539.00N/1042245.00W |5680 (4E) 500 [AC98 AT922 7200
|8. TERRAIN 394539,00N/1042245.00W |5480 (5480) JAS1500 7000
FINAL: LPV SODNE RW26 ASC 5685/200
FINAL: LNAV/VNAV SODNE RW26 9. CTRL TOWER 394710.30N/1043209.10W | 5687 (4D) 161 |ACS50 5898/413
FINAL: LNAV SODNE RW26 9. CTRL TOWER 394710.30N/1043209.10W | 5687 (4D) 250 |ACS50 6000
2. HOLD-IN-LIEU-OF-PT VUBCU P-9 10. AAO 394215.82N/1042436.88W | 5819 (2C) 1000 |AT381 7200
11. TERRAIN 394215.82N/1042436.88W | 5619 (5600) AS1500 7100
MAP: [DA/DA/RW26 LIMEX ASC 7500
i-P“g'sgigH 12. ARO 393259.00N/1043425.00W | 6459 (2C) | 1000 7500
ELEV: [5520/5737/5900 13. TERRAIN 393259.00N/1043425.00W | 6259 (6300) AS1000 7300
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT.
CATEGORY A 13NM_ [ | 350 528 9, CTRL TOWER 394710.30N/1043209.10W |5687 (4D) 300 AC50 6040
CATEGORY B 1.5 NM &J 450 |2 528 9. CTRL TOWER 394710.30N/1043209.10W |5687 (4D) 300 ACS50 6040
CATEGORY C 1.7NM  |5] 450 |2 528 9. CTRL TOWER 394710.30N/1043209.10W 5687 (4D) 300 ACS50 6040
CATEGORY D 23NM |2[ 550 g 568 14. TOWER (08-000851)] 304339.00N/1043135.00W [5730 (5D) 300 AC50 6080
CATEGORY E 45NM |*[ 550 i
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID: RW26 o
" SECTOR OBSTRUCTION BRG/DIST  |ELEVATION (MSL) MSA SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL}}' MSA
360-360 TWR (08-000111) 186/ 23.0 7048 (2B) 8100
CITY AND STATE ELEVATION: 5512 FACILITY PROCEDURE AND AMENDMENT NO: |REGION
DENVER, CO AIRPORT NAME: ' RNAV RNAYV (GPS) RWY 26, AMDT 1, 11/15/2012 ANM
FRONT RANGE ;

FAA Form 8260 - 9 / April 2006 (Computer Generated)

PAGE 1 OF 1 PAGES




PART B - SUPPLEMENTAL DATA

1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIgIETEENSETTING
DEN APP CON NW S [OTHER: SOURCE:KFTG /KD )
) it AWOS-3 DISTANCE: 0/ 7.56

FAA HOURS REMOTE OPERATION:
SATISFACTORY ON: AlIC 24124
x[VHE [xJunF | [HF LOCATION: KFTG ADJUSTMENT: 0/29
) PRIMARY NAVAID:
MONITOR | MCNITOR POINT:
STATUS | HRs | CAT1
OPTN:[ CAT 3
ALS
(S) SALS
X |MALSR 35 (PCL), 26 (PCL)
5. X HIRL 08 (PCL), 26 (PCL)
APPROACH[ x [mIRL 17 (PCL), 35 (PCL)
sl‘_lzl:_l'f‘rmg X__|ReNL 17 (PCL), 08 (PCL)
TDZ
C/LINE
X |OTHER (SPECIFY)
PAPI-2L 08.(PCL), 26 (PCL) PAPI4L 17 (PCL), 35 (PCL)
6. RUNWAY BASIC BSC-G 08
MARKINGS [ALLWEATHER  PIR-G 26; -F 17, 35
INSTRUMENT
7.RUNWAY | APPROACH
VISUAL MIDFIELD
RANGE ROLL OUT
8. GLIDE GP ANGLE: 3.00 ELEV RWY THRESHOLD:5485.4
PATH DISTANCE FROM RWY: ELEV GP ANTENNA:
THRESHOLD CROSSING HEIGHT:45.0
9. FINAL APPROACH X |[RUNWAY THRESHOLD FT. FROM THRESHOLD
COURSE AIMING X |oN CENTERLINE FT. FROM CENTERLINE

10. WAIVERS: NONE

PART D - PREPARED BY: DATE:
ADOLFO URRUTIA (STEPHEN PETERSON) 12/29/2011
TITLE: OFFICE:
AERONAUTICAL INFORMATION SPECIALIST AJV-354

PART C - REMARKS:
PRECIPITOUS TERRAIN EVALUATION COMPLETED.

RASS PRESSURE PATTERNS SAME
KFTG 5512FT, KDEN 5431FT

‘RA = 28.34FT

SEE ATTACHED AIRSPACE LETTER.
LPV SLOPE - 34:1

LNAV/VNAV SLOPE - 23.342:1

ACT: -25C

AIRPORT ISA: 4.086C

5 YEAR CLIMATE HISTORY NOT AVAILABLE FOR THIS AIRPORT:

SV\E"I}G_GgNCOLD TEMPERATURE BASED ON STANDARD -30C ISA
E JON.

USED 50FT VEGETATION HEIGHT; RETAINED FROM PREVIOUS
REVISION.

REQUEST FC 4D ACCURACY VERIFICATION OF OBS#9.




RADIO FIX AND HOLDING DATA RECORD

NAME: FALCON VORTAC | STATE: CO COUNTRY: US
LATITUDE/LONGITUDE: 394124.50N/1043715.50W TYPE:
AIRSPACE DOCKET: FIX TYPE OF ACTION: NO CHANGE
FIX MAKE-UP FACILITIES: .
FAC NAME : IDENT TYPE CLASS MAG TRUE ~ DME DISTFROMFAC = MRA MAA
BRG BRG FEET
1 FALCON : FQF VORTAC H 45000
HOLDING: ’ HOLDING TYPE OF ACTION: MODIFY
PATTERNS:
PAT DIR IDENT = TYPE RADI/CRS/BRG CRS TURN  LEGLENGTH HOLDING ALTITUDES TEMPLATES
' INBOUND (LORR) TIME DME MIN AX MIN  MAX
1 SW FQF VORTAC 22374 043.74 R 1 8000 14000 B 18
CONTROLLING OBSTRUCTIONS: , o
PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE
1 230 AAO 393104 .60N/1043946.90W 6615 6C
1 310 AAD - 392543 60N/1045203.00W 6913  6C

- HOLDING RESTRICTIONS:
HOLDING LIMITED TO ESTABLISHED PATTERN.

PROCEDURES REQUIRING CLIMB-IN-HOLD:

PAT PROCEDURE TITLE AIRPORT IDENT  CITY STATE
1 ILS OR LOC RWY 26 KETG DENVER © o CO(US)

REMARKS:

PRECIPITOUS TERRAIN EVALUATION COMPLETED.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY _ STATE

D ASPEN KASE ASPEN = - COUS)

DP DENVER KBKF AURORA . CO (US)

DP SPRINGS , KCOS COLORADO SPRINGS CO (US)

Dp DENVER KAPA DENVER CO (US)

op DENVER KRJC DENVER CO (US)

DP DECI-BELLE KDEN DENVER - CO (US)

pp DENVER . KDEN DENVER CO.(UB)

DP DENVER KFTG DENVER CO (US)

DP DENVER KFNL FORT COLLINS/LOVELAND CO {US)

pp GRAND MESA, ‘ KGJT : GRAND JUNCTION CO (US)

DP DENVER KGXY GREELEY CO (US)

pp CANYON KPUB PUEBLO , CO {US)

EN ROUTE J40 (Us)

EN ROUTE J116 _ (Us)

EN ROUTE J128 (Us)

EN ROUTE J13 (Us)

EN ROUTE J17 (US)

EN ROUTE J20 (US)

EN ROUTE J44 . - (US)

EN ROUTE J52 (US)

EN ROUTE J56 - (US)

EN ROUTE Jso . (Us)

EN ROUTE V134 (US)

EN RQUTE V148 ' (Us)

EN ROUTE V160 . , (Us)
ENROUTE V366 (Us)

EN ROUTE V389 (US)

EN ROUTE V85 : us) -

EN ROUTE ves ' : (US)

IAP | ILS OR LOC RWY 38R KAPA DENVER CO (US)

AP NDB RWY 35 KAPA DENVER _ CO (US)

AP RNAV (GPS) RWY 28 KAPA : DENVER . COUS)

IAP RNAY (GPS) RWY.35R KAPA DENVER CO (US)

AP ILS OR LOC R17L KDEN DENVER CO (US)

IAP ILS OR LOC RWY 07 KDEN DENVER CO (US)

1AP ILS OR LOC RWY 08 KDEN DENVER : CO {US)

AP ILS OR LOC RWY 16R . . KDEN ~ DENVER - COWs)

[AP ILS OR LOC RWY 25 KDEN DENVER CO (US)

AP : ILS OR LOC RWY 34L KDEN DENVER CO (US)

IAP ILS RWY 16L KDEN DENVER : CO (US)

[AP ILS RWY 17R KDEN DENVER . CO (US) Q}EAI,« \
IAP ILS RWY 26 KDEN DENVER Cos) * 1
IAP ILS RWY 241 (CAT 1IN KDEN DENVER CO (US) 4
IAP ILS RWY 34L (CAT Il KDEN DENVER CO (US) ‘3?9 d
IAP ILS RWY 24R ) KDEN DENVER : CO(US) Fev&
AP ILS RWY 34R (CAT 1) ’ KDEN DENVER - , CO (US)
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AP LS RWY 34R (CAT IIh KDEN DENVER

co s
|AP ILS OR LOC RWY 17 KFTG DENVER cO %usg
AP LS OR LOC RWY 26 1 KFTG DENVER CO{US)
AP ILS OR LOC RWY 35 KFTG DENVER CO (US)
AP NDB RWY 26 KFTG DENVER CO.(US)
18P RNAV (GPS) RWY 17 KFETG DENVER CO (US)
AP RNAY {GPS) RWY 26 » KFTG DENVER CO({US)
AP . RNAV (GPS) RWY 35 KFTG DENVER CO (US)
STAR DANDD KDEN DENVER CO{US)
STAR LANDR : KDEN . DENVER CO (US)
STAR LARKS KDEN DENVER CO (US
STAR POWDR : KDEN DENVER Co{US)
STAR QUAIL - KDEN DENVER CO (US)
STAR RAMMS KDEN DENVER CO (US)
STAR SAYGE KDEN DENVER CO (US)
STAR ~ TOMSN KDEN DENVER CC (US)
REGUIRED CHARTING: DP, STAR, 1AP, CONTROLLER, EN ROUTE LOW, EN ROUTE HIGH
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 2 DATE OF REVISION: 05/31/2012
REASON FOR REVISION:

CHANGED HOLDING MAX TEMPLATE FROM 10 TO 18.
REMOVED PAT 2.
CHANGED PAT 1 230KT AND 310KT CONTROLLING OBSTACLE ACCURACY CODES FROM 8A TO 6C.
CHANGED PAT 1 INBOUND COURSE FROM 044.00 TO 043.74.
UPDATED FIX USE.
DEVELOPED BY: DATE: 12/15/2011 OFFICE: AJV-354 - NAME: ADOLFO URRUTIA (STEPHEN PETERSON)
APPROVED BY: DATE: OFFICE: AJV-354 NAME: DEZ SILAGY!
 SIGNATURE:
DISTRIBUTION: NFDC
FPO: WST
ARTCC: 7DV
ATC FACILITY: DEN APP CON/FTG TOWER
OTHER:
WAL
N
]
g
o
Page 2 of 2

FAA FORM 8260-2 / AUG 2009 -




RADIO FIX AND HOLDING DATA RECORD

MAME: LIMEX STATE: CO COUNTRY: US
LATITUDE/LONGITUDE: 394146.55N/1035554.50W TYPE: WP, INT, DME
AIRSPACE DOCKET: FiX TYPE OF ACTION: MODIFY
FIX MAKE-UP FACILITIES:
FAC NAME IDENT TYPE CLASS MAG TRUE DME DIST FROM FAGC MRA MAA
BRG - BRG NM  FEET
1 GiLL GLL VOR/IDMVE H 136.23 149.23 56.24 56.24 7600 17500
2 AKROMN AKO VOR/DME H 218,82 231.82 44 31 44 31 8500 17500
3 FALCON FQF VORTAC H 07812 089.12 31.92 31.92 8500 17500
4 DENVER DEN VOR/DME H 09344 10144 34.44 34 .44 8500 17500
& THURMAN . FAC VORTAC L 258.02 270.02 33.20 7500 17500
6 HUGO HGO YOR/DME H 332.74 344.74 54.63 9000 17500
EXPANDED SERV!CE VOLUME {(ESV):
FAC IDENT FAC TYPE RADIAL/BEARING DISTANCE MiN ALTITUDE MAX ALTITUDE
AKO VORI’DME R-219 . 45 - ] 8500 18000
GLL YOR/IDME R-136 57 7600 17500
HGO VOR/DME R-333 55 9000 18000
FIX RESTRICTIONS: -
MRA ALL 9000
HOLDING: HOLDING TYPE OF ACTION: MODIFY
PATTERNS:
PAT DIR  IDENT TYPE RADICRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (L ORE) TIME DME MIN MAX  MIN MA
1 W FQF VOR TAC 07812 07812 10000 14000 11 12
2 w 26112 081.12 R ) 7 10000 14000 10 11
3 W DEN VORJ’DME 093.44 093.44 R i 9000 14000 11 12
4 E WP 100.57 280.57 R 7 7500 14000 9 11
CONTROLLING OBSTRUCTIONS:
PAT  AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE
UPN 230  TOWER (08-000071) ’ 305521.84N/1035820.21W 8950 2C
1 230 AAC © 383548.00N/1041727 .00W 5876 4E
2 230 AAD : 393651.00N/1041703.00W 5847  4E
3 230 AAD o . 363927.00N/1041742.00W 5817 4E
4 230 AAD 353700.00N/1035833.00W 5614 4k
HOLDING RESTRICTIONS:
UNPLANNED HOLDING AUTHORIZED AT OR ABOVE 9000.
REMARKS
FALCON (FAC 3y AND GILL (FAC 1) USED TO ESTABLISH FIX LOORD‘NATES
PRECIPITOUS TERRAIN EVALUATION COMPLETED.
FIX USE:
~ USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
EN ROUTE V148 1,2, 3, ) V (US)
5.0
- EN ROUTE V263 1,23, (US)
4,56
EN ROUTE V611 1,2, 3 (Us)
4.5
1AP LS OR LOC RWY 171 3,4 1,3 . KDEN DENVER CO Uus)
AP RNAV (GPS) Y RWY 1701 2 KDEN DENVER CO(US)
| AP RNAV (GPS) Y RWY 7 2 KDEN DENVER CO(US)
1AP RNAV (RNP) Z RwY 1701 2 KDEN DENVER CO (US)
AP RNAY (RNP) Z RWY 7 2 KDEN DENVER CO (US)
AP ILS OR LOG RWY 17 3.4 1.3 KFIG DENVER CO (US)
AP ILS OR LOC RWY 35 2.4 3 KFTG DENVER COUS)
AP RNAV (GPS) RWY 26 4 KFTG DENVER CO(US)
REQUIRED CHARTING: |AP, CONTROLLER, EN ROUTE LOW
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 5 DATE OF REVISION: 05/31/2012
L
REASON FOR REVISION Q}}P 7y
* o
Kot
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UPDATED FIX COURDINATES; FIX MOVED 11.38FT EAST.

REMOVED ISIME FROM BEING FAC &

CHANGED FAC 4 MAG CRS FROM 080.44 TO 09344,

ADDED DIST FROM FAC IN NM FOR ALL FACS.

REMOVED TXC VORTAC AS AN ADDITIONAL FACILITY AND ADDED AS FAC &
REMOVED HGO VORTAC AS AN ADDITIONAL FACILITY AND ADDED AS FAC 8.
CHANGED FAC 1 FROM GLL VORTAC TO GLL VOR/DME.

REMOVED V611 SW BOUND MCA RESTRICTION; AIRWAY RADIAL UNUSABLE.
LOWERED PAT 3 MIN ALTITUDE FROM 10000 TO 8000,

CHANGED UNPLANNED PAT CONTROLLING OBSTACLE FROM 6945 AAG TO 6950 TOWER.
CHANGED PAT 3 CRS INBOUND FROM 000.44 TO 093.44. )
ADDED PAT 4.

UPDATED FIX USE.

DEVELOPED BY: DATE: 12/16/2011 OFFICE: AJV-354 HAME: ADOLFO URRUTIA (STEPHEN PETERSON)

APPROVED BY: DATE: QFFICE: AJV-354 NAME: DEZ SILAGYT
SIGNATURE:
DISTRIBUTION: NFDGC
FPO: WST
ARTCC: ZDV ) :

ATC FACILITY: DEN APP CON
QOTHER: DEN TOWER/FTG TOWER

S sLip "
&

&

Y o]
’:‘/;/E C\%ﬁi‘r
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RADIO FIX AND HOLDING DATA RECORD

NAME: SODNE STATE: CO COUNTRY: US
LATITUDE/LONGITUDE: 394730.19N/1042524.52W ‘ TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

REMARKS:

8260.54A PFAF FORMULA 2-168 APPLIED.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY STATE
IAP RNAV (GPS) RWY 26 KFTG DENVER CO (US)

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1 DATE OF REVISION: 05/31/2012

REASON FOR REVISION:
UPDATED FIX COORDINATES; FIX MOVED 535.62FT EAST.
REMOVED FAC 1.

ADDED PFAF FORMULA NOTE.
UPDATED FIX USE.
DEVELOPED BY: - DATE: 11/30/2011 OFFICE: AJV-354 NAME: ADOLFO URRUTIA (STEPHEN PETERSON)
APPROVED BY: DATE: OFFICE: AJV-354 NAME: DEZ SILAGYI
SIGNATURE:

DISTRIBUTION: NFDC

FPO: WST

ARTCC: ZDV

ATC FACILITY: DEN APP CON/FTG TOWER

OTHER:
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RADIO FIX AND HOLDING DATA RECORD

NAME: VUBCU ) STATE: CO COUNTRY: US

LATITUDE/LONGITUDE: 394722.11N/1041736.94W TYPE: WP _

AIREPACE DOCKET: FIX TYPE OF ACTION: MODIFY

HOLDING: HOLDING TYPE OF ACTION: MODIFY .

PATTERNS: -

PAT DIR  IDENT TYPE RAD/CRS/BRG CRS TURN  LEG LENGTH HOLDING ALTITUDES TEMPLATES
: INBOUND (LORR) TIME DAME MIN MAX  MIN MAX

4 E . WP 083.32 263.32 L 7 17200 14000 9 1

CONTROLLING OBSTRUCTIONS:

PAT  AIRSPEED ~ OBSTRUCTION : COORDINATES ELEVATION  ACCURACY CODE

1 230 AAO 394215, GONi1042436 00w 5801 4k

REASON FOR NONSTANDARD HOLDING:
PAT 1 ATC REQUEST FOR TRAFFIC

HOLDING RESTRICTIONS:
HOLDING LIMITED TO ESTABLISHED PATTERN.

REMARKS: . s

PRECIPITOUS TERRAIN EVALUATION COMPLETED.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
AP RNAV {GPS) RWY 26 1 KFTG DENVER CO(US)

REQUIRED CHARTING: AP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1 DATE OF REVISION: 06/31/2012 -

REASON FOR REVISION:

REMOVED FAC 1.

CHANGED PAT 1 CRS INBOUND FROM 260.33 TO 263.32,

MOVED LIMITED HOLDING NOTE FROM REMARKS TO HOLDING RESTRICTIONS.
UPDATED FIX USE.

| DEVELOPED BY: DATE: 121 6/2011 QFFICE: AJV-354 NAME: ADOLFO URRUTIA (STEPHEN PETERSON)
APPROVED BY: DATE: QFFICE: AJV-354 NAME: DEZ SILAGY!
SIGNATURE:
DISTRIBUTION: NFDC
FPO: WST
ARTCGC: ZDV
ATC FACILITY: DEN APP CONFTG TOWER
OTHER:
aﬁm‘f’»
A;; y‘i
S W
ffi‘c:\(fg@
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TERMINAL AIRSPACE DATA REQUIREMENTS

CITY: DENVER | STATE: CO
AIRPORT NAME: FRONT RANGE | - D: KFTG
PROCEDURE: RNAV (GPS)‘RWY 26 | AMDT: 1
DOCKET #:

(96-AXX-X/Required/Not Required)

ALL DIST TO 1/100 NM; ELEV TO NEAREST FT; COORD TO 1/100 SEC; DEG TO 1/100 DG.

1. Distance from THLD to 1000' point 3.04
(Enter THLD, FAF, ARP, FACILITY, as appropriate)
2. Width of | FINAL segment at 1000' point 1.20
(Enter appropriate segment , final, intermediate, etc.) .
3. True Course of FINAL segment containing 1000’ point 271.24
4. High Terrain in FINAL segment containing 1000' point 5489
5. Distance from THLD to 1500' point 4.84
(If 1500' point in PT maneuvering area or holding pattern note in remarks) ’ )
6. Width of FINAL segment at 1500’ point 1.76
7. True Course of ~ FINAL segment containing 1500' point 271.24
8. High Terrain in } FINAL segment.containing'1500' point 5489
9. Threshold Coordinates (if straight-in) ... 394736.82N /1043212.43W
10. ARP COOdiNates .....ov...crrrrrrrees ‘. 394706.90N / 1043235.30W
11. Runway Approach End and distance furthest from ARP........... . RWY 35
Distance 1.56 NM
12. FAF Coordinates ........c.cccceevruenne. ~394730.19N /1042524.52W

(Click to Select)

REMARKS: Approach/Drawing attached.




RADIO FIX AND HOLDING DATA RECORD

NAME: TENUC ' - STATE: CO
LATITUDELONGITUDE: 304743.92N/1043950.40W TYPE: WP
AIRSPACE DOCKET: ‘ FIX TYPE OF ACTION: CANCEL

CONPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: ORIG DATE OF REVISION: 09/25/2008

DEVELOPED BY: DATE: OFFICE:
APPROVED 8Y: DATE: OFFICE: AJV-354
SBIGNATURE:
DISTRIBUTION: NFDC
FPO WSET
ARTCC: ZDV .
ATC FACILITY: DEN APP CONFTG TOWER
OTHER: .

COUNTRY: US

NANME:

NAME: DEZ SILAGYI

CANCELLED
BY, /ﬂ‘q'

DATE _/2-3-";
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Federal Aviation

2 Administration
Memorandum
Date: W/——
To: ' Dick Powe ata Center, AJV-21 ROUTING SYMBOL
’ ‘ DSyt
From: DezSilagyi, Manager, Terminal Procedures & Charting Services, A
Western Team, AJV-354 a7
Subject: ACTION: Magnetic Variation Change Z UTI Gi O/
: - - —— ATV=34
(WTerrell
The Magnetic Variation (MV) data for the airport(s) and/or facility(s) listed under the ,
~ “Airport/Facility” column will be revised effective concurrent with the publication of the AT ~
procedure(s) listed below. ' .
TAKOFF MINIMUMS, ORIG RNAV (GPS) RWY 26, AMDT 1 [FOUTNG SYMBOL
ILSor LOCRWY 17, AMDT 1 RNAV (GPS) RWY 35, AMDT 1
ILS or LOC RWY 26, AMDT 5 NDB RWY 26, AMDT 5 [Frsse
ILS or LOC RWY 35, AMDT 1 TAKEOFF MINIMUMS, AMDT 3 -
RNAV (GPS)RWY 17, AMDT 1
Estimated Chart Date: 05/31/2012 T
Please publish these changes in the National Flight Data Digest.
COLORADO pATE
o Airport Assigned Magnetic | Epoch
Location "~ Name [Facility | Identifier | Variation Value | Year
Denver Front Range Airport KFTG Old 11 ° East 2015
/FTG New 08 ° East
Denver ILS FTG Old 11 ° East 2015
New 08 © Fast
Denver ILS FZR 0ld 11 ° East 2015
New 08 ° East
Denver ILS VWT Old 11 ° East 2015
New 08 ° East
Denver NDB/C | FTGFT Old 11 °East | 2015
’ (SKIPILOM) New 08 ° East

If you have any questibns please notify Dez Silagyi (405-954-9977).

cc: SEA-FPT, AIV-3rf

AIV-354:DSilagyi:sjb:x7537: 11/30/2011: (U:\AVN100\100Public\MAGVAR\MAGVAR Letters 2010\DocumentName)
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