
RNAV - STANDARD Bearings, headings, courses, and radialsare magnetic. Elevationsand altiudesare in feet, MSL, except 

us DEPARTMENT OF TRANSPORTAT~ON INSTRUMENT APPROACH PROCEDURE HAT, HAA, TCH. and RA. Altiiudes are minimum altitudes unlessothervvise indicated. Ceifings am in feet 

FEDERAL AVIATION ADMINISTRATION TITLE 14 CFR PART 97.33 abare airport elevation. Distances are in nautical miles unless otherwise indicated, except visibilities which 
are in statute miles or in feet RVR. 

MISSED APPROACH 

APE VORTAC 

NUMDE (IAF) 

NUMDE (FB) 

FAIRF (NOPT) (FB) 

I FAIRF (IFAAF) I ANOBE (FB) 1280.18 15.47 

3000 
CLIMB TO 2700 DIRECT HASPI AND HOLD. I 

I ANOBE (FAF) I RW28 (MAP) (FO) 1280.11 1 5.05 1 I I 
RW28 (MAP) 

1068 MSL 
394452N10823648W 

LTP HAE: 230.6 M 

6. MIN GS INCPT: 2800 G 
7. GS ANGLE: 3.50 TCH: 55.0 

MINIMUMS 

(130F). 
CHART NOTE: DMElDME RNP-0.3 NA. 

LANCASTER, OH 

FAIRFIELD COUNTY 
I I I I I 

FAA FORM 82430 - 3 / Aprit 2006 (computer generated) PAGE 1 OF 6 PAGES 



ZID CMH APP CON AMGR 

1. CHANGED TDZE TO THRE. 
2. DELETED WAYPOINTS COMID, FANAP, AND BOTH INITIAL SEGMENTS. 
3. DELETED FEEDER ROUTE BETWEEN TART0 AND FANAP. 
4. DELETED FEEDER ROUTE BETWEEN APPLETON VORTAC AND COMID. 
5. REPLACED IFllAF DlPAC WlTH FAlRF AND MOVED WAYPOINT 1.49 NM WEST ON V45. 
6. REPLACED HOLD-IN-LIEU OF PT AT DlPAC WlTH HOLD-IN-LIEU AT FAIRFAT 3000FT. 
7. ADDED IAF NUMDE AND INITIAL SEGMENT TO FAlRF AT 3000FT. 
8. ADDED FEEDER ROUTE BETWEEN APPLETON VORTAC AND NUMDE AT 3000FT. 
9. ADDED FEEDER ROUTE BETWEEN TART0 AND FAlRF AT 3000FT. 
10. MOVED FAF ANOBE .76 NM WEST TO NEW LPV PFAF. 
11. MOVED MAP 279FT. EAST FROM DISPLACED THRESHOLD TO APPROACH END RWY 28. 
12. SHORTENED INTERMEDIATE SEGMENT BETWEEN FAlRF AND ANOBE FROM 6.2 NM TO 5.5 NM. 
13. SHORTENED FINAL SEGMENT FROM 5.9 NM TO 3.3 NM FROM ANOBE TO VDP AND 1.7 NM FROM VDP TO RWY 28. 
14. CHANGED BACK UP ALTIMETER NOTE TO READ "WHEN LOCAL ALTIMETER SETTING NOT RECEIVED, 

1,18-20,21,23. PER CRITERIA. 
2-9, 22. PER FPT. 
10,15-16. PER UPDATED RNAV CRITERIA. 
11. DISPLACED THRESHOLD REMOVED BY AIRPORT AUTHORITY. 
12-13. DUE TO MOVING IF, PFAFIFAF, AND MAP, AND ADDING VDP. 
14. ADDED LPV AND LNAVNNAV MINIMUMS. VISIBILITY INCREASE DUE TO UPDATED CRITERIA. 
17. TO MITIGATE OBSTACLE PENETRATIONS ON LPV FINAL. 
24. HATH MEASURED FROM RWY THLD; UPDATED VISIBILITY CRITERIA. 

08/06/2012: THIS IS AN UPDATED COPY OF THE FORM DEVELOPED ON 06/12/2012. 
1. CHANGED CA ALTITUDE FROM 1188 MSL TO 1068 MSL 
2. DELETED CAT C MINIMUMS. 
3. LOWERED LPV CAT A AND B DA FROM 1188 TO 1068, HATh FROM 320 TO 200, AND VISIBILITY FROM 718 TO 314. 



NOTES, (CONT.): 
CHART NOTE: VISIBILITY REDUCTION BY HELICOPTERS NA. 
CHART PROFILE NOTE: VGSl AND RNAV GLIDEPATH NOT COINCIDENT. 

1 CHART NOTE: VDP NA WITH RICKENBACKER INTL ALTIMETER SETTING. 
CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVALS AT APE VORTAC AIRWAY RADIALS 090 CW 235. 
CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVALS AT TART0 ON V493 SOUTHBOUND. 
CHART NOTE: WHEN LOCAL ALTIMETER SETTING NOT RECEIVED, USE RICKENBACKER INTL ALTIMETER SETTING AND 
INCREASE ALL DA 48 FEET; INCREASE ALL MDA 60 FEET. 

-- 

US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION 

RNAV - STANDARD 
INSTRUMENT APPROACH PROCEDURE - TITLE 14 CFR PART 97.33 

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, 
except HAT, HA,, TCH, and RA. Altitudes are minimum altitudes unless othewise indicated. 
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated, 
except visibilities which are in statute miles or in feet RVR. 

SUP: 

AMDT ORlG 

DATED: 04/10/2008 

FAA FORM 8260-10 1 April 2006 (Computer Generated) PAGE 2 OF& PAGES 

PROCEDURE NO.IAMDT NO./EFFECTIVE DATE: 
RNAV (GPS) RWY 28, AMDT 1 

CITY AND STATE 
LANCASTER, OH 

ELEVATION: 868 THRE: 868 

AIRPORT NAME: 

FAIRFIELD COUNTY 

FACILITY 
IDENTIFIER: 

RNAV 



ALL AFFECTED PROCEDURES REVIEWED? 

.  YES I 
COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE 

COORDINATED WITH. 
ATA AAT ALPA APA AOPA NBAA OTHER (specify) 

n 0 0 El 0 0 0 
FLIGHT CHECKED BY 

NAME: 

DEVELOPED BY 
NAME. 

APPROVED BY 
NAME: 

CHANGES. 
CHANGES CONT. 
USE RICKENBACKER INTL ALTIMETER SETTING AND INCREASE ALL DA 48 FEET, AND LPV VlSlBlLlTY 118 MILE; 
INCREASE ALL MDA 60 FEET, LNAV VISIBILITY CAT C 118 MILE, AND CIRCLING CAT C VISIBILITY 114 
MILE". 15. CHANGED RADIALS IN PLANVIEW NOTE FROM 117 CW 168 TO 090 CW 235. 16. ADDED PLANVIEW 
NOTE "PROCEDURE NA FOR ARRIVALS AT TART0 ON V493 SOUTHBOUND". 17. CHANGED DESCENT ANGLE FROM 
3.05 TO 3.50 AND TCH FROM 40 TO 55. 18. CHANGED PROFILE NOTE "VGSI AND DESCENT ANGLES NOT 
COINCIDENT" TO "VGSI AND RNAV GLIDEPATH NOT COINCIDENT". 19. ADDED VDP AT 1.7 NM FROM RWY 28 AND 
ASSOCIATED NOTE "*LNAV ONLY". 20. ADDED NOTE "VDP NA WITH RICKENBACKER INTL ALTIMETER SETTING". 
21. ADDED BARO-VNAV ASSOCIATED NOTES FOR BACK-UP ALTIMETER SOURCE USE AND TEMPERATURE RANGE USE. 
22. ADDED LPV LlNE OF MINIMUMS DA 1188, VlSlBlLlTY 718, HATh 320. 23. ADDED LNAVNNAV LlNE OF 
MINIMUMS DA 1641, VISIBILITY 2 112, HATh 773. 24. LOWERED LNAV HATH FROM 656 TO 652 AND 
INCREASED CAT C VISIBILITY FROM 1 314 TO 1 718. 

REASONS: 
REASONS CONT. 
4. ADDITONAL FLIGHT DATA: CHANGED "DISTANCE TO THLD FROM 320 HATH: 0.71NMW TO "DISTANCE TO THLD FROM 200 HATH: 0.39NM. 
5. CHANGED BACKUP ALTIMETER NOTE TO "CHART NOTE: WHEN LOCAL ALTIMETER NOT RECEIVED, USE RICKENBACKER INTL ALTIMETER SETTING AND INCREASE ALL DA 48 FEET; 
INCREASE ALL MDA 60 FEET". 
6. FAS DATA BLOCK INFORMATION: CHANGED VERTICAL ALERT LIMIT (VAL) FROM 50 TO 35. 
7. UPDATED AERONAUTICAL RADIO , INC (ARINC) CODING. 

FIFO DATE. 

FIFO 

FIFO 

DATE: 

DATE: 



1 U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION 1 Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, I 
RNAV STANDARD INSTRUMENT APPROACH PROCEDURE 

FLIGHT STANDARDS SERVICE - FAR PART 97.33 

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. 
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated, 
exceot visibilities which are in statute miles or in feet RVR. I 

FAS DATA BLOCK INFORMATION 

DATA FIELD 

OPERATION TYPE 
SBAS SERVICE PROVIDER IDENTIFIER 
AIRPORT IDENTIFIER 
RUN WAY 
APPROACH PERFORMANCE DESIGNATOR 
ROUTE INDICATOR 
REFERENCEPATHDATASELECTOR 
REFERENCE PATH IDENTIFIER (APPROACH ID) 
LTPIFTP LATITUDE 
LTPIFTP LONGITUDE 
LTPIFTP ELLIPSOIDAL HEIGHT 
FPAP LATITUDE 
FPAP LONGITUDE 
THRESHOLD CROSSING HEIGHT (TCH) 
TCH UNITS SELECTOR (METERS OR FEET USED) 
GLIDEPATH ANGLE (GPA) 
COURSE WIDTH ATTHRESHOLD 
LENGTH OFFSET 
HORIZONTAL ALERT LIMIT (HAL) 
VERTICAL ALERT LIMIT (VAL) 

CRC REMAINDER 

1 ADDITIONAL PATH POINT RECORD INFORMATION 

ICAO CODE 
LTP ORTHOMETRIC HEIGHT 
FPAP ORTHOMETRIC HEIGHT 

DATA - 
0 
0 
KLHQ 
RW28 
0 

I FAIRFIELD COUNTY I I 
I I I I I I 

FAA FORM 8260-10 1 April 2006 (Computer Generated) PAGE 3 OF 4 PAGES' 

SUP: 

AMDT ORIG 

PROCEDURE NO./AMDT NO.IEFFECTIVE DATE: 
RNAV (GPS) RWY 28, AMDT 1 

FACILITY 
IDENTIFIER: 

RNAV 

CITY AND STATE 
LANCASTER, OH 

ELEVATION: 868 THRE: 868 

AIRPORT NAME: 



ALL AFFECTED PROCEDURES REVIEWED7 

. n YES n 
COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE 

COORDINATED WITH: 
ATA AAT ALPA APA AOPA N BAA OTHER (specify) 

0 0 I 0 0 0 0 
FLIGHT CHECKED BY 

NAME. 

DEVELOPED BY 
NAME. 

APPROVED BY 
NAME: 

CHANGES 

REASONS. 

FIFO 

FIFO 

FIFO 

DATE. 

DATE: 

DATE: 



U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION 

INSTRUMENT APPROACH PROCEDURE 
FLIGHT STANDARDS SERVICES - FAR PART 97.33 

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, 
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless othelwise indicated. 
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise 
indicated, except visibilities which are in statute miles or in feet RVR. 

- - - 

ARINC PACKET - 424-18 - RNAV (GPS) 

1 2 3 4 5 6 7 8 9 0 1 2 3 
NAVAID 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 

. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  
SUSAD APE K5011670VTHA N40090383W082351788 N40090383W082351788WOO60013542 NARAPPLETON 

1 2 3 4 5 6 7 8 9 0 1 2 3 
WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890i23456789012345678901234567890123456789012 

. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  
SUSAEAENRT ANOBE K50 W N39445701W082322173 WOO72 NAR ANOBE 
SUSAEAENRT FAIRF K50 C L N39443324W082251705 WOO73 NAR FAIRF 
SUSAEAENRT HASPI KSO W N39460950W082544783 WOO70 NAR HASPI 
SUSAEAENRT NUMDE K50 W L N39525412W082211544 WOO74 NAR NUMDE 
SUSAEAENRT TART0 K50 C L N39320507W082374805 WOO71 NAR TART0 

1 2 3 4 5 6 7 8 9 0 1 2 3 
AIRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 

. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  
SUSAP KLHQKSALHQ 0 050YHN39452030W082392555W006000868 1800018000C MNAR FAIRFIELD COUNTY 

1 2 3 4 5 6 7 8 9 0 1 2 3 
SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012  

. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  
SUSAP KLHQK5FR28 AAPE OlOAPE K5D OV IF 18000 A JS 
SUSAP KLHQK5FR28 AAPE OZONUMDEK5EAOE A 020TF 15220194 + 03000 A JS 
SUSAP KLHQK5FR28 AAPE 030FAIRFK5EAOEE B OlOTF 20640089 + 03000 A JS 
SUSAP KLHQK5FR28 ATARTO OlOTARTOK5EAOE IF 18000 A JS 
SUSAP KLHQK5FR28 ATARTO OZOFAIRFK5EAOEY 020TF 04380158 + 03000 A JS 
SUSAP KLHQK5FR28 ATARTO 030FAIRFK5EAOEE AR HF 28020040 + 03000 A JS 
SUSAP KLHQK5FR28 R OlOFAIRFK5EAOE I IF + 03000 18000 A JS 
SUSAP KLHQK5FR28 R 020ANOBEK5EAlE F 051TF 28020055 + 02800 RW28 K5PGA JS 
SUSAP KLHQK5FR28 R 02OANOBEKSEA2WALPV ALNAV/VNAV ALNAV JS 
SUSAP KLHQK5FR28 R 030RW28 K5PGOGY M 031TF 00923 -350 A JS 28010051 
SUSAP KLHQKS FR28 R 04 0 0 M CA 2801 + 01068 A JS 
SUSAP KLHQK5FR28 R 05 OHASPIKSEAOEY DF + 02700 A JS 
SUSAP KLHQK5FR28 R 06OHASPIKSEAOEE R HM 09990040 + 02700 A JS 

i 2 3 4 5 6 7 8 9 0 1 2 3 
RUNWAY 1234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890i2345678901234567890123456789012 

SUSAP KLHQK5GRW28 0050042800 N39451856W082385359-0200 +0230600868000055075R 
a *- 

I I I I I I 

FAA FORM 8260 - 10 1 April 2006 (Computer Generated) Page 4 of 6 Pages 

sup: 

AMDT: ORIG 

DATED: 04/10~2008 

PROCEDURE NO. I AMDT NO. 1 EFFECTIVE DATE: 
RNAV (GPS) RWY 28, AMDT 1 

CITY AND STATE 
LANCASTER, OH 

ELEVATION: 868 THRE: 868 FACILITY 

AIRPORT NAME: IDENTIFIER: 
FAIRFIELD COUNTY I RNAV 



ALL AFFECTED PROCEDURES REVIEWED? 

YES I 
COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE 

COORDINATED WITH: 

0 
ALPA AOPA NBAA OTHER (specrfy) 

n ul n a 
FLIGHT CHECKED BY 

NAME. 

DEVELOPED BY 
NAME' 

APPROVED BY 
NAME: 

CHANGES 

REASONS 

FIFO 

NFPG 

NFPG 

DATE. 

DATE 

DATE 



p p p p p  

U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION 

RNAV fGPS) STANDARD INSTRUMENT APPROACH PROCEDURE 
FLIGHT STANDARDS SERVICES - FAR PART 97.33 

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, 
except HAT, HA,, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. 
Ceilings are in feet above airport elevation. Distances are in nautical miles unless othelwise 
indicated, except visibilities which are in statute miles or in feet RVR. 

SUSAP KLHQK5PR28 RW28 001 0000W28A0N3945185585W08238535935+023060350N3945248300W08240488400106751224000550F4003508DFDC262 
SUSAP KLHQK5PR28 RW28 002E +02646+02646LPV 69628 

1 2 3 4 5 6 7 8 9 0 1 2 3 
MSA 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 

FAA FORM 8260 - 10 1 April 2006 (Computer Generated) Page 5 of 6 Pages 

sup: 

AMDT: ORIG 

DATED: 0411 012008 

PROCEDURE NO. I AMDT NO. I EFFECTIVE DATE: 
RNAV (GPS) RWY 28, AMDT 1 

CITY AND STATE 
LANCASTER, OH 

ELEVATION: 868 THRE: 868 FACILITY 

AIRPORT NAME: IDENTIFIER: 
FAIRFIELD COUNTY 

RNAV 





FAA FORM 8260 - 10 1 April 2006 (Computer Generated) Page 6 of 6 Pages 

U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION 

RNAV (GPS! STANDARD INSTRUMENT APPROACH PROCEDURE 
FLIGHT STANDARDS SERVICES - FAR PART 97.33 

Bearings, headings, courses, and rad~als are magnet~c Elevations and alt~tudes are In feet, MSL, 
except HAT, HAA TCH, and RA Alt~tudes are minimum alt~tudes unless otherw~se Indicated 
Ceil~ngs are In feet above airport elevat~on D~stances are in naut~cal miles unless otherw~se 
indicated, except v~s~bi l~t~es which are ~n statute miles or ~n feet RVR 

ARINC SUMMARY - 424-18 - RNAV (GPS) 

ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG(TRUE) DISTANCE ALTITUDE SPEED 

APE APE 010 IF FB 
APE NUMDE 020 IAF TF FB 2.0 152.2(146.2T) 019.4 AA 03000 
APE FAIRF 030 TF FB 1.0 206.4 (200.4T) 008.9 AA 03000 
TART0 TART0 010 IF FB 
TART0 FAIRF 020 TF FO 2.0 043.8 (037.8T) 015.8 AA 03000 
TART0 FAIRF 030 IAF HF R FO 280.2(274.2T) 004.0 AA 03000 

FAIRF 010 FACF IF FB AA 03000 
ANOBE 020 FAF TF FB 0.5 280.2(274.2T) 005.5 AA 02800 
RW28 030 MAP TF FO 0.3 280.1(274.1T) 005.1 AT 00923 

MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG(TRUE) DISTANCE ALTITUDE SPEED 

040 C A FB 280.1(274. IT) AA 01068 
HASP1 050 DF FO AA 02700 
HASP1 060 HM R FO 099.9 (093.9T) 004.0 AA 02700 

POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS 

APE N400903.83 W0823517.88 N4009.064 W08235.298 
ANOBE N394457.01 W0823221.73 N3944.950 W08232.362 
FAIRF N394433.24 W0822517.05 N3944.554 W08225.284 
HASP1 N394609.50 W0825447.83 N3946.158 W08254.797 
NUMDE N395254.12 W0822115.44 N3952.902 W08221.257 
TART0 N393205.07 W0823748.05 N3932.085 W08237.801 
RW28 N394518.56 W0823853.59 N3945.309 W08238.893 

RUNWAY DATA THRESHOLD 
RWY ELEVATION TCH 

RW28 00868 55 

t \ t t f ;  
2: 
G .% - 

.I 
-, 

sup 
AMDT ORlG 

DATED 04/10/2008 

PROCEDURE NO.lAMDT NO I EFFECTIVE DATE 
RNAV (GPS) RWY 28, AMDT 1 

CITY AND STATE 
LANCASTER, OH 

ELEVATION 868 THRE: 868 FACILITY 

AIRPORT NAME IDENTIFIER. 
FAIRFIELD COUNTY 

RNAV 



0 YES I 
COORDINATED WITH: 

ALL AFFECTED PROCEDURES REVIEWED? 

ALPA 

n 

COORDINATES OF FACILITIES I REQUIRED EFFECTIVE DATE I 

AOPA 

n l  
NBAA OTHER (specify) 

0 0 
FLIGHT CHECKED BY 

NAME: 

I I 
DEVELOPED BY 

NAME: 

I I 

APPROVED BY 

FIFO DATE: 

NFPG 

DATE: NAME: 

DATE: 

CHANGES: 

NFPG 



STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD 

PART - A  OBSTRUCTION DATA 
1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES ELEV. MSL ROC ALT. ADJUSTMENTS MIN. ALT. 

FEEDER TART0 FAlRF 1. AAO 393230.00N10823854.0OW 1420 (2C) 1000 AT580 3000 

2. TERRAIN 393349.80N10823611.40W 1193 (1200) AS1500 2700 

FEEDER APE VORTAC NUMDE 3. TOWER (39-001336) 395648.00N10822426.0OW 1580 (5D) 1000 AT420 3000 

4. TERRAIN 400903.00N10823518.00W 1352 (14001 AS1 500 2900 

INITIAL NUMDE FAlRF 5. TC3wER (39-004037) 394647.00N10822337.6OW 1389 (4D) 1000 AT61 1 3000 
6. TERRAIN 395136.00N10822148.00W 1142 (1 100) AS1500 2600 

INTERMEDIATE FAlRF (IFIIAF) ANOBE 7. T(3WER (39-003520) 39441 6.00N10822703.00W 1317 (4D) 500 AT983 2800 

8. TERRAIN 394545.00N10822527.0OW AS1 500 2600 1082 (1 100) 

FINAL: LPV ANOBE RW28 ASC 10681200 

I I I I I I I I 
FINAL: LNAVNNAV IANOBE I RW28 19. TREE 1394452.00~10823648.00~ 11259 (2C) 1 20.09:1 1 ~ ~ 2 0  11 6411773 

I I I I I I 
FINAL: LNAV IANOBE I RW28 9. TREE 1394452.00~10823648.00~ 11259 (2C) ( 250 1520 

MAP: DA I DA I RW28 HASPI ASC 2700 
3. MISSED 12. AAO 
APPROACH 

394653.50N10824421.20W 1420 (6A) I000 2500 

ELEV: 891/1499/1420 13. TERRAIN 394653.5ON10824421.20W 1220 (12001 AS1500 2700 

4. CIRCLING AREA 

5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID: RW28 -F 
SECTOR I OBSTRUCTION I BRGIDIST IELEVATION (MSL)I M S A I SECTOR I OBSTRUCTION I BRGIDIST  ELEVATION (MSL)I MBT 
360-360 ~ O W E R  (39-0006041 3381 27.3 I 2028 (5D) I 3100 I I I I I 

C l N  AND STATE 
LANCASTER, OH 

ELEVATION: 868 

AIRPORT NAME: 
FAIRFIELD COUNTY 

FACILIN 
RNAV 

PROCEDURE AND AMENDMENT NO: REGION 
RNAV (GPS) RWY 28, AMDT 1 I AGL 

FAA Form 8260 - 9 1 April 2006 (Computer Generated) PAGE I OF I PAGES 



PART C - REMARKS: 
PRECIPITOUS TERRAIN EVALUATION COMPLETED. 

VGSl DATA: 3.50113 

KLHQ ASOS AND KLCK AWOS-3 ON SERVICE A. 

BARO-VNAV NA BELOW -24C (-11 F) OR ABOVE 54C (130F) 
ACT -23C 
DESCENT RATE: STANDARD TEMP 965 HIGH TEMP 1121 
HlGH TEMPERATURE LIMIT, AND DESCENT VALUE DERIVED FROM 
AFS-400 CALCULATOR. 
LOW TEMPERATURE LIMIT DERIVED FROM IAPA. 

AHT: 34C 

AVERAGE COLD TEMPERATURE AND AVERAGE HIGH TEMPERATURE 
BASED ON 5-YEAR HISTORY (2007-2011). 

LPV SLOPE: 34:l 
LNAVNNAV SLOPE: 20.09:l 

RASS PRESSURE PATTERNS SAME 
KLHQ 868.2, KLCK 744 
RA = 47.29. 
SEE ATTACHED AIRSPACE LETTER. 

100' VEGETATION HEIGHT PER FPT. 

TAA NOT DEVELOPED PER FPT. 

ORDER 8260.3, VOLUME 1, "VISUAL PORTION OF FINAL" 
PENETRATIONS: 

34: 1 
974 TREE (KLHQT032) 394523.03N10823818.53W (32.32) 
1037 TREE (KLHQT031) 394513.04N10823743.75W (13.56) 
945 TREE (KLHQT033) 394512.23N10823821.16W (7.07) 

34:l PENETRATIONS PREVIOUSLY CONFIRMED BY FPT. APT MGR 
NOTIFIED. 

5.1389 TOWER (39-004037), 4D ACCURACY CODE FROM OEIAAA 
2004-AGL-4920-OE. 
7.1317 TOWER (39-003520), 4D ACCURACY CODE FROM OEIAAA 
2008-AGL-3772-OE. 

PER FPT, OBSTACLES LISTED BELOW HAVE BEEN SURVEYED TO 
ACCURACY CODE 1A (SEE "LHQTHIRD PARTY SURVEY D A T A  
DATED 04/09/2012): 
KLHQT027, TREE (HIGH POINT GROVE) 
N394523.62N10823830.18W, 962 MSL. 
KLHQT028, TREE (HIGH POINT GROVE) 
N394511.09N10823834.11 W, 927 MSL. 
KLHQT031, TREE (HIGH POINT GROVE) 
N394513.04N10823743.75W, 1037 MSL. 
KLHQT033, TREE (HIGH POINT GROVE) 
N394512.23N10823821 .I 6W, 945 MSL. 

GS ANGLE INCREASED TO 3.50 DUE TO OBSTACLE PENETRATIOY, 
TREE, 1009,394524.00N10823849.0OW. <\ - r : 

I - -  %- % -.- 
"A, 3 ., 

8 i t  

PART B - SUPPLEMENTAL DATA 

1. COMMUNICATIONS WITH: 
CMH APP CON 
ZID ARTCC 
DAY FSS 

SATISFACTORY 
X I V H F  

3. ALTIMETER SETTING 
S0URCE:KLHQ I KLCK 

DISTANCE: 0 1 13.00 
HOURS REMOTE OPERATION: 

24 I BACKUP 

ADJUSTMENT: 0 I 4 8  

2. WEATHER SERVICE 

ON: 
XIUHF I IHF 

4. 
MONITOR 
STATUS 

5. 
APPROACH 
'RUNWAY 
LIGHTING 

N W S 

F A A  

A1 C 

OTHER: 
ASOS 

PkI MARY NAVAI D: 

MONITOR POINT: 

LOCATION:KLHQ 

HRS 
OPTN: 

X 

6. RUNWAY 
MARKINGS 

7. RUNWAY 
VISUAL 
RANGE 

8. GLIDE 
PATH 

CAT 

C A T 3  

ALS 

(S) SALS 

MALS 

HlRL 10 (PCL), 28 (PCL) 

BASIC 

ALL WEATHER 

INSTRUMENT NPI-F 10,28 

APPROACH 

MIDFIELD 

ROLLOUT 

MlRL 

X IRElL 10 (PCL), 28 (PCL) 

(TDZ 

~C~LINE 

G P  ANGLE: 3.50 
DISTANCE FROM RWY: 

9. FINALAPPROACH 

COURSE AIMING 

X 

ELEV RWY THRESHOLDS68.2 

ELEV G P  ANTENNA: 

THRESHOLD CROSSING HEIGHt55.0 

OTHER (SPECIFY) 
PAPI-4L 10,28 

X 

X 

RUNWAY THRESHOLD FT- 

O N  CENTERLINE FT. FROM CENTERLINE 

10. WAIVERS: NONE 

PART D - PREPARED BY: 
ADOLFO URRUTIA (RALPH DUMAR) 

TITLE: 
AERONAUTICAL INFORMATION SPECIALIST 

DATE: 
06/12/2012 

OFFICE: 
AJV-354 
























