RNAYV - STANDARD
INSTRUMENT APPROACH PROCEDURE
TITLE 14 CFR PART 97.33

US DEPARTMENT OF TRANSPORTATION
FEDERAL AVIATION ADMINISTRATION

Bearings, headings, courses, and radials are magrnetic. Elevations and altitudes are in feet, MSL, except
HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. Ceiings are in feet
above airport elevation. Distances are in nautical miles unless otherwise indicated, except visibilities which
are in statute miles or in feet RVR.

TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE II:PXV DAN AV: DA
HEENA (IAF) GUFLO (FB) 334.69/14.41 3000 LﬂAv%w:é
VORTAC (IAF GUF FB 051.65/16.25 3000 —
okwvo (AF) LO (FB) CLIMB TO 3300 DIRECT SPATT AND HOLD.
RIMZO (IAF) GUFLO (FB) 148.28 / 8.70 3000
GUFLO (IF) CEMPO (FB) 058.33/5.50 2600
CEMPO JUSGO (FB) 058.38 / 4.01 2200
JUSGO(FAF) RWO06 (MAP) (FO) 058.41/4.85
ADDITIONAL FLIGHT DATA:
RW06 (MAP) 803 MSL 058.41 HOLD NE, RT, 238.58 INBOUND.
CHART FAS OBST: 1049 BLDG 333104N/0864830W
803 MSL SPATT (FO) 3300 CHART 995 TOWER 333727N/0864451W.
DISTANCE TO THLD FROM 200 HATH: 0.46 NM.
CHART VDP AT 2.41 MILES TO RW06*
;ﬂ:‘s’ 8”k:l.NEL #82014
1. PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (IAF) REFERENCE Pan s J2044 oa
2. PROFILE STARTS AT GUFLO LTP HAE: 154.8 M
3. FAC: _0_58.41 FAF: JusGo DIST FAF TO MAP: 4.85 THLD: 4.85
4. MIN. ALT: GUFLO 3000, CEMPO 2600, JUSGO 2200
5. DIST TO THLD FROM OM: MM: IM: 150 HAT: 100 HAT: GS ANT:
6. MIN GS INCPT: 2200 GS ALT AT:JUSGO 2200 OM: MM: IM:
7. GSANGLE:  3.00 TCH:53.4 34:11S CLEAR
8. MSA FROM: RW06 3100 MAG VAR: 3W EPOCH YEAR: 2010
MINIMUMS
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE:NA | | @
CATEGORY =====> A B D E
DH/MDA | VIS |HAT/HAA|DH/MDA VIS |HAT/HAAIDH/MDA | vis |HAT/HAA|DH/MDA | vis |HAT/HAA|DHMDA| wvis [HAT/HAA
LPV DA 803 2400 200 803 2400 200 803 2400 200 803 2400 200
LNAV/VNAV DA 1120 6000 517 1120 6000 517 1120 6000 517 1120 6000 517 .
LNAV MDA 1440 2400 837 1440 4000 837 1440 17/8 837 1440 1718 837
NOTES:
CHART NOTE: FOR UNCOMPENSATED BARO-VNAV SYSTEMS, LNAV/VNAV NA BELOW -8C (17F) OR ABOVE 47C (117F). @ CATA, B, C, D 900-2 i e
CHART NOTE: DME/DME RNP-0.3 NA. &
CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVALS AT HEENA ON V115 SOUTHBOUND. B ;’ -
CHART PROFILE NOTE: VGSI AND RNAV GLIDEPATH NOT COINCIDENT. S
CITY AND STATE ELEVATION: 650 THRE: 603 FACILITY PROCEDURE NO./AMDT NO./EFFECTIVE DATE:  |SUP:
BIRMINGHAM, AL AIRPORT NAME: |DENgh|:{\E,R: RNAV (GPS) Y RWY 6, AMDT 1B AMDT: 1A
BIRMINGHAM-SHUTTLESWORTH INTL DATED  09/23/2010

FAA FORM 8260 - 3 / April 2006 (computer generated)
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ALL AFFECTED PROCEDURES REVIEWED?

[] vyes [x] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

ROUTINE

COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

[x] ] [X] ] [X] [X] [X]  zL BHM APP CON, AMGR

FLIGHT CHECKED BY

NAME: FIFO DATE:
RUSSELL PRICE ELLIOTT FIOG 07/30/2009
DEVELOPED BY
NAME: FIFO DATE:
MARLON J. ROBINSON AJV-352 07/05/2011
APPROVED BY
NAME: FIFO DATE:
DARRYEL ADAMS MANAGER AJV-352
CHANGES:

1. CHANGED TERMINAL ROUTE FOM CEMPO TO JUSGO COURSE AND DISTANCE FROM 058.33/4.07 TO 058.38/4.01.

2. ADDED TERMINAL ROUTES JUSGO TO RWO06 (MAP) 058.41/4.85, RW06 (MAP) TO 803 MSL 058.41, AND 803 MSL TO SPATT 3300.
3. CHANGED LINE 3 DIST FAF TO MAP AND THLD FROM 4.78 TO 4.85.

4. ADDED @ CAT A, B 900-2, CAT C, D 900-2 1/2 TO ALTERNATE MINIMUM.

5. CHANGED UNCOMPENSATED NOTE BELOW AND ABOVE TEMPS FROM -16C (4F) TO -8C (18F) AND 47C (116F) TO 47C (117F).
6. CHANGED LPV DA FROM 806 TO 803 ALL CATS.

7. CHANGED LNAV/VNAV HAT FROM 514 TO 517 ALL CATS.

8. CHANGED LNAV HAT FROM 834 TO 837 ALL CATS AND CATS C AND D VISIBLITIES FROM 2 AND 2 1/4 TO 1 7/8.

9. DELETED CHART FAS OBST 690 TRMSN POLE3333247N/0864706W FROM ADDTIONAL FLIGHT DATA.

10. CHANGED DISTANCE TO THLD FROM 200 HAT FROM 0.47NM TO 0.46NM.

REASONS:

2, 3. MOVED JUSGO TO L-V PFAF LOCATION.

PER 8260.3B CH 3 PARA 3.4.

CHANGED FROM STANDARD -30 DEVIATION TO A 5 YEAR AVERAGE -8.
71

P

8, 10. CHANGED FROM TDZE TO THRE TO CALCULATE DA AND HAT AND PER 8260.3B VISIBILITY CHARTS.
ER 8260.19 PARA 857D.

1

4
5.
6
9




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

RNAV STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICE - FAR PART 97.33

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

FAS DATA BLOCK INFORMATION

DATA FIELD DATA

OPERATION TYPE 0

SBAS SERVICE PROVIDER IDENTIFIER 0

AIRPORT IDENTIFIER KBHM

RUNWAY RWO06

APPROACH PERFORMANCE DESIGNATOR 0

ROUTE INDICATOR Y

REFERENCE PATH DATA SELECTOR 0

REFERENCE PATH IDENTIFIER (APPROACH ID) WO06A

LTP/FTP LATITUDE 333317.2235N

LTP/FTP LONGITUDE 0864617.6665W

LTP/FTP ELLIPSOIDAL HEIGHT +01548

FPAP LATITUDE 333424.5400N

FPAP LONGITUDE 0864420.8400W

THRESHOLD CROSSING HEIGHT (TCH) 00053.4

TCH UNITS SELECTOR (METERS OR FEET USED) F

GLIDEPATH ANGLE (GPA) 03.00

COURSE WIDTH AT THRESHOLD 106.75

LENGTH OFFSET 0000

HORIZONTAL ALERT LIMIT (HAL) 40.0

VERTICAL ALERT LIMIT (VAL) 35.0

CRC REMAINDER 8F03D209

ADDITIONAL PATH POINT RECORD INFORMATION

ICAO CODE K7

LTP ORTHOMETRIC HEIGHT _ N +01839 N

FPAP ORTHOMETRIC HEIGHT +01839

CITY AND STATE ELEVATION: 650 THRE: 603 FACILITY PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: SUP:
BIRMINGHAM, AL AIRPORT NAME: IDENTIFIER: RNAV (GPS) Y RWY 6, AMDT 1B

BIRMINGHAM-SHUTTLESWORTH INTL

RNAV AMDT: 1A

DATED:  09/23/2010

FAA FORM 8260-10 / April 2006 (Computer Generated)
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ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] n~o

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

N Y I I N B

AOPA NBAA

[ [

OTHER (specify)

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:
APPROVED BY

NAME: FIFO DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
RNAV STANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,

FLIGHT STANDARDS SERVICE - FAR PART 97.33 except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-18 - RNAV (GPS)

1 2 3 4 5 6 7 8 9 0 1 2 3
NAVAID 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAD OKW K7011100VTLW N33142242W087145999 N33142242W087145999E0000006491 NARBROOKWOOD
1 2 3 4 5 6 7 8 9 0 1 2 3
WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAEAENRT CEMPO K70 C N33281519W086550066 w0028 NAR CEMPO
SUSAEAENRT GUFLO K70 C N33250710wW087002529 w0027 NAR GUFLO
SUSAEAENRT HEENA K70 C L N33122462Ww086521528 w0028 NAR HEENA
SUSAEAENRT JUSGO K70 W N33303193w086510407 w0028 NAR JUSGO
SUSAEAENRT RIMZO K70 C L N33321700w087062047 w0027 NAR RIMZO
SUSAEAENRT SPATT K70 C L N33411008W086323477 w0031 NAR SPATT
1 2 3 4 5 6 7 8 9 0 1 2 . 3
AIRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KBHMK7ABHM 0 120YHN33335000W086450830W003000650 1800018000C MNAR BIRMINGHAM-SHUTTLESWORTH INTL
1 2 3 4 5 6 7 8 9 0 1 2 3
SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KBHMK7FR06-Y AHEENA Ol10HEENAK7EAQOE A IF 18000 A JS
SUSAP KBHMK7FR06-Y AHEENA 020GUFLOK7EAQOEE B 010TF 33470144 + 03000 A JS
SUSAP KBHMK7FR0O6-Y AOKW 0100KW K7D 0V A IF 18000 A JS
SUSAP KBHMK7FR0O6-Y AOKW 020GUFLOK7EAQEE B 010TF 05170163 + 03000 A JS
SUSAP KBHMK7FR06-Y ARIMZO 010RIMZOK7EAQE A IF 18000 A JS
SUSAP KBHMK7FR06-Y ARIMZO 020GUFLOK7EAOEE B 010TF 14830087 + 03000 A JS
SUSAP KBHMK7FR06-Y R 010GUFLOK7EAQE I IF + 03000 18000 A JS
SUSAP KBHMK7FR06-Y R 011CEMPOK7EAQOE S O051TF 05830055 + 02600 A JS
SUSAP KBHMK7FR06-Y R 020JUSGOK7EALlE F O051TF 05840040 + 02200 RWO6 AK7PGA JS
SUSAP KBHMK7FR0O6-Y R 020JUSGOK7EA2WALPV ALNAV/VNAV ALNAV Js
SUSAP KBHMK7FR06-Y R 030RW06 K7PGOGY M 031TF 05840049 00657 -300 A JS
SUSAP KBHMK7FR06-Y R 040 0 M CA 0584 + 00803 A JS
SUSAP KBHMK7FR06-Y R 050SPATTK7EAQEY DF + 03300 A JS
SUSAP KBHMK7FRO06-Y R 060SPATTK7ERAQOEE R HM 23860060 + 03300 A JS
WAL/
Q@ L
]
Q.
o
CITY AND STATE ELEVATION: 650 THRE: 603 FACILITY PROCEDURE NO./ AMDT NO.JEFFECTIVE DATE:  [gup:
BIRMINGHAM, AL AIRPORT NAME: IDENTIFIER: RNAV (GPS) Y RWY 6, AMDT 1B ”
RNAV AMDT:
BIRMINGHAM-SHUTTLESWORTH INTL DATED:  09/23/2010

FAA FORM

826010 /April2006 ComputerGenermated) . PAGE 3 OF 4 PAGES




ALLAFFECTED PROCEDURES REVIEWED?

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

[ ves [ no
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

OO OO

[] 1

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE.
APPROVED BY

NAME: FIFO DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes uniess otherwise indicated.

RNAV STANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
FLIGHT STANDARDS SERVICE - FAR PART 97.33 except visibilities which are in statute miles or in feet RVR.
1 2 3 4 5 6 7 8 9 0 1 2 3
RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KBHMK7GRWO06 0120020585 N33331722W086461767+0400 +01548006030000531501
1 2 3 4 5 6 7 8 9 0 1 2 3
PP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KBHMK7PRO6-Y RW06 001YOOOOWO6AON3333172235W08646176665+015480300N3334245400W08644208400106750000000534F4003508F03D209
SUSAP KBHMK7PR06-Y RW06 002E +01839+01839LPV 82014
1 2 3 4 5 6 7 8 9 0 1 2 3
MSA 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KBHMK7SRW06 K7PGA 0 18018003125 M
G\)M,}
<<
a !
as,
Eoxs®
CITY AND STATE ELEVATION: 650 THRE: 603 FACILITY PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: SUP:
BIRMINGHAM, AL AIRPORT NAME: IDENTIFIER: RNAV (GPS) Y RWY 6, AMDT 1B
RNAV AMDT: 1A
BIRMINGHAM-SHUTTLESWORTH INTL DATED:  09/23/2010

FAA FORM 826010 /April2006 ComputerGenerated) PAGE 4 OF 4 PAGES




ALLAFFECTED PROCEDURES REVIEWED?

[] ves [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

1 0 -0 [

AOPA NBAA OTHER (specify)

] ]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:
APPROVED BY

NAME: FIFO DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, H TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
RNAV STANDARD INSTRUMENT APPROACH PROCEDURE pept HAT, HAA, TCH, and des are . ted.
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
FLIGHT STANDARDS SERVICE - FAR PART 97.33 except visibilities which are in statute miles or in feet RVR.
ARINC FLIGHT INSPECTION SUMMARY - VERSION 424-18 - RNAV (GPS)
ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE
HEENA HEENA 010 IAF IF
HEENA GUFLO 020 IF TF FB 1.0 334.7(331.7T7) 014.4 03000
OKW OKW 010 IAF IF
OKW GUFLO 020 IF TF FB 1.0 051.7(048.7T) 016.3 03000
RIMZO RIMZO 010 IAF IF
RIMZO GUFLO 020 IF TF FB 1.0 148.3(145.3T) 008.7 03000
GUFLO 010 FACF IF 03000
CEMPO 011 SDF TF FB 0.5 058.3(055.3T) 005.5 02600
JUusGO 020 FAF TF FB 0.5 058.4(055.4T) 004.0 02200
RWO6 030 MAP TF FO 0.3 058.4(055.4T) 004.9 00657
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE
040 CA 058.4(055.4T) 00803
SPATT 050 DF FO 03300
SPATT 060 HM R FO 238.6(235.6T) 006.0 03300
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
OKW N331422.42 W0871459.99 N3314.374 W08715.000
CEMPO N332815.19 W0865500.66 N3328.253 W08655.011
GUFLO N332507.10 W0870025.29 N3325.118 W08700.422
HEENA N331224.62 W0865215.28 N3312.410 W08652.255
JUSGO N333031.93 W0865104.07 N3330.532 W08651.068
RIMZO N333217.00 wW0870620.47 N3332.283 W08706.341
SPATT N334110.08 wW0863234.77 N3341.168 wW08632.580
RWO6 N333317.22 W0864617.67 N3333.287 wW08646.295
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
. RWO6 00603 53 R N
CITY AND STATE ELEVATION: 650 THRE: 603 FACILITY PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: SUP:
BIRMINGHAM, AL AIRPORT NAME: IDENTIFIER: RNAV (GPS) Y RWY 6, AMDT 1B
' RNAV AMDT: 1A
BIRMINGHAM-SHUTTLESWORTH INTL DATED:  09/23/2010

FAA FORM 8260-10 /April2006 (Com puterG enerated)




ALL AFFECTED PROCEDURES REVIEWED?

[ ] Yes [] ~o

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

I 0 0O &4

AOPA NBAA OTHER (specify)

[ [

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:
APPROVED BY

NAME: FIFO DATE:

CHANGES:

REASONS:




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
PART - A OBSTRUCTION DATA
1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES ELEV. MS RoOC ALT. ADJUSTMENTS MIN. ALT.
INITIAL HEENA GUFLO 1. TWR (01-020088)  [332526.26N/0870049.85W | 1078 (5E) | 1000 |AT922 3000
2. TERRAIN 332441.94N/0870030.31W [839 (800) AS1500 2300
INITIAL OKW VORTAC GUFLO 3. TWR (01-001593)  [331231.00N/0871219.00W | 1169 (2C) 1000 |AT831 3000
2. TERRAIN 332441.94N/0870030.31W |839 (800) AS1500 2300
INITIAL RIMZO GUFLO 4. TWR (01-001621) 333150.00N/0870523.00W [1144 (5E) 1000 |AT856 3000
2. TERRAIN 332441.94N/0870030.31W |839 (800) AS1500 2300
INTERMEDIATE GUFLO CEMPO 1. TWR (01-020088)  [332526.26N/0870049.85W |1078 (5E) 500 [Ac125 DG897 2600
2. TERRAIN 332441.94N/0870030.31W |839 (800) AS1500 2300
INTERMEDIATE: CEMPO JUSGO ~ |5 TWR(07-000687)  [332638.93N/0865246.14W | 1649 (SE) 500 |DG235 SA-300 AC125 2200
STEPDOWN 6. TERRAIN 332912.34N/0865427.54W | 759 (800) AS1000 1800
FINAL: LPV JUSGO Rwoe ASC 803/200
FINAL: LNAV/VNAV JUSGO RWO06 7. TREE (KBHM0109)  [333401.45N/0864632.50W [821 (1B) PDA |AC10 XP39 1120/517
FINAL: LNAV JUSGO RWO06 8. BLDG (01-000936)  |333104.00N/0864830.00W |1049 (SE) 250 [Ac125 1440
2. PROCEDURE TURN NA
MAP: |DA /DA /RW06 SPATT ASC 3300
i-P"i’D”sgigH 9. AAD 334005.26N/0863702.13W | 1575 (2C) | 1000 2600
ELEV: [636/959/1340 10. TERRAIN 334005.26N/0863702.13W [ 1375 (1400) AS1500 2900
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT.
CATEGORY A 13NM_ | [ 350
CATEGORY B 15NM__|al 450 |2
CATEGORY C 17NM  |5[ 450 [P
CATEGORY D 23NM |G 550 |2
CATEGORY E 45NM |®[ 550
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID: RW06 ,
SECTOR OBSTRUCTION BRG/DIST  |ELEVATION (MSL) MSA SECTOR OBSTRUCTION | BRG/DIST ELEVATION (MSL) MSA
360-360 TWR (01-000992) 049/ 22.5 2065 (5E) 3100 ]
CITY AND STATE ELEVATION: 650 FACILITY PROCEDURE AND AMENDMENT NO: |REGION
BIRMINGHAM, AL AIRPORT NAME: RNAV RNAV (GPS) Y RWY 6, AMDT 1B ASO
BIRMINGHAM-SHUTTLESWORTH INTL

FAA Form 8260 - 9 / April 2006 (Computer Generated) PAGE 1 OF 1 PAGES




PART B - SUPPLEMENTAL DATA

1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIMETER SETTING
BHM APP CON NWS [OTHER: SOURCE:KBHM
e s ASOS DISTANCE:
FAA HOURS REMOTE OPERATION:
SATISFACTORY ON: AlC
x|[VHF |[xJuHF | |HF  |[LOCATION: KBHM ADJUSTMENT: 0
) PRIMARY NAVAID:
MONITOR | MONITOR POINT.
STATUS | HRS | CAT!
OPTN:| CAT 3
X ALSF-2 06
(S) SALS
X IMALSR 24
5. X |HIRL 24, 06
2”;53@2’; X  [MIRL 18,36
LIGHTING X REIL 18, 36
X TDZ 06
X C/L 24, 06
X  |OTHER (SPECIFY)
PAPI-4R 18 PAPI-4L 24, 06
6. RUNWAY BASIC
MARKINGS ALL WEATHER PIR-G 24, 06
INSTRUMENT  NPI-G 18, 36
7.RUNWAY |APPROACH 24,06
VISUAL MIDFIELD 24,06
RANGE ROLLOUT 24,06
8. GLIDE GP ANGLE: 3.00 ELEV RWY THRESHOLD:603.4
PATH DISTANCE FROM RWY: ELEV GP ANTENNA:
THRESHOLD CROSSING HEIGHT:53.4
9. FINAL APPROACH X  |RUNWAY THRESHOLD FT. FROM THRESHOLD
COURSE AIMING X |ON CENTERLINE FT. FROM CENTERLINE

10. WAIVERS: NONE

PART D - PREPARED BY:

MARLON J. ROBINSON

DATE:
07/05/2011

TITLE:

AERONAUTICAL INFORMATION SPECIALIST

OFFICE:
AJV-352

PART C - REMARKS:

PRECIPITOUS TERRAIN EVALUATION COMPLETED.

2. HRS OPTN: 24/7/365.

3. SOURCE: KBHM. DISTANCE: 0. ADJUSTMENT: 0 BHM ATC
IS 24/7/365.NO BACKUP ATLIMETER SETTING REQUIRED.

6. VGSI DATA: RWY 6: 3.00/68.3. RWY 24: 3.00/67. RWY
18 3.20/47.7. RWY 36: NA.

SEE ATTACHED AIRSPACE LETTER.

EXCEPT FOR SURVEYED VEGETATION, ALL TREES ARE 100 FEET,
STANDING EST FPO POLICY.

VDP PUBLISHED. 20:1 PENETRATIONS ARE TO RWY 18 AND 36.

CIRCLING NA AT KBHM DUE TO OBSTACLES AND TERRAIN, ATC
AND EST FPO ADVISED AND CONCURES.

OBSTACLE #5 IS 3147 FEET INTO SECONDARY AREA.

LPV SLOPE: 34:1
LNAV/VNAV SLOPE: 22.6:1

AVERAGE COLD TEMPERATURE BASED ON 5-YEAR HISTORY
(2006-2010)

XP - MAINTAIN PREVIOUS DA.




RADIO FIX AND HOLDING DATA RECORD

NAME: GUFLO STATE: AL COUNTRY: US
LATITUDE/LONGITUDE: 332507.10N/0870025.29W TYPE: WP, INT, DME l
AIRSPACE DOCKET: FIX TYPE OF ACTION: NO CHANGE
FIX MAKE-UP FACILITIES:
FAC NAME IDENT TYPE CLASS MAG TRUE DME DIST FROM FAC MRA MAA
BRG BRG NM FEET
1 BIRMINGHAM 1-BHM LOC 238.45 235.45 16.50 3000 5100
2 VULCAN vuz VORTAC H 197.67 199.67 16.00 16.00 3000 5400
3 BROOKWOOD OKW VORTAC L 048.65 048.65 16.25 3000 5400
HOLDING: HOLDING TYPE OF ACTION: NO CHANGE
REMARKS:
BIRMINGHAM (FAC 1) AND VULCAN (FAC 2) USED TO ESTABLISH FIX COORDINATES
FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY STATE
IAP ILS OR LOC RWY 6 1,2,3 KBHM BIRMINGHAM AL (US)
IAP ILS RWY 6 (CAT Il) 1,2,3 KBHM BIRMINGHAM AL (US)
IAP RNAV %GPS) Y RWY 6 KBHM BIRMINGHAM AL (US)
IAP RNAV (RNP) Z RWY 6 KBHM BIRMINGHAM AL (US)
STAR CRMSN (RNAV) KBHM BIRMINGHAM AL (US)
REQUIRED CHARTING: STAR, IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1 DATE OF REVISION: 12/15/2011
REASON FOR REVISION:
UPDATED FIX USE.
ADDED STAR TO REQUIRED CHARTING.
CHANGED MAA FOR FAC 2 AND 3 FROM 5100 TO 5400.
ADDED TO REMARKS: BIRMINGHAM (FAC 1) AND VULCAN (FAC 2) USED TO ESTABLISH FIX COORDINATES
DEVELOPED BY: DATE: 07/19/2011 OFFICE: AJV-352 NAME: MARLON ROBINSON
APPROVED BY: DATE: OFFICE: AJV-352 NAME: DARRYEL ADAMS
SIGNATURE:

DISTRIBUTION: NFDC

FPO: EST

ARTCC: ZTL

ATC FACILITY: BHM APP CON
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RADIO FIX AND HOLDING DATA RECORD

NAME: JUSGO STATE: AL COUNTRY: US

LATITUDE/LONGITUDE: 333031.93N/0865104.07W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
IAP RNAV (GPS) Y RWY 6 KBHM BIRMINGHAM AL (US)

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 2 DATE OF REVISION: 12/15/2011

REASON FOR REVISION:
UPDATED FIX USE.
MOVED FIX 385.93 FEET SW TO L-V PFAF LOCATION.

DEVELOPED BY: DATE: 07/05/2011 OFFICE: AJV-352 NAME: MARLON ROBINSON
APPROVED BY: DATE: OFFICE: AJV-352 NAME: DARRYEL ADAMS
SIGNATURE:

DISTRIBUTION: NFDC
FPO: EST
ARTCC: ZTL
ATC FACILITY: BHM APP CON
OTHER:
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