US DEPARTMENT OF TRANSPORTATION
FEDERAL AVIATION ADMINISTRATION

RNAV (RNP) - STANDARD,
INSTRUMENT APPROACH PROCEDURE,
TITLE 14 CFR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, except
HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. Ceilings are in feet
above airport elevation. Distances are in nautical m||es unless otherwise mdlcated except visibilities which
are in statute miles or in feet RVR.

- TERMINAL. ROUTES MISSED APPROACH
FROM ) TO COURSE AND DISTANCE ALTITUDE |RNP: DA
UCAKI (IAF) CUSEL (TF) (FB) {RNP 1.00) 348.77 1 6.54 2000
TECUV (IAF APDON (TF) (F 1. A . ' 000
(AF) . (TF) (FB) (RNP 1.00) 049.99/9.35 2 CLIMB TO 700 THEN CLIMBING RIGHT TURN TO 2000 DIRECT
CUSEL (IF) HONUV (RF) (FB) (RNP 1.00) {2.00 NM RADIUS CW 2000 TECUV AND HOLD.
(CFFVP))/2.39
APDON (IF) HONUV (TF) (FB) (RNP 1.00) 057.1715.93 2000
HONUV WUGUT (RF) (FB) (RNP 1.00) (2.00 NM RADIUS CW 2000
(CFFVP))i3.58
ADDITIONAL FLIGHT DATA:
(SEE FORM 8260-10) HOLD NW, RT, 131.90 INBOUND.
DISTANCE TO THLD FROM 285 HATH: 0.74 NM
ROUTE TYPE: A, H
ROUTE TYPE QUALIFIER 1:F
ROUTE TYPE QUALIFIER 2: S .
: , #TCH 213.9 MSL (DO NOT CHART)
1.PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (IAF)
2. PROFILE STARTS AT WUGUT '
|3. FAC: 159.85 FAF: DIST FAF TO MAP: 561 THLD:
4. MIN. ALT: WUGUT 2000
5. DIST TO THLD FROM OM: 561  MM: IM: 150 HAT: 100 HAT: GS ANT:
6. MIN GS INCPT: 2000 GS ALT AT:WUGUT 2000 OM: MM: IM: .
7. GS ANGLE: 3.00 TCH:51.4# 34:11S NOT CLEAR :
8. MSA FROM: RW16 12100 MAG VAR: 20E EPOCH YEAR: 1995
MINIMUMS ’
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE:NA | | STANDARD
CATEGORY ==z=z=> A B c v D E
DH/MDA VIS | HAT/HAA| DHIMDA VIS | HAT/HAA|DH/MDA VIS |HAT/HAA | DHIMDA VIS | HAT/HAA| DHIMDA VIS |HAT/HAA
AUTHORIZATION REQUIRED
RNP 0.27 DA 448 4000 285 448 4000 285 448 4000 285 448 4000 285
RNP 0.30 DA 576 4500 M3 576 4500 13 576 4500 413 576 4500 a3
NOTES:
CHART NOTE: FOR UNCOMPENSATED BARO-VNAV SYSTEMS, PROCEDURE NA BELOW -11C (13F) OR ABOVE 48C
(118F). als
CHART NOTE: FOR INOPERATIVE MALSR, INCREASE RNP 0.27 ALL CATS VISIBILITY TO RVR 4500, AND INCREASE q\} )/'
RNP 0.30 ALL CATS VISIBILITY TO 1 3/8 MILE. K -~
(SEE FORM 8260-10) ‘ Q. &
CITY AND STATE ELEVATION: 170 THRE: 163 FACILITY PROCEDURE NO.JAMDT NO./JEFFECTIVE DATE:  |SUP: ELY
BELLINGHAM INTL DATED '

FAA FORM 8260 - 3 / April 2006 (computer generated)
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ALLAFFECTED PROCEDURES REVIEWED? ' COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE

[ ] ves [x7] no : , : ROUTINE
COORDINATED WITH:
© ATA AAT ALPA APA AOPA i NBAA OTHER (specify) »
[ ] } , VICTORIA TERMINAL APP CON, AMGR
FLIGHT CHECKED BY
NAME: " : , FIFO DATE:
DEVELOPED BY
NAME: FIFO DATE:
: CATHERINE L. CHILDRESS ' AJV-354 01116/2012

: . APPROVED BY

NAME: . FIFO DATE:
DEZ SILAGYI ' MANAGER AJV-354

CHANGES:
ORIGINAL PROCEDURE.
REASONS:

FPT REQUEST.




US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

RNAV (RNP) - STANDARD,
INSTRUMENT APPROACH PROCEDURE, - TITLE 14 CFR PART 97.33

Bearings, headings, courses, and radials are magnetic. - Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR. ’

TERMINAL ROUTES, (CONT.):

FROM TO ‘ COURSE AND DISTANCE ALTITUDE
SECOG (IF) WUGUT (TF) (FB) (RNP 1.00) 159.857 6.00 2000
WUGUT (FAF) RW16 (MAP) (TF) (FO) - | 159.85 / 5.61
RW16 (MAP) 700 MSL (CA) 150.85 700
700 MSL TECUV (DF)(FO) 2000

NOTES, (CONT.):

CHART NOTE: GPS REQUIRED.

CHART PLANVIEW NOTE AT CUSEL : MAX 180 KIAS.
CHART PLANVIEW NOTE AT HONUV : MAX 180 KIAS.

CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVALS AT TECUV ON V495 SOUTHWEST BOUND.

CHART PROFILE NOTE: SEE PLANVIEW FOR MULTIPLE IF LOCATIONS.

CHART PLANVIEW NOTE ADJACENT TO UCAKI IAF: RF REQUIRED.

CHART PLANVIEW NOTE ADJACENT TO TECUV IAF: RF REQUIRED.

CHART NOTE: WHEN LOCAL ALTIMETER SETTING NOT RECEIVED, PROCEDURE NA.

CITY AND STATE ELEVATION: 170 THRE: 163 FACIUTY | PROCEDURE NO.J AMDT NOJEFFECTIVE DATE:  |sup:
BELLINGHAM, WA | AIRPORT NAME: 'DEN;;TSR: _ RNAV (RNF) Z RWY 16, ORIG AMDT: NONE
BELLINGHAM INTL DATED:
FAA FORM 8260-10 / April 2006 (Computer Generated)
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ALL AFFECTED PROCEDURES REVIEWED?

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

] ves [ no
- [COORDINATED WITH:
ATA AAT ALPA APA - AOPA NBAA OTHER (specify)
FLIGHT CHECKED BY
NAME: FIFO DATE:
DEVELOPED BY
NAME: FIFO DATE:
APPROVED BY
NAME: ‘ FIFO DATE:
r
CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
——&NMBN'E)—SIANDABD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.
ARINC PACKET - 424-18 - RNAV (RNP)
1 2 3 4 5 6 7 8 9 0 1 2 3
WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAEAENRT APDON K10 C L, N48542099W122444460 E0170 NAR APDON
SUSAEAENRT CFFVP K10 w N48534265W122351839 E0170 NAR CNF (CFFVP)
SUSAEAENRT CUSEL K10 W N48540096W122381812 E0170 NAR CUSEL
SUSAEAENRT HONUV K10 W N48553962W122355839 EQ0170 NAR HONUV
SUSAEAENRT SECOG K10 & N48594280W122321797 EQ170 NAR SECOG
SUSAEAENRT TECUV K10 C L N48511003W122580319 EQ171 NAR TECUV
SUSAEAENRT UCAKI K10 w N48473345W122394881 EQ0170 NAR UCAKI
SUSAEAENRT WUGUT K10 C N48534301W122321653 EQ170 NAR WUGUT
1 2 3 4 5 6 7 8 9 0 1 2 3
ATIRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KBLIKI1ABLI 0 067YHN48473370W122321510E020000170 1800018000C MNAR BELLINGHAM INTL
1 2 3 4 5 5 ’ 7 g 9 0 1 2 3
SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KBLIK1FH16-Z ASECOG 010SECOGK1EAQE B IF 18000 A FS
SUSAP KBLIK1FH16-Z ASECOG 020WUGUTK1EAOEE 010TF + 02000 A FS
SUSAP KBLIK1lFH16-Z ATECUV 010TECUVK1EAQOE A IF 18000 A FS
SUSAP KBLIK1lFH16-Z ATECUV 020APDONK1EAQOE B 010TF + 02000 A FS
SUSAP KBLIKLlFH16-Z ATECUV 030HONUVK1EAOE 010TF + 02000 180 A-FS
SUSAP KBLIK1FH16-Z ATECUV 040WUGUTK1lEAOEE ROI1O0ORF 0020000572 15990036 + 02000 CFFVP K1EAA FS
SUSAP KBLIK1FH16-Z AUCAKI 010UCAKIK1EACE A IF 18000 A FS
SUSAP- KBLIK1FH16-Z AUCAKI 020CUSELK1EAQE B 010TF + 02000 180 A-FS
SUSAP KBLIK1FH16-Z AUCAKI 030HONUVK1EAOE RO10RF 0020003488 05720024 + 02000 180 CFFVP K1EAA-FS
SUSAP KBLIK1FH16-Z AUCAKI 040WUGUTK1EAOEE RO1ORF 0020000572 15990036 + 02000 CFFVP K1EAA FS
SUSAP KBLIK1FHl6-Z H 020WUGUTK1EAlE F IF + 02000 18000 RW16 BK1PGA FS
SUSAP KBLIK1FH16-Z H 020WUGUTK1EA2W AQ31A272 FS
SUSAP KBLIK1FH16-Z H 030RW16 K1PGOGY M 031TF 00214 -300 A FS
SUSAP KBLIK1FH16-Z H 040 0 M CA 1599 + 00700 A FS
SUSAP KBLIK1FH16-Z H 050TECUVK1EAQOEY DF- + 02000 A FS
SUSAP KBLIK1FH16-Z H 060TECUVK1EAQEE R HM 13190040 + 02000 A FS
1 2 3 4 5 6 7 8 9 ) 1 2 3
RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KBLIKI1GRW16 0067011599 N48480675W122321520+0100 +0028000163000051150TIBLI1
1 2 3 4 5 6 7 8 S 0 1 2
MSA 1234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234' '“
CITY AND STATE ELEVATION: 170 THRE: 163 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: SUP:
BELLINGHAM, WA AIRPORT NAME: IDENTIFIER: RNAV (RNP) Z RWY 16, ORIG
BELLINGHAM INTL AMDT: NONE
RNAV DATED:
FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page < of { Pages




ALL AFFECTED PROCEDURES REVIEWED?

|:| YES

[] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:

ATA AAT ALPA APA AOPA NBAA OTHER (specify)
FLIGHT CHECKED BY
NAME: FIFO DATE:
DEVELOPED BY
NAME: NFPG DATE:
APPROVED BY
NAME: NFPG DATE:
CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

M)—SIANQABD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.
SUSAP KBLIK1SRWle KX1PGB . 0 18018012125 M

CITY AND STATE ELEVATION: 170 THRE: 163 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE:  |sup:
BELLINGHAM, WA AIRPORT NAME: IDENTIFIER: RNAV (RNP) Z RWY 16, ORIG
BELLINGHAM INTL AMDT: NONE
RNAV DATED:

FAA FORM 8260 - 10 / April 2006 (Computer Generated) _ Page [’. of g Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

O O O

AOPA

[

NBAA OTHER (specify)

]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearinés, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
’ except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
NAV (RNP) STAN INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles uniess otherwise -
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.
ARINC SUMMARY - 424-18 - RNAV (RNP)
ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
SECOG SECOG 010 IF FB
SECOG WUGUT 020 TF FB 1.0 AA 02000
TECUV TECUV 010 IAF IF FB
TECUV APDON 020 TF FB . 1.0 AA 02000 .
TECUV HONUV 030 TF FB 1.0 AA 02000 AB 180
TECUV WUGUT 040 RF R FB 1.0 003.6 AA 02000
UCAKI UCAKT 010 IAF IF FB
UCAKI CUSEL 020 TF FB 1.0 AA 02000 AB 180
UCAKI HONUV 030 RF R FB 1.0 002.4 AA 02000 AB 180
UCAKI WUGUT 040 RF R FB 1.0 003.6 AR 02000
WUGUT 020 FAF IF FB AA 02000
RW16 030 MAP TF FO 0.3 - AT 00214
MISSED APPROACH FIX SEQ USE PATH TURN FQ/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
040 CA FB 159.9(179.9T) AA 00700
TECUV 050 DF FO AA 02000
TECUV 060 HM R FO 131.9(151.9T) 004.0 AA 02000
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
APDON N485420.99 W1l224444 .60 N4854.350 W12244.743
CFFVP . N485342.65 W1223518.39 N4853.711 W12235.307
CUSEL N485400.96 W1i223818.12 N4854.016 W12238.302
HONUV N485539.62 W1223558.39 N4855.660 W12235.973
SECOG N485942.80 W1223217.97 N4859.713 W12232.300
TECUV N485110.03 W1225803.19 N4851.167 W12258.053
UCAKI N484733.45 W1223948.81 N4847.558 W1i2239.814
WUGUT N485343.01 W1l223216.53 N4853.,717 W1l2232.276
RW16 N484806.75 W1223215.20 N4848.113 W1l2232.253
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RWle6 00163 51
SR
el
1 R &
CheC
CITY AND STATE . ELEVATION: 170 THRE: 163 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: SUP:
BELLINGHAM, WA AIRPORT NAME: IDENTIFIER: RNAV (RNP) Z RWY 16, ORIG
BELLINGHAM INTL AMDT: NONE
RNAV DATED:

FAA FORM 8260 - 10 / April 2006 (Computer Generated) | * Page 5 of 5 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] ~o

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

0O O 0O O

AOPA NBAA OTHER (specify)

1] ]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY
NAME: NFPG DATE:
. APPROVED BY
NAME: NFPG DATE:
CHANGES:

REASONS:




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
I PART - A OBSTRUCTION DATA '
1. APP SEGMENT FROM TO - OBSTRUCTION COORDINATES ELEV. MSL| ROC ALT. ADJUSTMENTS MIN. ALT.
INITIAL UCAKI ~ -~ fcuseL — 1. TOWER (53-021102) [484736.78N/1223918.42W | 207 (SE) 1000 |AC125 AT668 2000
(RNP 1.00) : - 2. TERRAIN 485133.00N/1223718.00W | 365 (400) AS1500 ' 1900
INITIAL TECUV APDON 3. REFINE (53-000262) [485307.00N/1224418.00W |404 (3C) 1000 |ac20 AT576 2000
(RNP 1.00) ~ [4. TERRAIN 435330.00N/1224721.00W [404 (400) | AS1500 , 1900
INTERMEDIATE CUSEL HONUV 5. TOWER (53-000763) [485544.87N/1223848.19W [260 (1A) 500 |AC3 AT1237 i _[2000
(RNP 1.00) 6. TERRAIN 485403.00N/1223854.00W |188 (200) AS1500 , 1700
INTERMEDIATE APDON. HONUV 3. REFINE (53-000262) |485307.00N/1224418.00W |404 (3C) 500 |AC20 AT1076 - 2000
(RNP 1.00) 7. TERRAIN 485312.00N/1223842.00W | 361 (400) - |as1500 , 1900
INTERMEDIATE: STEPDOWN  |HONUV ~ WUGUT 8. AAD 435739.00N/1223406.00W 338 (4E) 500 [AC98 AT1064 2000
(RNP 1.00) ) . |o. TERRAIN 485742.00N/1223433.00W [138 (100) AS1500 _ 1600
INTERMEDIATE ‘ SECOG WUGUT - - [10.AAO 435343.01N/1223216.54W (492 (4E) 500 |[Ac98 VEB202 AT708 2000
(RNP 1.00) 11. TERRAIN 485903.00N/1223357.00W | 253 (300) AS1500 1800
FINAL . WUGUT RW16 . ASC |mA35 - 448/285
{RNP 0.27) » - : -
FINAL WUGUT .| RW16 . ASC |mA113 j 576/413
(RNP 0.30) -
2. PROCEDURE TURN NA o v
3 MISSED MAP: |DA (SEE ABOVE) TECUV 12. TANK (53-000538)  [484825.00N/1223323.00W | 290 (4E) ASC |AcC125 ' 2000
APPROACH 13. WDMILL (53-020882)|484706.28N/1223131.99W | 300 (5E) ASC |AC125 2000
ELEV: 2877415 14. TOWER (53-000818) [485144.16N/1224219.25W | 434 (1A) 1000 |AC3 1500
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT.
CATEGORY A 13NM | 1 350 NA .
CATEGORY B 1.5NM || 450 z NA
CATEGORY C 17NM  |S][ 450 |2 NA ‘
CATEGORY D 23NM || 550 |2 NA . , WAL/,
CATEGORY E 45NM |2 550 ' .
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID: RW16 - ST
SECTOR OBSTRUCTION BRG/DIST = |ELEVATION (MSL) MSA SECTOR OBSTRUCTION | BRG/DIST ELEVATION (MSL) MSAHLY
360-360 AAO ~ 073/28.5 11000 (6C) 12100 ]
CITY AND STATE ELEVATION: 170 ‘ ' FACILITY " - '|PROCEDURE AND AMENDMENT NO: [REGION
BELLINGHAM, WA AIRPORT NAME: RNAV RNAV (RNP) Z RWY 16, ORIG ANM
BELLINGHAM INTL .

FAA Form 8260 - 9 / April 2006 (Computer Generated) ‘ ‘ ‘PAGE 1 OF 1 PAGES




PART B - SUPPLEMENTAL DATA

1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIMETER SETTING
éﬁﬁ‘gﬂgg NW S |OTHER: SOURCE:KBLI
, ATI DISTANCE:
VICTORIA APP CON FAA ® HOURS REMOTE OPERATION:
SATISFACTORY ON: AlC
x|VHF [ xJuHF | [HF [LocATiON: kBLI ADJUSTMENT: 0
. | PRIMARY NAVAID: ‘
MONITOR | _MONITOR POINT:
STATUS | HRS |[CAT1
“OPTN:| CAT 3
ALS .
(S) SALS
MALSR 16 (PCL)
5. HIRL 16 (PCL), 34 (PCL)
P B
. REIL 34 (PCL)
LIGHTING —
CILINE
OTHER (SPECIFY)
PAPI-4L 16, 34
6. RUNWAY  |BASIC
MARKINGS ALL WEATHER PIR-G 16
INSTRUMENT __ NPI-G 34
7.RUNWAY |APPROACH 16
- VISUAL MIDFIELD
RANGE ROLL OUT
8. GLIDE GP ANGLE: 3.00 ELEV RWY THRESHOLD:162.5
PATH DISTANCE FROM RWY: ELEV GP ANTENNA:
THRESHOLD CROSSING HEIGHT:51.4

9. FINALAPPROACH
COURSE AIMING X

X IRUNWAY THRESHOLD

FT. FROM THRESHOLD

ON CENTERLINE

" FT. FROM CENTERLINE

kS

Q. o
&E C-;%w'-f

10. WAIVERS: NONE

PART D - PREPARED BY: DATE:
CATHERINE L. CHILDRESS 01/16/2012
TITLE: , OFFICE:
AERONAUTICAL INFORMATION SPECIALIST AJV-354

PART C - REMARKS:
MAX SPEED CUSEL TO HONUYV - 180 KIAS.

MAX SPEED HONUV TO WUGUT - 180 KIAS.
MAXIMUM TREE HEIGHT 40 FT PER FPT.

SEE ATTACHED VEB SPREADSHEETS.

SEE ATTACHED AIRSPACE LETTER. ‘
PRECIPITOUS TERRAIN EVALUATION COMPLETED.

‘VGSI DATA: 3.00/50

AVERAGE COLD TEMPERATURE BASED ON A 5 YEAR HISTORY
(2006-2010).
ACT: -11

MISSED APPROACH IAW 8260.54A -
25 DEGREE BANK ANGLE USED IN MISSED APPROACH TO ALLOW
FOR MINIMUM SEGMENT LENGTH.

SEGMENT ALT KIAS KTAS HAA VKTW TR BA
CUSEL-HONUV 3493 180 192.57 3323 53.23 2.00 23.78
HONUV-UKEPE 2895 180 190.42 2725 50.00 2.00 22,86

TERPS, VOLUME 1, "VISUAL PORTION OF FINAL"
34:1
245 MSL TREE (KBLI0019) 484837.15N/1223206.07W (1.44)

M|laSmS"E[|;¢PPROACH OBSTACLES CONT.

P

:SOEERRAIN 485930.76N/1230253.00W 239 (200) AS1500
7

MISSED APPROACH OBSTACLES:
RNP 0.30 FINAL ADJUSTED FOR OBSTACLE #12 290 MSL TANK.
RNP 0.27 FINAL ADJUSTED FOR OBSTACLE #13 300 MSL WDMILL.




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD R |
PART - A OBSTRUCTION DATA _
1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES ELEV. MSL] ROC ALT. ADJUSTMENTS MIN. ALT.
MISSED APPROACH . DA RW16 13. WDMILL (53-020882)] 484706.28N/1 223131.99W| 300 (5E) ASC AC125 :
{RNP 0.27-1.00)
MISSED APPROACH DA RW16 ASC
(RNP 0.30-1.00) '
MAP:
3. MISSED
APPROACH =V
4. CIRCLING AREA [ DISTANCE HT. ABV. ARPT.
CATEGORY A 13NM | [ 350
CATEGORY B 1.5NM  [wf 450 |2 WAL/
CATEGORY C 17NM  |S[ 450 |P A
CATEGORY D 23NM_ |S[ 550 |2 =
CATEGORY E 45NM  |*[ 550 T
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID: , » , ,
SECTOR | OBSTRUCTION| BRG/DIST |ELEVATION (MSL) MSA SECTOR OBSTRUCTION| BRG/DIST _ |ELEVATION (MSL) MSA
CITY AND STATE ELEVATION: 170 FACILITY ‘ PROCEDURE AND AMENDMENT NO: |REGION
AIRPORT NAME: RNAV ’ RNAV (RNP) Z RWY 16, ORIG AN
BELLINGHAM, WA BELLINGHAM INTL ‘ (RNP) \ M

FAA Form 8260 - 9 / April 2006 (Computer Generated) PAGE 2 OF 2 PAGES




PART B - SUPPLEMENTAL DATA PART C - REMARKS:

1. COMMUNICATIONS WITH: 2. WEATHER SERVICE k 3. ALTIMETER SETTING

NWS [OTHER: _ SOURCE:
' DISTANCE:
FAA HOURS REMOTE OPERATION:

SATISFACTORY ON: ‘ AlC
[VHF [uHF | [HF LOCATION: ADJUSTMENT:

PRIMARY NAVAID:
MONITOR POINT:
HRS | CAT1
OPTN:|. CAT 3
) ALS
(S) SALS
MALS

5, [HIRL
APPROACH [wRC
& RUNWAY

LIGHTING |REIL
TDZ

C/LINE
OTHER (SPECIFY)

4.
MONITOR
STATUS

(]

6. RUNWAY  |BASIC

INSTRUMENT
7.RUNWAY | APPROACH
VISUAL MIDEIELD.

RANGE ROLL OUT
GP ANGLE: ‘ ELEV RWY THRESHOLD:

DISTANCE FROM RWY: ELEV GP ANTENNA:
THRESHOLD CROSSING HEIGHT:

9. FINAL APPROACH ~ |RUNWAY THRESHOLD , FT. FROM THRESHOLD
COURSE AIMING .~ |ON CENTERLINE FT. FROM CENTERLINE

10. WAIVERS:

8. GLIDE
PATH

PART D - PREPARED BY: : DATE:

TITLE: ' \ OFFICE:




RADIO FIX AND HOLDING DATA RECORD

DME DIST FROMFAC
NM

NAME: APDON STATE: WA COUNTRY: US
LATITUDE/LONGITUDE: 485420.99N/1224444 60W TYPE: WP; DME
AIRSPACE DOCKET: FIX TYPE OF ACTION: NO CHANGE
FIX MAKE-UP FACILITIES: :
FAC NAME IDENT TYPE CLASS MAG TRUE
BRG BRG
1 WHATCOM HUH VORTAC H 230.28 . 250.28 7.00

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE
REMARKS:

1. ADDED TO V495 PER NAVCANADA REQUEST TO SUPPORT 2010 WINTER OLYMPICS.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY

EN ROUTE V495 1

AP - RNAV (RNP) Z RWY 16 KBLI BELLINGHAM

REQUIRED CHARTING: IAP, CONTROLLER, EN ROUTE LOW
COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: 1 . DATE OF REVISION: 07/26/2012

REASON FOR REVISION: .
ADDED IAP TO REQUIRED CHARTING.
UPDATED FIX USE.

DEVELOPED BY: DATE: 01/25/2012 OFFICE: AJV-354

APPROVED BY: DATE: OFFICE: AJV-354

SIGNATURE:

DISTRIBUTION: NFDC

FPO: WST

ARTCC: ZSE .

ATC FACILITY: VICTORIA TERMINAL APP CON

OTHER:

NAME: DEZ SILAGYI

7.00

FEET

NAME: CATHERINE CHILDRESS

MRA
3000

MAA
17500

STATE
WA (US)
WA (US)

S

Cyect
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- RADIO FIX AND HOLDING DATA RECORD

NAME: CFFVP . STATE: WA COUNTRY: US

LATITUDE/LONGITUDE: 485342.65N/1223518.39W TYPE: CNF

AIRSPACE DOCKET: : FIX TYPE OF ACTION: ESTABLISH

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY

IAP RNAV (RNP) Z RWY 16 KBLI BELLINGHAM

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: ORIG DATE OF REVISION: 07/26/2012
DEVELOPED BY: DATE: 01/25/2012 OFFICE: AJV-354 ) NAME: CATHERINE CHILDRESS
APPROVED BY: DATE: OFFICE: AJV-354 NAME: DEZ SILAGYI
SIGNATURE:
DISTRIBUTION: NFDC
) FPO: WST
ARTCC: ZSE
ATC FACILITY: VICTORIA TERMINAL APP CON
OTHER:

STATE
WA (US)

2 A
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RADIO FIX AND HOLDING DATA RECORD
NAME: CUSEL STATE: WA COUNTRY: US .
LATITUDE/LONGITUDE: 485400.96N/1223818.12W TYPE: WP
AIRSPACE DOCKET: FIX TYPE OF ACTION: ESTABLISH
j FIX USE:
| - USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
IAP RNAV (RNP) Z RWY 16 KBLI BELLINGHAM WA (US)
REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: ORIG DATE OF REVISION: 07/26/2012
DEVELOPED BY: DATE: 01/25/2012 OFFICE: AJV-354 NAME: CATHERINE CHILDRESS
APPROVED BY: DATE: OFFICE: AJV-354 NAME: DEZ SILAGYI
SIGNATURE:

DISTRIBUTION: NFDC

FPO: WST _

ARTCC: ZSE -

ATC FACILITY: VICTORIA TERMINAL APP CON

OTHER:

‘:)F\L Ir L
¢ . q
,4.'1"'5-{‘
Kb i {:-
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RADIO FIX AND HOLDING DATA RECORD

NAME: HONUV

LATITUDE/LONGITUDE: 485539.62N/1223558.39W

AIRSPACE DOCKET:

FIX USE:

USE TYPE USE TITLE

AP RNAV (RNP) Z RWY- 16

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: ORIG

DEVELOPED BY: DATE: 01/25/2012
APPROVED BY: DATE:
SIGNATURE:
DISTRIBUTION: NFDC
FPO: WST
ARTCC: ZSE

STATE: WA COUNTRY: US
TYPE: WP
FIX TYPE OF ACTION: ESTABLISH
FAC PAT AIRPORTIDENT CITY
KBLI BELLINGHAM

DATE OF REVISION: 07/26/2012
OFFICE: AJV-354 NAME: CATHERINE CHILDRESS

OFFICE: AJV-354 NAME: DEZ SILAGYI

ATC FACILITY: VICTORIA TERMINAL APP CON

"OTHER:

STATE
WA (US)

FAA FORM 8260-2 / AUG 2009
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RADIO FIX AND HOLDING DATA RECORD

NAME: SECOG STATE: WA COUNTRY: US
LATITUDE/LONGITUDE: 485942.80N/1223217.97W TYPE: WP, INT, DME
© AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY
FIX MAKE-UP FACILITIES: :
FAC NAME IDENT TYPE CLASS MAG TRUE  DME DISTFROMFAC MRA  MAA
- BRG  BRG NM  FEET
1 BELLINGHAM = LOC/DME 339.85 35985 12.84 1284 2000 4600
2 WHATCOM HUH - VORTAC ~ H 00834 02834 341 341 2000 17500
_ HOLDING: HOLDING TYPE OF ACTION: NO CHANGE
PATTERNS: : v :
PAT DR IDENT  TYPE RAD/CRS/BRG CRS TURN _ LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME  MIN  MAX MIN  MAX
1 N WP 339.85 159.85 R 4 2000 6000 . 4 6
2 N 1BU  LOCDME  339.85 159.85 R 4 2000 4600 4 5
CONTROLLING OBSTRUCTIONS: :
PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE
1 200 TOWER (53-000195) 485947.00N/1223857.00W 859  3C
2 200 TOWER (53-000195) 485947 00N/1223857.00W 859 3G
HOLDING RESTRICTIONS:
HOLDING LIMITED TO ESTABLISHED PATTERNS
REMARKS:
WHATCOM (FAC 2) AND BELLINGHAM (FAC 1) USED TO ESTABLISH FIX COORDINATES
DME ANTENNA COORDINATES: 484653.25N/1223211,02W
FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
IAP ILS OR LOC RWY 16 1,2 2 KBL BELLINGHAM WA (US)
IAP RNAV (GPS) Y RWY 16 T kew BELLINGHAM WA (US)
AP RNAV (RNP) Z RWY 16 KBLI BELLINGHAM WA (US)
REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 2 DATE OF REVISION: 07/26/2012
REASON FOR REVISION:
FIX MOVED 521 FT NORTH.
FAC 1 ADDED DIST FROM FAC 12.84 NM.
FAC 2 CHANGED TRUE BRG FROM 29.04 TO 28.34, ADDED DIST FROM FAC 3.41 NM.
PAT 1 & 2, CHANGED CONTROLLING OBSTACLE ID, SAME OBSTACLE.
PAT 1 CHANGED MAX ALTITUDE FROM 4600 TO 6000.
ADDED REMARKS: WHATCOM (FAC 2) AND BELLINGHAM (FAC 1) USED TO ESTABLISH FIX COORDINATES :
DEVELOPED BY: DATE: 01/13/2012 OFFICE: AJV-354. NAME: CATHERINE CHILDRESS
APPROVED BY: DATE: OFFICE: AJV-354 NAME: DEZ SILAGYI
' SIGNATURE:
DISTRIBUTION:  NFDC
FPO: WST
ARTCC: 7SE
ATC FACILITY: BLI ATCT
OTHER: VICTORIA TERMINAL APCH CONTROL
%p.u 7y
o o
Cpcy
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RADIO FIX AND HOLDING DATA RECORD

NAME: UCAKI STATE: WA COUNTRY: US

LATITUDE/LONGITUDE: 484733.45N/1223948.81W . TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: NO CHANGE

HOLDING: i HOLDING TYPE OF ACTION: NO CHANGE

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
IAP RNAV (RNP) Z RWY 16 KBLI BELLINGHAM - WA (US)
STAR MADEE (RNAV) : CYXX ABBOTSFORD, BRITISH COLUMBIA (CA)
STAR MADEE (RNAV) KBLI : BELLINGHAM WA (US)

REQUIRED CHARTING: STAR, IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1 DATE OF REVISION: 07/26/2012

REASON FOR REVISION:
ADDED IAP TO REQUIRED CHARTING.

UPDATED FIX USE.
DEVELOPED BY: DATE: 01/25/2012 OFFICE: AJV-354 NAME: CATHERINE CHILDRESS
APPROVED BY: DATE: OFFICE: AJV-354 NAME: DEZ SILAGYI
SIGNATURE:
DISTRIBUTION: NFDC
FPO: WST
ARTCC: ZSE

" ATC FACILITY: VICTORIA TERMINAL APP CON
OTHER: BLI TOWER .

Q}\'N//}’

@
e
e
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RADIO FIX AND HOLDING DATA RECORD

NAME: WUGUT STATE: WA COUNTRY: US
LATITUDE/LONGITUDE: 485343.01N/1223216.53W TYPE: WP, INT, DME
AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY
FIX MAKE-UP FACILITIES:
FAC NAME IDENT TYPE CLASS MAG TRUE . DME DIST FROM FAC

: BRG BRG NM  FEET
1 BELLINGHAM I-BLI LOC/DME 339.85 369.85 6.83 6.83 41529

-2 WHATCOM ’ HUH VORTAC H 131.41 151.41 ) 3.42

HOLDING: ' HOLDING TYPE OF ACTION: NO CHANGE
REMARKS:

BELLINGHAM (FAC 1) AND WHATCOM (FAC 2) USED TO ESTABLISH FIX COORDINATES
DME ANTENNA COORDINATES: 484653.25N/1223211.02W

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY

AP ILS OR LOC RWY 16 1,2 KBLI BELLINGHAM
IAP RNAV (GPS) Y RWY 16 KBLI BELLINGHAM
AP RNAV (GPS) Y RWY 34 KBLI BELLINGHAM
IAP RNAV (RNP) Z RWY 16 KBLI - BELLINGHAM
AP : RNAV (RNP) Z RWY 34 KBLI BELLINGHAM -

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: 2 DATE OF REVISION: 07/26/2012

REASON FOR REVISION:

FIX MOVED 513 FT NORTH.

FAC 1 CHANGED DME FROM 6.75 NM TO 6.83 NM. ADDED DIST FROM FAC 6.83 NM AND 41529 FT.

FAC 2 CHANGED -TRUE BRG FROM 152.07 TO 151.41.

QBAD/I%?/EREI\#QSKS BELLINGHAM (FAC 1) AND WHATCOM (FAC 2) USED TO ESTABLISH FIX COORDINATES.
3

UPDATED FIX USE.
DEVELOPED BY: DATE: 12/14/2011 OFFICE: AJV-354 NAME: CATHERINE CHILDRESS
APPROVED BY: DATE: OFFICE: AJV-354 NAME: DEZ SILAGYI
SIGNATURE:
DISTRIBUTION: NFDC
FPO: WST
ARTCC: ZSE

ATC FACILITY: BLI ATCT
OTHER: VICTORIA TERMINAL APCH CONTROL

MRA MAA -

2000 4600
2000 17500

STATE
WA (US)
WA (US)
WA (US)
WA (US)
WA (US)

Liy
A
@ .

v
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Oyt
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RADIO FIX AND HOLDING DATA RECORD

NAME: TECUV STATE: WA COUNTRY: usllINFo ONLYII

LATITUDE/LONGITUDE: 485110.03N/1225803.19W TYPE: WP, INT, DME '

AIRSPACE DQCKET: - FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES: ,

FAC NAME : IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA  MAA

: BRG BRG NM  FEET

1 VICTORIA YYJ VORDME  H 05259 06959 21.85 2185 2000 14500

2 VANCOUVER YVR VORTAC H 13490 15190 1527 15.27 2000 14500

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

PATTERNS: '

PAT . DIR IDENT  TYPE  RAD/CRS/BRG CRS TURN  LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX MIN  MAX

1 NW WP 311.90 131.90 R 4 2000 6000 4 6

2 NW  YVR VORTAC 31490 134.90 R 1 2000 6000 4 6

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 200 AAO . 485924.00N/1230230.00W 420 4E

2 200 AAO . 485924.00N/1230230.00W 420 4E

HOLDING RESTRICTIONS:
HOLDING LIMITED TO ESTABLISHED PATTERNS.

REMARKS:

PRECIPITOUS TERRAIN EVALUATION COMPLETED.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
EN ROUTE V495 1,2 (US)
AP . ILS OR LOC RWY 16 1,2 . 2 KBLI BELLINGHAM WA (US)
IAP RNAV (GPS) Y RWY 16 1 KBLI BELLINGHAM WA (US)
AP RNAV (RNP) Z RWY 16 KBLI BELLINGHAM WA (US)

'REQUIRED CHARTING: IAP, CONTROLLER, EN ROUTE LOW
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 3 DATE OF REVISION: 08/25/2011

REASON FOR REVISION: :
UPDATED NAVAIDS IN FIX MAKE-UP DUE TO MAG VAR ROTATIONS; YYJ CHANGED FROM 21E TO 17E, YVR CHANGED FROM 21E TO 17E.
UPDATED MAG BRG IN FIX MAKE-UP/HOLDING PATTERN; YYJ CHANGED FROM 048.59 TO 052.59, YVR CHANGED FROM 130.90 TO 134.90.

" DEVELOPED BY: DATE: 04/01/2011 OFFICE: AJV-311 ) NAME: TOBY HUFF (MARY LYNNE HOEGSTROM)
APPROVED BY: DATE: OFFICE: AJV-311 NAME: RAY NUSSEAR ‘
SIGNATURE:
DISTRIBUTION: NFDC
FPO: WST
ARTCC: ZSE

ATC FACILITY: BLI ATCT
OTHER: VICTORIA TERMINAL APCH CONTROL, VANCOUVER ACC

FAA FORM 8260-2 / AUG 2009 ) Page 1 of 1




TERMINAL AIRSPACE DATA REQUIREMENTS

CITY: BELLINGHAM ~ STATE: WA
AIRPORT NAME: BELLINGHAM INTL v - - ID: KBLI
PROCEDURE: RNAV (RNP) Z RWY 16 AMDT: ORIG
DOCKET #:

(96-AXX-X/Required/Not Required)

ALL DIST TO 1/100 NM; ELEV TO NEAREST FT; COORD TO 1/100 SEC; DEG TO 1/100 DG.

1. Distance from THLD to 1000' point ' 2.94
(Emer THLD, FAF, ARP, FACILITY, as appropriate)
2. Width of FINAL segment at 1000' point 1.20
(Enter appropriate segment , final, intermediate, etc.)
3. True Course of FINAL segment containing 1000' point  179.85
4. High Terrain in FINAL segment containing 1000’ point__ 171
5. Distance from THLD to 1500' point ‘ 4.61
(If 1500 point in PT maneuvering area or holding pattern note in remarks)
6. Width of | FINAL segment at 1500' point 1.20
7. True Course of FINAL | segment containing 1500' point__179.85
8. High Terrain in FINAL | segment containing 1500' point 171
9. Threshold Coordinates (if straight-in) ... 484806.75N ;/1223215.20W
10. ARP Coordinates .........cccoceenrvrnnnnn. \ 484733.70N / 1223215.10W
11. Runway Approach End and distance furthest from ARP................. RWY 34
| ‘Distance 0.55 NM
12. FAF Coordinates ..........cccccceerrnnes 485343.01N /1223216.54W

(Click to Select)

REMARKS: Approach/Drawing attached.






