‘ -ILS - STANDARD
US DEPARTMENT OF TRANSPORTATION
FEDERAL AVIATION ADMINISTRATION

INSTRUMENT APPROACH PROCEDURE
TITLE 14 CFR PART 97.29

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, except

HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. Cellings are infeet
above airport elevation. Distances are in nautical miles unless otherwise indicated, except visibilities which
are in statute miles or in feet RVR. ’

TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE E_OSéDSAM MILES AFTER WUGUT INT. ' 53 DME O
HUH VORTAC SECOG INT/i-BLI 12.84 DME 008.34 / 3.41 2500 1.23 DME FIX A-BLI 6.83 DME OR AT I-BLI
hl
SECOG INT/I-BLI 12.84 DME WUGUT INT/I-BLI 6.83 DME 159.85/ 6.00 (I-BLI) 2000 e
(IFIIAF) CLIMB TO 700 THEN CLIMBING RIGHT TURN TO 2000 ON HEADING
271 AND ON YVR VORTAC R-135 TO TECUV INT/YVR 15.27 DME
AND HOLD, OR AS DIRECTED BY ATC.
ALTERNATE MA: CLIMB TO 1200 THEN CLIMBING RIGHT TURN TO
3000 DIRECT HUH VORTAC AND HOLD.
ADDITIONAL FLIGHT DATA:
HOLD NW, RT, 134.90 INBOUND.
CHART IN PLANVIEW: ALTERNATE MA HOLDING, HOLD NW
HUH VORTAC, RT, 149.00 ,
INBOUND.
CHART FAS OBST: 246 TREE 484833N/1223201W
1. PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (IAF) ' R
2. HOLD N SECOG, RT, 159.85 INBOUND, 2000 FT. IN LIEU OF PT (1AF)
3. FAC: 159.85 FAF: WUGUT INT/I-BL! 6.83 DME DIST FAF TO MAP: 561 THLD: 561
4. MIN. ALT: SECOG 2000, WUGUT 2000, CEPUM/I-BLI 2.33 DME 560* '
5. DIST TO THLD FROM OM: - MM: - IM: - 150 HAT: 1891 100HAT: - GSANT: 1058
6. MIN GS INCPT: 2000 @GS ALT AT:WUGUT 2000 oM: . MM - M -
7. GS ANGLE:; 3.00 TCH:51.4 34:11S CLEAR
8. MSA FROM: HUH VORTAC 050-140 8300, 140-230 3900, 230-320 5500, 320-050 6600 MAG VAR: 20E EPOGCH YEAR: 1995
: ‘ MINIMUMS _
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE:NA | |ILS: STANDARD @ LOC: STANDARD @
CATEGORY =====> A B c D ' E
DH/MDA VIS | HAT/HAA| DH/MDA ViS | HAT/HAA|DH/MDA VIS  |HAT/HAA | DH/MDA VIS | HAT/HAA| DH/MDA VIS |HAT/HAA
S-LS 16™ 363 2400 200 363 2400 200 363 2400 200 363 2400 200
$-LOC 16 560 2400 397 560 2400 397 560 3500 397 560 3500 397
CIRCLING 620 1 450 620 1 450 620 11/2 450 720 2 550
CEPUM FIX MINIMUMS (DME REQUIRED)
S-+OC 16 500 2400 337 500 2400 337 500 2600 337 500 2600 337
CIRCLING 620 1 450 620 1 450 620 112 450 720 2 550
NOTES: NA WHEN LOCAL WEATHER NOT AVAILABL N7,
SA CATEGORY | ILS SPECIAL AIRCREW AND AIRCRAFT CERTIFICATION REQUIRED S-ILS 16: CATA, B,C,DRA @ g o
244, RVR 1400, HATh 150, DA 313 MSL. .
‘O:‘/Eg\(f‘
(SEE FORM 8260-10) v
CITY AND STATE ELEVATION: 170 THRE: 163 FACIITY PROCEDURE NO./JAMDT NO.JEFFECTIVE DATE: SUP:
BELLINGHAM, WA AIRPORT NAME: IDENTIFIER: ILS OR LOC RWY 16, AMDT 6 AMDT: 5B
I-BLI ILS RWY 16 (SA CATI) :
BELLINGHAM INTL DATED  08/25/2011

FAA FORM 8260 - 3/ April 2006 (computer generated)
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ALLAFFECTED PROCEDURES REVIEWED?

[ ] ves : [x] ~no

COORDINATES OF FACILITIES

ROUTINE

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA - APA

[] [x] [X]

AOPA NBAA OTHER (specify)

[x] [x]

ZSE, VICTORIA TERMINAL APPP CON, AMGR

FLIGHT CHECKED BY

NAME:

FIFO

DATE:

DEVELOPED BY

NAME:

CATHERINE L. CHILDRESS

FIFO
AJV-354

DATE:
01/25/2012

APPROVED BY

NAME:

- DEZ SILAGYI

FIFO
AJV-354

DATE:

CHANGES:
1. ADDED CAT | SA LINE OF MINIMA.

2. FEEDER COURSE/DISTANCE CHANGED FROM 009.04/3.33 TO 008.34/3.41.

3. SECOG DME CHANGED FROM 12.75 TO 12.84
4. WUGUT DME CHANGED FROM 6.75 TO 6.83.
5. ADDED CEPUM DME FiX MINIMUMS.

6. VDP REMOVED.

7. ALTERNATE MISSED APPROACH HOLDING CHANGED FROM LEFT TURNS TO RIGHT TURNS.

REASONS:

1. FPT REQUEST.

2, 3. FIX SECOG MOVED.

4. PFAF MOVED, NEW FORMULA.

5. MAINTAIN MDA.

6. VDP IS LESS THAN 0.5 NM FROM STEPDOWN FIX.

7. TO AVOID TERRAIN AND MAINTAIN 3000 FT HOLDING.

VAL,

‘f@c\@Q




US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

ILS - STANDARD except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. g g
y . Ceili in feet abo iport elevation. Dista [ utical miles unless otherwise indicated,
INSTRUMENT APPROACH PROCEDURE - TITLE 14 CFR PART 97.2 S e altas Al o I Statute mils or In Taot RVR, |

NOTES, (CONT.):

CHART NOTE: **RVR 1800 AUTHORIZED WITH USE OF FD OR AP OR HUD TO DA.
CHART PLANVIEW NOTE: DME OR RADAR REQUIRED.
 *LOC ONLY

CHART NOTE: WHEN LOCAL ALTIMETER SETTING NOT RECEIVED, USE FRIDAY HARBOR ALTIMETER SETTING:
INCREASE DA TO 430 FT; INCREASE ALL MDA 80 FT AND INCREASE S-LOC 16 CATS C; D VISIBILITY TO RVR
5000; INCREASE CEPUM FIX MINIMUMS S$-LOC 16 CATS C, D VISIBILITY TO RVR 4000.

CHART NOTE: FOR INOPERATIVE MALSR, INCREASE S-LOC 16 CATS C, D VISIBILITY TO RVR 6000 AND INCREASE
CEPUM FiX MINIMUMS CATS C, D VISIBILITY TO RVR 5000.

SA CAT 1 CHART NOTE: REQUIRES SPECIFIC OPSPEC, MSPEC, OR LOA APPROVAL AND USE OF HUD TO DH.

Cec™
CITY AND STATE ELEVATION: 170 THRE: 163 FACILITY PROCEDURE NO./ AMDT NO.JEFFECTIVE DATE:  [sup:
BELLINGHAM, WA AIRPORT NAME: IDENTIFIER: ILS OR LOC RWY 16, AMDT 6 AMDT: 5B
I-BLI ILS RWY 16 (SA CATI) -
‘ BELLINGHAM INTL DATED:  08/25/2011
FAA FORM 8260-10 / April 2006 (Computer Generated)
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ALLAFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE
[Jves [
COORDINATED WITH:

ATA AAT ~ ALPA APA AOPA NBAA OTHER (specify)

1 OO O O @O []

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY
|NAME: FIFO DATE:
APPROVED BY
[NAME: FIFO DATE:
CHANGES:.

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
ILS STANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Diétances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.29 indicated, except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-18 - ILS

1 2 3 2 5 6 7 8 ) 0 T 2 3
NAVAID 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SCAND YVR CY011590VTH N49043838W123085672 N49043838W123085672E0170002602 NARVANCOUVER, B.C.
SUSAD HUH  X1011300VTHA N48564303W122344532 N48564303W122344532E0200000832 NARWHATCOM
SUSAD KBLIK1 IBLI K1010850 IT IBLIN48465325W122321102 001730 NARBELLINGHAM INTL
1 2 3 2 5 6 7 8 ) 0 1 2 3
WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAEAENRT  SECOG K10 c N48594280W122321797 E0170 NAR . SECOG
SUSAEAENRT  TECUV K10 C L N48511003W122580319 : E0171 NAR TECUV
SUSAEAENRT  WUGUT K10 ¢ N48534301W122321653 E0170 NAR WUGUT
1 2 3 2 5 6 7 8 9 0 1 2 3
ATRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KBLIK1ABLI 0 067YHN48473370W122321510E020000170 1800018000C  MNAR  BELLINGHAM INTL
1 2 3 a 5 6 7 8 9 0 1 2 3
SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KBLIKIFI16 AHUH O10HUH X1D OV IF , 18000 0 NS
SUSAP KBLIKIFI16 AHUH 020SECOGK1EAQEY TF + 02500 0 NS
SUSAP KBLIKIFI16 AHUH O030SECOGKIEAOEE AR HF HUH K1 0083003415990040D  + 02000 0 NS
SUSAP KBLIKIFI16 I 010SECOGKLEAOE I IF IBLIK1 33990128 PI J 020000200018000 0 NS
SUSAP KBLIK1FI16 I 020WUGUTKLEAOE F  CF IBLIK1 3399006816000060PT H 0200002000 -300HUH K1D 0 NS
SUSAP KBLIK1FI16 I 030RW16 K1PGOGY M  CF IBLIK1 3398001216000056PI 00214 -300 0 NS
SUSAP KBLIKIFI16 I 040 0 M ca 1599 + 00700 0 NS
SUSAP KBLIKIFI16 I 050 0 R VIY 2710 0 NS
SUSAP KBLIKIFI16 I 060TECUVKLEAOEY CF YVR CY 1349015331490030D  + 02000 0 N8
SUSAP KBLIK1FI16 I 070TECUVKLEAOEE R  HM 1349T010 + 02000 0 NS
1 2 3 z 5 6 7 8 9 0 1 2 3
RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KBLIK1GRW16 0067011599 N48480675W122321520+0100 +0028000163000051150IIBLI1
1 ) 3 2 5 6 7 ) 9 0 1 2 3
ILS 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
R L R L i+,
SUSAP KBLIK1IIBLI1 010850RW16 N48465324W1223214901599N48475630W1223219330749 10580538300E02005100152 e
1 2 3 2 5 6 7 8 9 o 1 2 &
I
CITY AND STATE ELEVATION: 170 THRE: 163 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: SUP:
BELLINGHAM, WA AIRPORT NAME: IDENTIFIER: ILS.OR LOC RWY 16, AMDT 6
BELLINGHAM INTL ILS RWY 16 (SA CAT I) AMDT: 5B
’ 1-BLI S -
DATED:  08/25/2011

FAA FORM 8260-10/Apri| 2006 (Computer Generated) Page 3 of B Pages




ALL AFFECTED PROCEDURES REVIEWED?

D YES D NO

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

L O 0O 0O

AOPA

(]

NBAA OTHER (specify)

]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

ILS STANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.29 indicated, except visibilities which are in statute miles or in feet RVR.
MSA 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KBLIK1SHUH KI1D 0 05014005525];4'0230066252303200832532005003925 M
CITY AND STATE ELEVATION: 170 THRE: 163 FACILITY PROCEDURE ‘NO./AMDT NO./ EFFECTIVE DATE: SUP:
BELLINGHAM, WA AIRPORT NAME: IDENTIFIER: ILS OR LOC RWY 16, AMDT 6 ]
BELLINGHAM INTL - ILS RWY 16 (SA CAT) AMDT: 5B
VI-BLI DATED:  08/25/2011

FAA FORM 8260 - 10/ April 2006 (Computer Generated) : ‘ ' - Page b of (B _Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

[ ] I I I

AOPA NBAA OTHER (specify)

[ 1] L1

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMIﬁISTRATION
ILS STANDARD INSTRUMENT APPROACH PROCEDURE

FLIGHT STANDARDS SERVICES - FAR PART 97.29

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise

indicated, except visibilities which are in statute miles or in feet RVR.

ARINC SUMMARY - 424-18 - ILS

ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
HUH HUH 010 IF FB
HUH SECOG 020 TF FO . AR 02500
HUH SECOG 030 IAF HF R FO 159.9¢() 004.0 AR 02000
SECOG 010 FACF IF FB BAA- 02000 GI 02000
WUGUT 020 FAF CF FB 160.0() 006.0 GI 02000 GS 02000
RW16 030 MAP CF FO 160.0() 005.6 AT 00214
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
040 CA FB 159.9() AA 00700
050 VI R FB 271.00)
TECUV 060 CF FO 314.9() 003.0 AR 02000
TECUV 070 HM R FO 134.9¢) T01.0 AA 02000
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
YVR N490438.38 W1230856.72 N4904.640 W12308.945
HUH N485643.03 W1223445.32 N4856.717 W12234.755
IBLI (DME) N484653.25 W1223211.02 N4846.888 W12232.184
SECOG N485942.80 W1223217.97 N4859.713 W12232.300
TECUV N485110.03 W1225803.19 N4851.167 W12258.053
WUGUT N485343.01 W1223216.53 N4853.717 W12232.276
RW16 N484806.75 W1223215.20 N4848.113 W12232.253
IBLI (LOC) N484653.24 W1223214.90 N4846.887 W12232.248
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RW16 00163 51
CITY AND STATE ELEVATION: 170 THRE: 163 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: SUP:
BELLINGHAM, WA AIRPORT NAME: IDENTIFIER: ILS OR LOC RWY 16, AMDT 6
N BELLINGHAM INTL ILS RWY 16 (SA CAT ) AMDT: 5B
1-BLI .
. N o i DATED: 08/25/2011
. I ~ _ - P R
FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page § of % Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] no-

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

0O O 0O O

AOPA

[

NBAA OTHER  (specify)

]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

OC STA i ini i ise indicated
excf@pt HAT,.HAA, TCH, anfi RA. Altltu_des arg minimum al_tltudes. unles.s otherwise in ited.
LOC STANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.25 indicated, except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-18 - LOC

Bearings, headings, courses, and radials are magnetic. E|evations and altitudes are in feet, MSL,

1 2 3 =4 5 6 7 8 9 o] 1 2 3
NAVAID 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SCAND YVR CY011590VTH N49043838W123085672 N49043838W123085672E0170002602 NARVANCOUVER, B.C.
SUSAD HUH K1011300VTHA N48564303W122344532 N48564303W122344532E0200000832 NARWHATCOM
SUSAD KBLIK1 IBLI K1010850 IT IBLIN48465325W122321102 001730 NARBELLINGHAM INTL
1 2 3 4 5 6 7 8 9 0 1 2 3
WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAEAENRT CEPUM K10 R N48491270W122321490 EQ170 NAR CEPUM
SUSAEAENRT SECOG K10 C "N48594280W122321797 E0170 NAR SECOG
SUSAEAENRT TECUV K10 C L N48511003W122580319 E0171 NAR TECUV
SUSAEAENRT WUGUT K10 C N48534301W122321653 E0170 NAR WUGUT
1 2 3 4 5 6 7 8 9 0 1 2 3
AIRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KBLIK1ABLI 0 067YHN48473370W122321510E020000170 1800018000C MNAR BELLINGHAM INTL
1 2 3 4 5 6 7 8 9 0 1 2 3
SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KBLIK1FL16 AHUH 010HUH KI1D 0V IF 18000 0 NS
SUSAP KBLIK1FL16 AHUH 020SECOGK1EAQOEY TF + 02500 0 NS
SUSAP KBLIK1FL16 AHUH 030SECOGK1EAOEE AR HF HUH K1 0083003415990040D + 02000 0 NS
SUSAP KBLIK1FL1l6 L 010SECOGKLlEAQE I IF IBLIK1 33990128 PI + 02000 18000 0 NS
SUSAP KBLIK1FL1l6 L 020WUGUTK1EAOE F CF IBLIK1 3399006816000060PI + 02000 HUH KiD 0 NS
SUSAP KBLIK1FL16 L 021CEPUMK1EAOE S CF IBLIK1 3400002316000045PI + 00560 -300 0 NS
SUSAP KBLIK1FL16 L 030RW1l6 K1PGOGY M CF IBLIK1 3398001216000011PI 00214 -300 0 NS
SUSAP KBLIK1FL16 L 040 0 M CA 1599 + 00700 0 NS
SUSAP KBLIK1FL16 L 050 0 R VIY - 2710 0 NS
SUSAP KBLIK1FL16 L 060TECUVKLEAQEY CF YVR CY 1349015331490030D + 02000 0 NS
SUSAP KBLIK1FL16 L 070TECUVK1EAQEE R HM 1349T010 + 02000 0 NS
1 2 3 4 5 6 7 8 9 0 1 2 3
RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KBLIK1GRW16 0067011599 N48480675W122321520+0100 +0028000163000051150IIBLI1
1 2 3 4 5 6 7 8 9 Q 1 2 3
ILS 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KBLIK1IIBLI1 010850RW16 N48465324W1223214901599N48475630W1223219330749 10580538300E02005100152
CITY AND STATE ELEVATION: 170 THRE: 163 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |gup:
BELLINGHAM, WA AIRPORT NAME: IDENTIFIER: ILS OR LOC RWY 16, AMDT 6
BELLINGHAM INTL e . . ILS RWY 16 (SA CATI) AMDT: 5B
R I-BLI
DATED:  08/25/2011

FAA FORM 8260 - 10/ April 2006 (Computer Generated) o : Page (o, of % Pages




ALL AFFECTED PROCEDURES REVIEWED?

|:| YES

[] wo

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:

ATA

[

AAT

]

ALPA

[1]

APA AOPA NBAA OTHER (specify)

I I ]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY :

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION k Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
) except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

) Q S! AIgD Y . . . . . - ) N
LoC AND INSTRUMENT APPROACH P,RQC—EDURVE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.25 indicated, except visibilities which are in statute miles or in feet RVR.
1 2 3 4 5 6 7 8 9 0 1 2 3
MSA 123456789012345678901234567890123456789012345678901234567850123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KBLIK1SHUH KI1D 0 05014005525140230066252303200832532005003925 M

CITY AND STATE ELEVATION: 170 ~THRE: 163 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |gup:
BELLINGHAM, WA AIRPORT NAME: IDENTIFIER: ILS OR LOC RWY 16, AMDT 6
BELLINGHAM INTL "ILS RWY 16 (SA CAT 1) AMDT: 58
8Ll : DATED:  08/25/2011

FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page of @ Pages




ALL AFFECTED PROCEDURES REVIEWED?

[ ves [ ~o

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

I R N R

AOPA NBAA OTHER (specify)

[ ]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. -
LOC STANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless.otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.25 indicated, except visibilities which are in statute miles or in feet RVR.

ARINC SUMMARY - 424-18 - LOC

ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
HUH HUH 010 IF FB
HUH SECOG 020 TF FO AA 02500
HUH SECOG 030 IAF HF R FO 159.9() 004.0 AA 02000
SECOG 010 FACF IF FB AA 02000
WUGUT = 020 FAF CF FB 160.0() 006.0 AA 02000
CEPUM 021 SDF CF FB ©160.00) 004.5 AA 00560
RW16 030 MAP CF FO 160.0() 001.1 AT 00214
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
040 ca . ) FB 159.9() AA 00700
050 vI R FB 271.0()
TECUV 060 CF FO 314.9() 003.0 AA 02000
TECUV 070 HM R FO 134.9() T01.0 AA 02000
POINT DATA WAYPOINT IAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
YVR N490438.38 W1230856.72 N4904.640 W12308.945
HUH N485643.03. W1223445.32 N4856.717 W12234.755
IBLI (DME) N484653.25 W1223211.02 N4846.888 W1l2232.184
CEPUM N484912.70 W1223214.90 N4849.212 W12232.248
SECOG N485942.80 W1223217.97 N4859.713 W12232.300
TECUV N485110.03 W1225803.19 N4851.167 W12258.053
WUGUT N485343.01 W1223216.53 N4853.717 W12232.276
RW16 N484806.75 W1223215.20 N4848.113 W12232.253
IBRLI (LOC) N484653.24 W1223214.90 N4846.887 W12232.248
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RW16 00163 51

CITY AND STATE ELEVATION: 170 THRE: 163 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |sup-
BELLINGHAM, WA AIRPORT NAME: IDENTIFIER: ILS OR LOC RWY 16, AMDT 6
BELLINGHAM INTL ILS RWY 16 (SA CAT ) AMDT: 58
1-BLI DATED:  08/25/2011
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ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

OO O 0O 0O

AOPA NBAA OTHER (specify)

1] ]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: ‘NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
PART - A OBSTRUCTION DATA . .
1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES ELEV. MSU ROC ALT ADJUSTMENTS MIN. ALT.
FEEDER HUH VORTAC SECOG INT/I-BLI 1. TOWER (53-000195) . [485947.00N/1223857.00W | 859 (3C) 1000 |DG641 12500
12.84 DME 2. TERRAIN 490000.00N/1223857.00W | 463 (500) AS1500 2000
INTERMEDIATE SECOG INT/I-BLI WUGUTINT/I-BLI  |1. TOWER (53-000195): |485947.00N/1223857.00W |859 (3C) 500 [SA-94 AT735 2000
12.84 DME 6.83 DME 3. TERRAIN 485942.00N/1223821.00W [407 (400) AS1500 1900
(IFNAF)
FINAL: ILS WUGUT INT/A-BLI RW16 ASC 363/200
6.83 DME '
FINAL: LOC WUGUT INT/I-BLI CEPUM/I-BLI1 233 |4. AAO 485138.61N/1223208.79W | 299 (2C) 250 560
6.83 DME - | omE
FINAL: LOC STEPDOWN CEPUM/ 2.33 DME 5.61 MILES AFTER |5. TREE (KBLI10042) 484833.24N/1223200.86W |246 (1A) 250 . 500
: WOUGUT INT/BLI :
6.33 DME OR AT
i-BLI 1.23 DME
FIX
2. HOLD-IN-LIEU-OF-PT SECOG P-4 6. TOWER (53-000195) {485947.00N/1223857.00W |859 (3C) 1000 AT141 ) 2000
7. TERRAIN 490000,00N/1223927.00W | 539 (500} AS1500 . " 12000
MAP: |DA/5.61 MILES TECUV INT/YVR , ASC , 2000
3. MISSED AFTER WUGUT 15.27 DME 8. TOWER (53-000818) |485144.16N/1224219.25W | 434 (1A) 1000 1500
APPROACH ELEV. [197/250 9. TERRAIN 484409.00N/1224239,00W | 358 (400) AS1500 1900
4. CIRCLING AREA | DISTANCE HT ABV. ARPT.
CATEGORY A 1.3 NM A 350 450 / 450 12. TOWER (53-000846)| 484826.47N/1223323.14W {320 (4B) 300 ‘ 620/ 620
CATEGORY B T5NM __ |W| 450 z 450 / 450 12. TOWER (53-000846)| 484826,47N/1223323.14W {320 (4B) 300 6207620
CATEGORY C 17NM |5 450 |2 450 / 450 12. TOWER (53-000846)) 484826.47N/1223323.14W 320 (4B) 300 16207620
CATEGORY D 23NM|Sf 550 |12 550 / 550 12. TOWER (53-000846)| 484826.47N/1223323.14W 320 (4B) 300 HAA | HAA 720 /720
CATEGORY E 45NM  |*| 550
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID:; HUH VORTAC NEA
SECTOR OBSTRUCTION BRG/DIST  |ELEVATION (MSL) MSA SECTOR OBSTRUCTION | - BRG/DIST ELEVATION (M3D)] m &I SA
050-140 AAO 101/ 27.5 7240 (6A) 8300 230-320 AAO 327/ 26.9 4416 (4E) ‘;’@ _ r\;g 5500
- 140-230 AAO 130/ 17.8 2877 (6A) 3900 320-050 AAO 346/ 25.3 5545(4E) | ~ 6600
CITY AND STATE ELEVATION: 170 FACILITY } PROC‘IELDSUCE)QREL%NCDRWEI:DA%%N% NO. |REGION
BELLINGHAM, WA AIRPORT NB’?ETEN GHAM INTL I-BLI LS RWY 16 (SA CAT). ANM

FAA Form 8260 - 9/ April 2006 (Computer Generated) » 7 . PAGE 1 0F1 PAGES




PART B - SUPPLEMENTAL DATA

1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIMETER SETTING
ZSE ARTCC ’ NWS |OTHER: SOURCE: KBLI/ KFHR
leC';gl‘?’YAE'ZPP CON ATIS DISTANCE: 0/25

FAA HOURS REMOTE OPERATION:
SATISFACTORY ON: AlIC 24/ BACKUP
x|VHF | xJuHF [ [HF  [LOCATION:kBU ADJUSTMENT: 0/ 67
. PRIMARY NAVAID: I-BLI
. MONITOR POINT:
OO e TCAT
OPTN:| CAT 3
ALS
(S) SALS
X MALSR 16 (PCL)
5. X  |HIRL 16 (PCL), 34 (PCL)
v 1
LIGHTING X REIL 34 (PCL)
TDZ
CILINE
X - |OTHER (SPECIFY)
PAPI-4L 16, 34
6. RUNwaY  |BASIC
MARKINGS ALLWEATHER PIR-G 16
INSTRUMENT  NPIG 34
7.RUNWAY  |APPROACH 16
VISUAL MIDFIELD
RANGE ROLL OUT
8. GLIDE GP ANGLE: 3.00 ELEV RWY THRESHOLD:162.5
PATH DISTANCE FROM RWY: ELEV GP ANTENNA:
1058 THRESHOLD CROSSING HEIGHT:51.4
9. FINALAPPROACH X  |RUNWAY THRESHOLD ' FT. FROM THRESHOLD
COURSE AIMING X |ON CENTERLINE FT. FROM CENTERLINE

10. WAIVERS: NONE

PART D - PREPARED BY:
CATHERINE L. CHILDRESS

DATE:
01/25/2012

TITLE:
AERONAUTICAL INFORMATION SPECIALIST

OFFICE: AJV-354

PART C - REMARKS:
VDP NOT ESTABLISHED - LESS THAN 0.5 NM AFTER STEPDOWN,

PRECIPITOUS TERRAIN EVALUATION COMPLETED. )

3. KBLI IS ON SERVICE A, KFHR IS ON SERVICE A
6. VGSI DATA: 3.00/50

RASS PRESSURE PATTERNS SAME
KBLI 170.1, KFHR 112.7

RA = 66.19.

SEE ATTACHED AIRSPACE LETTER.

MAPS FOR CANADIAN AIRSPACE WERE NOT AVAILABLE.
OBSTACLE EVALUATION USED DTED IN HOLD-IN-LIEU.

MISSED APPROACH OBSTACLES CONT.

ALTERNATE:

ASC 3000

10. AAQ 484348.00N/1222939.00W 597 (4E) 1000 1600
11. gERRAIN 484805.72N/1222744.72W 554 (600) AS1500
210




RADIO FIX AND HOLDING DATA RECORD

NAME: CEPUM STATE: WA COUNTRY: US

LATITUDE/LONGITUDE: 484912.70N/1223214.90W TYPE: DME

AIRSPACE DOCKET: FIX TYPE OF ACTION: ESTABLISH

FIX MAKE-UP FACILITIES: ‘

FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA  MAA
BRG BRG NM  FEET

1 BELLINGHAM I-BLI. LOC/DME 339.85 359.85 233 233 460 4500

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE

AP ILS OR LOC RWY 16 1 KBLI BELLINGHAM WA (US)

REQUIRED CHARTING: IAP

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: ORIG DATE OF REVISION: 07/26/2012
DEVELOPED BY: DATE: 01/17/2012 OFFICE: AJV-354 NAME: CATHERINE CHILDRESS
APPROVED BY: DATE: OFFICE: AJV-354 " NAME: DEZ SILAGY!
SIGNATURE:
DISTRIBUTION: NFDC
FPO: WST
ARTCC: ZSE
g?ﬁgQCILITY: VICTORIA TERMINAL APP CON, KBLI ATCT
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RADIO FIX AND HOLDING DATA RECORD

NAME: SECOG ) STATE: WA COUNTRY: US
LATITUDE/LONGITUDE: 485942.80N/1223217.97W : TYPE: WP, INT, DME
AIRSPACE DOCKET: : FIX TYPE OF ACTION: MODIFY
FIX MAKE-UP FACILITIES: :
FAC NAME IDENT TYPE CLASS MAG TRUE DME DIST FROM FAC MRA MAA
- ) BRG BRG NM FEET
1 BELLINGHAM I-BLI LOC/DME 339.85 359.85 12.84 12.84 2000 4600
2 WHATCOM HUH VORTAC H 008.34 028.34 3.4 3.41 2000 17500
HOLDING: » HOLDING TYPE OF ACTlON:‘NO CHANGE
PATTERNS: ,
PAT DIR IDENT TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
: INBOUND (LORR) TIME DME MIN MAX MIN MAX
1 N WP 339.85 159.85 R 4 2000 - 6000 4 6
2 N I-BLI LOC/DME 339.85 159.85 R . 4 2000 4600 4 5
CONTROLLING OBSTRUCTIONS: .
PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE
1 200 TOWER (53-000195) 485947.00N/1223857.00W 859 3C
2 200 TOWER (53-000195) 485947.00N/1223857.00W 859 3C
HOLDING RESTRICTIONS:
HOLDING LIMITED TO ESTABLISHED PATTERNS
REMARKS: .
WHATCOM (FAC 2) AND BELLINGHAM (FAC 1) USED TO ESTABLISH FIX COORDINATES
DME ANTENNA COORDINATES: 484653.25N/1223211.02W
FIX USE: :
USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
IAP ILS OR LOC RWY 16 1,2 2 KBLI BELLINGHAM WA (US)
IAP RNAV (GPS) Y RWY 16 1 KBLI BELLINGHAM WA (US)
IAP RNAV (RNP) Z RWY 16 KBLI BELLINGHAM WA (US)
REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 2 DATE OF REVISION: 07/26/2012
REASON FOR REVISION:
FIX MOVED 521 FT NORTH.
FAC 1 ADDED DIST FROM FAC 12.84 NM.
FAC 2 CHANGED TRUE BRG FROM 29.04 TO 28.34, ADDED DIST FROM FAC 3.41 NM.
PAT 1 & 2, CHANGED CONTROLLING OBSTACLE ID, SAME OBSTACLE.
PAT 1 CHANGED MAX ALTITUDE FROM 4600 TO 6000.
ADDED REMARKS: WHATCOM (FAC 2) AND BELLINGHAM (FAC 1) USED TO ESTABLISH FIX COORDINATES
DEVELOPED BY: DATE: 01/13/2012 OFFICE: AJV-354 NAME: CATHERINE CHILDRESS
APPROVED BY: DATE: OFFICE: AJV-354 ] NAME: DEZ SILAGY!I
SIGNATURE:
DISTRIBUTION: NFDC
FPO: WST
ARTCC: ZSE
ATC FACILITY: BLI ATCT
OTHER: VICTORIA TERMINAL APCH CONTROL
M7,
&,
) f‘oj}
et
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. ‘
RADIO FIX AND HOLDING DATA RECORD
i NAME: WHATCOM VORTAC STATE: WA COUNTRY: US
LATITUDE/LONGITUDE: 485643.03N/1223445.32W TYPE:
AIRSPACE DOCKET: FIX TYPE OF ACTION: NO CHANGE
FIX MAKE-UP FACILITIES:
FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA MAA
BRG BRG NM FEET
1 WHATCOM HUH VORTAC H - 45000
HOLDING: HOLDING TYPE OF ACTION: MODIFY
PATTERNS: .
PAT DIR IDENT TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME ~MIN MAX MIN MAX
1 NW WP 329.00 149.00 R 4 2000 14000 4 11
2 NW HUH VORTAC 329.00 149.00 R 1 2000 . 14000 4 10
3 S WP 170.88 350.88 L 4 2000 6000 4 6
4 S HUH VORTAC 171.88 351.88 L 1 3800 6000 4 5
CONTROLLING OBSTRUCTIONS:
PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE
1 200 TOWER (53-000195) 485947.00N/1223857.00W 859 3C
1 310 TOWER (53-000195) 485947.00N/1223857.00W 859 3C
2 200 TOWER (53-000195) 485947.00N/1223857.00W 859 3C
2 310 TOWER (53-000195) 485947.00N/1223857.00W 859 3C
3 200 TOWER (53-000195) 485947.00N/1223857.00W 859 3C
4 200 TOWER (53-000195) 485947.00N/1223857.00W 859 3C
4 310 TOWER (53-001166) 484049.67N/1225026.71W 2770 5D .
REASON FOR NONSTANDARD HOLDING:
PAT 3 ATC REQUEST
PAT 4 ATC REQUEST
HOLDING RESTRICTIONS:
HOLDING LIMITED TO ESTABLISHED PATTERNS
PROCEDURES REQUIRING CLIMB-IN-HOLD:
PAT PROCEDURE TITLE AIRPORT IDENT CITY STATE
1 RNAV (GPS) Y RWY 34 KBLI - BELLINGHAM WA (US)
1 RNAV (RNP) Z RWY 34 KBLI BELLINGHAM WA (US)
2 T/O MINS AND DP KBLI BELLINGHAM WA (US)
4 T/O MINS AND DP KORS EASTSOUND WA (US)
REMARKS:
PRECIPITOUS TERRAIN EVALUATION COMPLETED
FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
DP KIENO KBLI BELLINGHAM WA (US)
DP T/O MINS AND DP 2 KBLI BELLINGHAM WA (US)
DP “T/O MINS AND DP 4 KORS EASTSOUND WA (US)
DP PAINE KPAE EVERETT WA (US)
DP KENT KBFi SEATTLE WA (US)
DP NEEDLE KBFI SEATTLE WA (US)
DP MOUNTAIN KSEA SEATTLE WA (US)
DP SEATTLE KSEA SEATTLE WA (US)
DP SPOKANE KGEG SPOKANE WA (US)
DP FELTS KSFF SPOKANE WA (US)
EN ROUTE J528 us)
EN ROUTE J534 (US)
EN ROUTE J591 Us)
EN ROUTE V165 (Us)
EN ROUTE V349 us)
EN ROUTE V495 (US)
EN ROUTE V23 WA (US
IAP "ILS OR LOC RWY 16 2 KBLI BELLINGHAM WA (US)
IAP RNAV (GPS) Y RWY 34 1 KBLI BELLINGHAM WA (US)
IAP RNAV (RNP) Z RWY 34 1 KBLI BELLINGHAM WA (US)
IAP RNAV (GPS)-A 3 KORS EASTSOUND WA (US)
STAR MADDE (RNAV) 1 CYXX ABBOTSFORD, BRITISH COLUMBIA (CA)
STAR MADEE (RNAV) 1 KBLI BELLINGHAM . WA (US)
ShL7
REQUIRED CHARTING: DP, IAP, CONTROLLER, EN ROUTE LOW, EN ROUTE HIGH m‘;} '):-‘3—
n
£
Sk
%sfi%f"
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WHATCOM VORTAC

COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 17 DATE OF REVISION: 07/26/2012

REASON FOR REVISION: '

PAT 1, CHANGED TURNS FROM L TO R. CHANGED MAX ALTITUDE FROM 17,500 TO 14,000, CHANGED MAX TEMPLATE FROM 16 TO 11.
DELETED PATTERN 5.

UPDATED FIX USE.

DEVELOPED BY: - DATE: 01/30/2012 OFFICE: AJV-354 NAME: CATHERINE CHILDRESS

APPROVED BY: DATE: OFFICE: AJV-354 NAME: DEZ SILAGYI
SIGNATURE:
DISTRIBUTION: NFDC
FPO: WST
ARTCC: ZSE

ATC FACILITY: BLI ATCT
OTHER: VICTORIA TERMINAL APP CON

\\}:‘L/ 7y

Cpcs
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RADIO FIX AND HOLDING DATA RECORD

NAME: WUGUT STATE: WA COUNTRY: US

LATITUDE/LONGITUDE: 485343.01N/1223216.53W TYPE: WP, INT, DME

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES: :

FAC NAME IDENT TYPE CLASS MAG TRUE DME DIST FROM FAC
BRG BRG NM  FEET

1 BELLINGHAM I-BLI LOC/DME 339.85 359.85 6.83 6.83 41529

2 WHATCOM HUH VORTAC H 13141 151.41 3.42

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

REMARKS:
BELLINGHAM (FAC 1) AND WHATCOM (FAC 2) USED TO ESTABLISH FIX COORDINATES
DME ANTENNA COORDINATES: 484653.25N/1223211.02W

FIX USE: :

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY

IAP ILS OR LOC RWY 16 1,2 KBLI BELLINGHAM
1AP RNAV (GPS) Y RWY 16 KBLI BELLINGHAM
1AP RNAV (GPS) Y RWY 34 KBLI BELLINGHAM
AP RNAV (RNP) Z RWY 16 - KBLI BELLINGHAM
AP RNAV (RNP) Z RWY 34 KBLI BELLINGHAM

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: 2 DATE OF REVISION: 07/26/2012

REASON FOR REVISION:

FIX MOVED 513 FT NORTH. . )

FAC 1 CHANGED DME FROM 6.75 NM TO 6.83 NM. ADDED DIST FROM FAC 6.83 NM AND 41529 FT.

FAC 2 CHANGED TRUE BRG FROM 152.07 TO 151.41.

ADDED REMARKS: BELLINGHAM (FAC 1) AND WHATCOM (FAC 2) USED TO ESTABLISH FIX COORDINATES.
REMOVED FAC 3. )

UPDATED FIX USE.

DEVELOPED BY: DATE: 12/14/2011 OFFICE: AJV-354 NAME: CATHERINE CHILDRESS

APPROVED BY: DATE: OFFICE: AJV-354 NAME: DEZ SILAGYI
SIGNATURE:
DISTRIBUTION: NFDC
FPO: WST
ARTCC: ZSE

ATC FACILITY: BLI ATCT
OTHER: VICTORIA TERMINAL APCH CONTROL

MRA

2000
2000

MAA

4600
17500

STATE

WA (US)
WA (US)
WA (US)
WA (US)

WA (US)

FAA FORM 8260-2 / AUG 2009
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RADIO FIX AND HOLDING DATA RECORD

courev-vs "|NFQ ONLY"

NAME: TECUV STATE: WA
LATITUDE/LONGITUDE: 485110.03N/1225803.19W TYPE: WP, INT, DME
AIRSPACE DOCKET:

FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA- WMAA
, BRG BRG NM  FEET

1 VICTORIA YYJ VOR/DME H 052.59 069.59  21.85 21.85 2000 14500

2 VANCOUVER YVR VORTAC ~ H 13490 15190 15.27 15.27 2000 14500

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

PATTERNS: :

PAT DIR  IDENT  TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX MIN  MAX

1 NW WP 311.90 131.90 R 4 2000 6000 4 6

2 NW  YVR VORTAC 314.90 134.90 R 1 2000 6000 4 6

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURAGY CODE

1 200 AAO 485924.00N/1230230.00W 420 4E

2 200 AAO 485924 .00N/1230230.00W 420 4E

HOLDING RESTRICTIONS:

HOLDING LIMITED TO ESTABLISHED PATTERNS.

REMARKS:

PRECIPITOUS TERRAIN EVALUATION COMPLETED.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE

EN ROUTE V495 1,2 (US)

AP ILS OR LOC RWY 16 12 2 KBLI BELLINGHAM WA (US)

IAP RNAV (GPS) Y RWY 16 1 KBLI BELLINGHAM WA (US)

AP RNAV (RNP) Z RWY 16 KBLI BELLINGHAM WA (US)

REQUIRED CHARTING: IAP, CONTROLLER, EN ROUTE LOW
COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: 3

DATE OF REVISION: 08/25/2011

REASON FOR REVISION:
UPDATED NAVAIDS IN FIX MAKE-UP DUE TO MAG VAR ROTATIONS; YYJ CHANGED FROM 21E TO 17E, YVR CHANGED FROM 21E TO 17E.
UPDATED MAG BRG IN FIX MAKE-UP/HOLDING PATTERN; YYJ CHANGED FROM 048.59 TO 052.59, YVR CHANGED FROM 130.90 TO 134.90.

DEVELOPED BY: DATE: 04/01/2011

OFFICE: AJV-311

NAME: TOBY HUFF (MARY LYNNE HOEGSTROM)

APPROVED BY: DATE: OFFICE: AJV-311 NAME: RAY NUSSEAR
SIGNATURE:
DISTRIBUTION: NFDC
FPO: WST
ARTCC: ZSE

ATC FACILITY: BLI ATCT

OTHER: VICTORIA TERMINAL APCH CONTROL, VANCOUVER ACC

pLip
Dk

23

QL;,EC.
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TERMINAL AIRSPACE DATA REQUIREMENTS

CITY: BELLINGHAM
AIRPORT NAME: BELLINGHAM INTL
'PROCEDURE: ILS OR LOC RWY 16

DOCKET #:
(96-AXX-X/Required/Not Required)

STATE: WA
ID: KBLI

AMDT: 6

ALL DIST TO 1/100 NM; ELEV TO NEAREST FT; COORD TO 1/100 SEC; DEG TO 1/100 DG.

1. Distance from THLD to 1000' point 2.61
(Enter THLD, FAF, ARP, FACILITY, as appropriate) ’
2. Width of FINAL segment at 1000’ point 0.78
(Enter appropriate segment final, intermediate, etc.) _
3. True Course of - FINAL segment containing 1000' point_ 179.85
4. High Terrain in FINAL segment containing 1000 point_ 99
5. Distance from _ THLD _ to 1500’ point - 4.28
(if 1500 point in PT maneuvering area or holding pattern note in remarks)
6. Width of FINAL segment at 1500' point 114
7. True Course of FINAL segment containing 1500' point 179.85
8. High Terrain in | FINAL _segment containing 1500' point__ 99
9. Threshold Coordinates (if straight-in) ... 484806.75N ,/1223215.20W
10. ARP Coordinates .............ccoeuenuens 484733.70N / 1223215.10W
11. Runway Approach End and distance furthest from ARP................. RWY 34
_ Distance 0.55 NM
12. FAF Coordinates ............ e | 485343.01N /1223216.53W

(Click to Select)

REMARKS: Approach/Drawing attached.






