US DEPARTMENT OF TRANSPORTATION
FEDERAL AVIATION ADMINISTRATION

RNAV - STANDARD
INSTRUMENT APPROACH PROCEDURE
TITLE 14 CFR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, except
HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. Ceflings are in feet
above airport elevation. Distances are in nautical miles unless otherwise indicated, except visibilities which
are in statute miles or in feet RVR.

TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE |LP: RWO07
LNAV: RW07
SWIVL (IFNIAF) BAYAM (FB) 066.52/7.51 5200
BAYAM (FAF) KENPE/2.50 NM TO RWO07 (FB) 066.65/2.73
CLIMB TO 6300 DIRECT PULAE AND HOLD.
KENPE/2.50 NM TO RW07 RWO7 (MAP) (FO) 066.70 / 2.50
RWO07 (MAP) 3890 MSL 066.70
3890 MSL PULAE (FO) 6300
ADDITIONAL FLIGHT DATA:
HOLD NE, RT, 246.97 INBOUND.
CHART FAS OBST: 3561 POLE 462809N/1083527W
CHART FAS OBST: 3583 POLE 462757N/1083604W
CHART BILLINGS ASOS.
WAAS CHANNEL # 56529
REFERENCE PATH ID: W07A
1. PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (IAF ETAJQXJQ&V:%&OOM
2. HOLD SwW SWIVL, RT, 066.52 INBOUND, 6600 FT. IN LIEU OF PT (IAF) ) )
3. FAC: 066.65 FAF: BAYAM DIST FAF TO MAP: 523 THLD: 5.23
4. MIN. ALT: swivL 6600, BAYAM 5200, KENPE/2.50 NM TO RW07 4320
5. DIST TO THLD FROM OM: MM: IM: 150 HAT: 100 HAT: GS ANT:
6. MIN GS INCPT: GS ALT AT: OM: MM: Im:
7. GS ANGLE: TCH: 34:11S NOT CLEAR
8. MSA FROM: MAG VAR: 11E EPOCH YEAR: 2015
. MINIMUMS
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE:NA | X |
CATEGORY =====> A B c D E
DH/MDA VIS | HAT/HAA| DH/IMDA VIS | HAT/HAA|DH/MDA VIS  |HAT/HAA [DHIMDA | VIS |HAT/HAA|DH/MDA VIS |HAT/HAA
LP MDA 3940 1 450 3940 1 450 3940 13/8 450 3940 13/8 450
LNAV MDA 3960 1 470 3960 1 470 3960 13/8 470 3960 13/8 470
CIRCLING 4000 1 510 4000 1 510 4000 11/2 510 4040 2 550
| P
NOTES: N
CHART NOTE: USE BILLINGS ALTIMETER SETTING; WHEN NOT RECEIVED, PROCEDURE NA. g A [
CHART NOTE: WHEN VGSI INOP, STRAIGHT-IN/CIRCLING RWY 7 PROCEDURE NA AT NIGHT. ~ ,.:t,'."
CHART NOTE: DME/DME RNP-0.3 NA. 1 AN
CHART NOTE: VISIBILITY REDUCTION BY HELICOPTERS NA.
CHART PROFILE NOTE: VGSI AND DESCENT ANGLES NOT COINCIDENT.
CITY AND STATE ELEVATION: 3490 THRE: 3490 FACILITY PROCEDURE NO./AMDT NO./EFFECTIVE DATE: SUP:
ROUNDUP, MT AIRPORT NAME: 'DENJH';'\EF RNAV (GPS) RWY 7, ORIG AMDT- NONE
ROUNDUP DATED

FAA FORM 8260 - 3 / April 2006 (computer generated)
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REQUIRED EFFECTIVE DATE

ALL AFFECTED PROCEDURES REVIEWED?

COORDINATES OF FACILITIES

[] ves NO CONCURRENT
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)
O O O O [X]
FLIGHT CHECKED BY
NAME: FIFO DATE:
DEVELOPED BY
NAME: FIFO DATE:
ADOLFO URRUTIA (THERON CYRUS) AJV-354 03/01/2012
APPROVED BY
NAME: FIFO DATE:
DEZ SILAGYI MANAGER AJV-354
CHANGES:
REASONS:
PDF EDITS:

1. ADDED (FAF) TO BAYAM IN TERMINAL ROUTES ON -3.
2. REMOVED 020 FROM LINE 9 UNDER SEGMENT ON -10.
3. REMOVED 2.0 FROM LINE 3 UNDER MISSED APPROACH (RNP) ON -10.

EFFECTIVE CONCURRENT WITH:

§/2/2012. THIS IS AN UPDATED COPY OF THE FORM DEVELOPED ON 03/01/2012.
1. ADDS TAA STRAIGHT-IN SECTOR FROM THE NE FROM 30 NM TO 11 NM.
6/20/2012. THIS IS AN UPDATED COPY OF THE FORM DEVELOPED ON 03/01/2012.
1. CHANGED REQUIRED EFFECTIVE DATE FROM ROUTINE TO CONCURRENT.

AIRSPACE DOCKET #12-ANM-4




US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

RNAV - STANDARD .
INSTRUMENT APPROACH PROCEDURE - TITLE 14 CFR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

TAA
FROM TO ALT
1. 337/30 CW 092/30 (NOPT) 337/11 CW 092/11 7100
2. 092/30 CW 157/30 (NOPT) 092/11 CW 157/11 11000
3. 337/11 CW 157/11 SWIVL (IF/IAF) (FB) 6600
4. 157/30 CW 337/30 157111 CW 337/11 7900
5. 157/11 CW 337/11 SWIVL (IF/IAF) (FO) 6600
'{\_‘\& 4 o
3 N K
& &
cw
CITY AND STATE ELEVATION: 3490 THRE: 3490 FACII#TY PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: SUP:
IDENTIFIER:
DUP, M : RNAV (GPS) RWY 7, ORIG
ROUNDUP, MT AIRPORT NAME: RNAV ( ) AMDT: NONE
ROUNDUP DATED:
FAA FORM 8260-10 / April 2006 (Computer Generated) PAGE 2 OF 5 PAGES




ALLAFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE

[ ] Yes [] ~o

COORDINATED WITH:.
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

I U A A B [

FLIGHT CHECKED BY

NAME: FIFO DATE:

DEVELOPED BY

NAME: FIFO DATE:

APPROVED BY

NAME: FIFO DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

RNAV STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICE - FAR PART 97.33

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

FAS DATA BLOCK INFORMATION

DATA FIELD DATA

OPERATION TYPE 0

SBAS SERVICE PROVIDER IDENTIFIER 0

AIRPORT IDENTIFIER KRPX

RUNWAY RWO07

APPROACH PERFORMANCE DESIGNATOR 0

ROUTE INDICATOR

REFERENCE PATH DATA SELECTOR 0

REFERENCE PATH IDENTIFIER (APPROACH ID) WO07A

LTP/FTP LATITUDE 462824.9680N

LTP/FTP LONGITUDE 1083304.9035W

LTP/FTP ELLIPSOIDAL HEIGHT +10505

FPAP LATITUDE 462843.8600N

FPAP LONGITUDE 1083058.9100W

THRESHOLD CROSSING HEIGHT (TCH) 00043.8

TCH UNITS SELECTOR (METERS OR FEET USED) F

GLIDEPATH ANGLE (GPA) 03.00

COURSE WIDTH AT THRESHOLD 106.75

LENGTH OFFSET 1200

HORIZONTAL ALERT LIMIT (HAL) 40.0

VERTICAL ALERT LIMIT (VAL) 0.0

CRC REMAINDER 0CB7C33D

ADDITIONAL PATH POINT RECORD INFORMATION

ICAO CODE K1

LTP ORTHOMETRIC HEIGHT +10638

FPAP ORTHOMETRIC HEIGHT +10638

AL/
>
Q{ 4 Lol
{2 {‘.‘é’"u
CITY AND STATE ELEVATION: 3490 THRE: 3490 g«g’:‘l?llTF\leR PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: SUP:
ROUNDUP, MT : : RNAV (GPS) RWY 7, ORIG
AIRPORT NAME ENAY (GPS) AMDT: NONE
ROUNDUP DATED:
FAA FORM 8260-10/ April 2006 (Computer Generated) PAGE 3 OF 5 PAGES




ALLAFFECTED PROCEDURES REVIEWED?

[] ves [] ~no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

- O 0O O

AOPA NBAA OTHER (specify)

] I I

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY
NAME: FIFO DATE:
APPROVED BY
NAME: FIFO DATE:
CHANGES:
REASONS:
WAL/
>

Y, P




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
—BNAL‘Q-ES-LSIANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-18 - RNAV (GPS)

1 2 3 4 5 6 7 8 9 0 1 2 3
WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAEAENRT BAYAM K10 W N46271810W108402854 E0115 NAR BAYAM
SUSAEAENRT KENPE K10 W N46275307W108363695 E0115 NAR KENPE
SUSAEAENRT PULAE K10 w N46311723W108134602 E0113 NAR PULAE
SUSAEAENRT SWIVL K10 W N46254129W108510478 EO1l1l6 NAR SWIVL
1 2 3 4 5 6 7 8 9 0 1 2 3
AIRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KRPXK1ARPX 0 050YHN46283000W108323630E011003490 1800018000C MNAR ROUNDUP
1 2 3 4 5 6 7 8 9 0 1 2 3
SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KRPXK1FRO7 ASWIVL 0l10SWIVLKLEAOEE AR HF 06650070 + 06600 18000 A JS
SUSAP KRPXK1FRO7 R 010SWIVLK1EAQE I IF + 06600 18000 A JS
SUSAP KRPXK1FRO07 R 020BAYAMK1EAlE F O051TF 06650075 + 05200 A JS
SUSAP KRPXK1FRO7 R 020BAYAMK1EA2WALP N ALNAV Js
SUSAP KRPXK1FRO7 R 021KENPEK1EAOE S O031TF 06670027 V 0432004330 -300 A JS
SUSAP KRPXK1FRO7 R 030RW07 K1PGOGY M 031TF 06670025 03534 -300 A Js
SUSAP KRPXK1FRO7 R 040 0 M CA 0667 + 03890 A JS
SUSAP KRPXK1FRO7 R 050PULAEK1EAQEY DF + 06300 A JS
SUSAP KRPXK1FRO7 R 060PULAEK1EAQOEE R HM 24700070 + 06300 A JS
1 2 3 4 5 6 7 8 S 0 1 2 3
RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KRPXK1GRWO07 0050990667 N46282497W108330490-1200 +1050503490000044075R
1 2 3 4 5 6 7 8 9 0 1 2 3
PP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KRPXK1PRO7 RWO7 001 0000W07AON4628249680W10833049035+105050300N4628438600W10830589100106751200000438F4000000CB7C33D
SUSAP KRPXK1PRO7 RW07 002E +10638+10638LP 56529
AL/
& ‘e
’ Q
Kol
CITY AND STATE ELEVATION: 3490 TDZE: 3490 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |gup:
ROUNDUP, MT AIRPORT NAME: IDENTIFIER: RNAYV (GPS) RWY 7, ORIG
ROUNDUP AMDT: NONE
RNAV DATED:
FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page 4 of 5 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

o O O 0O

AOPA NBAA OTHER (specify)

[ ]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:

Qf’\L"/‘};
9
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
—RNAy—‘QES)—SIANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.
ARINC SUMMARY - 424-18 - RNAV (GPS)
ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
SWIVL SWIVL 010 IAF HF R FO 066.5(077.5T) 007.0 AA 06600
SWIVL 010 FACF IF FB AA 06600
BAYAM 020 FAF TF FB 0.5 066.5(077.5T) 007.5 AA 05200
KENPE 021 SDF TF FB 0.3 066.7(077.7T) 002.7 AA 04320 GS 04330
RWO7 030 MAP TF FO 0.3 066.7(077.7T) 002.5 AT 03534
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
040 CA FB 066.7(077.7T) AA 03890
PULAE 050 DF FO AA 06300
PULAE 060 HM R FO 247.0(258.0T) 007.0 AA 06300
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
BAYAM N462718.10 W1084028.54 N4627.302 W10840.476
KENPE N462753.07 W1083636.95 N4627.885 W10836.616
PULAE N463117.23 W1081346.02 N4631.287 W10813.767
SWIVL N462541.29 W1085104.78 N4625.688 W10851.080
RWO7 N462824.97 W1083304.90 N4628.416 W10833.082
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RWO7 03490 44
WAL/
Q@ e
9 o
CITY AND STATE ELEVATION: 3490 TDZE: 3490 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: SUP:
ROUNDUP, MT AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 7, ORIG
ROUNDUP AMDT: NONE
AV
RN DATED:

FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page 5 of 5 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

o O 0O 0O

AOPA NBAA OTHER (specify)

L1 ]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY
NAME: NFPG DATE:
APPROVED BY
NAME: NFPG DATE:
CHANGES:
REASONS:
L7r
S

Vel
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STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
PART -A OBSTRUCTION DATA
1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES ELEV. MSL ROC ALT. ADJUSTMENTS MIN. ALT.
STRAIGHT-IN AREA 337/30 CW 092/30 33711 CW 092/11  [1. AAO 460312.70N/1092145.50W | 5042 (1C) 2000 7100
[2-TERRAIN 460312.70N/1092145.50W [4842 (4800) AS1500 6300
STRAIGHT-IN AREA 092/30 CW 157/30 092/11 CW 157/11  [3. AAO 464510.30N/1091833.00W [8920 (1C) 2000 11000
4. TERRAIN 464510.30N/1091833.00W [8720 (8700) AS1500 10200
STRAIGHT-IN AREA 33711 CW 157/11 SWIVL 5. AAO 463603.00N/1090200.00W [4597 (4E) 2000 6600
463603.00N/1090200.00W |4397 (4400) AS1500 5900
STRAIGHT-IN AREA 157/30 CW 337/30 157111 CW 337/11 7. AAO 464733.00N/1085903.00W |5834 (4E) 2000 7900
8. TERRAIN 464733.00N/1085903.00W [5634 (5600) AS1500 7100
STRAIGHT-IN AREA 157/11 CW 337/11 SWIVL [o-AAD 463606.00N/1085951.00W [4512 (2C) 2000 6600
10. TERRAIN 463606.00N/1085951.00W 4312 (4300) AS1500 5800
INTERMEDIATE SWIVL (IF/IAF) BAYAM 11. AAO 462624.00N/1085209.00W 4036 (4E) 500 |AC98 AT566 5200
12. TERRAIN 462503.00N/1084727.00W [3810 (3800) AS1000 4800
FINAL: LP BAYAM KENPE/2.50 NMTO |13. AAO 462757.00N/1083912.00W [3919 (2C) 250 |DG20 RA115 4320
RWO07
2. HOLD-IN-LIEU-OF -PT SWIVL P-9 17. AAO 462303.00N/1090748.00W |4334 (4E) 1000 [AT1266 6600
18. TERRAIN 462303.00N/1090748.00W [4134 (4100) AS1500 5600
MAP: |RWo07/RwWo7 PULAE _ ASC 6300
ilphglsg,ECDH 19. AAD 463151.00N/1082248.00W | 3763 (4E) | 1000 4800
ELEV: |3725/3745 20. TERRAIN 463151.00N/1082248.00W | 3563 (3600) AS1500 5100
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT.
CATEGORY A 1.3NM [ [ 350 510 21. NAV (KRPXT0181) |462815.62N/1083307.53W [3576 (1A) 300 RA115 4000
CATEGORY B 1.5 NM w| 450 z 510 21. NAV (KRPXT0181) |462815.62N/1083307.53W |3576 (1A) 300 RA115 4000
CATEGORY C 1.7NM  |S[ 450 |2 510 21. NAV (KRPXT0181) |462815.62N/1083307.53W [3576 (1A) 300 RA115 4000
CATEGORY D 23NM |Z] 550 |2 550 16. POLE (KRPXT0231)|462757.48N/1083604.43W [3583 (1A) 300 HAA 4040
CATEGORY E 45NM || 550 v
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID: . :
SECTOR OBSTRUCTION BRG/DIST  |ELEVATION (MSL) MSA SECTOR OBSTRUCTION | BRG/DIST ELEVATION (MSL) MSA ,
¢ oy
@ e
Q N
CITY AND STATE ELEVATION: 3490 FACILITY PROCEDURE AND AMENDMENT NO:  [REGION 4~
ROUNDUP, MT AIRPORT NAME: RNAV RNAV (GPS) RWY 7, ORIG ANM
ROUNDUP

FAA Form 8260 - 9 / April 2006 (Computer Generated)

PAGE 1 OF 2 PAGES




PART B - SUPPLEMENTAL DATA

1. COMMUNICATIONS WITH:

2. WEATHER SERVICE 3. ALTIMETER SETTING

ZLC ARTCC
BIL APP CON

SATISFACTORY ON:

NW S |OTHER: SOURCE:KBIL

DISTANCE: 40.05

FAA ASOS

AlC 24

HOURS REMOTE OPERATION:

X|VHF [x|uHF | [HF

LOCATION: ADJUSTMENT: 115

PRIMARY NAVAID:

4 MONITOR POINT:

MONITOR

STATUS | HRs | CAT1

OPTN:| CAT 3

ALS

(S) SALS

MALS

5 HIRL

APPROACHI™x mIRL 25, 07

& RUNWAY REIL

LGHTING o~

C/LINE

X OTHER (SPECIFY)
PAPI-2L 25 (PCL), 07

6. RUNWAY  |BASIC

MARKINGS

ALL WEATHER

INSTRUMENT

NPI-G 25, 07

7. RUNWAY APPROACH

VISUAL MIDFIELD

GE ROLL OUT

8. GLIDE

GP ANGLE:3.00

ELEV RWY THRESHOLD:3490.0

PATH

DISTANCE FROM RWY:

ELEV GP ANTENNA:

THRESHOLD CROSSING HEIGHT:43.8

9. FINALAPPROACH X

RUNWAY THRESHOLD

FT. FROM THRESHOLD

COURSE AIMING X

ON CENTERLINE

FT. FROM CENTERLINE

10. WAIVERS: NONE

PART D - PREPARED BY: DATE:
ADOLFO URRUTIA (THERON CYRUS) 03/01/2012
TITLE: OFFICE:
AERONAUTICAL INFORMATION SPECIALIST AJV-354

PART C - REMARKS:

VDP NOT ESTABLISHED - 20:1 PENETRATIONS/ALTIMETER
ADJUSTMENT IN USE. .

PARA 251, 20:1 PENETRATION.
PARA 251, 34:1 PENETRATION.
PRECIPITOUS TERRAIN EVALUATION COMPLETED.

BLOCK2, WEATHER SERVICE
OTHER: ASOS

PRIMARY REMOTE ALTIMETER IN USE.

KBIL 3652

RA=114.74

NO SUITABLE BACKUP ALTIMETER SOURCE AVAILABLE.
SEE ATTACHED AIRSPACE LETTER.

TERPS, PARAGRAPH 289 APPLIED TO 3583 POLE (KRPXT0231)
462757.48N/1083604.43W.

VGSI DATA: 4.00/43.8
VDA DATA USED: 3.00/43.8 PER FPT.

45 FT VEGETATION USED PER FPO.

LPV AND LNAV/VNAV NOT DEVELOPED DUE TO GQS
PENETRATIONS/FPT.

FPT NOTIFIED OF 20:1 PENETRATIONS.
TERPS, VOLUME 1, VISUAL PORTION OF FINAL PENETRATIONS:
RWY 7:

20:1

3523 TREE iKRPXT0193) 462820.23N/1083310.62W (18.35
3521 TREE (KRPXT0194) 462819.70N/1083310.87W (14.92
3505 GRD (KRPXT0182) 462821.02N/1083309.27W (5.81)

34:1
3513 GRD (KRPXT0201) 462819.04N/1083313.03W (8.78)

MOST 20:1 AND 34:1 PENETRATIONS REMOVED PER AIRPORT
MANAGEMENT (STEVE ENGEBRECHT) EMAIL DATED 3/21/2012.
ALL INFORMATION IS FORWARDED TO THE DATA BRANCH FOR
DATABASE UPDATE.

NO SUITABLE BACKUP ALTIMETER SOURCE AVAILABLE.




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
PART - A OBSTRUCTION DATA
1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES | ELEV. MSL ROC ALT. ADJUSTMENTS MIN. ALT.
FINAL: LP STEPDOWN KENPE/2.50 NM TO RW07 14. POLE (KRPXT0230) |462809.05N/1083526.51W | 3561 (1A) 250 |RA115 3940
RWO07
FINAL: LNAV BAYAM KENPE/2.50 NM TO [15. AAO 462821.07N/1084114.74W | 3934 (2C) 250 |DG20 RA115 4320 )
RWO07
FINAL: LNAV STEPDOWN KENTEIZ.SO NMTO RWO07 16. POLE (KRPXT0231) |462757.48N/1083604.43W |3583 (1A) 250 |RA115 3960
RWO07
3. MISSED MAP:
APPROACH STV
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT.
CATEGORY A 13NM__| ] 350
CATEGORY B 15NM |l 450 |2
CATEGORY C 1.7NM  |5[ 450 |2
CATEGORY D 23NM  |G[ 550 |2
CATEGORY E 45NM |*[ 550
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID:
SECTOR OBSTRUCTION | BRG/DIST _ |ELEVATION (MSL) MSA SECTOR OBSTRUCTION| BRG/DIST __ |ELEVATION (MSL) MSA
A
9
CITY AND STATE ELEVATION: 3490 FACILITY [PROCEDURE AND AMENDMENT NO: REGIONQS'E,-’\@'
ROUNDUP, MT AIRPORT NAME: RNAV RNAV (GPS) RWY 7, ORIG ANM
ROUNDUP

FAA Form 8260 - 9 / April 2006 (Computer Generated) PAGE 2 OF 2 PAGES




PART B - SUPPLEMENTAL DATA

1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIMETER SETTING
NWS |OTHER: SOURCE:
DISTANCE:
FAA HOURS REMOTE OPERATION:
SATISFACTORY ON: AIC
VHF UHF [ [HF LOCATION: ADJUSTMENT:
) PRIMARY NAVAID:
MONITOR | _MONITOR POINT.
sTaTUS | HRs | CAT!
OPTN:| CAT 3
ALS
(S) SALS
MALS
5. HIRL
b L
LIGHTING REIL
TDZ
C/LINE
OTHER (SPECIFY)
6. RUNWAY  |BASIC
MARKINGS |ALL WEATHER
INSTRUMENT
7.RUNWAY | APPROACH
VISUAL MIDFIELD
RANGE ROLL OUT
8. GLIDE GP ANGLE: ELEV RWY THRESHOLD:
PATH DISTANCE FROM RWY: ELEV GP ANTENNA:
THRESHOLD CROSSING HEIGHT:

9. FINALAPPROACH
COURSE AIMING

RUNWAY THRESHOLD

FT. FROM THRESHOLD

ON CENTERLINE

FT. FROM CENTERLINE

10. WAIVERS:

PART D - PREPARED BY:

DATE:

TITLE:

OFFICE:

PART C - REMARKS:




RADIO FIX AND HOLDING DATA RECORD

NAME: BAYAM

STATE: MT COUNTRY: US

LATITUDE/LONGITUDE: 462718.10N/1084028.54W TYPE: WP

AIRSPACE DOCKET: 12-ANM-4

FIX TYPE OF ACTION: ESTABLISH

FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY STATE
IAP RNAV (GPS) RWY 7 KRPX ROUNDUP MT (US)
REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: ORIG DATE OF REVISION: 07/26/2012
DEVELOPED BY: DATE: 02/16/2012 OFFICE: AJV-354 NAME: ADOLFO URRUTIA (THERON CYRUS)
APPROVED BY: DATE: OFFICE: AJV-354 NAME: DEZ SILAGYI
SIGNATURE:
DISTRIBUTION: NFDC
FPO: WST
ARTCC: ZLC
ATC FACILITY:
OTHER:
/
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RADIO FIX AND HOLDING DATA RECORD

NAME: KENPE

STATE: MT COUNTRY: US

LATITUDE/LONGITUDE: 462753.07N/1083636.95W TYPE: WP

AIRSPACE DOCKET: 12-ANM-4

FIX USE:
USE TYPE USE TITLE
IAP RNAV (GPS) RWY 7

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: ORIG
DEVELOPED BY: DATE: 02/16/2012
APPROVED BY: DATE:
SIGNATURE:

DISTRIBUTION: NFDC
FPO: WST
ARTCC: ZL.C
ATC FACILITY:
OTHER:

FIX TYPE OF ACTION: ESTABLISH

FAC PAT AIRPORT IDENT CITY
KRPX ROUNDUP

DATE OF REVISION: 07/26/2012

STATE
MT (US)

OFFICE: AJV-354 NAME: ADOLFO URRUTIA (THERON CYRUS)

OFFICE: AJV-354 NAME: DEZ SILAGY!I
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RADIO FIX AND HOLDING DATA RECORD

NAME: PULAE

LATITUDE/LONGITUDE: 463117.23N/1081346.02W

AIRSPACE DOCKET: 12-ANM-4

STATE: MT COUNTRY: US
TYPE: WP

FIX TYPE OF ACTION: ESTABLISH

HOLDING: HOLDING TYPE OF ACTION: ESTABLISH
PATTERNS:
PAT DIR IDENT TYPE RAD/CRS/BRG CRS TURN
INBOUND (LORR) TIME DME MIN
1 NE WP 066.97 246.97 R 7 6300
CONTROLLING OBSTRUCTIONS:
PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION
1 230 AAO 462624.00N/1081012.00W 3816
HOLDING RESTRICTIONS:
HOLDING LIMITED TO ESTABLISHED PATTERN.
REMARKS:
PRECIPITOUS TERRAIN EVALUATION COMPLETED.
FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY
IAP RNAV (GPS) RWY 25 1 KRPX ROUNDUP
IAP RNAV (GPS) RWY 7 1 KRPX ROUNDUP

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: ORIG

DATE OF REVISION: 07/26/2012

LEG LENGTH HOLDING ALTITUDES TEMPLATES

MAX MIN  MAX
10000 9 10
ACCURACY CODE
4E
STATE
MT (US)
MT (US)

DEVELOPED BY: DATE: 02/16/2012 OFFICE: AJV-354 NAME: ADOLFO URRUTIA (THERON CYRUS)
APPROVED BY: DATE: OFFICE: AJV-354 NAME: DEZ SILAGYI
SIGNATURE:
DISTRIBUTION: NFDC
FPO: WST
ARTCC: ZLC
ATC FACILITY:
OTHER:
Als
P
9
RIS
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RADIO FIX AND HOLDING DATA RECORD

NAME: SWIVL STATE: MT COUNTRY: US
LATITUDE/LONGITUDE: 462541.29N/1085104.78W TYPE: WP
AIRSPACE DOCKET: 12-ANM-4 FIX TYPE OF ACTION: ESTABLISH

HOLDING: HOLDING TYPE OF ACTION: ESTABLISH

PATTERNS:

PAT DIR IDENT TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX MIN MAX
R

1 sSw WP 246.52 066.52 7 6600 10000

CONTROLLING OBSTRUCTIONS:

9 10

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ?gCURACY CODE
1

230 AAO 462303.00N/1090748.00W 4334

HOLDING RESTRICTIONS:
HOLDING LIMITED TO ESTABLISHED PATTERN.

REMARKS:
PRECIPITOUS TERRAIN EVALUATION COMPLETED.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY

IAP RNAV (GPS) RWY 25 1 KRPX ROUNDUP
IAP RNAV (GPS) RWY 7 1 KRPX ROUNDUP

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: ORIG DATE OF REVISION: 07/26/2012

STATE
MT (US)
MT (US)

DEVELOPED BY: DATE: 02/16/2012 OFFICE: AJV-354 NAME: ADOLFO URRUTIA (THERON CYRUS)

APPROVED BY: DATE: OFFICE: AJV-354 NAME: DEZ SILAGYI
SIGNATURE:

DISTRIBUTION: NFDC
FPO: WST
ARTCC: ZLC
ATC FACILITY:
OTHER:

FAA FORM 8260-2 / AUG 2009
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TERMINAL AIRSPACE DATA REQUIREMENTS

CITY: ROUNDUP STATE: MT
AIRPORT NAME: ROUNDUP ID: KRPX
PROCEDURE: RNAV (GPS) RWY 7 AMDT: ORIG

DOCKET # : 12-ANM-4
(96-AXX-X/Required/Not Required)

ALL DIST TO 1/100 NM; ELEV TO NEAREST FT; COORD TO 1/100 SEC; DEG TO 1/100 DG.

1. Distance from THLD to 1000’ point 3.57
(Enter THLD, FAF, ARP, FACILITY, as appropriate)

2. Width of FINAL segment at 1000' point 1.20
(Enter appropriate segment , final, intermediate, etc.)

3. True Course of FINAL segment containing 1000’ point 077.65

4. High Terrain in FINAL segment containing 1000’ point 3719

5. Distance from THLD to 1500' point 5.24
(If 1500' point in PT maneuvering area or holding pattern note in remarks)

6. Width of FINAL segment at 1500' point 2.13

7. True Course of FINAL segment containing 1500' point_077.65

8. High Terrain in FINAL segment containing 1500' point 3719

9. Threshold Coordinates (if straight-in) ... 462824.97N ,1083304.90W

10. ARP Coordinates ......ccccccceveveeeenn.n. 462830.00N / 1083236.30W

11. Runway Approach End and distance furthest from ARP................. RWY 25

Distance 0.50 NM

12. FAF Coordinates .........cccccuveeeeen.. 462717.95N ,1084029.55W

(Click to Select)

REMARKS: Approach/Drawing attached. |F - SWIVL 462541.29N/1085104.78W
TAA - 30 NM

Portions of TAA Area in Uncontrolled Airspace below 6700 MSL and 10,000 MSL.




‘Memorandum

Date:
To:

From:

Subject: ACTION : Magnetic Variation Change

The Magnetic Variation (MV) data for the airport(s) and/or facility(s) listed under the
*Airport/Facility” column will be revised effective concurrent with the publication of the
procedure(s) listed below,

RNAV (GPS) RWY 7, ORIG
RNAV (GPS) RWY 25, ORIG

Estimated Chart Date: 07/26/2012
Runway Numbers are affected with the airport rotation; 6/24 change to 7/25. Runway Numbers
15/33 will not be changed.

Please publish these changes in the National Flight Data Digest.

MONTANA
. Airport - Assigned Maguetic Epoch
Location Name [Facility  Identifier Variation Value  Year
Roundup Roundup Airport KRPX/RPX  OId15 "East 2015

New 11 ® East

If you have any questions please notify Dez Silagyi, dez silagyi@faa.gov (405) 954-9977.





