RNAV - STANDARD
US DEPARTMENT OF TRANSPORTATION

FEDERAL AVIATION ADMINISTRATION TITLE 14 CFR PART 97.33

INSTRUMENT APPROACH PROCEDURE

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, except
HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. Ceiings are in feet
above airport elevation. Distances are in nautical miles unless otherwise indicated, except visibilities which
are in statute miles or in feet RVR.

TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE |LP: RW17 ,
WEETS AROME (FB) 099.18 / 5.40 4000 LNAV: RW1
STuBY GELAW (FB) 297.77/11.11 4000 CLIMBING RIGHT TURN TO 3000 DIRECT JSSIE AND HOLD.
AROME (IAF) JSSIE (NOPT) (FB) 099.54 / 10.01 3000
GELAW (IAF) JSSIE (NOPT) (FB) 256.74 1 8.91 3000
JSSIE (IF/IAF) KMBER (FB) 166.76 / 6.10 2300
KMBER (FAF) RW17 (MAP) (FO) 166.81/5.07
ADDITIONAL FLIGHT DATA:
RW17 (MAP) 1098 MSL 166.81 CHART FAS OBST: 1019 TREE 414245N/0734333W
CHART FAS OBST: 899 TREE 414354N/0734537W
1098 MSL JSSIE (FO) 3000 CHART NEWBURGH ATIS.
WAAS CHANNEL # 78008
REFERENCE PATH ID: W17A
KMBER TO RW17: 3.00/40.
1.PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (IAF) LTP HAE: 1658 M
2. HOLD N JSSIE, RT, 166.76 INBOUND, 3000 FT. IN LIEU OF PT (IAF)
3.FAC: 166.81  FAF: KMBER DIST FAFTOMAP: 507 THLD: 5.07
4. MIN. ALT: JSSIE 3000, KMBER 2300
5. DIST TO THLD FROM OM: MM: IM: 150 HAT: 100 HAT: GS ANT:
6. MIN GS INCPT: GS ALTAT: OM: MM: M:
7. GS ANGLE: TCH: 34:1 IS NOT CLEAR
8. MSA FROM: RW17 4500 MAG VAR: 14W EPOCH YEAR: 2000
MINIMUMS
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE:NA | X |
CATEGORY =====> A B C D E
DH/MDA | VIS |HAT/HAA|DH/MDA VIS |HAT/HAA|DH/MDA | vIS |HAT/HAA|DH/MDA | VIS |HAT/HAA|DH/IMDA | VIS |HAT/HAA
LP MDA 1240 1 594 1240 1 504 NA NA
LNAV MDA 1360 1 714 1360 1 714 NA NA
CIRCLING 1600 11/4 902 1600 11/4 902 NA NA
NOTES:
CHART NOTE: DME/DME RNP-0.3 NA.
CHART NOTE: VISIBILITY REDUCTION BY HELICOPTERS NA. N2
CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVALS AT GELAW ON V44 NORTHBOUND. Qo A
CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVALS AT WEETS ON V34-106 AND V483 NORTHWEST BOUND AND 2
(SEE FORM 8260-10) 18 S
CITY AND STATE ELEVATION: 698 THRE: 646 FACILITY PROCEDURE NO.JAMDT NO.JEFFECTIVE DATE:  |SUP: (I
MILLBROOK, NY AIRPORT NAME: IDEN;{E{SR: RNAV (GPS) RWY 17, AMDT 2 AMDT: 1A
SKY ACRES DATED  11/18/2010

FAA FORM 8260 - 3 / April 2006 (computer generated)
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ALLAFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE

[ ] ves [X] n~o ROUTINE

COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

[ ] x] [] x] [x] [X]  zBW.NYCAPP CON, ARPT MGR

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:

DONALD E. SMITH (THERON CYRUS) AJV-352 03/21/2012

APPROVED BY

NAME: FIFO DATE:

DARRYEL ADAMS MANAGER AJV-352

CHANGES:

1. REMOVED LPV.

2. ADDED LP.

3. CHANGED MISSED APPROACH FROM "CLIMB TO 3000 DIRECT ADJAX AND RIGHT TURN ON TRACK 276.81 TO CIBID AND RIGHT TURN ON TRACK 025.84 TO JSSIE AND HOLD"
TO "CLIMBING RIGHT TURN TO 3000 DIRECT JSSIE AND HOLD."”

4. CHANGED ALTIMETER NOTE FROM "USE NEWBURGH ALTIMETER SETTING; WHEN NOT RECEIVED, USE POUGHKEEPSIE ALTIMETER SETTING AND INCREASE ALL MDA 20 FEET.
INCREASE LPV ALL CATS AND LNAV AND CIRCLING CAT B VISIBILITY 1/4 MILE" TO "USE NEWBURGH ALTIMETER SETTING; WHEN NOT RECEIVED, PROCEDURE NA."

5. CHANGED ROUTE: GELAW TO JSSIE FROM 256.97/8.91 TO 256.74/8.91.

6. CHANGED ROUTE: AROME TO JSSIE FROM 099.35/10 TO 099.54/10.01.

7. CHANGED FINAL LENGTH FROM § TO 5.07.

8. CHANGED INTERMEDIATE LENGTH FROM 6.21 TO 6.1.

9. LOWERED LNAV MINIMUMS FROM CAT A/B: 1640-1 1/4 TO CAT A/B: 1360-1.

10. LOWERED CIRCLING MINIMUMS CAT A/B FROM: 1640-1 1/4 TO CAT A/B: 1600-1 1/4.

11. LOWERED MSA FROM 4800 TO 4500.

1s ZEEU:Z%AOT;EOD "PROCEDURE NA FOR ARRIVALS" NOTES FOR WEETS AND STUBY.

REASONS:

1. 2. LPV REMOVED AND ADDED LP PER FPT INSTRUCTIONS. LPV FAILED FLIGHT CHECK TWICE AND FPT INTENT OF LP IS
TO REMOVED NOTAM FDC 1/0443.

3. UPDATE PER CRITERIA/FPT.

4. LOWER MINIMUMS.

5. 6. 8. JSSIE MOVED TO MEET DTA REQUIREMENTS.

7. TO MEET .54 CRITERI,

9. DIFFERENT TRAP SIZE USED PER .54/NEW OBS EVALUATION.

10. 11. NEW OBS EVALUATION.

12. 14. TURNS EXCEED 90 DEGREES.

13. WEETS LAT/LONG UPDATED.

PDF EDITS:

1. REMOVED 020 FROM LINE 14 UNDER SEGMENTS ON -10.

g REMOVE‘[)) 2.0 FROM LINE 3 UNDER MISSED APPROACH ON -10.
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US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

RNAYV - STANDARD
INSTRUMENT APPROACH PROCEDURE - TITLE 14 CFR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

NOTES, (CONT.):
V213 SOUTHWEST BOUND.

BOUND.

CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVALS AT STUBY ON V91-487 SOUTHBOUND AND V93 NORTHEAST

CHART NOTE: USE NEWBURGH ALTIMETER SETTING; WHEN NOT RECEIVED, PROCEDURE NA.

Nanile
g 4 o
CITY AND STATE ELEVATION: 698 THRE: 646 FACILITY PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: SUP:
MILLBROOK, NY AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 17, AMDT 2
RNAV AMDT: 1A
SKY ACRES DATED: 11/18/2010
FAA FORM 8260-10/ April 2006 (Computer Generated) PAGE 2 OF |) PAGES




ALLAFFECTED PROCEDURES REVIEWED?

[ ] ves [ ] n~o

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

I [ N I N I

AOPA NBAA OTHER (specify)

[ ] [

FLIGHT CHECKED BY

NAME:

FIFO DATE:

DEVELOPED BY

NAME:

FIFO DATE:

APPROVED BY

NAME:

FIFO DATE:

CHANGES:
CHANGES CONT.

RESTRICTION FOR ARRIVALS AT GELAW.

13. CHANGED ROUTE: WEETS TO AROME FROM 099.20/5.40 TO 099.18 / 5.40. 14. ADDED PROCEDURE ENTRY

REASONS:
REASONS CONT.

3. REMOVED 3.00 FROM GS ANGLE AND 40 FROM TCH ON #7 OF -3.
4. REMOVED 3.00 (GP ANGLE), 646.2 (ELEV RWY THLD) AND 40 (TCH) FROM BACK OF -9.

Q.
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

RNAV STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICE - FAR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

FAS DATA BLOCK INFORMATION

DATA FIELD DATA
OPERATION TYPE 0
SBAS SERVICE PROVIDER IDENTIFIER 0
AIRPORT IDENTIFIER 44N
RUNWAY RW17
APPROACH PERFORMANCE DESIGNATOR 0
ROUTE INDICATOR
REFERENCE PATH DATA SELECTOR 0
REFERENCE PATH IDENTIFIER (APPROACH ID) W17A
LTP/FTP LATITUDE 414243.5590N
LTP/FTP LONGITUDE 0734428.4025W
LTP/FTP ELLIPSOIDAL HEIGHT +01658
FPAP LATITUDE 414124.2400N
FPAP LONGITUDE 0734334.1100W
THRESHOLD CROSSING HEIGHT (TCH) 00040.0
TCH UNITS SELECTOR (METERS OR FEET USED) F
GLIDEPATH ANGLE (GPA) 03.00
COURSE WIDTH AT THRESHOLD 106.75
LENGTH OFFSET 1584
HORIZONTAL ALERT LIMIT (HAL) 40.0
VERTICAL ALERT LIMIT (VAL) 0.0
CRC REMAINDER 55F81A59
ADDITIONAL PATH POINT RECORD INFORMATION
ICAO CODE Ke
LTP ORTHOMETRIC HEIGHT +01970
FPAP ORTHOMETRIC HEIGHT +01970
AL/
S
2 Q
RIS
CITY AND STATE ELEVATION: 698 THRE: 646 FACILITY PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: SUP:
MILLBROOK, NY AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 17, AMDT 2
RNAV AMDT 1A
SKY ACRES DATED: 111812010

FAA FORM 8260-10 / April 2006 (Computer Generated)
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ALLAFFECTED PROCEDURES REVIEWED?

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

[ ] ves [ ] no
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)
[] [] 1] [ [] [] []

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY
NAME: FIFO DATE:
APPROVED BY
NAME: FIFO DATE:
CHANGES:
REASONS:
QP‘L/’J*

Q
et




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
MRD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.

ARINC. PACKET - 424-18 - RNAV (GPS)

1 2 3 4 5 6 7 8 9 0 1 2 3
WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAEAENRT AROME K60 w N41515396W074043965 w0134 NAR AROME
SUSAEAENRT GELAW K60 C L N41564541W073404167 Wo0l3e6e NAR GELAW
SUSAEAENRT JSSIE K60 W N41523993W073511793 W0135 NAR JSSIE
SUSAEAENRT KMBER K60 W N41471417W073473393 w0135 NAR KMBER
SUSAEAENRT STUBY K60 C L N41540754W073261404 w0137 NAR STUBY
SUSAEAENRT WEETS K60 C B N41512698W074115151 w0133 NAR WEETS
1 2 3 4 5 6 7 8 9 0 1 2 3
AIRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP 44N K6A44N 0 038YHN41422670W073441690W014000698 1800018000C MNAR SKY ACRES
1 2 3 4 5 6 7 8 9 0 1 2 3
SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP 44N K6FR17 AJSSIE 010JSSIEK6EAOQOEE AR HF 16680040 + 03000 18000 A JS
SUSAP 44N K6FR17 ASTUBY 010STUBYK6EAQOE IF 18000 A JS
SUSAP 44N K6FR17 ASTUBY 020GELAWK6EAOE A 020TF 29780111 + 04000 A JS
SUSAP 44N K6FR17 ASTUBY 030JSSIEK6EAOEE B 010TF 25670089 + 03000 A JS
SUSAP 44N K6FR17 AWEETS 0lOWEETSK6EAOE IF 18000 A JS
SUSAP 44N K6FR17 AWEETS 020AROMEK6EAOE A 020TF 09920054 + 04000 A JS
SUSAP 44N K6FR17 AWEETS 030JSSIEK6EAOEE B 010TF 09950100 + 03000 A JS
SUSAP 44N K6FR17 R 010JSSIEK6EAQOE I IF + 03000 18000 A JS
SUSAP 44N K6FR17 R 020KMBERK6EA1E F 051TF 16680061 + 02300 RW17 K6PGA JS
SUSAP 44N K6FR17 R 020KMBERK6EA2WALP N ALNAV Jds
SUSAP 44N K6FR17 R 030RW17 K6PGOGY M 031TF 16680051 00686 -300 A JS
SUSAP 44N K6FR17 R 040 0 M CA 1668 + 01098 A JS
SUSAP 44N K6FR17 R 050JSSIEK6EAOEY R DF + 03000 A JS
SUSAP 44N K6FR17 R 060JSSIEK6EAOEE R HM 16680040 + 03000 A JS
1 2 3 4 5 6 7 8 9 0 1 2 3
RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP 44N K6GRW17 0038301668 N41424356W073442840+1300 +0165800646000040060R
1 2 3 4 5 6 7 8 9 0 1 2 3
PP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP 44N K6PR17 RW17 001 0000W17AON4142435590W07344284025+016580300N4141242400W07343341100106751584000400F40000055F81A59
SUSAP 44N K6PR17 RW17 002E +01970+01970LP 78008 FLI’
N #
v ]
C'u:eé
CITY AND STATE ELEVATION: 698 THRE: 646 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |gup: i
MILLBROOK, NY AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 17, AMDT 2
SKY ACRES AMDT: 1A
RNAV DATED:  11/18/2010

FAA FORM 8260 - 10/ April 2006 (Computer Generated) Page 4 of 6 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] ~o

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

L O 0O O

AOPA NBAA OTHER (specify)

[ 1 ]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
_BNAL(G'ES'LSIANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.
1 2 3 4 5 6 7 8 9 0 1 2 3
MSA 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP 44N K6SRW17 K6PG 0 18018004525 M o
VWAL,
[~ i
Uy
Q
(Fon\2
CITY AND STATE ELEVATION: 698 THRE: 646 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: SUP:
MILLBROOK, NY AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 17, AMDT 2
SKY ACRES AMDT: 1A
RNAV DATED:  11/18/2010

FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page 5 of 6 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

O 0O 0O O

AOPA NBAA OTHER (specify)

[ ]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

— RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE

FLIGHT STANDARDS SERVICES - FAR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise

indicated, except visibilities which are in statute miles or in feet RVR.

ARINC SUMMARY - 424-18 - RNAV (GPS)
ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
JSSIE JSSIE 010 IAF HF R FO 166.8(152.8T) 004.0 AA 03000
STUBY STUBY 010 IF FB
STUBY GELAW 020 IAF TF FB 2.0 297.8(283.8T) 011.1 AA 04000
STUBY JSSIE 030 TF FB 1.0 256.7(242.7T) 008.9 AA 03000
WEETS WEETS 010 IF FB
WEETS AROME 020 IAF TF FB 2.0 099.2(085.2T) 005.4 AA 04000
WEETS JSSIE 030 TF FB 1.0 099.5(085.5T) 010.0 AA 03000
JSSIE 010 FACF IF FB AA 03000
KMBER 020 FAF TF FB 0.5 166.8(152.8T) 006.1 AA 02300
RW17 030 MAP TF FO 0.3 166.8(152.8T) 005.1 AT 00686
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
040 CA FB 166.8(152.8T) AA 01098
JSSIE 050 DF R FO AA 03000
JSSIE 060 HM R FO 166.8(152.8T) 004.0 AA 03000
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
AROME N415153.96 W0740439.65 N4151.899 W07404.661
GELAW N415645.41 W0734041.67 N4156.757 W07340.695
JSSIE N415239.93 W0735117.93 N4152.666 W07351.299
KMBER N414714.17 W0734733.93 N4147.236 W07347.566
STUBY N415407.54 W0732614.04 N4154.126 W07326.234
WEETS N415126.98 W0741151.51 N4151.450 W07411.859
RW17 N414243 .56 W0734428.40 N4142.726 W07344.473'
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RW17 00646 40
WAL/
e v
2
%:.!30
CITY AND STATE ELEVATION: 698 THRE: 646 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: SUP:
MILLBROOK, NY AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 17, AMDT 2
SKY ACRES AMDT: 1A
RNAV DATED:  11/18/2010

FAA FORM 8260 - 10 / April 2006 (Computer Generated)
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ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] o

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

0O O 0O 0O

AOPA

[

NBAA OTHER (specify)

]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
PART - A. OBSTRUCTION DATA
1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES ELEV. MSL ROC ALT. ADJUSTMENTS MIN. ALT.
FEEDER WEETS AROME 1. AAO 415321.00N/0741324.00W | 1165 (4E) 2000 |AT835 4000
2. TERRAIN 415221.00N/0741054.00W | 896 (900) AS1500 2400
FEEDER STUBY GELAW 3. AAO 415557.00N/0732915.00W |1654 (4E) 2000 |[AT346 4000
4. TERRAIN 415557.00N/0732915.00W | 1453 (1500) AS1500 3000
INITIAL AROME JSSIE 5. AAO 415309.00N/0735936.00W |1113 (4E) 1000 |AT887 3000
|- TERRAIN 415309.00N/0735936.00W [913 (900) AS1500 2400
INITIAL GELAW JSSIE 7. AAO 415739.00N/0734124.00W |1647 (4E) 1000 (AT353 3000
8. TERRAIN 415739.00N/0734124.00W [ 1447 (1400) AS1500 2900
I
INTERMEDIATE JSSIE (IF/IAF) KMBER [9.AAO 415245.00N/0734957.00W [978 (4E) 500 |[AC98 1600
10. TERRAIN 415245.00N/0734957.00W | 778 (800) AS1500 2300
FINAL: LP KMBER RW17 11. TREE 414354.10N/0734537.08W |899 (2C) 250 |RA77 1240
FINAL: LNAV KMBER RW17 12. TREE 414245.00N/0734333.00W [1019 (2C) 250 |[RA77 SA-28 MA25 1360
2. HOLD-IN-LIEU-OF-PT JSSIE P-5 5. AAO 415309.00N/0735936.00W 1113 (4E) 1000 |AT887 3000
|6 TERRAIN 1415309.00N/0735936.00W | 913 (900) AS1500 2400
MAP: |RW17 1RW17 JSSIE 13. TREE 414130.00N/0734148.00W | 1515 (2C) ASC 3000
iP'\gIF?CS)EgH 74, TREE 414127.00N/0734151.00W [ 1413 (2C) | 1000 2500
ELEV: |1063/1183 15. TERRAIN 414127.00N/0734151.00W | 1313 (1300) AS1500 2800
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT.
CATEGORY A 1.3 NM A 350 902 16. TREE 414239.00N/0734327.00W [1209 (2C) 300 RA77 1600
CATEGORY B 1.5 NM i 450 |2 902 16. TREE 414239.00N/0734327.00W (1209 (2C) 300 RA77 1600
CATEGORY C 1.7NM |5 450 |2
CATEGORY D 2.3NM S 550 |2
CATEGORY E 45NM |%| 550
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID: RW17 NNTH
SECTOR OBSTRUCTION BRG/DIST  |ELEVATION (MSL) MSA SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL) WSA ~
360-360 AAO 340/ 29.0 3426 (4E) 4500 S
CITY AND STATE ELEVATION: 698 FACILITY PROCEDURE AND AMENDMENT NO: |REGION
MILLBROOK, NY AIRPORT NAME: RNAV RNAV (GPS) RWY 17, AMDT 2 AEA
SKY ACRES

FAA Form 8260 - 9 / April 2006 (Computer Generated)
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PART B - SUPPLEMENTAL DATA

1. COMMUNICATIONS WITH:

2. WEATHER SERVICE

3. ALTIMETER SETTING

NYC APP CON NWS |OTHER: SOURCE: KSWF
IZSBP“I’: §|SQTCC FSS DISTANCE: 20.52
FAA HOURS REMOTE OPERATION:
SATISFACTORY ON: AlC 24
X|[VHF | xJuHF | [HF  [LOCATION: kswr ADJUSTMENT: 77
. PRIMARY NAVAID:
MONITOR |-MCNITOR POINT:
STATUS | HRS | CAT1
OPTN:[ CAT 3
ALS
(S) SALS
MALS
5. HIRL
APPROACH MIRL
& RUNWAY
LIGHTING [REIL
TDZ
C/LINE
X OTHER (SPECIFY)
PAPI-2L 35
6. RUNWAY  |BASIC
INSTRUMENT  NPI-G 17, 35
7.RUNWAY |APPROACH
VISUAL MIDFIELD
RANGE ROLL OUT
8. GLIDE GP ANGLE: ELEV RWY THRESHOLD:
PATH DISTANCE FROM RWY: ELEV GP ANTENNA:
THRESHOLD CROSSING HEIGHT:
9. FINALAPPROACH X |[RUNWAY THRESHOLD FT. FROM THRESHOLD
COURSE AIMING X |ON CENTERLINE FT. FROM CENTERLINE

10. WAIVERS: NONE

PART D - PREPARED BY: DATE:
DONALD E. SMITH (THERON CYRUS) 03/21/2012
TITLE: OFFICE:
AERONAUTICAL INFORMATION SPECIALIST AJV-352

PART C - REMARKS:
VDP NOT ESTABLISHED - ALTIMETER ADJUSTMENT IN USE.

PARA 251, 34:1 PENETRATION.
PRECIPITOUS TERRAIN EVALUATION COMPLETED.
EI}PS, VOLUME 1, VISUAL PORTION OF FINAL PENETRATIONS:

RWY 17.
899 TREE 414354.00N/0734537.00W (2.01)

SEE ATTACHED AIRSPACE LETTER.

BLOCK2, WEATHER SERVICE:

OTHER: ATIS

SERVICE A: Y

RASS PRESSURE PATTERN SAME

REMOTE ALTIMETER IN USE.

K44N 697.5, KSWF 490.7

RA=76.15

3.00/40 USED PER FPT.

VGSI DATA: NONE

VEGETATION HEIGHT 100 FT PER FPO

LPV REMOVED AND ADDED LP PER FPT INSTRUCTIONS. LPV
FAILED FLIGHT CHECK TWICE AND FPT INTENT OF LP IS TO
REMOVED NOTAM FDC 1/0443.

MISSED APPROACH EVALUATED USING IPDS.

P

Cue




RADIO FIX AND HOLDING DATA RECORD

NAME: AROME STATE: NY COUNTRY: US

LATITUDE/LONGITUDE: 415153.96N/0740439.656W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
IAP RNAV (GPS) RWY 17 K44N MILLBROOK NY (US)

REQUIRED CHARTING: IAP

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: 2 DATE OF REVISION: 09/20/2012
REASON FOR REVISION:
REMOVED FAC 1.
UPDATE FIX USE.
DEVELOPED BY: DATE: 03/14/2012 OFFICE: AJV-352 NAME: DONALD SMITH (THERON CYRUS)
APPROVED BY: DATE: OFFICE: AJV-352 NAME: DARRYEL ADAMS
SIGNATURE:
DISTRIBUTION: NFDC
FPO: EST
ARTCC: ZBW
ATC FACILITY: NYC APP CON
OTHER:

Q\\N/,:‘

2
%:««9
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RADIO FIX AND HOLDING DATA RECORD

NAME: GELAW STATE: NY COUNTRY: US
LATITUDE/LONGITUDE: 415645.41N/0734041.67W TYPE: WP, DME
AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY
FIX MAKE-UP FACILITIES:
FAC NAME IDENT TYPE CLASS MAG TRUE
BRG BRG
1 PAWLING PWL VOR/DME L 353.78 341.78 11.13
HOLDING: HOLDING TYPE OF ACTION: NO CHANGE
FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY
EN ROUTE Va4 1
|AP RNAV (GPS) RWY 17 K44N MILLBROOK

REQUIRED CHARTING: IAP, CONTROLLER, EN ROUTE LOW
COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: 2 DATE OF REVISION: 09/20/2012

REASON FOR REVISION:

UPDATE FIX USE.

REMOVED FAC 1.

ADDED FAC 1 MRA.

ADDED FAC1 DIST FROM FAC (NM).

DME DIST FROM FAC

NM
11.13

FEET

MRA  MAA
3100 17500

STATE
(US)
NY (US)

DEVELOPED BY: DATE: 03/13/2012 OFFICE: AJV-352 NAME: DONALD SMITH (THERON CYRUS)
APPROVED BY: DATE: OFFICE: AJV-352 NAME: DARRYEL ADAMS
SIGNATURE:
DISTRIBUTION: NFDC
FPO: EST
ARTCC: ZBW
ATC FACILITY: NY APP CON
OTHER:
AL/
S
2
Q’Edf'*o
FAA FORM 8260-2 / AUG 2009
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RADIO FIX AND HOLDING DATA RECORD

NAME: JSSIE STATE: NY COUNTRY: US

LATITUDE/LONGITUDE: 415239.93N/0735117.93W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

PATTERNS:

PAT DIR IDENT  TYPE. RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX MIN  MAX

1 N WP 346.76 166.76 R 4 3000 6000 5 6

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 200 AAO 415309.00N/0735936.00W 113 4

HOLDING RESTRICTIONS:

HOLDING LIMITED TO ESTABLISHED PATTERN.

REMARKS:

PRECIPITOUS TERRAIN EVALUATION COMPLETED.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE

IAP RNAV (GPS) RWY 17 1 K44N MILLBROOK NY (US)

IAP RNAV (GPS) RWY 35 1 K44N MILLBROOK NY (US)

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 3 DATE OF REVISION: 09/20/2012

REASON FOR REVISION:

UPDATE FIX USE.

REMOVED FAC 1.

FIX MOVED 214.21 FT SOUTHEAST TO MEET DTA CRITERIA.

REMOVED 200' FROM PAT 1 OBS.

MOVED "HOLDING LIMITED" NOTE FROM REMARKS TO HOLDING RESTRICTIONS.
ADDED "PRECIPITOUS TERRAIN" NOTE TO REMARKS.

DEVELOPED BY: DATE: 03/13/2012 OFFICE: AJV-352 NAME: DONALD SMITH (THERON CYRUS)
APPROVED BY: DATE: OFFICE: AJV-352 NAME: DARRYEL ADAMS
SIGNATURE:

DISTRIBUTION: NFDC
FPO: EST
ARTCC: ZBW
ATC FACILITY: NYC APCH
OTHER:

Al
ol

Yee®
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RADIO FIX AND HOLDING DATA RECORD

NAME: KMBER STATE: NY COUNTRY: US
LATITUDE/LONGITUDE: 414714.17N/0734733.93W TYPE: WP
AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY
IAP RNAV (GPS) RWY 17 K44N MILLBROOK

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 3 DATE OF REVISION: 09/20/2012

REASON FOR REVISION:

UPDATE FIX USE.

REMOVED FAC 1.

FIX MOVED 421.06 FT NORTHWEST(ESTABLISHED PFAF).

STATE
NY (US)

DEVELOPED BY: DATE: 03/13/2012 OFFICE: AJV-352 NAME: DONALD SMITH (THERON CYRUS)

APPROVED BY: DATE: OFFICE: AJV-352 NAME: DARRYEL ADAMS

SIGNATURE:

DISTRIBUTION: NFDC
FPO: EST
ARTCC: ZBW
ATC FACILITY: NYC APCH
OTHER:

WAL
G\\ //:L
2

Veer®
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RADIO FIX AND HOLDING DATA RECORD

NAME: STUBY STATE: CT COUNTRY: US
LATITUDE/LONGITUDE: 415407.54N/0732614.04W TYPE: WP, INT, DME
AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:
FAC NAME IDENT TYPE CLASS MAG TRUE DME DIST FROM FAC

BRG BRG NM  FEET
1 BRIDGEPORT BDR VOR/DME L 354.52 34252 46.64

2 CHESTER CTR VOR/DME L 236.19 22319  31.93 31.93

EXPANDED SERVICE VOLUME (ESV):

MRA MAA

3000 17500
4000 17500

FAC IDENT FAC TYPE RADIAL/BEARING DISTANCE MIN ALTITUDE MAX ALTITUDE
47 3000 17500

BDR VOR/DME R-355
HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

REMARKS:
FAC 1, 2 USED TO ESTABLISH FIX COORDINATES.
BDR VOR APPROVED AND BDR DME ESV NOT AUTHORIZED DUE TO FREQUENCY INTERFERENCE.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY

DP STEWART KSWF NEWBURGH

DP DUTCHES KPOU POUGHKEEPSIE
EN ROUTE T212

EN ROUTE V39-91-487
EN ROUTE Vv39-93

EN ROUTE V91-487
EN ROUTE Vo3

IAP RNAV (GPS) RWY 17 K44N MILLBROOK

—_—aaa
NN

REQUIRED CHARTING: DP, IAP, CONTROLLER, EN ROUTE LOW
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 3 DATE OF REVISION: 09/20/2012

REASON FOR REVISION:

UPDATE FIX USE.

ADDED FAC 1, 2 DIST FROM FAC (NM).
UPDATED ESV INFO TO CORRECT FORMAT.

DEVELOPED BY: DATE: 03/13/2012 OFFICE: AJV-352 NAME: DONALD SMITH (THERON CYRUS)

APPROVED BY: DATE: OFFICE: AJV-352 NAME: DARRYEL ADAMS
SIGNATURE:

DISTRIBUTION: NFDC
FPO: EST
ARTCC: ZBW
ATC FACILITY: NY APP CON
OTHER:

1’
I

e

FAA FORM 8260-2 / AUG 2009
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_INFO ONLY

RADIO FIX AND HOLDING DATA RECORD

NAME: WEETS STATE: NY COUNTRY: US

LATITUDE/LONGITUDE: 415126.98N/0741151.51W TYPE: WP, INT, DME

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA  MAA

‘ BRG BRG NM  FEET

1 LAKE HENRY LHY VORTAC L 077.96 067.96 62.15 62.15 6000 17500

2 SPARTA SAX VORTAC H 028.86 017.86 49.80 5500 45000

3 DELANCEY DNY VORDME L 13028 11928  39.03 39.03 6000 45000

4 KINGSTON IGN VOR/DME L 316.47 304.47 20.42 4000 45000

5 PAWLING PWL VORDME L 29331 281.31 27.30 4000 45000

6 ALBANY ALB VORTAC L 211.35 19835  56.18 56.18 10000 17500

EXPANDED SERVICE VOLUME (ESV):

FAC IDENT FAC TYPE RADIAL/BEARING DISTANCE MIN ALTITUDE MAX ALTITUDE

LHY VORTAC R-078 63 6000 17500

IGN VOR/DME R-316 21 18000 45000

PWL VOR/DME R-293 28 18000 45000

ALB VORTAC R-211 57 10000 : 17500

DNY VOR/DME R-130 40 18000 45000

SAX VORTAC R-029 50 5500 22000

FIX RESTRICTIONS:

MRA V34-106-483 6000

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

REMARKS:

SPARTA (FAC 2) AND DELANCEY (FAC 3) USED TO ESTABLISH FIX COORDINATES.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE

EN ROUTE J6 2,5 §u3)

EN ROUTE T212 Us)

EN ROUTE V106 ! 2,4, (US)

EN ROUTE V213 2,5,6 (Us)

EN ROUTE V249 2,35 (US)

EN ROUTE V34 2,3,5 us)

EN ROUTE V483 2,34 Us)

IAP RNAV (GPS) RWY 17 K44N MILLBROOK NY (US)

IAP RNAV (GPS) RWY 27 KSWF NEWBURGH NY (US)

STAR VALRE ; , g, 4, KDXR DANBURY CT{US)

STAR FLOSI (RNAV) ' KEWR NEWARK NJ 2us;

STAR SHAFF 3,5,6 KEWR NEWARK NJ (US

STAR VALRE 1, g, 4, KHPN WHITE PLAINS NY (US)

5, :

REQUIRED CHARTING: STAR, IAP, CONTROLLER, EN ROUTE LOW, EN ROUTE HIGH

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: 8 DATE OF REVISION: 05/31/2012

REASON FOR REVISION:

FIX MOVED 10.54FT SOUTH.

DELETED BDL FACILITY MAKE-UP.

DELETED BDL ESV.

ADDED SAX ESV.

CHANGED FAC3 MRA FROM 6000 TO 10000.

CHANGED FAC6 MRA FROM 18000 TO 5500.

FIX USE UPDATED.

DEVELOPED BY: DATE: 12/13/2011 OFFICE: AJV-311 NAME: ERIC POWELL

APPROVED BY: DATE: 03/16/2012 OFFICE: AJV-311 NAME: RAY NUSSEAR

SIGNATURE:

DISTRIBUTION:  NFDC M
FPO: EST 2
ARTCC: ZBW 5
ATC FACILITY: N90 % &
OTHER: C

FAA FORM 8260-2 / AUG 2009 l N F 0 ON LY Page 1 of 1




TERMINAL AIRSPACE DATA REQUIREMENTS

CITY: MILLBROOK STATE: NY
AIRPORT NAME: SKY ACRES ID: K44N
PROCEDURE: RNAV (GPS) RWY 17 AMDT: 2
DOCKET #:

(96-AXX-X/Required/Not Required)

ALL DIST TO 1/100 NM; ELEV TO NEAREST FT; COORD TO 1/100 SEC; DEG TO 1/100 DG.

1. Distance from THLD to 1000’ point 3.74
(Enter THLD, FAF, ARP, FACILITY, as appropriate)

2. Width of FINAL segment at 1000’ point 1.20
(Enter appropriate segment , final, intermediate, etc.)

3. True Course of FINAL segment containing 1000’ point 152.81

4. High Terrain in FINAL segment containing 1000’ point 870

5. Distance from THLD to 1500' point 5.07
(If 1500' point in PT maneuvering area or holding pattern note in remarks)

6. Width of FINAL segment at 1500’ point 2.05

7. True Course of FINAL segment containing 1500 point _152.81

8. High Terrain in FINAL segment containing 1500' point 870

9. Threshold Coordinates (if straight-in) ... 414243.56N ,0734428.40W

10. ARP Coordinates ........ccccceeeeuueeenes 414226.70N / 0734416.90W

11. Runway Approach End and distance furthest from ARP................. RWY 17

Distance 0.32 NM

12. FAF Coordinates ..........ccccvveeuneen. 414714.17N ,0734733.93W

(Click to Select)

REMARKS: Approach/Drawing attached.






