Action: Task Type: Date Open: | Task #: Request #:
Flight Procedure Tracking Form NEW IAP 03/09/2011 | 2011030931512303001 20110309315123
Procedure: RNAV (RNP) M RWY 34 L AMDT 1 Airport ID: Airport: SEATTLE-TACOMA INTL Reimbursable #:
KSEA .
City: SEATTLE ST: WA GPS #: Estimated Chart Date: FICO #:
03/07/2013 1099442

Fac ID: Fac. Type: RNP Specialist: ROY CURRIE

Procedure Review

Rec'd Rel'd Full Name Comments
Lead: >5L7,
QA: . _ . fgﬂB %”
Liaison:
Procedure Comments: ENROUTE |Remark Type: . INFORMATION

SEATTLE, WA  SEATTLE-TACOMA INTL  (KSEA) RNAV (RNP) M RWY 34L, AMDT 1 (RNP) ENROUTE-NO FC: 1.22.13 PUB: 3.7.13

ATTACHED FORMS: 8260-7; 8260-10; 8260-9; 8260-2(S): BAKMN, ORIG; BELNE, REV 1; CFBRP, ORIG; HIPRO-INT, REV 1; JALON-INT, REV 1; LANGL, REV 1;
LOFAL-INT, REV 24; SHIPZ, REV 1; SONDR REV 1; SOMDE, ORIG (CANX)

CONTACT: PETE GETZ/LONNIE EVERHART-AVN-130 LEADS, 405.954.2079/ 405.954.4576.

VN 8200-6 (05/26/2005) Data as of: 1/3/2013 9:53:50AM




g sz ey m SFEUAL FIb
Rwy Idg 8500 : :
ae cRs| 7k “3gg NE W RNAV (RNP) M RWY 34L
343° | AptElev 433 SEATTLE-TACOMA INTL (SEA)
| usE OF THIS PROCEDURE REQUIRES SPECIFIC AUTHORIZATION MALSR
BY FAA FLIGHT STANDARDS. GPS Required. For inoperative MALSR, = | MISSED APPROACH: Climb to 900 then climbing
increase RNP 0.15 all Cats visibility to RVR 5500. For uncompensated T left turn to 5000 direct LOFAL and hold.
Baro-VNAV systems, procedure NA below -8°C (18°F) or above 54° C (130°F). @ !
- SEATTLE TOWER . e -
o |t ovaas | 119:9 239.3 [Rwys 16C/34C, 16L/348) o | Shea
118, -6 : 120.95 239.3 (Rwy 16R/341) . 0
MISSED APCH FIX \'",, BELNE: 4718.414N / 12227 967W
-:‘m,b - "’," CFBRP: 4718.322N / 12223.561W
ANV B, HIPRO: 4712.031N / 12219.205W
f{f‘%’: h—’/\ ':_' JALON: 4720.190N / 12219.136W
2%, S LoFAL LANGL: 4715.734N / 12225.785W
d "-: LOFAL: 4751.093N / 12240.831W
H SHIPZ: 4721.516N / 12227 .824W
, BAKMN: 4718.306N / 12219.152W
Simultaneous approach authorized with i SONDR: 4707.428N / 12220.938W
Rwy 34C/R except for arrivals at SHIPZ. RW34L: 4726.432N / 12219.084W
RW34L
(IF)
SHIPZ
(RF REQD)
182°T SR 2
(5500 ) (RNF019) < Use of FD or AP providing RNAV track guidance
165° required during simultaneous operations.
) (360°7)
. 2400
343°—
BELNE W34L 2
28
N
3
LANGL 6. -
Q0 —
Q75
ISP 2
&» {IF)
PROTOTYPE'NOT Y HIPRO ELEV 433 | @[ THRE 356
FOR NAVIGATION - j
SO
v SA
T~ 0 =~
SEEE 1)
SONDR
RADAR REQUIRED £0a0
(RNP 0.15)
900 5000 | LOFAL | VGSI and RNAV glidepath not coincident
(VGSI Angle 3.00/TCH 75).
A
BAKMN
aon @0 L 13000
W
L RWadL TS 2400
., GP 3.00°
RO TCH 55
[ — 6.3 NM 1.9 NM
CATEGORY | A B C | D 34310
RNP0.15 DA | 714/40 358 (300-%) RW34L
= HIRL all Rwys
AUTHORIZATION REQUIRED TDZ/CL Rwys 16L, 16C, 16R and 34R
SEATTLE, WASHINGTON
Amdt 1 SPECIAL FIG

SEATTLE-TACOMA INTL (SEA)
ranvazziow RNAVY (RNP) M RWY 34L



- |Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, except

HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. Ceilings are in-feet”
above airport elevation. Distances are in nautical miles unless otherwise indicated, except visibilities whlch are
in statute miles or in feet RVR.

SPECIFICATION - NOT FOR COCKPIT USE

U.S. DEPARTMENT OF T!
FEDERAL AVIATION ADMINISTRATION = FL ‘
RNAV SPECIAL INSTRUMENT APPROACH PROCEDURE =- FLIGHT STAN DA RDS SERVICE

PORTATION --
GHT STANDARDS SERVICE: -

If an instrument approach procedure of the: above*type is. conducted atthe below named airport, it shallbe
conducted in-accordance with-a:chatted-instrument approach: pracedure predicted on the: specrﬁcatlons contained
herein, unless anapproach.is conducted inaccordance witha: different procéidure for suth-airportauthorized by the
Admistrator. Minimuth:-altitudes shall cérresponid with those established for enfoute operation in the particular

area or as set forth below.

TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE | MAP:
SONDR (1AF) HIPRO (TF) (FB) (RNP 0.15) 357.3914.75 5000 - -~ |RNP:DA
SHIPZ (IF) BELNE (TF) (FB) (RNP 0.15) 164.80./3.11 5500 , _
' ' HEN CL FT TURN TO 5000 DIRECT
BELNE LANGL (RF) (FB) {RNP 0.15) (3.00 NM-RADIUS CCW 1’5000 : fg:"ﬂ‘:,g":’,g,’j&“c“"'s'"“ LE '
- CFBRP))/3.22 HOTAR ARD UL

(SEE FORM 8260-10) ‘

1. PT SIDE OF COURSE ~ OUTBOUND FTWITHIN __ MILESOF _ (IAF) | ADDITIONAL FLIGHT DATA:

2, PROFILE STARTS AT BAKMN K HOLD NW RT, 142.59 INBOUND

3. FAC: 34333 FAF: . DIST FAF TO MAP: THLD: | CHART FAS 0BS FEaT2020N122185TW -

4. MIN. ALT: BAKMN 3000, JALON 2400 - | CHART AT OR ABOVE 6000'AT SONDR.

5. DISTTO THLD FROM OM: 625 ___ MM: I: 150 HAT: 100 HAT; GS ANT: R FORNM BebotD) - VOO AT SHIPZ.

|6. MIN GS INCPT: 2400 GSALTAT: JALON 2400 oM: MM: IM:
|7. GSANGLE: 300 TCH: 54.9¢ 34:1ISCLEAR ‘
8. MSAFROM: RW34L 6400 , MAG VAR: 17E EPOCH YEAR: 2010
MINIMUMS —
TAKEOFF: SEE FORM 8260-15A FOR THIS AIRPORT JALTERNATE:NA | | \ STANDARD
CATEGORY ===== A B c D - . E -
DH/MDA| VIS |HAT/HAA |DH/MDA| VIS |HAT/HAAIDH/MDA | VIS |HAT/HAA [DH/MDA | VIS |[HAT/HAA [DH/MDA | VIS [HAT/HAA |
AUTHORIZATION REQUIRED ; -

RNP 0.15 DA 714 4000 358 714 4000 358 714 4000 358 714 4000 358

NOTES:

CHART NOTE: GPS REQUIRED.
| CHART PLANVIEW NOTE AT BELNE: MAX 190 KIAS.

CHART PLANVIEW NOTE: SIMULTANEOUS APPROACH AUTHORIZED WITH RWY 34CIR

CHART PLANVIEW NOTE: RADAR REQUIRED.

CHART PROFILE NOTE: VGSI AND RNAV GLIDEPATH NOT COINCIDENT.

CITY AND STQ'II;E ELEVATION: 433 THRE: 356 FACILITY PROCEDURE NO./AMDT NO./EFFECTIVE DATE: SUP:

TTLE, WA ) IDENTIFIER: _ RNAV (RNP) M RWY 34L, AMDT 1 -
AIRPORT NAME: b (RNP) AMDT: ORIG
SEATTLE-TACOMA INTL DATED: MAY 24, 2012

FAA FORM 8260 - 7 / April 2006 (computer generated)

PAGE 1 OF 6 PAGES




NOTES CONTINUED: , ~ — , —
CHART NOTE: FOR UNCOMPENSATED BARO-VNAV. SE?REEQ“{IJSII’REEOCEDURE NA’BELOW -8C (18F) OR-ABOVE 54C (130F).

CHART PLANVIEW NOTE ADJACENT TO SHIPZ IAF: T AP
REASE RNP:0.15 ALL CATS VISIBILITY TO RVR 5500.

CHART NOTE: FOR INOPERATIVE MALSR; |
CHART PROFILE NOTE: SEE PLANVIEW FO ULTIPLE IF LOCATION
CHART NOTE: USE.OF AP PROVIDING:RNA'

CHART PLANVIEW NOTE AT SONDR;

RACK GUIDANCE REQUIRED DURING SIMULTANEQUS OPERATIONS.
- ; , CSHIPZ:(RNP 0.45) . o : ,
CHART NOTE: USE*OE”THIS}PROC‘ED‘URE RE&UIRES S?PECIFlC AUTHORIZATION BY FAA FLIGHT STANDARDS.

AIR CARRIER NOTES: .

The procedure on the ther side and the foregoing data arek hereby:

R e e ~ FLIGHT CHECKED BY _
NAME: B ~ ‘ o o FIFO DATE:
JAMES MICHAEL MEEK FIOG 12/28/2012
) DEVELOPED BY '
| NAME: ” : FIFO DATE:
ROY E. CURRIE AJV-354 09/27/2012
RECOMMENDED BY -
NAME: i FIFO DATE:
DEZ SILAGYI , MANAGER . AJV-354
, APPROVED BY
NAME: . REGION, FLT STANDARDS DATE:
OPERATIONS'SPECIFlCATI’ONS -- AIRPORT
holding Air CarrierOperating Certificate No. hereby acknowledges receipt of Operations Specifications

to operate into and out of the airporf named on the other side as a D Regular, I:] Refueling, I_—_I Alternate, [:l Provisional for

airport with the following type aircraft:

| Unless otherwise authorized in the Operations Specifications - Airport, an instrument approach.of this type shall be conducted in accordance with the procedure specified on the other side and the air
carrier minimums specified above with the following exceptions: o o T

DATE: RECEIVED FOR THE AIR CARRIER BY: TITLE:
SIGNATURE

AMENDMENT NO.

BY DIRECTION OF THE ADMINISTRATOR

SIGNATURE T~ TILE

EFFECTIVE DATE:




us. DEPARTMENTOF TRANSPORTATION - FEDERAL AVIATION ADMlNISTRATION

| Bearings, headings; courses, and radials are magnetic. (Elevations and altitudes are:in feet MSL,

except HAT, HAA, TCH;and RA. Altitudes are.miinimum attitudes unless otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated, |

I except visibifities-which ‘are-in:statute miles or.in feet RVR

TERMINAL ROUTES, ‘~(C,ONT.)‘:

LANGL BAKMN (RF) (FB) (RNPO15) SCCW~
HIPRO (IF) BAKMN‘:(TF')"(FB‘) (RNPO.15) 34‘35;'5’3‘Ij6.2a‘ '

BAKMN R JALONV(‘I:'F)f(FB‘);(RNP 0.15) ) 343.’33‘/'1;85 ”

';JALON (FAF) ' RW34L (MAP).(TF) (FO) - ) 343‘.3”5;/'6;2’5 -

| RW34L o | 900 MSL (CA) 343.33

900 MSL. ‘ LOFAL (DF) (FO) (RNP 1.00)

ADDITIONAL FLIGHT DATA, (CONT.):
-ROUT] E: A, H

| ROUTE TYPE QUALlFIER 1:F

| ROUTE TYPE QUALIFIER 2: S

#TCH 411.2. MSL (DO NOT CHART)
CHART LOC RWY 34L/C

AND.DISTANCE .. ALTITUDE

30000 -
3000

2400

900

5000

CITY AND STATE - |EcevaTion: 433

| PROCEDURE NO./ AMDT NO./JEFFECTIVE DATE:  |sup:

SEATTLE,WA - o A!RPOR"? NAME | RNAV (RNP) M'RWY 34L, AMDT 1 ANDT. . ORIG
,TACOMA INTL |DATED:
PAGE 2 OF 6 PAGES _

FAA FORM 8260- 10 ! Aprll 2006 (Computer Generated)




ALLAFFECTED PROCEDURES REVIEWED?

[] ves | NO

COORDINATES OF FACILITIES | REQUIRED EFFECTIVE DATE

. " ROUTINE

COORDINATED WITH:
ATA AAT ALPA APA

X1 J & &

NBAA - OTHER {specify) _
[x] %] = ZSE, SEAAPP CON, APT MGR

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:
APPROVED BY

NAME: FIFO DATE:

CHANGES:

1. ADDED ENTRY FROM SONDR (IAF).

2. CHANGED RNP LEVEL AT SHIPZ FROM 0.50 TO 0.15.
3. BELNE, LANGL, AND SOMDE MOVED SLIGHTLY.

4. PEAF CHANGED FROM BAAKR TO JALON.

5. SOMDE ALTITUDE CHANGED FROM 2900 TO 3000.

6. MISSED APPROACH CHANGED FROM: “CLIMB DIRECT CUSBU TO CROSS CUSBU AT OR BELOW 2000', THEN CLIMB TO 5000' VIA TRACK 345 TO MGNUM AND HOLD.
CONTINUE CLIMB-IN-HOLD TO 5000"."; TO: "CLIMB TO 900 THEN CLIMBING LEFT TURN TO 3000 DIRECT LOFAL AND HOLD. EXPECT CLIMB-IN-HOLD TO 5000 WITH ATC."

7. ADDED SIMULTANEOUS OPS NOTE.
8. CHARTED LOC TO RWY 34C/R.
9. ADDED RF REQD NOTE AT SONDR.

REASONS:

1. PER CHECKLIST.

2. RNP 0.15 WILL BE USED FOR SIMULTANEOUS
OPERATIONS TESTING, ATC/FPT REQUESTED.

3. ALIGN WITH RF REQUIREMENTS.

4. MATCH ILS RWY 34L PFAF NAME/LOCATION.

5. PER CHECKLIST.

6. LEFT TURN-OUT ASAP TO SUPPORT SIMULTANEOUS
OPERATIONS. PER ATC/FPT.

7. ATC REQUESTED.

8.8260.19E PARA 8-57 K.

9. 8260.19E PARA 4-99 K(2).

12/04/2012: THIS IS A UPDATED COPY OF THE FORM DEVELOPED ON 09/27/2012.
1. REMOVED "CHART.PLANVIEW NOTE AT SOMDE : MAX 190 KIAS."

12/12/2012: THISIS A UPDATED COPY OF THE FORM DEVELOPED . ON 12/04/2012.
1. CORRECTED TERMINAL ROUTES FOR SONDR TO HIPRO DISTANCE FROM: 7.75; TO: 4.75.
2. CORRECTED LAT/LONGS FOR JALON ON ALL ARINC. CODING .
FROM: 472011.42N/1221928:18W; TO: 472011.42N/1221908.1 8W.
01/02/2013: THIS IS.A UPDATED COPY OF THE.FORM DEVELOPED ON 12/12/2012.
1. CHANGED INOP MALSR NOTE FROM: "ALL CATS VISIBILITY TO 11/8"; TO: "ALL CATS VISIBILITY TO 6000,

2. CHANGED FIX NAME FROM'SOMDE TO-BAKMN, PER FLIGHT CHECK RECOMMENDATION.

01/09/2013: THISIS A UPDATED,COPY, PER AFS, OF THE FORM DEVELOPED ON 01/02/2013.

1. CHANGED.INOP MALSR NOTE FROM: "ALL CATS VISIBILITY TO 6000"; TO: "ALL CATS VISIBILITY TO 5500".
PLANVIEW AT SONDR".

1. AFS DIREC
REQUIRE




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elleyagons a:\d altitﬁdes_ are ir; .feett,dMSL,
\ . except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
RNAV (RNP) SPECIAL INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES ~ TITLE 14 CFR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.

ARINC 424-18
EN ROUTE WAYPOINT 1 1 1 1

1 2 3 4 5 6 7 8 9 0 1 2 3
123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAEAENRT  LOFAL K10 C L N47510559W122404986 E0166 NAR LOFAL
AIRPORT ' , . : 1 1 1 1

1 2 3 4 5 6 7 8 9 0 1 2 3
123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678501234567890123456789012
SUSAP KSEAK1ASEA 0 119YHN47265960W122184240E017000433 1800018000C MNAR SEATTLE-TACOMA - INTL
TERMINAL WAYPOINT _ 1 1 1 1

1 2 3 4 5 6 7 8 9 o 1 2 3
123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KSEAK1CBAKMN K10 W N47181837W122190914 E0164 NAR SOMDE
SUSAP KSEAK1CBELNE K10 W N47182482W122275801 E0164 NAR BELNE
SUSAP KSEAK1CCFBRP K10 W N47181932W122233363 E0164 NAR CNF (CFBRP)
SUSAP KSEAKICHIPRO K10  C N47120187W122191231 E0164 NAR HIPRO
SUSAP KSEAKL1CJALON K10 ¢ N47201142W122190818 E0164 NAR JALON
SUSAP KSEAKICLANGL K10 W N47154401W122254709 E0164 NAR LANGL
SUSAP KSEAKICSHIPZ K10 W N47213094W122274943 E0164 NAR SHIPZ
SUSAP KSEAKLCSONDR K10 W N47072569W122205630 E0164 NAR SONDR
RUNWAY ‘ 1 1 - 1 1

1 2 3 4 5 6 7 8 9 0 1 2 3

123456789012345678901234567890123456789012345578901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KSEAK1GRW34L 0085003433 N47262592W122190501+0700 +0085700356000055150IIBEJL

SEGMENT . 1 1 1 1
1 2 3 4 5 6 7 8 9 ] 1 2 3
1234567890123456789012345678901234567890123456789012345678901234567589012345678901234567890123456789012345678901234567890123456789012
TUSAP KSEAK1FH34LM ASHIPZ 010SHIPZK1PCOE B IF + 06000 18000 A FS '”\i
TUSAP KSEAK1FH34LM ASHIPZ 020BELNEKLPCOE 152TF 16480031 + 05500 190 A-FS g ffk
TUSAP KSEAK1FH34LM ASHIPZ 030LANGLK1PCOE R152RF 0030001648 10330032 + 05000 CFBRP K1PCA FS ; 4
."-\{f;\ [(Q
CITY AND STATE: ) ELEVATION: 433 THRE: 356 FACILITY PROCEDURE NO. / AMDT NO. / EFFECTIVE DATE: SUP: i
AIRPORT NAME: IDENTIFIER:
SEATTLE, WA RNAV (RNP) M RWY 34L, AMDT 1 AMDT: ORIG
SEATTLE-TACOMA INTL RNAV
: DATED: MAY 24, 2012

FAA FORM 8260 - 10 | April 2006 (Computer Generated) : Page 3 of 6 Pages




ALL AFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE
[(Jwe [ w
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (spscity)
‘FLIGHT CHECKED BY
NAME: FIFO DATE:
DEVELOPED BY
NAME: NFPG DATE:
APPROVED BY
NAME: NFPG DATE.:
CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altittr:des are ig feet,dMSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
RNAV (RNP) SPECIAL INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES TITLE 14 CFR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.

ARINC 424-18

SEGMENT . 1 1

1 !
1 2 3 ] 5 6 7 8 9 0 1 2 3

123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

TUSAP KSEAK1FH34LM ASHIPZ 040BAKMNKLPCOE RI152RF - 0030001033 34330063  + 03000 CFBRP K1PCA FS

_TUSAP KSEAK1FH34LM ASHIPZ 050JALONKLPCOEE  152TF 34330019 + 02400 A FS

TUSAP KSEAK1FH34LM ASONDR OlO0SONDRK1BCOE A  IF , + 06000 A FS

TUSAP KSEAK1FH34LM ASONDR 020HIPROKIPCOE B 152TF 35740048  + 05000 A FS

TUSAP KSEAKLFH34LM ASONDR 030BAKMNKIBCOE  152TF 34330063  + 03000 A FS

TUSAP KSEAK1FH34LM ASONDR 040JALONKLIPCOEE  152TF 34330019  + 02400 A FS

TUSAP KSEAK1FH34LM H 020JALONK1FC1E F  IF + 02400 18000  -300RW34L K1PGA FS

TUSAP KSEAK1FH34IM H 020JALONK1PC2E A152 FS

TUSAP KSEAK1FH34IM H 030RW34LK1PGOGY M 152TF 34330063 00411 A FS

TUSAP KSEAKLFH34LM H 040 0 M ca 3433 + 00900 A Fs

TUSAP KSEAK1FH34LM H 050LOFALKIEAQOEY  010DF + 05000 A F3

TUSAP KSEAK1FH34LM H 060LOFALKIEAQOEE R  HM 14260040  + 05000 A FS

MsA 1 1 1 1
1 2 3 4 5 6 o1 8 9 0 1 2 3

123456789012345678901234567890123456789012345678901234567890123456785012345678901234567890123456789012345678901234567890123456789012
TUSAP KSEAK1ISRW34LK1PG 0 18018006425

M

"x\M.f
& %
') 4 o)
\ fftfﬂﬁ?

CITY AND STATE: ELEVATION: 433 THRE: 356 FACILITY PROCEDURE NO./ AMDT NO. / EFFECTIVE DATE: |SUP:
AIRPORT NAME: IDENTIFIER: .
SEATTLE, WA RNAV (RNP) M RWY 34L, AMDT 1 AMDT: ORIG
SEATTLE-TACOMA INTL RNAV
DATED: MAY 24, 2012

FAA FORM 8260 - 10 | April 2006 (Computer Generated) Page 4 of & Pages




ALL AFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE

[(Jves [ w
COORDINATED WITH:

ATA AAT ALPA APA AOPA NBAA  OTHER (specty)
FLIGHT CHECKED BY
NAME: FIFO DATE:
_ DEVELOPED BY ‘
NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:
CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Eleyations and alti:;ldes_ are irc\i .feet,dMSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
RNAV (RNP) SPECIAL INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES ~ TITLE 14 CFR PART  97.33 indicated, except visibilities which are in statute miles or in feet RVR.
ARINC FLIGHT INSPECTION SUMMARY - 424-18 - RNAV (RNP)
ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG {TRUE) DISTANCE ALTITUDE SPEED
SHIPZ SHIPZ 010 IF IF FB AR 06000
SHIPZ . BELNE 020 TF FB 0.15 164.8(182T) 003.1 AR 05500 AB 190
SHIPZ LANGL 030 RF R FB 0.15 003.2 AA 05000
SHIPZ BAKMN ° 040 RF R FB 0.15 ' 006.3 AA 03000
SHIPZ JALON 050 FAF TF FB 0.15 343.3(360T) 001.9 AA 01500
SONDR SONDR 010 IAF IF AA 06000
SONDR HIPRO 020 IF TF FB 0.15 357.4(0147T) 004.8 AR 05000
SONDR BAKMN 030 TF FB 0.15 343.3(360T) 006.3 AR 03000
SONDR JALON 040 FAF TF FB 0.15 343.3(360T) 001.9 AR 02400
JALON 020 FAF IF AA 02400
RW34L 030 MAP TF FO 0.15 343.3(360T) 006.3 AT 00411
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE
040 ca 1.0 343.3(360T) AR 00900
LAFAL 050 DF L FO 1.0 aA 05000
LAFAL 060 HM R FO 142.6(160T) 004.0 AR 05000
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
BAKMN N471818.37 W1221909.14 N4718.306 W12219.152
BELNE N471824.82 W1222758.01 N4718.414 W12227.967
CFBRP N471819.32 W1222333.63 N4718.322 w1l2223.561
HIPRO N471201.87 W1221912.31 N4712.031 W12219.205
JALON N472011.42 W1221908.18 N4720.190 wW12219.136
LANGL N471544.01 W1222547.09 N4715.734 W12225.785
LOFAL N475105.59 W1224049.86 N4751.093 W12240.831
SHIPZ N472130.94 W1222749.43 N4721.516 W12227.824
SONDR N470725.69 W1222056.30 N4707.428 W12220.938
RW34L N472625.92 W1221905.01 N4726.432 W12219.084
CITY AND STATE: ELEVATION: 433 THRE: 356 FACILITY PROCEDURE NO./AMDT NO. / EFFECTIVE DATE: SUP:
' AIRPORT NAME: IDENTIFIER: )
SEATTLE, WA RNAV (RNP) M RWY 34L, AMDT 1 AMDT: ORIG
SEATTLE-TACOMA INTL RNAV
DATED: MAY 24, 2012

FAA FORM 8260 - 10 | April 2006 (Computer Generated) Page $§ of ¢ Pages




ALL AFFECTED PROCEDURES REVIEWED?

[ ] ves [ ]~

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specity)
FLIGHT CHECKED BY
NAME: FIFO DATE:
. DEVELOPED BY . :
NAME: NFPG DATE:
APPROVED BY
NAME: NFPG DATE:
CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
RNAV (RNP) SPECIAL INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES TITLE 14 CFRPART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.
ARINC FLIGHT INSPECTION SUMMARY - 424-18 - RNAV (RNP)
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RW34L 00356 55
4
o
CITY AND STATE: ELEVATION: 433 THRE: 356 FACILITY PROCEDURE NO. / AMDT NO. / EFFECTIVE DATE: SUP:
AIRPORT NAME: IDENTIFIER:
SEATTLE, WA RNAV (RNP) M RWY 34L, AMDT 1 AMDT: ORIG
SEATTLE-TACOMA INTL RNAV

DATED: MAY 24, 2012

FAA FORM 8260 - 10 | April 2006 (Computer Generated)
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ALL AFFECTED PROCEDURES REVIEWED?

[ ] ves [ ] ~o

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:

ATA AAT ALPA APA AOPA NBAA OTHER (specify)
' FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD -

1-APP-SEGMENT

FROM

’TOV

PART - A~OBSTRUCTION DATA

9 OORDINATES

TELEV.MS]]

ALT. ADJUSTMENTS

MIN.ALT.|

INITIAL

“[sonor

4224948 00W.

657 (4E) - |

|AC98 AT3245

5000

{(RNP 0.15)

5 T“_'TERRA N

{457 (500)

1000

. |AS1500

2000

INTERMEDIATE - -~

—|SHIPZ

3.AAD

(RNP 0.15)

1584

500

‘|AC98 AT4318

[5500

" {As1500

“[1900

J4_TERRAIN

INTERMEDIATE STEPDOWN e

(RNP.0.15)

W 1384 {400)

1437 (4E)

7500

[ACO8 AT3965

5000

W |237 (200)

AS1500

—11700

INTERMEDIATE: STEPDOWN, .

(RNP-0.15)

- 500

AC98 AT1765 _

3000

AS1500

T1900°

'INTERMEDIATE:

“TRIPRO

~[471827.00N/1221924.00W

604 ('4E)f

TACo8 AT1798

13000

(RNP 0.15)

[ TLERRA{N

- 1471818:00N/1221845:00W

404 (400) _

{As1500

T1900

INTERMEDIATE: STEPDOWN

BAKMN

1. AAO

{471948:00N/1221851.00W

573 (4E)

T~ 500

~ |Aco8 AT1120

2400

(RNP 0.15)

iz TERRAIN '

- 1471948.00N/1221851.00W-

473.(500) | -

_[Ast500°

2000

FINAL: RNP 0.15

JALON

Rwsar__

i 13i TREE (KSEA0038)

"|472529.18N/1221857.48W |

507 (1A).

T20041]

714/358

MISSED APPROACH

RW34L

AsC |

| (RNP0.:15-1.0)

| DA

2 3(40':“1’)2;

2. PROCEDURETURN

“INA

3. MISSED

APPROACH =

4 CIRCLING AREA

CATEGORY A

'|_350

CATEGORY B

450 |

CATEGORY C -

450 I

CATEGORY.D

CATEGORY E

REQTUIRED

A

5. MINIMUM-SAFE ALTITUDES

PRIMARY NAVAID; RW34L

SECTOR

OBSTRUCTION |

BRG/DIST

ELEVATION {MSL)

MSA

SECTOR

OBSTRUCTION

BRG/DIST

ELEVATION (MSL)

FE |

N FS
n!‘;i‘\)

360-360

AAO (SEA-S-0450)

077/:28.5

6400

poATAI

5362 (6C)

CITY AND STATE .
SEATTLE, WA

ELEVATION: 433

AIRPORT NAME:
SEATTLE-TACOMA INTL

FACILITY

RNAV

PROCEDURE AND AMENDMENT NO:
RNAV (RNP) M RWY 34L, AMDT 1

REGION

ANM

FAA Form 8260 - 9 / April 2006 (Computer Generated)
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PART B - SUPPLEMENTAL DATA B | PART € - REMARKS:
1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIMETER SETTING: MAX SPEED BELNE TO LANGL - 190 KIAS.
EA APP CON x | NWS [OTHER: SOURCE:KSEA VDP NOT ESTABLISHED - VERTICAL GUIDANCE ONLY PROCEDURE.
SE ARTCC , 1asos DISTANCE: ‘ : 0
EA TOWER “FAA - OURS REMOTE OPERATION: | PRECIPITOUS TERRAIN EVALUATION' COMPLETED.
~ ~ WAIVER: FAAO 8260.19E, CHG 2, PARA 8-54'M (7) (D) (M
e ' | i on e toovaie A ek b AN eaumes oy
(JvHF [xJuHF | [HF [LOCATION:KSEA ADJUSTMENT: 0 UNTIL TESTING IS COMPLETE. '
PRIMARY NAVAID: ~ ;
4. MONITOR POINT: | SEE ATTACHED AIRSPACE LETTER.
VIONITOR [~ - " T"CAT 1 MISSED APPROACH IAW 8260.54A (IPDS BUILT MISSED APPROACH)
STATUS , ~ CLIMB TO ALTITUDE USED IN MISSED APPROACH TO ALLOW FOR
OPTN:|.CAT 3 IMMEDIATE DIVERGENCE OF SIMULTANEOUS APPROACHES ON RWY
X |ALSF-216C, 16L, 16R ; 34CR. L
{5) SALS 420 SPREAD SHEET USED TO DETERMIN BARO-VNAV HIGH TEMP.
p) , : | BARO-VNAV NA BELOW -8C(18F) OR ABOVE 54C (130F).
X |MALSR 4L, 340, 3R - k - | DELTA ISA LOW: 14.134
P:c'a AC X__[HIRL 16C, 16L, 34L, 34C, 16R, 34R , AVERAGE COLD TEMPERATURE BASED ON 5 YEAR HISTORY (2007-2011).
;PRUNW A;' MIRL : : VEB ROC APPLIED/USED.
LIGHTING REIL ; VEB DATA: SEE ATTACHED SPREADSHEETS.
- X |TDZ 16C, 16L, 16R, 34R - ~ BACK-UP ALTIMETER NOT PUBLISHED. REDUNDANT REPORTING ON
X |CIL 16C, 16L, 34L, 34C, 16R, 34R AIRPORT.
X |OTHER (SPECIFY) SPECIAL AIRCRAFT AND AIRCREW AUTHORIZATION REQUIRED
PAPIAR 16R PAPI4L 16C, 16L, 34L, 34C, 34R | (SAAAR) FAAO 8260.52 CRITERIA USED.
BASIC —| VGSI DATA: 3.00/75.1
5. RUNWAY ;
MARKINGS [ALLWEATHER PIR-G 16C, 16L, 34L, 34C, 16R, 34R MAXIMUM TREE HEIGHT WITHIN 5NM OF KSEA IS 100FT AGL, PER FPT.
NSTRMENT ' S ST OB CUTNTIENS 1y g,
7.RUNWAY  [APPROACH _ 16C, 16L, 34L, 34C, 16R, 34R BELNELLANGL 5000 190 206  4567.5 60.10 3.00 19.12
VISUAL MIDFIELD ~  16C, 16L, 34L, 34C, 16R, 34R LANGL-BAKMN 3000 190 201 2567.5 50.00 3.00 - 17.02
RANGE T
ROLLOUT __16C, 16L, 341, 34C, 16R, 34R , | MAX SPEED BELNE: MAX 190 KIAS.
B. GLIDE GP ANGLE:3.00 ELEV RWY THRESHOLD:356.3 INITIAL, INTERMEDIATES AND INTERMEDIATE STEPDOWN FIX
PATH DISTANCE FROM RWY: ELEV GP ANTENNA: ALTITUDES AND LOGATIONS PER ATC REQUEST FOR SEPARATION
_ " ; THRESHOLD CROSSING HEIGHT:54.9 ' SIMULTANEOUS PARALLEL RNP OPERATIONS.
). FINALAPPROACH X __|RUNWAY THRESHOLD FT. FROM THRESHOLD | 0 o cEpURE CONNECTED TO RNAV STARS, RADAR REQUIRED NOTE
COURSE AIMING - X |ON CENTERLINE FT. FROM CENTERLINE | PERATC REQUEST.
0. WAIVERS: 1 , RNP-0.30 LINE OF MINIMUM NOT PUBLISHED DUE TO THIS PROCEDURE
)RDER 8260.19E, CHG 2, PARA 8-54 M (7) (D) (M \ BEING TESTED FOR SIMULTANEOUS USE WITH THE RF ENTRY AND
USE OF AP PROVIDING RNAV TRACK GUIDANCE REQUIRED DURING STRAIGHT-IN ENTRIES WITH OTHER RUNWAYS.
SIMULTANEOUS OPERATIONS". PROVIDES ADDED LEVEL OF SAFETY ~ f
INTIL TESTING IS COMPLETE.
'ART D - PREPARED BY: DATE:
ROY E. CURRIE 09/27/2012
ITLE: OFFICE:
AERONAUTICAL INFORMATION SPECIALIST AJV-354




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
— PART-A OBSTRUCTIONDATA - '
1. APP SEGMENT FROM TO - OBSTRUCTION | 'COORDINATES [ELEV.MSLJ ROC | ALT ADJUSTMENTS | MIN.ALT.
MISSED APPROACH RW34L LOFAL - s L Asc
(RNP 1.00) (a0:1)
 MISSED APPROACH DA LOFAL (40:1) - 1 lasc | 5000
(RNP 1.00) LEVEL SURFACE | 14. TOWER (53-001007)[474535.10N/1223103.60W] 725 (5E) 1000 |AC125 __[1800
15. TERRAIN 474800.00N/1223654.00W| 519 (500) " | As1500 "[2000
2. PROCEDURE TURN
MAP:
3. MISSED
‘APPROACH =RV
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT.
CATEGORY A 1.3NM_ | ] 350
CATEGORY B 15NM__|m| 450 |2
CATEGORY C 1.7NM |5 450 |2
CATEGORY D 23NM |G 550 |2 1
CATEGORY E 45NM  |®{ 550 FOALN
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID: RW34L 1]
SECTOR OBSTRUCTION | BRG/DIST _ |ELEVATION (MSL) MSA SECTOR OBSTRUCTION| BRG/DIST _ |ELEVATION (MSL) l@@é@%’z
CITY AND STATE ELEVATION: 433 FACILITY PROCEDURE AND AMENDMENT NO: | REGION
SEATTLE, WA AIRPORT NAME: ' RNAV RNAV (RNP) M RWY 34L, AMDT 1 ANM
~ SEATTLE-TACOMA INTL.
FAA Form 8260 - 9/ April 2006 (Computer Generated)
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PART B - SUPPLEMENTAL DATA

|PART C - REMARKS:

1. COMMUNICATIONS WITH: 2. WEATHER SERVICE __ 3.ALTIMETER SETTING _
|'Nw s |OTHER: SOURCE: - ‘
D'I‘STM . ]
FAA HOURS REMOTE OPERATION:

ATISFACTORY ON: AlIC -

IVHF uHF | [HF LOCATION: ADJUSTMENT:

. PRIMARY NAVAID: -
VIONITOR [-ONITOR POINT:
sTaTus | HRS | CAT!
OPTN:| ‘CAT 3
5,

\PPROACH
% RUNWAY
LIGHTING
5. RUNWAY  |BASIC

MARKINGS |ALL WEATHER

INSTRUMENT

7. RUNWAY |APPROACH

VISUAL MIDFIELD

RANGE ROLL OUT
8. GLIDE | GP ANGLE: ELEV RWY THRESHOLD:

PATH DISTANCE FROM RWY: |ELEV GP ANTENNA:
THRESHOLD CROSSING HEIGHT:

). FINAL APPROACH RUNWAY THRESHOLD FT. FROM THRESHOLD'

COURSE AIMING ON CENTERLINE FT. FROM CENTERLINE

0. WAIVERS: NONE

'ART D - PREPARED BY:

DATE:

ITLE:

OFFICE:




RADIO FIX AND HOLDING DATA RECORD

NAME: BELNE STATE: WA COUNTRY: US

LATITUDE/LONGITUDE: 471824.82N/1222758.01W TYPE: WP
AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY
FIX RESTRICTIONS:
SPECIAL RNAV (RNP) M RWY 34L, KSEA, SEATTLE, WA
HOLDING: , HOLDING TYPE OF ACTION: NO CHANGE
FIX USE: ,
USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
IAP - RNAV (RNP) M RWY 34L KSEA SEATTLE WA (US)
IAP RNAV (RNP) Z RWY 34C KSEA SEATTLE WA (US)
IAP RNAV (RNP) Z RWY 34L KSEA SEATTLE WA (US)
IAP RNAV (RNP) Z RWY 34R KSEA SEATTLE WA (US)
REQUIRED CHARTING: IAP, SPECIAL IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1 DATE OF REVISION: 03/07/2013
REASON FOR REVISION: ,
MOVED FIX 15.20FT SOUTH FROM 471824.97N/1222758.01W NECESSARY FOR RF TURN ALIGNMENT.
ADDED FIX USE.
DEVELOPED BY: DATE: 09/25/2012 OFFICE: AJV-354 \‘ NAME: ROY CURRIE
APPROVED BY: DATE: OFFICE: AJV-354 NAME: DEZ SILAGYI
SIGNATURE:

DISTRIBUTION:  NFDC

FPO: WST

ARTCC: ZSE

ATC FACILITY: SEA ATCT

OTHER:

WAl
i)
G, 4 o)
Yo

FAA FORM 8260-2 / AUG 2009 Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: SOMDE STATE: WA COUNTRY: US
LATITUDE/LONGITUDE: 471818.46N/1221909.14W TYPE: WP
AIRSPACE DOCKET: FIX TYPE OF ACTION: CANCEL

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: ORIG DATE OF REVISION: 07/26/2012

DEVELOPED BY: | DATE: OFFICE: NAME:

APPROVED BY: DATE: OFFICE: AJV-354 NAME: DEBORAH COPELAND
SIGNATURE:

DISTRIBUTION:  NFDC
FPO:

ARTCC:
ATC FACILITY:
OTHER:

G\v‘l/,:‘
4
%f:x'f'?

FAA FORM 8260-2 / AUG 2009

Page 1 of 1
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RADIO FIX AND HOLDING DATA RECORD

NAME: CFBRP STATE: WA COUNTRY: US

LATITUDE/LONGITUDE: 471819.32N/1222333.63W TYPE: CNF

AIRSPACE DOCKET: FIX TYPE OF ACTION: ESTABLISH

FIX RESTRICTIONS:

SPECIAL RNAV (RNP) M RWY 34L, KSEA, SEATTLE, WA

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY STATE

IAP RNAV (RNP) M RWY 34L KSEA SEATTLE WA (US)

AP RNAV (RNP) Z RWY 34C KSEA ’ SEATTLE WA 2US)

AP RNAV (RNP) Z RWY 34L ) KSEA SEATTLE WA (US

IAP RNAV (RNP) Z RWY 34R KSEA SEATTLE WA (US

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: ORIG DATE OF REVISION: 03/07/2013

DEVELOPED BY: DATE: 10/1 0/2012 OFFICE: AJV-354 NAME: ROY CURRIE

APPROVED BY: DATE: OFFICE: AJV-354 NAME: DEBORAH COPELAND

SIGNATURE:

DISTRIBUTION: NFDC
FPO: WST
ARTCC: ZSE
ATC FACILITY: SEA APP CON, SEAATCT
OTHER:

3 Al s
>
o o
'%?C\’f"
FAA FORM 8260-2 / AUG 2009

Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: HIPRO STATE: WA COUNTRY: US

LATITUDE/LONGITUDE: 471201.87N/1221912.31W TYPE: WP, RADAR, DME

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES: ,

FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA MAA
_ BRG BRG NM  FEET

1 SEATTLE 1-BEJ LOC/DME 163.33 18033 1424 1597 5000 5000

EXPANDED SERVICE VOLUME (ESV): ‘

FAC IDENT -  FACTYI RADIAL/BEARING DISTANCE MIN ALTITUDE 'MAX ALTITUDE

I-BEJ FOSDME R-163 15 5000 5000

FIX RESTRICTIONS:

SPECIAL RNAV (RNP) M RWY 34L, KSEA, SEATTLE, WA

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

REMARKS:

SEATTLE (FAC 1) USED TO ESTABLISH FIX COORDINATES
DME ANTENNA COORDINATES: 472615.62N/1221859.94W
8260.54A RNP FORMULA 1-16B APPLIED

FIX USE:

USE TYPE USE TITLE FAC =PAT AIRPORTIDENT CITY STATE
IAP ILS OR LOC RWY 34L 1 KSEA SEATTLE . WA(US)
IAP ILS RWY 34L (SA CAT I) 1 KSEA SEATTLE WA (US)
IAP ILS RWY 34L (SA CAT Il) 1 KSEA SEATTLE WA (US)
IAP RNAV (GPS) Y RWY 34L KSEA SEATTLE WA (US)
IAP RNAV (RNP) M RWY 34L KSEA SEATTLE WA (US)
IAP RNAV (RNP) Z RWY 34L KSEA SEATTLE WA (US)

REQUIRED CHARTING: |IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1 DATE OF REVISION: 03/07/2013

REASON FOR REVISION:

UPDATED FIXUSE |

UPDATED FAC 1 DME FROM 13.70 TO 14.24.

ADDED FAC 1 14.24 TO DIST FROM FAC AND UPDATED MAG COURSE

UPDATED ESV INFORMATION -

FIX MOVED .54NM SOUTH

REMOVED NOTE "FIX PLACED 84296.36' FROM R34L THRESHOLD, USED RNP PFAF FORMULA® FROM REMARKS.
ADDED NOTE TO REMARKS "8260.54A RNP FORMULA 1-16B APPLIED"

DEVELOPED BY: DATE: 08/29/2012 OFFICE: AJV-354 NAME: BRYAN BLUE
APPROVED BY: DATE: OFFICE: AJV-354 NAME: DEZ SILAGY!
SIGNATURE:

DISTRIBUTION: NFDC
FPO: WST
ARTCC: ZSE )
ATC FACILITY: SEA APP CON, SEA ATCT
OTHER:

A
G\b tfx&
4

o
S

FAA FORM 8260-2 / AUG 2009 Page 1 of 1
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RADIO FIX AND HOLDING DATA RECORD

NAME: JALON STATE: WA COUNTRY: US
LATITUDE/LONGITUDE: 472011.42N/1221908.18W TYPE: WP, RADAR, DME
AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY
FIX MAKE-UP FACILITIES:
FAC NAME IDENT TYPE - CLASS MAG TRUE DME DIST FROM FAC MRA MAA
. 'BRG BRG . NM FEET
1 SEATTLE I-BEJ LOC/DME 163.33. 180.33 6.07 7.81 47456 2400 4800
FIX RESTRICTIONS:
SPECIAL RNAV (RNP) M RWY 34L, KSEA, SEATTLE, WA
HOLDING: ' HOLDING TYPE OF ACTION: NO CHANGE
REMARKS:
DME ANTENNA COORDINATES: 472615.62N/1221859.94W
8260.54A FORMULA 1-16B APPLIED (IPDS & IAPA)
FIX USE: .
USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
AP - ILS OR LOC RWY 34L 1 KSEA _ SEATTLE WA (US
" 1AP ILS RWY 34L (SA CAT ) 1 KSEA SEATTLE WA (US
IAP ILS RWY 34L (SA CAT II) 1 KSEA SEATILE WA (US)
1AP RNAV (GPS) Y RWY 34L KSEA SEATTLE WA (US)
IAP RNAV (RNP) M RWY 34L KSEA SEATTLE WA (US)
AP RNAV (RNP) Z RWY 34L KSEA SEATTLE WA (US)
REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1 DATE OF REVISION: 03/07/2013
REASON FOR REVISION:
FIX MOVED 635FT SOUTH
UPDATED FIX COORDINATES
REMOVED NOTE "RNP PFAF FORUMLA USED"
ADDED NOTE "8260.54A FORMULA 1-16B APPLIED (IPDS & IAPA)
REMOVED FAC 2
FAC 1 UPDATED DME DISTANCE FROM 5.97 TO 6.07 AND ADDED 7.81 TO DIST FROM FAC
DEVELOPED BY: DATE: 08/28/2012 OFFICE: AJV-36 NAME: BRYAN BLUE
APPROVED BY: DATE: OFFICE: AJV-354 NAME: DEZ SILAGYI
SIGNATURE:
DISTRIBUTION: NFDC
FPO: WST
ARTCC: ZSE
ATC FACILITY: SEA APP CON, SEA ATCT
-OTHER:
a““ﬁ\i/ 2
& e
A A
)
el
FAA FORM 8260-2 / AUG 2009

Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: LANGL STATE: WA COUNTRY: US
LATITUDE/LONGITUDE: 471544.01N/1222547.09W TYPE: WP
AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY
FIX RESTRICTIONS:
SPECIAL RNAV (RNP) M RWY 34L, KSEA, SEATTLE, WA
HOLDING: HOLDING TYPE OF ACTION: NO CHANGE
FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
AP RNAV (RNP) M RWY 34L . KSEA SEATTLE WA (US)
1AP 'RNAV (RNP) Z RWY 34C KSEA SEATTLE WA (US)
IAP RNAV (RNP) Z RWY 34L KSEA SEATTLE WA (US)
IAP RNAV (RNP)Z RWY 34R KSEA SEATTLE WA (US)
REQUIRED CHARTING: IAP, SPECIAL IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1 DATE OF REVISION: 03/07/2013
REASON FOR REVISION:
FIX MOVED 44 40FT WEST FROM 471543.87N/1222546.48W FOR RF TURN ALIGNMENT.
ADDED FIX USE. )
DEVELOPED BY: DATE: 09/25/2012 OFFICE: AJV-354 NAME: ROY CURRIE
APPROVED BY: DATE: OFFICE: AJV-354 NAME: DEZ SILAGY!
SIGNATURE:
DISTRIBUTION: NFDC
: FPO: WST
ARTCC: ZSE
ATC FACILITY: SEA ATCT
OTHER:
o2,
@ 4
2
et
FAA FORM 8260-2 / AUG 2009 Page 1 of 1




NAME: LOFAL ' STATE: WA ' COUNTRY: US
LATITUDE/LONGITUDE: 475105.50N/1224049.86W TYPE: WP, INT, DME
AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY
FIX MAKE-UP FACILITIES: ,
FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC_MRA  MAA
BRG  BRG “ 'NM - FEET
1 SEATILE SEA VORTAC H 310.08 32008 2917 2917 3000 17500
2 PAINE , PAE VORDME L 236.00 25600 1677  16.77 3000 17500
FIX RESTRICTIONS:
MCA V287 5000 SOUTHWEST BOUND
SPECIAL RNAV (RNP) M RWY 34L, KSEA, SEATTLE, WA
HOLDING: - HOLDING TYPE OF ACTION: MODIFY
PATTERNS: ’ _
PAT DIR IDENT  TYPE RAD/CRS/BRG CRS TURN  LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME_DME MIN MAX MIN  MAX
1 NW  SEA VORTAC  310.08 130.08 11112 5000 17500 6 17
2. SE  SEA VORTAC  310.08 310.08 R 11112 6000 17500 6 17
3 SE WP 129.08 309.08 R 5 5000 17500 6 17
4 NW wP 32259 142,59 R 4 3400 10000 5 6
CONTROLLING OBSTRUCTIONS: :
PAT AIRSPEED OBSTRUCTION COORDINATES - ELEVATION ACCURACY CODE
1 200 AAO ' 475933.00N/1224933.00W : 994 4E
2 200 AAO 475106.00N/1224639.00W 847 4E
2 310 AAO 474724.00N/1225345.00W 2254 4E
3 200 AAO 475106.00N/1224639.00W 847  4E
4 200 AAO 475933.00N/1224933.00W 994 4E
REASON FOR NONSTANDARD HOLDING:
PAT 1 TERRAIN AVOIDANCE
HOLDING RESTRICTIONS:
HOLDING LIMITED TO ESTABLISHED PATTERNS.
HOLDING PATTERNS 1 AND 3 FOR ATC USE.
PROCEDURES REQUIRING CLIMB-IN-HOLD:
PAT.  PROCEDURE TITLE AIRPORT IDENT  CITY STATE
2 ILS OR LOC RWY 31L KBFI SEATTLE WA (US)
REMARKS:
SEATTLE (FAC 1) AND PAINE (FAC 2) USED TO ESTABLISH FIX COORDINATES
PRECIPITOUS TERRAIN EVALUATION COMPLETED
FIX 1S NOT ON CENTERLINE; DID NOT MOVE 3.6 FEET SW PER TERMINAL REQUEST.
PAT 2: 310K CONT. OBS. LOCATED 12099' INTO SECONDARY AREA, PRIMARY EQUIV 1257'
FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY STATE
EN ROUTE V287 1,2 (us)
ENROUTE V4 1,2 (US)
EN ROUTE V495 1,2 . : (US)
IAP NDB RWY 01 © KPWT BREMERTON WA (US)
IAP RNAV (GPS) RWY 19 4 KPWT BREMERTON WA (US)
IAP ILS OR LOC RWY 31L 1 2 KBFl SEATTLE WA (US
IAP RNAV (GPS) Y RWY 13R KBFI SEATTLE - WA (US
IAP RNAV (RNP) Z RWY 13R ; KBFI SEATTLE WA (US)
IAP ILS OR LOC RWY 34L 1.2 1 KSEA SEATTLE WA (US)
IAP ILS RWY 34L (SA CAT I) 1,2 KSEA SEATTLE \ WA (US)
IAP ILS RWY 34L (SA CAT Ii) 1.2 1 KSEA SEATTLE WA (US)
IAP RNAV (GPS) Y RWY 34L 3 KSEA SEATTLE . WA (US)
IAP RNAV (RNP) M RWY 34L 4 KSEA - SEATTLE WA (US
IAP RNAV (RNP) Z RWY 34L 4 KSEA SEATTLE WA (US
REQUIRED CHARTING: IAP, CONTROLLER, EN ROUTE LOW
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 24 DATE OF REVISION: 03/07/2013
' | JIL/
REASON FOR REVISION: r:?g\ %
. & A
£3
“
ek

FAA FORM 8260-2 / AUG 2009 Page 1 of 2




LOFAL

UPDATED FIX USE

UPDATED PAT 1 MINIMUM HOLDING AND PATTERN SIZE FROM 6000 TO 5000

REMOVED NOTE FROM REMARKS "PAT 1, 2, 3, 4, NO ADJUSTMENT"

ADDED NOTE TO REMARKS "SEATTLE (FAC 1) AND PAINE (FAC 2) USED TO ESTABLISH FIX COORDINATES"
CHANGED HOLDING PAT 3 MINIMUM FROM 6G00 TO 5000

UPDATED PAT 3 HOLDING OBS
DEVELOPED BY: DATE: 09/13/2012 OFFICE: AJV-354 NAME: BRYAN BLUE
APPROVED BY: DATE: OFFICE: AJV-354 NAME: DEZ SILAGY!I
SIGNATURE:
DISTRIBUTION: NFDC
FPO: WST
ARTCC: ZSE
ATC FACILITY SEA APP CON
OTHE
al
G‘S}? Vo § é?\ P
A
o L
e’(}"F‘ [on ‘E“v
FAA FORM 8260-2 / AUG 2009 Page 2 of 2




RADIO FIX AND HOLDING DATA RECORD

NAME: SHIPZ STATE: WA COUNTRY: US

LATITUDE/LONGITUDE: 472130.94N/1222749 43W TYPE: WP

AIRSPACE DOCKET: ' FIX TYPE OF ACTION: MODIFY

FIX RESTRICTIONS:

SPECIAL RNAV (RNP) M RWY 34L, KSEA, SEATTLE, WA

HOLDING: ’ HOLDING TYPE OF ACTION: NO CHANGE

FIX USE: . ; '

USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY STATE
IAP RNAV (RNP) M RWY 34L KSEA SEATTLE WA (US)
IAP RNAV §RNP) Z RWY 34C KSEA SEATTLE WA (US
IAP RNAV RNP; Z RWY 34L KSEA SEATTLE WA (US
IAP RNAV (RNP) Z RWY 34R KSEA SEATTLE WA (US)
STAR MARNR (RNAV) KSEA SEATTLE WA (US)

REQUIRED CHARTING: STAR, |IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1 DATE OF REVISION‘: 03/07/2013

REASON FOR REVISION:

MOVED FiX 1,97 NM NORTH, NAME RETAINED PER ATC REQUEST FOR OPERATIONAL ADVANTAGE.

CHANGED SPECIAL FIX RESTRICTION TO RNAV (RNP) M RWY 34L VICE MARNR RNAV STAR.

g\l;VO(A:;F&DSg)E( L:?\E CONVERTED MARNR STAR FROM SPECIAL TO PUBLIC USE, ADDED RNAV (RNP) Z RWY'S 34L/C/R AND RNAV (RNP) M
ADDED IAP TO REQUIRED CHARTING.

DEVELOPED BY: DATE: 09/13/2012 OFFICE: AJV-354 NAME: DION LANCIA
APPROVED BY: DATE: OFFICE: AJV-354 NAME: DEZ SILAGY!I
SIGNATURE:

DISTRIBUTION: NFDC
FPO: WST
ARTCC: ZSE
ATC FACILITY: SEA APP CON
OTHER:

"QF%‘L!/J:‘
o4
%

0]

Qz’&seﬁ}

FAA FORM 8260-2 / AUG 2009 Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: SONDR : STATE: WA COUNTRY: US

LATITUDE/LONGITUDE: 470725.69N/1222056.30W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX RESTRICTIONS:

SPECIAL RNAV (RNP) M RWY 34L, KSEA, SEATTLE, WA

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

FIX USE: ~

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
IAP ILS OR LOC RWY 34C KSEA SEATTLE WA (US)
IAP ILS OR LOC RWY 34L KSEA SEATTLE WA (US)
IAP ILS OR LOC RWY 34R KSEA SEATTLE WA (US)
IAP :BS RWY 34C (SA CAT |, SA CAT KSEA SEATTLE WA (US)
IAP : “53 RWY 34L (SA CAT |, SA CAT KSEA SEATTLE WA (US)
IAP u_s RWY 34R (SA CAT |, SA CAT ‘ KSEA SEATTLE WA (US)
IAP RNAV (GPS) Y RWY 34C KSEA SEATTLE WA (us;
IAP RNAV (GPS) Y RWY 34L KSEA SEATTLE WA (US
IAP RNAV (GPS) Y RWY.34R KSEA SEATTLE ‘ WA (US)
IAP RNAV (RNP) M RWY 34L KSEA SEATTLE WA (US)
IAP RNAV (RNP) Z RWY 34C KSEA SEATTLE WA (US)
IAP RNAV (RNP) Z RWY 34L KSEA SEATTLE WA (US)
IAP RNAV (RNP) Z RWY 34R KSEA SEATTLE WA (US)
STAR HAWKZ (RNAV) -KSEA SEATTLE WA (US)

REQUIRED CHARTING: STAR, IAP, SPECIAL IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1 DATE OF REVISION: 03/07/2013

REASON FOR REVISION:

CHANGED SPECIAL FIX RESTRICTION. TO RNAV (RNP) M RWY 34L VICE MARNR RNAV STAR.

MOVED FIX 1.27 NM SOUTH AND UPDATED COORDINATES, NAME RETAINED PER ATC REQUEST - OPPERATIONAL ADVANTAGE.
UPDATED FIX USE, CONVERTED HAWKZ FROM SPECIAL TO PUBLIC USE.

DEVELOPED BY: DATE: 10/10/2012 OFFICE: AJV-354 NAME: DION LANCIA
APPROVED BY: DATE: OFFICE: AJV-354 NAME: DEZ SILAGYI
SIGNATURE:
DISTRIBUTION: NFDC
FPO: WST
ARTCC: ZSE

ATC FACILITY: SEA APP CON
OTHER:
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RADIO FIX AND HOLDING DATA RECORD

NAME: BAKMN | STATE: WA COUNTRY: US
LATITUDE/LONGITUDE: 471818.37N/1221909.14W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: ESTABLISH

FIX RESTRICTIONS:

SPECIAL RNAV {RNP) M RWY 34L, KSEA, SEATTLE, WA

REMARKS:
FIX NAME CHANGE FROM SOMDE.
FIX MOVED 9.12FT SOUTH FROM 471818.46N/1221909.14W FOR RF TURN ALIGNMENT WITH FINAL.

FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE

IAP RNAV (RNP) M RWY 34L KSEA SEATTLE WA (US)
IAP RNAV (RNP) Z RWY 34L KSEA SEATTLE . WA (US)

REQUIRED CHARTING: IAP

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: ORIG DATE OF REVISION: 03/07/2013
DEVELOPED BY: DATE: 01/02/2013 OFFICE: AJV-354 NAME: ROY CURRIE
APPROVED BY: DATE: OFFICE: AJV-354 NAME: DEBORAH COPELAND
SIGNATURE:
DISTRIBUTION: NFDC
FPO: WST
ARTCC: ZSE
ATC FACILITY: SEA ATCT
OTHER:
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TERMINAL AIRSPACE DATA REQUIREMENTS

CITY: SEATTLE STATE: WA
AIRPORT NAME: SEATTLE-TACOMA INTL | ID: KSEA
PROCEDURE: RNAV (RNP) M RWY 34L AMDT: 1
DOCKET #:

(96-AXX-X/Required/Not Required)

ALL DIST TO 1/100 NM; ELEV TO NEAREST FT; COORD TO 1/100 SEC; DEG TO 1/100 DG.

1. Distance from THLD to 1000’ point 3.42
(Enter THLD, FAF, ARP, FACILITY, as appropriate)
2. Width of FINAL segment at 1000' point 0.60
(Enter appropriate segment , final, intermediate, etc.)
3. True Course of FINAL segment containing 1000’ point 000.33
4. High Terrain in FINAL segment containing 1000’ point 499
5. Distance from THLD to 1500' point - 4.99
(If 1500' point in PT maneuvering area or holding pattern note in remarks)
6. Width of FINAL segment at 1500' point 0.60
7. True Course of FINAL segment containing 1500' point_000.33
8. High Terrain in FINAL segment containing 1500' point 499
9. Threshold Coordinates (if straight-in) ... 472625.92N ;/1221905.01W
10. ARP Coordinates ............ccoeeunn.. 472659.60N / 1221842.40W
11. Runway Approach End and distance furthest from ARP................. RWY 34R
Distance 1.13 NM
12. FAF Coordinates ........................ 472011.42N /1221908.18W

(Click to Select)

REMARKS: Approach/Drawing attached. SPECIAL




Min Intermediate Segment Alt (a):

LTP MSL Elevation (b):

TCH:

Glidepath Angle (©):

Distance from LTP to PFAF (D):

LTP/FTP Latitude:

LTP/FTP Longitude:

True RWY Bearing/True Course:

PFAF Latitude:

000" 00' 00.00"

PFAF Longitude:

000" 00" 00,00

Glidepath Angle:
Max Glidepath Angle:
PFAF Elevation:

LTP Elevation:

ACT:

Min Glidepath Angle

NA Below

NA Above

RWY 34L -
SEGMENT/S: SOMDE - JALON

Intermediate Segment Altitude:
LTP Elevatjon:

3000

356.3

Glidepath Angle:

TCH:

54.85

RNP Value:

0.15

AISA:

-22.135

Straight In Segrment

(Wingspan =<262) LTP to Origin:

2,553.63"

(Wingspan =<138) LTP to Origin:

Z.344. 1

OCS Slope Ratio:

20.94: 1

RF Turn Segment | Bank angle:

(Wingspan =<262) LTP to Origin:

NA

{Wingspan =<136) LTP to Origin:

MNA

OCS Slope Ratio:

NA

Glidepath Angle 3007
LTP MSL Elevation 356 30
TCH (ft) 5485
0OCS Slope 2024
OCS Origin Distance (ft) 2853 &3
(measurvd ulong-track from LTP)
SOV Obstacle Distance (ft) 40147.71
(measured ulong-track from LTP) .
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diaiivsbi g FLIGHT PROCEDURES STANDARDS WAIVER

FLIGHT STANDARDS USE ONLY

' CONTROL NO:

1.

Flight Procedure Identification:
SEATTLE-TACOMA INTL
Seattle, WA

RNAV (RNP) M RWY 34L

Waiver Required and Applicable Standard:
Waiver Required: To change Chart Note to: "USE OF AP PROVIDING RNAV TRACK GUIDANCE REQUIRED DURING SIMULTANEOUS
OPERATIONS".

Applicable Standard: FAAO 8260.19E, CHG 2, Para 8-54 m (7) (d)

Reason for Waiver (Justification for nonstandard treatment):
To add the requirement for flight crews to fly this procedure coupled to the autopilot for added situational awareness. This procedure is part of the
Greener Skies initiative and by adding this requirement, will introduce an extra element of safety to this procedure until the study is completed.

4.

Equivalent Level of Safety Provided:
‘Use of "autopilot coupled during simultaneous operations only" increases level of safety by providing extra situational awareness and workioad

reduction.

5. How Relocation or Additional Facilities Will Affect Waiver Requirement:

N/A-RNAV (RNP) PROCEDURE

6. Coordination With User Organizations (Specify):

AJV-354: - .
7. SUBMITTED BY
DATE: Office Identification: Title: | sianature:
p A .
11/09/2012 AJV-35 Gregory Yamamoto, Manager, -
Terminal Products Groun I

FAA FORM 8260 - 1/ July 2003 (computer generated)




8. CONTINUATION

Comments:
Approved
9. AFS ACTION Disapproved
Not Required
Comments:
Date: Reuting Symbol: Signature:






