CONTACT: PETE GETZ/LONNIE EVERHART-AVN-130 LEADS, 405.954.2079/ 405.954.4576.

Action: ask Type: Date Open: | Task #: Request #:
Flight Procedure Tracking Form FLIGHT CHECK IAP 03/09/2011 | 2011030931666102002 20110309316661
Procedure: RNAV (GPS) Y RWY 34R AMDT 2 Airport 1ID: Airport: SEATTLE-TACOMA INTL Reimbursable #:
KSEA
City: SEATTLE ST: WA GPS #: Estimated Chart Date: FICO #:
03/07/2013
Fac ID: Fac. Type: PV Specialist: BRYAN BLUE
— - Procedure Review 4 ’ \
.
Rec'd Rel'd Full Name Comments ‘
Lead: 08/17/2012 | 11/20/2012 | STEVEN SZUKALA
QA: 11/20/2012 11/20/2012 STEVEN SZUKALA
Liaison: | 11/20/2012 5?‘*(\‘\'\
Procedure Comments: ENROUTE |Remark Type: INFORMATION pLs /LT
SEATTLE, WA  SEATTLE-TACOMA INTL (KSEA) RNAV (GPS) Y RWY 34R, AMDT 2 (LPV) ENROUTE-NO FC:1.22.13 PUB: 3.7.13

ATTACHED FORMS: 8260-3; 8260-10; 8260-9; 8260-2(S): BUCKK-INT, REV 5; CIDUG-INT, REV 8; CNNTI-INT, REV 4; EBOCA, REV 2; KLEWS-INT, REV 1;
MGNUM-INT, REV 5; NEEAL-INT, REV 5; SONDR, REV 1; (INFO ONLY) DODVE, REV 5.

VN 8200-6 (05/26/2005)

Data as of:

11/20/2012 10:40:20AM




NE-

SEATTLE, WASHINGTON AL-582 (FAA)
WAAS Rwy Idg 11901
CH 42710 A:I;ZSC;?S THRE 347 RNAV (GPS] Y RWY 34R
W34D Apt Elev 433 SEATTLE-TACOMA INTL (SEA)
\ 14 MALSR .
DME/DME RNP-0.3 NA. For uncompensated Baro-VNAV systems, LNAV/VNAY MISSED APPROACH: Climb
NA below -8°C [18°F) or above 54°C {130°F). LNAY procedure NA during = | 103000 direct DODVE then
simultaneous operations. Use of FD or AP providing frack guidance required during @ H climb to 5000 on track 3_43" to
simultaneous operohons Simultaneous approach authorized with Rwy 34L. For M_GNL.JM and held, continue
inoperative MALSR, increase LNAV Cat C and D visibility to 1%. climb-in-hold to 5000.
SEATTLE TOWER
P CON GND CON CLNC DEL
1180 | 19365 27345 |  119.9 239.3 Ry 16C/34C, 16/34R 121.7 128.0
- . . 120.95 239.3 (Rwy 16R/34L) . .
MISSED APCH FIX 1 PROTOTYPE-NOT
SNM—wr §8 88 FOR NAVIGATION
s 3 oA
A2395 g4 17 39 1729 A
2 " MoNUM
2160 A N3149
DODVE ; 2040 3020 A 3504
¢ 3517
RW34R
A 574 * 2200
CNNTI L4140
22.NM 1o
RW34R
(FAF)
BUCKK o 3570
[) =
§§§8
- o 3921
W34R 3
c_,P*Q‘ 54/47 5000 3981A 4382
7 o) 343° (3.4) .
5000 nobh (360°T) 4329
013° (3.1 )
& (360°T)
(IAF)
SONDR = EEV 433 | [THRE 347
™ a
4000 § :3) \'2 § m
5000 -
Procedure NA for arrivals at 028° (4.2) (IAF)

CIDUG on V485 southbound.

(045°T) }/ EBOCA
CIDUG

BUCKK: 4719.729N/12218.536W
CIDUG: 4700.468N/12222.964W

3000 | DODVE | 5000 |MGNUM|VGSI and RNAV glidepath not coincident CNNTI: 4723.672N/12218.502wW
<} ¢ [VGS| Angle 2.75/TCH 82). DODVE: 4729.927N/12218.447W
o KLEWS NEEAL :
ksl e | e s s e
LNAVonly | 343°— 5000 : . .
1.5NMio 22 NM1o 2400 QUUWU .
W3R RWIAR. Zid ;‘ 5000 MGINUM: 4738.856N/12218.562W
Y T =_2200 || Gs 2750 | NEEAL 4710.142N/12218.619W
1040 == TEHE0 | SONDR: 4707.428N/12220.938W
le-1.5 NM~]=07 NM—~{~3.9 NM 6.2 NM 3.4 NM RW34R: 4725.870N/12218.482W
CATEGORY A | B | ¢ | D
PV DA 547/24 200 (200-%)
LNAV/ 1 }
VNAv DA 890-1)2 543 {500-1%) 343° 1o
T | RW34R ™
LNAY MDA 840/24 493 (500-)2) 840/50 493 {500-1)
100017 T000-2 HIRL all Rwys
CIRCLING 1000-1 567 {600-1) 567 (600-1) | 567 (600-2) TDZ/CL Rwys 16L, 16C, 16R and 34R
SEl:TT;EIH\gASH'NGTON SEATTLE-TACOMA INTL (SEA)
Amdt

arrnvzz1ow RNAV (GPS) Y RWY 34R



RNAV - STANDARD
US DEPARTMENT OF TRANSPORTATION

FEDERAL AVIATION ADMINISTRATION TITLE 14 CFR PART 97.33

INSTRUMENT APPROACH PROCEDURE

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, except
HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. Ceillings are infeet
above airport elevation. Distances are in nautical miles unless otherwise indicated, except visibilities which
are in statute miles or in feet RVR.

TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE tnx:v %\NAV oA
cIDUG EBOCA (FB) 027.92/4.15 5000 LNAV: RW34R
SONDR (IAF) NEEAL (FB) 013.23/3.14 5000
CLIMB TO 3000 DIRECT DODVE THEN CLIMB TO 5000 ON TRACK
EBOCA (IAF) NEEAL (FB) 343.3476.74 5000 gggbso TO MGNUM AND HOLD, CONTINUE CLIMB-IN-HOLD TO
NEEAL (IF) KLEWS (FB) 343.3413.43 5000 '
KLEWS BUCKK (FB) 343.3416.17 2200
BUCKK (FAF) CNNTI/2.20 NM TO RW34R 343.3413.94
(FB) ADDITIONAL FLIGHT DATA:
HOLD N, RT, 163.04 INBOUND.
(SEE FORM 8260-10) CHART FAS OBST: 574 TREE 472439N/1221742W
DISTANCE TO THLD FROM 200 HATH: 0.48 NM.
CHART VDP AT 1.48 MILES TO RW34R*
*LNAV ONLY.
REFERENCE PATH i‘.§73334n
1. PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (IAF) R RN T
2. PROFILE STARTS AT NEEAL CHART AT/ABOVE sooo AT SONDR
3. FAC: 34334 FAF: BUCKK DIST FAF TO MAP: 614 THLD: 614 |LTPHAE:828M
4. MIN. ALT: NEEAL 5000, KLEWS 5000, BUCKK 2200, CNNTI/2.20 NM TO RW34R 1040*
5. DIST TO THLD FROM OM: MM: M: 150 HAT: 100 HAT: GS ANT:
6. MIN GS INCPT: 2200 GSALT AT:BUCKK 2200 OM: MM: M:
7. GSANGLE: 275 TCH:59.7  34:11S CLEAR
8. MSA FROM: RW34R 6400 MAG VAR: 17E EPOCH YEAR: 2010
MINIMUMS
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE:NA | | STANDARD
CATEGORY =====> A B [ D E
DH/MDA | VIS |HAT/HAA|DH/MDA | VIS |HAT/HAA[DH/MDA | wvIS |[HAT/HAA|DH/MDA | VIS |HAT/HAA|DH/MDA | VIS |HAT/HAA
LPV DA 547 2400 200 547 2400 200 547 2400 200 547 2400 200
LNAV/VNAV DA 890 1412 543 890 1172 543 890 1112 543 890 1112 543
LNAV MDA 840 2400 493 840 2400 493 840 5000 493 840 5000 493
CIRCLING 1000 1 567 1000 1 567 1000 1172 567 1000 2 567
NOTES:
CHART NOTE: DME/DME RNP-0.3 NA. whls,
CHART PROFILE NOTE: VGSI AND RNAV GLIDEPATH NOT COINCIDENT. & e
CHART NOTE: FOR UNCOMPENSATED BARO-VNAV SYSTEMS, LNAV/VNAV NA BELOW -8C (18F) OR ABOVE 54C (130F) ~ - 4 o
CHART NOTE: LNAV PROCEDURE NA DURING SIMULTANEOUS OPERATIONS. ‘«,z@@gg,
(SEE FORM 8260-10)
CITY AND STATE , ELEVATION: 433 THRE: 347 FACILITY PROCEDURE NO./JAMDT NOJEFFECTIVE DATE:  |SUP: AR
* SEATTLE, WA AIRPORT NAME: IDENI;rrIﬂ\E;'R: RNAV (GPS) Y RWY 34R, AMDT 2 AMDT: 1B
SEATTLE-TACOMA INTL DATED  05/07/2009

FAA FORM 8260 - 3 / April 2006 (computer generated)

PAGE 1 OF 6 PAGES




ALLAFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE

|:| YES NO ROUTINE
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

] [X] [X] [X]]  zsE sEA APCH, SEA ATCT, AMGR, WA AERO

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY
NAME: ’ FIFO DATE:
BRYAN BLUE AJV-354 11/07/2012
APPROVED BY
NAME: " FIFO DATE:
DEZ SILAGY1 MANAGER AJV-354
CHANGES:

1. FINAL LENGTH CHANGE FROM 6.03 TO 6.14
2. CHANGED CHART NOTE FROM "FOR UNCOMPENSATED BARO-VNAV SYSTEMS, LNAV/VNAV NA BELOW -15C (5F) OR ABOVE 54C (130F)" TO "FOR UNCOMPENSATED BARO-VNAV
SYSTEMS, LNAV/VNAV NA BELOW -8C (18F) OR ABOVE 54C (130F)
3. ADDED STEPDOWN FOR LNAV FINAL
4. ADDED NOTES: "SIMULTANEOUS APPROACH AUTHORIZED WITH RWY 34L"; "LNAV PROCEDURE NA DURING
SIMULTANEOUS OPERATIONS"; AND "USE OF FD OR AP PROVIDING RNAV TRACK GUIDANCE REQUIRED DURING
SIMULTANEOUS OPERATIONS™.
5. ADDED INITIAL SEGMENT FROM SONDR
6. CHANGED INTERMEDIATE STEPDOWN TO FAF DISTANCE FROM 5.85 TO 6.17
7. CHANGED INTERMEDIATE TO INTERMEDIATE STEPDOWN FROM 3.17 TO 3.43
8. CHANGED MISSED APPROACH FROM "CLIMB DIRECT DODVE TO CROSS DODVE AT OR BELOW 2000, THEN CLIMB TO 5000 VIA TRACK 342 TO MGNUM AND HOLD, CONTINUE
CLIMB-IN-HOLD TO 5000" TO "CLIMB TO 3000 DIRECT DODVE, THEN CLIMB TO 5000 ON TRACK 343 TO MGNUM AND HOLD, CONTINUE CLIMB-IN-HOLD TO 5000
9. LNAV/VNAV MINIMUMS CHANGED FROM ALL CATS 869-1 1/2 (497) TO 867-1 1/2 (543)
;l)E.ELl;;I DA CHANGED FROM 622/23 (250) TO 547/18 (200)
60-10

REASONS:

1, 16, 17. PFAF MOVED PER RNP FORMULA

2. AVERAGE COLD TEMP -8C USED.

3, 9,10, 11 12. PER FPT CHECKLIST

4. FOR SIMULTANEOUS OPERATIONS USE, REQUESTED BY FPT/ATC.

5. REQUESTED FOR USE WITH NEW STAR

6, 7. INITIAL, INTERMEDIATE, AND INTERMEDIATE STEPDOWN FIX ALTITUDES AND LOCATIONS PER ATC REQUEST FOR
SEPARATION AND AIRSPACE PURPOSES.

8, 15. PER FPT CHECKLIST AND ATC

13, 14. IAPA AND MAP STUDY

18. 8260.19D PAR 805 CHP 8

SEE 8260-10 P
s




US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
RNAV - STANDARD Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,

INSTRUMENT APPROACH PROCEDURE - TITLE 14 CFR PART 97.33 except visibilities which are in statute miles or in feet RVR.
TERMINAL ROUTES, (CONT.): ’
FROM TO COURSE AND DISTANCE ALTITUDE
CNNTI/2.20 NM TO RW34R RW34R (MAP) (FO) 343.34/2.20
RW34R (MAP) 547 MSL 343.34
547 MSL DODVE (FB) 3000
DODVE MGNUM (FO) 342.50/8.93 5000

NOTES, (CONT.):
CHART NOTE: USE OF FD OR AP PROVIDING RNAV TRACK GUIDANCE REQUIRED DURING SIMULTANEOUS OPERATIONS.

CHART NOTE: SIMULTANEOUS APPROACH AUTHORIZED WITH RWY 34L
CHART NOTE: FOR INOPERATIVE MALSR, INCREASE LNAV INCREASE CAT C AND D VISIBILITY TO 1 3/8.
CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVALS AT CIDUG ON V485 SOUTHBOUND

f»fbé&"i/’;:&

&
b oa
el

CITY AND STATE ELEVATION: 433 THRE: 347 ~ |FACILITY = | PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: syp: RNAV (513) RwWY
SEATTLE, WA AIRPORT NAME: IDENTIFIER: RNAV (GPS) Y RWY 34R, AMDT 2 -
RNAV AMDT:

SEATTLE-TACOMA INTL DATED: 05/07/2009

FAA FORM 8260-10 / April 2006 (Computer Generated) PAGE 2 OF 6 PAGES




[ ] ves [ ] No

ALL AFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE

COORDINATED WITH: .
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

I I A e A B ]

FLIGHT CHECKED BY

11. LNAV MDA CHANGED FROM CAT A AND B 900/24 (528) TO 840/24 (493) AND CAT C 900/50 (528) TO

840/50 (493) AND CAT D 900/60 (528) TO 840/50 (493) 12. CICRCLING MDA CHANGED FROM CAT A AND B

1000-1 (567) TO 1000-1 (568), CAT C 1000- 1 1/2 (567) TO 1000-1 5/8 (568) AND CAT D 1000-2 (567)

TO 1000-2 {568) 13. INITIAL ROUTE EBOCA TO NEEAL CHANGED FROM 343.34/7.43 TO 343.34/6.74 14.

FEEDER ROUTE CHANGED FROM “CIDUG TO EBOCA 027.92/4.15 TO 027.92/4.15 15. ADDED ADDITIONAL FLIGHT
DATA NOTE "CROSS SONDR AT OR ABOVE 6000" 16. VDP CHANGED FROM "1.61 MILES TO RW34R" TO "1.48 NM
TO RW34R" 17. CHANGED INOPERATIVE MALSR NOTE TO FOR INOPERATIVE MALSR, INCREASE LNAV INCREASE
CAT C AND D VISIBILITY TO 1 3/818. CHANGE CHART PLANVIEW NOTE FROM "PROCEDURE NA FOR ARRIVALS AT
CIDUG VIA V495 SOUTHBOUND" TO "PROCEDURE NA FOR ARRIVALS AT CIDUG ON v485 SOUTHBOUND"”

NAME: FIFO DATE:
DEVELOPED BY

NAME: : FIFO DATE:
APPROVED BY

NAME: FIFO DATE:

CHANGES:

CHANGES CONT.

REASONS:
REASONS CONT.




Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

RNAV STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICE - FAR PART 97.33

FAS DATA BLOCK INFORMATION

DATA FIELD DATA
OPERATION TYPE 0
SBAS SERVICE PROVIDER IDENTIFIER 0
AIRPORT IDENTIFIER KSEA
RUNWAY RW34R
APPROACH PERFORMANCE DESIGNATOR 0
ROUTE INDICATOR Y
REFERENCE PATH DATA SELECTOR 0
REFERENCE PATH IDENTIFIER (APPROACH ID) W34D
LTP/FTP LATITUDE 472552.2165N
LTP/FTP LONGITUDE 1221828.9440W
LTP/FTP ELLIPSOIDAL HEIGHT +00828
FPAP LATITUDE 472749.6635N
FPAP LONGITUDE 1221827.9040W
THRESHOLD CROSSING HEIGHT (TCH) 00059.7
TCH UNITS SELECTOR (METERS OR FEET USED) F
GLIDEPATH ANGLE (GPA) 02.75
COURSE WIDTH AT THRESHOLD 106.75
LENGTH OFFSET 0000
HORIZONTAL ALERT LIMIT (HAL) 40.0
VERTICAL ALERT LIMIT (VAL) 35.0
CRC REMAINDER 7DC4AEAD
ADDITIONAL PATH POINT RECORD INFORMATION
ICAO CODE K1
LTP ORTHOMETRIC HEIGHT +01057
FPAP ORTHOMETRIC HEIGHT +01057
Qggh f;é_g,
& a o
Cuecty
CITY AND STATE ELEVATION: 433 THRE: 347 FACILITY PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: syp: RNAV (364%3) RWY
SEATTLE, WA AIRPORT NAME: IDENTIFIER: RNAV (GPS) Y RWY 34R, AMDT 2
RNAV AMDT: 1B
SEATTLE-TACOMA INTL DATED: 05/07/2009

FAA FORM 8260-10/ April 2006 (Computer Generated)

PAGE 3 OF 6 PAGES




ALLAFFECTED PROCEDURES REVIEWED?

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

[ ] Yes [ ] no
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)
[ 1] [ ] [ 1] [ ] [ 1] []

FLIGHT CHECKED BY

NAME: FIFO DATE.
DEVELOPED BY

NAME: FIFO DATE.
APPROVED BY

NAME: FIFO DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
—&NMM&D INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-18 - RNAV (GPS)

1 2 3 4 5 6 7 8 S 0 1 2 3
WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAEAENRT BUCKK K10 C N47194374W122183216 E0165 NAR BUCKK
SUSAEAENRT CIDUG K10 C L N47002809W122225783 EQ165 NAR CIDUG
SUSAEAENRT CNNTI K10 o] N47234029W122183009 E0165 NAR CNNTI
SUSAEAENRT DODVE K10 W N47295559W122182680 E0l66 NAR DODVE
SUSAEAENRT EBOCA K10 W N47032429W122184065 E0165 NAR EBOCA
SUSAEAENRT KLEWS K10 C N47133393W122183537 EO1l65 NAR KLEWS
SUSAEAENRT MGNUM K10 C N47385133W122183374 EOlé66 NAR MGNUM
SUSAEAENRT NEEAL K10 C N47100851W122183715 E0165 NAR NEEAL
SUSAEAENRT SONDR K10 W N47072569W122205630 EO165 NAR SONDR
1 2 3 4 5 6 7 8 9 ] 1 2 3

AIRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KSEAKLASEA 0 119YHN47265960W122184240E017000433 1800018000C MNAR SEATTLE-TACOMA INTL

1 2 3 4 5 6 7 8 9 0 1 2 3

SEGMENT 123456789012345678901234567890123456789012345678901234567830123456789012345678901234567890123456785012345678901234567890123456789012

SUSAP KSEAKLFR34RY ACIDUG 010CIDUGK1EAOE IF ‘ 18000 A Js
SUSAP KSEAKLFR34RY ACIDUG 020EBOCAKIEAOE A 020TF 02790042  + 05000 A Js
SUSAP KSEAKLFR34RY ACIDUG 030NEEALK1EAOEE B 010TF 34330067  + 05000 A Js
SUSAP KSEAKIFR34RY ASONDR 010SONDRKIFAOE A  IF + 06000 18000 A Js
SUSAP KSEAKLFR34RY ASONDR 020NEEALK1EAOEE B 010TF 01320031  + 05000 A Js
SUSAP KSEAKIFR34RY R 010NEEALKIEAOE I  IF + 05000 18000 A Js
SUSAP KSEAK1FR34RY R 011KLEWSKIEAOE S 051TF 34330034  + 05000 A Js
SUSAP KSEAKIFR34RY R 020BUCKKK1EA1E F 051TF 34330062 + 02200 RW34R K1PGA JS
SUSAP KSEAK1FR34RY R 02 0BUCKKK1EA2WALPV ALNAV/VNAV ALNAV Js
SUSAP KSEAK1FR34RY R 021CNNTIK1EAOE § O031TF 34330039  V 0104001049 -275 a Js
SUSAP KSEAKLFR34RY R 030RW34RK1PGOGY M 031TF 34330022 00407 -275 a Js
SUSAP KSEAK1FR34RY R 040 Y ca 3433 + 00547 A JS
SUSAP KSEAKLFR34RY R 050DODVEK1EAOE DF + 03000 A Js
SUSAP KSEAKIFR34RY R 060MGNUMK1EAOEY  010TF 3425 + 05000 A Js
SUSAP KSEAK1FR34RY R 070MGNUMK1EAOEE R  HM 16300050  + 05000 A Js
1 2 3 4 5 6 7 8 5 0 1 2 3
RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KSEAKIGRW34R 0119013433 N47255222W122182894+0700  +00828003470000601501
1 2 3 4 5 6 7 8 s 0 1 2 s
PP 123456769012345678901234567890123456789012345676901234567890123456769012345678901234567890123456789012345678901234567890123456789018 -
& Ao
Mot
CITY AND STATE ELEVATION: 433 , THRE: 347 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: SUP: R
SEATTLE, WA AIRPORT NAME: : IDENTIFIER: RNAV (GPS) Y RWY 34R, AMDT 2 34
SEATTLE-TACOMA INTL AMDT: 1B
RNAV
DATED: 05/07/2009

FAA FORM 8260 - 10/ April 2006 (Computer Generated) Page 4 of 6 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
-ATA AAT ALPA APA

[ I R N I

AOPA NBAA OTHER (specify)

[ L1 .

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
_M\_/_(G_ESMANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.
SUSAP KSEAK1PR34RY RW34R001Y0000W34DON4725522165W12218289440+008280275N4727496635W12218279040106750000000537F4003507DC4AEAD
SUSAP KSEAK1PR34RY RW34R002E +01057+01057LPV 42710
1 2 3 4 5 6 7 8 ] 0 1 2 3
MSA 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567820123456789012345678901234567890123456789012
SUSAP KSEAK1SRW34RK1PG 0 18018006425 M
CITY AND STATE ELEVATION: 433 THRE: 347 - FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: SUP:
SEATTLE, WA AIRPORT NAME: ) IDENTIFIER: RNAV (GPS) Y RWY 34R, AMDT 2 '
SEATTLE-TACOMA INTL AMDT: 1B
RNAV .
DATED:  05/07/2009

FAA FORM 8260 - 10/ April 2006 (Computer Generated) Page 5 of 6 Pages



ALL AFFECTED PROCEDURES REVIEWED?

[] ves ] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

L O 0O O

AOPA NBAA OTHER (specify)

1 L]

FLIGHT CHECKED BY
NAME: FIFO DATE:
DEVELOPED BY
NAME: NFPG DATE:
APPROVED BY
NAME: NFPG DATE:
CHANGCES:

REASONS:




‘ U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
w INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.
ARINC SUMMARY - 424-18 - RNAV (GPS)
ROUTES TRANSITION FPIX SEQ USE PATH TURN FO/FR RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
CIDUG CIDUG 010 IF FB .
CIDUG EBOCA 020 IAF TF FB 2.0 027.9(044.9T) 004.2 AA 05000
CIDUG NEEAL 030 TF FB 1.0 343.3(000.3T) 006.7 AA 05000
SONDR SONDR 010 IAFR IF FB AR 06000
SONDR NEEAL 020 TF FB 1.0 013.2(030.2T) 003.1 AA 05000
NEEAL 010 FACF IF FB AA 05000
KLEWS 011 SDF TF FB 0.5 343.3(000.3T) 003.4 AA 05000
BUCKK 020 FAF TF FB 0.5 343.3(000.3T) 006.2 AR 02200
CNNTI 021 SDF TF FB 0.3 343.3(000.3T) 003.9 AA 01040 GS 01049
RW34R 030 MAP TF FO 0.3 343.3(000.3T) 002.2 AT 00407
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
040 CA FB 343.3(000.3T) AA 00547
DODVE 050 DF FB AA 03000
MGNUM 060 TF FO i.0 342.5(359.5T) AA 05000
MGNUM 070 HM R FO 163.0(180.0T) 005.0 AA 05000
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
BUCKK N471943.74 ' W1221832.16 N4719.729 W12218.536
CIDUG N470028.0° W1222257.83 N4700.468 W12222.964
CNNTI N472340.29 W1221830.09 N4723.672 W12218.502
DODVE N472955.59 W1221826.80 N4729.927 W12218.447
EBOCA N470324.29 W1221840.65 N4703.405 W12218.678
KLEWS N471333.93 W1221835.37 N4713.566 W12218.590
MGNUM N473851.33 W1221833.74 N4738.856 Wi2218.562
NEEAL N471008.51 W1221837.15 N4710.142 W1i2218.619
- SONDR N470725.69 W1222056.30 N4707.428 W12220.938
RW34R ‘N472552.22 W1221828.94 N4725.870 W12218.482
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RW34R 00347 60
CITY AND STATE ELEVATION: 433 THRE: 347 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: SUP:
SEATTLE, WA AIRPORT NAME: ’ IDENTIFIER: RNAV (GPS) Y RWY 34R, AMDT 2
SEATTLE-TACOMA INTL AMDT: 18
RNAV
DATED:  05/07/2009

FAA FORM 8260 -10/ April 2006 (Computer Generated) Page 6 of 6 Pages



ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

CQOORDINATED WITH:
ATA AAT ALPA APA

i N o N o I

AOPA NBAA OTHER (specify)

[ 1] [

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
PART - A OBSTRUCTION DATA
1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES ELEV. MSL| ROC ALT. ADJUSTMENTS MIN. ALT.
FEEDER CIDUG EBOCA 1. AAO 470142.00N/1221751.00W | 1172 (4E) 2000 |AT1828 5000
2. TERRAIN 470142.00N/1221751.00W [972 (1000) AS1500 2500
INITIAL SONDR NEEAL 3. AAO 470906.00N/1221718.00W |689 (4E) 1000 |[AT3311 5000
4. TERRAIN 470906.00N/1221718.00W |589 (600) AS1500 2100
INITIAL EBOCA NEEAL 5. AAO 470157.00N/1221715.00W [1136 (4E) 1000 [AT2864 5000
6. TERRAIN 470157.00N/1221715.00W |935 (900) AS1500 2400
INTERMEDIATE NEEAL KLEWS 7. AAO 471257.00N/1221554.00W | 722 (4E) 500 |[Ac98 AT3680 5000
8. TERRAIN 471257.00N/1221554.00W |522 (500) AS1500 2000
INTERMEDIATE: KLEWS BUCKK 7. AAO 471257.00N/1221554.00W | 722 (4E) 500 [AC98 AT880 2200
STEPDOWN |9: TERRAIN 471554.00N/1221554,00W | 522 (500) AS1500 2000
FINAL: LPV BUCKK W34R ASC 547/200
FINAL: LNAV/VNAV BUCKK RW34R 10. TREE 472439.33N/1221742.35W |574 (2C) 24.67:1 [AC20 890/543
FINAL: LNAV BUCKK CNNTI2.20 NMTO {11. AAO 472047.16N/1221814.07W [739 (2C) 250 |AS43 XL8 1040
RW34R
2. PROCEDURE TURN NA
DA /DA /RW34R MGNUM , ASC 5000
iP“SESEgH 12. TOWER (53-000500) [473656.35N/1221830.45W | 1092 (4D) 1000 2100
381/729/740 13. TERRAIN 473754.00N/1222115.00W | 466 (500) AS1500 2000
4. CIRCLING AREA HT. ABV. ARPT.
CATEGORY A ~[.350 567 14. TWR (53-001394) | 472720.55N/1221805.18W [696 (1A) 300 1000
CATEGORY B | 450 3 567 14. TWR (53-001394) | 472720.55N/1221805.18W 1696 (1A) 300 1000
CATEGORY C S| 450 |2 567 14. TWR (53-001394) | 472720.55N/1221805.18W [696 (1A) 300 1000
CATEGORY D Gl =50 |12 567 14. TWR (53-001394) | 472720.55N/1221805.18W [696 (1A) 300 1000
CATEGORY E X550 {
5. MINIMUM SAFE ALTITUDES : PRIMARY NAVAID: RW34R W7
SECTOR OBSTRUCTION BRG/DIST  |ELEVATION (MSL) MSA SECTOR OBSTRUCTION BRG/DIST ELEVATON MSL)] M SA
360-360 076/ 28.1 5362 (6A) 6400 ' A £
Ll
CITY AND STATE ELEVATION: 433 FACILITY PROCEDURE AND AMENDMENT NO: |REGION
SEATTLE, WA AIRPORT NAME: RNAV RNAV (GPS) Y RWY 34R, AMDT 2 ANM
SEATTLE-TACOMA INTL

FAA Form 8260 - 9/ April 2006 (Computer Generated)
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PART B - SUPPLEMENTAL DATA

1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIMETER SETTING
ZSE ARTCC NWS |OTHER: SOURCE:KSEA
S A EoN ASOS DISTANCE:
FAA HOURS REMOTE OPERATION:
SATISFACTORY ON: AlC
xJVHF [xJuHF | [HF [LOCATION: KSEA ADJUSTMENT: 0
A PRIMARY NAVAID:
MONITOR |MONITOR POINT.
sTaTUS | HRS | CATT
OPTN:| CAT 3
X ALSF-2 16C, 16L, 16R
(S) SALS
X MALSR 34L, 34C, 34R
5. X HIRL 16C, 16L, 34L, 16R, 34C, 34R
APPROACH IRL
& RUNWAY -
LIGHTING X TDZ 16C, 16L, 16R, 34R
X C/L 16C, 16L, 34L, 16R, 34C, 34R
X |OTHER (SPECIFY)
PAPI-4R 16R PAPI-4L 16C, 16L, 34L, 34C, 34R
6. RUNWAY  [BASIC
MARKINGS [|ALLWEATHER  PIR-G 16C, 16L, 34L, 16R, 34C, 34R
INSTRUMENT
7. RUNWAY APPROACH 16C, 16L, 34L, 16R, 34C, 34R
VISUAL MIDFIELD 16C, 16L, 34L, 16R, 34C, 34R
RANGE ROLL OUT 16C, 161, 34L, 16R, 34C, 34R
8. GLIDE GP ANGLE: 2.75 ELEV RWY THRESHOLD: 346.8
PATH DISTANCE FROM RWY: ELEV GP ANTENNA:
THRESHOLD CROSSING HEIGHT: 59.7
9. FINAL APPROACH X |RUNWAY THRESHOLD FT. FROM THRESHOLD
COURSE AIMING X |ON CENTERLINE FT. FROM CENTERLINE

10. WAIVERS: NONE

PART D - PREPARED BY:
BRYAN BLUE

DATE:
11/07/2012

TITLE:
AERONAUTICAL INFORMATION SPECIALIST

OFFICE:
AJV-354

PART C - REMARKS:
PRECIPITOUS TERRAIN EVALUATION COMPLETED.

VGSI DATA: 2.75/83.4
KSEA ASOS ON SERVICE A/24HRS

BACKUP ALTIMETER SOURCE NOT REQUIRED DUE TO REDUNDANT
LOCAL SOURCES.

SEE ATTACHED AIRSPACE LETTER.

PROCEDURE CONNECTED TO RNAV STARS, RADAR REQUIRED NOTE
PER ATC REQUEST

USED AFS SPREADSHEET FOR BARO-VNAV HIGH TEMP 54C (130F)

TAA NOT DEVELOPED PER ATC REQUEST
ISA DEVIATION: -22.14 (-7.86)

LPV:
SURFACE 34:1
LNAV/VNAY SURFACE 24.67: 1

100FT VEGETATION USED

INITIAL, INTERMEDIATE, AND INTERMEDIATE STEPDOWN FIX
ALTITUDES AND LOCATIONS PER ATC REQUEST FOR
SEPARATION ND AIRSPACE PURPOSES.

AVG COLD TEMP: -8 C (17.6 F)
AVERAGE COLD TEMPERATURE BASED ON 5 YEAR HISTORY
(2007-2011).

SONDR PROCEDURE ENTRY CONNECTS TO HAWKZ (RNAV) STAR
USED 8260.54A L-V PFAF FORMULA TO ESTABLISH LOCATIONS

OF FIXES ON FINAL APPROACH COURSE; PUBLISHED ILS
PROCEDURES TO RWY 34L SHARE THESE FIXES.




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
PART - A OBSTRUCTION DATA
1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES | ELEV. MSU RoC ALT ADJUSTMENTS | MIN.ALT
FINAL: LNAV STEPDOWN CNNTI/2.20 NM TO RW34R 10. TREE 472439.33N/1221742.35W | 574 (2C) 250 840
- RW34R ’
MAP:
3. MISSED
APPROACH e
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT.
CATEGORY A 13NM__| ] 350
CATEGORY B 1.5NM__| W[ 450 |2
CATEGORY C 1.7NM |5 450 |2
CATEGORY D 2.3NM |G 550 |2 Nz
CATEGORY E 45NM_ |¥[ 550 3 L A
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID: - oty
SECTOR OBSTRUCTION | BRG/DIST __ |ELEVATION (MiSL) MSA SECTOR OBSTRUCTION| BRG/DIST __ |[ELEVATION (MSD)| - HFSA
CITY AND STATE ELEVATION: 433 FACILITY PROCEDURE AND AMENDMENT NO: | REGION
SEATTLE, WA AIRPORT NAME: RNAV RNAV (GPS) Y RWY 34R, AMDT 2 ANM
SEATTLE-TACOMA INTL

FAA Form 8260 - 9 / April 2006 (Computer Generated)
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PART B - SUPPLEMENTAL DATA

1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIMETER SETTING
NW S |OTHER: SOURCE:!
DISTANCE:
FAA HOURS REMOTE OPERATION:
SATISFACTORY ON: AIC
[VHF UHF | [HF LOCATION: ADJUSTMENT.
) PRIMARY NAVAID:
MONITOR | -MONITOR POINT.
sTaTUS | HRS | CATT
OPTN:[ CAT 3
ALS
(S) SALS
MALS
5. HIRL
APPRSV":*I?; MIRL
%_lfé;%TlNG REIL
TDZ
C/LINE
OTHER (SPECIFY)
6. RUNWAY  |BASIC
MARKINGS LALL WEATHER
INSTRUMENT
7. RUNWAY  |APPROACH
VISUAL MIDFIELD
RANGE ROLL OUT
8. GLIDE GP ANGLE: ELEV RWY THRESHOLD:
PATH DISTANCE FROM RWY: ELEV GP ANTENNA:
THRESHOLD CROSSING HEIGHT:
9. FINAL APPROACH RUNWAY THRESHOLD FT. FROM THRESHOLD

COURSE AIMING

ON CENTERLINE

FT. FROM CENTERLINE

10. WAIVERS:

PART D - PREPARED BY:

DATE:

TITLE:

OFFICE:

PART C - REMARKS:




RADIO FIX AND HOLDING DATA RECORD

NAME: BUCKK ‘ STATE: WA COUNTRY: US

LATITUDE/LLONGITUDE: 471943.74N/1221832.16W TYPE: WP, RADAR, DME
AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE
BRG BRG

1 SEATTLE I-SEA LOC/DME 163.34 180.34

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

REMARKS:
DME ANTENNA COORDINATES: 472603.60N/1221822.68W
8260.54A FORMULA 1-16B APPLIED (IPDS & IAPA)

FIX USE:

USE TYPE USE TITLE FAC PAT  AIRPORT IDENT CITY

(AP ILS OR LOC RWY 34R KSEA SEATTLE

IAP ILS RWY 34R (SA CAT |, SA CAT 1 KSEA SEATTLE
1)

IAP RNAV (GPS) Y BWY 34R KSEA SEATTLE

IAP RNAV (RNP) Z RWY 34R KSEA SEATTLE

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: 5 DATE OF REVISION: 03/07/2013

REASON FOR REVISION:

UPDATED FIX USE

FIX MOVED 670.76 FT SOUTH PER .54A

ADDED REMARKS NOTE "8260.54A FORMULA 1-16B APPLIED (IPDS & IAPA)
REMOVED REMARKS NOTE "USED RNP PFAF FORMULA"

UPDATED FAC 1 DME DISTANCE FROM 6.22 TO 6.34

UPDATED FAC 1 DISTANCE FROM FAC NM 8.18 AND 49702FT

REMOVED FAC 2

UPDATED FAC 1 DISTANCE FROM FAC

DME

6.34 .

DIST FROM FAC

NM
8.18

DEVELOPED BY: DATE: 09/12/2012 OFFICE: AJV-354 NAME: BRYAN BLUE

APPROVED BY: DATE: OFFICE: AJV-354 NAME: DEZ SILAGYI

SIGNATURE:

DISTRIBUTION: NFDC
FPO: WST
ARTCC: ZSE
ATC FACILITY: SEA APP CON
OTHER:

FEET
49702

MRA  MAA
2200 5000

STATE
WA (US)
WA (US)

WA (US)
WA (US)

iygb?&f
w b @’

Cel”

FAA FORM 8260-2 / AUG 2009
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RADIO FIX AND HOLDING DATA RECORD

NAME: CIDUG STATE: WA COUNTRY: US
LATITUDE/LONGITUDE: 470028.09N/1222257.83W TYPE: WP, INT, DME
AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY
FIX MAKE-UP FACILITIES:
FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA = MAA
BRG BRG NM  FEET
1 SEATTLE . SEA VORTAC H 167.67 18667 2584 2584 5000 17500
2 MCCHORD : TCM VORTAC T 13370 15570  9.21 9.21 5000 17500
EXPANDED SERVICE VOLUME (ESV):
FAC IDENT FAC TYPE RADIAL/BEARING DISTANCE MIN ALTITUDE MAX ALTITUDE
TCM VORTAC R-134 10 12200 17500
HOLDING: HOLDING TYPE OF ACTION: NO CHANGE
REMARKS:
SEATTLE (FAC 1) AND MCCHORD (FAC 2) USED TO ESTABLISH FIX COORDINATES
FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
EN ROUTE V495 1,2 (US)
IAP RNAV (GPS)-A KS50 AUBURN WA (US)
IAP ILS OR LOC RWY 34C 1 KSEA SEATTLE WA (US)
IAP ILS OR LOC RWY 34L 1 KSEA SEATTLE WA (US)
IAP ILS OR LOC RWY 34R 1 KSEA SEATTLE WA (US)
IAP :ISS RWY 34C (SA CAT |, SA CAT1 KSEA SEATTLE WA (US)
I
IAP I:SS RWY 34L (SA CAT I, SA CAT 1 KSEA SEATTLE WA (US)
|
IAP I'S RWY 34R (SA CAT I, CATII) 1 KSEA SEATTLE WA (US)
IAP RNAV (GPS) Y RWY 34C KSEA SEATTLE WA (US)
IAP RNAV (GPS) Y RWY 34L KSEA SEATTLE WA (US)
IAP RNAV (GPS) Y RWY 34R KSEA SEATTLE WA (US)
REQUIRED CHARTING: IAP, CONTROLLER, EN ROUTE LOW
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 8 DATE OF REVISION: 03/07/2013

REASON FOR REVISION:

UPDATED FIX USE

REMOVED FAC 3

UPDATED FAC 1 ADDED 25.84 DIST FROM FAC

UPDATED FAC 2 ADDED 9.21 DME AND DIST FROM FAC

UPDATED ESV INFORMATION

ADDED NOTE TO REMARKS "SEATTLE (FAC 1) AND MCCHORD (FAC 2) USED TO ESTABLISH FIX COORDINATES"

DEVELOPED BY: DATE: 08/29/2012 OFFICE: AJV-354 _ NAME: BRYAN BLUE
APPROVED BY: " DATE: OFFICE: AJV-354 NAME: DEZ SILAGY!
SIGNATURE:

DISTRIBUTION: NFDC
FPO: SEA
ARTCC: ZSE
ATC FACILITY: SEA APP CON,SEA ATCT
OTHER:

FAA FORM 8260-2 / AUG 2009 ) Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: CNNTI STATE: WA COUNTRY: US
LATITUDE/LONGITUDE: 472340.29N/1221830.09W TYPE: WP, RADAR, DME
AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY
FIX MAKE-UP FACILITIES:
FAC NAME IDENT TYPE CLASS MAG TRUE . DME DIST FROM FAC
BRG BRG NM  FEET
1 SEATTLE I-SEA LOG/DME 163.34 18034  2.39 424
HOLDING: HOLDING TYPE OF ACTION: NO CHANGE
REMARKS:
DME LAT/LONG: 472603.60N/1221822.68W
FIX USE:
USE TYPE USE TITLE . FAC PAT AIRPORT IDENT CITY
AP ILS OR LOC RWY 34R 1 KSEA SEATTLE
IAP ILS RWY 34R (SA CAT |, SA CAT 1 KSEA SEATTLE
11)
IAP RNAV (GPS) Y RWY 34L KSEA SEATTLE
IAP RNAV (GPS) Y RWY 34R KSEA SEATTLE

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 4 DATE OF REVISION: 03/07/2013

REASON FOR REVISION:

UPDATED FIX USE

REMOVED FAC 2

UPDATED FAC 1 DIST FROM FAC

FIX MOVED 2430.76FT SOUTH

FAC 1 DME DISTANCE CHANGED FROM 1.99 TO 2.39
FAC 1 DIST FROM FAC UPDATED 4.24 AND 25763FT
FAC 1 MRA CHANGED FROM 800 TO 940

DEVELOPED BY: DATE: 09/14/2012 OFFICE: AJV-354 NAME: BRYAN BLUE
APPROVED BY: DATE: OFFICE: AJV-354 NAME: DEZ SILAGY!
SIGNATURE:

DISTRIBUTION: NFDC
FPO: WST
ARTCC: ZSE
ATC FACILITY: SEA APP CON
OTHER:

MRA  MAA
940 5000

STATE
WA (US)
WA (US)

WA (US)
WA (US)

FAA FORM 8260-2 / AUG 2009
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RADIO FIX AND HOLDING DATA RECORD

NAME: EBOCA STATE: WA COUNTRY: US

LATITUDE/LONGITUDE: 470324.29N/1221840.65W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
IAP RNAV (GPS) Y RWY 34R KSEA SEATTLE WA (US)

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 2 DATE OF REVISION: 03/07/2013

REASON FOR REVISION:
UPDATED FIX USE
REMOVED FAC 1

DEVELOPED BY: DATE: 10/30/2012 OFFICE: AJV-354 NAME: BRYAN BLUE
APPROVED BY: DATE: OFFICE: AJV-354 NAME: DEZ SILAGYI
SIGNATURE:

DISTRIBUTION: NFDC
FPO: SEA
ARTCC: ZSE
ATC FACILITY: SEA APP CON
OTHER:

FAA FORM 8260-2 / AUG 2009 Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: KLEWS STATE: WA COUNTRY: US
LATITUDE/LONGITUDE: 471333.93N/1221835.37W TYPE: WP, RADAR, DME
AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY
FIX MAKE-UP FACILITIES:
FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA  MAA
BRG BRG NM  FEET
1 SEATTLE I-SEA LOC/DME 163.34 180.34 1250  14.35 4000 5000
EXPANDED SERVICE VOLUME (ESV):
FAC IDENT FAC TYPE RADIAL/BEARING DISTANCE MIN ALTITUDE MAX ALTITUDE
I-SEA - LOC/DME R-161 13 4000 5000
HOLDING: HOLDING TYPE OF ACTION: NO CHANGE
REMARKS:
DME ANTENNA COORDINATES: 472603.60N/1221822.68W
FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
IAP ILS OR LOC RWY 34R 1 KSEA SEATTLE WA (US)
IAP ILS RWY 34R (SA CAT |, SA CAT 1 KSEA SEATTLE WA (US)
in
AP RNAV (GPS) Y RWY 34R KSEA SEATTLE WA (US)

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1 DATE OF REVISION: 03/07/2013

REASON FOR REVISION:

UPDATED FIX USE

REMOVED FAC 1

IBSMSUEAD REMARKS NOTE LOCATED 72201.79' FROM R34R THRESHOLD, USED RNP PFAF
UPDATED ESV INFORMATION

FIX MOVED 2603.94FT SOUTH

UPDATED FAC 1 DME DISTANCE FROM 12.07 TO 12.50

UPDATED FAC 1 DIST FROM FAC 12.50

DEVELOPED BY: DATE: 10/30/2012 OFFICE: AJV-354 NAME: BRYAN BLUE
APPROVED BY: DATE: OFFICE: AJV-354 NAME: DEZ SILAGYI
SIGNATURE:
DISTRIBUTION: NFDC
FPO: WST
ARTCC: ZSE

ATC FACILITY: SEA APP CON
OTHER:

FAA FORM 8260-2 / AUG 2009 Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: MGNUM STATE: WA COUNTRY: US

LATITUDE/LONGITUDE: 473851.33N/1221833.74W TYPE: WP, RADAR, DME

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DIST FROM FAC MRA MAA

BRG BRG NM  FEET

1 SEATTLE I-82ZI LOC/DME 343.34 000.34 12.72 12.75 4000 4800

2 - SEATTLE » SEA VYORTAC H 341.04 000.04 1274 - 1274 4000 4800

3 PAINE PAE VOR/DME L 164.48 184.48 16.39 16.39 4000 4800

HOLDING: HOLDING TYPE OF ACTION: MODIFY

PATTERNS:

PAT DIR IDENT TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX MiIN MAX

1 N SEA VORTAC 341.04 161.04 R 1 5000 10000 5 9

2 N WP 343.04 - 163.04 - R 5 5000 10000 6 10

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 200 TOWER (53-000500) 473656.35N/1221830.45W 1092 4D

1 310 TOWER (53-000500) 473656.35N/1221830.45W 1092 4D

2 200 TOWER (53-000500) 473656.35N/1221830.45W 1092 4D

2 310 TOWER (53-000500) 473656.35N/1221830.45W 1092 4D

HOLDING RESTRICTIONS:

HOLDING LIMITED TO ESTABLISHED PATTERN.

PROCEDURES REQUIRING CLIMB-IN-HOLD:

PAT PROCEDURE TITLE AIRPORT IDENT  CITY STATE

1 ILS OR LOC RWY 34R KSEA SEATTLE WA (US)
1 ILS RWY 34R (SA CAT I, SA CAT II) KSEA SEATTLE WA (US)
1 ILS OR LOC RWY 34C KSEA SEATTLE WA (US)
1 ILS RWY 34C (SA CAT I, SA CAT Ii) KSEA SEATTLE WA (US)
2 RNAV (GPS) Y RWY 34R KSEA SEATTLE WA (US)
2 RNAV (GPS) Y RWY 34C _ KSEA SEATTLE WA (US)
2 RNAV (RNP) Z RWY 34C KSEA SEATTLE WA (US)
2 BNAV (RNP) Z RWY 34R KSEA SEATTLE WA (US)
REMARKS:

SEATTLE (FAC 1) USED TO ESTABLISH FIX COORDINATES
DME COORDINATES: 472608.83N/1221844.23W

FIX LOCATION DETERMINED IAW 8260.54A, FORMULA 2-16B.
PRECIPITOUS TERRAIN EVALUATION COMPLETED.

CLIMB IN HOLD EVALUATED TO 10000.

ESV: SZI GS 343/12/40/48

FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY STATE
IAP ILS OR LOC RWY 16C 1 KSEA SEATTLE WA (US)
IAP ILS OR LOC RWY 34C 1,2,3 1 KSEA SEATTLE WA (US)
IAP ILS OR LOC RWY 34R 1,23 1 KSEA ~ SEATTLE WA (US)
IAP ILS AWY 16C (SA CAT LCAT 1 KSEA SEATTLE WA (US)
i)
IAP ujs RWY 34C (SA CAT I, SACAT 1,2,3 1 KSEA SEATTLE WA (US)
IAP IUS RWY 34R (SA CAT |, SACAT 1,2,3 1 KSEA SEATTLE WA (US)
T
IAP RNAV (GPS) Y RWY 16C KSEA SEATTLE WA (US)
IAP RNAV (GPS) Y RWY 34C 2 KSEA SEATTLE WA (US)
IAP RNAV (GPS) Y RWY 34R 2 KSEA SEATTLE WA (US)
IAP RNAV (RNP) Z RWY 16C KSEA SEATTLE WA (US)
IAP RNAV (RNP) Z RWY 34C 2 KSEA SEATTLE WA (US)
IAP RNAV (RNP) Z RWY 34R 2 KSEA SEATTLE WA (US)
REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 5 DATE OF REVISION: 03/07/2013

REASON FOR REVISION:

FAA FORM 8260-2 / AUG 2009 . Page 1 of 2




MGNUM

FIX MOVED 1939.43 FT NORTH.
UPDATED FIX COORDINATES.
ADDED DISTANCE FROM FAC FOR FACS 1, 2 AND 3.
DELETED FAC 4 DATA,
CHANGED FAC 1 DME FROM 12.40 TO 12.72.
CHANGED FAC 2 DME FROM 12.42 TO 12.74.
CHANGED FAC 3 BRG/DME FROM 184.40/16.71 TO 184.48/16.39.
CHANGED GS ESV DME FROM 11 TO 12NM.
- UPDATED FIX USE.

DEVELOPED BY: DATE: 10/12/2012 OFFICE: AJV-354
APPROVED BY: DATE: OFFICE: AJV-354
SIGNATURE:

DISTRIBUTION: NFDC
FPO: WST
ARTCC: ZSE
ATC FACILITY: SEA APP CON,SEA ATCT
OTHER:

NAME: JON DENTON

NAME: DEBORAH COPELAND

FAA FORM 8260-2 / AUG 2009
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RADIO FIX AND HOLDING DATA RECORD

NAME: NEEAL STATE: WA COUNTRY: US

LATITUDE/LONGITUDE: 471008.51N/1221837.15W TYPE: WP, RADAR, DME

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA MAA

BRG BRG NM  FEET

1 SEATTLE I-SEA LOC/DME 163.30 18030  15.93 17.77 5000 10000

EXPANDED SERVICE VOLUME (ESV):

FAC IDENT FAC TYPE . RADIAL/BEARING DISTANCE MIN ALTITUDE MAX ALTITUDE

|-SEA LOC/DME R-161 18 5000 10000

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

REMARKS:

DME ANTENNA COORDINATES: 472603.60N/1221822.68W

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE

IAP ILS OR LOC RWY 34R 1 KSEA SEATTLE WA (US)

IAP ILS RWY 34R (SA CAT |, SA CAT 1 KSEA SEATTLE WA (US)
i)

IAP RNAV (GPS) Y RWY 34R KSEA SEATTLE WA (US)

IAP RNAV (RNF) Z RWY 34R KSEA SEATTLE WA (US)

REQUIRED CHARTING: IAP

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: 5 DATE OF REVISION: 03/07/2013

REASON FOR REVISION:

UPDATED FIX USE

REMOVED FAC 2

FIX MOVED .69NM SOQUTH

UPDATED FAC 1 DISTANCE DME DISTANCE FROM 15.24 TO 15.93
UPDATED FAC 1 DIST FROM FAC NM 17.77

DEVELOPED BY: DATE: 09/14/2012 OFFICE: AJV-354 NAME: BRYAN BLUE
APPROVED BY: DATE: OFFICE: AJV-354 NAME: DEZ SILAGYI
SIGNATURE:

DISTRIBUTION: NFDC
FPO: WST
ARTCC: ZSE
ATC FACILITY: SEAAPP CON
OTHER:

FAA FORM 8260-2 / AUG 2009
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RADIO FIX AND HOLDING DATA RECORD

NAME: SONDR STATE: WA COUNTRY: US

LATITUDE/LONGITUDE: 470725.69N/1222056.30W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX RESTRICTIONS:

SPECIAL RNAV (RNP) M RWY 34L, KSEA, SEATTLE, WA

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY STATE

IAP ILS OR LOC RWY 34C KSEA SEATTLE WA (US)

IAP ILS OR LOC RWY 34L KSEA SEATTLE WA (US)

IAP ILS OR LOC RWY 34R KSEA SEATTLE WA (US)

IAP |L)s RWY 34C (SA CAT |, SA CAT : KSEA SEATTLE WA (US)
Il

IAP ”_s RWY 34L (SA CAT I, SA CAT KSEA SEATTLE WA (US)

IAP ILS RWY 34R (SA CAT |, SA CAT - KSEA SEATTLE WA (US)
i)

IAP RNAV (GPS; Y RWY 34C KSEA SEATTLE WA (US)

IAP RNAV (GPS) Y RWY 34L KSEA SEATTLE WA (US)

IAP RNAV (GPS) Y RWY 34R KSEA SEATTLE WA (US)

IAP RNAV (RNP) M RWY 34L KSEA SEATTLE WA (US)

IAP RNAV (RNP) Z RWY 34C KSEA SEATTLE WA (US)

IAP RNAV (RNP) Z RWY 34L KSEA SEATTLE WA (US)

IAP RNAV (RNP) Z RWY 34R KSEA SEATTLE WA (US)

STAR HAWKZ (RNAV) KSEA SEATTLE WA (US)

REQUIRED CHARTING: STAR, IAP, SPECIAL IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1 DATE OF REVISION: 03/07/2013

REASON FOR REVISION:

CHANGED SPECIAL FIX RESTRICTION TO RNAV (RNP) M RWY 34L VICE MARNR RNAV STAR.

MOVED FIX 1.27 NM SOUTH AND UPDATED COORDINATES, NAME RETAINED PER ATC REQUEST - OPPERATIONAL ADVANTAGE.
UPDATED FIX USE, CONVERTED HAWKZ FROM SPECIAL TO PUBLIC USE.

DEVELOPED BY: DATE: 10/10/2012 OFFICE: AJV-354 NAME: DION LANCIA
APPROVED BY: DATE: OFFICE: AJV-354 NAME: DEZ SILAGYI
SIGNATURE:

DISTRIBUTION: NFDC
FPO: WST
ARTCC: ZSE
ATC FACILITY: SEA APP CON
OTHER:
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RADIO FIX AND HOLDING DATA RECORD E %O O&%iy
COUNTRY: US ﬁ ‘

NAME: DODVE STATE: WA

LATITUDE/LONGITUDE: 472955.59N/1221826.80W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION:

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
DP BANGR (RNAV) KSEA SEATTLE WA (US)
DP HAROB (RNAV) KSEA SEATTLE WA (US)
DP KMORE (RNAV) KSEA SEATTLE WA (US)
bP KTSAP (RNAV) KSEA SEATTLE WA (US)
AP RNAV (GPS) Y RWY 34R KSEA SEATTLE WA (US)

REQUIRED CHARTING: DP, IAP

COMPULSORY REPORTING POINT: NO
RéCORD REVISION NUMBER: 5 DATE OF REVISION: 03/07/2013

REASON FOR REVISION:
DELETED FACILITY 1
UPDATED FIX USE

DEVELOPED BY: DATE: 11/07/2012 OFFICE: AJV-354 NAME: BRYAN BLUE
APPROVED BY: DATE: OFFICE: AJV-354 NAME: DEZ SILAGYI
SIGNATURE:

DISTRIBUTION: NFDC
FPO: WST
ARTCC: ZSE
ATC FACILITY: SEA APP CON
OTHER:

FAA FORM 8260-2 / AUG 2009 Page 1 of 1



TERMINAL AIRSPACE DATA REQUIREMENTS

CITY: SEATTLE. | STATE: WA
AIRPORT NAME: SEATTLE-TACOMA INTL | - ID: KSEA
PROCEDURE: RNAV (GPS) Y RWY 34R AMDT: 2
DOCKET # :

(96-AXX-X/Required/Not Required)

ALL DIST TO 1/100 NM; ELEV TO NEAREST FT; COORD TO 1/100 SEC; DEG TO 1/100 DG.

1. Distance from THLD to 1000' point 4.77
(Enter THLD, FAF, ARP, FACILITY, as appropriate)

2. Width of FINAL segment at 1000' point 1.20
(Enter appropriate segment , final, intermediate, etc.)

3. True Course of FINAL segment containing 1000' point 00.34

4. High Terrain in FINAL segment containing 1000' point 499

5. Distance from THLD to 1500’ point 6.14
(If 1500' point in PT maneuvering area or holding pattern note in remarks)

6. Width of FINAL segment at 1500' point 213

7. True Course of FINAL segment containing 1500’ point _00.34

8. High Terrain in FINAL segment containing 1500' point 499

9. Threshold Coordinates (if straight-in) ... 472552.22N /1221828.94W

10. ARP Coordinates .......................... 472659.60N / 1221842.40W

11. Runway Approach End and distance furthest from ARP................ RWY 34R

| Distance 1.13 NM
12. FAF Coordinates ..........cc............. 471943.74N ;1221832.16W

(Click to Select)

REMARKS: Approach/Drawing attached.






