US DEPARTMENT OF TRANSPORTATION

RNAV - STANDARD

INSTRUMENT APPROACH PROCEDURE

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, except
HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. Celings are in feet

FEDERAL AVIATION ADMINISTRATION TITLE 14 CFR PART 97.33 above airport elevation. Distances are in nautical miles unless otherwise indicated, excopt visibilities which
are in statute miles or in feet RVR.
TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE tzx:v %\NAV DA
HOAGE KORNY (FB) 072.91/13.24 4000 LNAV: RW17
KORNY (IAF CACAS (NOPT) (FB 11279, 0 —— _
AR (NOPT) (FB) 08 8:30 3000 CLIMB TO 1100 THEN CLIMBING RIGHT TURN TO 4000 DIRECT
MRB VORTAC (IAF) CACAS (NOPT) (FB) 133.97 / 11.42 3000 KORNY AND HOLD.
ZAXEN (1AF) CACAS (NOPT) (FB) 261.36/9.30 3000
CACAS (IF/IAF) DANMO (FB) 171.2417.00 2100
DANMO (FAF) CEYAC/2.70 NM TO RW17 (FB) 171.2712.57
ADDITIONAL FLIGHT DATA:
ceYACRTINMTO R rre! L LR L S——
RW17 (MAP) 1100 MSL 171.28 1100 CHART FAS OBST: 689 TREES 390721N/0773524W
CHART: 779 TREES 390746N/0773505W
1100 MSL KORNY (FO) 4000 CHART WASHINGTON DC METROPOLITAN SFRA.
%ﬂé’% 1;& grli% gg)ozm 250 HATH: 0.64 NM.
1. PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (IAF ) CEFERENCE PATH Ib: WATA
2. HOLD N CACAS, RT, 171.24 INBOUND, 3000 FT. IN LIEU OF PT (IAF) LTP HAE: 82.6 M
3. FAC: 171.27 FAF: DANMO DISTFAF TOMAP: 527 THLD: 527
4. MIN. ALT: CACAS 3000, DANMO 2100, CEYAC/2.70 NM TO RW17 1280*  *LNAV ONLY
5. DIST TO THLD FROM OM: MM: IM: 150 HAT: 100 HAT: GS ANT:
6. MIN GS INCPT: 2100 GS ALT AT:DANMO 2100 OM: MM: IM:
7. GSANGLE:  3.00 TCH:44.8  34:11S NOT CLEAR
8. MSA FROM: RW17 3600 MAG VAR: 10W EPOCH YEAR: 1995
MINIMUMS

TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE:NA | | STANDARD @

CATEGORY =====> A B c D E

DH/MDA | VIS |HAT/HAAIDH/MDA | VIS |HAT/HAAIDH/MDA | vis |HAT/HAA|DH/MDA | vis [HAT/HAA|DH/IMDA] VIS [HAT/HAA
LPV DA 628 1 250 628 1 250 628 1 250 628 1 250
LNAV/VNAV DA 720 1 342 720 1 342 720 1 342 720 1 342
LNAV MDA 940 1 562 940 1 562 940 11/2 562 940 11/2 562
CIRCLING 940 1 551 940 1 551 940 15/8 551 1040 2 651
NOTES:
CHART NOTE: WHEN VGS! INOP, STRAIGHT-IN/CIRCLING RWY 17 PROCEDURE NA AT NIGHT. @NAWHEN LOCAL WEATHER NOT AVAILABLE.
CHART NOTE: DME/DME RNP-0.3 NA. Ry
CHART NOTE: VISIBILITY REDUCTION BY HELICOPTERS NA. R
CHART NOTE: FOR UNCOMPENSATED BARO-VNAV SYSTEMS, LNAV/VNAV NA BELOW -15C (5F) OR ABOVE 41C (105F). A o
(SEE FORM 8260-10) el
CITY AND STATE ELEVATION: 389 THRE: 378 FACILITY PROCEDURE NO./JAMDT NO./[EFFECTIVE DATE:  [SUP:
LEESBURG, VA AIRPORT NAME: IDENA’H;I\EIR: RNAV (GPS) RWY 17, AMDT 3 AMDT: 2
LEESBURG EXECUTIVE DATED  09/23/2010

FAA FORM 8260 - 3 / April 2006 (computer generated)

PAGE 1 OF 5§ PAGES




ALL AFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE

|___| YES |I| NO ROUTINE

COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

] 1] ] [X] [x] [X] zoc, POTOMAC APP CON, AMGR

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:

PETER R. GUIMOND AJV-352 10/20/2011

APPROVED BY

NAME: FIFO DATE:

DARRYEL ADAMS MANAGER AJV-352
CHANGES:

1. AMENDED MISSED APPROACH TO READ: CLIMB TO 1100, THEN CLIMBING RIGHT TURN TO 4000 DIRECT KORNY AND HOLD.

2. REMOVED FEEDER ROUTE FROM RAYEE TO BICAG. ADDED PLANVIEW NOTE: RADAR REQUIRED FOR PROCEDURE ENTRY AT BICAG.

3. REMOVED GAWDD INITIAL SEGMENT AND REPLACED IT WITH KORNY. UPDATED COURSE/DISTANCE IN HOAGE FEEDER SEGMENT.

4. MOVED DANMO (PFAF) 455 FEET NORTH.

5. INCREASED MINIMUM HOLD IN LIEU ALTITUDE FROM 2800 TO 3000.

6. MOVED CACAS 1.07 NM NORTH. AMENDED COURSE/DISTANCE FOR MRB INITIAL SEGMENT AND INCREASED MINIMUM ALTITUDE FROM 2800 TO 3000.
7. BICAG RENAMED ZAXEN. FIX MOVED 4.43 NM NORTHEAST. AMENDED COURSE/DISTANCE AND INCREASED MINIMUM ALTITUDE FROM 2800 TO 3000.
8. AMENDED PLANVIEW NOTE FOR MRB INITIAL SEGMENT TO READ: PROCEDURE NA FOR ARRIVAL ON MRB AIRWAY RADIALS 065 CW 223.

9. DELETED JOTUP INTERMEDIATE STEPDOWN SEGMENT.

10. AMENDED BARO-VNAV HIGH TEMPERATURE LIMITATION FROM 48C (118F) TO 41C (105F).

11. DELETED PROFILE VIEW NOTE: VGSI AND RNAV GLIDEPATH NOT COINCIDENT.

12. AMENDED INOPERATIVE NOTE TO READ: INOPERATIVE TABLE DOES NOT APPLY TO LPV AND LNAV CATS A/B.

13. ADDED NOTE: FOR INOPERATIVE ODALS, INCREASE LNAV/VNAV ALL CATS VISIBILITY TO 1 1/8 AND LNAV CATS C/D VISIBILITY TO 1 5/8.
;’4EEA;J2E§[1>ED BACK-UP ALTIMETER NOTE TO CURRENT FORMAT AND ADDED INOPERATIVE ODALS INFORMATION.

REASONS:

1. ATC REQUEST TO DECONFLICT MISSED APPROACH WITH RWY 12/30 OPERATIONS AT DULLES INTL.
2. ATC REQUEST. FEEDER WILL NOT BE USED. PLANVIEW NOTE ADDED BECAUSE BICAG IS NOT ATTACHED TO ENROUTE ENVIRONMENT.
3. GAWDD IS THE PRIMARY/ALTERNATE MISSED APPROACH FIX FOR THE ILS OR LOC RWY 17. HOAGE COURSE/DISTANCE COMPUTED TO KORNY VICE GAWDD.
4. PFAF POSITION COMPUTED IAW FAAO 8260.54, FORMULA 2-16B.
5. PROVIDES 1500 AIRSPACE IN HOLD-IN-LIEU PATTERN.
6. INTERMEDIATE EXTENDED TO ALLOW 90 DEGREE TURNS FROM INITIAL SEGMENTS. MRB INITIAL COURSE/DISTANCE COMPUTED FROM NEW POSITION OF CACAS, MINIMUM ALTITUDE
INCREASED TO MATCH HIGHER HOLD IN LIEU ALTITUDE.
7. EXTENDED INITIAL SEGMENT TO ALLOW 90 DEGREE TURN FOR RADAR VECTORS. COURSE/DISTANCE COMPUTED FROM NEW POSITIONS OF CACAS AND BICAG. MINIMUM ALTITUDE
INCREASED TO MATCH HIGHER HOLD IN LIEU ALTITUDE.
8. FORMATTED IAW CURRENT DOCUMENTATION POLICY. RESTRICTED AIRWAY REDIALS RECOMPUTED USING MAXIMUM 90 DEGREE TURNS.
9. NO LONGER REQUIRED TO ACHIEVE DESIRED GLIDESLOPE INTERCEPT ALTITUDE.
10. COMPUTED |AW FAAO 8260.54.
11. PENDING VGSI DATA IS COINCIDENT WITH RNAV GLIDEPATH AND TCH (3.00/45)
12. ODALS LIGHT CREDIT COMPUTED USING TERPS CHANGE 20.
13. ODALS LIGHT CREDIT COMPUTED USING TERPS CHANGE 20.
14 FORMATTED AW CURRENT DOCUMENTATION POLICE. ODALS LIGHT CREDIT COMPUTED USING TERPS CHANGE 20. 7
- S




US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

RNAV - STANDARD except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
) oxce HAR, 1RA. Aludos ar Httudes unles L et
INSTRUMENT APPROACH PROCEDURE - TITLE 14 CFR PART 97.33 oxcopt visibiics which ars n statufe s of 1 et cyie - ical miles unless otherwise indicated

NOTES, (CONT.):

CHART NOTE: INOPERATIVE TABLE DOES NOT APPLY TO LNAV CATS A/B.

CHART NOTE: FOR INOPERATIVE ODALS, INCREASE LNAV/VNAV ALL CATS VISIBILITY TO 1 1/8 AND LNAV CATS
C/D VISIBILITY TO 1 5/8.

CHART NOTE: WHEN LOCAL ALTIMETER SETTING NOT RECEIVED, USE WASHINGTON DULLES INTL ALTIMETER
SETTING: INCREASE LPV DA TO 660; INCREASE LNAV/VNAV DA TO 752 AND ALL CATS VISIBILITY 1/8 MILE;
INCREASE ALL MDA 40 FEET AND LNAV CATS C/D AND CIRCLING CAT C VISIBILITY 1/8 MILE AND CIRCLING
CAT D VISIBILITY 1/4 MILE. FOR INOPERATIVE ODALS WHEN USING WASHINGTON DULLES INTL ALTIMETER SETTING:
INCREASE LNAV/VNAV ALL CATS VISIBILITY TO 1 1/4 AND LNAV CATS C/D VISIBILITY TO 1 3/4.

CHART NOTE: BARO-VNAV NA WHEN USING WASHINGTON DULLES INTL ALTIMETER SETTING.

CHART PLANVIEW NOTE: WASHINGTON DC SFRA CTC POTOMAC APP CON.

CHART PLANVIEW NOTE: RADAR REQUIRED FOR PROCEDURE ENTRY AT ZAXEN.

CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVALS AT HOAGE ON V4-92 NORTHWEST BOUND.

CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVALS ON MRB VORTAC AIRWAY RADIALS 065 CW 223.

CITY AND STATE ELEVATION: 389 THRE: 378 FACILITY PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: SUP:
LEESBURG, VA AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 17, AMDT 3

RNAV AMDT: 2
DATED: 09/23/2010
PAGE 2 OF 5 PAGES

LEESBURG EXECUTIVE
FAA FORM 8260-10/ April 2006 (Computer Generated)




ALLAFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE

[] ves [] ~o

COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

. O O »&J I

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:
APPROVED BY

NAME: FIFO DATE:

CHANGES:

CHANGES CONT.

15. AMENDED DIST FAF TO MAP AND DIST FAF TO THLD TO 5.19 FROM 5.27.

16. AMENDED TDZE 383 TO THRE 378.

17. AMENDED LPV DA FROM 633 TO 628.

18. AMENDED LNAV/VNAYV 798 DA/415 HAT TO 720 DA/342 HATH. VISIBILITY AMENDED FROM 1 1/2TO 1.

19. AMENDED LNAYV 840 MDA/477 HAT TO 940 MDA/562 HATH. AMENDED CAT C VISIBILITY FROM 1 1/4 TO 1 5/8, CAT FROM 1 1/2 TO 1 5/8.
20. AMENDED CIRCLING CATS A/B/C MDA 860/HAA 471 TO 940/551. AMENDED CAT C CIRCLING VISIBILITY FROM 1 1/2 TO 1 5/8.

REASONS:

REASONS CONT.

15. COMPUTED FROM RELOCATED FAF POSITION.

16. IAW CURRENT DOCUMENTATION POLICY.

17. COMPUTED FROM THRE VICE TDZE.

18. DA COMPUTED IAW FAAO 8260.54 AND NEW OBSTACLE STUDY. VISIBILITY COMPUTED IAW TERPS CHANGE 20.
19. MDA INCREASE BASED ON NEW OBSTACLE STUDY. VISIBILITY COMPUTED IAW TERPS CHANGE 20.

20. CIRCLING MDA INCREASED TO HIGHER STRAIGHT-IN VALUES. VISIBILITY COMPUTED IAW TERPS CHANGE 20.

WHITEOUT CORRECTIONS

1. TERMINAL ROUTES THAT SIAP OVERFLOWED TO PAGE 2 WERE MOVED TO PAGE 1

2. TERMINAL ROUTES: (FAF) ADDED ADJACENT DANMO; SDF ALTITUDE REMOVED; (MAP) REMOVED FROM RW17 IN TO SECTION; 171.28 COURSE ADDED TO CA LEG; MISSED APPROACH
3. *LNAV ONLY MOVED FROM NOTES TO LINE 4 ADJACENT SDF.

4. CHANGES LISTED ON BACK OF PAGE 2 EDITED TO APPEAR AS SEPARATE LINES.

5. RNP VALUE OF 020 REMOVED FROM LINE SEQUENCE 060 ON AIRINC PAGE 4 AND ON FLIGHT CHECK SUMMARY PAGE.




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

RNAV STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICE - FAR PART 97.33

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

FAS DATA BLOCK INFORMATION

DATA FIELD DATA
OPERATION TYPE 0
SBAS SERVICE PROVIDER IDENTIFIER (1]
AIRPORT IDENTIFIER KJYO
RUNWAY RW17
APPROACH PERFORMANCE DESIGNATOR 0
ROUTE INDICATOR
REFERENCE PATH DATA SELECTOR 0
REFERENCE PATH IDENTIFIER (APPROACH ID) W17A
LTP/FTP LATITUDE 390506.4300N
LTP/FTP LONGITUDE 0773338.1800W
LTP/FTP ELLIPSOIDAL HEIGHT +00826
FPAP LATITUDE 390341.9600N
FPAP LONGITUDE 0773301.4900W
THRESHOLD CROSSING HEIGHT (TCH) 00044.8
TCH UNITS SELECTOR (METERS OR FEET USED) F
GLIDEPATH ANGLE (GPA) 03.00
COURSE WIDTH AT THRESHOLD 106.75
LENGTH OFFSET 1072
HORIZONTAL ALERT LIMIT (HAL) 40.0
VERTICAL ALERT LIMIT (VAL) 50.0
CRC REMAINDER 79CFF1BS
ADDITIONAL PATH POINT RECORD INFORMATION
ICAO CODE K6
LTP ORTHOMETRIC HEIGHT +01151
FPAP ORTHOMETRIC HEIGHT +01151
wbf /e
oo .
C‘;‘!;r r“f
CITY AND STATE ELEVATION: 389 THRE: 378 FACILITY PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: SUP:
LEESBURG, VA AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 17, AMDT 3 . 2
RNAV AMDT.
LEESBURG EXECUTIVE DATED: 09/23/2010

FAA FORM 8260-10 / April 2006 (Computer Generated)

PAGE 3 OF 5§ PAGES




ALLAFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE
[ ves [] no
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

b O 0O @O0

[

[

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:
APPROVED BY

NAME: FIFO DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Beaﬂng:/\_rhe:&ixg?‘: gﬂurs::,&d radials are m:‘?nn::(:- Ele_vaﬁons agd ammﬁ:gz,dMSL,
RNAV STANDARD INSTRUMENT APPROACH PROCEDURE excopt HAT, ; and RA. Alliudos 310 minmum atitudes urloss poriaty
FLIGHT STANDARDS SERVICE - FAR PART 97.33 oxcops viibios WHIKh are i statin mllos or I oot RVR. |0 s Uniees otherwise Indicatod,

ARINC PACKET - 424-18 - RNAV (GPS)

1 2 3 4 5 6 7 8 9 0 1 2 3
NAVAID 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAD MRB K6011210VTL N39230806W077505408 N39230806W077505408W0070006001 NARMARTINSBURG
1 2 3 4 5 6 7 8 9 0 1 2 3
WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAEAENRT CACAS K60 w N39164425W077384231 W0105 NAR CACAS
SUSAEAENRT CEYAC K60 w N39074001W077344496 w0105 NAR CEYAC
SUSAEAENRT DANMO K60 C N39100606W077354855 w0105 NAR DANMO
SUSAEAENRT HOAGE K60 C L N39074296W078051241 w0102 NAR HOAGE
SUSAEAENRT KORNY K60 1) N39134408W077500226 w0104 NAR KORNY
SUSAEAENRT ZAXEN K60 W N39194331W077272140 W01l06 NAR ZAXEN
1 2 3 4 5 6 7 8 9 0 1 2 3

AIRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KJYOK6AJYO 0 054YHN39044070W077332700W010000389 1800018000C MNAR LEESBURG EXECUTIVE

1 2 3 4 5 6 7 8 9 0 1 2 3
SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KJYOK6FR17  ACACAS 010CACASKGEAOEE AR  HF 17120040 + 03000 18000 A Js
SUSAP KJYOK6FR17  AHOAGE 010HOAGEKGEAOE IF 18000 A Js
SUSAP KJYOK6FR17  AHOAGE 020KORNYKGEAOE A 020TF 07290132 + 04000 A Js
SUSAP KJYOK6FR17  AHOAGE 030CACASKGEAOEE B 010TF 08110093 + 03000 A Js
SUSAP KJYOK6FR17 AMRE 01OMRB K6D OV A  IF - 18000 A Js
SUSAP KJYOK6FR17 AMRE  020CACASKG6EAOEE B 010TF 13400114 + 03000 A Js
SUSAP KJYOK6FR17  AZAXEN 010ZAXENKGEAOE A  IF 18000 A Js
SUSAP KJYOK6FR17  AZAXEN 020CACASKGEAOEE B 010TF 26140093 + 03000 A Js
SUSAP KJYOK6FR17 R 010CACASK6EAOE I IF + 03000 18000 A Js
SUSAP KJYOK6FR17 R 020DANMOK6EALE F O51TF 17120070 + 02100 RW17 K6PGA JS
SUSAP KJYOK6FR17 R 020DANMOK6EA2WALPV ALNAV/VNAV ALNAV Js
SUSAP KJYOK6FR17 R 021CEYACK6EAOE § 031TF 17130026  V 0128001282 -300 A Js
SUSAP KJYOK6FR17 R 030RW17 K6PGOGY M 031TF 17130027 00422 -300 A Js
SUSAP KJYOK6FR17 R 040 0 M ca 1713 + 01100 A Js
SUSAP KJYOK6FR17 R 050KORNYK6EAQOEY R  DF + 04000 A Js
SUSAP KJYOK6FR17 R 060KORNYK6EAOEE R  HM 08110040 + 04000 A Js
-
CITY AND STATE ELEVATION: 389 THRE: 378 FACILITY PROCEDURE NO./ AMDT NO./JEFFECTIVE DATE: SUP:
LEESBURG, VA AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 17, AMDT 3 >
RNAV AMDT:
LEESBURG EXECUTIVE |DATED: 09/23/2010

FAA FORM 8260-10 /April2006 (Com puterGenermted) PAGE 4 OF 5 PAGES




ALLAFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE
[ ves [ vo
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

I 0O 0O 0O

[]

[

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:
APPROVED BY

NAME: FIFO DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

RNAV STANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
FLIGHT STANDARDS SERVICE - FAR PART 97.33 except visibilties which are in statute miles or in feet RVR.
1 2 3 4 5 6 7 8 9 0 1 2 3

RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KJYOK6GRW17 0054991713 N39050643W077333818+0200 +0082600378000045100I
1 2 3 4 5 6 7 8 9 0 1 2 3
PP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456785012

SUSAP KJYOK6PR17 RW17 001 00O0OW17AO0N3905064300W07733381800+008260300N3903419600W07733014900106751072000448F40050079CFF1B5

SUSAP KJYOK6PR17 RW17 002E +01151+01151LPV 60902
1 2 3 4 5 6 7 8 9 0 1 2 3
MSA 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KJYOK6SRW17 K6PG 0 18018003625 M

CITY AND STATE ELEVATION: 389 THRE: 378 FACILITY PROCEDURE NO./ AMDT NO./EFFECTIVE DATE:  |sup:
LEESBURG, VA AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 17, AMDT 3 , >

RNAV AMDT:
LEESBURG EXECUTIVE [patED: 0912372010

FAA FORM 8260-10/ April 2006 (Computer Generated) PAGE 5 OF 5 PAGES




ALLAFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE
[ ves [ v
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)
FLIGHT CHECKED BY

NAME: FIFO DATE.
DEVELOPED BY

NAME. FIFO DATE:
APPROVED BY

NAME: FIFO DATE.

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
RNAV STANDARD INSTRUMENT APPROACH PROCEDURE ptHAT, HAA, Vo ai lovati ; ; ;
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
FLIGHT STANDARDS SERVICE - FAR PART 97.33 except visibilities which are in statute miles or in feet RVR.
ARINC FLIGHT INSPECTION SUMMARY - VERSION 424-18 - RNAV (GPS)
ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE
CACAS CACAS 010 IAF HF R FO . 171.2(161.2T)  004.0 03000
HOAGE HOAGE 010 IF
HOAGE KORNY 020 IAF TF FB 2.0 072.9(062.9T)  013.2 04000
HOAGE CACAS 030 IF TF FB 1.0 081.1(071.1T)  009.3 03000
MRB MRB 010 IAF IF
MRB CACAS 020 IF TF FB 1.0 134.0(124.0T)  011.4 03000
ZAXEN ZAXEN 010 IAF IF
ZAXEN CACAS 020 IF TF FB 1.0 261.4(251.4T)  009.3 03000
CACAS 010 FACF IF 03000
DANMO 020 FAF TF FB 0.5 171.2(161.2T)  007.0 02100
CEYAC 021 SDF TF FB 0.3 171.3(161.3T)  002.6 0128001282
RW17 030 MAP TF FO 0.3 171.3(161.3T)  002.7 00422
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE
040 CA 171.3(161.3T) 01100
KORNY 050 DF R FO 04000
KORNY 060 HM R FO 081.1(071.1T)  004.0 04000
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
MRB N392308.06 W0775054.08 N3923.134 W07750.901
CACAS N391644.25 W0773842.31 N3916.738 W07738.705
CEYAC N390740.01 W0773444.96 N3907.667 W07734.749
DANMO N391006.06 W0773548.55 N3910.101 W07735.809
HOAGE N390742.96 W0780512.41 N3907.716 W07805.207
KORNY N391344.08 W0775002.26 N3913.735 W07750.038
ZAXEN N391943.31 W0772721.40 N3919.722 W07727.357
RW17 N390506.43 W0773338.18 N3905.107 W07733.636
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RW17 00378 45
‘J.":‘““'
wE s" R
CITY AND STATE ELEVATION: 389 THRE: 378 FACILITY PROCEDURE NO./ AMDT NO./JEFFECTIVE DATE: SUP:
LEESBURG, VA AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 17, AMDT 3 _ .
RNAV AMDT:
LEESBURG EXECUTIVE lD ATED:  09/23/2010

FAA FORM 8260-10 /April2006 (Com puterG enerated)




ALLAFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE

[] Yes [] ~no

COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

- -0 0O 0O 04 1]

FLIGHT CHECKED BY

NAME: FIFO DATE:

DEVELOPED BY

NAME: FIFO DATE:

APPROVED BY

NAME: FIFO DATE:

CHANGES:

REASONS:




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD

PART - A OBSTRUCTION DATA

1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES ELEV. MSL| ROC ALT. ADJUSTMENTS MIN. ALT.
FEEDER HOAGE KORNY 1. AAO 391215.00N/0774751.00W | 1618 (4E) 2000 [AT382 4000
’ 2. TERRAIN 391151.00N/0774939.00W | 778 (800) AS1500 2300
INITIAL KORNY CACAS 3. AAO 391251.00N/0774724.00W |1752 (4E) 1000 |AT248 3000
4. TERRAIN 391251.00N/0774724.00W | 1552 (1600) AS1000 2600
INITIAL MRB VORTAC CACAS Is. AAO 392030.00N/0774300.00W | 1664 (4E) 1000 2700
- IN 392030.00N/0774300.00W [1464 (1500) AS1500 3000
INITIAL ZAXEN CACAS 7. AAO 391900.00N/0773151.00W | 1346 (4E) 1000 |AT654 3000
~ [8. TERRAIN 391900.00N/0773151.00W | 1146 (1100) AS1500 2600
INTERMEDIATE CACAS (IFNIAF) DANMO |§ AAO 371545.90N/0774226.70W | 1559 (2C) 500 2100
10. TERRAIN 391345.00N/0773400.00W | 844 (800) AS1000 1800
FINAL: LPV DANMO RW17 11. GRD (KJYOO0008) |390511.06N/0773336.50W |383 (1A) 34:1 628/250
FINAL: LNAV/VNAV DANMO RW17 12. TREES 390538.60N/0773303.60W |509 (2C) PDA |MA30 AC20 720/342
FINAL: LNAV DANMO CEYAC/2.70 NM TO [13. AAO 300949.00N/0773559.00W | 969 (2C) 250 |RA32 DG29 1280
RW17
2. HOLD-IN-LIEU-OF-PT CACAS 15. AAO 392200.00N/0774215.00W |1729 (4E) 1000 2800
16. TERRAIN 392200.00N/0774215.00W | 1529 (1500) AS1500 3000
MAP: |DA/DA/RW17 KORNY 17. TREES 390543.87N/0773259.73W | 539 (2C) ASC |Ac20 4000
3. MISSED
APPROACH 18. AAO 390942.80N/0774836.50W [ 1913 (6A) 1000 3000
ELEV: [441/559/840 19. TERRAIN 390942.80N/0774836.50W | 1713 (1700) AS1500 3200
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT.
CATEGORY A 13NM | ] 350 551 17. TREES 390543.87N/0773259.73W 539 (2C) 300 sl 940
CATEGORY B 1.5NM i 450 |2 551 17. TREES 390543.87N/0773259.73W |539 (2C) 300 sl 940
CATEGORY C 1.7NM  |S] 450 |2 551 20. TREES 390444.74N/0773533.80W 549 (2C) 300 sl 940
CATEGORY D 23NM__ |G 550 |2 651 21. TREES 390528.00N/0773625.00W [729 (2C) 300 1040
CATEGORY E 45NM |*[ 550
5. MINIMU&SAFE ALTITUDES PRIMARY NAVAID: RW17 ML,
-SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL) MSA SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL) [ 7] SA
360-360 AAO 255/ 28.3 2588 (6C) 3600 =
CITY AND STATE ELEVATION: 389 FACILITY PROCEDURE AND AMENDMENT NO: |REGION
LEESBURG, VA AIRPORT NAME: RNAV RNAV (GPS) RWY 17, AMDT 3 AEA
LEESBURG EXECUTIVE

FAA Form 8260 - 9/ April 2006 (Computer Generated)

PAGE 1 OF 2 PAGES




PART B - SUPPLEMENTAL DATA

1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIMETER SETTING
POTOMAC APP CON NWS |OTHER: SOURCE:KJYO/ KIAD
LEESBURG F88 AWOS-3 DISTANCE: 0 /9.06

FAA HOURS REMOTE OPERATION:
SATISFACTORY ON: AlIC 24/ BACKUP
Xx|[VHF [ xJuHF | |HF |LOCATION:KJYO ADJUSTMENT: 0/ 32
. PRIMARY NAVAID:
: MONITOR POINT:
HONTOR s [ ORT
OPTN:| CAT 3
ALS
(S) SALS
[MALS
5. X  [HIRL 17 (PCL), 35 (PCL)
APPROACH [MIRL
izmg X  |REIL 17 (PCL), 35 (PCL)
TDZ
C/LINE
X OTHER (SPECIFY)
ODALS 17 (PCL) PAPI-4L 17 (PCL), 35 (PCL)
6. RUNWAY |BASIC
MARKINGS ALLWEATHER PIR-G 17
INSTRUMENT  NPLG 35
7.RUNWAY  |APPROACH
VISUAL MIDFIELD
RANGE ROLL OUT
8. GLIDE GP ANGLE: 3.00 ELEV RWY THRESHOLD:377.6
PATH DISTANCE FROM RWY: ELEV GP ANTENNA:
THRESHOLD CROSSING HEIGHT:44.8
9. FINALAPPROACH X |RUNWAY THRESHOLD FT. FROM THRESHOLD
COURSE AIMING X |ON CENTERLINE FT. FROM CENTERLINE

10. WAIVERS: NONE

PART D - PREPARED BY:

PETER R. GUIMOND

DATE:
10/20/2011

TITLE:

AERONAUTICAL INFORMATION SPECIALIST

OFFICE:
AJV-352

PART C - REMARKS:

VDP NOT ESTABLISHED - OBSTACLES PENETRATE THE VDP
SURFACE.

PRECIPITOUS TERRAIN EVALUATION COMPLETED.
TERPS PARA 289 APPLIED TO 779 TREES 390746.20N/0773505.20W.

2. KJYO AWOS ON SERVICE A. KIAD ASOS ON SERVICE A.
3. KIAD 24-HR BACK-UP.
5. VGSI DATA: 3.00/45.0

SEE ATTACHED AIRSPACE LETTER.
TAA NOT DEVELOPED PER ATC REQUEST.
100 FOOT TREES USED PER EASTERN FPT.

A MANUAL TERRAIN EVALUATION WAS CONDUCTED IN THE
INTERMEDIATE SEGMENT ATTACHED TO MRB VORTAC INITIAL
SEGMENT. IAPA SELECTS THE CONTROLLING OBSTACLE AS
WAS-S-0189 (1460 MSL, 6A AC). WHEN A HORIZONTAL

ACCURACY ADJUSTMENT IS APPLIED, THE GLIDESLOPE
INTERCEPT WOULD NEED TO INCREASE TO 2200. THIS SPOT
ELEVATION LIES ON A 1020 MSL CONTOUR LINE WHEN
EVALUATED ON A QUAD MAP AND THEREFORE IS NOT THE
CONTROLLING OBSTACLE IN THE SEGMENT. THE OBSTACLE WAS
SET TO 0 MSL IN THE IAPA BUILD SO IT WOULD BE IGNORED.

INTERMEDIATE SEGMENTS FROM ZAXEN (IAF), KORNY (IAF),

MRB VORTAC (IAF), AND CACAS (IF/IAF) HAVE DIFFERENT
CONTROLLING OBSTACLES AND TERRAIN VALUES. MRB VORTAC
INTERMEDIATE OBSTACLE AND ZAXEN TERRAIN DOCUMENTED AS
WORST CASE TO DETERMINE MINIMUM SEGMENT ALTITUDE.

OBST # 9 IN INTERMEDIATE SEGMENT LIES 2308 FEET FROM
EDGE OF PRIMARY AREA. SECONDARY ROC REDUCTION NOT
NEEDED TO ACHIEVE DESIRED MINIMUM SEGMENT ALTITUDE,
FULL ROC APPLIED.

LPV OCS SURFACE = 34:1

LNAV/VNAV STANDARD ISA DEVIATION -30C. HISTORICAL
TEMPERATURE DATA NOT AVAILABLE.
LNAV/VNAV OCS SURFACE = 23.44:1

TERPS, VOLUME 1, VISUAL PORTION OF FINAL PENETRATIONS:
(EASTERN FPT NOTIFIED 9/30/11)

20:1 PENETRATIONS:

380 TERRAIN (KJYOA0006) 390509.52N/0773334.53W (2.22)

RASS (PRESSURE PATTERNS ARE THE SAME):

KJYO 389.1, KIAD 312.4

RA = 31.58

RASS ROUNDED UP TO 32 FEET FOR ALL DA AND 40 FEET FOR
ALL MDA AND PUBLISHED AS A NOTE.




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
PART - A OBSTRUCTION DATA
1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES | ELEV. MSL] ROC ALT. ADJUSTMENTS MIN. ALT.
FINAL: LNAV STEPDOWN CEYAC/2.70 NM TO RW17 14. TREES 390721.30N/0773524.10W | 689 (2C) 250 940
RWA7
3. MISSED MAP:
APPROACH EV
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT.
CATEGORY A 1.3NM | T 350
CATEGORY B 15NM__ |l 450 |2
CATEGORY C 1.7NM  |S] 450 |2
CATEGORY D 23NM |2 550 |2 B
CATEGORY E 45NM |®[ 550 *
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID: ey
SECTOR OBSTRUCTION| BRG/DIST _ |ELEVATION (MSL) MSA SECTOR OBSTRUCTION| BRG/DIST _ |ELEVATION (MSL) MSA
CITY AND STATE ELEVATION: 389 FACILITY PROCEDURE AND AMENDMENT NO: |REGION
LEESBURG, VA AIRPORT NAME: RNAV RNAV (GPS) RWY 17, AMDT 3 AEA
LEESBURG EXECUTIVE

FAA Form 8260 - 9 / April 2006 (Computer Generated)
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PART B - SUPPLEMENTAL DATA

1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIMETER SETTING
NWS |OTHER: SOURCE:
DISTANCE:
FAA HOURS REMOTE OPERATION:
SATISFACTORY ON: AlIC
[VHF [UHF | |HF LOCATION: ADJUSTMENT:
. PRIMARY NAVAID:
~ MONITOR POINT:
OPTN:| CAT3
ALS
(S) SALS
MALS
5. HIRL
APPROACH R
& RUNWAY ~EIL
LIGHTING —
C/LINE
OTHER (SPECIFY)
6. RUNWAY  |BASIC
MARKINGS |ALL WEATHER
INSTRUMENT
7.RUNWAY | APPROACH
VISUAL MIDFIELD
RANGE ROLL OUT
8. GLIDE GP ANGLE: ELEV RWY THRESHOLD:
PATH DISTANCE FROM RWY: ELEV GP ANTENNA:
THRESHOLD CROSSING HEIGHT:
9. FINAL APPROACH RUNWAY THRESHOLD FT. FROM THRESHOLD
COURSE AIMING ON CENTERLINE FT. FROM CENTERLINE
10. WAIVERS:

PART D - PREPARED BY:

DATE:

TITLE:

OFFICE:

PART C - REMARKS:




RADIO FIX AND HOLDING DATA RECORD

NAME: BICAG STATE: MD COUNTRY: US

LATITUDE/LONGITUDE: 391719.82N/0773209.85W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: CANCEL

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
IAP RNAV (GPS) RWY 17 KJYO LEESBURG VA (US)

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 2 DATE OF REVISION: 09/23/2010

REASON FOR REVISION:

REMOVED CACAS AS FAC 1.

UPDATED FIX USE.

FIX MOVED 183.04 FEET NORTH, FIX COORDINATES UPDATED.
STATE CHANGED FROM VIRGINIA TO MARYLAND.

DEVELOPED BY: DATE: 02/09/2010 OFFICE: AVN-110 NAME: PETER GETZ (NICHOLAS JACKSON)
APPROVED BY: DATE: OFFICE: AJV-352 NAME: DARRYEL ADAMS
SIGNATURE:
DISTRIBUTION: ~ NFDC
FPO: EST o
ARTCC: ZDC S B oot o

ATC FACILITY: IAD
OTHER: IAD APP CON

o IS
L'S'FC‘\??’*

FAA FORM 8260-2 / AUG 2009 Page 1 of 1



RADIO FIX AND HOLDING DATA RECORD

NAME: CACAS STATE: VA COUNTRY: US

LATITUDE/LONGITUDE: 391644.25N/0773842.31W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

HOLDING: HOLDING TYPE OF ACTION: MODIFY

PATTERNS:

PAT DIR IDENT TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (L ORR) TIME DME MIN MAX MIN MAX

1 N WP 351.24 171.24 4 3000 6000 5 6

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 200 AAO 392200.00N/0774215.00W 1729 4E

HOLDING RESTRICTIONS:

HOLDING LIMITED TO ESTABLISHED PATTERN.

REMARKS:
PRECIPITOUS TERRAIN EVALUATION COMPLETED.

FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
IAP RNAV (GPS) RWY 17 1 KJYO LEESBURG VA (US)

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 3 DATE OF REVISION: 04/05/2012

REASON FOR REVISION:
1. MOVED FIX 1.07 NM NORTH.
2. INCREASED PAT 1 MINIMUM HOLDING ALTITUDE FROM 2800 TO 3000.

DEVELOPED BY: DATE: 10/17/2011 OFFICE: AJV-352 NAME: PETER GUIMOND
APPROVED BY: DATE: OFFICE: AJV-352 NAME: DARRYEL ADAMS
SIGNATURE:

DISTRIBUTION: NFDC
FPO: EST
ARTCC: ZDC
ATC FACILITY: POTOMAC APP CON
OTHER:

FAA FORM 8260-2 / AUG 2009 Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: DANMO STATE: VA COUNTRY: US

LATITUDE/LONGITUDE: 391006.06N/0773548.55W TYPE: WP, INT, DME

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DIST FROM FAC MRA MAA
BRG BRG NM  FEET

1 LEESBURG I-JYO LOC/DME 351.29 341.29 6.34 6.34 38533 2100 4800

2 FREDERICK FDK VOR T 223.31 215631 17.90 2100 4800

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

REMARKS:

LEESBURG (FAC 1) USED TO ESTABLISH FIX COORDINATES
1-JYO DME COORDINATES 390405.98N-0773308.52W.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
IAP ILS OR LOC RWY 17 1,2 KJYO LEESBURG VA (US)
IAP RNAV (GPS) RWY 17 KJYO LEESBURG VA (US)

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 3 DATE OF REVISION: 04/05/2012

REASON FOR REVISION:

1. MOVED FIX 455 FEET NORTHWEST TO FAAO 8260.54, FORMULA 2-16B PFAF LOCATION.

2. AMENDED FAC 1 AND FAC 2 MRA FROM 2300 TO 2100.

3. UPDATED FAC 1 DME, NM, AND FOOT VALU

4. AMENDED FAC 2 MAG BRG FROM 223.11 TO 223.31 AND DIST FROM FAC FROM 17.94 TO 17.90.

DEVELOPED BY: DATE: 10/17/2011 OFFICE: AJV-352 NAME: PETER GUIMOND
APPROVED BY: DATE: OFFICE: AJV-352 NAME: DARRYEL ADAMS
SIGNATURE:

DISTRIBUTION: NFDC
FPO: EST
ARTCC: ZDC
ATC FACILITY: POTOMAC APP CON
OTHER:

FAA FORM 8260-2 / AUG 2009 Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: KORNY STATE: WV COUNTRY: US

LATITUDE/LONGITUDE: 391344.08N/0775002.26W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: ESTABLISH

HOLDING: HOLDING TYPE OF ACTION: ESTABLISH

PATTERNS:

PAT DIR IDENT TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX MIN MAX

1 w WP 261.12 081.12 R 4 4000 6000 5 6

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 200 AAO 390942.80N/0774836.50W 1913 6C

HOLDING RESTRICTIONS:

HOLDING LIMITED TO ESTABLISHED PATTERN

REMARKS

PRECIPTIOUS TERRAIN EVALUATION COMPLETED.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE

IAP RNAV (GPS) RWY 17 1 KJYO LEESBURG VA (US)

REQUIRED CHARTING: IAP

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: ORIG DATE OF REVISION: 04/05/2012
DEVELOPED BY: DATE: 10/17/2011 OFFICE: AJV-352 NAME: PETER GUIMOND
APPROVED BY: DATE: OFFICE: AJV-352 NAME: DARRYEL ADAMS
SIGNATURE:
DISTRIBUTION: NFDC
FPO: EST
ARTCC: ZDC
ATC FACILITY: POTOMAC APP CON
OTHER:

FAA FORM 8260-2 / AUG 2009 Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: ZAXEN STATE: MD COUNTRY: US
LATITUDE/LONGITUDE: 391943.31N/0772721.40W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: ESTABLISH

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY STATE
IAP RNAV (GPS) RWY 17 KJYO LEESBURG VA (US)

REQUIRED CHARTING: IAP

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: ORIG DATE OF REVISION: 04/05/2012
DEVELOPED BY: DATE: 11/30/2011 OFFICE: AJV-352 NAME: PETER GUIMOND
APPROVED BY: DATE: OFFICE: AJV-352 NAME: DARRYEL ADAMS
SIGNATURE:
DISTRIBUTION: NFDC
FPO: EST
ARTCC: ZDC
ATC FACILITY: POTOMOC APP CON
OTHER:

FAA FORM 8260-2 / AUG 2009 Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: CEYAC STATE: VA COUNTRY: US
LATITUDE/LONGITUDE: 390740.01N/0773444.96W TYPE: WP
AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY lNF O ONL
HOLDING: HOLDING TYPE OF ACTION: NO CHANGE
FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY STATE
IAP RNAV (GPS) RWY 17 KJYO LEESBURG VA (US)
REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1 DATE OF REVISION: 09/23/2010
REASON FOR REVISION:
REMOVED KJYO R17 AS FAC 1.
UPDATED FIX USE.
FIX MOVED 4009.48 FEET SOUTH, FIX COORDINATES UPDATED.
DEVELOPED BY: DATE: 02/09/2010 OFFICE: AVN-110 NAME: PETER GETZ (NICHOLAS JACKSON)
APPROVED BY: DATE: 07/26/2010 OFFICE: AVN-110 NAME: GEORGE DAVIS
SIGNATURE:

DISTRIBUTION: NFDC

FPO: EST

ARTCC: ZDC

ATC FACILITY:

OTHER: IAD APP CON

FAA FORM 8260-2 / AUG 2009

" Page 10f 1




NAME: HOAGE

LATITUDE/LONGITUDE: 390742.96N/0780512.41W
AIRSPACE DOCKET:

RADIO FIX AND HOLDING DATA RECORD

STATE: VA

FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE
BRG BRG

1 MARTINSBURG MRB VORTAC L 222.88 215.88

2 ARMEL AML VORTAC L 300.05 292.05

HOLDING: HOLDING TYPE OF ACTION: CANCEL

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY

EN ROUTE V3-39-143 1,2

EN ROUTE V4-92 1,2

IAP RNAV (GPS) RWY 17 KJYO LEESBURG

IAP RNAV (GPS) RWY 32 KOKV WINCHESTER

REQUIRED CHARTING: IAP, CONTROLLER, EN ROUTE LOW

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: 6

DATE OF REVISION: 09/23/2010

REASON FOR REVISION:

REMOVED ECADI AS FAC 3.
CANCELLED HOLDING PAT 1.
UPDATED FIX USE.

ADDED DIST FROM FACS.

REMOVED HOLDING LIMITED REMARK.

NM
18.99

31.24

DME DIST FROM FAC

FEET

o [NFQ ONLY

MRA MAA

5000 17500
5000 17500

STATE
(US)

VA (US)
VA (US)

DEVELOPED BY: DATE: 02/09/2010 OFFICE: AVN-110 NAME: PETER GETZ (NICHOLAS JACKSON)
APPROVED BY: DATE: 07/26/2010 OFFICE: AVN-110 NAME: GEORGE DAVIS
SIGNATURE:

DISTRIBUTION: NFDC

FPO: EST

ARTCC: ZDC

ATC FACILITY: PCT TRACON

OTHER: IAD APP CON
FAA FORM 8260-2 / AUG 2009 Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: MARTINSBURG VORTAC
LATITUDE/LONGITUDE: 392308.06N/0775054.08W
AIRSPACE DOCKET:

FIX MAKE-UP FACILITIES:
FAC NAME

1 MARTINSBURG

IDENT
MRB

STATE: WV
TYPE:

FIX TYPE OF ACTION: MODIFY

TRUE
BRG

CLASS MAG
BRG

TYPE
VORTAC L

COUNTRY: US lNFO ONLY

DME DIST FROM FAC

MRA MAA

17500

FEET

HOLDING: HOLDING TYPE OF ACTION: MODIFY

PATTERNS:

PAT DIR IDENT TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX MIN MAX

1 E MRB VORTAC 109.00 289.00 L 1-11/2 3000 17500 8 16

2 E WP 112.00 292.00 L 7 3000 6000 9 10

3 E MRB VORTAC 110.00 290.00 L 1 3000 6000 8 9

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED ' OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 265 AAO 392200.00N/0774215.00W 1729 4E

1 310 SPOT + AAO 392700.50N/0773734.20W 1958 2A

2 265 AAO 392200.00N/0774215.00W 1729 4E

2 310 SPOT + AAO 392700.50N/0773734.20W 1958 2A

3 265 AAO 392200.00N/0774215.00W 1729 4E

REASON FOR NONSTANDARD HOLDING:

PAT 1 ATC REQUEST.

PAT 2 ATC REQUEST.

PAT 3 ATC REQUEST.

HOLDING RESTRICTIONS:

HOLDING LIMITED TO ESTABLISHED PATTERNS.

PROCEDURES REQUIRING CLIMB-IN-HOLD: :

PAT PROCEDURE TITLE AIRPORT IDENT CITY STATE

1 ILS OR LOC RWY 26 KMRB MARTINSBURG WV (US)

1 VOR-A KMRB MARTINSBURG WV (US)

2 RNAV (GPS) RWY 8 KMRB MARTINSBURG WV (US)

REMARKS:

PRECIPITOUS TERRAIN EVALUATION COMPLETED.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE

DP CAPITAL KIAD WASHINGTON DC (US)

DP TAKE-OFF MINIMUMS KFRR FRONT ROYAL VA (US)

DP ARSENAL KHEF MANASSAS VA (US)

DP TAKE-OFF MINIMUMS KMRB MARTINSBURG WV (US)

EN ROUTE J162 (Us)

EN ROUTE J6 (US)

EN ROUTE V143 (USs)

EN ROUTE V166 (Us)

EN ROUTE V214 (US)

EN ROUTE V3 (US)

EN ROUTE V39 (US;

EN ROUTE Va4 (USs

EN ROUTE V457 (US)

EN ROUTE V501 (Us)

EN ROUTE V8 (US)

IAP CONVERGING ILS RWY 12 KIAD WASHINGTON DC (US)

IAP CONVERGING ILS RWY 19C KIAD WASHINGTON DC (US)

IAP CONVERGING ILS RWY 19L KIAD WASHINGTON DC (US)

IAP CONVERGING ILS RWY 19R KIAD WASHINGTON DC (US

IAP ILS OR LOC RWY 19L KIAD WASHINGTON DC (US

IAP ILS OR LOC RWY 1R KIAD WASHINGTON DC (US)

IAP . ILS OR LOC/DME RWY 12 KIAD WASHINGTON DC (US)

IAP ILS OR LOC/DME RWY 19C KIAD WASHINGTON DC (US)

IAP ILS OR LOC/DME RWY 19R KIAD WASHINGTON DC §US)

IAP ILS OR LOC/DME RWY 1C 1 1 KIAD WASHINGTON DC (US)

IAP ILS RWY 01R (CAT Il) KIAD WASHINGTON DC (US)

IAP ILS RWY 19C (CAT II) KIAD WASHINGTON DC (US)

IAP ILS RWY 19C (CAT Il KIAD WASHINGTON DC (US)

IAP ILS RWY 19L (CAT II) 1 KIAD WASHINGTON DC (US) ,

IAP ILS RWY 19R (CAT Il) KIAD WASHINGTON DC (US) ...

IAP ILS RWY 19R (CAT Iil) KIAD WASHINGTON DC (US) # i

IAP ILS RWY 1C (CAT Il) 1 1 KIAD WASHINGTON DC (US).. 4

IAP ILS RWY 1R (CAT Ill) KIAD WASHINGTON DC éUS)»j},

IAP RNAV (GPS) RWY 1L 2 KIAD WASHINGTON DC (US)

FAA FORM 8260-2 / AUG 2009 Page 1 of 2



IAP
AP
AP
IAP
IAP
IAP
IAP
IAP
IAP
IAP
IAP
IAP
IAP
IAP
IAP
STAR
STAR
STAR
STAR
STAR
STAR
STAR
STAR
STAR
STAR
STAR
STAR
STAR
STAR
STAR
STAR
STAR
STAR
STAR
STAR
STAR
STAR
STAR

RNAV (GPS) Y RWY 19C
RNAV (GPS) Y RWY 19L
RNAV (GPS) RWY 5
VOR-A

ILS OR LOC RWY 27
ILS OR LOC RWY 9
ILS OR LOC RWY 17
RNAV (GPS) RWY 17
VOR OR GPS-A
VOR/DME-A

GPS RWY 29

ILS OR LOC RWY 26
RNAV (GPS) RWY 26
RNAV (GPS) RWY 8
VOR-A

WZRRD

BARIN (RNAV)
DELRO

HYPER (RNAV)
LEGGO (RNAV)
PHILIPSBURG
PRTZL (RNAV)
ROYIL
SELINSGROVE
SMYRNA

BRUSH

JAVIT

BRUSH
WESTMINSTER
WESTMINSTER
WZRRD

BRUSH

BRUSH

BRUSH

BRUSH

WZRRD

ROYIL

ROYIL

KISZ

KLUK
KHAO
KDAA
KJYO
KHEF

WASHINGTON
WASHINGTON
FREDERICK
FREDERICK
HAGERSTOWN
HAGERSTOWN
LEESBURG
LEESBURG
LEESBURG
WINCHESTER
BERKELEY SPRINGS
MARTINSBURG
MARTINSBURG
MARTINSBURG
MARTINSBURG
WASHINGTON
WASHINGTON
WASHINGTON
WASHINGTON
WASHINGTON
WASHINGTON
WASHINGTON
WASHINGTON
WASHINGTON
DOVER
COVINGTON
COVINGTON
FALMOUTH
BALTIMORE
BALTIMORE
CAMP SPRINGS
BATAVIA
CINCINNATI
CINCINNATI
HAMILTON
FORT BELVOIR
LEESBURG
MANASSAS

REQUIRED CHARTING: DP, STAR, IAP, CONTROLLER, EN ROUTE LOW, EN ROUTE HIGH

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: 20

REASON FOR REVISION:

HOLDING PATTERNS: PAT 3 - DELETED 1 1/2 MINUTE TIMING AND CHANGED MAX TEMPLATE FROM 10 TO 9.

DATE OF REVISION: 02/11/2010
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CONTROLLING OBSTRUCTIONS: PAT 1 - CHANGED 310 KT AC FROM 6A TO 2A (SPOT ON QUAD CHART); PAT 2 - UPDATED 265 KT

OBSTRUCTION AND CHANGED 310 KT AC FROM 6A TO 2A (SPOT ON QUAD CHART); PAT 3 - DELETED 310 KT OBSTRUCTION (CLIMB-IN-

HOLD NOT REQUIRED).
REASON FOR NONSTANDARD HOLDING: ADDED PAT 2 REASON.
HOLDING RESTRICTIONS: MOVED ESTABLISHED PATTERN RESTRICTION FROM REMARKS.

PROCEDURES REQUIRING CLIMB-IN-HOLD: ADDED SECTION (TRANSCRIBED FROM PREVIOUS FORMAT).
REMARKS: ADDED PRECIPITOUS TERRAIN EVALUATION.

FIX USE: UPDATED.
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TERMINAL AIRSPACE DATA REQUIREMENTS

CITY: LEESBURG STATE: VA
AIRPORT NAME: LEESBURG EXECUTIVE ID: KJYO
PROCEDURE: RNAV (GPS) RWY 17 AMDT: 4
DOCKET # :

(96-AXX-X/Required/Not Required)

ALL DIST TO 1/100 NM; ELEV TO NEAREST FT; COORD TO 1/100 SEC; DEG TO 1/100 DG.

1. Distance from THRESHOLD to 1000' point 4.33
(Enter THLD, FAF, ARP, FACILITY, as appropriate)
2. Width of FINAL segment at 1000' point 1.26
(Enter appropriate segment , final, intermediate, etc.)
3. True Course of FINAL segment containing 1000' point 161.27
4. High Terrain in FINAL segment containing 1000' point 769
5. Distance from KORNY to 1500 point 0.90
(If 1500' point in PT maneuvering area or holding pattern note in remarks)
6. Width of INITIAL segment at 1500' point 4.00
7. True Course of INITIAL segment containing 1500' point_071.12
8. High Terrain in INITIAL segment containing 1500' point 1552
9. Threshold Coordinates (if straight-in) ... 390506.43N /0773338.18W
10. ARP Coordinates ........cccccccceeeunnnne 390440.70N / 0773327.00W
11. Runway Approach End and distance furthest from ARP................. RWY 35
Distance 0.45 NM
12. FAF Coordinates ...........ccceeeuueeee.. 391006.06N ;0773548.55W

(Click to Select)

REMARKS: Approach/Drawing attached.
5. KORNY (IAF): 391344.08N/0775002.26W. 1000 AIRSPACE APPLIED IN INITIAL SEGMENT PER ATC
REQUEST TO RETAIN CARDINAL ALTITUDE (3000 MSL).






