Action: Task Type: Date Open: | Task #: Request #:
Flight Procedure Tracking Form FLIGHT CHECK IAP 12/13/2012 | 2011031722749201008 20110317227492
Procedure;: VOR OR TACAN RWY 17 AMDT 7 Airport ID: Airport: WALLOPS FLIGHT FACILITY Reimbursable #:
KWAL .
City: WALLOPS ISLAND ST: VA GPS #: Estimated Chart Date: FICO #:
06/27/2013

WALLOPS ISLAND, VA

WALLOPS FLIGHT FACILITY (KWAL)

Fac ID: SWL Fac. Type: VORTAC Specialist: PETER GUIMOND
Procedure Review
Rec'd Rel'd Full Name Comments
Lead: 12/13/2012 | 03/04/2013 | ADOLFO URRUTIA
QA: 03/04/2013 03/13/2013 CASIMIR TABAKA
Liaison: | 03/13/2013 Seu( \ O APPROVAL REQUEST - MAGVAR
Procedure Comments: ENROUTE-NON [|Remark Type: INFORMATION

VOR OR TACAN RWY 17, AMDT 7

CONTACT: DON SMITH/ADOLFO URRUTIA-AIV-352 LEADS, 405.954.1036 / 405.954.2079.

ENROUTE-NO FC: 5.14.13 PUB: 6.27.13

ATTACHED FORMS: 8260-5; 8260-10; 8260-9; 8260-2(S): SNOW HILL (SWL) VTAC, REV 10; WAFIT-INT, REV 2.

VN 8200-6 (05/26/2005)

Data as of:

3/14/2013 11:26:25AM




WALLOPS ISLAND, VIRGINIA

AL-639 (FAA)
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VORTAC SWL Rwy idg 4808
1za - APPCRS T 55 VOR or TACAN RWY 17
chan 71| 199° [AprElev 40 WALLOPS FLIGHT FACILTY (WAL)
v When Rwy 10 VGSI inoperative, Circling to Rwy 10 NA at MISSED APPROACH: Climb 1o 600 then climbing right turn to
at night. When local altimeter setting not received, use 2000 direct SWL VORTAC and hold. [TACAN aircraft climb to
A Sclis%ury alimeter setting and increase all MDA 60 feet and 600 then climbing right turn to 2000 on heading 300° and SWL
$-17 Cats C/D and Cirﬁing Cat C visibility Y mile. Helicopter | VORTAC R-219 to WAFIT/SWL 5 DME and hold SW, left turn
visibility reduction below % SM not authorized. 039° inbound.)
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e —————— 6.6NM 1
REIL all Rwys CATEGORY | A B c \ )
HIRL Rwys 4-22, 10-28 and 17-35
FAF lo MAP 6.6 NM 517 540-1 509 (500-1) 540-1% 509 (500-1%)
Knots | 60 | 90 | 120 | 150 | 180 $20-17% 860-2%
MinSod 6:36| 424 318 2:38] 2.12| BB CIRCLNG 600-1 560(600-1) 580 (600-1%4) | 820 (900-2%)
:“AdLL?PFSK'fLAND' VIRGINIA WALLOPS FLIGHT FACILITY (WAL)
mat 0L LN 7 KODR
wsenzsww VOR or TACAN RWY 17



U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
TACAN OR VOR STANDARD INSTRUMENT APPROACH PROCEDURE except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
: ] Celiings are in feet above aimport elevation. Distances are in nautical miles unless otherwise indicated,
FLIGHT STANDARDS SERVICE - TITLE 14 CFR PART 97.23 except visibilities which are in statute miles-or in feet RVR.
TERMINAL ROUTES MISSED APPROACH
FROM . TO COURSE AND DISTANCE ALTITUDE | MAP: 6.56 MILES AFTER SWL VORTAC OR AT SWL 6.56 DME FiX
CLIMB TO 600 THEN CLIMBING RIGHT TURN TO 2000 DIRECT SWL
VORTAC AND HOLD (TACAN AIRCRAFT CLIMB TO 600 THEN
CLIMBING RIGHT TURN TO 2000 ON HEADING 300 AND SWL
VORTAC R-219 TO WAFIT/SWL. 5.06 DME AND HOLD SW, LT,
039.00 INBOUND). : .
ADDITIONAL FLIGHT DATA:
HOLD SW, LT, 039.05 INBOUND.
FAS OBST: 249 AAO 380146N/0752642W
CHART R-6604.
SWL VORTAC TO RW17: 2.76/45.
CHART CIRCLING ICON.
1.PT R SIDE OF COURSE 009.67 OUTBOUND 2000 FTWITHIN 10 MILES OF SWL VORTAC (1AF)
2.
3.FAC 189.87 FAF SWL VORTAC DIST FAF TC MAP 6.56 THLD 6.56
4. MIN. ALT SWL VORTAC 2000
8. MSA FROM: SWL VORTAC 045-315 1600, 315-045 2100 MAG VAR: 8W EPOCH YEAR:1965
MINIMUMS
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE: NA l | STANDARD @
CATEGORY ===z==> A B C D E
MDA VIS HAT/HAA| NDA Vis HAT/HAA| MDA VIS HAT/HAA | MDA Vis HAT/HAA | MDA VIS HAT/HAA
517 540 1 509 540 1 509 540 138 509 540 138 509
CIRCLING 600 1 560 600 1 560 620 1112 580 860 23/4 820
NOTES:
CHART PROFILE NOTE: VGSI AND DESCENT ANGLES NOT COINCIDENT. CAT D 900-2 3/4
CHART NOTE: WHEN RWY 10 VGS! INOPERATIVE, CIRCLING TO RWY 10 NA AT NIGHT. NAWHEN LOCAL WEATHER NOT AVAILABLE.  yA,
CHART NOTE: WHEN LOCAL ALTIMETER SETTING NOT RECEIVED, USE SALISBURY ALTIMETER SETTING AND L -
INCREASE ALL MDA 60 FEET AND S-17 CATS C/D AND CIRCLING CAT C VISIBILITY 1/4 MILE. o 2
(SEE FORM 8260-10) -*.‘%,QAWQ
CITY AND STATE ELEVATION: 40 THRE: 31 FACILITY PROCEDURE NO./AMDT NO./EFFECTIVE DATE: SUP
WALLOPS ISLAND, VA AIRPORT NAME: IDENTIFIER: VOR OR TACAN RWY 17, AMDT 7
© SWL AMDT 6B
WALLOPS FLIGHT FACILITY DATE 07/10/2003

FAA FORM 8260-5 / April 2006 (computer generated)

PAGE 1 OF 2 PAGES




ALLAFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE

|Z| YES |:| NO ROUTINE

COORDINATED WITH:
ATA -~ AAT ALPA APA AOPA NBAA OTHER (specify)

D I:] - [x] |:| [X] [x] m ZDC, NHK APP CON, WAL ATCT, AMGR

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:

PETER R. GUIMOND AJV-352 02/01/2013

APPROVED BY

NAME: FIFO DATE:

SUSAN CRUMB MANAGER AJV-352
CHANGES:

1. AMENDED TDZE 40 TO THRE 31.
2. DELETED INITIAL SEGMENTS FROM SBY VORTAC AND CBEAV.
3. ADDED S-17 CAT D MINIMUMS.
4. ADDED INITIAL CLIMB TO 600 TO PRIMARY AND TACAN MISSED APPROACH PROCEDURES.
5. ADDED 300 HEADING TO TACAN MISSED APPROACH TO INTERCEPT SBY R-219.
6. AMENDED FAS DATA OBSTACLE FROM 109 MSL TREE TO 249 MSL AAOQ.
7. AMENDED FINAL APPROACH COURSE FROM 189.65 TO 189.67.
8. AMENDED MDA/HAT 500/461 TO MDA/HATH 540/509.
9. INCREASED CAT C VISIBILITY FROM 1 1/4 TO 1 3/8.
10. INCREASED CAT C CIRCLING MDA/HAA FROM 600/560 TO 620/580.
11. INCREASED CAT D CIRCLING MDA/HAA FROM 600/560 TO 860/820 AND VISIBILITY FROM 2 TO 2 3/4.
12. ADDED CHART CIRCLING ICON IN ADDITIONAL FLIGHT DATA.
13. AMENDED ALTERNATE MINIMUMS TO DOCUMENT CAT D NONSTANDARD VALUES AND NA WHEN LOCAL ALTIMETER NOT AVAILABLE.
184é EAQAZEIJDED DESCENT ANGLE/TCH FROM 2.75/52 TO 2.76/45.
-10

REASONS:

1. AW CURRENT DOCUMENTATION POLICY.

2. NOT NEEDED. SEGMENTS OVERLAY PUBLISHED AIRWAYS,
3. EASTERN FPT REQUEST.

4. TACAN MISSED NEEDS A CLIMB TO 600 FOR TERPS OBSTACLE SURFACES TO CONSTRUCT. PRIMARY MISSED APPROACH CHANGED TO STANDARDIZE WITH TACAN INSTRUCTIONS.
5. ASSIST AIRCRAFT TO LOCATE SBY R-219.

6. NEW OBSTACLE STUDY.

7. OPTIMUM FINAL APPROACH COURSE.

8. COMPUTED USING NEW CONTROLLING OBSTACLE.

8. COMPUTED IAW TERPS TABLE 3-5A

10. NEW CONTROLLING OBSTACLE IDENTIFIED USING LARGER CIRCLING AREA.

11. NEW CONTROLLING OBSTACLE IDENTIFIED USING LARGER CIRCLING AREA. VISIBILITY COMPUTED USING AMENDED HAA VALUE.
12. IAW CURRENT DOCUMENTATION POLICY.

13. IAW CURRENT DOCUMENTATION POLICY.

14. COMPUTED FROM AMENDED PROCEDURE TCH.

SEE 8260-10




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitude§ are iﬂ_ feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum alfitudes unless otherwise indicated.

l“:‘F‘IHGo“VO” STANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet abo iport elevation. Distances are in nautical mile: less otherwise indicated,
IGHT STANDARDS SERVICE - - TITLE 14 CFR PART 97.23 eggr;tvi:ibi;igégﬁichvae:in sla‘iut‘frt:lci.lgs or in?eetsRaVR.m resan ° e
NOTES (CONT.):

CHART NOTE: HELICOPTER VISIBILITY REDUCTION BELOW 3/4 SM NOT AUTHORIZED.
CHART PLANVIEW NOTE: NOPT FOR ARRIVAL ON SWL VORTAC AIRWAY RADIALS 360 CW 034.

ALy
N
2 ¢
o >
| 7N
CITY AND STATE ELEVATION: 40  ~  THRE:31 FACILITY PROCEDURE NO./ AMDT NO./EFFECTIVE DATE:  |sup: -
WALLOPS ISLAND, VA AIRPORT NAME: IDENTIFIER: - VOR OR TACAN RWY 17, AMDT 7 _ pe=
swL AMDT:
WALLOPS FLIGHT FACILITY DATED:  07/10/2003

FAA FORM 8260-10 / April 2006 (Computer Generated) PAGE 2 OF 2 PAGES




ALLAFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES

[] ves [] no

REQUIRED EFFECTIVE DATE

COORDINATED WITH.

ATA AAT ALPA APA AOPA NBAA OTHER (specify)

] 1 0 O ] ] [ ]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY
NAME: FIFO DATE:
APPROVED BY
NAME: FIFO DATE:
CHANGES:
CHANGES CONT.
15. ADDED BACK-UP ALTIMETER NOTE.
16. ADDED PROFILEVIEW NOTE: VGSI AND DESCENT ANGLES NOT COINCIDENT.
17. ADDED NOTE: WHEN RWY 10 VGSI INOPERATIVE, CIRCLING TO RWY 10 NA AT NIGHT.
18. ADDED PLANVIEW NOTE: NOPT FOR ARRIVALS ON SWL VORTAC AIRWAY RADIALS 360 CW 034.
19. ADDED NOTE: HELICOPTER VISIBILITY REDUCTION BELOW 3/4 SM NOT AUTHORIZED.
REASONS:
REASONS CONT.
15. EASTERN FPT REQUEST. TOWER HAS REDUNDANT ALTIMETER EQUIPMENT BUT DOES NOT OPERATE 24/7.
16. PROCEDURE DESCENT ANGLE/TCH NOT WITHIN COINCIDENCE TOLERANCE OF VGSI ANGLE/TCH.
17. EASTERN FPT REQUEST TO MITIGATE 20:1 VISUAL SURFACE PENETRATIONS. AFS APPROVAL LETTER DRAFTED.
18. IAW FAAO 8260.19.
19. IAW CURRENT DOCUMENTATION POLICY.
WHITEOUT CORRECTIONS
1. CORRECTED SUPERSEDED DATE FOR AMDT 5 TO READ 7/10/2003.
2. ADDED BACK-UP ALTIMETER ADJUSTMENT TO BLOCK 3 OF THE 8260-9.
3. FORMATTED OVERFLOW CHANGES TO APPEAR AS SINGLE LINES.
AL
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STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
PART -A OBSTRUCTION DATA
1. APP SEGMENT - FROM TO OBSTRUCTION COORDINATES ELEV. MSL{ ROC ALT. ADJUSTMENTS MIN, ALT.
INTERMEDIATE: PT 110 NM SWL VORTAC 1. TOWER (24-000713) {380514.86N/0752753.33W | 368 (3C) 500 |AT1132 2000
- f 1 - [2. TERRAIN 381203.00N/0752839.00W |50 (100) - |as1s00 , 1600
FINAL SWL VORTAC 6.56 MILES AFTER 3. AAD 380146.10N/0752641.70W | 249 (2C) 250 [xL28 540
SWL. VORTAC OR '
AT SWL 6.56 DME
FIX
2. PROCEDURE TURN SWL VORTAC 10 NM 4. TOWER (24-000896) |331257.55N/0751920.11W |535 (5D) 1000 |AT465 2000
5. TERRAIN 382118.00N/0752609.00W {60 (100) AS1500 1600
MAP: 16.56 MILES AFTER  |SWL VORTAC ASC 2000
3. MISSED SWL VORTAC OR 6. TOWER (24-000639) |380436.36N/0753216.74W | 438 (1A) 1000 1500
APPROACH ELEV: [262 7. TERRAIN 375515.00N/0752927.00W | 50 (100) AS1500 1600
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT.
CATEGORY A 13NM | | 350 560 9. TOWER (51-000307) |375545.00N/0752852.00W [241 (5D) 300 ACS50 600
CATEGORY B 1.5NM || 450 3 560 " |s. TOWER (51-000307) | 375545.00N/0752852.00W |241 (5D) 300 ACS50 600
CATEGORY C 17NM  |S] 450 |2 580 8. TOWER (51-001697) | 375623.80N/0753230.65W [315 (1A) 300 620
CATEGORY D 23NM @[ 550 |2 820 10. TOWER (51-000306){ 375514.00N/0752305.00W [509 (5D) 300 ACS50 860
CATEGORY E 45NM  |®[ 550 ‘
5. MINIMUM SAFE ALTITUDES - PRIMARY NAVAID: SWL VORTAC
SECTOR OBSTRUCTIO BRG/DIST  |ELEVATION (MSL) MSA SECTOR OBSTRUCTION| BRG/DIST ELEVATION (MSL) MRS
045-315 TWR (24-000001) 262/18.0 558 (4D) 1600 e
315-045 TWR (10-000079) 351/ 28.2 1048 (4D) 2100 v i‘?,in S
CITY AND STATE ELEVATION: 40 FACILITY PROCEDURE AND AMENDMENT NO:  [REGION“ ™"
WALLOPS ISLAND, VA AIRPORT NAME: o SWL VOR OR TACAN RWY 17, AMDT 7 AEA
WALLOPS FLIGHT FACILITY

FAA Form 8260 - 9 / April 2006 (Computer Generated) ’ PAGE 1 OF 1 PAGES




PART B - SUPPLEMENTAL DATA

1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIMETER SETTING
ERCARKEE Nws [other oI e
WAL TOWER ASOS - |DISTANCE: 0/ 24.06
L FAA . [HOURS REMOTE OPERATION:
|sATISFACTORY ON: AlC - 24/BACKUP
Xx|VHF | x[uHF | |HF |LOCATION: ADJUSTMENT: 0/ 67.08
. PRIMARY NAVAID: SWL VORTAC
MONITOR | MONITOR POINT: _AOCC
STATUS | HRS | CAT1 24
OPTN:| CAT 3
ALS
(S) SALS
MALS
5. X HIRL 17, 10, 28, 22, 04, 35
APPROACH IRL
tgfprmg( X  |REIL 17,10, 28, 22, 04, 35
TDZ
CILINE
X |OTHER (SPECIFY)
PAPI-4L 17, 10, 28, 22, 04, 35
6. RUNWAY  |BASIC
MARKINGS |ALL WEATHER
INSTRUMENT NPI-G 10, 28, 22, 04; -F 17, 35
7.RUNWAY | APPROACH
VISUAL MIDFIELD
RANGE ROLL OUT
8. GUIDE GP ANGLE: ELEV RWY THRESHOLD:
PATH DISTANCE FROM RWY: ELEV GP ANTENNA:
THRESHOLD CROSSING HEIGHT:
9. FINAL APPROACH X |RUNWAY THRESHOLD FT. FROM THRESHOLD
COURSE AIMING X |ON CENTERLINE FT. FROM CENTERLINE

10. WAIVERS: NONE

PART D - PREPARED BY:

PETER R. GUIMOND

DATE:
02/01/2013

TITLE:

AERONAUTICAL INFORMATION SPECIALIST

OFFICE:
AJV-352

PART C - REMARKS:

VDP NOT ESTABLISHED - DESCENT ANGLE LESS THAN 2.75
DEGREES WHEN USING VGSI TCH (63 FT).

PRECIPITOUS TERRAIN EVALUATION COMPLETED.

2. KWAL ASOS ON‘SERViCE A. KSBY ASOS ON SERVICE A,
3. KSBY 24-HR BACK-UP.
5. VGSI DATA: 3.00/63.0.

SEE ATTACHED AIRSPACE LETTER.
100 FOOT TREES USED PER EASTERN FPT.
CATEGORY E MINIMUMS NOT REQUIRED PER EASTERN FPT.

OPTIMUM FAF ALTITUDE IS 2200 MSL. ATC REQUESTED FAF
ALTITUDE REMAIN AT 2000 TO RETAIN CARDINAL ALTITUDE.

STEPDOWN FIX WAS CONSIDERED TO LOWER THE NEW 540 MSL
MDA, BUT NOT ESTABLISHED. A VISIBILITY BENEFIT COULD
NOT BE ACHIEVED IF THE MDA WAS DECREASED 40 FEET TO
THE PUBLISHED 500 MSL MDA.

ORDER 8260.3, VOLUME 1, CHAPTER 2, NEW CIRCLING
CRITERIA APPLIED

CAT A: 1.30 NM

CAT B: 1.81 NM

CATC: 2.84 NM

CAT D: 3.70 NM

RASS (PRESSURE PATTERNS ARE THE SAME):

KWAL 40.2, KSBY 52.6

RA = 57.08

mngROUNDED UP TO 60 FEET FOR ALL MDA AND PUBLISHED AS
E.

TERPS, VOLUME 1, VISUAL PORTION OF FINAL PENETRATIONS:
(EASTERN FPT NOTIFIED 1/16/2013)

RWY 17, 34: PENETRATIONS:

123 TREE (KWALT0402) 375712.25N/0752817.87W (24.60)
116 TREE (KWALT0401) 375711.01N/0752820.21W (18.92)
112 TREE (KWATL0399) 375709.81N/0752819.57W (18.79)
111 TREE (KWALT0400) 375711.33N/0752816.80W (16.09)
101 TREE (KWALT0397) 375708.81N/0752815.55W (14.14)
92 TREE (KWALTO0398) 375708.93N/0752817.18W (3.35)
103 TREE (KWALT0404) 375712.28N/0752820.81W (1.89)
RWY 10, 20:1 PENETRATION:

83 TREE (KWALT0291) 375637.39N/0752923.27W (5.42)

MISSED APPROACH OBSTACLES CONT.

TACAN AIRCRAFT:

ASC 2000

8. TOWER (51-001697) 375623.80N/0753230.65W 315 (1A)
1000 1400

7. TERRAIN 375515.00N/0752927.00W 50 (100) AS1500 1600




RADIO FIX AND HOLDING DATA RECORD

NAME: SNOW HILL VORTAC

LATITUDE/LONGITUDE: 380323.74N/0752750.04W

AIRSPACE DOCKET:

FIX MAKE-UP FACILITIES:
FAC NAME

1 SNOW HILL

STATE: MD COUNTRY: US
TYPE:

FIX TYPE OF ACTION: NO CHANGE

TRUE
BRG

TYPE
VORTAC L

CLASS MAG
BRG

IDENT
SWL

DME DIST FROM FAC

NM

MRA MAA

17500

FEET

HOLDING: HOLDING TYPE OF ACTION: MODIFY

PATTERNS:

PAT DIR IDENT TYPE RADICRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX MIN MAX

1 sSwW SWL VORTAC 219.05 039.05 L 1 2000 6000 5 7

2 E SWL VORTAC 090.57 270.57 R 1 2000 6000 4 5

3 NE WP 052.00 232.00 R 4 2000 6000 4 6

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 230 TOWER (24-000639) 380436.36N/0753216.74W 438 1A

2 200 TOWER (24-000639) 380436.36N/0753216.74W 438 1A

3 200 TOWER (24-000639) 380436.36N/0753216.74W 438 1A

REASON FOR NONSTANDARD HOLDING:

PAT 1 TO AVOID RESTRICTED AREA R-6604

HOLDING RESTRICTIONS:

HOLDING LIMITED TO ESTABLISHED PATTERNS.

REMARKS:

PRECIPITOUS TERRAIN EVALUATION COMPLETED.

PAT 1 EVALUATED AT 230 KIAS FOR HIGH PERFORMANCE NASA AIRCRAFT.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE

DP HENRY KPHF NEWPORT NEWS VA (US)

DP KISRR KORF NORFOLK VA (US)

EN ROUTE J121 (US)

EN ROUTE" J174 (US)

EN ROUTE V139 (US)

EN ROUTE Va9 Us)

1AP RNAV (GPS)-B 3 KW41 CRISFIELD MD (US)

|AP VOR/DME-A 2 KW41 CRISFIELD MD (US)

AP RNAV (GPS) RWY 2 KOXB OCEAN CITY MD (US)

1AP RNAV (GPS) RWY 32 KOXB QCEAN CITY MD (US)

1AP VOR-A KOXB OCEAN CITY MD (US)

1AP ILS OR LOC RWY 32 KSBY SALISBURY MD (US)

IAP RNAV (GPS) RWY 32 KSBY SALISBURY MD (US)

AP RNAV (GPS) RWY 21 KMFV MELFA VA (US)

1AP VOR OR TACAN RWY 17 1 KWAL WALLOPS ISLAND VA (US

STAR SMYRNA KDOV DOVER DE (US)

STAR CEDAR LAKE KILG WILMINGTON DE (US)

STAR JUMS (RNAV) KILG WILMINGTON DE (US)

S5TAR ARGAL KRDU RALEIGH/DURHAM NC (US

STAR KAROO (RNAV) KRDU RALEIGH/DURHAM NC (US)

STAR SEA ISLE KBLM BELMAR/FARMINGDALE NJ (US)

STAR SEAISLE KNEL LAKEHURST NJ (US)

STAR SEA ISLE KN14 LUMBERTON NJ (US)

STAR SEA ISLE KVAY MOUNT HOLLY NJ (US)

STAR SEAISLE KN87 ROBBINSVILLE NJ (US)

STAR SEAISLE KMJX TOMS RIVER NJ (US)

STAR CEDAR LAKE KTTN TRENTON NJ (US)

STAR DUPONT KTTN TRENTON NJ (US)

STAR JIHMS (RNAV) KTTN TRENTON NJ (US)

STAR SEA ISLE KWRI WRIGHTSTOWN NJ (US)

STAR KORRY KLGA NEW YORK NY (US)

STAR CEDAR LAKE KMQS COATESVILLE PA (US)

STAR DUPONT KMQS COATESVILLE PA (US)

STAR JHMS (RNAV) KMQS COATESVILLE PA (US)

STAR CEDAR LAKE KPHL PHILADELPHIA PA.(US)

STAR DUPONT KPHL PHILADELPHIA PA (US)

STAR JIMS (RNAV) KPHL PHILADELPHIA PA (US)

STAR CEDAR LAKE KPNE PHILADELPHIA PA (US)

STAR DUPONT KPNE PHILADELPHIA PA (US) Liy

STAR JIMS (RNAV) KPNE PHILADELPHIA PA (US)»Q?‘ y e
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SNOW HILL VORTAC

REQUIRED CHARTING: DP, STAR, IAP, CONTROLLER, EN ROUTE LOW, EN ROUTE HIGH
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 10 DATE OF REVISION: 06/27/2013

REASON FOR REVISION:

1. AMENDED PAT 1 MAX HOLDING ALTITUDE FROM 5000 TO 6000.

2. AMENDED PAT 1 CONTROLLING OBSTACLE AIRSPEED FROM 200 KIAS TO 230 KIAS.

3. ADDED REMARK: PAT 1 EVALUATED AT 230 KIAS FOR HIGH PERFORMANCE NASA AIRCRAFT.
4. UPDATED FIX USE.

DEVELOPED BY: DATE: 01/17/2013 OFFICE: AJV-352 NAME: PETER GUIMOND
APPROVED BY: DATE: OFFICE: AJV-352 NAME: SUE CRUMB
SIGNATURE:

DISTRIBUTION: NFDC
FPO: EST
ARTCC: ZDC
ATC FACILITY: NKH APP CON
OTHER:

SALy
e

2
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#

FAA FORM 8260-2 / AUG 2009

Page 2 of 2




RADIO FIX AND HOLDING DATA RECORD

NAME: WAFIT STATE: VA COUNTRY: US

LATITUDE/LONGITUDE: 375906.24N/0753105.53W TYPE: DME

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES: B )

FAC NAME IDENT TYPE CLASS MAG TRUE DME DIST FROM FAC MRA MAA

BRG BRG NM  FEET

1 SNOW HILL SWL VORTAC L 219.00 211.00 5.00 5.00 2000 17500

HOLDING: ) HOLDING TYPE OF ACTION: MODIFY

PATTERNS:

PAT DIR  IDENT TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (L ORR) TIME DME MIN MAX MIN MAX

1 SW SWL VORTAC 219.00 039.00 L. 1 2000 6000 5 7

CONTROLLING OBSTRUCTIONS: .

PA AIRSPEED  OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 230  TOWER (24-000061) 380311.00N/0753408.00W 345 4D .

REASON FOR NONSTANDARD HOLDING:
PAT 1 TO REMAIN WEST OF RESTRICTED AREA

HOLDING RESTRICTIONS:
HOLDING LIMITED TO ESTABLISHED PATTERN.
230 KIAS HOLDING EVALUATED FOR HIGH PERFORMANCE NASA AIRCRAFT.

REMARKS:
PRECIPITOUS TERRAIN EVALUATION COMPLETED.
HOLDING ABOVE 2000 MSL PENETRATES R-6604.

FIX USE:’
USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
DpP VOR OR TACAN RWY 17 1 KWAL - WALLOPS ISLAND VA (US)

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 2 . DATE OF REVISION: 06/27/2013

REASON FOR REVISION:

1. UPDATED FAC 1 MAG BRG FROM 210.99 TO 211.00

2. 'ADDED DISTANCE TO FAC TO FAC 1.

3. AMENDED PAT 1 INBOUND COURSE FROM 038.99 TO 039.00.

4. AMENDED MAX HOLDING ALTITUDE FROM 4000 TO 6000.

5. UPDATED PAT 1 CONTROLLING OBSTACLE STATE ID CODE TO CURRENT FORMAT.

DEVELOPED BY: DATE: 01/17/2013 OFFICE: AJV-352 NAME: PETER GUIMOND
APPROVED BY: DATE: OFFICE: AJV-352 NAME: SUE CRUMB
SIGNATURE:

DISTRIBUTION: - NFDC
FPO: EST
ARTCC: ZDC
ATC FACILITY: NHK APP CON
OTHER:

ir
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@ 2 0
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TERMINAL AIRSPACE DATA REQUIREMENTS

CITY: WALLOPS ISLAND STATE: VA
AIRPORT NAME: WALLOPS FLIGHT FACILITY ID: KWAL
PROCEDURE:} VOR OR TACAN RWY 17 AMDT: 7

DOCKET #:
(96-AXX-X/Required/Not Required)

ALL.DIST TO 1/100 NM; ELEV TO NEAREST FT; COORD TO 1/100 SEC; DEG TO 1/100 DG.

1. Distance from THRESHOLD to 1000’ point 3.23
(Enter THLD, FAF, ARP,‘ FACILITY, as appropriate) '
2. Width of | ' FINAL segment at 1000' point 2.32
(Enter appropriate segment , final, intermediate, etc.)
3. True Course of FINAL segment containing 1000' point 181.67
4. High Terrain in FINAL segment containing 1000’ point 49
5. Distance from THRESHOLD to 1500' point 5.56
(if 1500' point in PT maneuvering area or holding pattern note in remarks)
6. Width of _ FINAL segment at 1500' point 2.10
7.- True Course of FINAL “segment containing 1500' point_181 .67 :
8. High Terrain in FINAL segment containing 1500' point 49
9. Threshold Coordinates (if straight-in) ... 375649.85N /0752804.54W
10. ARP Coordinates ..........ccccccvveeennee 375624.70N / 0752759.00W
‘11. Runway Approach End and distance furthest from ARP................. RWY 10
Distance 0.90 NM
12. FAF Coordinates ..........ccccccuvenen 380323.74N /0752750.04W

(Click to Select)

REMARKS: Approach/Drawing attached.




Federal Aviation

2 Administration
Memorandum
Date:
To: Dick Powell Manager, National Flight Data Center, AJV-21
From: Susan L. Crumb, Manager, Eastern Product Team, AJV-352

Subject: ACTION: Magnetic Variation Change for Wallops Flight Facility, Wallops Island, -
VA (KWAL)

The Magnetic Variation (MV) data for the airport(s) and/or facility(s) listed under the
‘Airport/Facility” column will be revised effective concurrent with the publication of the
procedure(s) listed below.

RNAV (GPS) RWY 4, AMDT 1
RNAV (GPS) RWY 10, AMDT 1
RNAV (GPS) RWY 17, AMDT 1
RNAV (GPS) RWY 22, AMDT 1
RNAV (GPS) RWY 28, AMDT 1
RNAV (GPS) RWY 35, ORIG

Estimated Chart Date: 06/27/2013
Please publish these changes in the National Flight Data Digest.

VIRGINIA
: Airport Assigned Magnetic | Epoch
Location Name [Facility Identifier Variation Is Year
Wallops Wallops Flight . KWAL / Old 10° West
Island Facility Airport WAL New 11° West | 2012

If you have any questions please notify Susan L. Crumb, susan.l.crumb@faa.gov (405-954-8686).





