Action: [Task Type: Date Open: | Task #: Request #:
Flight Procedure Tracking Form FLIGHT CHECK IAP 04/25/2011 | 2011042530871502001 20110425308715
Procedure: ILS OR LOC/DME RWY 17 AMDT 2 Airport 1D: Airport: BOLINDER FIELD-TOOELE VALLEY Reimbursable #:
KTVY
City: TOOELE ST: UT GPS #: Estimated Chart Date: FICO #:
03/07/2013
Fac ID: TVY Fac. Type: ILS Specialist: DANIEL OLSON

Procedure Review

Rec'd Rel'd Full Name Comments :k
Lead: 09/12/2012 12/03/2012 LONNIE EVERHART
QA: 12/03/2012 12/04/2012 CASIMIR TABAKA
Liaison: | 12/04/2012 ""j,"pur\\\z\ :
Procedure Comments: ENROUTE |Remark Type: INFORMATION //«,7 /‘__L[Z

TOOELE, UT  BOLINDER FIELD-TOOELE VALLEY  (KTVY) ILS OR LOC/DME RWY 17, AMDT 2 ENROUTE-YES FC: 1.8.13 PUB: 3.7.13
ATTACHED FORMS: 8260-3; 8260-10; 8260-9; 8260-2(S): EMONT-INT, REV 9; FOGEM-INT, REV 2; JONEK-INT, REV 3; SALTA-INT, REV 8; WEGET-INT, REV 2.

CONTACT: PETE GETZ/LONNIE EVERHART-AVN-130 LEADS, 405.954.2079/ 405.954.4576.

VN 8200-6 (05/26/2005) Data as of: 12/5/2012 8:02:18AM
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CATEGORY A ] 8 C ] D ° BT
SILS 17 4473-Y5 200 (200-V%) ¥ i s '
5-L0C 17 4640-1, 367 (400-V4) 4640-% 367 (400-%) 1:750,000
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498 (500-1) 518(600-1) | 538(600-1%) | 618(700-2) | REILRwys350
TOSEQLEI UTAH TOOELE/ BOLUNDER FIELD-TOOELE VALLEY (TV'Y)
e s 40°37NN12Z21W ILS or LOC/DME RWY 17




ILS - STANDARD Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, except
US DEPARTMENT OF TRANSPORTATION INSTRUMENT APPROACH PROCEDURE HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. Ceilings are in feet
FEDERAL AVIATION ADMINISTRATION TITLE 14 CFR PART 97.29 : above airport elevation. Distances are in nautical miles unless otherwise indicated, except visibilities which
’ ' are in statute miles or in feet RVR.
TERMINAL ROUTES ] MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE |ILS: DA
LOC: I-TVY 1.16 DME FIX
EMONT INT FOGEM INT/-TVY 25.15 DME 104.97 / 3.46 (TCH R-285) 12000
zg'c__s)EM INT/-TVY 25.15 DME mz)%l_zr)T INT/A-TVY 13.48 DME 166.12/ 11.67 (I-TVY) 8100 TS 75 Ei50 TEN CLIMBING FiGHT TURN 70 5000 ON
. HEADING 343 AND OGD VORTAC R-192 TO WEGET I-TVY/13.48
SALTA INT (IAF) WEGET INT/-TVY 13.48 DME 249.32/ 8.90 (TCH R-249) : 8100 DME AND HOLD, CONTINUE CLIMB-IN-HOLD TO 9000.
‘(1\1’53\5{ INT/I-TVY 13.48 DME JONEK/I-TVY 6.72 DME 166.12/ 6.76 (I-TVY) 6100
ADDITIONAL FLIGHT DATA:
CHART FAS OBST: 4379 POWER LINE TOWER
- 403843N/1122118W
CHART VDP AT 2.14 DME*;
al DISTANCE VDP TO THLD 0.98 MILES.
*LOGC ONLY.
CHART TCH 19.98 DME AT FOGEM
1.PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (IAF)] CHART OGD R-192 AT WEGET
2. HOLD N WEGET, RT, 166.12 INBOUND, 8100 FT. IN LIEU OF PT (IAF)
3.FAC: 166.12 FAF: JONEK/-TVY 6.72 DME DIST FAF TO MAP: THLD: 556
4. MIN. ALT: WEGET 8100, JONEK 6100 ‘
5. DIST TO THLD FROM OM: - MM: - IM: - 150 HAT: - 100 HAT: - GSANT: 910
6. MIN GSINCPT: 6100 GS ALT AT: JONEK 6100 OM: - MM: - 1M: -
7. GSANGLE:  3.00 TCH: 55.0
8. MSA FROM: TCH VORTAC 094-232 12700, 232-339 7900, 339-094 11000 MAG VAR: 13E EPQCH YEAR: 2005
MINIMUMS
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE: NA | X |
CATEGORY =====>| A B - C : D E
DHMDA | VIS |HAT/HAA|DH/MDA | VIS |HAT/HAA|DH/MDA | viIS |HAT/HAA|DH/MDA | VIS |HAT/HAA|DH/MDA [ VIS |HAT/HAA
S-ILS 17 4473 12 200 4473 112 200 4473 112 200 4473 1/2 200
S-LOC 17 4640 112 367 4640 12 367 4640 5/8 367 4640 - 58 367
CIRCLING 4820 1 498 4840 1 518 4860 112 538 4940 2 618
NOTES:
CHART NOTE: DME REQUIRED. Al
CHART PLANVIEW NOTE: PT REQUIRED FOR ARRIVALS AT WEGET VIA V32 EASTBOUND. , 9\3 ’/:,_
CHART NOTE: WHEN LOCAL ALTIMETER SETTING NOT RECEIVED, USE SALT LAKE CITY INTL ALTIMETER SETTING 2
AND INCREASE ALL DA/MDA 60 FEET, INCREASE S-LOC 17 CAT C/ D VISIBILITY TO 3/4, CIRCLING CAT D QS' Q
VISIBILITY TO 2 1/4. ‘ ' (o4
CITY AND STATE ELEVATION: 4322 THRE: 4273 FACILITY PROCEDURE NO./AMDT NO.JEFFECTIVE DATE: SUP:
TOOELE, UT AIRPORT NAME: IDENTIFIER: ILS OR LOC/DME RWY 17, AMDT 2 AMDT 1
. 1-TVY -
BOLINDER FIELD-TOOELE VALLEY DATED 0812712009

FAA FORM 8260 - 3 / April 2006 (computer generated) g PAGE 1 OF 7PAGES




ALL AFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE

[x] vYes - [] no , | ROUTINE

COORDINATED WITH: ,
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

|:| |I| IZ' m |z| APT MGR, ZLC, SLC APP CON

FLIGHT CHECKED BY

NAME: ’ ‘ FIFO DATE:

DEVELOPED BY

NAME: FIFO DATE:
LONNIE EVERHART (DANIEL OLSON) AJV-354 : 09/18/2012

APPROVED BY

NAME: FIFO DATE:
DEZ SILAGYI MANAGER AJV-354

CHANGES:

JONEK MOVED 501 FT.

. CHANGED DISTANCE FROM FOGEM TO WEGET FROM 11.60 TO 11.67.

CHANGED DME DISTANCE FROM I-TVY DME TO JONEK FROM 6.64 TO 6.72.

CHANGED DISTANCE FROM WEGET TO JONEK FROM 6.84 TO 6.76.

. CHANGED DISTANCE JONEK TO THLD FROM 5.48 TO 5.56.

. CHANGED MSA FROM TVY NDB TO TCH VORTAC.

. §-ILS MINIMUMS ALL CATS LOWERED TO 4473-1/2 FROM 4497-3/4, CHANGED HAT TO HATH.
. 8-LOC - CHANGED ALL HATS TO HATHS AND ADJUSTED VISIBILITY VALUES.

. REMOVED "INOPERATIVE TABLE DOES NOT APPLY TO S-ILS R17".

10. REMOVED S-LOC INOPERATIVE NOTE.

WONONRWNS

11. REMOVED 8-LOC INOPERATIVE NOTE WHEN USING SALT LAKE CITY ALTIMETER. 12. ADDED "CHART NOTE: DME REQUIRED".
13. CHANGED DESCRIPTION FROM AAO TO SPOT + AAO AND ACCURACY FROM 2C TO 6C OF HOLD-IN-LIEU CONTROLLING OBSTACLE - NO OTHER CHANGE TO PATTERN.
14. DELETED ALTERNATE MINIMUMS. PDF EDIT CHANGES:

1. REMOVED "INT" ASSOCIATED WITH WEGET IN BLOCK 3 ON 8260-9.

REASONS:

1. USED .54A PFAF FORMULA 2-16B.

.]12. INCORRECT DISTANCE LISTED PREVIOUSLY.

3, 4,'5. JONEK MOVED 501 FT.

6. TVY NDB BEING DECOMMISSIONED.

7, 8. USED THLD ELEVATION AND NEW VISIBILITY CRITERIA.

9, 10, 11. CHANGE IN VISIBILITY VALUES, INCREASE REQUIRED BY INOP TABLE IS APPROPRIATE OR A WORSE CASE INCREASE.

12. ACFT ARE TO TO USE I-TVY DME AND LOCALIZER WHEN HOLDING AT WEGET IN ORDER TO REDUCE SIZE OF CLIMB-IN-HOLD TEMPLATE.
13. MORE ACCURATE DESCRIPTION AND CRITERIA CHANGE.

14. AWOS NOT ON SERVICE A.

. ED
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~
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

t HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
ILS STANDARD EXCBPLTIA |, HAA, THF, N ces are rudes urtes :
INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.29 : indicated, except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-18 - ILS

i 2 3 4 5 6 7 8 . 9 0 1 2 3
NAVAID 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAD OGD K2011570VTLW N41132675W112055367 N41132675W112055367E0140042231 NAROGDEN
SUSAD TCH K2011680VTHW N40510090W111585489 N40510090W111585489E0160042202 NARWASATCH
SUSAD KTVYK2 ITVY K2011115 IT ITVYN40360597W112205676 043310 NARBOLINDER FIELD-TOOELE VALLEY
1 2 3 4 5 6 7 8 9 0 1 2 3
WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAEAENRT EMONT K20 R L N41030201W1l2252884 E0122 NAR EMONT
SUSAEAENRT FOGEM K20 R N41011586W112213269 B0122 NAR FOGEM
SUSAEAENRT JONEK K20 C N40424925W112211015 E0121 NAR JONEK
SUSAEAENRT SALTA K20 R I, N40502044W112093780 E0121 NAR SALTA
SUSAEAENRT WEGET K20 R L N40493519W112211842 E0121 NAR WEGET
1 2 3 4 5 6 7 8 9 0 1 2 3
ATRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KTVYK2ATVY 0 061YHN40364520W1122102808E013004322 1800018000C MNAR BOLINDER FIELD-TOOELE VALLEY
1 - 2 3 4 5 6 7 8 9 0 1 2 3

SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KTVYK2FI17 AEMONT 010EMONTKZEAQE ‘ IF 18000

0 DS
SUSAP KTVYK2FI1l7 AEMONT 020FOGEMK2EAQOE A TF . . + 12000 0 DS
SUSAP KTVYK2FI1l7 AEMONT (030WEGETK2EAOEE B CF ITVYK2 3461013516610117PT + 08100 0 Ds
SUSAP KTVYK2FIL1l7 ASALTA 010SALTAK2EAQCE A Ir 18000 0 DS
SUSAP KTVYK2FI17 ASALTA 020WEGETK2EAQEY TF + 08100 0 DS
SUSAP KTVYK2FI17 ASALTA O030WEGETK2EAOEE R HF ITVYK2 . 346101351661T0L0PI + 08100 0 DS
SUSAP KTVYK2FI1l7 I 01O0WEGETK2EAQE I IF ITVYK2 34610135 PI J 081000610018000 0 DS
SUSAP KTVYK2FI1l7 I 020JONEKK2EAQE F CF ITVYK2 3461006716600068PI H 0610006100 -300TCH K2D 0 DS
SUSAP KTVYK2FIL1l7 I 030RW17 K2PGOGY M CF ITVYK2 3461001216600056PT 04328 -300 0 DS
SUSAP KTVYK2FI17 I 040 0 M CA - 1661 + 05400 0 DS
SUSAP KTVYK2FI1l7 I 050 0 R VIY 3430 0 DS
SUSAP KTVYK2FI1l7 I 06 OWEGETK2EAQEY CF OGD K2 1922026501220080D + 09000 0 DS
SUSAP KTVYK2FI1l7 I 070WEGETK2EAQEE R HM 16617010 + 09000 0 DS
1 2 3 4 . 5 6 7 8 9 0 1 2 3
RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KTVYK2GRW17 0061001661 N40371533W112210341+0800 +1285004273000055100IITVY1
\SI\L/>i
1 2 3 4 5 6 7 8 S 0 1 2 @ R +
£
o&rg\ﬂ'
CITY AND STATE ELEVATION: 4322 THRE: 4273 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |gup:
TOOELE, UT AIRPORT NAME: IDENTIFIER: ILS OR LOC/DME RWY 17, AMDT 2
BOLINDER FIELD-TOOELE VALLEY AMDT: 1
I-TVY DATED:  08/27/2009
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ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH: )
ATA AAT ALPA APA

L1 O 0O O

AQOPA

1

NBAA OTHER (specify)

]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
ILS STANDARD . Altitudes are minimum altitudes unless otherwise indicated.
; : excf'gpt HAT,.HAA, TCH, anfi RA. Al ¢ € I S : !
INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.29 indicated, except visibilities which are in statute miles or in feet RVR.
1Ls 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KTVYK2IITVY1l 011115RW17 N40360559W1122101991661N40370630W1122106600960 09100568300E01305504275
1 2 3 ) 5 6 7 8 9 0 1 2 3
MSA 123456789012345678901234567890123456789012345678901234567590123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KTVYK2STCH K2D 0 052159079251592741102527405212725 M
ALs
M
A
- Ut
CITY AND STATE ] ELEVATION: 4322 THRE: 4273 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |sup: =
TOOELE, UT AIRPORT NAME: IDENTIFIER: ILS OR LOC/DME RWY 17, AMDT 2
BOLINDER FIELD-TOOELE VALLEY AMDT: 1
I-TVY. DATED: - 08/27/2009
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ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

i S s I o N

AQPA

[

NBAA OTHER (specify)

]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
ILS STANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.29 indicated, except visibilities which are in statute miles or in feet RVR.
ARINC SUMMARY - 424-18 - ILS
ROUTES TRANSITION FIX SEQ USE PATH TURN‘ FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
EMONT EMONT 010 -IF FB
EMONT FOGEM 020 IAF TF FB AA 12000
EMONT WEGET 030 CF FB 166.1() 011.7 AA 08100
SALTA SALTA 010 IAF IF FB i
SALTA WEGET 029 TF FO . AA 08100
SALTA WEGET 03¢0 HF R FO 166.1() T01.0 AA 08100
WEGET 010 FACF IF FB AA 08100 GI 06100
JONEK 020 FAF CF FB 166.0¢() 006.8 GI 06100 GS 06100
RW17 030 MAP CF FO 166.0() 005.6 AT 04328
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
040 CA FB 166.1() AA 05400
050 VI R FB 343.00) ’
WEGET 060 CF FO 012.2() 008.0 AA 09000
WEGET 070 HM R FO 166.1() T01.0 AA 09000
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
OGD N411326.75 W1120553.67 N4113.446 W11205.895
TCH N405100.90 W1115854.89 N4051.015 W11l158.915
ITVY (DME) N403605.97 W1l122056.76 N4036.100 W11220.946
EMONT N410302.01 W11l22528.84 N4103.034 W1ll225.481
FOGEM N410115.86 W1ll22132.69 N4101.264 W11221.545
JONEK N404249.25 W1122110.15 N4042.821 W11221.169
SALTA N405020.44 W1120937.80 N4050.341 W11209.630
WEGET N404935.19 W1122118.42 N4049.587 W1l1221.307
RW17 N403715.33 W1l22103.41 N4037.256 W11221.057
ITVY (LOC) N403605.59 W11i22101.99 N4036.093 W11221.033
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RW17 04273 55
N7, "y
A
o O
kel
CITY AND STATE ELEVATION: 4322 THRE: 4273 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: SUP:
TOOELE, UT AIRPORT NAME: IDENTIFIER: ILS OR LOC/DME RWY 17, AMDT 2 -
BOLINDER FIELD-TOOELE VALLEY -~ |AMDT: 1
I-TVY DATED: 08/27/2009

FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page 4y of 7 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

L O 0O O

AOPA NBAA OTHER (specify)

[ ]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

__ LOC STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICES - FAR PART 97.25

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA.. Altitudes are minimum altitudes uniess otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
indicated, except visibilities which are in statute miles or in feet RVR. '

ARINC PACKET - 424-18 - LOC
1 2 3 3 5 6 7 8 9 0 1 2 3
NAVAID 123456789012345676901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAD 0GD  K2011570VILW N41132675W112055367  N41132675W112055367E0140042231 NAROGDEN
SUSAD TCH  K2011680VTHW N40510090W111585489  N40510090W111585489E0160042202 NARWASATCH
SUSAD KTVYK2 ITVY K2011115 IT ITVYN40360597W112205676 043310 NARBOLINDER FIELD-TOOELE VALLEY
1 2 3 Z 5 3 7 8 5 0 1 2 3
WP 123456765012345678901234567890123456789012345678901234567890123456769012345678901234567890123456789012345678901234567690123456789012
SUSAEAENRT EMONT K20 R L N41030201W112252884 E0122 NAR EMONT
SUSAEAENRT  FOGEM K20 R N41011586W112213269 E0122 NAR FOGEM
SUSAEAENRT  JONEK K20  C N40424025W112211015 E0121 NAR JONEK
SUSAEAENRT SALTA K20 R L N40502044W112093780 E0121 NAR SALTA
SUSAEAENRT WEGET K20 R L N40493519W112211842 E0121 NAR WEGET
1 2 3 2 5 3 7 8 9 0 T 2 3
AIRPORT 123456789012345678901234567690123456769012345678901234567890123456783012345678901234567890123456789012345678901234567890123456789012
SUSAP KTVYK2ATVY 0 061YHN40364520W112210280E013004322 1800018000C  MNAR  BOLINDER FIELD-TOOELE VALLEY
1 2 3 2 5 3 7 8 5 0 1 2 3
SHEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KTVYK2FL17  AEMONT 010EMONTK2EAOE IF 18000 0 DS
SUSAP KTVYK2FL17  AEMONT 020FOGEMK2EAOE A  TF + 12000 0 DS
SUSAP KTVYK2FL17  AEMONT 030WEGETK2EAOEE B CF ITVYK2 3461013516610117PI + 08100 0 DS
SUSAP KTVYK2FL17  ASALTA OLl0SALTAK2EAOE A  IF 18000 0 DS
SUSAP KTVYK2FL17  ASALTA 020WEGETK2EAOEY TF + 08100 0 DS
SUSAP KTVYK2FL17  ASALTA 030WEGETK2EAOEE R  HF ITVYK2 346101351661T010PI  + 08100 0 DS
SUSAP KTVYK2FL17 L 010WEGETK2EAOE I  IF ITVYK2 34610135 PI  + 08100 18000 0 DS
SUSAP KTVYK2FL17 L 020JONEKK2EAOE F  CF ITVYK2 3461006716600068PT + 06100 TCH K2D 0 DS
SUSAP KTVYK2FL17 L 030RW17 K2PGOGY M CF ITVYK2 3461001216600056PT 04328 -301 0 DS
SUSAP KTVYK2FL17 L 040 0 M - CA 1661 + 05400 0 DS
SUSAP KTVYK2FL17 L 050 0. R VIY 3430 0 DS
SUSAP KTVYK2FL17 L 06 0WEGETK2EAQEY CF 0GD K2 1922026501220080D  + 09000 0 DS
SUSAP KTVYK2FL17 L 070WEGETK2EAQEE R HM 1661T010  + 09000 0 DS
1 2 3 z 5 3 7 8 5 0 T 2 3
RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KTVYK2GRWL17 0061001661 N40371533W112210341+0800 +1285004273000055100IITVY1

\\AL{)

1 2 3 4 5 6 7 8 9 0 1 2 G 3 ‘4
4
Ul
CITY AND STATE ELEVATION: 4322 THRE: 4273 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE:  |SUP: "
TOOELE, UT AIRPORT NAME: IDENTIFIER: ILS OR LOC/DME RWY 17, AMDT 2~
‘ BOLINDER FIELD-TOOELE VALLEY AMDT: 1
I-TVY DATED:  08/27/2009
FAA FORM 8260 - 10/ April 2006 (Computer Generated) Page §$ of 7 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA - APA

[ . OO 0O
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearihgs, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

LOC STANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.25 indicated, except visibilities which are in statute miles or in feet RVR.
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CITY AND STATE ELEVATION: 4322 THRE: 4273 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |[syup:
TOOELE, UT AIRPORT NAME: IDENTIFIER: ILS OR LOC/DME RWY 17, AMDT 2
BOLINDER FIELD-TOOELE VALLEY 7 AMDT: 1

VY DATED:  08/27/2009
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ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] ~o

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA - AAT ALPA APA

o 0O 0O 04

AOPA

[ 1

NBAA OTHER (specify)

]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
t HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
LOC STANDARD Exospt AR T, M, T AT cos e Huaes Unies ,
INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.25 indicated, exceptvisibilities which are in statute miles or in feet RVR.
ARINC SUMMARY - 424-18 - LOC
ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
EMONT EMONT 010 IF FB
EMONT FOGEM 020 IAF TF FB AR 12000
EMONT WEGET 030 CF FB 166.1() 011.7 AA 08100
SALTA SALTA 010 IAF IF FB
SALTA WEGET 020 TF FO . AA 08100
SALTA WEGET 030 HF R FO 166.1() T01.0 AR 08100
WEGET 010 FACF IF FB AA 08100
JONEK 020 FAF CF FB 166.0() 006.8 AA 06100
RW17 030 MAP CF FO 166.0() 005.6 AT 04328
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
040 CA FB 166.1() AR 05400
050 Vi R FB 343.0() ) .
WEGET 060 CF . FO 012.2() 008.0 AA 09000
WEGET 070 HM R FO 166.1() T01.0 AA 09000
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
OGD N411326.75 W1120553.67 N4113.446 W11205.895
TCH N405100.90 W1115854.89 N4051.015 W1il158.915
ITVY (DME) N403605.97 W1122056.76 N4036.100 W11220.946
EMONT N410302.01 W1l22528.84 N4103.034 W11225.481
FOGEM N410115.86 W1122132.69 N4101.264 W11221.545
JONEK N404249.25 W1122110.15 N4042.821 W11221.169
SALTA N405020.44 W1120937.80 N4050.341 W11209.630
WEGET N404935.19 W1122118.42 N4049.587 W11221.307
RW17 N403715.33 W1122103.41 N4037.256 W11221.057
ITVY (LOC) N403605.59 W1122101.99 N4036.093 W11221.033
RUNWAY DATA ) THRESHOLD
RWY ELEVATION TCH
RW17 04273 55
ALy
M
4 Q)
8
Heol
CITY AND STATE ELEVATION: 4322 THRE: 4273 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: SUP:
TOOELE, UT AIRPORT NAME: : IDENTIFIER: IL.S OR LOC/DME RWY 17, AMDT 2 -
BOLINDER FIELD-TOOELE VALLEY AMDT: 1
VY DATED:  08/27/2009
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ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA - APA

I N [ ]
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FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: ' NFPG DATE:

CHANGES:

REASONS:




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
PART - A OBSTRUCTION DATA
1. APP SEGMENT FROM T0 OBSTRUCTION COORDINATES ELEV. MSL| ROC ALT. ADJUSTMENTS MIN. ALT.
FEEDER EMONT INT FOGEM INT/I-TVY  [1. AAO 410218.00N/1121627.00W | 4666 (4E) 2000 [AT5334 12000
25.15 DME 2. TERRAIN 410218.00N/1121627.00W [4466 (4500) AS1500 6000
INITIAL ] FOGEM INT/-TVY WEGET INTA-TVY  [3. AAO 405703.00N/1121333.00W [6241 (4E) 1000 |SA-999 AT1858 8100
25.15 DME 13.48 DME 4. TERRAIN 410118.00N/1121824.00W 4128 (4100) AS1500 5600
INITIAL SALTAINT WEGET INTI-TVY _ |5. AAO 405254.00N/1121136.00W |5634 (4E) | 1000 |AT1466 8100
13.48 DME . TERRAIN 405254.00N/1121136.00W | 5434 (5400) AS1500 _|6900
INTERMEDIATE WEGET INT/I-TVY JONEK/I-TVY 6.72 [7. AAO 404916.06N/1122848.48W | 5161 (2C) 500 [SA-464 AT903 6100
‘ 13.48 DME DME [8. TERRAIN 404845.00N/1122603.00W 4167 (4200) AS1500 5700
(IF/IAF)
FINAL: ILS JONEKI/I-TVY 6.72 RW17 ASC 44731200
DME
FINAL: LOC JONEK/I-TVY 6.72 I-TVY 1.16 DME 9. POWER LINE TOWER|403843.25N/1122117.55W 4379 (2C) 250 4640
DME FIX
2. HOLD-IN-LIEU-OF-PT WEGET P-10 10. SPOT + AAO 405050.80N/1122946.60W |6849 (6C) 1000 7900
11. TERRAIN 405050.80N/1122946.60W |6649 (6600) AS1500 - |8100
MAP: |DA/I-TVY 1.16 WEGET/13.48 DME : ASC 9000
3. MISSED DME FIX 1Z. AAD ' 404836.00N/1123012.00W | 6299 (2C) | 1000 — 7300
APPROACH ELEV. [4390 13 TERRAIN ~|404836.00N/1123012.00W | 6099 (6100) AS1500 7600
4. CIRCLING AREA | DISTANCE - HT. ABV. ARPT. ' .
CATEGORY A 13NM_ | | 350 498 14. TREE 403500.82N/1122033.77W [4514 (2C) 300 4820
CATEGORY B 15NM L} 450 = 518 15. TREE 403455.50N/1122009.23W [4534 (2C) 300 4840
CATEGORY C 1.7NM  |S] 450 |2 538 16. TREE 403442.72N/1122008.81W [4554 (2C) 300 4860
CATEGORY D 23Nm | J[ 550 |2 618 17. TREE 403405.06N/1122003.57W [4634 (2C) 300 4940
CATEGORY E 45NM || 550 A7,
5. MINIMUM SAFE ALTITUDES , PRIMARY NAVAID: TCH VORTAC @
SECTOR OBSTRUCTION BRG/DIST  |ELEVATION (MSL) MSA SECTOR OBSTRUCTION | © BRG/DIST ELEVATION (MSL) MSA<
094-232 AAO 123/ 23.2 11689 (6C) 12700 339-094 AAO 007/ 15.4 9906 (6C) 11008~
232-339 AAOD 254/ 23.4 6849 (6C) 7900
CITY AND STATE ELEVATION: 4322 FACILITY PROCEDURE AND AMENDMENT NO: |REGION
TOOELE, UT AIRPORT NAME: - -TVY ILS OR LOC/DME RWY 17, AMDT 2 ANM
- BOLINDER FIELD-TOOELE VALLEY

FAA Form 8260 - 9/ April 2006 (Computer Generated) PAGE 1 OF 1 PAGES




PART B - SUPPLEMENTAL DATA

PART C - REMARKS:

1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIMETER SETTING PRECIPITOUS TERRAIN EVALUATION COMPLETED.
e ARTOEN NWS |OTHER: SOURCE KTVY /KSLC KSLC ON SERVICE-A.
SLC TOWER AWO0S-3 DISTANCE: 07 20.02 KTVY NOT 9N SERVICE-A AS PER FPT.
FAA HOURS REMOTE OPERATION: VGSIDATA: 3.00/85
NO ADDITIONAL AIRSPACE REQUIRED.
SATISFACTORY ON: A/C BACKUP Q
; . RASS PRESSURE PATTERNS SAME
x|VHF [ x|uHF | [HF LOCATION: KTVY ADJUSTMENT: 0/0 KTVY 43215, KSLC 4227 4
. PRIMARY NAVAID: I-TVY RA=59.26
MONITOR |-MONITOR POINT. POCC VEGETATION USED: 35' (AS PER FPT)
HRS CAT 1 24 POWER LINE HEIGHT USED: 150'
STATUS , HEIGHTS VALIDATED PER DENNIS ANDERSON, KTVY AIRFIELD
OPTN:| CAT3 OPERATIONS AND FPT. _
:;I;SSALS OBSTACLE 3 LOCATED 12128' FROM THE EDGE OF PRIMARY AREA
X MALSR 17 (PCL) OBSTACLE 7 LOCATED 11185' FROM THE EDGE OF PRIMARY AREA
APPI'\?C-) ACH HIRL TERMINAL ROUTE FROM SALTA TO WEGET DEVELOPED TO ALLOW
X MIRL 17 (PCL), 35 (PCL) DESCENT FROM AIRWAY MEA TO INTERMEDIATE FIX ALTITUDE.
& RUNWAY SEGMENT OVERLIES THE AIRWAY.
L IGHTING |__X__[REIL 35 (PCL)
TDZ ILS AND LOC INTERMEDIATE SEGMENTS ENCOMPASS THE SAME
CILINE CONTROLLING OBSTACLE.
i DUE TO ANGLE OF TURN, PT REQUIRED FOR ARRIVALS AT WEGET
X OTHER (SPECIFY) X ’
PAPI-4R 17 (PCL) PAPI-4L 35 (PCL) VIA V32 EASTBOUND
DUE TO TERRAIN AND AVAILABLE NAVAIDS NO ALTERNATE
BASIC BSC-G 35 MISSED APPROACH ESTABLISHED AS PER FPT.
6. RUNWAY
INSTRUMENT
7.RUNWAY | APPROACH
VISUAL MIDFIELD
RANGE ROLL OUT , ‘
8. GLIDE GP ANGLE: 3.00 ELEV RWY THRESHOLD: 4273.3
" BATH DISTANCE FROM RWY: ELEV GP ANTENNA: 4280.6
910 THRESHOLD CROSSING HEIGHT: 55.0
9. FINAL APPROACH X  |RUNWAY THRESHOLD FT. FROM THRESHOLD
COURSE AIMING X |ON CENTERLINE FT. FROM CENTERLINE

10. WAIVERS: NONE

, ‘\3\3!\5/}
PART D - PREPARED BY: DATE. . , ¥,
LONNIE EVERHART (DANIEL OLSON) 09/18/2012 2
S
TITLE: OFFICE: Fol
AERONAUTICAL INFORMATION SPECIALIST AJV-354




RADIO FIX AND HOLDING DATA RECORD

NAME: EMONT STATE: UT COUNTRY: US

LATITUDE/LONGITUDE: 410302.01N/1122528.84W TYPE: INT, DME

AIRSPACE DOCKET: FIX TYPE OF ACTION: NO CHANGE

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA MAA

BRG BRG NM  FEET

1 OGDEN 0GD VORTAC L 22099 23499  18.09 18.09 7000 17500

2 WASATCH TCH VORTAC H 284.97 300.97 23.44 8000 17500

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

PATTERNS: : ‘ '

PAT DIR IDENT  TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME - DME MIN MAX MIN  MAX

1 SW 0GD VORTAC  220.99 040.99 R 1 9000 14000 10 11

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 230 SPOT + AAO 405050.80N/1122946.60W 6849 6C

1 ‘ 310 AAO : 405257.00N/1124857.00W 6851 4E

HOLDING RESTRICTIONS:

HOLDING LIMITED TO ESTABLISHED PATTERN.

PRIOR CI(B)ORDINATION REQUIRED WITH CONTROLLING AGENCY (SALT LAKE CENTER AND/OR CLOVER CONTROL) FOR HOLDING OVER R
-6404 A, B, &D .

PROCEDURES REQUIRING CLIMB-IN-HOLD:

PAT PROCEDURE TITLE AIRPORT IDENT CITY STATE
1 EMONT KOGD OGDEN UT (US)
REMARKS:

WASATCH (FAC 2) USED TO ESTABLISH FIX COORDINATES
PRECIPITIOUS TERRAIN EVALUATION COMPLETED.
TEMPLATE 16 USED FOR C-I-H.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY - STATE
DP EMONT 1,2 1 KOGD OGDEN UT (US)
EN ROUTE V236 1,2 (US)
EN ROUTE V257 1,2 : (US)
IAP iLS OR LOC/DME RWY 17 1,2 KTVY TOOELE UT (US)
AP RNAV (GPS) RWY 17 KTVY TOOELE uT (US)

REQUIRED CHARTING: DP, IAP, CONTROLLER, EN ROUTE LOW
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 9 DATE OF REVISION: 03/07/2013

REASON FOR REVISION:

I(:’;R'?'INEGREND DESCRIPTION FROM AAO TO SPOT + AAO AND ACCURACY FROM 2C TO 6C FOR 230 KT PAT - NO OTHER CHANGE TO HOLDING
ADDED REMARK THAT FAC 2 USED TO CALCULATE COORDINATES.

UPDATED FIX USE.

DEVELOPED BY: DATE: 09/20/2012 OFFICE: AJV-354 NAME: LONNIE EVERHART (DANIEL OLSON)
APPROVED BY: DATE: OFFICE: AJV-354 NAME: DEZ SILAGYI
SIGNATURE:

DISTRIBUTION: NFDC
FPO: WST
ARTCC: ZLC
ATC FACILITY: SLC
OTHER:

Q’_\)Af 7 )
o 2
4’3‘(:\6:9

FAA FORM 8260-2 / AUG 2009 Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: FOGEM STATE: UT COUNTRY: US
LATITUDE/LONGITUDE: 410115.86N/1122132.69W TYPE: INT, DME
AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY
FIX MAKE-UP FACILITIES:
FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA  MAA
BRG BRG NM  FEET -
1 TOOELE I-TVY LOC/DME 34612 35912 2515  25.16 8100 14000
2 WASATCH TCH VORTAC H 284.97 30097 19.98 19.98 8100 14000
3 OGDEN 0GD VORTAC L 21026 224.26 16.97 8100 14000
EXPANDED SERVICE VOLUME (ESV):
FAC IDENT FAC TYPE RADIAL/BEARING DISTANCE MIN ALTITUDE MAX ALTITUDE
I-TVY LOC/DME R-346 26 8100 14000
HOLDING: HOLDING TYPE OF ACTION: NO CHANGE
REMARKS:
WASATCH (FAC 2) USED TO ESTABLISH FIX COORDINATES
I-TVY DME ANTENNA COORDINATES: 403605.57N-1122056.76W
FIX USE:
USE TYPE USE TITLE . FAC PAT AIRPORTIDENT CITY STATE
IAP ILS OR LOC/DME RWY 17 1,2.3 KTVY TOOELE UT (US)
REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 2 DATE OF REVISION: 03/07/2013
REASON FOR REVISION:
CHANGED ALL MRA ALTITUDES FROM 12000 TO 8100 TO COINCIDE WITH PROCEDURE ALTITUDES AND I-TVY ESV.
CHANGED I-TVY DME COORDINATES TO MATCH ASIS DATA.
ADDED REMARK TO INDICATE TCH VORTAC USED TO CALCULATE COORDINATES.
UPDATED FIX USE. :
DEVELOPED BY: DATE: 09/19/2012 OFFICE: AJV-354 NAME: LONNIE EVERHART (DANIEL OLSON)
APPROVED BY: DATE: OFFICE: AJV-354 NAME: DEZ SILAGYI
SIGNATURE:
DISTRIBUTION:  NFDC
FPO: WST
ARTCC: ZLC
ATC FACILITY: SLC
OTHER:
AL/
>
2 <
('\ Y
FAA FORM 8260-2 / AUG 2009 Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: JONEK STATE: UT COUNTRY: US
LATITUDE/LONGITUDE: 404249.25N/1122110.15W TYPE: WP, DME
AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY
FIX MAKE-UP FACILITIES:
FAC = NAME IDENT TYPE CLASS MAG TRUE
BRG BRG
1 TOOELE I-TVY LOC/DME 34612 359.12
HOLDING: HOLDING TYPE OF ACTION: NO CHANGE
REMARKS:

I-TVY DME COORDINATES: 403605.97N-1122056.76W
FAAO 8260.54 FORMULA 2-16B USED TO DETERMINE PFAF LOCATION

FIX USE: .

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY
IAP ILS OR LOC/DME RWY 17 1 KTVY TOOELE
AP RNAV (GPS) RWY 17 KTVY TOOELE

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 3 DATE OF REVISION: 03/07/2013

REASON FOR REVISION: .
COORDINATES REVISED DUE TO NEW PFAF FORMULA, FIX MOVED 501 FEET.

CHANGED DME AND DIST FROM FAC IN NMS FROM 6.64 TO 6.72 DUE TO REVISED COORDINATES.

CHANGED |-TVY DME COORDINATES LISTED IN REMARKS TO MATCH ASIS DATA.
UPDATED FIX USE.

DME DIST FROM FA
NM FE

MRA MAA
6100 8800

STATE
UT (US)
UT (US)

DEVELOPED BY: DATE: 09/15/2012 OFFICE: AJV-354 NAME: LONNIE EVERHART (DANIEL OLSON)
APPROVED BY: DATE: OFFICE: AJV-354 NAME: DEZ SILAGYI
SIGNATURE:
DISTRIBUTION: NFDC
FPO: WST
ARTCC: ZLC \
ATC FACILITY: SLC/SLC
OTHER:
M,
{\’, 2
Foys®
FAA FORM 8260-2 / AUG 2009 Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: SALTA STATE: UT COUNTRY: US
LATITUDE/LONGITUDE: 405020.44N/1120937.80W - ~ TYPE:INT, DME
AIRSPACE DOCKET: FIX TYPE OF ACTION: NO CHANGE
FIX MAKE-UP FACILITIES: ,
FAC NAME IDENT TYPE CLASS MAG TRUE
BRG  BRG
1 WASATCH TCH VORTAC H 24932 26532  8.16
2 OGDEN 0GD VORTAC L 173.00 187.00
HOLDING: HOLDING TYPE OF ACTION: NO CHANGE
REMARKS: ~
WASATCH (FAC 1) USED TO ESTABLISH FIX COORDINATES
FIX USE:
USE TYPE - USE TITLE FAC PAT AIRPORTIDENT CITY
EN ROUTE V32 1,2
IAP ILS OR LOC/DME RWY 17 1 KTVY TOOELE

REQUIRED CHARTING: IAP, CONTROLLER, EN ROUTE LOW
COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: 8 DATE OF REVISION: 03/07/2013

REASON FOR REVISION:
ADDED REMARK INDICATING FAC 1 USED TO CALCULATE COORDINATES.
UPDATE FIX USE

DEVELOPED BY: DATE: 09/20/2012 OFFICE: AJV-354

APPROVED BY: DATE: OFFICE: AJV-354

SIGNATURE:

NFDC

FPO: WST

ARTCC: ZLC

ATC FACILITY: SLC
OTHER:

DISTRIBUTION:

DME DIST FROM FA
' NM  FEET

NAME: DEZ SILAGYI

8.16
23.26

C

MRA  MAA
9000 17500
9000 17500
STATE
(Us)
uT (US)

NAME: LONNIE EVERHART (DANIEL OLSON)

WAL/
&

2
g/ O

e 2,
TN
Zor.

FAA FORM 8260-2 / AUG 2009
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RADIO FIX AND HOLDING DATA RECORD

NAME: WEGET STATE: UT COUNTRY: US

LATITUDE/LONGITUDE: 404935.19N/1122118.42W TYPE: INT, DME

AIRSPACE DOCKET: FIX TYPE OF ACTION: NO CHANGE

FiX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA MAA

BRG BRG NM  FEET

1 TOOELE I-TVY LOC . 34612 35012 1348 13.49 8100 14000

2 WASATCH TCH VORTAC H 249.32 265.32 . 17.06 8100 14000

3 OGDEN 0GD VORTAC L 192.15 . 206.15 2655 26.55 8100, 14000

EXPANDED SERVICE VOLUME (ESV):

FAC IDENT RADIAL/BEARING DISTANCE MIN ALTITUDE MAX ALTITUDE

I-TVY LOC R-346 14 8100 14000

HOLDING: , HOLDING TYPE OF ACTION: NO CHANGE

PATTERNS:

PAT DIR IDENT TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX  MIN MAX

1 N I-TVY LOC/DME 346.12 166.12 R 1 8100 14000 9 10

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 230 SPOT +AAO 405050.80N/1122946.60W 6849 6C

1 310  SPOT + AAO 405050.80N/1122946.60W 6849 6C

HOLDING RESTRICTIONS:
HOLDING LIMITED TO ESTABLISHED PATTERN.

PROCEDURES REQUIRING CLIMB-IN- HOLD

PAT PROCEDURE TITLE AIRPORT IDENT CITY STATE
1 ILS OR LOC/DME RWY 17 KTVY TOOELE UT (US)
REMARKS:

TOOELE (FAC 1) USED TO ESTABLISH FIX COORDINATES

I-TVY DME ANTENNA COORDINATES: 403605.97N-1122056.76W

PRECIPITOUS TERRAIN EVALUATION COMPLETED

FAC -1 DISTANCE USED TO DETERMINE ALL TEMPLATE NUMBERS, CHART WILL INDICATE DME REQUIRED FOR MISSED APPROACH.
TEMPLATE 15 USED FOR CLIMB-IN-HOLD EVALUATION.

FIX USE: ‘

USE TYPE USE TITLE ) FAC PAT AIRPORTIDENT CITY STATE
EN ROUTE V32 1,2,3 (Us)
IAP ILS OR LOC/DME RWY 17 1,2 1 KTVY TOOELE UT (US)

REQUIRED CHARTING: IAP, CONTROLLER, EN ROUTE LOW
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 2 DATE OF REVISION: 03/07/2013

REASON FOR REVISION:

éHCAI?\lACg\IEG'IECI)D Iﬁ«CCURACY OF PAT 1 CONTROLLING OBSTACLE FROM 6A TO 6C AND DESCRIPTION FROM AAO TO SPOT + AAO - NO OTHER
AT 1.

2. CHANGED I-TVY DME COORDINATES IN REMARKS TO MATCH CURRENT DATA.

3. ADDED REMARK THAT FAC1 USED TO CALCULATE COORDINATES.

4. UPDATED FIX USE.

DEVELOPED BY: DATE: 09/18/2012 OFFICE: AJV-354 NAME: LONNIE EVERHART (DANIEL OLSON)
APPROVED BY: DATE: ‘ OFFICE: AJV-354 NAME DEZ SILAGYI
SIGNATURE:
DISTRIBUTION: NFDC
FPO: WST
ARTCC: ZLC
ATC FACILITY: SLC
OTHER:
\.;QP‘L 74
&
2 n
QPPN
FEC

FAA FORM 8260-2 / AUG 2009 ’ Page 1 of 1






