TOOELE, UT

Action: Task Type: Date Open: | Task #: Request #:
Flight Procedure Tracking Form FLIGHT CHECK IAP 09/10/2012 | 2011042530871502003 20110425308715
Procedure: RNAV (GPS) RWY 17 AMDT 3 Airport ID: Airport: BOLINDER FIELD-TOOELE VALLEY Reimbursable #:
KTVY
City: TOOELE ST: UT GPS #: Estimated Chart Date: FICO #:
03/07/2013
Fac ID: Fac. Type: LPV™ Specialist: DANIEL OLSON
" Procedure Review
Rec'd Rel'd Full Name Comments \ N
Lead: 09/12/2012 12/03/2012 LONNIE EVERHART
QA: 12/03/2012 12/04/2012 CASIMIR TABAKA
Liaison: | 12/04/2012 S‘P"‘r R\
Procedure Comments: ENROUTE |Remark Type: INFORMATION V2 2.4C

BOLINDER FIELD-TOOELE VALLEY  (KTVY) RNAV (GPS) RWY 17, AMDT 3 (LPV)

CONTACT: PETE GETZ/LONNIE EVERHART-AVN-130 LEADS, 405.954.2079/ 405.954.4576.

ENROUTE-YES  FC: 1.8.13 PUB: 3.7.13

ATTACHED FORMS: 8260-3; 8260-10; 8260-9; 8260-2(S): ANEYI-INT, REV 2; EMONT-INT, REV 9; JONEK-INT, REV 3; LICIN, REV 1.

VN 8200-6 (05/26/2005)

Data as of:

12/5/2012 8:04:55AM




AL-6944 (FAA)

TOOELE, UTAH FIG
WAAS
AP CRS | Rwy ldg 6100 RNAV (GPS) RWY 17
CH 73031 | ™ 0™ | THRE ~ 4273
W17A Apt Elev 4322 TOOELE/ BOLINDER FIELD-TOOELE VALLEY (TVY)
V' Baro-VNAV ! > NA whenusing Salt Lake City Intl altimeter setting. For uncompensated MISSED APPROACH: Climb

DME RNP-0.3 NA.

Baro-VNAV systems, LNAV/VNAV NA below -23°C{(-10°F)or above 49°C (120° F).

When local altimeter setting not received use Salt Lake City Inl

MALSR | 15 4800 then climbing right

turn to 9000 direct LICIN

S
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)

altimeter sefting and increase all DA /MDA 60 feet, LNAV Cat C/D @ ’? and hold. Confinue climb-in-
visibility to %, Circling Cat D visibility to 2. ’ hold to 9000.
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RNAYV - STANDARD Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, except

US DEPARTMENT OF TRANSPORTATION INSTRUMENT APPROACH PROCEDURE HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. Ceilings are in feet
FEDERAL AVIATION ADMINISTRATION TITLE 14 CFR PART 97.33 above airport elevation. Distances are in nautical miles unless otherwise indicated, except visibilities which
are in statute miles or in feet RVR.
TERMINAL ROUTES MISSED APPROACH
FROM TO ‘ COURSE AND DISTANCE ALTITUDE II:EXV I?Vm DA
AV:
ANEYI LICIN (FO) 334.54/8.55 9800 LNAV: RW17
EMONT (IAF : LICIN (NOPT) (FB 152.80/12.85 8100 |
(AF) ( T (F8) CLIMB TO 4800 THEN CLIMBING RIGHT TURN TO 9000 DIRECT
LICIN (IFNIAF) ‘ JONEK (FB) 166.12/7.74 6100 LICIN AND HOLD, CONTINUE CLIMB-IN-HOLD TO 9000.
JONEK (FAF) ’ RW17 (MAP) (FO) 166.12/5.56 . ,
RW17 (MAP) 4800 MSL 166.12 4800
4800 MSL ] LICIN (FO) 9000
- ADDITIONAL FLIGHT DATA:
CHART FAS OBST: 4379 POWERLINE 403843N/1122118W
CHART R-6403.

DISTANCE TO THLD FROM 200 HATH: 0.45 NM.
CHART VDP AT 0.98 MILES TO RW17*

*LNAV ONLY.
WAAS CHANNEL # 73031
1. PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (IAF E'Tilfﬁ}gﬁgs?\mm ID: W17A
2. HOLD N LICIN, RT, 166.12 INBOUND, 8100 FT. IN LIEU OF PT (IAF)
3. FAC:  166.12 - FAF: JONEK DISTFAF TOMAP: 556 THLD: 556
4. MIN. ALT: LICIN 8100, JONEK 6100
5. DIST TO THLD FROM OM: MM: IM: 150 HAT: 100 HAT: GSANT:
6. MIN GS INCPT: 6100 GS ALT AT- JONEK 6100 OM: MM: IM:
7. GS ANGLE: 3.00 TCH:55.0 34:11S CLEAR
8. MSA FROM: RW17 12600 MAG VAR: 13E EPOCH YEAR: 2005
MINIMUMS
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE: NA | X |
CATEGORY =====> A B c D E
DH/MDA | VIS | HAT/HAA] DH/MDA VIS | HAT/HAAIDH/MDA | VIS  |HAT/HAA |DH/MDA | VIS = |HAT/HAA|DH/MDA | VIS |HAT/HAA
LPV DA 4473 1/2 200 4473 1/2 200 4473 1/2 200 4473 1/2 200
LNAV/VNAV DA 4523 1/2 250 4523 1/2 250 4523 1/2 250 4523 1/2 250
LNAV MDA i 4640 1/2 367 4640 1/2 367 4640 5/8 367 4640 518 367
CIRCLING 4820 1 498 4840 1 518 4860 11/2 538 4940 | 2 618 -

NOTES:
CHART NOTE: FOR UNCOMPENSATED BARO-VNAV SYSTEMS, LNAV/VNAV NA BELOW -23C (-10F) OR ABOVE 49C

(120F). , GQA( /a
CHART NOTE: DME/DME RNP-0.3 NA. . 2 <
CHART NOTE: BARO-VNAV AND VDP NA WHEN USING SALT LAKE CITY INTL ALTIMETER SETTING. "} 5
(SEE FORM 8260-10) REYaTd
CITY AND STATE ELEVATION: 4322 THRE: 4273 FACILITY PROCEDURE NO./AMDT NO./EFFECTIVE DATE: SUP:
TOOELE, UT AIRPORT NAME: IDENE”ZI\ER: RNAV (GPS) RWY 17, AMDT 3 AMDT 2A
BOLINDER FIELD-TOOELE VALLEY DATED  12/17/2009

FAA FORM 8260 - 3 / April 2006 (computer generated) ’ PAGE 1 OF 5 PAGES




ALLAFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE

x] YES [] ~no ROUTINE

1 COORDINATED WITH: _ .
; ATA AAT ALPA APA AOPA NBAA OTHER (specify)

|Z| |:| |I| |Z| |Z| |z| ZLC, SLC ATCT, UT AERO, ARPT MGR

FLIGHT CHECKED BY

NAME: ‘ FIFO DATE:
DEVELOPED BY
NAME: FIFO DATE:
LONNIE EVERHART (DANIEL OLSON) AJV-354 1010912012
APPROVED BY '
NAME: ' FIFO DATE:
" DEZ SILAGYI MANAGER AJV-354
| CHANGES:
{ 1. ADDED LPV AND LNAV/VNAV MINS.
] 2. DELETED SEGMENTS FROM TIMPI AND SALTA.
3. REMOVED LNAV INOPERATIVE NOTE.

4. REMOVED LNAV INOPERATIVE NOTE WHEN USING SALT LAKE CITY INTL ALTIMETER.
5. MODIFIED WHEN LOCAL ALTIMETER NOT RECEIVED NOTE.
6. CHANGED LNAV HAT TO HATH. ’

7. ADDED A CLIMB TO 4800 IN MISSED APPROACH INSTRUCTIONS. PDF EDIT CHANGES:

8. LOWERED LNAV MDA FROM 4740 TO 4640, . 1. TERMINAL ROUTE JONEK TO RWY 17 ADDED (FAF) NEXT TO JONEK.

gbRﬁgel\E'gEj gﬂ;%égf;ro RWY 35 NA AT NIGHT NOTE. 2. ARINC CODING SEGMENTS REMOVED 020 FROM HOLDING BLOCKS 45, 46 AND 47.
11. CHANGED DISTANCE FROM LICIN TO JONEK FROM 7.82 TO 7.74. 3. FLIGHT INSPECTION SUMMARY REMOVED RNP 2.0 FROM MISSED APPROACH.

12. CHANGED DISTANCE FROM JONEK TO RWY 17 FROM 5.48 TO 5.56.
13. MOVED ANEYI 23.5 FT SW. CHANGED COURSE FROM 334.52 TO 334.54.
14. CHANGED ACCURACY OF HOLD-IN-LIEU CONTROLLING OBSTACLE FROM 2C TO 6C.

REASONS:

1, 2. AS PER FPT.

3,4, 5. CHANGE IN VISIBILITY VALUES AND/OR INCREASE REQUIRED BY INOP TABLE IS APPROPRIATE OR A WORSE CASE INCREASE.
6. USED THLD ELEVATION IN ACCORDANCE WITH CRITERIA.

7. TO AVOID OBSTACLES IN LNAV/VNAV MISSED APPROACH.

8. CHANGE IN MISSED APPROACH PARAMETERS ELIMINATED PENETRATIONS FROM PREVIOUS PROCEDURE.

9. PENETRATIONS HAVE BEEN REMOVED AS PER AIRPORT MANAGER.

10. USED .54A PFAF FORMULA 2-16B.

11, 12. JONEK MOVED 501 FT.

13. ALIGN BETTER WITH Vv200.

14. SPOT ELEVATION FOUND ON 1:500,000 SCALE MAP.
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US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

RNAV - STANDARD Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
INSTRUMENT APPROACH PROCEDURE - TITLE 14 CFR PART 97.33 exclép% visibilities which are in statute miles or in feet RVR. ’

NOTES, (CONT.):

WHEN LOCAL ALTIMETER SETTING NOT RECEIVED, USE SALT LAKE CITY INTL ALTIMETER SETTING AND INCREASE
ALL DA/MDA 60 FT, INCREASE LNAV CAT C/D VISIBILITY TO 3/4, CIRCLING CAT D VISIBILITY TO 2 1/4.

CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVAL AT EMONT ON V257 NORTHBOUND, AND V236 NORTHEAST
BOUND.

CHART PLANVIEW NOTE: LIMIT MISSED APPROACH TO 240 KIAS.
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CITY AND STATE ‘ ELEVATION: 4322 THRE: 4273 FACILITY PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: SUP:
TOOELE, UT AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 17, AMDT 3 ' 2A
: RNAV AMDT:
BOLINDER FIELD-TOOELE VALLEY DATED:  12/17/2009

FAA FORM 8260-10/ April 2006 (Computer Generated) ’ PAGE 2 OF 5 PAGES




ALLAFFECTED PROCEDURES REVIEWED?

[] ves [] ~no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

I 0 0O 0O

AOPA NBAA OTHER (specify)

[ [

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:
APPROVED BY

NAME: FIFO DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

RNAV STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICE - FAR PART 97.33

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes uniess otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless othen/vlse indicated,
except visibilities which are in statute miles or in feet RVR.

FAS DATA BLOCK INFORMATION

DATA FIELD DATA

OPERATION TYPE 0

SBAS SERVICE PROVIDER IDENTIFIER 0

AIRPORT IDENTIFIER KTVY

RUNWAY RW17

APPROACH PERFORMANCE DESIGNATOR 0

ROUTE INDICATOR

REFERENCE PATH DATA SELECTOR 0

REFERENCE PATH IDENTIFIER (APPROACH ID) WI7A

LTP/FTP LATITUDE 403715.3275N

LTP/FTP LONGITUDE 1122103.4090W

LTP/FTP ELLIPSOIDAL HEIGHT +12850

FPAPLATITUDE i 403546.1795N

FPAP LONGITUDE 1122101.6130W

THRESHOLD CROSSING HEIGHT (TCH) 00055.0

TCH UNITS SELECTOR (METERS OR FEET USED) F

GLIDEPATH ANGLE (GPA) ' 03.00

COURSE WIDTH AT THRESHOLD 106.75

LENGTH OFFSET 0896

HORIZONTAL ALERT LIMIT (HAL) 40.0

VERTICAL ALERT LIMIT (VAL) 35.0

CRC REMAINDER 6FA8800C

ADDITIONAL PATH POINT RECORD INFORMATION

ICAO CODE K2

LTP ORTHOMETRIC HEIGHT +13025 -

FPAP ORTHOMETRIC HEIGHT +13025
9 Ai g
[

2

<y Loy
159 sl o

CITY AND STATE ELEVATION: 4322 THRE: 4273 FACILITY PROCEDURE NO./AMDT NO./EFFECTIVE DATE: SUP:

TOOELE, UT AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 17, AMDT 3 ] 2A
RNAV AMDT.
BOLINDER FIELD-TOOELE VALLEY DATED:  12117/2009

FAA FORM 8260-10 / April 2006 (Computer Generated)

PAGE 3 OF 5§ PAGES




ALLAFFECTED PROCEDURES REVIEWED?

[] Yes [] ~no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH: _
ATA AAT ALPA APA

I 0 0O &

AOPA NBAA OTHER (specify)

[ [

FLIGHT CHECKED BY

NAME:. FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:
APPROVED BY

NAME: FIFO DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
_—BNAL&ES)—SIANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles uniess otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-18 - RNAV (GPS)

: ’ 1 2 3 4 5 » 6 7 8 9 0 1 4 2 3
WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAEAENRT ANEYI K20 R L N40421260W112185378 E0122 NAR ANEYI
SUSAEAENRT EMONT K20 R L N41030201W112252884 EQ123 NAR EMONT
SUSAEAENRT JONEK K20 c N40424925W112211015 ) E0122 NAR JONEK
SUSAEAENRT LICIN K20 w N40503375W112211956 E0122 NAR LICIN
1 2 3 4 5 6 7 8 S 0 1 2 3

AIRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KTVYK2ATVY 0 061YHN40364520W112210280E013004322 1800018000C MNAR BOLINDER FIELD-TOOELE VALLEY
1 2 3 4 5 6 7 8 9 o] 1 2 3
SEGMENT 12345678901234567890123456789012345678901'2345678901234567890123456789012345678901234567\890123456789012345678901234567890123456789012
SUSAP KTVYK2FR17 AANEYI 0l1O0ANEYIK2EAOE IF 18000 A Js
SUSAP KTVYK2FR17 AANEYI 020LICINK2EAOEY 020TF ) 33450086 + 09800 A JS
SUSAP KTVYK2FR17 AANEYI 030LICINK2EAOEE AR HF 16610070 + 08100 A Js
SUSAP KTVYK2FR17 AEMONT O010EMONTK2EAQCE A IF 18000 A JS
SUSAP KTVYK2FR17 AEMONT 020LICINK2EAOEE B 010TF 15280129 + 08100 A JS
SUSAP KTVYK2FR17 R 010LICINK2EACE I IF + 08100 18000 A JS
SUSAP KTVYK2FR17 R 020JONEKK2EA1lE F 051TF 16610077 + 06100 : RW17 K2PGA JS
SUSAP KTVYK2FR17 R 020JONEKK2EA2WALPV ALNAV/VNAV ALNAV Js
SUSAP KTVYK2FR17 R 030RW17 K2PGOGY M 031TF 16610056 04328 -300 A JS
SUSAP KTVYK2FR17 R 040 0 M CA 1661 + 04800 . A JS
SUSAP KTVYK2FR17 R 050LICINK2EAOEY R DF + 09000 240 A-JS
SUSAP KTVYK2FR17 R 060LICINK2EAOEE R HEM 16610070 + 09000 A JS
1 2 3 4 5 6 7 8 9 0 1 2 3

RUNWAY 123456785012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KTVYKZGRW17 0061001661 N40371533W112210341+0800 +12850042730000551001

1 2 3 2 5 5 7 B 9 0 1 2 3
PP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KTVYK2PR17 RW17 001 0000W17AON4037153275W11221034090+128500300N4035461795W11221016130106750896000550F4003506FAB800C
SUSAP KTVYK2PR17 RWL7 002E +13025+13025LPV 73031
1 2 3 2 5 6 7 8 5 0 1 2 3
MSA  12345678901234567690123456709012345670901234567890123456709012345676901234567890123456789012345678901234567890123456789012343 4789012
SUSAP KTVYK2SRW17 K2PG 0 18018012625 M e
g )
\ e
CITY AND STATE ELEVATION: 4322 THRE: 4273 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: SUP:
TOOELE, UT AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 17, AMDT 3
BOLINDER FIELD-TOOELE VALLEY AMDT: 2A
RNAV
DATED:  12/17/2009

FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page 4 of - 5 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

o 0O 0O O

AOPA NBAA OTHER (specify)

[ 1 L

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY .
NAME: NFPG DATE:
APPROVED BY
NAME: NFPG DATE:
. | CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
——RNA)L(QES)—SIANDABD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.
ARINC SUMMARY - 424-18 - RNAV (GPS)
ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ‘ ALTITUDE SPEED
ANEYT ANEYT 01l0 ) IF FB
ANEYTY LICIN 020 TF FO 2.0 334.5(347.5T) 008.6 AA 09800
ANEYT LICIN 030 IAF HF R FO 166.1(179.1T) 007.0 AA 08100
EMONT EMONT 010 IAF IF FB
EMONT LICIN 020 TF . FB 1.0 152.8(165.8T) 012.9 AA 08100
LICIN 010 FACF IiF FB AA 08100
JONEK 020 FAF TF FB 0.5 166.1(179.1T) 007.7 AA 06100
RW17 030 MAP TF FO 0.3 166.1(179.1T) 005.6 AT 04328
MISSED APPROACH FIX SEQ- USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
040 CA FB . 166.1(179.1T) . AA 04800
LICIN 050 DF R FO AA 0S000 AB 240
LICIN 060 . HM R FO ) 166.1(179.1T) 007.0 AA 09000
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS - LONG IN MINS
ANEYT" N404212.60 W1121853.78 N4042.210 W1ll218.896
EMONT N410302.01 W1122528.84 N4103.034 W11225.481
JONEK N404249.25 W1l122110.15 N4042.821 W11221.1683
LICIN N405033.75 W1122119.56 N4050.563 Wil221.326
RW17 N403715.33 W1122103.41 N4037.256 W11221.057
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RW17 04273 55
ALy,
M
o o
CITY AND STATE ELEVATION: 4322 THRE: 4273 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: SUP:
TOOELE, UT AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 17, AMDT 3
BOLINDER FIELD-TOOELE VALLEY AMDT: 2A
RNAV
DATED:  12/17/2009
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ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] ~o

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH: )
ATA AAT ALPA APA

o O 0O 0O

AOPA NBAA OTHER (specify)

[ 1] L]

FLIGHT CHECKED BY
7

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
PART -A OBSTRUCTION DATA
1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES ELEV. MSY ROC ALT. ADJUSTMENTS MIN. ALT.
FEEDER ANEYI LICIN 1. AAO 404200.00N/1121448.00W | 5588 (3C) 2000 [AT2212 ' 9800
2. TERRAIN 404142.00N/1121700.00W [4180 (4200) Jas1s00 5700
INITIAL EMONT LICIN 3. AAO 410330.00N/1122300.00W (4328 (3C) 1000 |AT2772 8100
4. TERRAIN 410330.00N/1122300.00W [4128 (4100) AS1500 5600
INTERMEDIATE LICIN (IF/IAF) JONEK 5. AAO 404403.00N/1122321.00W [4354 500 |AC86 AT1160 6100
404403.00N/1122321.00W | 4154 (4200) AS1500 5700
FINAL: LPV JONEK RW17 ASC 44731200
FINAL: LNAV/VNAV JONEK RW17 ASC 4523/250
FINAL: LNAV JONEK RW17 7. POWERLINE 403843.25N/1122117.55W |4379 (2C) 250 4640
2. HOLD-IN-LIEU-OF-PT LICIN P-10 8. SPOT+AAO 405050.80N/1122946.60W |6849 (6C) 1000 7900
, 9. TERRAIN 405050.80N/1122946.60W | 6649 (6600) AS1500 8100
MAP: |DA/DA/RW17 LICIN : . ' ASC 9000
i-P'\g'ngCDH 10, AAO 403330.00N/1123030.00W | 5118 (2C) | 1000 6200
ELEV: |4306/4362/4540 11. TERRAIN 403330.00N/1123030.00W | 4918 (4900) AS1500 6400
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT.
CATEGORY A 13NM_ | | 350 498 12. TREE 403500.82N/1122033.77W [4514 (2C) 300 4820
CATEGORY B 1.5 NM wf 450 3 518 13. TREE 403455.50N/1122009.23W |4534 (2C) 300 4840
CATEGORY C 1.7NM__|S] 450 |2 538 14. TREE 403442.72N/1122008.81W 4554 (2C) 300 4860
CATEGORY D 23NM |G 550 |9 618 15. TREE 403405.06N/1122003.57W [4634 (2C) 300 4940
CATEGORY E 45NM |®[ 550 '
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID; RW17
SECTOR OBSTRUCTION BRG/DIST |ELEVATION (MSL) MSA SECTOR OBSTRUCTION | BRG/DIST ELEVATION (MSL) pjﬁ%‘ﬁ&.
360-360 SPOT + AAO 080/ 28.9 11530 (6C) 12600 2
' Ap e
CITY AND STATE ELEVATION: 4322 FACILITY PROCEDURE AND AMENDMENT NO: |REGION
TOOELE, UT AIRPORT NAME: RNAV RNAYV (GPS) RWY 17, AMDT 3 ANM
BOLINDER FIELD-TOOELE VALLEY
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PART B - SUPPLEMENTAL DATA

1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIMETER SETTING
ZLC ARTCC THER: SOURCE:KTVY /KSLC
SLC APP CON nwe I?WOS-3 DISTANCE: 0/ 20.02
FAA HOURS REMOTE OPERATION:
SATISFACTORY ON: A/C BACKUP
X|VHF | xJuHF | |HF [LOCATION: KTVY ADJUSTMENT: 0/0
. PRIMARY NAVAID:
MONITOR |-MONITOR POINT:
STATUS | HRS [CATT
OPTN:| CAT 3
ALS
(S) SALS
MALSR 17 (PCL)
5. [HIRL
";\‘F’F‘{’SS\';‘\‘;;‘ MIRL 17 (PCL), 35 (PCL)
LIGHTING REIL 35 (PCL)
TDZ
CILINE
OTHER (SPECIFY)
PAPI-4R 17 (PCL) PAPI-4L 35 (PCL)
5. RUNWAY BASIC __ BSC-G 35
MARKINGS - ALLWEATHER PIRF17
INSTRUMENT
7.RUNWAY  |APPROACH
VISUAL MIDFIELD
RANGE ROLL OUT
8. GLIDE GP ANGLE: 3.00 ELEV RWY THRESHOLD:4273.3
PATH DISTANCE FROM RWY: ELEV GP ANTENNA:
THRESHOLD CROSSING HEIGHT: 55.0
9. FINAL APPROACH X |RUNWAY THRESHOLD FT. FROM THRESHOLD
COURSE AIMING X |ON CENTERLINE FT. FROM CENTERLINE

10. WAIVERS: NONE

PART D - PREPARED BY: DATE:
LONNIE EVERHART (DANIEL OLSON) 10/09/2012
TITLE: OFFICE:
AERONAUTICAL INFORMATION SPECIALIST AJV-354

PART C - REMARKS:
PRECIPITOUS TERRAIN EVALUATION COMPLETED.

KSLC ON SERVICE-A.
KTVY NOT ON SERVICE-A AS PER FPT.
VGSI DATA: 3.00/55

NO ADDITIONAL AIRSPACE REQUIRED.
RASS PRESSURE PATTERNS SAME
KTVY 4322, KSLC 4227

RA = 59.3.

AVERAGE COLD TEMPERATURE BASED ON STANDARD -30 C
ISA DEVIATION, NO HISTORICAL TEMPERATURE DATA
AVAILABLE.

LNAV/VNAV HIGH TEMP DERIVED FROM AFS LOW/HIGH
TEMPERATURE LIMIT CALCULATOR DATED 05/16/2012.

TAA NOT DEVELOPED PER ATC.

VEGETATION USED: 3§’

POWER LINE HEIGHT USED: 150

(HEIGHTS VALIDATED PER DENNIS ANDERSON, KTVY AIRFIELD
OPERATIONS AND FPT)

OBSTACLE 5 - IPDS PROVIDED ACCURACY - 86' VERTICAL AND
89" HORIZONTAL.

LPV, LNAV/VNAV AND LNAV INTERMEDIATE SEGMENT HAVE SAME
CONTROLLING OBSTACLE.

MISSED APPROACH PARAMETERS: 25 DEGREE BANK, 240 KIAS,
DEFAULT TAILWIND.




RADIO FIX AND HOLDING DATA RECORD

NAME: ANEYI STATE: UT COUNTRY: US
LATITUDE/LONGITUDE: 404212.60N/1121853.78W TYPE: DME
AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY
FiX MAKE-UP FACILITIES:
FAC NAME IDENT TYPE CLASS MAG TRUE DME DIST FROM FAC MRA MAA
BRG BRG NM
1 FAIRFIELD FFU VORTAC H 310.42 326.42 30.89 30.89 12000 17500
HOLDING: HOLDING TYPE OF ACTION: NO CHANGE
FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
EN ROUTE V200 1 (US)
I1AP RNAV (GPS) RWY 17 KTVY TOOELE UT (US)
REQUIRED CHARTING: IAP, CONTROLLER, EN ROUTE LOW
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 2 DATE OF REVISION: 03/07/2013
REASON FOR REVISION:
MOVED FIX 23.50 FT SW TO PLACE ON V200 CENTERLINE. FIX MAKE-UP INFORMATION DID NOT CHANGE.
UPDATED FIX USE.
DEVELOPED BY: DATE: 10/16/2012 OFFICE: AJV-354 NAME: LONNIE EVERHART (DANIEL OLSON)
APPROVED BY: DATE: OFFICE: AJV-354 NAME: DEZ SILAGYI
SIGNATURE:
DISTRIBUTION: NFDC
FPO: WST
ARTCC: ZLC
ATC FACILITY: SLC ATCT
OTHER:
A
QM
VA
g, !
G

FAA FORM 8260-2 / AUG 2009
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RADIO FIX AND HOLDING DATA RECORD

NAME: EMONT STATE: UT COUNTRY: US

LATITUDE/LONGITUDE: 410302.01N/1122528.84W TYPE: INT, DME

AIRSPACE DOCKET: FIX TYPE OF ACTION: NO CHANGE

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC NMRA MAA

BRG BRG NM  FEET

1 OGDEN OGD VORTAC L 220.99 234.99 18.09 18.09 7000 17500

2 WASATCH TCH VORTAC H 28497 300.97 23.44 8000 17500

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

PATTERNS:

PAT DIR IDENT TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DWME MIN MAX MIN MAX

1 SW - OGD VORTAC 220.99 040.99 R 1 9000 14000 10 1"

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 230 SPOT + AAO 405050.80N/1122946.60W 6849 6C i

1 310  AAO 405257.00N/1124857.00W 6851 4E

HOLDING RESTRICTIONS:

HOLDING LIMITED TO ESTABLISHED PATTERN.

PRIOR CO%REI?INATION REQUIRED WITH CONTROLLING AGENCY (SALT LAKE CENTER AND/OR CLOVER CONTROL) FOR HOLDING OVER R
-6404 A, B, :

PROCEDURES REQUIRING CLIMB-IN-HOLD:

PAT PROCEDURE TITLE AIRPORT IDENT  CITY STATE
1 EMONT KOGD OGDEN UT (US)
REMARKS:

WASATCH (FAC 2) USED TO ESTABLISH FIX COORDINATES
PRECIPITIOUS TERRAIN EVALUATION COMPLETED.
TEMPLATE 16 USED FOR C-i-H.

* FIX USE: ‘
USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
DP EMONT 1,2 1 KOGD " OGDEN UT (US)
EN ROUTE V236 1.2 (US)
EN ROUTE V257 1.2 ‘ (US)
IAP ILS OR LOC/DME RWY 17 1,2 KTVY . TOOELE ©UT(US)
IAP RNAV (GPS) RWY 17 KTVY ' TOOELE UT (US)

REQUIRED CHARTING: DP, IAP, CONTROLLER, EN ROUTE LOW
COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: 9 DATE OF REVISION: 03/07/2013

REASON FOR REVISION:
CHANGED DESCRIPTION FROM AAO TO SPOT + AAO AND ACCURACY FROM2C TO 6C FOR 230 KT PAT - NO OTHER CHANGE TO HOLDING
ADDED REMARK THAT FAC 2 USED TO CALCULATE COORDINATES.
UPDATED FIX USE.
DEVELOPED BY: DATE: 09/20/2012 OFFICE: AJV-354 NAME: LONNIE EVERHART (DANIEL OLSON)
APPROVED BY: DATE: OFFICE: AJV-354 NAME: DEZ SILAGYI
SIGNATURE:
DISTRIBUTION: NFDC
FPO: WST
ARTCC: ZLC
ATC FACILITY: SLC
OTHER:
WAL/,
2
OA’
Vel
FAA FORM 8260-2 / AUG 2009 " Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: JONEK - STATE: UT
LATITUDE/LONGITUDE: 404249.25N/1122110.15W TYPE: WP, DME
AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

COUNTRY: US

TRUE DME DIST FROM FAC
NM

FAC NAME IDENT TYPE CLASS MAG
BRG BRG
1 TOOELE -TVY LOC/DME 346.12 359.12 6.72
HOLDING: HOLDING TYPE OF ACTION: NO CHANGE
REMARKS:

I-TVY DME COORDINATES: 403605.97N-1122056.76W
FAAO 8260.54 FORMULA 2-16B USED TO DETERMINE PFAF LOCATION

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY
IAP ILS OR LOC/DME RWY 17 1 KTVY TOOELE
AP RNAV (GPS) RWY 17 KTVY TOOELE

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 3 DATE OF REVISION: 03/07/2013

REASON FOR REVISION:
COORDINATES REVISED DUE TO NEW PFAF FORMULA, FIX MOVED 501 FEET.

CHANGED DME AND DIST FROM FAC IN NMS FROM 6.64 TO 6.72 DUE TO REVISED COORDINATES.

CHANGED I-TVY DME COORDINATES LISTED IN REMARKS TO MATCH ASIS DATA.
UPDATED FIX USE.

6.72

FEET
40856

MRA MAA
6100 8800

STATE
UT (US)
UT (US)

DEVELOPED BY: DATE: 09/15/2012 OFFICE: AJV-354 NAME: LONNIE EVERHART (DANIEL OLSON)
APPROVED BY: DATE: OFFICE: AJV-354 NAME: DEZ SILAGYI
SIGNATURE:
DISTRIBUTION: NFDC
FPO: WST
ARTCC: ZLC
' ATC FACILITY: SLC/SLC
OTHER:
N L f L
@
*a
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RADIO FIX AND HOLDING DATA RECORD

NAME: LICIN STATE: UT COUNTRY: US

LATITUDE/LONGITUDE: 405033.75N/1122119.56W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: NO CHANGE

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

PATTERNS:

PAT DIR IDENT  TYPE RAD/CRS/BRG CRS TURN _ LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX MIN  MAX

1 N WP 34612 166.12 R 7 8100 14000 10 11

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ~ACCURACY CODE

1 230 SPOT+AAO 405050.80N/1122946.60W 6849  6C

1 310  SPOT +AAO 405050.80N/1122946.60W 6849 6C

PRECIPITOUS TERRAIN ADDITIONS:
PAT SPEED  ADDITION
1 310 140

HOLDING RESTRICTIONS:
HOLDING IS LIMITED TO ESTABLISHED PATTERN

PﬁOCEDURES REQUIRING CLIMB-IN-HOLD:

PAT PROCEDURE TITLE . AIRPORT IDENT CITY STATE
1 RNAV (GPS) RWY 17 KTVY TOOELE : UT (US)
' REMARKS:

PRECIPITOUS TERRAIN EVALUATION COMPLETED.
TEMPLATE 16 USED FOR CLIMB-IN-HOLD EVALUATION.

FIX USE: .
USE TYPE  USE TITLE FAC PAT AIRPORTIDENT CITY STATE
IAP RNAV (GPS) RWY 17 1 KTVY TOOELE UT (US)

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1 DATE OF REVISION: 03/07/2013

REASON FOR REVISION:

CHANGED ACCURACY OF PAT 1 CONTROLLING OBSTACLE FROM 2C TO 6C AND DESCRIPTION FROM AAQ TO SPOT + AAO - NO OTHER
CHANGE TO PATTERN OR FIX.

ADDED PRECIPITOUS TERRAIN ADJUSTMENT TO 310 KT PATTERN.

ADDED REMARK ABOUT WHICH TEMPLATE USED FOR C-I-H EVAL.

UPDATED FIX USE.

DEVELOPED BY: DATE: 10/17/2012 OFFICE: AJV-354 NAME: LONNIE EVERHART (DANIEL OLSON)
APPROVED BY: DATE: OFFICE: AJV-354 NAME: DEZ SILAGYI
SIGNATURE:
DISTRIBUTION: NFDC
FPO: WST
ARTCC: ZLC
ATC FACILITY: SLC
OTHER:
WAL/,
@
(s

FAA FORM 8260-2 / AUG 2009 Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: TIMPI . STATE: UT COUNTRY: US M
LATITUDE/LONGITUDE: 404825.55N/1123843.33W TYPE: INT, DME : omc

AIRSPACE DOCKET: FIX TYPE OF ACTION: CANCEL
FIX MAKE-UP FACILITIES: .
FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA MAA
BRG BRG NM  FEET
1 WASATCH TCH VORTAC H 24932 26532 3033  30.33 9000 17500
2 OGDEN OGD VORTAC L 21100 225.00 35.25 9000 17500
3 BONNEVILLE BVL VORTAC H 067.16 08416 5093  50.93 9000 14500
EXPANDED SERVICE VOLUME (ESV):
FAC IDENT FAC TYPE RADIAL/BEARING DISTANCE MIN ALTITUDE MAX ALTITUDE
BVL VORTAC R-067 51 9000 14500
HOLDING: HOLDING TYPE OF ACTION: ICA ™ LT
BACKUP FACILITIES:
FAC NAME IDENT TYPE CLASS MAG TRUE  DME  MRA  MAA CHK
RG
1 BONNEVILLE BVL VORTAC H 067.16 08416 50.93 11000 14500 Y
FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY STATE
EN ROUTE V32, V200 (us)
REQUIRED CHARTING: IAP, CONTROLLER, EN ROUTE LOW ‘
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 8 DATE OF REVISION: 08/27/2009
REASON FOR REVISION:
UPDATED FIX USE
CHANGED FAC 3 FROM BILPA TO BVL VORTAC
DEVELOPED BY: DATE: OFFICE: NAME:
APPROVED BY: DATE: OFFICE: AJV-354 NAME: DEZ SILAGY!
SIGNATURE:

DISTRIBUTION:  NFDC

FPO: WST

ARTCC: ZLC

ATC FACILITY: SLC

OTHER:

\\)gx.Ll 7
5,
Crect
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