












U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION 1 Bearings, headings, courses, and rad i i l sa~  mawtic. Elevations and altitudes are in feet MSL, 

LDA STANDARD INSTRUMENT APPROACH PROCEDURE I e ~ c e ~ t - ~ ~ ~ ,  HA& TCH, and RA. ALiudes are minimum altitudes unless otheMlise indicated. 
Celinm are in feet atme aimnt elevation. Distances are in nautical miles unless otheMlise indicated, 

BUXOM INTII-VDG 12.39 DME 
(IF) 

FLIGHT STANDARDS SERVICE - TITLE 14 CFR PART 97.25 I exce$visibiliis which are in statute miles or in feet RVR. 

TRAYL INTII-VDG 8.68 DME 103.03 13.72 (I-VDG) 

MISSED APPROACH 
MAP: LDA: 5.77 MILES AFTER TRAYL INTII-VDG 8.68 DME OR AT 
QEHBYII-VDG 2.91 DME FIX 

TERMINAL ROUTES 

FROM TO 

I ALTERNATE MA: CLIMB TO 900 THEN CLIMBING LEFT TURN TO 
5000 ON HEADING 310 AND UBG VORlDME R-007 TO AASENIUBG 
32.50 DME AND HOLD, CONTINUE CLIMB-IN-HOLD TO 5000. 

COURSE AND DISTANCE 1 ALTITUDE 

2300 

I (DME REQUIRED). 

I I 

CLIMB TO 900 THEN CLIMBING LEFT TURN TO 4200 DIRECT BTG 
VORTAC AND HOLD, CONTINUE CLIMB-IN-HOLD TO 4200, OR AS 
DIRECTED BY ATC. 

ADDITIONAL FLIGHT DATA: 
HOLD N, RT, 163.83 INBOUND. 
CHART IN PLANVIEW: ALTERNATE MA HOLDING, HOLD 
S AASENIUBG 32.50 DME, RT, 007.21 
INBOUND. 
CHART FAS OBST: 267 CRANE 453754N11224150W 
FAC CROSSES RW08 CIL 122 FROM THLD 

I 

1.PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (IF) I - 

I 2. PROFILE STARTS AT BUXOM 

3. FAC 103.03 FAF TRAYL INTII-VDG 8.68 DME DlST FAF TO MAP 5.77 THU) 

EPOCH YEAR:2010 I 4. MIN. ALT BUXOM 3000, TRAYL 2300, ZEZJl INTII-VDG 4.70 DME 860 
8. MSA FROM: BTG VORTAC 120-300 3500.300-120 6200 
I MINIMUMS 

MAG VAR: 16E 

I I I I I I I I I I I I I I I 
NOTES: 

CHART NOTE: WHEN LOCAL ALTIMETER SETTING NOT RECEIVED, USE PORTLAND INTL ALTIMETER SETTING. @ CAT A, B 900-2 2 % " -.. 
CHART NOTE: HELICOPTER VISIBILITY REDUCTION BELOW 1 SM (OR RVR 5000 AS APPROPRIATE) NOT AUTHORIZED 

,.. 
- i  .-' - 

CHART PLANVIEW NOTE: RADAR REQUIRED. ~'3 - _  
.f-* '7 

t' 

FAA FORM 8260-5 1 April 2006 (computer generated) 
PAGE 1 OF l PAGES 

PROCEDURE NO.IAMDT NO.IEFFECTIVE DATE: 
LDA-A, AMDT 2,0912012012 

FACILITY 
IDENTIFIER: 

I-VDG 

CITY AND STATE 
VANCOUVER, WA 

sup 
AMDT 1 

DATE 0311012011 

ELEVATION: 25 TDZE: 
AIRPORT NAME: 

PEARSON FIELD 



7/28/12: THIS IS AN UPDATED COPY OF THE FORM DEVELOPED ON 5/5/12. 
1. PER FLIGHT CHECK, ADDED HEADING 310 INTO ALTERNATE MISSED APPROACH INSTRUCTIONS 

8/15/12: THIS IS AN UPDATED COPY OF THE FORM DEVELOPED ON 5/5/12. 
1. PER FLIGHT CHECK, CHANGES AND REASONS: CHANGED ITEM #5 UNDER CHANGES FROM 114 TO 1 114 
2. UPDATED HELICOPTER VISIBILITY REDUCTION CHART NOTE 

REQUIRED EFFECTIVE DATE 

09/20/2012 

ALL AFFECTED PROCEDURES REVIEWED? 

0 YES NO 

COORDINATES OF FACILITIES 

COORDINATED WITH. 
ATA AAT ALPA APA AOPA NBAA OTHER (specify) 

n 0 IXI II Lxl El ( ZSE, PDX ATCT, ARPT MGR, ST AERO 

FLIGHT CHECKED BY 
DATE 

DATE 
05/05/2012 

DATE 

NAME 

CHANGES. 

1. BUXOM TO TRAYL SEGMENT, COURSE CHANGED FROM 099.03 TO 103.03, ALTITUDE FROM 2200 TO 2300, DISTANCE FROM 3.40 TO 3.72 
2. FAC CHANGED FROM 099.03 TO 103.03 
3. DISTANCE FAF TO MAP CHANGED FROM 6.09 TO 5.77 
4. ALTERNATE MISSED APPROACH CLEARANCE LIMIT CHANGED FROM A COURSE AND DISTANCE FROM PDX VOWDME TO THE FIX AASEN, CHARTED ALTERNATE HOLDING 
5. CIRCLING CAT A VISIBILITY CHANGED FROM 1 TO 1 114 
6. AIRPORT MAGVAR CHANGE FROM 20E11980 TO 16E 2010 

REASONS 

I. VDG LOCALIZER MAGVAR CHANGE FROM 20E TO 16E, ALTITUDE TO MAKE COMMON ALTITUDE AT FIX WlTH THE ILS OR LOC RWY 10L AT PDX, FIX TRAYL MOVED TO NEW LOCATION PER 
ATC REQUEST 
2. VDG LOCALIZER MAGVAR CHANGE FROM 20E TO 16E 
3. TRAYL (FAF) MOVED TO NEW LOCATION PER ATC REQUEST 
4. PDX VOWDME TO BE DECOMMISSIONED, NEW CLEARANCE LIMIT FIX COORDINATED WlTH ATC 
5. NEW VISIBILITY CALCULATION 
6. UPDATED AIRPORT DATA 

. i 
1 

# 

.. - 
F 

FIFO 

DEVELOPED BY 
NAME 

CHARLIE SCHNEIDER 

APPROVED BY 
NAME. 

DEZ SlLAGYl MANAGER 

FIFO 
AJV-354 

FIFO 
AJV-354 





















JS Department of Transpartat~on FLIGHT STANDARDS USE ONLY 
Federal Aviation Administration FLIGHT PROCEDURES STANDARDS WAIVER coNT,L No: 

I. Flight Procedure Identification: 
VANCOUVER, WA (KVUO) 
PEARSON FIELD 
LDA-A 

2. Waiver Required and Applicable Standard: 
FAA ORDER 8260.3B, TABLE 3, "MINIMUM INTERMEDIATE SEGMENT LENGTH 
REQUEST USE OF 3.72 NM INTERMEDIATE SEGMENT LENGTH. 

- - - 

3. Reason for Waiver (Justification for nonstandard treatment). 
THE LDA-A TO KVUO USES THE RWY 10L LOCALIZER AT KPDX. FOR SIMILARITY OF PROCEDURES USING THE SAME NAVIGATIONAL 
SIGNAL, THE LDA-A TO PEARSON FIELD USE THE SAME INTERMEDIATE FIX (IF) AS THE ILS OR LOC RWY 1OL TO PORTLAND INTL, OR 
[KPDX). THE FAF FOR KVUO IS THE INTERMEDIATE STEPDOWN FIX FOR KPDX, WHICH RESULTS IN AN INTERMEDIATE SEGMENT 
LENGTH OF 3.72 NM. 

$ Equivalent Level of Safety Provided: 
I .  THE PROCEDURE IS ANNOTATED "RADAR REQUIRED" FOR PROCEDURE ENTRY IN THE PLANVIEW. AIRCRAFT WILL RECEIVE 
VECTORS TO FINAL. THERE IS NO OTHER MEANS FOR PROCEDURE ENTRY. 
2. THE 3.72 NM INTERMEDIATE SEGMENT LENGTH IS ADEQUATE TO ALLOW RADAR VECTORING TO 2 NM OUTSIDE THE APPROACH 
GATE (TOTAL OF 3 NM FROM THE FAF) AS REQUIRED IN FAA JO 7110.65, PARA 5-9-1. 
3. THE PROCEDURE IS LIMITED TO CATEGORY A AND B AIRCRAFT ONLY. 

5. How Relocation or Additional Facilities Will Affect Waiver Requirement: 
N A 

6. Coordination With User Organizations (SpecifLI: 
AJV-354 

7. SUBMITTED BY 

DATE: 

FAA FORM 8260 - 1 I July 2003 (computer generated) 

Office Identification: 

AJV-35 

T~tle: 
MANAGER, TERMINAL PRODUCTS 

GROUP 

Stgnature: 

GREGORY YAMAMOTO 








