Action: Task Type: Date Open: | Task #: Request #:
Flight Procedure Tracking Form AMENDMENT IAP 05/21/2012 | 2011051928765902001 20110519287659
Procedure: ILS OR LOC RWY 3 AMDT 6A Airport ID: Airport: SPOKANE INTL Reimbursable #:
KGEG
City: SPOKANE ST: WA GPS #: Estimated Chart Date: FICO #:
01/10/2013
Fac ID: oLJ Fac. Type: iLS Specialist: RALPH DUMAR
'Procedure Review
Rec'd Rel'd Full Name Comments olde
P

Lead: . . , ) Q !9 =
i V112 Ga) See Founs|Shekes _Yrzfiz(p) See Focms /70
Liaison: : -

/
AT

R~

Procedure Comments:

NON-ENROUTE

SPOKANE, WA, SPOKANE INTL (KGEG) ILS OR LOC RWY 3, AMDT 6A ENROUTE-NO FC: NO PUB 1.10.13
ATTACHED FORMS: 8260-3; 8260-2: BXCLB INT, ORIG (CANCEL).
REMARKS: ADDITIONAL PROCEDURES INVOLVED - ILS RWY 3 (SA CAT I), AMDT 6A, ILS RWY 3 (CAT II), AMDT 6A, ILS RWY 3 (CAT III), AMDT 6A.
CONTACT: ADOLFO URRUTIA/LONNIE EVERHART, AJV-354 LEADS, 405.954.2079/4576.

Remark Type: INFORMATION

L+

VN 8200-6 (05/26/2005)

Data as of:

8/31/2012

10:56:04AM



US DEPARTMENT OF TRANSPORTATION
FEDERAL AVIATION ADMINISTRATION

ILS - STANDARD
INSTRUMENT APPROACH PROCEDURE
TITLE 14 CFR PART 97.29

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, except
HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. Celings are in feet
above airport elevation. Distances are in nautical miles unless otherwise indicated, except visibilities which
are in statute miles or in feet RVR.

TERMINAL ROUTES , MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE [ILS: DA RUT INT. N ]
YICUBIGEG 20.00 DME (IAF) JEGDU/-OLJ 13.96 DME 109.00 / 9.76 (HDG) & 029.49 / 4400 '5?,.% ,2",')?3 WILES AFTER CA NT/4.36 DME OR AT 1-OLJ 0.1
6.28 (1-OLJ)
JEGDU/I-OLJ 13.96 DME (IF) CARUT INT/I-OLJ 4.36 DME 029.49 / 9.60 (1-OLJ) 3900 CLIMB TO 2906 THEN CLIMBING LEFT TURN TO 4200 DIRECT GEG
VORTAC AND HOLD, OR AS DIRECTED BY ATC.
ALTERNATE MA: CLIMB TO 2800 THEN CLIMBING RIGHT TURN TO
6500 ON HEADING 057 AND ON COE VOR/DME R-240 TO COE
VOR/DME AND HOLD.
ADDITIONAL FLIGHT DATA:
HOLD SW, RT, 028.00 INBOUND,
CHART IN PLANVIEW: ALTERNATE MA HOLDING, HOLD SW
COE VOR/DME, LT, 051.00
INBOUND.
CHART FAS OBST: 2486 POLE 473514N/1173507W
CHART VDP AT 1.21 DME*
1.PT L SIDE OF COURSE209.49 OUTBOUND 4400 FT WITHIN 10 MILES OF GEG VORTAC (IAF) ,'?l_'gI:AgﬁI_EYVDP TO THLD 1.38 MILES.
2. ICHAERT (ZUKAK) %TulggERSEcnon OF YICUB DR LEG AND
: : n ; : NTERMEDIATE C
3. FAC: 02049 FAF: CARUT INT/I-OLJ 4.36 DME DIST FAF TOMAP: 453 THLD: 453 | cpanr N PLANVIEW: COE VOR/DME.
4. MIN. ALT: CARUT 3900, ZONOM/I-OLJ 2.33 DME 3220*
5. DIST TO THLD FROM OM: 453 MM: - IM: 900 150 HAT: 1813 100 HAT: - 859 GSANT: 1211
6. MIN GS INCPT: 3900 GS ALT AT: CARUT 3900 OM: - MM: - IM: 2490
7. GSANGLE:  3.00 TCH:55.0 '
8. MSAFROM: GEG VORTAC 360-090 7100, 090-180 5300, 180-270 4300, 270-360 5300 MAG VAR: 16E EPOCH YEAR: 2010
- ; MINIMUMS
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE:NA | [us:# Loc: @
CATEGORY =====> A B [ D E
’ DH/MDA | VIS |HAT/HAA|DHIMDA | VIS |[HAT/HAA|DH/MDA | viS |HAT/HAA|(DH/MDA | VIS |HAT/HAA|DH/MDA [ wvIS ' |HATHAA
SILS 3 2585 1800 200 2585 1800 200 2585 1800 200 2585 1800 200
S-LOC 3 3220 2400 835 3220 4000 835 3220 1718 835 3220 1718 835
CIRCLING 3220 1 835 3220 11/4 835 3220 21/2 835 3220 2 3/4 835
ZONOM FIX MINIMUMS
$-LOC 3 2880 2400 495 2830 2400 495 2880 5000 495 2880 5000 495
CIRCLING 2960 1 575 2960 1 575 2960 1172 575 2980 2 595
NOTES:
CATEGORY Il ILS SPECIAL AIRCREW AND AIRCRAFT CERTIFICATION REQUIRED S-ILS 3: CAT A, B, C, D, RA #g gfg A, B 900-2, CAT C 900-2 1/2, CATD nbi
104, RVR 1200, HATh 100, DA 2485 MSL, - o e
CATEGORY HI ILS SPECIAL AIRCREW AND AIRCRAFT CERTIFICATION REQUIRED. S-1L.§-3: CAT llla CAT %%QT;,Q B 900-2, CAT C 900-2 1/2, CAT D. "
A,B,C,D, RVR 700. CAT lllb CAT A,B,C,D, RVR 600. CAT llic NA. o
(SEE FORM 8260-10) HECS
CITY AND STATE ELEVATION: 2385 THRE: 2385 FACILITY PROCEDURE NO./AMDT NO.JEFFECTIVE DATE:  {SUP: ‘
SPOKANE, WA AIRPORT NAME: IDENTIFIER: ILS OR LOC RWY 3, AMDT 6A AMDT: 6
1-OLJ ILS RWY 3 (SA CAT I}, ILS RWY 3 (CAT ) :
SPOKANE INTL  ILS RWY 3 (CAT i) DATED  11/18/2010

FAA FORM 8260 - 3 / April 2006 (computer generated)
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ALL AFFECTED PROCEDURES REVIEWED? : COORDINATES OF FACILITIES

[ ] Yes [x] No

REQUIRED EFFECTIVE DATE

ROUTINE

COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

[ ] [X] [ x] [X] [X] [X]  ZSE WESTERN FPO, GEG APP CON, GEG ATCT, GEG AMGR

FLIGHT CHECKED BY
NAME: FIFO DATE:
PAUL KOSCHEKA FIOG 09/15/2010
DEVELOPED BY
NAME: FIFO DATE:
RALPH DUMAR AJV-354 08/31/2012
APPROVED BY
NAME. FIFO DATE:
. DEZ SILAGYI MANAGER AJV-354
CHANGES:
1. DELETED CNF BXCLB.
2. ADDED VGSI NOT COINCIDENT NOTE.
3. REVISED ALTERNATE MINIMUMS TO INCLUDE CATS A AND B.
4. CHANGED TDZE TO THRE.
5. LOWERED S-LOG 3 CAT C VISIBILITY FROM 2 TO 1 7/8 AND CAT D VIS FROM 2 1/4 TO 1 7/8.
6. INCREASED ZONOM FIX MINIMUMS CAT C RVR FROM 4000 TO 5000.
REASONS:
1. NO LONGER REQUIRED. JEGDU (IF FIX) FUNCTIONS AS THE FACF.
2. PROCEDURE TCH IS 55 FEET AND RWY 3 PAPI-4L TCH IS 68.6 FEET.
3,5, 6. PER 8260.3B CRITERIA.
4. PER 8260.19 CRITERIA.
%gs\ﬁ. 7y
9~




US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

ILS - STANDARD
INSTRUMENT APPROACH PROCEDURE - TITLE 14 CFR PART 97.29

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,

except visibilities which are in statute miles or in feet RVR.

NOTES, (CONT.):
CHART PROFILE NOTE: VGSI AND ILS GLIDEPATH NOT COINCIDENT.

RA 154, RVR 1400, HAT 150, DA 2535 MSL.

AUTOLAND OR HUD TO TOUCHDOWN.

SA CATEGORY I ILS SPECIAL AIRCREW AND AIRCRAFT CERTIFICATION REQUIRED S-ILS 3: CAT A,B,C,D.

SA CAT | CHART NOTE: REQUIRES SPECIFIC OPSPEC, MSPEC, OR LOA APPROVAL AND USE OF HUD TO DH.

CAT Il CHART NOTE: RVR 1000 AUTHORIZED WITH SPECIFIC OPSPEC, MSPEC, OR LOA APPROVAL AND USE OF

SPOKANE INTL

-,
a ®
CITY AND STATE ELEVATION: 2385 THRE: 2385 FACILITY PROCEDURE NO./ AMDT NO.JEFFECTIVE DATE:  [sup-
SPOKANE, WA AIRPORT NAME: IDENTIFIER: ILS OR LOC RWY 3, AMDT 6A _ .
1-oLJ ILS RWY 3 (SA CAT ), ILS RWY 3 (CAT Il) AMDT:

ILS RWY 3 (CAT Il

DATED: 11/18/2010

FAA FORM 8260-10 / April 2006 (Computer Generated)
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ALL AFFECTED PROCEDURES REVIEWED?

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

] ves [ o
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)
FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:
APPROVED BY

NAME: FIFO DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

ILS STANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.29 indicated, except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-18 - ILS

1 2 3 4 5 6 7 8 9 0 1 2 3
NAVAID 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAD GEG K1011550VTHA N47335380W117373679 N47335380W117373679E0210027562 NARSPOKANE
SUSAD KGEGK1l IOLJ K1011110 IT TOLJIN47363205W117331510 023800 NARSPOKANE INTL
1 2 3 4 5 6 7 8 9 0 1 2 3
WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAEAENRT CARUT K10 C N47332585W117374632 E0153 NAR CARUT
SUSAEAENRT JEGDU K10 R N47264126W117475020 E0154 NAR JEGDU
SUSAEAENRT YICUB K10 R I, N47280922W118055254 EQ154 NAR YICUB
SUSAEAENRT ZUKAK K10 W N47221654W117542472 E0154 NAR CNF (ZUKAK)
1 2 3 2 5 5 7 8 9 0 1 2 3
AIRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KGEGK1AGEG 0 110YHN47370850W117320680E018002385 1800018000C MNAR SPOKANE INTL
1 2 3 4 5 6 7 8 9 0 1 2 3
SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
- SUSAP KGEGK1FIO03 AGEG 010GEG K1D 0OVE AR PI IOCLJKL 2119006116450100PT + 04400 18000 0 NS
SUSAP KGEGK1FIO03 AYICUB 010YICUBKIEAQOE A IF 18000 0 NS
SUSAP KGEGK1FIO3 AYICUB O020ZUKAKK1EAOQOE TF + 04400 0 NS
SUSAP KGEGK1FIO03 AYICUB 030JEGDUKIEAQOEE B CF IOLJK1 2055016102950063P1I + 04400 0 NS
SUSAP KGEGK1FIO3 I 010JEGDUK1EAQE I IF IOLJK1 20950161 PI J 044000390018000 0 NS
SUSAP KGEGK1FIO3 I 020CARUTK1EAQE F CF IOLJK1 2095006502900096PI H 0390003900 -300GEG K1D 0 NS
SUSAP KGEGK1FIO3 T 030RWO3 K1PGOGY M CF IOLJK1 2095002002900045PT 02440 -300 0 NS
SUSAP KGEGK1FIO03 I 040 0 M CA 0295 + 029800 0 NS
SUSAP KGEGK1FIO03 I O050GEG KI1D 0OVY L DF + 04200 0 NS
SUSAP KGEGK1FIO03 I 060GEG K1D OVE R HM 0280T010 + 04200 0 NS
1 2 3 4 5 [ 7 8 9 0 1 2 3
RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KGEGK1GRW03 0110020275 N47363629W117330029-0600 +0708602385000058150I1I0LJ3
1 2 3 4 5 &6 7 8 9 o} 1 2 3
TLS 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KGEGK1IIOL.J3 011110RWO3 N47375969W1173054760295N47364756W1173251881055 12110333300E01605802372
A}NI’&
1 2 3 4 5 6 7 8 9 0 1 2
4
O
T a2
CITY AND STATE ELEVATION: 2385 THRE: 2385 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: [gyp:
SPOKANE, WA AIRPORT NAME: IDENTIFIER: ILS OR LOC RWY 3, AMDT 6A
SPOKANE INTL ILS RWY 3 (SA CAT ), ILS RWY 3 (CATIl) AMDT: 6
l-oLJ ILS RWY 3 (CAT ill) DATED:  11/18/2010

FAA FORM 8260 - 10/ April 2006 (Computer Generated) Page 3 of & Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves |___| NO

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA . APA

0O O O O

AOPA NBAA OTHER (specify)

[ ]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

— LS STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICES - FAR PART 97.29 :

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Alfitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
indicated, except visibilities which are in statute miles or in feet RVR.

MSA 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KGEGK1SGEG K1D o] 09018005325180270071252703600532536009004325 M

CiTY AND STATE ELEVATION: 2385 THRE: 2385 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |sup:
SPOKANE, WA AIRPORT NAME: IDENTIFIER: ILS OR LOC RWY 3, AMDT 6A
SPOKANE INTL ILS RWY 3 (SA CATI), ILS RWY 3 (CAT II) AMDT: 6
I-oLJ ILS RWY 3 (CAT Il DATED:  11/18/2010
FAA FORM 8260 - 10/ April 2006 (Computer Generated) Page q of © Pages




ALL AFFECTED PROCEDURES REVIEWED?

] YES [[] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ) ALPA APA

g O 0O O

AOPA NBAA OTHER (specify)

1 ]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY
1 NAME: NFPG DATE:
APPROVED BY
NAME: NFPG DATE:
CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION
—  ILS STANDARDINSTRUMENT APPROACH PROCEDURE

FLIGHT STANDARDS SERVICES - FAR PART 97.29

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise

indicated, except visibilities which are in statute miles or in feet RVR.

ARINC SUMMARY - 424-18 - ILS

ROUTES TRANSITION FIX . SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
GEG GEG le IAF PI R FB 164.5() 010.0 - AA 04400
YICUB YICUR 010 IAF IF FB
YICUR ZUKAK 020 TF FB . AA 04400
YICUB JEGDU 030 CF FB 029.5() -006.3 AA 04400
JEGDU 010 FACF IF FB AA 04400 GI 03900
CARUT 020 FAF CF FB 029.0¢() 009.6 GI 03900 GS 03900
RW03 030 MAP CF FO 029.0¢() 004.5 AT 02440
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
. 040 CA FB 029.5() AR 02900
GEG 050 DF L FO AA 04200
GEG 060 HM R FO 028.0() T01.0 AA 04200
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
GEG N473353.80 W11l73736.79 N4733.897 W1l1737.613
IOLJ (DME) N473632.05 W1173315.10 N4736.534 W11733.252
CARUT N473325.85 W11l73746.32 N4733.431 W11737.772
JEGDU N472641.26 W1174750.20 N4726.688 W11747.837
YICUB N472809.22 W1180552.54 N4728.154 wW11805.876
ZUKAK N472216.54 W11l75424.72 N4722.276 W11754.412
RWO3 N473636.29 W1173300.29 N4736.605 Wi1733.005
IOLJ (LOC) N4737598.69 W1173054.76 N4737.9985 W11730.9213
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RWO3 02385 58
QM} n
& e
g 4 £
Ao
CITY AND STATE ELEVATION: 2385 THRE: 2386 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |gup:
SPOKANE, WA AIRPORT NAME: IDENTIFIER: ILS OR LOC RWY 3, AMDT 6A
SPOKANE INTL ILS RWY 3 (SA CAT ), ILS RWY 3 (CAT II) AMDT: )
-oLJ ILS RWY 3 (CAT ) DATED:  11/18/2010
FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page § of 8 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] w~o

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA - AAT ALPA APA

g O O

AQOPA NBAA OTHER (specify)

]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and alfitudes are in feet, MSL,

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

LOC STANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are'in feét abO\}e airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.25 indicated, except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-18 - LOC

1 2 3 4 5 6 7 8 9 0 1 2 3
NAVAID 123456789012345678901234567890123456789012345678901234567890123456789012345678901.234567890123456783012345678901234567830123456789012
SUSAD GEG  K1011550VTHA N47335380W117373679 N47335380W117373679E0210027562 NARSPOKANE
SUSAD KGEGK1 IOLJ K1011110 IT IOLJN47363205W117331510 023800 NARSPOKANE INTL
1 2 3 4 5 6 7 8 9 0 1 2 3
WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAEAENRT  CARUT K10 c N47332585W117374632 E0153 NAR CARUT
SUSAEAENRT JEGDU K10 R N47264126W117475020 EQ154 NAR JEGDU
SUSAEAENRT  YICUB K10 R L N47280922W118055254 E0154 NAR YICUB
SUSAEAENRT  ZONOM K10 R N47345116W117353830 E0153 NAR ZONOM
SUSAEAENRT  ZUKAK K10 W N47221654W117542472 EQ154 NAR CNF (ZUKAK)
1 2 3 4- 5 6 7 8 9 0 1 2 3
AIRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KGEGK1AGEG 0 110YHN47370850W117320680E018002385 1800018000C MNAR SPOKANE INTL
1 2 3 4 5 6 7 8 9 0 1 2 3
SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KGEGK1FL0O3 AGEG 010GEG KI1D OVE AR PI IOLJK1 2119006116450100PT + 04400 18000 0 NS
SUSAP KGEGK1FLO03  AYICUB 010YICUBKLEAOE A IF 18000 0 NS
SUSAP KGEGKLFL0O3 AYICUB 020ZUKAKK1EAOE TF + 04400 0 NS
SUSAP KGEGK1FLO03  AYICUB 030JEGDUK1EAQEE B CF IOLJK1 2095016102950063PT + 04400 0 NS
SUSAP KGEGKIFL0O3 L 010JEGDUK1EAQE I IF IOLJK1 20950161 PI + 04400 18000 0 NS
SUSAP KGEGK1FLO03 L 020CARUTKLEAQE F CF IOLJK1 2095006502900096PI + 03900 GEG K1D 0 NS
SUSAP KGEGK1FLO03 L 021ZONOMK1EAOE S CF IOLJK1 2095004502900020PT + 03220 -304 0 NS
SUSAP KGEGK1FL03 L 030RW0O3 K1PGOGY M CF IOLJK1 2095002002900025PT 02440 -304 0 NS
SUSAP KGEGK1FLO0O3 L 040 0 M cA 0295 + 02900 0 NS
SUSAP KGEGK1FLO3 L 050GEG K1D OVY L DF + 04200 0 NS
SUSAP KGEGKLFLO3 L 060GEG KXI1D OVE R  HM 0280T010 =+ 04200 0 NS
1 2 3 4 5 6 7 8 9 0 1 2 3
RUNWAY 123456785012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KGEGK1GRWO3 0110020275 N47363629W117330029-0600 . +0708602385000058150110LJ3
1 2 3 4 5 6 7 8 9 0 1 2 3
ILS 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
---------------------------------------------------------------------------------------------------------------- Rl el
SUSAP KGEGK1IIOLJ3 011110RWO3 N47375969W1173054760295N47364756W1173251881055 12110333300E01605802372 & “
4
)
Al e
CITY AND STATE ELEVATION: 2385 THRE: 2385 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: SUP:
SPOKANE, WA AIRPORT NAME: IDENTIFIER: ILS OR LOC RWY 3, AMDT 6A
SPOKANE INTL ILS RWY 3 (SA CAT ), ILS RWY 3 (CATII) AMDT: 6
I-O!.J ILS RWY 3 (CAT liny DATED:  11/18/2010

FAA FORM 8260 - 10/ April 2006 (Computer Generated) ' Page A of § Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves 1] w~o

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

[] ] g L1

AOPA NBAA OTHER (specify)

[ ]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
LOC STANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.25 indicated, except visibilities which are in statute miles or in feet RVR.
- 1 2 3 4 5 6 7 8 9 0 1 2 3
MSA 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KGEGKlSGEG‘ K1D 0 09018005325180270071252703600532536009004325 M
CITY AND STATE ELEVATION: 2385 THRE: 2385 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: SUP:
SPOKANE, WA AIRPORT NAME: IDENTIFIER: ILS OR LOC RWY 3, AMDT 6A
SPOKANE INTL ILS RWY 3 (SA CAT 1), ILS RWY 3 (CAT II) AMDT: 6
I-OL_J ILS RWY 3 (CAT i) DATED:  11/18/2010

FAA FORM 8260 - 10/ April 2006 (Computer Generated) Page 7 of 8 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

[ Y R N I A

AQOPA

1

NBAA OTHER (specify)

]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

LOC STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICES - FAR PART 97.25

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
indicated, except visibilities which are in statute miles or in feet RVR.

ARINC SUMMARY - 424-18 -.LOC

TRANSITION

ROUTES FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
GEG GEG 010 IAF pPI R FB 164.5¢() 010.0 AL 04400
YICUB YICUB 010 IAF IF FB
YICUB ZUKAK 020 TF FB AA 04400
YICUB JEGDU 030 CF FB 029.5() 006.3 AA 04400
JEGDU 010 FACF IF FB AA 04400
CARUT 020 FAF CF FB 029.0¢() 009.6 Ad 03900
ZONOM 021 SDF CF FB 029.0¢() 002.0 AA 03220
RWO3 030 MAP CF FO 029.0 002.5 AT 02440
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
040 CA FB 029.5¢() AR 02900
GEG 050 DF L rO AA 04200
GEG 060 HM R FO 028.0¢() T01.0 AA 04200
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
© GEG N473353.80 W1173736.79 N4733.897 W11l737.613
I0LJ (DME) N473632.05 W1173315.10 N4736.534 W11733.252
CARUT N473325.85 W1173746.32 N4733.431 W1il1737.772
JEGDU N472641.26 W1174750.20 N4726.688 W11747.837
YICUB N472809.22 W1180552.54 N4728.154 wW11805.876
ZONOM N473451.16 W1173538.30 N4734.853 W1l1i735.638
ZUKAK N472216.54 W1175424.72 N4722.276 W11754.412
RW03 N473636.29 W1173300.29 N4736.605 W11733.005-
IOLJ (LOC) N473759.69 W1173054.76 N4737.995 W11730.913
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RWO03 02385 58
%
&
CITY AND STATE ELEVATION: 2385 THRE: 2385 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: SUP:
SPOKANE, WA AIRPORT NAME: IDENTIFIER: ILS OR LOC RWY 3, AMDT 6A :
SPOKANE INTL ILS RWY 3 (SA CAT ), ILS RWY 3 (CATIl) AMDT: 6
-oLJ ILS RWY 3 (CAT Iil) DATED:  11/18/2010
FAA FORM 8260 - 10/ April 2006 (Computer Generated) Page 3 of 8 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

] I R I

AOPA NBAA OTHER (specify)

[ 1] ]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
PART - A OBSTRUCTION DATA
1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES ELEV. MSL] ROC ALT. ADJUSTMENTS MIN. ALT.
INITIAL YICUB/GEG 20.00 JEGDU/-OLJ 1. AAO 473157.00N/1175657.00W | 2897 (4E) 1000 |AT503 4400
DME 13.96 DME 2. TERRAIN 473157.00N/1175657.00W [2697 (2700) AS1500 4200
INTERMEDIATE JEGDU/I-OLJ CARUT INT/I-OLJ  [3. AAO 473257.00N/1173712.00W |2802 (4E) 500 |AT500 AC98 3900
13.96 DME 4.36 DME 4. TERRAIN 473257.00N/1173712.00W [2602 (2600) AS1000 3600
INTERMEDIATE: PT 10 NM CARUT INT/I-OLJ  [5. AAO 473236.00N/1173733.00W | 2799 (4E) 500 |AS503 AC98 3900
4.36 DME 6. TERRAIN 473236.00N/1173733.00W | 2599 (2600) AS1000 3600
FINAL: ILS GS INTCP RWO03 ASC 2585/200
FINAL: ILS CAT Il GS INTCP RWO03 ASC 2485/100
FINAL: LOC CARUT INT/}-OLJ ZONOM/I-OLJ 2.33 |{7. AAO 473355.05N/1173735.52W |2959 (2C) 250 3220
4.36 DME DME
FINAL: LOC STEPDOWN ZONOM/I-OLJ 2.33 4.53 MILES AFTER (8. POLE (KGEGT0027) |473514.41N/1173507.40W |2486 (1B) 250 |xp144 2880
DME CARUT INT/4.36
DME OR AT I-OLJ
0.18 DME FIX
2. PROCEDURE TURN GEG VORTAC 10 NM 9. AAO 473316.29N/1174339.25W {3149 (6A) 1000 4200
10. TERRAIN 473316.29N/1174339.25W | 2949 (2900) AS1500 4400
MAP: |DA/DA/4.53 GEG VORTAC . ASC 4200
i‘P“gggigH MILES AFTER : 11. AAO 473313.71N/1173342.70W | 3084 (2C) 1000 4100
ELEV: [2417/2630 12. TERRAIN 473313.71N/1173342.70W | 2884 (2900) AS1000 3900
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT.
CATEGORY A 1.3 NM A 350 835/ 575 15. CONTROL TOWER |473649.09N/1173137.59W [2651 (1B) 300 sl 3220/ 2960
CATEGORY B 1.5 NM m 450 |2 835/ 575 15. CONTROL TOWER |473649.09N/1173137.59W [2651 (1B) 300 sl 3220 / 2960
CATEGORY C 1.7NM  |S] 450 |2 835/ 575 15. CONTROL TOWER |473649.09N/1173137.59W 2651 (1B) 300 sl 3220/ 2960
CATEGORY D 23NM |3 550 |2 835 / 595 16. TREE (KGEG0060) |473447.15N/1173231.42W 2663 (1B) 300 sl 3220 / 2980
CATEGORY E 45NM |*[ 550
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID: GEG VORTAC
SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL) MSA SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL) MSA
360-090 AAO 062/ 26.0 5441 (6A) 7100 180-270 AAO 258/ 10.9 3249 (6A) 4300
090-180 AAO 109/ 28.6 4209 (6A) 5300 270-360 AAO 335/ 23.5 4246 (6A) gwl £p
CITY AND STATE ELEVATION: 2385 FACILITY PROCEDURE AND AMENDMENT NO: REGION ¢ -
SPOKANE. WA AIRPORT NAME: 1-OLJ ILS OR LOC RWY 3, AMDT 6A %& L3
’ ILS RWY 3 (SA CATI), ILS RWY 3 (CAT Il .
SPOKANE INTL ILS RWY 3 (CAT Il i

FAA Form 8260 - 9 / April 2006 (Computer Generated)
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PART B - SUPPLEMENTAL DATA

1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIMETER SETTING
ZSE ARTCC ATIS DISTANCE:
FAA HOURS REMOTE OPERATION:
SATISFACTORY ON: A/C
x|VHF | x[uHF | |HF |LOCATION: kGEG ADJUSTMENT: 0
. PRIMARY NAVAID: 1-OLJ
MONITOR | MONITOR POINT: _ATCT
sTATUS | HRS | CAT1 24
OPTN:| CAT 3
X ALSF-2 21,03
(S) SALS
MALS
5. X HIRL 21, 03
APPROACH™ % |mIRL 25, 07
?_llé‘lj-::lrmg X REIL 21, 25, 07
X TDZ 21, 03
X C/t. 21, 03
X  |OTHER (SPECIFY)
PAPI-4L 21, 25, 03 VASI-4L 07
6. RUNWAY  |DBASIC
MARKINGS ALL WEATHER PIR-G 21, 03
INSTRUMENT  NPLG 25, 07
7.RUNWAY |APPROACH 21,03
VISUAL MIDFIELD 21, 03
RANGE ROLLOUT 21,03
8. GLIDE GP ANGLE: 3.00 ELEV RWY THRESHOLD:2371.4
PATH DISTANCE FROM RWY: ELEV GP ANTENNA: 2379.5
1211 THRESHOLD CROSSING HEIGHT:55.0
9. FINAL APPROACH X |RUNWAY THRESHOLD FT. FROM THRESHOLD
COURSE AIMING X  |ON CENTERLINE FT. FROM CENTERLINE

10. WAIVERS: NONE

PART D - PREPARED BY:

RALPH DUMAR

DATE:
08/31/2012

TITLE:

AERONAUTICAL INFORMATION SPECIALIST

OFFICE:
AJV-354

PART C - REMARKS:
PRECIPITOUS TERRAIN EVALUATION COMPLETED.

BACK-UP ALTIMETER NOT REQUIRED, REDUNDANT WEATHER
SOURCES

AIRSPACE LETTER: NO ADDITIONAL AIRSPACE REQUIRED

PART B BLOCK 2 OTHER: ASOS
0 HOURS REMOTE OPERATION: 0

TRAIN TRACKS DEPICTED ON QUADS SOUTHWEST OF RWY 3-21
REPORTED AS BEING REMOVED BY AIRFIELD MANAGER.

AVISTA POWER REPORTED THAT THE POWER LINES NORTHEAST OF
RWY 3-21 HAVE AN ABOVE GROUND HEIGHT OF 48 FEET.

MAINTAIN CURRENT MDA

MISSED APPROACH OBSTACLES CONT.

ALTERNATE:

ASC 0

13. TOWER (16-000640) 473934.00N/1165752.00W 4859 (4D)
1000 5900

14, TERRAIN 474009.00N/1165824.00W 3819 (3800) AS1500
5300

BLOCK 3 DISTANCE:




RADIO FIX AND HOLDING DATA RECORD

NAME: BXCLB ~ STATE: WA COUNTRY: US
LATITUDE/LONGITUDE: 472913.09N/1174404.62W TYPE: CNF

AIRSPACE DOCKET: FIX TYPE OF ACTION: CANCEL

FIX USE: !

USE TYPE USE TITLE | FAC PAT AIRPORT IDENT CITY

AP ILS OR LOC RWY 3 KGEG SPOKANE

COMPULSORY REPORTING PjOINT: NO

RECORD REVISION NUMBER: ORIG DATE OF REVISION: 11/18/2010
|
DEVELOPED BY: DATE: OFFICE: NAME:
1 :
APPROVED BY: DATE: OFFICE: AJV-354 NAME: DEZ SILAGYI
|
SIGNATURE:
DISTRIBUTION:  NFDC |
FPO: WST
ARTCC: ZSE
ATC FACILITY: GEG
OTHER:
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