RNAV - STANDARD
US DEPARTMENT OF TRANSPORTATION

FEDERAL AVIATION ADMINISTRATION TITLE 14 CFR PART 97.33

INSTRUMENT APPROACH PROCEDURE

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, except
HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. Ceiings are in feet
abowe airport elevation. Distances are in nautical miles unless otherwise indicated, except visibilities which

are in statute miles or in feet RVR.

TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE |LNAV: RW23
LOBBY EZKOW (FB) 075.29/19.85 3000
DREE| B . . 1
REEM JABMU (FB) 066.83/10.00 3100 CLIMB TO 3000 DIRECT CACVA AND ON TRACK 211.01 TO WHYBE
JABMU EZKOW (FB) 066.83/19.63 3000 AND HOLD.
WITCH LWM VOR/DME (FB) 305.86/10.12 2000
LWM VOR/DME (IAF) JENDI (NOPT) (FB) 209.73/7.29 2000
EZKOW (IAF) JENDI (NOPT) (FB) 143.17/5.00 2000
JENDI (IF/IAF) OYIVE (FB) 233.23/6.10 1800 ADD',I(')?_';%,;:H %";To? ﬁgduuo.
CHART FAS OBST: 385 TREE 422934N/0711448W
(SEE FORM 8260-10) OYIVE TO RW23: 3.04/53
CHART: R-4102A, R-4102B
1.PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (IAF)
2. HOLD NE JENDI, RT, 233.23 INBOUND, 2000 FT. IN LIEU OF PT (IAF)
3. FAC: 23318 FAF: OYIVE DIST FAF TO MAP: 5.02 THLD: 5.02
4. MIN. ALT: JENDI 2000, OYIVE 1800
5. DIST TO THLD FROM OM: MM: IM: 150 HAT: 100 HAT: GS ANT:
6. MIN GS INCPT: GS ALT AT: OM: MM: IM:
7. GS ANGLE: TCH:34:1 1S NOT CLEAR
8. MSA FROM: RW23 3300 MAG VAR: 16W EPOCH YEAR: 1995
_ MINIMUMS
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE: N A | | STANDARD @
CATEGORY =====> A B Cc D E
DH/MDA VIS HAT/HAA| DH/MDA VIS HAT/HAA |DH/MDA VIS HAT/HAA | DH/MDA VIS HAT/HAA | DH/MDA VIS HAT/HAA
LNAV MDA 640 1 512 640 1 512 640 11/2 512 640 11/2 512
CIRCLING 720 1 588 720 1 588 720 112 588 780 2 648

NOTES:
CHART NOTE: DME/DME RNP-0.3 NA.
CHART NOTE: VISIBILITY REDUCTION BY HELICOPTERS NA.

@ NA WHEN LOCAL WEATHER NOT AVAILABLE. | ;
Nkl

CHART PROFILE NOTE: VGSI AND DESCENT ANGLES NOT COINCIDENT. I\
CHART NOTE: WHEN LOCAL ALTIMETER SETTING NOT RECEIVED, USE BOSTON ALTIMETER SETTING AND INCREASE PR
(SEE FORM 8260-10) AT
CITY AND STATE ELEVATION: 132 THRE: 128 FACILITY PROCEDURE NO./AMDT NO.JEFFECTIVE DATE:  [SUP:
BEDFORD, MA AIRPORT NAME: 'DEN;H;.{ER: RNAV (GPS) RWY 23, ORIG-A AMDT: ORIG
LAURENCE G HANSCOM FLD DATED  06/08/2006

FAA FORM 8260 - 3 / April 2006 (computer generated)
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ALLAFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES

|:| YES NO

REQUIRED EFFECTIVE DATE

ROUTINE

COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA

1 0 == O &l [x]

[x]

OTHER (specify)

ZBW, BOS APP CON, BED ATCT, BED AMGR

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:

DAVID SAUER AJV-352 06/08/2012

APPROVED BY

NAME: FIFO DATE:

DARRYEL ADAMS MANAGER AJV-352
CHANGES:

1. CHANGED CIRCLING CAT A/B MDA/HAA FROM 680/547 TO 720/588, CAT C FROM 700/567 TO 720/588, AND CAT D HAA FROM 647 TO 648; INCREASED CAT C VIS FROM 1

1/2TO 1 3/4.
2. ADDED PLANVIEW NOTE: PROCEDURE NA FOR ARRIVALS AT WITCH ON V3 SOUTHBOUND.

3. CHANGED PLANVIEW NOTE: "PROCEDURE NA FOR ARRIVALS AT LOBBY VIA V431 WESTBOUND" TO "...ON V431...".

4. ADDED CHART NOTE: VISIBILITY REDUCTION BY HELICOPTERS NA.

5. CHANGED CHART NOTE "IF LOCAL ALTIMETER SETTING NOT RECEIVED, USE BOSTON ALTIMETER SETTING AND INCREASE ALL MDAS 60 FEET" TO "WHEN LOCAL ALTIMETER
SETTING NOT RECEIVED, USE BOSTON ALTIMETER SETTING AND INCREASE ALL MDA 60 FEET; INCREASE LNAV CAT D AND CIRCLING CAT C AND D VISILIBILITY 1/4 MILE".

REASONS:

1. NEW AIRPORT/OBSTACLE SURVEY/CONTROLLING OBSTACLES.
2. TURN GREATER THAN 90 DEGREES.

3. IAW 8260.19E, PARA 8-6G(2).

4. 34:1 PENETRATIONS EXIST.

5. IAW 8260.3B, VOL 1, CHAP 3, CHANGE 18.

PDF EDITS:

1. 8260-10, TERMINAL ROUTES CONT: ADDED "(FAF)" NEXT TO OYIVE.

2. 8260-10, ARINC: ADDED "+ 03000" IN COLUMNS 83-89 OF MISSED APPROACH TF LEG.
3. 8260-10, ARINC: DELETED "020" ON HM LEG.

4. 8260-10 FLIGHT INSPECTION SUMMARY: ADDED "03000" NEXT TO MISSED APPROACH TF LEG.

5. 8260-10 FLIGHT INSPECTION SUMMARY: DELETED "2.0" NEXT TO HM LEG.




US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

RNAV - STANDARD
INSTRUMENT APPROACH PROCEDURE - TITLE 14 CFR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

TERMINAL ROUTES, (CONT.):

FROM TO COURSE AND DISTANCE ALTITUDE
OYIVE (FAF) RW23 (MAP) (FO) 233.18/ 5.02
RW23 (MAP) 532 MSL 233.18
532 MSL CACVA (FB)
CACVA WHYBE (FO) 211.01/8.87 3000

NOTES, (CONT.):

ALL MDA 60 FEET; INCREASE LNAV CAT D AND CIRCLING CAT C AND D VISILIBILITY 1/4 MILE.

CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVALS AT WITCH ON V3 SOUTHBOUND.
CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVALS AT LOBBY ON V431 WESTBOUND.

e ‘\ E
ol -
CITY AND STATE ELEVATION: 132 THRE: 128 FACILITY PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: SUP:
: ) IDENTIFIER: RNAV (GPS) RWY 23, ORIG-A
BEDFORD, MA AIRPORT NAME: BNAY (GPS) AMDT: ORIG
LAURENCE G HANSCOM FLD DATED: 06/08/2006

FAA FORM 8260-10/ April 2006 (Computer Generated)

PAGE 2 OF 5 PAGES




ALLAFFECTED PROCEDURES REVIEWED?

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

|:| YES |:| NO
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)
[ 1] [ ] [] [ ] [ ] []

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:
APPROVED BY

NAME: FIFO DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

—RNAy—(G-Es-)—SIANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-18 - RNAV (GPS)

1 2 3 4 5 6 7 8 9 0 1 2 3
NAVAID 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAD LWM K6011250VDL N42442550W071054143 N42442550W071054143W0150003021 NARLAWRENCE
1 2 3 4 5 6 7 8 9 0 1 2 3
WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAEAENRT CACVA K60 w N42234816W071215393 w0149 NAR CACVA
SUSAEAENRT DREEM K60 C L N42214265W071443413 w0147 NAR DREEM
SUSAEARENRT EZKOW K60 W N42402177W071132590 W0150 NAR EZKOW
SUSAEAENRT JABMU K60 W N42280128W071340563 w0148 NAR JABMU
SUSAEAENRT JENDI K60 W N42372034W071080210 W0150 NAR JENDI
SUSAEAENRT LOBBY K60 C L N42301553W071363404 w0148 NAR LOBBY
SUSAEAENRT OYIVE K60 W N42322868W071130171 W0150 NAR OYIVE
SUSAEAENRT WHYBE K60 C L N42151383W071245953 w0148 NAR WHYBE
SUSAEAENRT WITCH K60 C L N42405984W070524634 w0152 NAR WITCH
1 2 3 4 5 6 7 8 9 0 1 2 3

AIRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KBEDK6ABED 0 070YHN42281180W071172040W016000132 1800018000C MNAR LAURENCE G HANSCOM FLD

1 2 3 4 5 6 7 8 9 0 1 2 3

SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KBEDK6FR23 ADREEM 0l10DREEMK6EAOE IF 18000 B JS
SUSAP KBEDK6FR23 ADREEM 020JABMUK6EAOE 020TF 06680100 B Js
SUSAP KBEDK6FR23 ADREEM 030EZKOWK6EAOE A 020TF 06680196 + 03000 B JS
SUSAP KBEDK6FR23 ADREEM 040JENDIK6EAOEE B 010TF 14320050 + 02000 B JS
SUSAP KBEDK6FR23 AJENDI O0l1l0JENDIK6EAQOEE AR HF 23320050 + 02000 18000 B JS
SUSAP KBEDK6FR23 ALOBBY 010LOBBYK6EAOQOE ’ IF 18000 B JS
SUSAP KBEDK6FR23 ALLOBBY 020EZKOWK6EAOE A 020TF 07530199 + 03000 B JS
SUSAP KBEDK6FR23 ALOBBY 030JENDIK6EAQOEE B 010TF 14320050 + 02000 B JS
SUSAP KBEDK6FR23 AWITCH OlOWITCHK6EAOE IF 18000 B JS
SUSAP KBEDK6FR23 AWITCH 020LWM K6D 0OV A 020TF 30590101 + 02000 B JS
SUSAP KBEDK6FR23 AWITCH 030JENDIK6EAOEE B 010TF 20970073 + 02000 B JS
SUSAP KBEDK6FR23 R 010JENDIK6EAQOE I IF + 02000 18000 B JS
SUSAP KBEDK6FR23 R 0200YIVEK6EAL1lE F 051TF 23320061 + 01800 RW23 K6PGB JS
SUSAP KBEDK6FR23 R 0200YIVEK6EA2WN N ALNAV Js \JT},
SUSAP KBEDK6FR23 R O030RW23 K6PGOGY M 031TF 23320050 00181 -304 B JS Q?“
SUSAP KBEDK6FR23 R 040 0 M CA 2332 + 00532 B JS G - [}
SUSAP KBEDK6FR23 R 050CACVAK6EAQE DF B JS i.u
SUSAP KBEDK6FR23 R 06 0WHYBEK6EAOQOEY 010TF 2110 + 03000 B JS (‘H\;‘:’C»
CITY AND STATE ELEVATION: 132 THRE: 128 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |gup:
BEDFORD, MA AIRPORT NAME: IDENTIFIER: RNAYV (GPS) RWY 23, ORIG-A
LAURENCE G HANSCOM FLD AMDT: ORIG
RNAV DATED:  06/08/2006

FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page 3 of 5 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

o O 0O @O

AOPA NBAA OTHER (specify)

[ L

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

—RNAy—(QES-LSIANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.
SUSAP KBEDK6FR23 R 070WHYBEK6EAOEE R HM 26800040 + 03000 B JS
1 2 3 4 5 6 7 8 9 0 1 2 3
RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KBEDK6GRW23 0051072331 N42282859W071170759+0000 +0011200128000053150R
1 2 3 4 5 6 7 8 9 0 1 2 3
MsA 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KBEDK6SRW23 K6PG 0 18018003325 M
Vir
N
¥ A\
et
e
CITY AND STATE ELEVATION: 132 THRE: 128 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |syup:
BEDFORD, MA AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 23, ORIG-A '
LAURENCE G HANSCOM FLD AMDT: ORIG
RNAV DATED:  06/08/2006

FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page 4 of 5 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] ~o

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

o O 0O O

AOPA NBAA OTHER (specify)

[ ]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

— RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE

FLIGHT STANDARDS SERVICES - FAR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
indicated, except visibilities which are in statute miles or in feet RVR.

ARINC SUMMARY - 424-18 - RNAV (GPS)
ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
DREEM DREEM 010 IF FB
DREEM JABMU 020 TF FB 2.0 066.8(050.8T) 010.0
DREEM EZKOW 030 IAF TF FB 2.0 066.8(050.8T) 019.6 AA 03000
DREEM JENDI 040 TF FB 1.0 143.2(127.2T) 005.0 AA 02000
JENDI JENDI 010 IAF HF R FO 233.2(217.2T) 005.0 AA 02000
LOBBY LOBBY 010 IF FB
LOBBY EZKOW 020 IAF TF FB 2.0 075.3(059.3T) 019.9 AA 03000
LOBBY JENDI 030 TF FB 1.0 143.2(127.2T) 005.0 AA 02000
WITCH WITCH 010 IF FB
WITCH LWM 020 IAF TF FB 2.0 305.9(289.9T) 010.1 AA 02000
WITCH JENDI 030 TF FB 1.0 209.7(193.7T) 007.3 AA 02000
JENDI 010 | FACF IF FB AA 02000
OYIVE 020 FAF TF FB 0.5 233.2(217.2T) 006.1 AA 01800
RW23 030 MAP TF FO 0.3 233.2(217.2T) 005.0 AT 00181
" MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
040 CA FB 233.2(217.2T) AA 00532
CACVA 050 DF FB
WHYBE 060 TF FO 1.0 211.0(195.0T) AA 03000
WHYBE 070 HM R FO 268.0(252.0T) 004.0 AA 03000
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
LWM N424425.50 W0710541.43 N4244.425 W07105.691
CACVA N422348.16 W0712153.93 N4223.803 W07121.899
DREEM N422142.65 W0714434.13 N4221.711 W07144.569
EZKOW N424021.77 W0711325.90 N4240.363 W07113.432
JABMU N422801.28 W0713405.63 N4228.021 W07134.094
JENDI N423720.34 W0710802.10 N4237.339 W07108.035
LOBBY N423015.53 W0713634.04 N4230.259 W07136.567
OYIVE N423228.68 W0711301.71 N4232.478 W07113.029
WHYBE N421513.83 W0712459.53 N4215.231 W07124.992
WITCH N424059.84 W0705246.34 N4240.997 W07052.772
RW23 N422828.59 W0711707.59 N4228.477 W07117.127
RUNWAY DATA THRESHOLD \)’N-/ 7y
RWY ELEVATION TCH F
\'n
RW23 00128 53 e -
et
CITY AND STATE ELEVATION: 132 THRE: 128 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: [gup:
BEDFORD, MA AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 23, ORIG-A
LAURENCE G HANSCOM FLD AMDT: ORIG
RNAV .
N DATED:  06/08/2006

FAA FORM 8260 - 10 / April 2006 (Computer Generated)
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ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

o O 0O O

AOPA NBAA OTHER (specify)

[ 1 L

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
PART - A OBSTRUCTION DATA
1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES ELEV. MSL ROC ALT. ADJUSTMENTS MIN. ALT.
FEEDER LOBBY EZKOW 1.200' AAO 422709.00N/0713642.00W | 889 (4E) 1000 |AT1111 3000
2. TERRAIN 423018.00N/0713330.00W [650 (700) AS1500 2200
FEEDER DREEM JABMU 3. TOWER (22-0157)  [422009.00N/0714255.00W | 2049 (5D) 1000 3100
4. TERRAIN 422027.00N/0714218.00W |775 (800) AS1500 2300
FEEDER: STEPDOWN JABMU EZKOW 5. 200' AAO 423018.00N/0713330.00W |850 (4E) 1000 |AT1150 3000
6. TERRAIN 423018.00N/0713330.00W |650 (700) AS1500 2200
FEEDER WITCH LWM VOR/DME 7. TOWERS (22-0052)  |424622.00N/0710601.00W | 869 (5D) 1000 |AT131 2000
8. TERRAIN 424027.00N/0710636.00W |375 (400) AS1500 1900
INITIAL LWM VOR/DME JENDI |§- 200" AAO 423927.00N/0710624.00W 620 (4E) 1000 |AT380 2000
10. TERRAIN 423827.00N/0710624.00W [420 (400) AS1500 1900
INITIAL EZKOW JENDI 11. TOWER (22-0611)  [423914.00N/0711258.00W [817 (5D) 1000 1900
12. TERRAIN 423914.00N/0711258.00W |477 (500) AS1500 2000
INTERMEDIATE JENDI OYIVE 11. TOWER (22-0611) [423914.00N/0711258.00W |817 500 |AT83 1400
13. TERRAIN 423915.00N/0711251.00W | 296 (300) AS1500 1800
2. HOLD-IN-LIEU-OF-PT JENDI P-4 11. TOWER (22-0611)  [423914.00N/0711258.00W 817 (5C) 1000 [AT83 1900
12. TERRAIN 423914.00N/0711258.00W 477 (500) AS1500 2000
MAP: |Rw23 WHYBE ASC 3000
ip"g'sgigH 15. 200° AAD 422227.00N/0712421.00W | 670 (4E) 1000 1700
ELEV: [390 16. TERRAIN 422227.00N/0712421.00W | 470 (500) AS1500 2000
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT.
CATEGORY A 13NM | [ 350 588 17. TWR (KBEDT2153) | 422724.08N/0711559.43W [414 (1B) 300 720
CATEGORY B 15NM_ fuw] 450 3 588 17. TWR (KBEDT2153) |422724.08N/0711559.43W |414 (1B) 300 720
CATEGORY C 1.7NM |5] 450 |2 588 18. TREE (KBEDT0802)| 422613.88N/0711827.31W (416 (1A) 300 720
CATEGORY D 23NM Q[ 550 |2 648 19. TANK (25-000535) | 422644.29N/0711439.89W [463 (1A) 300 780
CATEGORY E 45NM |®[ 550
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID: RW23
SECTOR OBSTRUCTION BRG/DIST  |ELEVATION (MSL) MSA SECTOR OBSTRUCTION | BRG/DIST ELEVATION (MSL) ﬂz
360-360 AAO 288/ 26.7 2206 (6C) 3300 s *
2 -~
CITY AND STATE ELEVATION: 132 FACILITY PROCEDURE AND AMENDMENT NO: | REGIGI -
“ BEDFORD, MA AIRPORT NAME: RNAV RNAV (GPS) RWY 23, ORIG-A ANE
LAURENCE G HANSCOM FLD

FAA Form 8260 - 9 / April 2006 (Computer Generated)

PAGE 1 OF 2 PAGES




PART B - SUPPLEMENTAL DATA

1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIMETER SETTING
BOS APP CON NWS |OTHER: SOURCE:KBED / KBOS
BED TOWER ASOS DISTANCE: 0/ 14.10
FAA HOURS REMOTE OPERATION:
SATISFACTORY ON: AlC
x[VHF | x[uHF | |HF |LOCATION:KBED ADJUSTMENT: 0 / 49
PRIMARY NAVAID:
4. ,
MONITOR MONITOE :To1|n T
sTaTUS | HRS
OPTN:| CAT 3
ALS
(S) SALS
X  |MALSR 11 (PCL), 29 (PCL)
5. X HIRL 11 (PCL), 29 (PCL)
ﬁ:&ﬁ&ﬁ;‘ X |MIRL 05 (PCL), 23 (PCL)
LIGHTING X REIL 05, 23
TDZ
C/LINE
X |OTHER (SPECIFY)
VASI-4R 23 PAPI-4L 11, 29 VASI-4L 05
6.RUNWAY  |BASIC

MARKINGS ALLWEATHER PpIR-G 11, 29

INSTRUMENT NPI-G 05, 23

7. RUNWAY APPROACH 11

VISUAL MIDFIELD
RANGE ROLL OUT
8. GLIDE GP ANGLE: ELEV RWY THRESHOLD:
PATH DISTANCE FROM RWY: ELEV GP ANTENNA:
THRESHOLD CROSSING HEIGHT:
9. FINALAPPROACH X |[RUNWAY THRESHOLD FT. FROM THRESHOLD
COURSE AIMING X |0N CENTERLINE FT. FROM CENTERLINE

10. WAIVERS: NONE

PART D - PREPARED BY:
DAVID SAUER

DATE:

06/08/2012

TITLE:
AERONAUTICAL INFORMATION SPECIALIST

OFFICE:

AJV-352

PART C - REMARKS:
VDP NOT ESTABLISHED - MINOR AMDT ONLY.

PARA 251, 34:1 PENETRATION.
PRECIPITOUS TERRAIN EVALUATION COMPLETED.

KBED AND KBOS ASOS ON SERVICE A.
VISI DATA: 3.50/56

NO ADDITIONAL AIRSPACE REQUIRED.

RASS PRESSURE PATTERNS SAME
KBED 132.0 KBOS 20.0
RA=48.2

OBSTACLE #11-INTERMEDIATE SEGMENT- LOCATED 270' IN
SECONDARY AREA.

HORIZONTAL ACCURACY CODE PLACES OBSTACLE IN PRIMARY
AREA.

LPV & LNAV/VNAV NOT DEVELOPED DUE TO NOT REQUESTED.
TAA NOT DEVELOPED AT THE REQUEST OF ATC.

DREEM FEEDER END OF DREEM (RNAV) STAR.

JABMU STEPDOWN FIX USED TO RETAIN CARDINAL ALTITUDE PER
ATC REQUEST.

THIS WAS A MINOR AMENDMENT ONLY, ITEMS WHICH SHOULD/CAN
BE UPDATED: ROUTE FROM WITCH TO LWM TO JENDI GREATER
THAN 90 DEGREE TURN, SEGMENT DISTANCE FROM EZKOW IAF

TO JENDI, UPDATE PFAF LOCATION, APPLY LPV OR LP

MINIMUMS, REDUCE VISIBILITY, AND ADD VDP.

ORDER 8260.3, VOLUME 1, "VISUAL PORTION OF FINAL"
PENETRATIONS

34:1

229 TREE (KBEDT1097) 422850.08N/0711647.04W (28.76)
202 TREE (KBEDT1062) 422845.87N/0711659.48W (28.30)
228 TREE (KBEDT1096) 422845.16N/0711638.43W (27.98)
HIGHEST THREE PENS LISTED, ADDITIONAL 34:1 PENS:
KBEDT1114, 1110, 1107, 1105, 1104, 1103, 1100, 1099,
1098, 1097, 1096, 1094, 1092, 1091, 1089, 1087, 1086,
1084, 1083, 1082, 1078, 1072, 1068, 1067, 1062, 1056,
1055, 1052, 1051, 1047, 1045, 1043, 0052, 0032, 0026,
0024, 0023, 0011, 0006, 25-020182, 25-020181,

25-020178, 25-020176, 25-020170, 25-020169, 25-020167.




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD

PART - A OBSTRUCTION DATA

1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES | ELEV. MSU ROC ALT. ADJUSTMENTS MIN. ALT.
FINAL: LNAV OYIVE RwW23 14. 100’ TREE 422933.62N/0711448.27W | 385 (2C) 250 640
3. MISSED MAP:
APPROACH =
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT.
CATEGORY A 13NM__| T 350
CATEGORY B 15NM__|m[ 450 |2
CATEGORY C 17NM  |5] 450 |R
CATEGORY D 23NM  |Z] 550 |2
CATEGORY E 45NM |*[ 550
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID: WAL,
SECTOR OBSTRUCTION | BRG/DIST _ |ELEVATION (MSL) MSA SECTOR OBSTRUCTION| BRG/DIST _ |ELEVATION (MSL)] @ M_S A<
L}
Q. o
‘CCK*
CITY AND STATE ELEVATION: 132 FACILITY PROCEDURE AND AMENDMENT NO: |REGION
BEDFORD, MA AIRPORT NAME: RNAV RNAV (GPS) RWY 23, ORIG-A ANE
LAURENCE G HANSCOM FLD
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PART B - SUPPLEMENTAL DATA

1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIMETER SETTING
NW S [OTHER: SOURCE:
DISTANCE:
FAA HOURS REMOTE OPERATION:
SATISFACTORY ON: AlC
[VHF UHF | |HF |LocATION: ADJUSTMENT:
) PRIMARY NAVAID:
MONITOR | MONITOR POINT.
STATUS | HRS | CAT1
OPTN:| CAT3
ALS
(S) SALS
MALS
5. HIRL
i -
LIGHTING REIL
TDZ
C/LINE
OTHER (SPECIFY)
6 RUNWAY  |BASIC
MARKINGS |ALL WEATHER
INSTRUMENT
7.RUNWAY  |APPROACH
VISUAL MIDFIELD
RANGE ROLL OUT
8. GLIDE GP ANGLE: ELEV RWY THRESHOLD:
PATH DISTANCE FROM RWY: ELEV GP ANTENNA:
THRESHOLD CROSSING HEIGHT:
9. FINAL APPROACH RUNWAY THRESHOLD FT. FROM THRESHOLD
COURSE AIMING ON CENTERLINE FT. FROM CENTERLINE
10. WAIVERS:

PART D - PREPARED BY:

DATE:

TITLE:

OFFICE:

PART C - REMARKS:




