RNAYV - STANDARD
US DEPARTMENT OF TRANSPORTATION

FEDERAL AVIATION ADMINISTRATION TITLE 14 CFR PART 97.33

INSTRUMENT APPROACH PROCEDURE

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, except
HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. Ceilings are in feet
above airport elevation. Distances are in nautical miles unless otherwise indicated, except visibilities which

are in statute miles or in feet RVR.

TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE II:KXV %NAV A
: D
WABVI KITME (FO) 189.00 / 32.76 4600 LNAV: RW35
F B ) ' I e —
LORAN (IAF) KITME (NOPT) (FB) 276.56/15.56 4600 CLIMB TO 5000 DIRECT VARVY AND ON TRACK 027.28 TO WABVI
WEEPE (IAF) KITME (NOPT) (FB) 036.00/ 7.42 4600 AND HOLD, CONTINUE CLIMB-IN-HOLD TO 6000.
KITME (IF/IAF) ZANBA (FB) 352.34/6.00 4100
ZANBA (FAF) RW35 (MAP) (FO) 352.34/5.12
RW35 (MAP) 2626 MSL 352.34
ADDITIONAL FLIGHT DATA:

2626 WSk VARYVITE) HOL% Ngv [ Rz”zé‘ﬁié 3"23?3’1’#5’1‘ 005616W

FAS OBST: 25 .
VARVY WABVI (FO) 027.28/16.30 5000 DISTANCE TO THLD FROM 200 HATH: 0.49 NM.

CHART VDP AT 1.02 MILES TO RW35*

*LNAV ONLY.

WAAS CHANNEL # 70331
1. PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (IAF) E'TE;E{}\'IEEN‘;EZP;\;H ID: W35A
2. HOLD S KITME, RT, 352.34 INBOUND, 4600 FT. IN LIEU OF PT (IAF) ) '
3.FAC: 35234 FAF:ZANBA DIST FAF TO MAP: 512 THLD: 5.2
4. MIN. ALT: KITME 4600, ZANBA 4100
5. DIST TO THLD FROM OM: MM: IM: 150 HAT: 100 HAT: GS ANT:
6. MIN GS INCPT: 4100 GS ALT AT:ZANBA 4100 OM: MM: IM:
7. GS ANGLE: 3.00 TCH:45.0 34:11S CLEAR '
8. MSA FROM: RW35 4300 MAG VAR: 8E EPOCH YEAR: 1990

MINIMUMS
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE:NA | | STANDARD @
CATEGORY =====> A B c D E
DH/MDA VIS | HAT/HAA| DH/MDA VIS | HAT/HAA|DH/MDA VIS |HAT/HAA | DH/MDA VIS | HAT/HAA| DH/MDA VIS |HAT/HAA
LPV DA 2626 3/4 200 2626 3/4 200 2626 3/4 200 NA
LNAV/VNAV DA 2676 3/4 250 2676 3/4 250 2676 3/4 250 NA
LNAV MDA 2780 1 354 2780 1 354 2780 1 354 NA
CIRCLING 2920 1 490 2940 1 510 2940 112 510 NA
NOTES:
CHART NOTE: BARO-VNAV NA WHEN USING SWEETWATER ALTIMETER SETTING. @ NA WHEN LOCAL WEATHER NOT AVAILABLE. Ny
CHART NOTE: FOR UNCOMPENSATED BARO-VNAV SYSTEMS, LNAV/VNAV NA BELOW -19C (-2F) OR ABOVE 54C Q\.) 4 s
(130F). I~
CHART NOTE: DME/DME RNP-0.3 NA. Qg, &
(SEE FORM 8260-10) el
CITY AND STATE ELEVATION: 2430 THRE: 2426 FACILITY PROCEDURE NO./AMDT NO./EFFECTIVE DATE: SUP:
SNYDER, TX AIRPORT NAME: ‘DENIIH}.-{\ER: RNAV (GPS) RWY 35, AMDT 1 AMDT: ORIG-A
WINSTON FIELD DATED  04/07/2011

FAA FORM 8260 - 3 / April 2006 (computer generated)

PAGE 1 OF 6 PAGES




ALLAFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE

[] Yes [Xx7] no ROUTINE

COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

] ] [x] ] [x] [x] [X]  zFw,AMGR, STAVDIR

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:

JILL OLSON (MARK BURTZ) AJV-353 03/28/2012

APPROVED BY

NAME: FIFO DATE:

LARRY H STROUT MANAGER AJV-353
CHANGES:

1. CHANGED COURSE AND DISTANCE FROM LORAN TO KITME FROM 281.49/15.87 TO 276.56/15.56.
2. CHANGED COURSE AND DISTANCE FROM WEEPE TO KITME FROM 031.64/8.27 TO 36.00/7.42.
3. CHANGED COURSE AND DISTANCE FROM KITME TO ZANBA FROM 353.33/5.00 TO 352.34/6.00.
4. CHANGED DISTANCE FAF TO MAP/THLD FROM 5.00 TO 5.12 NM.
5. MISSED APPROACH CHANGED FROM CLIMB TO 2900 THEN LEFT TURN DIRECT KITME WP AND HOLD TO CLIMB TO 5000 DIRECT VARVY AND ON TRACK 027.28 TO WABVI AND
HOLD, CONTINUE CLIMB IN HOLD TO 6000.
6. REPLACED VDA DATA WITH GS/TCH.
7. ADDED VDP. .
8. FAC AND HIL INBOUND COURSE CHANGED FROM 353.33 TO 352.34.
9. CHANGED ALL REFERENCES FROM TDZE TO THRE.
10. ADDED LPV AND LNAV/VNAV LINES OF MINIMA.
11. REMOVED CHART NOTES: VISIBILITY REDUCTION BY HELICOPTERS NA, WHEN VGSI INOP, STRAIGHT-IN/CIRCLING RWY 35 PROCEDURE NA AT NIGHT.
12. INCREASED LORAN AND WEEPE TERMINAL ROUTE MINIMUM ALTITUDES FROM 4100 TO 4600.
é %E%ZEATED ALTERNATE MINIMUMS.
0-1

REASONS:

1,2. KITME MOVED 1.12 NM SOUTH TO LENGTHEN SEGMENT TO ALLOW THE LORAN INITIAL.
3. KITME MOVED PER REASONS 2,3 COURSE CHANGED TO MATCH RUNWAY ALIGNMENT.
4,6. FAF MOVED TO PFAF LOCATION/TO SUPPORT VG LINES OF MINIMUMS.
5, 10. FPT REQUEST.
7,11. 20:1 AND 34:1 PENETRATIONS REMOVED.
8. UPDATED EVALUATION.
9. 8260.3B CHANGE 20.
12. PER FPT DESIGN.
13-18. CRITERIA.
PDF EDITS: ADDED (FAF) ON TERMINAL ROUTES TO ZANBA.
ADDED 80FT RASS ADJUSTMENT TO -9 PART B, BLOCK 3.
REMOVED 020 AND 2.0 FROM MISSED APPROACH ARINC CODING.
ADDED +05000 AND 05000 TO MISSED APPROACH ARINC CODING ON 2 DIFFERENT PAGES OF -10.




US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
RNAV - STANDARD except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

Ceili i i levation. Di i utical miles unless otherwise indicated,
INSTRUMENT APPROACH PROCEDURE - TITLE 14 CFR PART 97.33 S R et stuty s o Eyfoatryre T ical miles urless ofenwise indicare

NOTES, (CONT.):

CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVALS AT WABVI ON V62 NORTHWEST BOUND.

CHART PROFILE NOTE: VGSI AND RNAV GLIDEPATH NOT COINCIDENT.

CHART NOTE: VDP NA WITH SWEETWATER ALTIMETER SETTING.

CHART NOTE: WHEN LOCAL ALTIMETER SETTING NOT RECEIVED, USE SWEETWATER ALTIMETER SETTING AND
INCREASE ALL DA 72 FT AND ALL MDA 80 FT; INCREASE LPV ALL CATS VISIBILITY 1/8 MILE, LNAV/VNAV ALL
CATS VISIBILITY 3/8 MILE, AND LNAV CAT C VISIBILITY 1/4 MILE.

CHART NOTE: CIRCLING NA TO RWYS 8 AND 26.

CHART NOTE: WHEN VGSI INOP, CIRCLING RWY 17 NA AT NIGHT.

WAL
e ~
Fee
CITY AND STATE ELEVATION: 2430 THRE: 2426 FACILITY PROCEDURE NO./ AMDT NO./JEFFECTIVE DATE: SUP:
SNYDER, TX AIRPORT NAME: 'DEN;':':SR: RNAV (GPS) RWY 35, AMDT 1 AMDT:  ORIG-A
WINSTON FIELD , DATED:  04/07/2011

FAA FORM 8260-10/ April 2006 (Computer Generated) PAGE 2 OF 6 PAGES




ALLAFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES

[] ves [ ] ~no

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

- O O O O ]

FLIGHT CHECKED BY

14. ADDED BARO-VNAV AND VDP NA NOTES. 15. ADDED PROCEDURE NA PLANVIEW NOTES. 16. UPDATED
NON-COINCIDENT NOTE. 17. ADDED BACKUP ALTIMETER NOTE. 18. UPDATED VGSI INOP NOTE.

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:
APPROVED BY

NAME: FIFO DATE:

CHANGES:

CHANGES CONT.

REASONS:

£
P

O e
e




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION
RNAV STANDARD INSTRUMENT APPROACH PROCEDURE

FLIGHT STANDARDS SERVICE - FAR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

FAS DATA BLOCK INFORMATION

DATA FIELD DATA
OPERATION TYPE 0
SBAS SERVICE PROVIDER IDENTIFIER 0
AIRPORT IDENTIFIER KSNK
RUNWAY RW35
APPROACH PERFORMANCE DESIGNATOR 0
ROUTE INDICATOR
REFERENCE PATH DATA SELECTOR 0
REFERENCE PATH IDENTIFIER (APPROACH ID) W3sA
LTP/FTP LATITUDE 324116.8465N
LTP/FTP LONGITUDE 1005656.0450W
LTP/FTP ELLIPSOIDAL HEIGHT +07128
FPAP LATITUDE 324246.1300N
FPAP LONGITUDE 1005655.4200W
THRESHOLD CROSSING HEIGHT (TCH) 00045.0
TCH UNITS SELECTOR (METERS OR FEET USED) F
GLIDEPATH ANGLE (GPA) 03.00
COURSE WIDTH AT THRESHOLD 106.75
LENGTH OFFSET 1048
HORIZONTAL ALERT LIMIT (HAL) 40.0
VERTICAL ALERT LIMIT (VAL) 35.0
CRC REMAINDER 7BODE4C4
ADDITIONAL PATH POINT RECORD INFORMATION
ICAO CODE Ka
LTP ORTHOMETRIC HEIGHT +07394
FPAP ORTHOMETRIC HEIGHT +07394
a7,
N
° .
I
CITY AND STATE ELEVATION: 2430 THRE: 2426 FACILITY PROCEDURE NO./ AMDT NO.JEFFECTIVE DATE:  |sup:
. IDENTIFIER:
SNYDER, TX AIRPORT NAME: AV RNAV (GPS) RWY 35, AMDT 1 AMDT:  ORIG-A
WINSTON FIELD DATED: 04/07/2011

FAA FORM 8260-10 / April 2006 (Computer Generated)

PAGE 3 OF 6 PAGES




ALLAFFECTED PROCEDURES REVIEWED?

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

[ ves [ o
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

1 0 o

[ [

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY
NAME: FIFO DATE;
APPROVED BY
NAME: FIFO DATE:
CHANGES:
REASONS:
Aly
X
9
o \
Lo




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

w INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise

FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-18 - RNAV (GPS)

1 2 3 4 5 6 7 8 9 0 1 2 3
WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAEAENRT KITME K40 W N32300832W100570073 E0062 NAR KITME
SUSAEAENRT LORAN K40 C L N32261433W100391209 E0060 NAR LORAN
SUSAEAENRT VARVY K40 1 N32481287W100565313 E0062 NAR VARVY
SUSAEAENRT WABVI K40 C L N33013208W100454143 E0061 NAR WABVI
SUSAEAENRT WEEPE K40 C L N32244742W101030659 E0063 NAR WEEPE
SUSAEAENRT ZANBA K40 W N32360932W100565821 E0062 NAR ZANBA
1 2 3 4 5 6 7 8 9 0 1 2 3
AIRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KSNKK4ASNK 0 055YHN32413620W100570170E008002430 1800018000C MNAR WINSTON FIELD
1 2 3 4 5 6 7 8 9 0 1 2 3
SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KSNKK4FR35 ALORAN 010LORANK4EAQOE A IF 18000 A JS
SUSAP KSNKK4FR35 ALORAN 020KITMEK4EAOEE B 010TF 27660156 + 04600 A JS
SUSAP KSNKK4FR35 AWABVI 0l10WABVIK4EAOQOE IF 18000 A JS
SUSAP KSNKK4FR35 AWABVI 020KITMEK4EAOQOEY 020TF 18900328 + 04600 A JS
SUSAP KSNKK4FR35 AWABVI 030KITMEK4EAOEE AR HF 35230050 + 04600 A JS
SUSAP KSNKK4FR35 AWEEPE 0l1O0WEEPEK4EAQOE A IF 18000 A JS
SUSAP KSNKK4FR35 AWEEPE 020KITMEK4EAOEE B 0l10TF 03600074 + 04600 A JS
SUSAP KSNKK4FR35 R 01l0KITMEK4EAOE I IF + 04600 18000 A JS
SUSAP KSNKK4FR35 R 020ZANBAK4EA1lE F O051TF 35230060 + 04100 RW35 K4PGA JS
SUSAP KSNKK4FR35 R 020ZANBAK4EA2WALPV ALNAV/VNAV ALNAV Js
SUSAP KSNKK4FR35 R 030RW35 K4PGOGY M 031TF 35230051 02471 -300 A JS
SUSAP KSNKK4FR35 R 040 0 M CA ) 3523 + 02626 A JS
SUSAP KSNKK4FR35 R 050VARVYK4EAOQOE DF A JS
SUSAP KSNKK4FR35 R 060WABVIK4EAQEY 010TF 0273 + 05000 A JS
SUSAP KSNKK4FR35 R 070WABVIK4EAOEE R HM 11680050 + 05000 A JS
1 2 3 4 5 6 7 8 9 0 1 2 3
RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KSNKK4GRW35 0055993523 N32411685W100565605-0100 +0712802426000045100R
1 2 3 4 5 6 7 8 9 0 1 2 3
PP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KSNKK4PR35 RW35 001 0000W35AON3241168465W10056560450+071280300N3242461300W10056554200106751048000450F4003507B9DE4C4 \'3[:\[.//
SUSAP KSNKK4PR35 RW35 002E +07394+07394LPV 70331 £-
A
C
Q ’tr*\fff*'
CITY AND STATE ELEVATION: 2430 THRE: 2426 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: [sup:
SNYDER, TX AIRPORT NAME: . IDENTIFIER: RNAV (GPS) RWY 35, AMDT 1
WINSTON FIELD AMDT: ORIG-A
RNAV
DATED:  04/07/2011

FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page 4 of 6 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

OO O 0O 0O

AOPA NBAA OTHER  (specify)

] ]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

—BNAy—LG-ES-)—SIANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.

1 2 3 4 5 6 7 8 9 0 1 2 3
123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KSNKK4SRW35 K4PG 0 18018004325

MSA

£

i

4

-~
e %
SRS

& //»
4.

N

CITY AND STATE ELEVATION: 2430 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: SUP:

THRE: 242
SNYDER, TX AIRPORT NAME: RE: 2426 IDENTIFIER: RNAV (GPS) RWY 35, AMDT 1 AMDT: ORIGA

WINSTON FIELD

RNAV DATED:  04/07/2011

FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page 5 of 6 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

I R N I

AOPA

[

NBAA OTHER (specify)

]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

______ RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICES - FAR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise

indicated, except visibilities which are in statute miles or in feet RVR.

ARINC SUMMARY - 424-18 - RNAV (GPS)
ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
LORAN LORAN 010 IAF IF FB
LORAN KITME 020 TF FB 1.0 276.6(284.6T) 015.6 AA 04600
WABVI WABVI 010 IF FB
WABVI KITME 020 TF FO 2.0 189.0(197.0T) 032.8 AA 04600
WABVI KITME 030 IAF HF R FO 352.3(000.3T) 005.0 AA 04600
WEEPE WEEPE 010 IAF IF FB
WEEPE KITME 020 TF FB 1.0 036.0(044.0T) 007.4 AA 04600
KITME 0l0 FACF IF FB AA 04600
ZANBA 020 FAF TF FB 0.5 352.3(000.3T) 006.0 AA 04100
RW35 030 MAP TF FO 0.3 352.3(000.3T) 005.1 AT 02471
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
040 CA FB 352.3(000.3T) AA 02626
VARVY 050 DF FB
WABVI 060 TF FO 1.0 027.3(035.3T) AA 05000
WABVI 070 HM R FO 116.8(124.8T) 005.0 AA 05000
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
KITME N323008.32 W1005700.73 N3230.139 W10057.012
LORAN N322614.33 W1003912.09 N3226.239 W10039.202
VARVY N324812.87 W1005653.13 N3248.215 W10056.886
WABVI N330132.08 W1004541.43 N3301.535 W10045.691
WEEPE N322447.42 W1010306.59 N3224.790 W10103.110
ZANBA N323609.32 W1005658.21 N3236.155 W10056.970
RW35 N324116.85 W1005656.05 N3241.281 W10056.934
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RW35 02426 45
\\}\x./' 7
o Y /}(‘
Y
&
'y LI
G,’cr\’;ﬁ
e W
CITY AND STATE ELEVATION: 2430 THRE: 2426 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: [sup:
SNYDER, TX AIRPORT NAME: ’ IDENTIFIER: RNAYV (GPS) RWY 35, AMDT 1
WINSTON FIELD AMDT: ORIG-A
RNAV
DATED:  04/07/2011
FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page 6 of 6 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] wo

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

OO O O 0O

AOPA

1

NBAA OTHER (specify)

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD

PART - A OBSTRUCTION DATA

1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES ELEV. MSL| ROC ALT. ADJUSTMENTS MIN. ALT.
FEEDER WABVI KITME 1. TOWER (48-003761) 1324555.00N/1005309.00W |2919 (5D) 1000 4600
2. TERRAIN 324615.00N/1005242.00W | 2504 (2500) 4000
INITIAL LORAN KITME 3. WNDMLL (48-023922)[322446.06N/1003947.11W 2845 (5D) | 1000 4600
4. TERRAIN 322457.00N/1003939.00W [2478 (2500) 4000
INITIAL WEEPE KITME 5. AAO 322945.00N/1010048.00W [ 2458 (4E) 1000 4600
[6- TERRAIN 322945.00N/1010048.00W | 2258 (2300) 3800
INTERMEDIATE: LPV KITME (IF/IAF) ZANBA 7. AAO 322936.00N/1005757.00W | 2448 (4E) 500 [Ac98 AT1054 4100
8. TERRAIN 323518.00N/1005536.00W [ 2248 (2200) 3700
INTERMEDIATE: LNAV KITME (IF/IAF) ZANBA 9. AAO 323518.00N/1005530.00W [ 2451 (4E) 500 [AC98 AT1051 4100
10. TERRAIN 323518.00N/1005530.00W | 2251 (2300) 3800
FINAL: LPV ZANBA W35 ASC 2626/200
FINAL: LNAV/VNAV ZANBA RW35 ASC 2676/250
FINAL: LNAV ZANBA RW35 11.AAO 323800.63N/1005616.39W | 2529 (2C) 250 2780
2. HOLD-IN-LIEU-OF-PT KITME P-5 12. TOWER (48-003179) [322445.00N/1005208.00W 2726 (5D) 1000 4600
13. TERRAIN 323024.00N/1005000.00W |2313 (2300) 3800
MAP: |DA/DA/RW3s WABVI ASC 5000
ip'\g'ggEgH 14. WNDMILL (48-020497[524817.81N/1005449.91W | 2866 (5D) | 1000 3900
ELEV. |2461/2526/2680 15. TERRAIN |325527.00N/1005336.00W | 2573 (2600) 4100
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT.
CATEGORY A 1.3NmM || 350 490 16. RIG (48-000526) | 324100.00N/1005531.00W [2555 (4D) 300 AC50 2920
CATEGORY B 15NM __ |a| 450 |2 510 17. TOWER (48-000451)| 324324.00N/1005618.00W [2584 (4D) 300 AC50 2940
CATEGORY C 1.7NM  |S[ 450 |2 510 17. TOWER (48-000451)| 324324.00N/1005618.00W [2584 (4D) 300 AC50 2940
CATEGORY D 23NM |G [ 550 |2
CATEGORY E 45NM  |*[ 550
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID: RW35
SECTOR OBSTRUCTION BRG/DIST  |ELEVATION (MSL) MSA SECTOR OBSTRUCTION | BRG/DIST  |ELEVATION (MSL) MSA, ,
360-360 TWR (48-008951) 320/ 18.9 3287 (5E) 4300 Q\V“";.
- o~
CITY AND STATE ELEVATION: 2430 FACILITY PROCEDURE AND AMENDMENT NO:  |REGION A&’
SNYDER, TX AIRPORT NAME: RNAV RNAV (GPS) RWY 35, AMDT 1 ASW
WINSTON FIELD

FAA Form 8260 - 9 / April 2006 (Computer Generated)

PAGE 1 OF 1 PAGES




PART B - SUPPLEMENTAL DATA

1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIMETER SETTING
ZFW ARTCC NW S |OTHER: SOURCE:KSNK/ KSWW
FTWFSS AWOS-3 DISTANCE: 0 28.02
FAA HOURS REMOTE OPERATION:
SATISFACTORY ON: AlC 24/ BACKUP
X|[VHF [xJuHF | [HF  [LOCATION: kSNK ADJUSTMENT: 0/ 80
) PRIMARY NAVAID:
MONITOR | MONITOR POINT:
STATUS | HRS | CAT1
OPTN:[ CAT 3
ALS
(S) SALS
MALS
5. HIRL
APPROACHI™ x ™ TmiRL 17 (PCL), 35 (PCL)
tlgllflr:ll"ll:\’lg X REIL 17, 35
TDZ
C/LINE
X  |OTHER (SPECIFY)
PAPI-4R 17 (PCL) PAPI-4L 35 (PCL)
6. RUNWAY BASIC BSC-G 08, 26
MARKINGS |ALL WEATHER
INSTRUMENT  NPI-G 17, 35
7.RUNWAY |APPROACH
VISUAL MIDFIELD
RANGE ROLL OUT
8. GLIDE GP ANGLE: 3.00 ELEV RWY THRESHOLD:2425.8
PATH DISTANCE FROM RWY: ELEV GP ANTENNA:
THRESHOLD CROSSING HEIGHT:45.0
9. FINALAPPROACH X [RUNWAY THRESHOLD FT. FROM THRESHOLD
COURSE AIMING X |ON CENTERLINE FT. FROM CENTERLINE

10. WAIVERS: NONE

PART D - PREPARED BY:

JILL OLSON (MARK BURTZ)

DATE:
03/28/2012

TITLE:

AERONAUTICAL INFORMATION SPECIALIST

OFFICE:
AJV-353

PART C - REMARKS:
ACTUAL HIGH TEMP: 79C (174F)

PRECIPITOUS TERRAIN EVALUATION COMPLETED.

STEP DOWN FIX NOT CREATED DUE TO LACK OF BENEFIT.
RASS PRESSURE PATTERNS SAME

KSNK 2430, KSWW 2380

RA = 71.5.

SEE ATTACHED AIRSPACE LETTER.

LPV SLOPE 34:1
LNAV/VNAV SLOPE 23.4:1

ASSUMED VEGETATION HEIGHT 60 FT.

AVERAGE COLD TEMPERATURE BASED ON STANDARD -30 C
ISA DEVIATION. HISTORICAL TEMPERATURE DATA NOT
AVAILABLE.

OBSTACLES REMOVED PER FPT:

KSNKL006 TREE 324113.13N-1005655.97W

KSNKL005 TREE 324113.65N-1005651.42W

KSNKL004 TREE 324114.07N-1005651.30W

KSNKL002 FENCE 324114.81N-1005651.42W

USED 45 FT TCH TO MITIGATE KSNKL003 2421 MSL FENCE.
VGSI DATA: 3.00/30.

TAA NOT DEVELOPED PER FPT.

CIRCLING NA TO RWY 8/26 PER PREVIOUS PROCEDURE DESIGN.

NO SURVEY FOR RWY 17, 8/26, UNABLE TO VERIFY IF VISUAL
PORTION OF FINAL CLEAR.

LNAV/VNAV AND LNAV OBST & TERRAIN ARE SAME FOR
INTERMEDIATE SEGMENT.

KSNK AWOS 3 AND KSWW AWOS 3 ARE ON SERVICE-A.
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RADIO FIX AND HOLDING DATA RECORD

NAME: KITME STATE: TX COUNTRY: US

LATITUDE/LONGITUDE: 323008.32N/1005700.73W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

HOLDING: HOLDING TYPE OF ACTION: MODIFY

PATTERNS:

PAT DIR IDENT TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX  MIN MAX

1 S WP 172.34 352.34 R 5 4100 6000 6 6

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 200 TOWER (48-003179) 322445.00N/1005208.00W 2726 5D

HOLDING RESTRICTIONS:
HOLDING LIMITED TO ESTABLISHED PATTERN.

REMARKS:

PRECIPITOUS TERRAIN EVALUATION COMPLETED.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
IAP RNAV (GPS) RWY 35 1 KSNK SNYDER TX (US)

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1 DATE OF REVISION: 09/20/2012

REASON FOR REVISION:

MOVED FIX 1.12 NM SOUTH. .

RETAINED FIX NAME FOR OPERATIONAL REQUIREMENT.

UPDATED LAT/LON.

CHANGED HOLDING INBOUND COURSE FROM 352.33 TO 352.34.

CHANGED MAX HOLDING ALT FROM 14,000 TO 6,000 AND MAX TEMPLATE FROM 8 TO 6.
UPDATED MIN TEMPLATE AND DME LENGTH.

UPDATED CONTROLLING OBSTACLES IDENTIFICATION NUMBER.

DELETED FAC 1.

DEVELOPED BY: DATE: 03/27/2012 OFFICE: AJV-353 NAME: JILL OLSON (MARK BURTZ)
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:

DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZFW
ATC FACILITY:
OTHER:

o“':‘ “,
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RADIO FIX AND HOLDING DATA RECORD

NAME: VARVY

STATE: TX

LATITUDE/LONGITUDE: 324812.87N/1005653.13W TYPE: WP

AIRSPACE DOCKET:

FIX USE:
USE TYPE USE TITLE
IAP RNAV (GPS) RWY 35

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: ORIG
DEVELOPED BY: DATE: 03/27/2012
APPROVED BY: DATE:
SIGNATURE:

DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZFW
ATC FACILITY:
OTHER:

FIX TYPE OF ACTION: ESTABLISH

FAC PAT AIRPORTIDENT CITY
KSNK SNYDER

DATE OF REVISION: 09/20/2012

OFFICE: AJV-353 NAME: JILL OLSON (MARK BURTZ)

OFFICE: AJV-353 NAME: LARRY STROUT

COUNTRY: US

STATE
TX (US)
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RADIO FIX AND HOLDING DATA RECORD

NAME: WABVI STATE: TX COUNTRY: US

LATITUDE/LONGITUDE: 330132.08N/1004541.43W TYPE: WP, DME

AIRSPACE DOCKET: FIX TYPE OF ACTION: ESTABLISH

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DIST FROM FAC MRA MAA

BRG BRG NM  FEET

1 ABILENE ABI VORTAC H 29589 305.89 5592 55.92 5000 17500

EXPANDED SERVICE VOLUME (ESV):

FAC IDENT FAC TYPE RADIAL/BEARING DISTANCE MIN ALTITUDE MAX ALTITUDE

ABI VORTAC R-296 56 5000 17500

HOLDING: HOLDING TYPE OF ACTION: ESTABLISH

PATTERNS:

PAT DIR IDENT TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX MIN MAX

1 NW WP 296.77 116.77 R 5 5000 6000 6 6

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 200 AAO 330042.00N/1005039.00W 2992 4E

1 310 AAO 325902.50N/1005832.90W 3040 6C

HOLDING RESTRICTIONS:

HOLDING LIMITED TO ESTABLISHED PATTERN.

PROCEDURES REQUIRING CLIMB-IN-HOLD:

PAT PROCEDURE TITLE AIRPORT IDENT CITY STATE
1 RNAV (GPS) RWY 35 KSNK SNYDER TX (US)
REMARKS:
PRECIPITOUS TERRAIN EVALUATION COMPLETED.
FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
EN ROUTE V-62 1 (US)
IAP RNAV (GPS) RWY 35 1 KSNK SNYDER TX (US)
REQUIRED CHARTING: IAP, CONTROLLER, EN ROUTE LOW
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: ORIG DATE OF REVISION: 09/20/2012
DEVELOPED BY: DATE: 03/26/2012 OFFICE: AJV-353 NAME: JILL OLSON (MARK BURTZ)
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:
DISTRIBUTION: NFDC
: FPO: CEN

ARTCC: ZFW

ATC FACILITY:

OTHER:
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RADIO FIX AND HOLDING DATA RECORD

NAME: ZANBA STATE: TX COUNTRY: US

LATITUDE/LONGITUDE: 323609.32N/1005658.21W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
IAP RNAV (GPS) RWY 35 . KSNK SNYDER TX (US)

REQUIRED CHARTING: IAP

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: 1 DATE OF REVISION: 09/20/2012
REASON FOR REVISION:

MOVED FIX 700.5 FT SOUTH TO PFAF LOCATION.

UPDATED LAT/LON.

DELETED FAC 1 FROM FIX MAKEUP.
UPDATED FIX USE TO CURRENT FORMAT.

DEVELOPED BY: DATE: 03/27/2012 OFFICE: AJV-353 NAME: JILL OLSON (MARK BURTZ)
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:

DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZFW
ATC FACILITY:
OTHER:
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RADIO FIX AND HOLDING DATA RECORD

NAME: LORAN STATE: TX COUNTRY: US

LATITUDE/LONGITUDE: 322614.33N/1003912.09W TYPE: WP, INT, DME
AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA MAA
BRG BRG NM  FEET
1 ABILENE ABI VORTAC H 256.45 26645  40.19 40.19 4500 17500
2 SAN ANGELO SJT VORTAC H 341.00 351.00 64.41 6500 17500
EXPANDED SERVICE VOLUME (ESV):
FAC IDENT FAC TYPE RADIAL/BEARING DISTANCE MIN ALTITUDE MAX ALTITUDE
ABI VORTAC R-256 41 4500 17500
SJT VORTAC R-341 65 6500 17500
FIX RESTRICTIONS:
MRA SJT 6500
HOLDING: HOLDING TYPE OF ACTION: NO CHANGE
FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
EN ROUTE V16 1,2 (US)
IAP NDB RWY 35 KSNK SNYDER X (US)
IAP RNAV (GPS) RWY 35 KSNK SNYDER X (US)
IAP NDB RWY 17 KSWW SWEETWATER TX (US)
IAP RNAV (GPS) RWY 22 KSWW SWEETWATER TX (US)
IAP RNAV (GPS) RWY 4 KSWW SWEETWATER TX (US)
REQUIRED CHARTING: IAP, CONTROLLER, EN ROUTE LOW
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 7 DATE OF REVISION: 10/20/2011
REASON FOR REVISION:
ADDED DIST FROM FAC IN NM FOR FAC 1 AND 2.
REMOVED FAC 3 FROM FIX MAKE-UP.
UPDATED ESV FORMAT; REMOVED ESV FOR BGS VORTAC.
UPDATED FIX USE.
DEVELOPED BY: DATE: 04/21/2011 OFFICE: AJV-353 NAME: JOSE ALFONSO (LONNIE EVERHART)
APPROVED BY: DATE: 08/29/2011 OFFICE: AJV-353 NAME: GREGORY YAMAMOTO
SIGNATURE:

DISTRIBUTION: NFDC

FPO: CEN

ARTCC: ZFW

ATC FACILITY: ABI APP CON

OTHER:
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NAME: WEEPE

RADIO FIX AND HOLDING DATA RECORD

LATITUDE/LONGITUDE: 322447.42N/1010306.59W
AIRSPACE DOCKET:

FIX MAKE-UP FACILITIES:

FAC NAME

1 BIG SPRING

FIX TYPE OF ACTION: MODIFY

IDENT TYPE

FIX RESTRICTIONS:

SPECIAL V16, ,
HOLDING:

FIX USE:
USE TYPE
EN ROUTE
IAP

IAP

IAP

IAP

IAP

USE TITLE
V16

RNAV (GPS) RWY 17
NDB RWY 35

RNAV (GPS) RWY 35
RNAV (GPS) RWY 17
RNAV (GPS) RWY 35

BGS

VORTAC

STATE: TX COUNTRY:

TYPE: WP, DME

CLASS MAG TRUE
BRG BRG
L 074.58 085.58  22.00

HOLDING TYPE OF ACTION: NO CHANGE

FAC PAT
1

REQUIRED CHARTING: IAP, CONTROLLER, EN ROUTE LOW

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: 5

REASON FOR REVISION:
UPDATED FIX USE.

DELETED FAC 2.

DEVELOPED BY:

APPROVED BY:

DISTRIBUTION:

DATE: 02/03/2010

DATE: 05/27/2010

SIGNATURE:

NFDC

FPO: CEN
ARTCC: ZFW
ATC FACILITY:
OTHER:

AIRPORT IDENT CITY

KBPG BIG SPRING
KSNK SNYDER

KSNK SNYDER
KSWw SWEETWATER
KSww SWEETWATER

DATE OF REVISION: 07/29/2010

OFFICE: AVN-120

OFFICE: AVN-120

NAME: CHRIS ZUEST

NAME: SUE CRUMB

INFO ONLY

DME DIST FROMFAC MRA MAA

4200 17500
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TERMINAL AIRSPACE DATA REQUIREMENTS

CITY: SNYDER STATE: TX
AIRPORT NAME: WINSTON FIELD ID: KSNK
PROCEDURE: RNAV (GPS) RWY 35 AMDT: 1
DOCKET #:

(96-AXX-X/Required/Not Required)

ALL DIST TO 1/100 NM; ELEV TO NEAREST FT; COORD TO 1/100 SEC; DEG TO 1/100 DG.

1. Distance from THLD to 1000’ point 2.92
(Enter THLD, FAF, ARP, FACILITY, as appropriate)
2. Width of FINAL segment at 1000’ point 1.2
(Enter appropriate segment , final, intermediate, etc.)
3. True Course of FINAL segment containing 1000' point 000.34
4. High Terrain in FINAL segment containing 1000' point 2449
5. Distance from THLD to 1500' point 4.72
(If 1500 point in PT maneuvering area or holding pattern note in remarks)
6. Width of FINAL segment at 1500' point 1.76
7. True Course of FINAL segment containing 1500' point_000.34
8. High Terrain in FINAL segment containing 1500' point 2449
9. Threshold Coordinates (if straight-in) ... 324116.85N /1005656.05W
10. ARP Coordinates .......................... 324136.20N / 1005701.70W
11. Runway Approach End and distance furthest from ARP................. RWY 17
Distance .61 NM
12. FAF Coordinates ......................... 323609.32N /1005658.21W

(Click to Select)

REMARKS: Approach/Drawing attached.






