US DEPARTMENT OF TRANSPORTATION

RNAV - STANDARD
INSTRUMENT APPROACH PROCEDURE

Bearings, headings, courses, and radials are magnetic. Elevatuons and altitudes are in feet, MSL, except
HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.. Ceflings are in feet

‘ - - ITLE 14 CFR.P 7. above airport elevation. Distancesare in nautical miles unless ctherwise indicated, except visibilities which
FEDERAL AVIATION ADMINISTRATION TITLE 14 CFR PART 97.33 are in statute miles or in feet RVR.
TERMINAL ROUTES , ; MISSED APPROACH
FROM LTO ~ COURSE AND DISTANCE ALTITUDE |LP: RW31 -
——— - — —— : LNAV: RW31
TOP VORTAC YAVUP (FO) 152.85/13.10 - 3600
[ VUP . 04 . 3600 .
RUGBE (IAF) YAVUP (NOPT) (FB) 248.38/15.0 CLIMB TO 3600 DIRECT KENEC AND HOLD.
JHAWK (IAF) YAVUP (NOPT) (FB) 347.18/7.82 3600 )
YAVUP (IFIIAF) ‘ROGGO (FB) 309.45/ 5.92 2600
ROGGO (FAF) LOCER/2.30 NM TO RW31 (FB) 309.39/2.94
LOCER/2.30 NM TO RW31 RW31 (MAP) (FO) 309:3612.30
, ADDITIONAL FLIGHT DATA:
(SEE FORM 8260-10) HOLD NW, RT, 129.20 INBOUND.
CHART FAS OBST: 1059 TREE 390205N/0953459W
WAAS CHANNEL # 69627
REFERENCE PATH ID: W31A
ROGGO TO RW31:3.00/55
_ v | LTP HAE: 2355 M
1.PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (IAF) :
2. HOLD SE YAVUP, RT, 309.45 INBOUND, 3600 FT. IN LIEU OF PT (IAF)
3. FAC: 309.39 FAF: ROGGO , DIST FAF TOMAP: 524 THLD: 524 |
4. MIN. ALT: YAVUP 3600, ROGGO 2600, LOCER/2.30 NM TO RW31 1660 S
5. DIST TO THLD FROM OM: MI: m: 150 HAT: ~100HAT:. GSANT:
6. MIN GS INCPT: GS ALT AT: oM: - MM:.. M
7. GS ANGLE: TCH: 34:1 1S NOT CLEAR
8. MSA FROM: RW31 3600 : MAG VAR: 5E EPOCH YEAR: 2000
MINIMUMS
TAKEOFF: SEE FAAFORM 8260-15A FOR THIS AIRPORT ALTERNATE:NA | | STANDARD @
CATEGORY ===== A B c D E
, DH/MDA VIS" HAT/HAA|DH/MDA | VIS |HAT/HAAIDH/IMDA | VIS |HAT/HAA|DH/MDA | VIS |HAT/HAA|DH/MDA | VIS |HAT/HAA|
LP MDA 1320 1 45 | 1320 1 445 | 1320 13/8 445 ' NA ‘
LNAV MDA 1340 1 465 1340 1 465 1340 13/8 465 NA
CIRCLING 1340 1 459 1360 1 479 1460 1172 579 NA
NOTES: . ,
CHART NOTE: DME/DME RNP-0.3 NA. @ NA WHEN LOCAL WEATHER NOT AVAILABLE. WAL,
‘CHART.NOTE: VISIBILITY REDUCTION BY HELICOPTERS NA. ' : &
CHART NOTE: WHEN VGSI INOP, STRAIGHT-IN MINIMUMS NA AT NIGHT. .
CHART:NOTE: CIRCLING TO RWY 4 NA AT NIGHT. %ﬂe@ _
(SEE.FORM 8260-10) i
CITY AND STATE ELEVATION: 881 THRE: 875 FACILITY PROCEDURE NO.JAMDT NO.JEFFECTIVE DATE:  |SUP:
TOPEKA, KS 1-AIRPORT NAME: lDENI'{rIﬂ‘E’R: .- RNAV-{GPS) RWY:31, AMDT1. - [AMDT: ORIG
PHILIP BILLARD MUNI DATED  01/18/2007

FAA FORM 8260 - 3 / April 2006 (computer generated)

" PAGE 1 OF 4 PAGES




ALL AFFECTED PROCEDURES REVIEWED? = COORDINATES OF FACILITIES -} REQUIRED EFFECTIVE DATE

[] ves [X]no | o | ~ | ROUTINE

COORDINATED WITH:
ATA . AAT ALPA APA AOPA NBAA 'OTHER (specify)
1 [ [x] ] ]I] ' [x] TOP ATCT, ZKC, ARPT MGR
FLIGHT CHECKED BY ‘ ) B ,
NAME: : B FIFO DATE:
JAMES LEROY KRENEK : " FIOG 02/29/2012'
DEVELOPED BY ‘ -
NAME: ) 1 FIFO. DATE:
BEV L BORDY AJV353 10/17/2011
e , APPROVED BY ' '
NAME: o FIFO DATE: -
: ‘GREGORY YAMAMOTO MANAGER AVN-120 03/09/2012
CHANGES: '

1. ADDED LP LINE OF MINIMA.

2. WUKPA AND UTEKE INITIAL. SEGMENTS DELETED.

3. RUGBB AND JHAWK INITIAL SEGMENTS ADDED; TOP FEEDER SEGMENT ADDED.

4. ADDED BACK-UP ALTIMETER NOTE.

5. ADDED NOTE "WHEN VGSI INOP, STRAIGHT-INICIRCLING RWY 31 PROCEDURE NA AT NIGHT."

6. "GPS OR RNP-0.3 REQUIRED. DME/DME RNP-0.3 NA" REPLACED WITH DME/DME RNP-0.3 NA.

7. INTERMEDIATE SEGMENT CHANGED FROM 6 NM TO 5.92 NM.

8. FINAL APPROACH CHANGED FROM 5.16 NM TO 5.24 NM.

9, FINAL LNAV MDA/HAT CHANGED FROM 1260/381 TO 1340/465; CAT C VISIBILITY CHANGED FROM 1 MILE TO 1 3/8 MILE.
10. STEPDOWN FIX MOVED FROM 1.7 NM TO 2.3 NM; ALTITUDE AT STEPDOWN FIX CHANGED FROM 1480 TO 1660.
11. ADDED CHART NOTE "CIRCLING TO RWY 4 NA AT NIGHT.

REASONS:

1. FPT-REQUEST.

2. PER FPT PROCEDURE WAS RECONFIGURED TO Y CONFIGURATION.

3. FPT REQUEST AND TO PROVIDE PROCEDURE ENTRY TO AIRCRAFT ARRIVING FROM NORTHWEST
4, 5, 6. CRITERIA IAW.8260.19D.

7, 8, FAF RELOCATED TO RNP PFAF LOCATION IAW 8260.54A.

9. NEW CONTROLLING OBSTRUCTION AND HAT DETERMINED USING THRE INSTEAD OF TDZE.

10. NEW CONTROLLING OBSTRUCTION AND CRITERIA IAW.8260.54A FORMULA 2-17B.

11. DUE TO'RWY SURVEY TYPE AND TO MATCH OTHER PUBLISHED PROCEDURES.

PDF EDIT:

ADDED (FAE) TO TERMINAL ROUTE ROGGO. ,

DELETED ADDITIONAL RW31 FROM 8260-3. oV4d,

DELETED 020 FROM HOLDING SEGMENT ON 8260-10. : : . A

DELETED RNP 2.0 FROM HOLDING LEG ON FLIGHT INSPECTION SUMMARY. - - g <

SEE 8260-10 QM @(‘}
\"‘ >3

03/16/2012: THIS IS A CORRECTED COPY OF THE FORM APPROVED ON 03/08/2012.
CHANGED “CHART NOTE: PROCEDURE NA FOR ARRIVAL ON TOP VORTAC AIRWAY:RADIALS 072 CW 231" TO " CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVAL ON TOP VORTAC

AIRWAY RADIALS 072 CW 231."




US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION | Bearings, headings, courses, and radials.are magnetic. Elevations and altitudes.are in feet, MSL,
. except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

RNAV - STANDARD . Celli in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
INSTRUMENT APPROACH PROCEDURE - TITLE 14 CFR PART 97.33 S Eimiios which v in statute mlos or In oGt VR, | o o o e
TERMINAL ROUTES, (CONT.): ' '
) FROM TO -COURSE:AND DISTANCE. . ALTITUDE -
RW31 (MAP) 1281 MSL 309.36 ‘ ‘
1281 MSL KENEC (FC) ‘ V , ’ 3600

NOTES, {CONT.):

CHART NOTE; WHEN-LOCAL ALTIMETER SETTING NOT RECEIVED USE TOPEKA FORBES FIELD ALTIMETER SETTING
AND INCREASE ALL MDA 60 FEET AND INCREASE LNAV CAT C VISIBILITY 1/8 MILE AND CIRCLING CATC
VISIBILITY 1/4 MILE, ‘ o ‘ :

CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVAL ON TOP VORTAC AIRWAY RADIALS 072 CW 231.

CITY AND STATE ELEVATION: 881 - THRE: 875 FACIITY | PROCEDURE NO./ AMDT NOJEFFECTIVE DATE:  |SUP:
y i i : WY
. , KS . RNAV (GPS) R 31, AMDT 1
-, TOPEKA AIRPORT NAME: BNAY (GPS) AMDT: ORIG
PHILIP BILLARD MUNI } o |paTED: 011812007

FAA FORM 8260-10/ April 2006 (Computer Generated) PAGE 2 OF 4 PAGES




ALL AFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE
] ves [ v | ”
COORDINATED WITH.
ATA AAT ALPA APA AGPA NBAA OTHER (specify)
FLIGHT CHECKED BY
NAME. FIFO DATE:
DEVELOPED BY | |
NANE: FIFO DATE. -
APPROVED BY
NAME: FIFO DATE:
CHANGES:
REASONS:
A




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION
RNAV STANDARD INSTRUMENT APPROACH PROCEDURE

FLIGHT STANDARDS SERVICE - FAR PART 97.33

except visibilities which are in statute miles or in feet RVR.

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,

FAS DATA BLOCK INFORMATION

DATA FIELD DATA
OPERATION TYPE 0
SBAS SERVICE PROVIDER IDENTIFIER (]
AIRPORT IDENTIFIER KTOP
RUNWAY RW31
APPROACH PERFORMANCE DESIGNATOR (]
ROUTE INDICATOR
REFERENCE PATH DATA SELECTOR (]
REFERENCE PATH IDENTIFIER (APPROACH ID) W31A
LTP/FTP LATITUDE 390354.0200N
LTP/FTP LONGITUDE 0953651.1100W
LTP/FTP ELLIPSOIDAL HEIGHT +02355
FPAP LATITUDE 390456.3400N
FPAP LONGITUDE 0953812.9500W
THRESHOLD CROSSING HEIGHT (TCH) 00054.7
TCH UNITS SELECTOR (METERS OR FEET USED) F
GLIDEPATH ANGLE (GPA) 03.00
COURSE WIDTH AT THRESHOLD 106.75
LENGTH OFFSET 1200
HORIZONTAL ALERT LIMIT (HAL) 40.0
VERTICAL ALERT LIMIT (VAL) 0.0
CRC REMAINDER FB77F528
ADDITIONAL PATH POINT RECORD INFORMATION
ICAO CODE K3
LTP ORTHOMETRIC HEIGHT +02667
FPAP ORTHOMETRIC HEIGHT +02667
o
4
S
CITY AND STATE ELEVATION: 881 THRE: 875 FACILITY PROCEDURE NO./AMDT NO./JEFFECTIVE DATE: SuUP:
. IDENTIFIER: RNAV (GPS) RWY 31, AMDT 1
TOPEKA, KS AIRPORT NAME: AV (GPS) AMDT: ORIG
PHILIP BILLARD MUNI DATED:  01/18/2007
FAA FORM 8260-10/ April 2006 (Computer Generated) PAGE 3 OF 5 PAGES




ALL AFFECTED PROCEDURES REVIEWED?

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

[ ves [ v
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)
FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:
APPROVED BY —

NAME: FIFO DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

RNAV STANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,

FLIGHT STANDARDS SERVICE - FAR PART 97.33 except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-18 - RNAV (GPS)

1 2 3 4 5 6 7 8 9 0 1 2 3
NAVAID 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAD TOP K3011780VTLW N39081360W095325682 N39081360W095325682E0050010701 NARTOPEKA
1 2 3 4 5 6 7 8 9 0 1 2 3
WP © 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAEAENRT JHAWK K30 C L N38481985W095251538 E0029 NAR JHAWK
SUSAEAENRT KENEC K30 C L N39134810W095495375 E0032 NAR KENEC
SUSAEAENRT LOCER K30 W N39021746W095344444 E0031 NAR LOCER
SUSAEAENRT ROGGO K30 w N39001378wW095320240 E0030 NAR ROGGO
SUSAEAENRT RUGBB K30 C L N39002472w095080895 E0027 NAR RUGBB
SUSAEAENRT YAVUP K30 ) N38560494W095263711 E0030 NAR YAVUP
1 2 3 4 5 6 7 8 9 0 1 2 3

AIRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KTOPK3ATOP 0 050YHN39040717w095372094E005000881 1800018000C MNAR PHILIP BILLARD MUNI

1 2 3 4 5 6 7 8 9 0 1 2 3
SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KTOPK3FR31 AJHAWK 010JHAWKK3EAOE A IF 18000 A JS
SUSAP KTOPK3FR31  AJHAWK 020YAVUPK3EAOEE B 010TF 34720078 + 03600 A JS
SUSAP KTOPK3FR31 ARUGBB 010RUGBBK3EAQOE A IF 18000 A JS
SUSAP KTOPK3FR31 ARUGBB 020YAVUPK3EAOEE B 010TF 24840150 + 03600 A JS
SUSAP KTOPK3FR31 ATOP 010TOP K3D 0V IF 18000 A JS
SUSAP KTOPK3FR31 ATOP 020YAVUPK3EAQEY 020TF 15290131 + 03600 A JS
SUSAP KTOPK3FR31 ATOP 030YAVUPK3EAQEE AR HF 30950040 + 03600 A JS
SUSAP KTOPK3FR31 R 010YAVUPK3EAOE I IF + 03600 18000 A JS
SUSAP KTOPK3FR31 R 020ROGGOK3EAlE F 051TF 30950059 + 02600 RW31 K3PGA JS
SUSAP KTOPK3FR31 R 020ROGGOK3EA2WALP N ALNAV Js
SUSAP KTOPK3FR31 R 021LOCERK3EAQE S O031TF 30940029 V 0166001662 -300 A JS
SUSAP KTOPK3FR31 R 030RW31 K3PGOGY M 031TF 30940023 00930 -300 A JS
SUSAP KTOPK3FR31 R 040 0 M CA ) 3094 + 01281 A JS
SUSAP KTOPK3FR31 R 050KENECK3EAQEY DF + 03600 A JS
SUSAP KTOPK3FR31 R 060KENECK3EAOEE R HM 12920040 + 03600 A JS
CITY AND STATE ELEVATION: 881 THRE: 875 FACILITY PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: SUP:
TOPEKA, KS AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 31, AMDT 1
RNAV AMDT: ORIG
PHILIP BILLARD MUNI DATED: 01/18/2007

FAA FORM 826010 /April2006 Com puterGenerated) PAGE 4 OF 5 PAGES




ALLAFFECTED PROCEDURES REVIEWED?

[ ] ves [ ] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

I N S N B

AOPA NBAA OTHER (specify)

] I

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:
APPROVED BY

NAME: FIFO DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

RNAV STANDARD INSTRUMENT APPROACH PROCEDURE Sxoopt HAT, ot elovation. b in nautical miles unless otherise ind
FLIGHT STANDARDS SERVICE - FAR PART 97.33 e vaiiae o e et s or e o cal miles unless otherwiss indicated,
1 2 3 4 5 6 7 8 9 0 1 2 3

RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KTOPK3GRW31 0050993093 N39035402W095365111+0100 +0235500875000055100R

1 2 3 4 5 6 7 8 9 0 1 2 3
PP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KTOPK3PR31 RW31 001 0000W31A0N3903540200W09536511100+023550300N3904563400W09538129500106751200000547F400000FB77F528

SUSAP KTOPK3PR31 RW31 002E +02667+02667LP 69627
1 2 3 4 5 6 7 8 9 0 1 2 3
MSA 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KTOPK3SRW31l K3PG 0 18018003625 M
s
4
CITY AND STATE ELEVATION: 881 THRE: 875 FACILITY PROCEDURE NO./ AMDT NO.JEFFECTIVE DATE:  |sup:
IDENTIFIER:
TOPEKA, KS . RNAV (GPS) RWY 31, AMDT 1
AIRPORT NAME: AL ANIDT. ORIG
PHILIP BILLARD MUNI DATED: 011182007

FAA FORM 826010 /April2006 Com puterGenerated) PAGE 5 OF 5 PAGES




ALLAFFECTED PROCEDURES REVIEWED?

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

[ ves [ no
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

- 0 O 0O

[ ] ]

FLIGHT CHECKED BY

NAME: FIFO DATE.
DEVELOPED BY

NAME: FIFO DATE.
APPROVED BY

NAME: FIFO DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

RNAV STANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
FLIGHT STANDARDS SERVICE - FAR PART 97.33 except visibilities which are in statute miles or in feet RVR.
ARINC FLIGHT INSPECTION SUMMARY - VERSION 424-18 - RNAV (GPS)
ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE
JHAWK JHAWK 010 IAF IF
JHAWK YAVUP 020 IF TF FB 1.0 347.2(352.2T) 007.8 03600
RUGBB RUGBB 010 IAF IF
RUGBB YAVUP 020 IF TF FB 1.0 248.4(253.47) 015.0 03600
TOP TOP 010 IF
TOP YAVUP 020 TF FO 2.0 152.9(157.97) 013.1 03600
TOP YAVUP 030 IAF HF R FO 309.5(314.5T) 004.0 03600
YAVUP 010 FACF IF 03600
ROGGO 020 FAF TF FB 0.5 309.5(314.5T) 005.9 02600
LOCER 021 SDF TF FB 0.3 309.4(314.4T) 002.9 0166001662
RW31 030 MAP TF FO 0.3 309.4(314.4T) 002.3 00930
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE
040 ca 309.4(314.47T) 01281
KENEC 050 DF FO 03600
KENEC 060 HM R FO 129.2(134.2T) 004.0 03600
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
TOP N390813.60 W0953256.82 N3908.227 W09532.947
JHAWK N384819.85 W0952515.38 N3848.331 W09525.256
KENEC N391348.10 W0954953.75 N3913.802 W09549.896
LOCER N390217.46 W0953444.44 N3902.291 W09534.741
ROGGO N390013.78 wW0953202.40 N3900.230 W09532.040
RUGBB N390024.72 W0950808.95 N3900.412 W09508.149
YAVUP N385604.94 wW0952637.11 N3856.082 W09526.619
RW31 N390354.02 W0953651.11 N3903.900 W09536.852
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RW31 00875 55
CITY AND STATE ELEVATION: 881 THRE: 875 FACILITY PROCEDURE NO./ AMDT NO./JEFFECTIVE DATE: SUP:
TOPEKA, KS AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 31, AMDT 1
RNAV AMDT: ORIG
PHILIP BILLARD MUNI DATED:  01/18/2007

FAR FORM 8260410 /April2006 Com puterG enermted)




ALLAFFECTED PROCEDURES REVIEWED?

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

[ ves [ no
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

- 0 0O 0O

[ [

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:
APPROVED BY

NAME: FIFO DATE:

CHANGES:

REASONS:




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
PART - A OBSTRUCTION DATA
1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES ELEV. MSL| ROC ALT. ADJUSTMENTS MIN. ALT.
FEEDER TOP VORTAC YAVUP 1. TOWER (20-001352) [390109.59N/0953010.71W | 1436 (2C) 1000 |AT1164 3600
[2- TERRAIN 390107.15N/0953024.67W [ 1139 (1100) AS1500 2600
INITIAL RUGBB YAVUP 3. TOWER (20-001272) [385714.00N/0951612.00W |1675 (5D) 1000 |AT925 3600
4. TERRAIN 385754.00N/0952130.00W [1096 (1100) AS1500 2600
INITIAL JHAWK YAVUP 5. AAO 384718.00N/0952521.00W | 1362 (4E) 1000 [AT1238 3600
384815.00N/0952245.00W | 1162 (1200) AS1500 2700
INTERMEDIATE YAVUP (IF/IAF) ROGGO 7. TOWER (20-001588) [390025.98N/0953008.52W [1417 (2C) 500 2000
|8. TERRAIN 390025.98N/0953008.52W |1134 (1100) AS1500 2600
FINAL: LP ROGGO LOCER/2.30 NM TO l§ AAO 390036.18N/0953132.81W | 1309 (2C) 250 |RA45 XP40 1660
RW31
FINAL: LP STEPDOWN LOCER/230NMTO RW31 10. TREE 390205.40N/0953458.93W | 1059 (2C) 250 1320
RW31
FINAL: LNAV ROGGO LOCER/2.30 NM TO [11. AAO 390050.82N/0953102.98W | 1319 (2C) 250 |RA45DG40 1660
RW31
2. HOLD-IN-LIEU-OF-PT YAVUP P-5 12. TOWER (20-000832) [385323.00N/0951718.00W | 1583 (5D) 1000 [AT1017 3600
13. TERRAIN 384839.00N/0952033.00W | 1159 (1200) AS1500 2700
ISSED MAP: |RW31/RW31 KENEC ASC 3600
i.Pl\g :gACH 14. TOWER (20-001105) [391114.00N/0954421.00W | 1422 (2C) 1500
ELEV: [1220/1240 15. TERRAIN 391603.00N/0954748.00W | 1191 (1200) AS1500 2700
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT.
CATEGORY A 13NM_ | 1 350 459 16. TREE (KTOP0011) |390229.24N/0953738.62W 1038 (1A) 300 1340
CATEGORY B 1.5NM | 450 3 479 17. TREE 390218.29N/0953646.77W |1049 (2C) 300 1360
CATEGORY C 1.7NM  |5] 450 |2 579 18. STACK (20-000681) | 390325.00N/0953933.00W [1141 (1A) 300 11480
CATEGORY D 23NM_ |Z[ 550 |2 1 .
CATEGORY E 45NM_ |X[ 550 5
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID: RW31 S
SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL) MSA SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL) MSA
360-360 TWR (20-000125) 255/ 20.6 2549 (2D) 3600
CITY AND STATE ELEVATION: 881 FACILITY PROCEDURE AND AMENDMENT NO: |REGION
TOPEKA, KS AIRPORT NAME: RNAV RNAV (GPS) RWY 31, AMDT 1 ACE
PHILIP BILLARD MUNI

FAA Form 8260 - 9 / April 2006 (Computer Generated)

PAGE 1 OF 2 PAGES




PART B - SUPPLEMENTAL DATA

1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIMETER SETTING
ICT FSS . SOURCE:KTOP / KFOE
- . NW S |OTHER:
TOP TOWER ASOS DISTANCE: 0/7.31
FAA HOURS REMOTE OPERATION:
SATISFACTORY ON: AlC
x|VHF [x|uHF | |HF |LOCATION: KTOP ADJUSTMENT: 0/ 45
. PRIMARY NAVAID:
MONITOR MONITO:: APTc:m T:
sTATUS | HRS
OPTN:[ CAT 3
ALS
|(s) sALs
X  |MALSR 13 (PCL)
5. X [HIRL 31,13
m¢ X |MIRL 18 (PCL), 22 (PCL), 36 (PCL), 04 (PCL)
LIGHTING | X__REIL 31 (PCL), 18 (PCL)
TDZ
CILINE
X |OTHER (SPECIFY)
VASI-4R 36 (PCL) VASI-4L 31 (PCL), 18 (PCL)
6. RUNWAY  |BASIC
MARKINGS ALLWEATHER PIR-G 31, 13
INSTRUMENT  NPI-G 18, 36
7.RUNWAY | APPROACH
VISUAL MIDFIELD
RANGE ROLL OUT
8. GLIDE GP ANGLE: ELEV RWY THRESHOLD:
" PATH DISTANCE FROM RWY: ELEV GP ANTENNA:
THRESHOLD CROSSING HEIGHT:
9. FINAL APPROACH X |RUNWAY THRESHOLD FT. FROM THRESHOLD
COURSE AIMING X |ON CENTERLINE FT. FROM CENTERLINE
10. WAIVERS: NONE
PART D - PREPARED BY: DATE:
BEV L BORDY 10/17/2011
TITLE: OFFICE:
AERONAUTICAL INFORMATION SPECIALIST AJV-353

PART C - REMARKS:

VDP NOT ESTABLISHED - OBSTACLES PENETRATE VDP SURFACE.

PARA 251, 20:1 PENETRATION.

PARA 251, 34:1 PENETRATION.

PRECIPITOUS TERRAIN EVALUATION COMPLETED.
VGSI DATA: 3.00/54.7

RASS PRESSURE PATTERNS SAME

KTOP 881, KFOE 1077.6

RA = 44,34,

SEE ATTACHED AIRSPACE LETTER.

LPV AND LNAV/VNAV LINE OF MINIMA NOT ADDED DUE TO
SURVEY TYPE.

I\ﬁAD I;E_IFLACED WITH AIRWAY FIXES AND HOLD-IN-LIEU PER ATC

VEGETATION HEIGHT OF 40 FEET USED PER FPT.

NIGHT RESTRICTION DUE TO VISUAL SURFACE PENETRATIONS;
RWY 4 CIRCLING RESTRICTION DUE TO RWY SURVEY TYPE.

TERPS, VOLUME 1, CHAPTER 3, "VISUAL SURFACE OF FINAL"
PENETRATIONS. FPT NOTIFIED.

20:1

912 TREE (KTOP0033) 390348.48N/0953651.34W (27.97)
KTOP/KFOE ASOS IS ON SERVICE A.

CIRCLING RESTRICTION TO RWY 4 DUE TO RWY SURVEY TYPE.




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
PART - A OBSTRUCTION DATA
1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES ELEV. MSL| ROC ALT. ADJUSTMENTS MIN. ALT.
FINAL: LNAV STEPDOWN LOCER/2.30 NM TO RW31 10. TREE 390205.40N/0953458.93W | 1059 (2C) 250 1340
RW31
3. MISSED MAP:
APPROACH ELEV:
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT.
CATEGORY A 1.3NM a 350
CATEGORY B 1.5 NM &J 450 3:‘
CATEGORY C 1.7 NM 5| 450 ;.:3 -
CATEGORY D 23NM_ |G 550 |2
CATEGORY E 4.5NM 17550 C
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID: S
SECTOR OBSTRUCTION BRG/DIST |ELEVATION (MSL) MSA SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL) MSA
CITY AND STATE ELEVATION: 881 FACILITY PROCEDURE AND AMENDMENT NO: |REGION
TOPEKA, KS AIRPORT NAME: RNAV RNAYV (GPS) RWY 31, AMDT 1 ACE
PHILIP BILLARD MUNI

FAA Form 8260 - 9 / April 2006 (Computer Generated)

PAGE 2 OF 2 PAGES




PART B - SUPPLEMENTAL DATA

1. COMMUNICATIONS WITH:

2. WEATHER SERVICE

3.ALTIMETER SETTING

SATISFACTORY ON:

N WS |OTHER:

FAA

A/C

SOURCE:

DISTANCE:

HOURS REMOTE OPERATION:

[VHF lUHF | [HF

LOCATION:

ADJUSTMENT:

PRIMARY NAVAID:
4

MONITOR POINT:

MONITOR

sTaTUs | HRs | CAT]

OPTN:| CAT 3

ALS

|(s) sALs

[maLs

5 [HIRL

APPROACH IM'RL

& RUNWAY [REIL

LIGHTING Dz

|CILINE

OTHER (SPECIFY)

6. RUNWAY  |BASIC

MARKINGS |ALL WEATHER

INSTRUMENT

7. RUNWAY APPROACH

VISUAL MIDFIELD

RANGE ROLL OUT

8. GLIDE GP ANGLE:

ELEV RWY THRESHOLD:

PATH

DISTANCE FROM RWY:

ELEV GP ANTENNA:

THRESHOLD CROSSING HEIGHT:

9. FINAL APPROACH

RUNWAY THRESHOLD

FT. FROM THRESHOLD

COURSE AIMING

ON CENTERLINE

FT. FROM CENTERLINE

10. WAIVERS:

PART D - PREPARED BY:

DATE:

TITLE:

OFFICE:

PART C - REMARKS:




RADIO FIX AND HOLDING DATA RECORD

NAME: KENEC STATE: KS COUNTRY: US

LATITUDE/LONGITUDE: 391348.10N/0954953.75W TYPE: WP, DME

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA MAA

BRG BRG NM  FEET

1 TOPEKA TOP VORTAC L 288.00 293.00 14.31 14.31 3000 14500

HOLDING: HOLDING TYPE OF ACTION: MODIFY

PATTERNS:

PAT DIR IDENT TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX  MIN MAX

1 NW WP 309.20 129.20 R 4 3600 6000 5 6

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 200 AAO 392039.00N/0955727.00W 1450 4E

HOLDING RESTRICTIONS:
HOLDING LIMITED TO ESTABLISHED PATTERN.

REMARKS:

PRECIPITOUS TERRAIN EVALUATION COMPLETED.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
EN ROUTE V508 1 (US)
IAP RNAV (GPS) RWY 31 1 KTOP TOPEKA KS (US;
IAP RNAV (GPS) RWY13 1 KTOP TOPEKA KS (US

REQUIRED CHARTING: IAP, CONTROLLER, EN ROUTE LOW
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1 DATE OF REVISION: 04/05/2012

REASON FOR REVISION:

FIX MOVED 3675.54 FEET NORTHWEST TO AIRWAY; COORDINATES UPDATED.

FAC 1 DELETED AND REPLACED WITH TOP VORTAC.

CHANGED HOLDING PAT 1 CRS INBOUND FROM 129.21 TO 129.20; RAD/CRS/BRG CHANGED FROM 309.21 TO 309.20.
HOLDING PAT 1 MAX TEMPLATE CHANGED FROM 5 TO 6.

ADDED NOTE "PRECIPITOUS TERRAIN EVALUATION COMPLETED." .

MOVED "HOLDING LIMITED TO ESTABLISHED PATTERN" FROM FIX USE TO HOLDING RESTRICTIONS.

ADDED CHART ENROUTE LOW.
UPDATED FIX USE.
DEVELOPED BY: DATE: 10/19/2011 OFFICE: AJV-353 NAME: BEV L BORDY
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:
DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZKC
ATC FACILITY: TOP ATCT
OTHER:

FAA FORM 8260-2 / AUG 2009 Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

COUNTRY: US

NAME: LOCER STATE: KS
LATITUDE/LONGITUDE: 390217.46N/0953444.44W TYPE: WP
AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY
IAP RNAV (GPS) RWY 31 KTOP TOP!

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1 DATE OF REVISION: 04/05/2012

REASON FOR REVISION:

FIX MOVED 3645.11 FEET SOUTHEAST; COORDINATES UPDATED.
DELETED FAC 1.

UPDATED FIX USE FORMAT.

DEVELOPED BY: DATE: 10/13/2011 OFFICE: AJV-353 NAME: BEV L BORDY

APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT

SIGNATURE:

DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZKC
ATC FACILITY: TOP ATCT
OTHER:

EKA

STATE
KS (US)

FAA FORM 8260-2 / AUG 2009

Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: ROGGO STATE: KS COUNTRY: US
LATITUDE/LONGITUDE: 390013.78N/0953202.40W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

REMARKS:

PFAF DETERMINED IAW FAAO 8260.54A FORMULA 2-16B.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY

IAP RNAV (GPS) RWY 31 KTOP TOPEKA

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1 DATE OF REVISION: 04/05/2012

REASON FOR REVISION:

FIX MOVED 486 FEET SOUTHWEST; COORDINATES UPDATED.
DELETED FAC 1.

UPDATED FIX USE FORMAT.

STATE
KS (US)

DEVELOPED BY: DATE: 10/13/2011 OFFICE: AJV-353 NAME: BEV L BORDY
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:
DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZKC
ATC FACILITY: TOP ATCT
OTHER:
FAA FORM 8260-2 / AUG 2009 Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: TOPEKA VORTAC STATE: KS COUNTRY: US

LATITUDE/LONGITUDE: 390813.60N/0953256.82W TYPE:

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA MAA

BRG BRG NM  FEET

1 TOPEKA TOP VORTAC L 17500

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

PATTERNS:

PAT DIR IDENT TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX MIN MAX

1 NE TOP VORTAC 025.00 205.00 L 1 2800 6000 4 5

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

UPN 200 TOWER (20-000379) 390534.00N/0954705.00W 2049 2D

1 200 TOWER (20-001186) 391204.00N/0953452.00W 1429 4D

REASON FOR NONSTANDARD HOLDING:
PAT 1 AT REQUEST

HOLDING RESTRICTIONS:
UNPLANNED HOLDING AUTHORIZED AT OR ABOVE 3600.
REMARKS:
PRECIPITIOUS TERRAIN EVALUATION COMPLETED.
FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY STATE
DP DES MOINES KDSM DES MOINES IA (US)
EN ROUTE V131 (US)
EN ROUTE V4 : (US)
EN ROUTE V508 (US)
EN ROUTE V71 (US)
EN ROUTE V77 us)
EN ROUTE V77-280 us)
IAP VOR/DME RNAV OR GPS RWY KK59 ATCHISON KS (US)
16
IAP VOR/DME RWY 16 KK59 ATCHISON KS (US)
IAP NDB-D OR GPS-D KK34 GARDNER KS (US)
IAP ILS OR LOC RWY 33 KLWC LAWRENCE KS (US)
IAP VOR/DME-A KLWC LAWRENCE KS (US)
IAP ILS OR LOC/DME RWY 3 KMHK MANHATTAN KS (US)
IAP VOR RWY 3 KMHK MANHATTAN KS (US)
IAP VOR/DME-F KMHK MANHATTAN KS (US)
IAP ILS OR LOC RWY 36 KIXD OLATHE KS (US)
IAP NDB-B KOJC OLATHE KS (US)
IAP ILS OR LOC RWY 31 KFOE TOPEKA KS (US)
IAP NDB RWY 13 KFOE TOPEKA KS (US)
IAP TACAN RWY 13 KFOE TOPEKA KS (US)
IAP TACAN RWY 31 KFOE TOPEKA KS (US)
IAP VOR/DME OR TACAN RWY 21 1 KFOE TOPEKA KS (US)
IAP VOR/DME OR TACAN RWY 3 KFOE TOPEKA KS (US)
IAP ILS OR LOC RWY 13 1 KTOP TOPEKA KS (US)
IAP LOC BC RWY 31 1 KTOP TOPEKA KS (US)
IAP RNAV (GPS) RWY 31 KTOP TOPEKA KS (US)
IAP VOR RWY 22 1 KTOP TOPEKA KS (US)
IAP ILS OR LOC RWY 19R KMCI KANSAS CITY MO (US)
IAP ILS OR LOC RWY 27 KMCI KANSAS CITY MO (US)
IAP ILS OR LOC RWY 9 KMCI KANSAS CITY MO (US)
IAP ILS RWY 19R (CATII) KMCI KANSAS CITY MO (US)
IAP ILS RWY 19R (CATIIl) KMCI KANSAS CITY MO (US)
STAR JHAWK KMCI KANSAS CITY MO (US)

REQUIRED CHARTING: DP, STAR, MILITARY IAP, IAP, CONTROLLER, EN ROUTE LOW
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 11 DATE OF REVISION: 04/05/2012

REASON FOR REVISION: o

FAA FORM 8260-2 / AUG 2009 Page 1 of 2




FIX COORDINATES CHANGED TO MATCH AVNIS RECORD.
INT REMOVED FROM FIX TYPE.
ADDED STAR TO REQUIRED CHARTING.

NAME: BEV L BORDY

NAME: LARRY STROUT

UPDATED FIX USE.
DEVELOPED BY: DATE: 11/29/2011 OFFICE: AJV-353
APPROVED BY: DATE: OFFICE: AJV-353
SIGNATURE:
DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZKC
ATC FACILITY: TOP ATCT
OTHER:
FAA FORM 8260-2 / AUG 2009

Page 2 of 2




RADIO FIX AND HOLDING DATA RECORD

COUNTRY: US

NAME: YAVUP STATE: KS
LATITUDE/LONGITUDE: 385604.94N/0952637.11W TYPE: WP
AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

PATTERNS:

PAT DIR IDENT TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND g.OR R) TIME DM MAX MIN

1 SE WP 129.45 309.45

CONTROLLING OBSTRUCTIONS: :
PAT AIRSPEED OBSTRUCTION COORDINATES

1 200 TOWER (20-000832) 385323.00N/0951718.00W

HOLDING RESTRICTIONS:
HOLDING LIMITED TO ESTABLISHED PATTERN.

REMARKS:
PRECIPITOUS TERRAIN EVALUATION COMPLETED.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY
IAP RNAV (GPS) RWY 13 1 KTOP TOPEKA
IAP RNAV (GPS) RWY 31 1 KTOP TOPEKA

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1 DATE OF REVISION: 04/05/2012

REASON FOR REVISION:
DELETED FAC 1.
ADDED REMARK "PRECIPITOUS TERRAIN EVALUATION COMPLETED."

MOVED "HOLDING LIMITED TO ESTABLISHED PATTERN" FROM FIX USE TO HOLDING RESTRICTIONS.

CHANGED HOLDING PAT 1 MAX TEMPLATE FROM 5§ TO 6.

DEVELOPED BY: DATE: 10/14/2011 OFFICE: AJV-353 NAME: BEV L BORDY

APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT

SIGNATURE:

DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZKC
ATC FACILITY: TOP ATCT
OTHER:

MAX
5 6

ACCURACY CODE
5D

STATE
KS (US)
KS (US)

FAA FORM 8260-2 / AUG 2009

Page 1 of 1




INFO ONLY

RADIO FIX AND HOLDING DATA RECORD

NAME: JHAWK STATE: KS COUNTRY: US

LATITUDE/LONGITUDE: 384819.85N/0952515.38W TYPE: WP, INT, DME

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA  MAA

BRG BRG NM  FEET

1 KANSAS CITY MCI VORTAC H 22324 22824 4300  43.00 3100 45000

2 TOPEKA TOP VORTAC L 15817 163.17 20.76 3100 25000

EXPANDED SERVICE VOLUME (ESV):

FAC IDENT FAC TYPE RADIAL/BEARING DISTANCE MIN ALTITUDE MAX ALTITUDE

MCI VORTAC R-223 43 3100 14500

TOP VORTAC R-158 21 19000 25000

HOLDING: HOLDING TYPE OF ACTION: MODIFY

PATTERNS:

PAT DIR IDENT  TYPE RAD/CRS/BRG CRS TURN  LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX MIN  MAX

1 SW Ml VORTAC 22324 043.24 L 1-11/2 3100 25000 6 22

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 200 TOWER (20-001132) 385015.00N/0952952.00W 1949 5D

REASON FOR NONSTANDARD HOLDING:
PAT 1 AIR TRAFFIC REQUEST

HOLDING RESTRICTIONS:
HOLDING LIMITED TO ESTABLISHED PATTERN.

REMARKS:

PRECIPITOUS TERRAIN EVALUATION COMPLETED.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY STATE
EN ROUTE V502 1,2 (US)
IAP RNAV (GPS) RWY 17 KOWI OTTAWA KS (US)
IAP RNAV (GPS) RWY 31 KTOP TOPEKA KS (US)
STAR JHAWK 1,2 1 KMCI KANSAS CITY MO (US)

REQUIRED CHARTING: STAR, IAP, CONTROLLER, EN ROUTE LOW
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 6 DATE OF REVISION: 10/20/2011

REASON FOR REVISION:

ADDED WP TO FIX TYPE

ADDED FAC 1 AND 2 DIST FROM FAC (NM).

ADDED ESV DATA (ON FILE).

UPDATED HOLDING PAT 1 MIN TEMPLATE FROM 8 TO 6.

UPDATED HOLDING PAT 1 CONTROLLING OBSTRUCTION ID.

MOVED HOLDING LIMITED NOTE FROM REMARKS TO HOLDING RESTRICTIONS.
CONDUCTED/DOCUMENTED PRECIPITOUS TERRAIN EVALUATION.

ADDED IAP TO REQUIRED CHARTING.

UPDATED FIX USE.
DEVELOPED BY: DATE: 05/10/2011 OFFICE: AVN-120 NAME: SCOTT CORY
APPROVED BY: DATE: 08/16/2011 OFFICE: AVN-120 NAME: GREGORY YAMAMOTO
SIGNATURE:
DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZKC
ATC FACILITY: MCI APP CON

OTHER: LR

FAA FORM 8260-2 / AUG 2009 Page 1 of 1




INFO ONIY

RADIO FIX AND HOLDING DATA RECORD

NAME: RUGBB STATE: KS COUNTRY: US

LATITUDE/LONGITUDE: 390024.72N/0950808.95W TYPE: WP, INT, DME

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES: .

FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA MAA

BRG BRG NM  FEET

1 KANSAS CITY MCI VORTAC H 22324 22824  25.00 25.00 3100 17500

2 TOPEKA TOP VORTAC L 106.88 111.88  20.83 20.83 2800 17500

3 JOHNSON COUNTY oJC VOR/DME T 29219 29819  21.18 21.18 2600 17500

EXPANDED SERVICE VOLUME (ESV):

FAC IDENT FAC TYPE RADIALIBEARING DISTANCE MIN ALTITUDE MAX ALTITUDE

oJc VOR/DME R-29 22 3000 17500

HOLDING: HOLDING TYPE OF ACTION: MODIFY

PATTERNS:

PAT DIR IDENT TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX MIN MAX

1 SW  MCI VORTAC 223.24 043.24 R 1 4000 6000 5 6

2 sSwW WP 223.24 043.24 R 4 4000 6000 5 6

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

200 TOWER (20-001146) 385346.00N/0951029.00W 2048 5D

2 200 TOWER (20-001146) 385346.00N/0951029.00W 2048 5D

HOLDING RESTRICTIONS:

HOLDING LIMITED TO ESTABLISHED PATTERNS.

REMARKS:

PRECIPITOUS TERRAIN EVALUATION COMPLETED.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY STATE

EN ROUTE V502 1,2,3 (US)

EN ROUTE V508 1,2,3 (US)

IAP ILS OR LOC RWY 33 KLWC LAWRENCE KS (US)

IAP RNAV GPS; RWY 17 KOWI OTTAWA KS §US;

IAP RNAV (GPS) RWY 31 KTOP TOPEKA KS (US

IAP ILS OR LOC RWY 19R 1,2,3 1 KMCI KANSAS CITY MO (US)

IAP ILS OR LOC RWY 27 1,2,3 1 KMCI KANSAS CITY MO (US

IAP ILS RWY 19R §CAT 1)) 1,2,3 1 KMCI KANSAS CITY MO §US

IAP ILS RWY 19R (CAT Ill) 1,2,3 1 KMCI KANSAS CITY MO (US

IAP RNAV (GPS) Y RWY 19R 2 KMCI KANSAS CITY MO 2US§

IAP RNAV (GPS) Z RWY 19R 2 KMCI KANSAS CITY MO (US

STAR JHAWK 1,2,3 KMCI KANSAS CITY MO (US)

REQUIRED CHARTING: STAR, IAP, AREA, CONTROLLER, EN ROUTE LOW
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 5 DATE OF REVISION: 10/20/2011

REASON FOR REVISION:

ADDED FAC 1, 2, AND 3 DIST FROM FAC (NM).

UPDATED FAC 1 MRA FROM 2600 TO 3100.

UPDATED FAC 2 MRA FROM 2600 TO 2800.

DELETED FAC 4.

ADDED ESV DATA.

UPDATED HOLDING PAT 1 MAX TEMPLATE FROM 9 TO 6.
UPDATED HOLDING PAT 2 LEG LENGTH (DME) FROM 7 TO 4.
UPDATED HOLDING PAT 2 MIN/MAX TEMPLATE FROM 9/9 TO 5/6.
MOVED HOLDING LIMITED NOTE FROM REMARKS TO HOLDING RESTRICTIONS.
CONDUCTED/DOCUMENTED PRECIPITOUS TERRAIN EVALUATION.
UPDATED FIX USE.

DEVELOPED BY: DATE: 05/10/2011 OFFICE: AVN-120

NAME: SCOTT CORY
APPROVED BY: DATE: 08/16/2011 OFFICE: AVN-120 NAME: GREGORY YAMAMOTO
SIGNATURE:
FAA FORM 8260-2 / AUG 2009 Page 10f 2




DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZKC
ATC FACILITY: MCI APP CON

OTHER:

FAA FORM 8260-2 / AUG 2009 Page 2 of 2



TERMINAL AIRSPACE DATA REQUIREMENTS

CITY: TOPEKA STATE: KS
AIRPORT NAME: TOPEKA/PHILIP BILLARD MUNI ID:  KTOP
PROCEDURE: RNAV (GPS) RWY 13 AMDT: ORIG

DOCKET#: NOT REQUIRED
(96-AXX-X/Required/Not Required)

ALL DIST TO 1/100 NM; ELEV TO NEAREST FT; COORD TO 1/100 SEC; DEG TO 1/100 DG.

1. Distance from THLD to 1000’ point 3.57
(Enter THLD, FAF, ARP, FACILITY, as appropriate) ’

2. Width of FINAL segment at 1000’ point 1.20
(Enter appropriate segment, final, intermediate, etc.)

3. True Course of FINAL segment containing 1000’ point 314.39

4. High Terrain in FINAL segment containing 1000' point 1119

5. Distance from THLD to 1500’ point 5.24
(If 1500' point in PT maneuvering area or holding pattern note in remarks)

6. Width of FINAL segment at 1500’ point 213

7. True Course of FINAL segment containing 1500' point 314.39

8. High Terrain in FINAL segment containing 1500 point 1119

9. Threshold Coordinates (if straight-in) ... 390354.02N / 0953651.11W

10. ARP Coordinates ........................... 390407.17N / 0953720.94W

11. Runway Approach End and distance furthest from ARP ................ RWY 31

Distance 0.44 NM
12. FAF Coordinates ......................e...e. 390013.78N / 0953202.40W

REMARKS: Approach/Drawing attached.




RADIO FIX AND HOLDING DATA RECORD

NAME: UTEKE STATE: KS COUNTRY: US
LATITUDE/LONGITUDE: 385230.49N/0953106.13W TYPE: WP
AIRSPACE DOCKET: FIX TYPE OF ACTION: CANCEL ‘ AN ‘ E l
FIX MAKE-UP FACILITIES:
FAC NAME IDENT TYPE CLASS MAG TRUE DME DIST FROM FAC MRA MAA
BRG BRG NM FEET
1 YAVUP 224 .45 5.00 17500
REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: ORIG DATE OF REVISION: 12/25/2003
DEVELOPED BY: DATE: OFFICE: NAME:
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:

DISTRIBUTION: NFDC

FPO: CEN

ARTCC: ZKC

ATC FACILITY: TOP

OTHER:
FAA FORM 8260-2 / AUG 2009 Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: WUKPA STATE: KS COUNTRY: US
LATITUDE/LONGITUDE: 385939.21N/0952207.65W TYPE: WP
AIRSPACE DOCKET: FIX TYPE OF ACTION: CANCEL CAN ( : l i I J
FIX MAKE-UP FACILITIES:
FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA MAA
BRG BRG NM  FEET
1 YAVUP 044.45 5.00 17500
REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: ORIG DATE OF REVISION: 12/25/2003
DEVELOPED BY: DATE: OFFICE: NAME:
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:

DISTRIBUTION: NFDC

FPO: CEN

ARTCC: ZKC

ATC FACILITY: TOP

OTHER:
FAA FORM 8260-2 / AUG 2009 Page 1 of 1






