US DEPARTMENT OF TRANSPORTATION
FEDERAL AVIATION ADMINISTRATION

RNAV - STANDARD
INSTRUMENT APPROACH PROCEDURE
TITLE 14 CFR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, except
HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. Cellings are in feet
above airport elevation. Distances are in nautical miles unless otherwise indicated, exeept visibilities which

“| are in statute miles or in feet RVR.

TERMINAL ROUTES ) MISSED APPROACH
FROM TO " COURSE AND DISTANCE ALTITUDE |[LPV: [l)vA DA
KENIL (IF) LAIKE (FB) 224.63/5.97 2500 tuﬂ: Rchgz.L
IKE (FAF RW22L (MAP . y
LA ( ) (MAP) (FO) 224.5615.62 CLIMB TO 1100 THEN CLIMBING LEFT TURN TO 4000 DIRECT
RW22L (MAP) 1100 MSL 224.56 1100 LAIRD AND HOLD, CONTINUE CLIMB-IN-HOLD TO 4000.
1100 MSL LAIRD (FO) 4000
ADDITIONAL FLIGHT DATA:
HOLD E, RT, 270.92 INBOUND.
CHART FAS OBST: 782 BL.DG 415853N/0875134W
FAS OBST: 864 AAO 420114N/0874941W
DISTANCE TO THLD FROM 200 HATH: 0.45 NM.
CHART VDP AT 1.24 MILES TO RW22L*
' WAAS gnlA-mNEL #50228
1.PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (1AF) N 02 o
2. PROFILE STARTS AT KENIL ’ LTP HAE: 165.8 M ’
3. FAC: 22456 FAF: LAIKE DISTFAFTOMAP: 562 THLD: 562
4, MIN. ALT: KENIL 4000, LAIKE 2500
5. DIST TO THLD FROM OM: MM: IM: 150 HAT: 100 HAT: GS ANT:
6. MIN GS INCPT: 2500 GS ALT AT:LAIKE 2500 OM: MM: IM:
7. GS ANGLE: 3.00 TCH:55.2  34:11S CLEAR
8. MSA FROM: RW22L 3400 MAG VAR: 3W EPOCH YEAR: 2010
MINIMUMS
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE:NA | | STANDARD
CATEGORY =====> A B ' Cc ; D . E
‘ DH/MDA VIS . | HAT/HAA] DH/MDA VIS | HAT/HAA|DH/MDA VIS |HAT/HAA|DH/MDA VIS |HAT/HAA| DH/MDA VIS - [HAT/HAA
LPV DA I 854 2400 © 200 854 2400 200 854 2400 200 854 2400 200
LNAV/VNAV DA 1066 4500 . 412 1066 - 4500 412 1066 4500 412 1066 4500 412
LNAV MDA 1120 2400 466 1120 2400 466 1120 5000 466 1120 5000 466
CIRCLING 1220 1 548 1220 1 548 1220 1172 548 1240 2 568
NOTES:
CHART NOTE: FOR UNCOMPENSATED BARO-VNAV SYSTEMS, LNAV/VNAV NA BELOW -22C (-7F) OR ABOVE 39C 6l s
(102F). R
CHART NOTE: SIMULTANEOUS APPROACH AUTHORIZED WITH RWY 22R. =4 A
CHART NOTE: DME/DME RNP-0.3 NA. A r{g;
(SEE FORM 8260-10) - , i
CITY AND STATE ELEVATION: 672 THRE: 654 FACILITY PROCEDURE NO./AMDT NO./EFFECTIVE DATE: SUP: oL
CHICAGO, IL AIRPORT NAME: 'DEN;ﬂER: RNAV (GPS) RwY 22L, AMDT 1 AMDT: ORIG-B
CHICAGO O'HARE INTL DATED  02/12/2009

FAA FORM 8260 - 3 / April 2006 (computer generated)
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ALLAFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE

[ ] yes [X] no , ROUTINE

COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

[X] 1 [xX] [X] [x] [x] [X]  ORDAPP CONATCT, AMGR

FLIGHT CHECKED BY

NAME: ) FIFO DATE:
: DEVELOPED BY
NAME: FIFO DATE:
THOMAS L KIRKPATRICK AJV-353 01/06/2012
. ) APPROVED BY
NAME: FIFO DATE:
LARRY H STROUT MANAGER AJV-353
CHANGES:
1. ADD LPV LINE AND LNAVNNAV LINES OF MINIMA AND ALL ASSOCIATED NOTES.
2. COMBINED "Y" AND "
3. PROCEDURE DESIGNED TO MATCH ILS OR LOC RWY 22L, AMDT 5.
4. ADD SIMULTANEOUS OP NOTES.
5. ADD RADAR REQUIRED.
6. CHANGED LNAV/VNAV DA/HAT FROM 1060/406 TO DA/HATH 1066/412 ALL CATS.
7. CHANGED LNAV MDA/HAT FROM 1160/506 TO MDA/HATH 1120/466 ALL CATS.
8. LNAV/VNAV VISIBILITY CHANGED FROM RVR 5000 TO RVR 4500.

REASONS:

1. FPT REQUEST.

2. NOT REQUIRED.

3. AS DIRECTED BY ATO.

4.5. ATC REQUEST.

6. HEIGHT ABOVE TOUCHDOWN (HAT) CHANGED TO HEIGHT ABOVE THRESHOLD (HATH).
7. FPT/ATC REQUEST.

8. NEW VISIBILITY TABLE.

PDF EDITS:
ADD (FAF) AFTER LAIKE.
LINE 1: REMOVED "NA"




US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION -~ -'| Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

RNAV - STANDARD Ceili in feet above aiport elevation. D i ical miles unless otherwise indicated,
INSTRUMENT APPROACH PROCEDURE - TITLE 14 CFR PART 97.33 excopt visibillies which are in statute miles or I oot RV, o o (eSS oterwise indicated,

NOTES, (CONT.):

CHART PLANVIEW NOTE: RADAR REQUIRED. .

CHART PROFILE NOTE: VGSI AND RNAV GLIDEPATH NOT COINCIDENT.

CHART NOTE: LNAV PROCEDURE NA DURING SIMULTANEOUS OPERATIONS.

CHART NOTE: USE OF FD OR AP PROVIDING-RNAV TRACK GUIDANCE REQUIRED DURING SIMULTANEOUS OPERATIONS.

;:};‘}E}Jﬁ {l};{‘
o
Q’C’*’;
CITY AND STATE ELEVATION: 672 THRE: 654 ~ |FAciuTy PROCEDURE NO/ AMDT NO/EFFECTIVE DATE:  |gyp; INAV (GPS) ZRWY
) IDENTIFIER: RNAV (GPS) RWY 22L, AMDT 1
CHICAGO, IL AIRPORT NAME: AV (GPS) AMDT:  ORIGB
CHICAGO O'HARE INTL DATED: 02/12/2009

FAA FORM 8260-10/ April 2006 (Computer Generated) f PAGE 2 OF 5 PAGES




ALL AFFECTED PROCEDURES REVIEWED?

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

[ ] ves [ ] nNo
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)
[] ] [ [] ] ]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:
APPROVED BY

NAME: FIFO DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

RNAV STANDARD INSTRUMENT APPROACH PROCEDURE

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except V|51b|||t|es which are in statute miles or in feet RVR.

FLIGHT STANDARDS SERVICE - FAR PART 97.33

FAS DATA BLOCK INFORMATION

CHICAGO O'HARE INTL

DATA FIELD DATA

OPERATION TYPE 0

SBAS SERVICE PROVIDER IDENTIFIER 0

- AIRPORT IDENTIFIER KORD

RUNWAY RwW22L

APPROACH PERFORMANCE DESIGNATOR 0

ROUTE INDICATOR

REFERENCE PATH DATA SELECTOR 0

REFERENCE PATH IDENTIFIER (APPROACH ID) wazB

LTP/FTP LATITUDE 415811.7185N

LTP/FTP LONGITUDE 0875247.0755W

LTP/FTP ELLIPSOIDAL HEIGHT +01658

FPAP LATITUDE 415704.9600N

FPAP LONGITUDE 0875406.2200W

THRESHOLD CROSSING HEIGHT (TCH) 00055.2

TCH UNITS SELECTOR (METERS OR FEET USED) " F

GLIDEPATH ANGLE (GPA) 03.00

COURSE WIDTH AT THRESHOLD 106.75

‘LENGTH OFFSET . 0288

HORIZONTAL ALERT LIMIT (HAL) 40.0

VERTICAL ALERT LIMIT (VAL) 35.0

CRC REMAINDER 76E3CCEB

ADDITIONAL PATH POINT RECORD INFORMATION

ICAO CODE K5

LTP ORTHOMETRIC HEIGHT +01994

FPAP ORTHOMETRIC HEIGHT +01994

CITY AND STATE ELEVATION: 672 THRE: 654 FACILITY PROCEDURE NO./ AMDT NO./EFFECTIVE DATE:  |gyp; RNAV (Gé';f) ZRWY
CHICAGO, IL - | AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 221, AMDT 1

DATED: 02/12/2009

FAA FORM 8260-10/ April 2006 (Computer Generated)

PAGE 3 OF 5 PAGES




ALLAFFECTED PROCEDURES REVIEWED?

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

[ ves [ w0
COORDINATED WITH: .
ATA AAT ALPA APA AOPA NBAA OTHER (specify)
FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:
APPROVED BY

NAME: FIFO DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
—RNAL‘G—ES)—SIANDABD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation.” Distances are in nautical miles unless otherwise

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

FLIGHT STANDARDS SERVICES - FAR PART 97.33 _ indicated, except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-18 - RNAV (GPS)

1 2 3 4 5 6 7 8 9 0 1 2 3
WP 12345678901234567890123456789012345678901234567890123456789012345678901234567850123456789012345678901234567890123456789012345678%012
SUSAEAENRT KENIL K50 C N42065214W087422793 W0036 NAR KENIL
SUSAEAENRT LAIKE K50 = ¢C N42022435W087474702 W0035 NAR LAIKE
SUSAEAENRT LAIRD K50 c L N41590068W087353733 W0037 NAR LAIRD
1 2 3 4 5 6 7 8 9 0 1 2 3
AIRPORT 123456789012345678501234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567850123456789012
SUSAP KORDKSAORD 0 130YHN41585394W087542402W003000672 . 1800018000C MNAR CHICAGO O'HARE INTL
1 2 3 4 5 6 7 8 9 0 1 2 3.
SEGMENT 1234567890123456789012345678950123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KORDKSFR22L R 010KENILKSEAQE ‘ 1 ir + 04000 18000 A JS
SUSAP KORDKS5FR22L R 020LAIKEKSEALE F O051TF 22460060 + 02500 ' RW22L K5PGA JS
SUSAP KORDK5FR22L R 020LAIKEKSEA2WALPV ALNAV/VNAV ALNAV Js
SUSAP KORDKSFR22L R 030RW22LK5PGOGY M 031TF 22460056 00709 -300 A JS
SUSAP KORDKSFR22L R 040 0 M CA 2246 + 01100 A JS
SUSAP KORDK5FR22L R O050LAIRDKSEACEY L DF + 04000 A J8
SUSAP KORDK5FR22L R 060LAIRDKSEAOEE R HM 27090050 + 04000 A JS
1 2 3 4 5 6 7 8 9 o 1 2 3
RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KORDKSGRW22L 0080752245 N41581172W087524708+0100 +0165800654000055150L
1 2 3 4 5 6 7 8 9 0 1 2 3.
PP 123456789012345678901234567890123456789012345678501234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KORDKSPR22L RW22L0O0OL 0000W22BON4158117185W08752470755+016580300N4157049600W08754062200106750288000552F40035076E3CCEB
SUSAP KORDKSPR22L - RW22L00ZE +01994+01994LPV 50228
1 2 3 4 5 6 7 8 S 0 1 2 3
MSA 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KORDK5SRW22LKS5PG 0 18018003425 M
x?;;k‘é'”lfj»
A
Qe o
ECE
CITY AND STATE ELEVATION: 672 THRE: 654 " FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |[gyp. RNAV (GPS)ZRWY
CHICAGO, IL AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 22L, AMDT 1 221
CHICAGO O'HARE INTL AMDT:  ORIG-B
RNAV ‘
DATED:  02/12/2009

FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page 4 of 5 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

1 0O 0O @O

AOPA NBAA OTHER (specify)

[ ] [

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




" U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes uniess otherwise indicated.
_BNAM_(QES_LSIANDABD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 ) indicated, except visibilities which are in statute miles or in feet RVR.

ARINC SUMMARY - 424-18 - RNAV (GPS)

ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
KENIL 010 FACF IF ‘ FB ’ ‘ v AR 04000
LAIKE 020 FAF TF FB 0.5 224.6(221.6T) 006.0 AA 02500
RW22L 030 MAP TF ) FO 0.3 224.6(221.6T) 005.6 AT 00709
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
' 040 ca FB 224.6(221.6T) AA 01100
LAIRD 050 DF L . FO AA 04000
LAIRD 060 HM R FO 270.9(267.9T) 005.0 AA 04000
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
KENIL N420652.14 wW0874227.93 N4206.869 W08742.466
LAIKE N420224.35 W0874747.02 N4202.406 W08747.784
LAIRD N415900.68 W0873537.33 N4159.011 W08735.622
RW22L N415811.72 w0875247.08 N4158.195 W08752.785
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RW22L 00654 55

CITY AND STATE ELEVATION: 672 THRE: 654 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |sup:
CHICAGO, IL AIRPORT NAME: : IDENTIFIER: RNAV (GPS) RWY 221, AMDT 1
CHICAGO O'HARE INTL AMDT:  ORIG-B
RNAV DATED:  02/12/2009

FAA FORM 8260 - 10 / April 2006 (Computer Generated) , Page 5 of 5 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

b O O O

AOPA

[1

NBAA OTHER (specify)

L]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY .

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
: PART -A OBSTRUCTION DATA s :
1. APP SEGMENT : FROM . . TO OBSTRUCTION COORDINATES ELEV. MSL} ROC ALT. ADJUSTMENTS MIN. ALT.
INTERMEDIATE KENIL (IF/IAF) LAIKE 1. TOWER (17-003358) (420614.00N/0874606.50W | 887 (5D) 500 |AT1113 2500
2. TERRAIN 420742.00N/0874503.00W |670 (700) AS1500 2200
FINAL: LPV LAIKE — [Rw2zL | , — — ASC 8541200
FINAL: LNAV/VNAV LAIKE RW22L ~ |5-BLDG(17-007661)  |415853.00N/0875134.00W [782 (1A) PDA 1066/412
FINAL: LNAV LAIKE Rw22L |4 AAO 420113.92N/0874941.15W 864 (2C) 250 1120
2. PROCEDURE TURN NA
MAP: |DA/DA/RW22L LAIRD , . , » , ; ; ASC 4000
i-P"gEgEgH [5-BLDG (17-001415) _[415714.00N/0673847.00W | 1267 (3C) | 1000 | 2300
ELEV: |686/905/1020 6. TERRAIN '|415551.00N/0875548.00W | 683 (700) AS1500 2200
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT.
CATEGORY A 1.3NM | || 350 548 7. TWR (17-021308) | 415946.43N/0875456.75W [914 (1A) | 300 1220
CATEGORY B 1.5 NM i 450 |Z 548 C [ TWR (17-021308) | 415946.43N10875456.75W (914 (1A) 300 1220
CATEGORY C 1.7NM  |S[ 450 |2 548 7. TWR (17-021308) | 415946.43N/0875456.75W [914 (1A) 300 1220
CATEGORY D 23NM || 550 |9 568 7. TWR (17-021308) | 415946.43N/0875456.75W [914 (1A) 300 HAA 1240
CATEGORY E 45NM  |®[ 550
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID: RwW22L
SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL) MSA SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL)
360-360 BLDG (17-000687) 119/12.2 2325 (2D) 3400
CITY AND STATE ELEVATION: 672 FACILITY PROCEDURE AND AMENDMENT NO:  |REGION )
CHICAGO, IL AIRPORT NAME: RNAV RNAV (GPS) RWY 22L, AMDT 1 AGL
CHICAGO O'HARE INTL

FAA Form 8260 - 9/ April 2006 (Computer Generated) PAGE 1 OF 2 PAGES




PART B - SUPPLEMENTAL DATA ' ' PART C - REMARKS:
1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIMETER SETTING PRECIPITOUS TERRAIN EVALUATION COMPLETED.
R oW NWS |OTHER: SOURCE:KORD NO ADDITIONAL AIRSPACE REQUIRED.
ASOS DISTANCE:
FAA HOURS REMOTE OPERATION: 100' VEGETATION APPLIED PER FPT UNLESS OTHERWISE NOTED
AlC KORD ASOS ON SVC A, REDUNDANT WX SOURCES ON APT
SATISFACTORY ON: ;
x[VHF [xJuHF | [HF  [LOCATION: KORD ADJUSTMENT: 0 ' ISA DEVIATION -35.67
PRIMARY NAVAID: LPV SURFACE:
. o;ﬁ or | MONITOR POINT: S AVIVNAV:
CAT 1 ' 24.091:1
sTatus | HRS
OPTN:| CAT 3 AVAEAGE COLD TEMPERATURE BASED ON 5-YEAR HISTROY: 2006
X |ALSF-2 28C, 09L, 10, 28, 14L, 27L, 14R, 10C, 27C, 09R, 10R, 09C, 28L, 27R (-7), 2007 (-10), 2008 (-6), 2009 (-18), 2010 (2)
(S) SALS VGS| DATA: 3.00/70.3
X |MALSR 04R, 22R, 32R, 22L WORST-CASE 90 DEGREE COURSE CHANGE EVALUATION FOR
5. X  |HIRL 28C, 08L, 10, 28, 04R, 14L, 27L, 14R, 10C, 22R, 32R, 27C, 04L, 32L, O9R, 10R, 22L, 09C PROCEDURE ENTRY (RADAR VECTORS) NOT APPLIED; PER AIR
APPROACH [WiRL TRAFFIC, MAXIMUM INTERCEPT USED IS 30 DEGREES.
& RUNWAY TREIL
LIGHTING
X [TDZ09L, 10, 28, 04R, 14L, 14R, 22R, 32R, 32L, 22L, 27R
X [C/L 09L, 10, 28, 04R, 14L, 14R, 22R, 32R, 04L, 32L, 22L, 27R
X  |OTHER (SPECIFY)
PAPI-4L 10, 28, 14L, 14R, 22R, 22L
6.RUNwAY  [BASIC
MARKINGS [|ALLWEATHER  PIR-G 10; 28, 04R, 14L, 14R, 22R, 32R, 04L, 32L, 22L
INSTRUMENT
7.RUNWAY |APPROACH  08L, 10, 28, 04R, 14L, 14R, 22R, 32R, 04L, 32L, 22L, 27TR
VISUAL MIDFIELD 09L, 10, 28, 14L, 14R, 32R, 32L, 22L, 27R
RANGE ROLLOUT  09L, 10, 28, 04R; 14L, 14R, 22R, 32R, 04L, 32L, 22, 27R
8. GLIDE GP ANGLE: 3.00 ELEV RWY THRESHOLD:654.2
PATH DISTANCE FROM RWY: ELEV GP ANTENNA:
THRESHOLD CROSSING HEIGHT:55.2
9. FINALAPPROACH X |RUNWAY THRESHOLD FT. FROM THRESHOLD
COURSE AIMING X |ON CENTERLINE FT. FROM CENTERLINE
10. WAIVERS: NONE
PART D - PREPARED BY: DATE:
THOMAS L KIRKPATRICK 01/06/2012
TITLE: OFFICE:
AERONAUTICAL INFORMATION SPECIALIST AJV-353




STANDARD INSTRUMENT APPROACH ,P,RQQEDURE DATA RECORD
" PART - A OBSTRUCTION DATA
1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES | ELEV. MSU ROC ALT. ADJUSTMENTS MIN. ALT.
MAP:
3. MISSED
APPROACH =RV
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT.
CATEGORY A 13NM | [ 350
CATEGORY B 15NM__|wl 450 |
CATEGORY C 17NM |5 450 |2
CATEGORY D 23NM |G 550 |2
CATEGORY E 45NM  |%[ 550
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID: NSV
SECTOR OBSTRUCTION| BRG/DIST _ |ELEVATION (MSL) MSA SECTOR OBSTRUCTION| BRG/IDIST _ |ELEVATION (MSL)] =W f -
CITY AND STATE ELEVATION: 672 FACILITY PROCEDURE AND AMENDMENT NO: |REGION
CHICAGO, IL AIRPORT NAME: RNAV RNAV (GPS) RWY 22L, AMDT 1 AGL
CHICAGO O’'HARE INTL

FAA Form 8260 - 9 / April 2006 (Computer Generated) ‘ PAGE 2 OF 2 PAGES




PART B - SUPPLEMENTAL DATA . PART C - REMARKS:
1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIMETER SETTING
NWS |OTHER: SOURCE:

DISTANCE:
FAA HOURS REMOTE OPERATION:

SATISFACTORY ON: AIC
VHF JUHF | [HF LOCATION: ADJUSTMENT:

PRIMARY NAVAID:

MONITOR POINT:

HRs | CAT1

OPTN:| CAT3

ALS

(S) SALS

MALS

5. X  [HIRL 28L, 27R
APPROACH IMIRL
& RUNWAY
LIGHTING REL
TDZ

CILINE
OTHER (SPECIFY)

4.
MONITOR
STATUS

6. RUNWAY  |BASIC
MARKINGS |ALL WEATHER

INSTRUMENT
7.RUNWAY _ |APPROACH
VISUAL MIDFIELD
RANGE ROLL OUT
8 GLIDE GP ANGLE: ELEV RWY THRESHOLD:
PATH DISTANCE FROM RWY: ELEV GP ANTENNA:
THRESHOLD CROSSING HEIGHT _
9. FINALAPPROACH RUNWAY THRESHOLD FT. FROM THRESHOLD
COURSE AIMING ON CENTERLINE FT. FROM CENTERLINE

10. WAIVERS:

PART D - PREPARED BY: DATE:

TITLE: OFFICE:




RADIO FIX AND HOLDING DATA RECORD

NAME: KENIL STATE: IL COUNTRY: US

LATITUDE/LONGITUDE: 420652.14N/0874227 93W TYPE: WP, INT, DME

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC  MRA  MAA
BRG  BRG NM = FEET

1 CHICAGO 1-LQQ LOC 04451 04151 13.06 4000 5200

2 NORTHBROOK OBK VORDME  H 122.43 120.43 12.63 4000 17500

3 CHICAGO O'HARE ORD VORDME L 1164 1164 4000 17500

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

REMARKS:

CHICAGO (FAC 1) AND CHICAGO O'HARE (FAC 3) USED TO ESTABLISH FIX COORDINATES

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY STATE

IAP ILS OR LOC RWY 22L 1,2,3 KORD CHICAGO IL (US)

IAP RNAV (GPS) RWY 22L KORD CHICAGO IL (US)

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 5 DATE OF REVISION: 05/31/2012

REASON FOR REVISION:

UPDATE FIX COORDINATES, FIX MOVED 1.54NM NE. FIX NAME RETAINED AT ATC REQUEST.

FAC1: ADD DIST FROM FAC, CHANGED MRA/MAA FROM 2500/5000 TO 4000/5200.

FAC2: CHANGED MAG/TRUE BRG FROM 129.43/127.43 TO 122.43/120.43, ADD DIST FROM FAC, CHANGED MRA FROM 2500 TO 4000.
FAC3: CHANGED DME FROM 10.11 TO 11.64, ADDED DIST FROM FAC, MRA FROM 2500 TO 4000.

ADD FACILITIES FOR FIX MAKE-UP TO REMARKS.

UPDATE FIX USE.

DEVELOPED BY: DATE: 12/19/2011 OFFICE: AJV-353 NAME: THOMAS KIRKPATRICK
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:

DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZAU
ATC FACILITY: ORD ATCT
OTHER:

FAA FORM 8260-2 / AUG 2009 Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

DME DIST FROM FAC

NAME: LAIKE STATE: IL COUNTRY: US
LATITUDE/LONGITUDE: 420224.35N/0874747.02W TYPE: WP, INT, DME
AIRSPAGE DOCKET: FIX TYPE OF ACTION: MODIFY
FIX MAKE-UP FACILITIES:
FAC NAME IDENT TYPE CLASS MAG TRUE
BRG  BRG
1 CHICAGO ILQQ LOC 044.51 04151
2 NORTHBROOK OBK VORDME ~ H 149.44 147.44
3 CHICAGO O'HARE ORD VORDME L 5.78
HOLDING: HOLDING TYPE OF ACTION: NO CHANGE
REMARKS:
CHICAGO O'HARE (FAC 3) AND CHICAGO (FAC 1) USED TO ESTABLISH FIX COORDINATES
FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY
IAP ILS OR LOC RWY 22L 1,2,3 KORD CHICAGO
IAP RNAV (GPS) RWY 22L KORD CHICAGO

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 5 DATE OF REVISION: 05/31/2012

REASON FOR REVISION:
UPDATE FIX COORDINATES, FIX MOVED 408 FEET NE.
ADD WP TO FIX TYPE

FAC 1: CHANGE MAG/TRUE BRG FROM 044.50/041.50 TO 044.51/041.51, CHANGE DIST FROM 7.03/42692 TO 7.09/43100, MAA FROM 14000

TPO 5200.

FAC 2: CHANGE MAG/TRUE BRG FROM 149.70 147.70 TO 149.44 147.44, DIST FROM 12.92 TO 12.89.

FAC 3: DME FROM 5.72 TO 5.78.
ADD FACILITIES FOR FIX MAKE-UP TO REMARKS.
UPDATE FIX USE.

NM
7.09
12.89
5.78

FEET
43100

MRA  MAA
2500 5200
2500 17500
2500 17500
STATE
IL (US)
IL {US)

DEVELOPED BY: DATE: 12/19/2011 OFFICE: AJV-353 NAME: THOMAS KIRKPATRICK
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:
DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZAU
ATC FACILITY: ORD ATCT
OTHER:
FAA FORM 8260-2 / AUG 2009
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RADIO FIX AND HOLDING DATA RECORD

NAME: LAIRD STATE: IL COUNTRY: US

LATITUDE/LONGITUDE: 415900.68N/0873537.33W TYPE: WP, INT, DME

AIRSPACE DOCKET: FIX TYPE OF ACTION: NO CHANGE

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA  MAA

BRG BRG NM  FEET -

1 CHICAGO IIAC LOC/DME 093.00 090.00 13.09  13.09 2500 5100

2 CHICAGO HEIGHTS CGT VORTAC L 356.00 358.00 28.42 2500 17500

3 CHICAGO O'HARE ORD VORDME L 08892 090.92 1393 1393 2500 17500

4 NORTHBROOK OBK VORDME  H 13363 13163 21.43 2500 17500

FIX RESTRICTIONS:

MCA V7 2600 SOUTHBOUND

HOLDING: HOLDING TYPE OF ACTION: MODIFY

PATTERNS: ’

PAT DIR IDENT  TYPE RAD/CRS/BRG CRS TURN  LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX MIN  MAX

1 E  ORD VORDME  088.92 268.92 R 1 4000 10000 5 10

2 E WP 090.92 270.92 R 5 4000 10000 5 10

CONTROLLING OBSTRUCTIONS:

PAT  AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 200 ~ BLDG (17-001415) 415714.00N/0873847.00W - 1267  3C

1 310  BLDG (17-000687) 415244.00N/0873809.00W 2325 2D

2 200  BLDG (17-001415) 415714.00N/0873847 00W 1267 3C

2 310  BLDG (17-000687) 415244.00N/0873809.00W 2325 2D

HOLDING RESTRICTIONS:

HOLDING LIMITED TO ESTABLISHED PATTERNS.

PROCEDURES REQUIRING CLIMB-IN-HOLD:

PAT  PROCEDURE TITLE AIRPORT IDENT  CITY STATE

1 ILS OR LOC RWY 4R KORD CHICAGO IL (US)

1 ILS OR LOC RWY 14L KORD CHICAGO IL (US)

1 ILS RWY 14L (CAT I) KORD CHICAGO IL (US)

1 ILS RWY 14L (CAT Iil) KORD CHICAGO LU

2 RNAV (GPS) RWY 14L KORD CHICAGO IL (US)

2 RNAV (GPS) RWY 4R KORD CHICAGO IL (US) -

2 RNAV (GPS) RWY 22 KORD CHICAGO IL US)

REMARKS:

CHICAGO HEIGHTS (FAC 2) AND CHICAGO (FAC 1) AND CHICAGO O'HARE (FAC 3) USED TO ESTABLISH FIX COORDINATES
I-IAC ASSOCIATED DME LOCATED 415904.69N/0875310.21W.
PRECIPITIOUS TERRAIN EVALUATION COMPLETED.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY

EN ROUTE V7 2,3, 4

IAP ILS OR LOC RWY 14L 2,3,4 1 KORD CHICAGO
IAP ILS OR LOC RWY 221 2,34 1 KORD CHICAGO
AP ILS OR LOC RWY 4R 2,3,4 1 KORD CHICAGO
IAP ILS RWY 14L (CAT i) 2,3,4 1 KORD CHICAGO
IAP ILS RWY 14L (CAT Hll) 2,3,4 1 KORD CHICAGO
IAP RNAV (GPS) RWY 14L 2 KORD CHICAGO
IAP RNAV (GPS) RWY 221 2 KORD CHICAGO
IAP RNAV (GPS) RWY 4R 2 KORD CHICAGO

REQUIRED CHARTING: IAP, AREA, CONTROLLER, EN ROUTE LOW
COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: 9 DATE OF REVISION: 05/31/2012

REASON FOR REVISION:

CHANGED FAC 4. MAG/TRUE BRG FROM 133.62/131.62 TO 133.63/131. 63 DIST FROM FAC FROM 21.44 TO 21. 43
CHANGED PATTERN 1 C-I-H OBST FROM 2099 TOWER TO 2325 TOWE

CHANGED PATTERN 2 C-I-H OBST FROM 2099 TOWER TO 2325 TOWER

DELETED HOLDING PATTERN 3 AND ALL ASSOCIATED DATA.

UPDATED FIX USE.

DEVELOPED BY: DATE: 12/19/2011 OFFICE: AJV-353 NAME: THOMAS KIRKPATRICK
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LAIRD
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