US DEPARTMENT OF TRANSPORTATION
FEDERAL AVIATION ADMINISTRATION

RNAV - STANDARD

INSTRUMENT APPROACH PROCEDURE

TITLE 14 CFR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, except
HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. Ceiings are in feet
abowve airport elevation. Distances are in nautical miles unless otherwise indicated, except visibilities which
are in statute miles or in feet RVR.

TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE |LPV: DA V: DA
: D,
NUELG UJAVO (FB) 340.25/14.83 2500 '.:{‘.ﬁ‘éfv,{‘v’v‘zs
129.84 / 16.39 25 ————————————————
JVL VOR/DME JOLNI (FB) 00 CLIMB TO 2500 DIRECT RUDGE AND HOLD.
SMULA (IAF) TONGE (NOPT) (FB) 247.1819.39 2500
JOLNI (IAF) TONGE (NOPT) (FB) 193.09/ 6.30 2500
UJAVO (IAF) TONGE (NOPT) (FB) 314.46/5.36 2500
TONGE (IF/IAF) SUGEE (FB) 245.59/ 5.98 2500
DATA:
SUGEE (FAF) WUBUV/2.00 NM TO RW25 (FB) 245.50/ 3.38 ADDH&?’;@';{';'% ;‘{_,,_24 INBOUND.
CHART FAS OBST: 888 TOWER 421244N/0890416W
(SEE FORM 8260-10) CHART FAS OBST: 903 TRMSN TWR 421300N/0890325W
CHART: 1007 TOWER 421331N/0890252W.
DISTANCE TO THLD FROM 250 HATH: 0.63 NM.
WAAS CHANNEL # 40128
1. PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (IAF) gﬁiﬁﬁ?'}%?““ ID: W25A
2. HOLD NE TONGE, RT, 245.59 INBOUND, 2500 FT. IN LIEU OF PT (IAF) LTP HA'E: 1911 M
3.FAC: 24550 FAF: SUGEE DIST FAF TO MAP: 538 THLD: 538
4. MIN. ALT: TONGE 2500, SUGEE 2500, WUBUV/2.00 NM TO RW25 1400*
5. DIST TO THLD FROM OM: MM: IM: 150 HAT: 100 HAT: GS ANT:
6. MIN GS INCPT: 2500 GS ALT AT: SUGEE 2500 OoMm: MM: IM:
7. GS ANGLE: 3.00 TCH:50.0 34:11S NOT CLEAR
8. MSA FROM: RW25 2600 MAG VAR: OE EPOCH YEAR: 1990
. MINIMUMS
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE:NA | | STANDARD
CATEGORY =====> A B c D E
DH/MDA VIS | HAT/HAA| DH/MDA VIS | HAT/HAA|DH/MDA VIS |HAT/HAA | DHIMDA VIS |HAT/HAA|DH/MDA VIS |HAT/HAA
LPV DA 986 1 250 986 1 250 986 1 250 986 1 250
LNAV/VNAV DA 1049 1 313 1049 1 313 1049 1 313 1049 1 313
LNAV MDA 1160 1 424 1160 1 424 1160 11/4 424 1160 11/4 424
CIRCLING 1220 1 478 1240 1 498 1240 11/2 498 1320 2 578
NOTES:
CHART NOTE: FOR UNCOMPENSATED BARO-VNAV SYSTEMS, LNAV/VNAV NA BELOW -25C (-13F) OR ABOVE 39C ‘p.LI 7 A
(102F). A
CHART NOTE: WHEN VGSI INOP, STRAIGHT-IN/CIRCLING RWY 25 PROCEDURE NA AT NIGHT. 9 [
CHART NOTE: DME/DME RNP-0.3 NA. Cye et
(SEE FORM 8260-10) EC
CITY AND STATE ELEVATION: 742 THRE: 736 FACILITY PROCEDURE NO./AMDT NO./EFFECTIVE DATE:  |SUp:RNAV (GPSJZRWY|
CHICAGO/ROCKFORD, IL AIRPORT NAME: |DEN|'_\[‘${$R: RNAYV (GPS) RWY 25, AMDT 1 AMDT: ORIG.B
CHICAGO/ROCKFORD INTL DATED 06/30/2011

FAA FORM 8260 - 3 / April 2006 (computer generated)

PAGE 1 OF TPAGES




ALLAFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE

|:| YES E NO ROUTINE

COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

[X] 1] [x] ] [x] [X] [X]  zauaRTCC, RFD ATCT, AMGR

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:

TERENCE D. SHARP (ANDREA CHANEY) AJV-351 11/21/2011

APPROVED BY

NAME: FIFO DATE:

LARRY H STROUT MANAGER AJV-353
CHANGES:

1. TERMINAL ROUTE NUELG TO HUMID CHANGED FROM 328.67/14.89 TO 340.25/14.83. HUMID FIX IS REPLACED WITH UJAVO FIX.

2. TERMINAL ROUTE JVL VOR/DME TO KOLDE CHANGED FROM 147.03/14.95 TO 129.84/16.39. KOLDE FIX IS REPLACED WITH JOLNI FIX.

3. TERMINAL ROUTE KRENA TO TONGE CHANGED TO SMULA (IAF) TO TONGE AND COURSE/DISTANCE CHANGED FROM 250.07/17.84 TO 247.18/9.39. ALTITUDE CHANGED FROM
2600 TO 2500. NOPT ADDED TO TONGE AND FO CHANGED TO FB AT TONGE.

4. TERMINAL ROUTE KOLDE TO TONGE CHANGED FROM 155.54/5.00 TO 193.09/6.30. KOLDE FIX IS REPLACED WITH JOLNI FIX.

§. TERMINAL ROUTE HUMID TO TONGE CHANGED FROM 335.60/5.00 TO 314.46/5.36. HUMID FIX IS REPLACED WITH UJAVO FIX.

6. TERMINAL ROUTE TONGE TO SUGEE CHANGED FROM 245.57/5.00 TO 245.59/5.98.

7. TERMINAL ROUTE SUGEE TO RW25 (MAP) CHANGED TO SUGEE TO WUBUV/2NM TO RW25 AND DISTANCE CHANGED FROM 5.30NM TO 3.38NM.
8. TERMINAL ROUTE WUBUV/2NM TO RW25 TO RW25(MAP), 245.46/2.00 ADDED.

9. TERMINAL ROUTE RW25(MAP) TO 1140 MSL CHANGED TO RW25(MAP) TO 986 MSL. COURSE CHANGED FROM 245.50 TO 245.46.

10. TERMINAL ROUTE 1140 MSL TO RUDGE CHANGED TO 986 MSL TO RUDGE AND ALTITUDE CHANGED FROM 1140 TO 2500.

11. PROFILE LINE 2, HIL COURSE CHANGED FROM 245.57 TO 245.59.

12. PROFILE LINE 3, DIST FAF TO MAP/THLD CHANGED FROM 5.30NM TO 5.38NM.

;:EEP;RZ%'(;";E LINE 4 ADDED STEPDOWN FIX WUBUV/2NM TO RW25 1400*.

REASONS:

1. HUMID WP MOVED 3NM NE - SPECS REQUIRES NAME CHANGE IF FIX MOVED MORE THAN 1NM.

2. KOLDE WP MOVED 4.9 NM NE - SPECS REQUIRES NAME CHANGE IF FIX MOVED MORE THAN 1NM.

ghlg’gégl‘l}RTRAFFIC REQUEST TO CHANGE FEEDER FROM KRENA WP TO SMULA WP. TONGE WP MOVED 1.06NM NE. TONGE FIX LEFT UNCHANGED TO MATCH RNAV (GPS) RWY 7
E.

4. KOLDE WP MOVED 4.9 NM NE AND TONGE WP MOVED 1.06NM NE - SPECS REQUIRES NAME CHANGE IF FIX MOVED MORE THAN 1NM.

§. HUMID WP MOVED 3NM NE AND TONGE WP MOVED 1.06NM NE - SPECS REQUIRES NAME CHANGE IF FIX MOVED MORE THAN 1NM.

6. TONGE WP MOVED 1.06NM NE. TONGE FIX LEFT UNCHANGED TO MATCH RNAV (GPS) RWY 7 PROCEDURE.

7-8. STEPDOWN FIX WUBUV ADDED TO PROCEDURE (FOR LNAV ONLY).

9-10. LPV DH 986 MSL.

11. HIL TO MATCH INTERMEDIATE COURSE.

12. PFAF/FAF SUGEE MOVED .08NM NE.

13. STEPDOWN FIX WUBUV ADDED TO PROCEDURE (FOR LNAV ONLY) PER FPO REQUEST.

14.-LPV MINIMA ADDED PER FPO REQUEST.

15-17. IAW CRITERIA: .3, CHAPTER 3.

18. UPDATED EVALUATION.

SEE 8260-10 2
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US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

RNAYV - STANDARD
INSTRUMENT APPROACH PROCEDURE - TITLE 14 CFR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

TERMINAL ROUTES, (CONT.):

FROM TO COURSE AND DISTANCE ALTITUDE
WUBUV/2.00 NM TO RW25 RW25 (MAP) (FO) 245.46 1 2.00
RW25 (MAP) 986 MSL 245.46
986 MSL RUDGE (FO) 2500
NOTES, (CONT.):

CHART NOTE: VISIBILITY REDUCTION BY HELICOPTERS NA.

CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVALS AT NUELG ON V172 EASTBOUND.

CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVALS AT SMULA ON V100 EASTBOUND.

CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVALS ON JVL VOR/DME AIRWAY RADIALS 044 CW 189.
CHART PROFILE NOTE: VGSI AND RNAV GLIDEPATH NOT COINCIDENT.

*LNAV ONLY

o7,
@ 9 A
et
CITY AND STATE ELEVATION: 742 THRE: 736 FACILITY PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: sup: RNAV (‘3;53) ZRWY
IDENTIFIER:
CHICAGO/ROCKFORD, IL . RNAV (GPS) RWY 25, AMDT 1
OIRO AIRPORT NAME ENAY (GPS) AMDT:  ORIG-B
CHICAGO/ROCKFORD INTL DATED:  06/30/2011
PAGE 2 OF TPAGES
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ALLAFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE

[] ves [] ~No

COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

I OO0 0O O 0O 1]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:
APPROVED BY

NAME: FIFO DATE:

CHANGES:

CHANGES CONT.

14. LPV LINE OF MINIMA ADDED. 15. LNAV/VNAV MINIMA CHANGED FROM 1140 DH/1 1/2 VIS/404 HAT ALL
CATS TO 1049 DH/1 VIS/313 HAT ALL CATS. 16. LNAV MINIMA CHANGED FROM 1420 MDA/684 HAT TO 1160
MDA/424 HAT FOR CAT A AND B. CAT C CHANGED FROM 1420 MDA/2 VIS/684 HAT TO 1160 MDA/1 1/4 VIS/424
HAT. CAT D CHANGED FROM 1420 MDA/2 1/4 VIS/684 HAT TO 1160 MDA/1 1/4 VIS/424 HAT. 17. CIRCLING
MINIMA CHANGED FROM 1420 MDA/1 1/2 VIS/678 HAT TO 1220 MDA/1 VIS/478 HAT FOR CAT A AND 1240 MDA/1
VIS/498 HAT FOR CAT B. CAT C CHANGED FROM 1420 MDA/2 VIS/678 HAT TO 1240 MDA/1 1/2 VIS/498 HAT.
CAT D CHANGED FROM 1420 MDA/2 1/4 VIS/678 HAT TO 1320 MDA/2 VIS/578 HAT. 18. NOTE "FOR
UNCOMPENSATED BARO-VNAV SYSTEMS, LNAV/VNAV NA BELOW -16C(4F) OR ABOVE 39C(102F)" CHANGED TO "FOR
UNCOMPENSATED BARO-VNAV SYSTEMS, LNAV/VNAV NA BELOW -25C(-13F) OR ABOVE 39C(102F)". 19. ADDED
NOTE "WHEN VGSI INOP, STRAIGHT-IN/CIRCLING RWY 25 PROCEDURE NA AT NIGHT". 20. ADDED NOTE
"PROCEDURE NA FOR ARRIVALS AT NUELG ON V172 EAST BOUND". 21. ADDED NOTE "PROCEDURE NA FOR
ARRIVALS AT SMULA ON V100 EAST BOUND". 22. ADDED NOTE "PROCEDURE NA FOR ARRIVALS ON JVL VOR/DME
AIRWAY RADIALS 044 CW 189. 23. ADDED NOTE "*LNAV ONLY". 24. ADDED LPV: DA TO MISSED APPROACH
BOX. 25. ADDITIONAL FLIGHT DATA: FAS OBST CHANGED FROM 1147 TWR 421343N/0890040W TO 903 TRMSN
STéNER’s;§(1)309NIO890325W (LNAV). ADDED FAS OBST 888 TOWER 421244N/0890416W (LNAV/VNAV). 26.

-10

REASONS:

REASONS CONT.

19. 20:1/34:1 PENETRATIONS.

20-22. IAW CRITERIA: .19, PARA 805G(2)

23. STEPDOWN FIX USED FOR LNAV (NON PRECISION) APPROACH ONLY.
24. LPV MINIMA ADDED PER FPO REQUEST.

25. UPDATED EVALUATION.

26. UPDATED EVALUATION.

27. WAAS DATA CHARTED FOR ALL LPV PROCEDURES.

28. ALTERNATE MINIMUMS ARE NOW STANDARD FOR ALL CATS.

29. RNAV (GPS) Y RWY 25 CONSOLIDATED WITH RNAV (GPS) Z RWY 25.

gzl'lsgigGES MADE TO FORM OUTSIDE OF IFP-SIAP:

1. ADDED FAF DESIGNATION TO SUGEE IN TERMINAL ROUTES FROM COLUMN.
2. REMOVED 1400* FROM TERMINAL ROUTES, SUGEE TO WUBUV ALTITUDE COLUMN.

8260-10
1. CHANGED 986 TO MISSED APPROACH CLEARANCE LIMIT OF 2500FT IN TERMINAL ROUTES, MISSED APPROACH TO HOLDING FIX RUDGE ALTITUDE COLUMN.

2. REMOVED 2.0 FROM ARINC MISSED APPROACH RNP COLUMN.

17,
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US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

RNAYV - STANDARD
INSTRUMENT APPROACH PROCEDURE - TITLE 14 CFR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

N
o~
CITY AND STATE ELEVATION: 742 THRE: 736 FACILITY PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: sup: RNAV (G;?) ZRWY
. IDENTIFIER: RNAYV (GPS) RWY 25, AMDT 1
CHICAGO/ROCKFORD, IL AIRPORT NAME: RNAY (GPS) AMDT: ORIG-B
CHICAGO/ROCKFORD INTL DATED:  06/30/2011

FAA FORM 8260-10/ April 2006 (Computer Generated)

PAGE 3 OF 7 PAGES




ALLAFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES

[] vyes [] ~no

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

-4 °dJ o0 >0 04 I

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:
APPROVED BY

NAME: FIFO DATE:

CHANGES:

CHANGES CONT.

ADDITIONAL FLIGHT DATA NOTE "DISTANCE TO THLD FROM 405 HAT: 1.11 NM" CHANGED TO "DISTANCE TO THLD

FROM 250 HATH: 0.63 NM". 27. WAAS CHANNEL AND REFERENCE PATH ID ADDED TO ADDITIONAL FLIGHT DATA.

28. ALTERNATE MINIMUMS DELETED FOR CAT D. 29. CHART TITLE CHANGED FROM RNAYV (GPS) Z RWY 25,

ORIG-B TO RNAV (GPS) RWY 25, AMDT 1.

REASONS:

F 9 o
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION
RNAV STANDARD INSTRUMENT APPROACH PROCEDURE

FLIGHT STANDARDS SERVICE - FAR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

FAS DATA BLOCK INFORMATION

DATA FIELD DATA
OPERATION TYPE 0
SBAS SERVICE PROVIDER IDENTIFIER 0
AIRPORT IDENTIFIER KRFD
RUNWAY RW25
APPROACH PERFORMANCE DESIGNATOR 0
ROUTE INDICATOR
REFERENCE PATH DATA SELECTOR 0
REFERENCE PATH IDENTIFIER (APPROACH ID) W25A
LTP/FTP LATITUDE 421205.9280N
LTP/FTP LONGITUDE 0890510.8885W
LTP/FTP ELLIPSOIDAL HEIGHT +01911
FPAP LATITUDE 421124.8300N
FPAP LONGITUDE 0890711.7200W
THRESHOLD CROSSING HEIGHT (TCH) 00050.0
TCH UNITS SELECTOR (METERS OR FEET USED) F
GLIDEPATH ANGLE (GPA) 03.00
COURSE WIDTH AT THRESHOLD 106.75
LENGTH OFFSET 0000
HORIZONTAL ALERT LIMIT (HAL) 40.0
VERTICAL ALERT LIMIT (VAL) 50.0
CRC REMAINDER D6173560
ADDITIONAL PATH POINT RECORD INFORMATION
ICAO CODE K5
LTP ORTHOMETRIC HEIGHT +02243
FPAP ORTHOMETRIC HEIGHT +02243
e
“ 9 o
) o
ok
CITY AND STATE ELEVATION: 742 THRE: 736 II-BAC&I._I_I;I}':YER PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: sup: RNAV (Ggss) ZRWY
E IER:

CHICAGO/ROCKFORD, IL AIRPORT NAME:

CHICAGO/ROCKFORD INTL

RNAV

RNAV (GPS) RWY 25, AMDT 1

AMDT: ORIG-B

DATED: 06/30/2011

FAA FORM 8260-10/ April 2006 (Computer Generated)
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ALLAFFECTED PROCEDURES REVIEWED?

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

[] ves [] ~no
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)
L] [ [ ] ] [

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY
NAME: FIFO DATE:
APPROVED BY
NAME: FIFO DATE:
CHANGES:
REASONS:
@ \Lf ?},ﬁ
d 9 ¢
&

Oy t”

’




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

— RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise

FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-8 - RNAV (GPS)
1 2 3 4 5 6 7 8 9 0 1 2 3
NAVAID 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAD JVL K5011430VDLA N42332883W089061891 N42332883W089061891E0030009311 NARJANESVILLE
1 2 3 4 5 6 7 8 9 0 1 2 3
WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAEAENRT JOLNI K50 W N42225733W088491996 w0026 NAR JOLNI
SUSAEAENRT NUELG K50 C L N41590590W088392151 w0027 NAR NUELG
SUSAEAENRT RUDGE K50 w N42061738W089221105 w0021 NAR RUDGE
SUSAEAENRT SMULA K50 C L N42202794W088393570 w0028 NAR SMULA
SUSAEAENRT SUGEE K50 W N42142007W088583552 w0025 NAR SUGEE
SUSAEAENRT TONGE K50 W N42164873W088511533 W0026 NAR TONGE
SUSAEAENRT UJAVO K50 U N42130355W088460620 w0027 NAR UJAVO
SUSAEAENRT WUBUV K50 w N42125582W089024402 w0024 NAR WUBUV
1 2 3 4 5 6 7 8 9 0 1 2 3
AIRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KRFDKS5ARFD 0 100YHN42114330W089055000E000000742 1800018000C MNAR CHICAGO/ROCKFORD INTL
1 2 3 4 5 6 7 8 9 0 1 2 3
SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KRFDKSFR25 AJVL 010JVL KSD 0V IF 18000 A Js
SUSAP KRFDKS5FR25 AJVL 020JOLNIKSEAOE A 020TF 12980164 + 02500 A Js
SUSAP KRFDKS5FR25 AJVL 030TONGEKSEAOEE B 010TF 19310063 + 02500 A JS
SUSAP KRFDKS5FR25 ANUELG 01ONUELGKSEAQE IF 18000 A JS
SUSAP KRFDKS5FR25 ANUELG 020UJAVOKSEAOE A 020TF 34030148 02500 A JS
SUSAP KRFDKS5FR25 ANUELG 030TONGEKSEAOEE B 010TF 31450054 + 02500 A JS
SUSAP KRFDKSFR25 ASMULA 010SMULAKSEAQE A IF 18000 A JSs
SUSAP KRFDKS5FR25 ASMULA 020TONGEKSEAOQOEE B 010TF 24720094 + 02500 A JS
SUSAP KRFDKS5FR25 ATONGE 010TONGEKSEAQOEE AR HF 24560040 + 02500 18000 A Js
SUSAP KRFDKSFR25 R 010TONGEKSEAOE I IF + 02500 18000 A JS
SUSAP KRFDKS5FR25 R 020SUGEEK5EALE F O051TF 24560060 + 02500 RW25 K5PGA JS
SUSAP KRFDKSFR25 R 020SUGEEKSEA2WALPV ALNAV/VNAV ALNAV Js
SUSAP KRFDKSFR25 R 021WUBUVKSEAOE S O031TF 24550034 V 0140001422 -300 A Js
SUSAP KRFDKS5FR25 R 030RW25 K5PGOGY M 031TF 24550020 00786 -300 A Js
SUSAP KRFDKSFR25 R 040 0 M CcA 2455 + 00986 A JS
SUSAP KRFDKS5FR25 R 050RUDGEKSEAQOEY DF + 02500 A JS
SUSAP KRFDKSFR25 R 060RUDGEKSEAOEE R HM 06520040 + 02500 A JS Q\‘)Al/}:f-
1 2 3 4 5 6 7 8 9 0 1 2 3l o
K
CITY AND STATE ELEVATION: 742 THRE: 736 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |gup. RNAV ‘Gz":’z“m
CHICAGO/ROCKFORD, IL AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 25, AMDT 1
CHICAGO/ROCKFORD INTL AMDT: ORIG-B
NAV
R . DATED:  06/30/2011
FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page 5 of 7 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] ~o

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

00 O o O

AOPA NBAA OTHER (specify)

[ 1 ]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
RNAV (GES] STANDARD INSTRUMENT APPROACH PROCEDURE except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles orin feet RVR.

RUNWAY

123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KRFDKS5GRW25 0100022454 N42120593W089051089+0100 +0191100736000050150R

PP

1 2 3 4 5 6 7 8 9 0 1 2 3

SUSAP KRFDKSPR25 RW25 001 O0000W25A0N4212059280W08905108885+019110300N4211248300W08907117200106750000000500F400500D6173560
SUSAP KRFDKS5PR25 RW25 002E +02243+02243LPV 40128

MSA

1 2 3 4 5 6 7 8 9 0 1 2 3
123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KRFDK5SRW25 K5PG 0 18018002625 M

WALy
S
1
Q) Q
Aee
CITY AND STATE ELEVATION: 742 THRE: 736 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |gyp. TNAV ‘G::’z'“‘”
CHICAGO/ROCKFORD, IL AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 25, AMDT 1
CHICAGO/ROCKFORD INTL AMDT:  ORIG-B
RNAV DATED:  06/30/2011
FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page 6 of 7 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

o O O 0O

AOPA NBAA OTHER (specify)

1 L]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

_ RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE

FLIGHT STANDARDS SERVICES - FAR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
indicated, except visibilities which are in statute miles or in feet RVR.

ARINC SUMMARY - 424-8 - RNAV (GPS)

ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
JVL JVL 010 IF FB
JVL JOLNI 020 IAF TF FB 2.0 129.8(129.8T) 016.4 AA 02500
JVL TONGE 030 TF FB 1.0 193.1(193.1T) 006.3 AA 02500
NUELG NUELG 010 IF FB
NUELG UJAVO 020 IAF TF FB 2.0 340.3(340.3T) 014.8 AA 02500
NUELG TONGE 030 TF FB 1.0 314.5(314.5T) 005.4 AA 02500
SMULA SMULA 010 IAF IF FB
SMULA TONGE 020 TF FB 1.0 247.2(247.2T) 009.4 AA 02500
TONGE TONGE 010 IAF HF R FO 245.6(245.6T) 004.0 AA 02500
TONGE 010 FACF IF FB AA 02500
SUGEE 020 FAF TF FB 0.5 245.6(245.6T) 006.0 AA 02500
WUBUV 021 SDF TF FB 0.3 245.5(245.5T) 003.4 AA 01400 GS 01422
RW25 030 MAP TF FO 0.3 245.5(245.5T) 002.0 AT 00786
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
040 cA FB 245.5(245.5T) AA 00986
RUDGE 050 DF FO AA 02500
RUDGE 060 HM R FO 065.2(065.2T) 004.0 AA 02500
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
JVL N423328.83 wW0890618.91 N4233.481 W08906.315
JOLNI N422257.33 W0884919.96 N4222.956 w08849.333
NUELG N415905.90 w0883921.51 N4159.098 w08839.359
RUDGE N420617.38 wW0892211.05 N4206.290 W08922.184
SMULA N422027.94 w0883935.70 N4220.466 W08839.595
SUGEE N421420.07 Ww0885835.52 N4214.335 W08858.592
TONGE N421648.73 wW0885115.33 N4216.812 w08851.256
UJAVO N421303.55 W0884606.20 N4213.059 wW08846.103
WUBUV N421255.82 wW0890244.02 N4212.930 wW08902.734
RW25 N421205.93 W0890510.89 N4212.099 W08905.182
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RW25 00736 50
,}::;""‘///‘
&
! Q
0 .
(/[:C@
CITY AND STATE ELEVATION: 742 THRE: 736 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |gyp: RNAV ‘Gz"ss"““
CHICAGO/ROCKFORD, IL AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 25, AMDT 1 :
CHICAGO/ROCKFORD INTL AMDT: ORIG-B
RNAV
DATED:  06/30/2011
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ALL AFFECTED PROCEDURES REVIEWED?

|:| YES

[] ~o

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:

NBAA OTHER (specify)

ATA AAT ALPA APA AOPA
FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
PART - A OBSTRUCTION DATA
1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES ELEV. MSY ROC ALT. ADJUSTMENTS MIN. ALT.
FEEDER NUELG UJAVO 1. AAO 420227.00N/0883912.00W | 1155 (4E) 1000 2200
2. TERRAIN 420227.00N/0883912.00W |955 (1000) AS1500 2500
FEEDER JVL VOR/DME JOLNI 3. AAO 422633.00N/0885133.00W [1208 (4E) 1000 2300
4. TERRAIN 422633.00N/0885133.00W [ 1008 (1000) AS1500 2500
INITIAL SMULA TONGE 5. AAO 421900.00N/0883721.00W [ 1116 (4E) 1000 |AT384 2500
|6- TERRAIN 421806.00N/0884600.00W | 903 (900) AS1500 2400
INITIAL JOLNI TONGE 7. TOWER (17-003142) [422228.50N/0885032.10W 1184 (2C) 1000 2200
8. TERRAIN 422148.00N/0885203.00W |975 (1000) AS1500 2500
INITIAL UJAVO TONGE |'§- TOWER (17-000745) 1421306.00N/0884916.00W |1253 (5D) 1000 |AT247 2500
10. TERRAIN 421239.00N/0884748.00W |932 (900) AS1500 2400
INTERMEDIATE TONGE (IF/IAF) SUGEE 11. TOWER (17-001386) [421318.60N/0885632.30W | 1239 (2C) 500 |xP761 2500
12. TERRAIN 421800.00N/0885348.00W |883 (900) AS1500 2400
FINAL: LPV SUGEE RW25 13. TREE (KRFDT004) [421207.22N/0890453.51W | 795 (2C) 34:1 [ac20 986/250
FINAL: LNAV/VNAV SUGEE RW25 14. TOWER (17-000721) |421244.00N/0890416.00W |888 (1A) PDA 1049/313
2. HOLD-IN-LIEU-OF-PT TONGE 17. TOWER (17-001985) [421920.70N/0885714.40W | 1255 (5D) 1000 2300
18. TERRAIN 422148.00N/0885203.00W |975 (1000) AS1500 2500
’ MAP: |DA /DA /RW25 RUDGE ASC 2500
ip"g'sgig}_i 79. TOWER (17-002214) [420918.00N/0891512.38W | 1161 (2C) | 1000 2200
ELEV: [799/888/1060 20. TERRAIN 420545.00N/0892236.00W | 909 (900) AS1500 2400
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT.
CATEGORY A 1.3NM [ ] 350 478 21. TREE 421125.00N/0890340.00W [919 (2C) 300 1220
CATEGORY B 1.5NM ] 450 |Z 498 22, TREE 421156.00N/0890311.00W |939 (2C) 300 1240
CATEGORY C 17NM  |5] 450 |2 498 22. TREE 421156.00N/0890311.00W (939 (2C) 300 1240
CATEGORY D 23NM |G| 550 |2 578 23. TOWER (17-000303)| 421331.00N/0890252.00W [1007 (1A) 300 1320
CATEGORY E 45NM |®[ 550
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID: RW25
SECTOR OBSTRUCTION BRG/DIST  |ELEVATION (MSL) MSA SECTOR OBSTRUCTION| BRG/DIST ELEVATION (MSL) MSA
360-360 TWR (17-000297) 310/ 08.9 1549 (4D) 2600 N
wlf Q -
CITY AND STATE ELEVATION: 742 FACILITY PROCEDURE AND AMENDMENT NO: | REGION /g =
CHICAGO/ROCKFORD, IL AIRPORT NAME: RNAV RNAV (GPS) RWY 25, AMDT 1 AGL
CHICAGO/ROCKFORD INTL

FAA Form 8260 - 9 / April 2006 (Computer Generated)
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PART B - SUPPLEMENTAL DATA

1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIMETER SETTING
RFD APP CON . SOURCE:KRFD
RED TOWER NW S |OTHER:
ZAU ARTCC ASOS DISTANCE:
FAA HOURS REMOTE OPERATION:
SATISFACTORY ON: AlC 24
x|[VHF [xJuHF | [HF  [LOCATION: kKrRFD ADJUSTMENT: 0
PRIMARY NAVAID:
4. -
MONITOR MONITOS :To1mr.
sTATUS | HRS
OPTN:| CAT 3
X ALSF-2 07
(S) SALS
X MALSR 01
5. X HIRL 01 (PCL), 19, 25, 07
APPROACH MIRL
& RUNWAY
LIGHTING X REIL 19, 25
X TDZ 01, 07
X C/L 01, 19, 25, 07
" X |OTHER (SPECIFY)
PAPI-4R 07 VASI-6L 19 VASI-4L 25
6. RUNWAY  [BASIC
MARKINGS |ALLWEATHER  PIR-G 01, 19; -F 25, 07
INSTRUMENT
7.RUNWAY |APPROACH o1, 07
VISUAL MIDFIELD 07
RANGE ROLLOUT 07
8. GLIDE GP ANGLE: 3.00 ELEV RWY THRESHOLD:736.0
PATH DISTANCE FROM RWY: ELEV GP ANTENNA:
THRESHOLD CROSSING HEIGHT:50.0
9. FINALAPPROACH X |RUNWAY THRESHOLD FT. FROM THRESHOLD
COURSE AIMING X |ON CENTERLINE FT. FROM CENTERLINE

10. WAIVERS: NONE

PART D - PREPARED BY: DATE:
TERENCE D. SHARP (ANDREA CHANEY) 11/21/2011
TITLE: OFFICE:
AERONAUTICAL INFORMATION SPECIALIST AJV-351

PART C - REMARKS:
VDP NOT ESTABLISHED - 20:1 PENETRATIONS.

PRECIPITOUS TERRAIN EVALUATION COMPLETED.
NO ADDITIONAL AIRSPACE REQUIRED.
TAA NOT DEVELOPED PER ATC REQUEST.

LPV:

FINAL OCS SLOPE: 34:1
LNAV/VNAV:

FINAL OCS SLOPE: 23.44:1

ISA DEVIATION: -25

VEGETATION HEIGHT USED: 100 FT PER FPO.
VGSI DATA: 3.00/37

KRFD ASOS ON SERVICE A.

REMOTE ALTIMETER NOT REQUIRED, 24 HOUR ATC FACILITY
WITH REDUNDANT SOURCES AVAILABLE.

;szzPS, VOLUME 1, VISUAL PORTION OF FINAL PENETRATION
5: 34:1

778 TREE(KRFDT023)421217.40N-0890454.26W 0.22

767 TREE(KRFDT022)421208.03N-0890454.53W 1.36

778 TREE(KRFDT016)421206.36N-0890454.53W 14.42

788 TREE(KRFDT006)421216.27N-0890453.82W 10.74

795 TREE(KRFDT004)421207.22N-0890453.51W 28.31

777 TREE(KRFDT003)421209.11N-0890453.75W 8.45

784 TREE(KRFD0054)421215.66N-0890450.42W 0.65

783 TREE(KRFD0052)421207.17N-0890453.79W 16.93

752 ROD ON BLDG(KRFD0050)421206.04N-0890501.78W 3.41
754 ROAD(KRFD0015)421205.94N-0890500.35W 2.66

RW25: 20:1

795 TREE(KRFDT004)421207.22N-0890453.51W 6.82

FPO NOTIFIED OF UNLIT 20:1 PENETRATIONS.
PARA 289 APPLIED TO 1007 TOWER 421331.00N/0890252.00W.
OBS#11 289.4FT INTO SECOND AREA.

INTERMEDIATE CONTROLLING OBSTACLE FOR LPV:
TOWER(17-000955) 421454.00N-0885839.00W 1128 (5D)

INTERMEDIATE XP=MAINTAIN PREVIOUSLY PUBLISHED ALTITUDE.




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
PART - A OBSTRUCTION DATA
1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES ELEV. MSL| ROC ALT. ADJUSTMENTS MIN. ALT.
FINAL: LNAV SUGEE WUBUV/2.00 NM TO [15. TOWER (17-001975) |421342.66N/0890040.48W | 1147 (2B) 250 1400
RW25
FINAL: LNAV STEPDOWN WUBUV/2.00NM TO |RW25 16. TRMSN TWR 421308.97N/0890325.43W [903 (1A) 250 1160
RW25 (KRFD0019)
MAP:

3. MISSED
APPROACH =BV
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT.

CATEGORY A 13NM_ [ [ 350

CATEGORY B 15NM__|w] 450 z

CATEGORY C 1.7NM  |5] 450 |R

CATEGORY D 23NM |G 550 |2

CATEGORY E 45NM |®[ 550
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID:

SECTOR OBSTRUCTION BRG/DIST  |ELEVATION (MSL) MSA SECTOR OBSTRUCTION] BRG/DIST ELEVATION (MSL) MSA
R
CITY AND STATE ELEVATION: 742 FACILITY PROCEDURE AND AMENDMENT NO:  [REGION ™z
CHICAGO/ROCKFORD, IL AIRPORT NAME: RNAV RNAV (GPS) RWY 25, AMDT 1 AGL
CHICAGO/ROCKFORD INTL

FAA Form 8260 - 9 / April 2006 (Computer Generated) PAGE 2 OF 2 PAGES




PART B - SUPPLEMENTAL DATA

1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIMETER SETTING
NWS |OTHER: SOURCE:
DISTANCE:
FAA HOURS REMOTE OPERATION:
SATISFACTORY ON: AIC
[VHF [UHF | [HF LOCATION: ADJUSTMENT:
. PRIMARY NAVAID:
MONITOR |-MONITOR POINT:
STATUS | HRs [CAT1
OPTN:| CAT 3
ALS
(S) SALS
MALS
5. HIRL
& RUNWaY|—— R
REIL
LIGHTING =
C/LINE
OTHER (SPECIFY)
6. RUNwAy  |BASIC
INSTRUMENT
7.RUNWAY  |APPROACH
VISUAL MIDFIELD
RANGE ROLL OUT
8. GLIDE GP ANGLE: ELEV RWY THRESHOLD:
PATH DISTANCE FROM RWY: ELEV GP ANTENNA:
THRESHOLD CROSSING HEIGHT:
9. FINALAPPROACH RUNWAY THRESHOLD FT. FROM THRESHOLD

COURSE AIMING

ON CENTERLINE

FT. FROM CENTERLINE

10. WAIVERS:

PART D - PREPARED BY:

DATE:

TITLE:

OFFICE:

PART C - REMARKS:




RADIO FIX AND HOLDING DATA RECORD

NAME: JOLNI STATE: IL COUNTRY: US
LATITUDE/LONGITUDE: 422257.33N/0884919.96W TYPE: WP
AIRSPACE DOCKET: FIX TYPE OF ACTION: ESTABLISH
HOLDING: HOLDING TYPE OF ACTION: NO CHANGE
FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY STATE
AP RNAV (GPS) RWY 25 KRED CHICAGO/ROCKFORD IL (US)
REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: ORIG DATE OF REVISION: 04/05/2012
DEVELOPED BY: DATE: 11/09/2011 OFFICE: AJV-351 NAME: TERENCE SHARP (ANDREA CHANEY)
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:
DISTRIBUTION:  NFDC
FPO: CEN ,
ARTCC: ZAU
ATC FACILITY: RFD ATCT, RFD APP CON
OTHER:
Nt/
@ 4
I
o &
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RADIO FIX AND HOLDING DATA RECORD

NAME: RUDGE STATE: 1L COUNTRY: US

LATITUDEAONGITUDE: 420617.38N/0B92211.06W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

HOLDING: HOLDING TYPE OF ACTION: MODIFY

PATTERNS:

PAT DIR  IDENT TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (L ORR) TIME DME MIN MAX  MIN MAX

1 SwW wP 24524 065.24 4 2500 6000 5 8

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 200 COOL TWR (17-001213) 420434 00N/0891643.00W 1376 3C

HOLDING RESTRICTIONS:

HOLDING LIMITED TO ESTABLISHED PATTERN.

REMARKS:

PRECIPITOUS TERRAIN EVALUATION COMPLETED.

FiX USE:

USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY STATE
IAP RNAV (GPS% RWY 25 1 CHICAGO/ROCKFORD IL (US)
AP RNAV (GPS) RWY 7 1 KRFD CHICAGO/ROCKFORD L (US)

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 2 DATE OF REVISION: 04/05/2012

REASON FOR REVISION:
CHANGED HOLDING PATTERN 1 MAX TEMPLATE FROM 7 TO 6.

DEVELOPED BY: DATE: 11/08/2011 OFFICE: AJV-351 NAME: TERENCE SHARP (ANDREA CHANEY)
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:

DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZAU
ATC FACILITY: RFD ATCT, RFD APP CON
OTHER:

'~
o&;c\f"’

FAA FORM 8260-2 / AUG 2009 Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: SMULA STATE: IL COUNTRY: US

LATITUDENLONGITUDE: 422027 94N/0883935.70W TYPE: WP, INT, OME

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA MAA
BRG BRG NM  FEET

1 ROCKFORD RFD VOR/DME L 07273 073.73  25.00 25.00 2800 17500

2 JANESVILLE JVL VOR/OME L 120.18 123.18 23.68 2800 17500

HOLDING: HOLDING TYPE OF ACTION: MODIFY

PATTERNS:

PAT DIR  IDENT TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLD!NG ALTITUDES TEMPLATES
INBOUND (L ORR) TiME DME MAX  MIN MAX

1 w RFD VOR/DME 073.00 073.00 1z 2800 17500 5 17

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 200 TOWER (17-000297) 421749.00N/0891422.00W 1549 4D

REASON FOR NONSTANDARD HOLDING.
PAT 1 SEPARATION FROM CHICAGO O‘HARE TRAFFIC

HOLDING RESTRICTIONS:
HOLDING LIMITED TO ESTABLISHED PATTERNS.

REMARKS:

ROCKFORD (FAC 1) AND JANESVILLE (FAC 2) USED TO ESTABLISH FIX COORDINATES
CHART HOLDING PATTERN 1 ON ENROUTE LOW

CHICAGO ARRIVAL ATC SECONDARY FIX.

PRECIPITOUS TERRAIN EVALUATION COMPLETED.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY STATE
EN ROUTE V100 1.2 1 (US)
IAP RNAV (GPS) RWY 25 KRFD CHICAGO/ROCKFORD IL (US)

REQUIRED CHARTING: IAP, CONTROLLER, EN ROUTE LOW
COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: 1 DATE OF REVISION: 04/05/2012

REASON FOR REVISION:

ADDED WP TO FIX TYPE.

ADDED FAC1 AND FAC2 DIST FROM FAC 25NM AND 23.68NM.

MRA CHANGED FROM 2600 TO 2800 FOR FAC 1 AND FAC 2.
DELETED 4 DME LEG LENGTH FROM HOLDING PATTERN 1.
UPDATED HOLDING MIN TEMPLATE FROM 6 TO 5.

UPDATED CONTROLLING OBSTRUCTION AND CHANGED AIRSPEED FROM 230 TO 200.
ADDED "PRECIPITOUS TERRAIN EVALUATION COMPLETED" NOTE.
UPDATED FiX USE.

ADDED IAP TO REQUIRED CHARTING LIST.

ADDED "HOLDING LIMITED TO ESTABLISHED PATTERNS" NOTE.

DEVELOPED BY: DATE: 11/08/2011 OFFICE: AJV-351 NAME: TERENCE SHARP (ANDREA CHANEY)
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:
DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZAU
ATC FACILITY: RFD ATCT, RFD APP CON
OTHER:
N/
Q
9 .
et
FAA FORM 8260-2 / AUG 2009 Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: SUGEE STATE: IL COUNTRY: US
LATITUDEAL.ONGITUDE: 421420.07N/0885835.52wW TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY

AP RNAV (GPS) RWY 25 KRFD CHICAGO/ROCKFORD

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1 DATE OF REVISION: 04/05/2012

REASON FOR REVISION:

STATE
L (US)

FIX LATITUDE/LONGITUDE COORDINATES CHANGED FROM 4214 18.08N/0885841.37W TO 421420.07N/0885835.52W. FIX MOVED .08NM NE.

DELETED FIX MAKEUP FACILITIES.
UPDATED FIX USE,

DEVELOPED BY: DATE: 11/08/2011 OFFICE: AJV-351 NAME: TERENCE SHARP (ANDREA CHANEY)
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:

DISTRIBUTION: NFDC

FPO: CEN

ARTCC: ZAU

ATC FACILITY: RFD ATCT, RFD APP CON

OTHER:

\\AL/,)‘

FAA FORM 8260-2 / AUG 2009
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RADIO FIX AND HOLDING DATA RECORD

NAME: TONGE STATE: IL COUNTRY: US

LATITUDE/LONGITUDE: 421648.73N/0885115.33W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

HOLDING: HOLDING TYPE OF ACTION: MODIFY

PATTERNS:

PAT DIR IDENT TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX MIN MAX

1 NE WP 065.59 245.59 R 4 2500 6000 5 6

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 200 TOWER (17-001985) 421920.70N/0885714.40W 1266 5D

HOLDING RESTRICTIONS:

HOLDING LIMITED TO ESTABLISHED PATTERN.

REMARKS:

PRECIPITOUS TERRAIN EVALUATION COMPLETED.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY STATE

IAP RNAV (GPS; RWY 25 1 KRFD CHICAGO/ROCKFORD IL (US)

IAP RNAV (GPS) RWY 7 1 KRFD CHICAGO/ROCKFORD IL (US)

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 2 DATE OF REVISION: 04/05/2012

REASON FOR REVISION:

FIX LATITUDE/LONGITUDE COORDINATES CHANGED FROM 421622.36N/0885233.64W TO 421648.73N/0885115.33W. FIX MOVED 1.06NM NE.
HOLDING COURSE INBOUND CHANGED FROM 245.57 TO 245.59.

HOLDING MAX ALTITUDE CHANGED FROM 8000 TO 6000.

HOLDING MAX TEMPLETE CHANGED FROM 7 TO 6.

FIX USE UPDATED: RNAV(GPS) Z RWY 25 DELETED AND RNAV(GPS) Y RWY 25 CHANGED TO RNAV(GPS) RWY 25.

DEVELOPED BY: DATE: 11/09/2011 OFFICE: AJV-351 NAME: TERENCE SHARP (ANDREA CHANEY)
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:
DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZAU
ATC FACILITY:

OTHER: RFD ATCT, RFD APP CON

FAA FORM 8260-2 / AUG 2009 Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: UJAVO STATE: IL COUNTRY: US

LATITUDE/LONGITUDE: 421303.55N/0884606.20W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: ESTABLISH

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY STATE
AP RNAV (GPS) RWY 25 KRFD CHICAGO/ROCKFORD L {US)

REQUIRED CHARTING: IAP

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: ORIG DATE OF REVISION: 04/05/2012
DEVELOPED BY: DATE: 11/09/2011 OFFICE: AJV-351 NAME: TERENCE SHARP {(ANDREA CHANEY)
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:

DISTRIBUTION: NFDC

FPO: CEN

ARTCC: ZAU

ATC FACILITY: RFD ATCT, RFD APP CON

OTHER:

FAA FORM 8260-2 / AUG 2009 Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

= INFO ONLY

Pog 12)rsin

MRA

STATE: WI
TYPE:
FIX TYPE OF ACTION: NO CHANGE

NAME: JANESVILLE VOR/DME
LATITUDE/LONGITUDE: 423328.83N/0890618.91W
AIRSPACE DOCKET:

FIX MAKE-UP FACILITIES:
FAC NAME

1 JANESVILLE

MAA
17500

IDENT
JVL

TYPE CLASS MAG
BRG
VOR/DME L

TRUE DME DIST FROM FAC
BRG NM  FEET

HOLDING: HOLDING TYPE OF ACTION: MODIFY

PATTERNS:

PAT DIR IDENT TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX MIN MAX

1 NW  JVL VOR/DME 297.50 117.50 R 1 2700 12000 4 9

2 SW JVL VOR/DME 214.29 034.29 L 1 3100 12000 4 9

3 w JVL VOR/DME 289.01 109.01 R 1-11/2 2700 17500 4 13

4 NE JVL VOR/DME 035.19 215.19 R 1 3100 12000 4 9

5 NwW WP 294.16 114.16 R 7 9000 23000 10 20

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 200 TOWER (55-001430) 423659 00N/0891802.00W 1326  2C

2 200 TOWER (55-000711) 423522.36N/0891009.16W 1259 1A

3 200 TOWER §55-001430) 423659.00N/0891802.00W 1326 2C

4 200 TOWER (55-000711) 423522.36N/0891009.16W 1259 1A

5 230 TOWER (55-001319) 424340 40N/0891358.40W 2049 5D

REASON FOR NONSTANDARD HOLDING:

PAT 2 ATC REQUEST

HOLDING RESTRICTIONS:

HOLDING LIMITED TO ESTABLISHED PATTERNS.

REMARKS:

PRECIPITOUS TERRAIN EVALUATION COMPLETED.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY STATE

DP MITCHELL KMKE MILWAUKEE WI (US)

EN ROUTE V128 (US)

EN ROUTE V177 (USs)

EN ROUTE V216 (US)

EN ROUTE V24 (US)

EN ROUTE V246 (US)

EN ROUTE V63 (US)

EN ROUTE V9 (US)

EN ROUTE Vo7 (US)

IAP LOC BC RWY 19 KRFD CHICAGO/ROCKFORD IL (US)

IAP RNAV iGPS) RWY 19 KRFD CHICAGO/ROCKFORD IL (US)

IAP RNAV (GPS) RWY 25 KRFD CHICAGO/ROCKFORD IL (US

IAP ILS OR LOC RWY 2 KDKB DE KALB IL (US

IAP ILS OR LOC RWY 24 KFEP FREEPORT IL (US

IAP RNAV (GPS) RWY 24 KFEP FREEPORT IL (US)

IAP VOR RWY 24 KFEP FREEPORT IL (US)

IAP VOR-A KC77 POPLAR GROVE IL (US)

IAP VOR OR GPS-A 1 K44C BELOIT WI (US)

IAP ILS OR LOC RWY 32 KJVL JANESVILLE WI (US)

IAP ILS OR LOC RWY 4 KJVL JANESVILLE WI (US)

IAP ILS OR LOC RWY 7L KENW KENOSHA WI (US)

IAP VOR OR GPS-A K87Y MADISON WI (US

IAP ILS OR LOC/DME RWY 36 KMSN MADISON WI (US)

IAP VOR/DME OR TACAN RWY 32 KMSN MADISON Wi (US)

IAP RNAV (GPS) RWY 28 KC29 MIDDLETON WI (US)

IAP VOR/DME RWY 30 KEFT MONROE Wi (US

IAP RNAV (GPS) RWY 05 KRYV WATERTOWN Wi (US

IAP RNAV (GPS) RWY 11 KRYV WATERTOWN WI (US

STAR BULLZ (RNAV) 5  KORD CHICAGO IL (US)

STAR JANESVILLE 3 KORD CHICAGO IL (US)

STAR VEENA KUGN CHICAGO/WAUKEGAN IL (US)

STAR VEENA KENW KENOSHA WI (US)

STAR TRUDO (FMS) KMKE MILWAUKEE WI (US)

STAR VEENA KMKE MILWAUKEE WI (US)

STAR VEENA KMWC MILWAUKEE Wi (US)

STAR VEENA KRAC RACINE WI (US) pL7 /-

STAR VEENA KUES WAUKESHA wi (US§) ~
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REQUIRED CHARTING: SECTIONAL, DP, STAR, IAP, CONTROLLER, EN ROUTE LOW

COMPULSORY REPORTING POINT: NO

oy T

i, ki 7" e )
RECORD BE\)jSIéN NUMBER: 20 DATE OF REVISION: 12/15/2011
i oo 1 4 :
IR o &
REASON FOR REVISION:  * *
UPDQTED PAT 5 LENGTH DME 5 TO 7, HOLDING ALTITUDE MIN 6000 TO 9000, TEMPLATES MIN 6 TO 10 AND CONTROLLING OBSTRUCTION
DATA.
UPDATED FIX USE.
UPDATED PAT 4 CONTROLLING OBSTRUCTION.
ADDED SECTIONAL TO REQUIRED CHARTING.

DEVELOPED BY: DATE: 02/09/2011 OFFICE: AVN-120 NAME: PABLO ORTIZ
APPROVED BY: DATE: 10/17/2011 OFFICE: AVN-120 NAME: GREGORY YAMAMOTO
SIGNATURE:

DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZAU
ATC FACILITY: RFD APP CON, MSN APP CON, JVL ATCT
OTHER:

Q

o
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RADIO FIX AND HOLDING DATA RECORD

NAME: NUELG STATE: IL COUNTRY: US
LATITUDE/LONGITUDE: 415905.90N/0883021 51W TYPE: WP, INT, DME
AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY
FIX MAKE-UP FACILITIES:
FAC NAME IDENT TYPE CLASS MAG TRUE  DME DIST FROM FAC
BRG BRG NM  FEET
1 JOLET Jot VORTAC H 32816 33016 3036  30.36 2600 17500
2  DUPAGE DPA VORDME L 29061 20261 1482 1482 2600 17500
3 POLO PLL VORDME L 085.00 08800 3887 3887 2600 17500
HOLDING: HOLDING TYPE OF ACTION: NO CHANGE
REMARK:
P4 O HR FAC 1 & 3 FOR INTERSECTION MAKEUP.
FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY STATE
EN ROUTE V172 1.2.3 (US)
EN ROUTE V77 123 {US)
IAP RNAV (GPS) RWY 15 KARR CHICAGO/AURORA IL (US)
IAP RNAV (GPS) RWY 27 KARR CHICAGO/AURORA iL (US)
IAP RNAV (GPS) RWY 9 KARR CHICAGO/AURORA iL (usg
1AP VOR RWY 15 1.2,3 KARR CHICAGO/AURORA iL (US
IAP RNAV (GPS) RWY 8 K3CK CHICAGO/LAKE IN THE HILLS it §u3)
IAP RNAV (GPS) RWY 1 KRFD CHICAGO/ROCKFORD i (US)
IAP RNAV (GPS) RWY 25 KRFD CHICAGO/ROCKFORD iL (US)
IAP RNAV (GPS) RWY 10 KDPA CHICAGOMWEST CHICAGO iL {US)
IAP RNAV (GPS) RWY 20R KDPA CHICAGOMEST CHICAGO i $u3)
1AP RNAV (GPS)-B K10C GREENWOODMWONDER LAKE 1L {US)
REQUIRED CHARTING: IAP, CONTROLLER, EN ROUTE LOW
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 3 DATE OF REVISION: 07/29/2010
REASON FOR REVISION:
ADDED DIST FROM FAC TO FAC 1, 2 AND 3.
REMOVED FAC 4 DATA.
UPDATED FIX USE.
DEVELOPED BY: DATE: 02/15/2010 OFFICE: AVN-120 NAME: PABLO ORTIZ
APPROVED BY: DATE: 07/28/2010 OFFICE: AVN-120 NAME: SUE CRUMB
SIGNATURE:
DISTRIBUTION:  NFDC
FPO: CEN
ARTCC: ZA
ATC FAGILITY: CHI APP CON
OTHER:
L/
NG
* 5
oﬁ/gg\’f"
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RADIO FIX AND HOLDING DATA RECORD

-lNFO ONLY'

NAME: WUBUV STATE: IL COUNTRY: US
LATITUDE/LONGITUDE: 421255.82N/0890244.02W TYPE: WP
AIRSPACE DOCKET: FIX TYPE OF ACTION: ESTABLISH
FiX USE:
USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
1AP RNAV (GPS) RWY 25 KRFD CHICAGO/ROCKFORD i (US)
REQUIRED CHARTING: AP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: ORIG DATE OF REVISION: 06/30/2011
DEVELOPED BY: DATE: 01/31/2011 OFFICE: AVN-120 NAME: CHRIS OBRIEN
APPROVED BY: DATE: 04/05/2011 OFFICE: AVN-120 NAME: GREGORY YAMAMOTO
SIGNATURE:

DISTRIBUTION: NFDC

FPO: CEN

ARTCC: ZAU

ATC FACILITY:

OTHER:

Q
O
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