US DEPARTMENT OF TRANSPORTATION
FEDERAL AVIATION ADMINISTRATION

RNAYV - STANDARD
INSTRUMENT APPROACH PROCEDURE
TITLE 14 CFR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, except
HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. Celings are in feet
above airport elevation. Distances are in nautical miles unless otherwise indicated, except visibilities which

are in statute miles or in feet RVR.

TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE [LPV: DA
DAYVL (IAF) RUDGE (NOPT) (FB) 342.42 1 8.42 2500 tﬂﬁw’;‘vc{\,’i DA
PLL VOR/DME (IAF) RUDGE (NOPT) (FB) 039.55/ 10.83 2500 — __
CLIMB TO 2500 DIRECT TONGE AND HOLD.
LENAS (IAF) RUDGE (NOPT) (FB) 124.08 / 19.83 2500
RUDGE (IF/IAF) CUDUP (FB) 065.24 / 6.94 2500
CUDUP (FAF) ZEVBU/2.10 NM TO RW07 (FB) 065.34/ 3.23
ZEVBU/2.10 NM TO RW07 RWO7 (MAP) (FO) 065.38 / 2.10
ADDITIONAL FLIGHT DATA:

(SEE FORM 8260-10) HOLD NE, RT, 245.59 INBOUND.

CHART FAS OBST: 878 TREE 421055N/0890830W

CHART FAS OBST: 909 TREE 421133N/0890824W

CHART: ASR.

DISTANCE TO THLD FROM 200 HATH: 0.44 NM.

gLumv cyr?& AT 1.35 MILES TO RWO07*
1. PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (AR A O L # 53621
2. HOLD SW RUDGE, RT, 065.24 INBOUND, 2500 FT. IN LIEU OF PT (IAF) REFERENCE PATH ID: WO7A
3.FAC: 06534 FAF: CUDUP DIST FAF TO MAP: 533 THLD: 533 |LTPHAE:193M
4. MIN. ALT: RUDGE 2500, CUDUP 2500, ZEVBU/2.10 NM TO RW07 1460*
5. DIST TO THLD FROM OM: MM: IM: 150 HAT: 100 HAT: GS ANT:
6. MIN GS INCPT: 2500 GS ALT AT: CUDUP 2500 oMm: MM: IM:
7. GSANGLE: ~ 3.00 TCH:60.0 34:11S CLEAR
8. MSA FROM: RW07 2600 MAG VAR: 0E EPOCH YEAR: 1990

MINIMUMS
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE:NA | | STANDARD
CATEGORY =====> ‘ A B c D E
DHMDA | VIS |HAT/HAA|DHMDA | VIS |HAT/HAA|DH/MDA | viS |HAT/HAA|DH/MDA | VIS |HAT/HAA|DH/MDA | VIS |HAT/HAA
LPV DA 942 2400 200 942 2400 200 942 2400 200 942 2400 200
LNAV/VNAV DA 1167 4500 425 1167 4500 425 1167 4500 425 1167 4500 425
LNAV MDA 1240 2400 498 1240 2400 498 1240 5000 498 1240 5000 498
CIRCLING 1240 1 498 1240 1 498 1240 1112 498 1320 2 578
NOTES:
CHART NOTE: FOR UNCOMPENSATED BARO-VNAV SYSTEMS, LNAV/VNAV NA BELOW -25C (-13F) OR ABOVE 39C oAb/
(102F). yA
CHART NOTE: DME/DME RNP-0.3 NA. e 9
CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVALS AT LENAS ON V100 WESTBOUND AND V216 SOUTHWEST Q/E 0
(SEE FORM 8260-10) _ C‘fg'
CITY AND STATE ELEVATION: 742 THRE: 742 FACILITY PROCEDURE NO./AMDT NO./EFFECTIVE DATE:  [SUP:
CHICAGO/ROCKFORD, IL AIRPORT NAME: |DEN"R|"|I;|\E,R; RNAV (GPS) RWY 7, AMDT 1A AMDT: 1
CHICAGO/ROCKFORD INTL DATED  06/30/2011

FAA FORM 8260 - 3 / April 2006 (computer generated)
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ALLAFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE

I:'] YES |I| NO ROUTINE

COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

[X] ] [x] [] x] [x] [X]  zAuARTCC, RFD ATCT, AMGR

FLIGHT CHECKED BY

NAME: FIFO DATE:
RAMON CHARLES PAYNE 0so 03/30/2011
DEVELOPED BY
NAME: FIFO DATE:
TERENCE D. SHARP (ANDREA CHANEY) AJV-351 12/29/2011
APPROVED BY
NAME: FIFO DATE:
LARRY H STROUT MANAGER AJV-353
CHANGES:

1. LNAV/VNAV DA CHANGED FROM 1159 TO 1167. HATH CHANGED FROM 417 TO 425.

2. NOTE "FOR UNCOMPENSATED BARO-VNAV SYSTEMS, LNAV/VNAV NA BELOW -16C (4F) OR ABOVE 39C (102F)" CHANGED TO "FOR UNCOMPENSATED BARO-VNAV SYSTEMS,
LNAV/VNAV NA BELOW -25C (-13F) OR ABOVE 39C (102F)".

3. NOTE " CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVALS AT LENAS ON V100 NORTHWEST BOUND AND V216 SOUTHWEST BOUND" CHANGED TO "CHART PLANVIEW NOTE:
PROCEDURE NA FOR ARRIVALS AT LENAS ON V100 WEST BOUND AND V216 SOUTHWEST BOUND".

4. IN ADDITIONAL FLIGHT DATA: "HOLD NE, RT, 245.57 INBOUND" CHANGED TO "HOLD NE, RT, 245.59 INBOUND".

5. IN ADDITIONAL FLIGHT DATA: ADDED LNAV/VNAV CONTROLLING FAS OBST: 878 TREE 421055N/0890830W.

6. DELETE NOTE "FOR INOPERATIVE ALSF, INCREASE LNAV/VNAV ALL CATS AND LNAV CATS C/D VISIBILITY TO 1 3/8 MILE".

REASONS:

1-5. UPDATED EVALUATION.
6. NOTE NOT NECESSARY - DATA IS REDUNDANT.

©




Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

RNAV - STANDARD
INSTRUMENT APPROACH PROCEDURE - TITLE 14 CFR PART 97.33

TERMINAL ROUTES, (CONT.):
FROM TO0 COURSE AND DISTANCE ALTITUDE
RWO07 (MAP) 942 MSL 065.38

942 MSL TONGE (FO) 2500

NOTES, (CONT.):

BOUND.

CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVALS ON PLL VOR/DME AIRWAY RADIALS 040 CW 119.
CHART PROFILE NOTE: VGSI AND RNAV GLIDEPATH NOT COINCIDENT.

9

CITY AND STATE ELEVATION: 742 THRE: 742 FACILITY PROCEDURE NO./ AMDT NO.JEFFECTIVE DATE:  |sup:
CHICAGO/ROCKFORD, IL AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 7, AMDT 1A
RNAV AMDT: 1
CHICAGO/ROCKFORD INTL DATED:  06/30/2011
FAA FORM 8260-10/ April 2006 (Computer Generated) PAGE 2 OF b PAGES




ALLAFFECTED PROCEDURES REVIEWED?

[] ves [] ~no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

I O N e N N

AOPA NBAA OTHER (specify)

[ ]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:
APPROVED BY

NAME: FIFO DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

RNAV STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICE - FAR PART 97.33

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilites which are in statute miles or in feet RVR.

FAS DATA BLOCK INFORMATION

DATA FIELD DATA

OPERATION TYPE 0

SBAS SERVICE PROVIDER IDENTIFIER 0

AIRPORT IDENTIFIER KRFD

RUNWAY RWO07

APPROACH PERFORMANCE DESIGNATOR 0

ROUTE INDICATOR

REFERENCE PATH DATA SELECTOR 0

REFERENCE PATH IDENTIFIER (APPROACH ID) WO7A

LTP/FTP LATITUDE 421124.8250N

LTP/FTP LONGITUDE 0890711.7215W

LTP/FTP ELLIPSOIDAL HEIGHT +01930

FPAP LATITUDE 421205.9300N

FPAP LONGITUDE 0890510.8800W

THRESHOLD CROSSING HEIGHT (TCH) 00060.0

TCH UNITS SELECTOR (METERS OR FEET USED) F

GLIDEPATH ANGLE (GPA) 03.00

COURSE WIDTH AT THRESHOLD 106.75

LENGTH OFFSET 0000

HORIZONTAL ALERT LIMIT (HAL) 40.0

VERTICAL ALERT LIMIT (VAL) 35.0

CRC REMAINDER 286185AF

ADDITIONAL PATH POINT RECORD INFORMATION

ICAO CODE KS

LTP ORTHOMETRIC HEIGHT +02262

FPAP ORTHOMETRIC HEIGHT +02262

Ls
S
* -

et

CITY AND STATE ELEVATION: 742 THRE: 742 FACILITY PROCEDURE NO./ AMDT NO./JEFFECTIVE DATE:  |sup:

CHICAGO/ROCKFORD, IL AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 7, AMDT 1A

CHICAGO/ROCKFORD INTL

RNAV AMDT: 1

DATED: 06/30/2011

FAA FORM 8260-10/ April 2006 (Computer Generated)

PAGE 3 OF (,PAGES




ALLAFFECTED PROCEDURES REVIEWED?

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

[ ves [ wo
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

N Y I I N B

[ ]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:
APPROVED BY

NAME: FIFO DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

—B.NAV_(QES.LSIANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-8 - RNAV (GPS)

1 2 3 "4 5 6 7 8 9 0 1 2 3
NAVAID 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAD PLL K5011120VDLA N41575631W089312719 N41575631W089312719E0030008401 NARPOLO
1 2 3 4 5 6 7 8 9 0 1 2 3
WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAEAENRT CUDUP K50 W N42091147W089134282 w0023 NAR CUDUP
SUSAEAENRT DAYVL KS0 C L N41581545W089184593 w0022 NAR DAYVL
SUSAEAENRT LENAS K50 C L N42172647W089441482 w0019 NAR LENAS
SUSAEAENRT RUDGE K50 W N42061738W089221105 w0021 NAR RUDGE
SUSAEAENRT TONGE K50 W N42164873W088511533 W0026 NAR TONGE
SUSAEAENRT ZEVBU K50 W N42103235W089094581 w0023 NAR ZEVBU
1 2 3 4 5 6 7 8 9 0 1 2 3
AIRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KRFDKSARFD 0 100YHN42114330W089055000E000000742 1800018000C MNAR CHICAGO/ROCKFORD INTL
1 2 3 4 5 6 7 8 9 0 1 2 3

SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KRFDKSFRO7 ADAYVL 010DAYVLKSEAQE A IF 18000 A JS
SUSAP KRFDKS5FRO7 ADAYVL 020RUDGEKSEAOEE B 010TF 34240084 + 02500 A JS
SUSAP KRFDKS5FRO7 ALENAS 010LENASKSEAQE A IF 18000 A JS
SUSAP KRFDKSFRO7 ALENAS 020RUDGEKSEAOEE B 010TF 12410198 + 02500 A Js
SUSAP KRFDKSFRO7 APLL Ol10PLL K5D OV A IF 18000 A JS
SUSAP KRFDKSFRO7 APLL 020RUDGEKSEAOEE B 010TF 03960108 + 02500 A JS
SUSAP KRFDKSFRO7 ARUDGE 010RUDGEKSEAQOEE AR HF 06520040 + 02500 18000 A JS
SUSAP KRFDKSFRO7 R 010RUDGEKSEAOE I IF + 02500 18000 A JS
SUSAP KRFDKSFRO7 R 020CUDUPKSEA1lE F O051TF 06520069 + 02500 RWO7 K5PGA JS
SUSAP KRFDKSFRO7 R 02 0CUDUPKSEA2WALPV ALNAV/VNAV ALNAV Js
SUSAP KRFDKS5FRO7 R 021ZEVBUKSEAOE S O031TF 06530032 V 0146001471 -300 A JS
SUSAP KRFDKS5FRO7 R 030RWO07 KS5PGOGY M 031TF 06540021 00802 -300 A JS
SUSAP KRFDKSFRO7 R 040 0 M CA 0654 + 00942 A JS
SUSAP KRFDK5FRO7 R 050TONGEKSEAOEY DF + 02500 A JS
SUSAP KRFDKSFRO7 R 060TONGEKSEAOEE R HM 24560040 + 02500 A JS
1 2 3 4 5 6 7 8 9 0 1 2 3

RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456782012

_____________________________________________________________________________________________________________________________ / -

SUSAP KRFDK5GRWO07 0100020654 N42112483W089071172-0100 +01930007420000601501 14 . %L

X

’g’é‘c@
CITY AND STATE ELEVATION: 742 THRE: 742 FACILITY - PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: [sup:
CHICAGO/ROCKFORD, IL AIRPORT NAME: ) IDENTIFIER: RNAV (GPS) RWY 7, AMDT 1A
CHICAGO/ROCKFORD INTL AMDT: 1
RNAV
DATED:  06/30/2011

FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page 4 of 6 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

o O O O

AOPA

1

NBAA OTHER (specify)

]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

—RNAL(QES)—SIANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.
1 2 3 4 5 6 7 8 9 0 1 2 3
PP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KRFDK5PRO7 RW07 001 0000W07A0N4211248250W08907117215+019300300N4212059300W08905108800106750000000600F400350286185AF
SUSAP KRFDK5PRO7 RW07 002E +02262+02262LPV 53621

1 2 3 4 5 6 7 8 9 0 1 2 3
MSA 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KRFDKSSRWO07 KS5PG 0 18018002625 M
.}5””},
1
') QO
ek
CITY AND STATE ELEVATION: 742 THRE: 742 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |syp:
CHICAGO/ROCKFORD, IL AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 7, AMDT 1A
CHICAGO/ROCKFORD INTL AMDT: 1
RNAV DATED:  06/30/2011

FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page 5 of 6 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] ~o

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

0o O 0O 0O

AOPA

1

NBAA OTHER (specify)

L]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

_____ RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICES - FAR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles uniess otherwise
indicated, except visibilities which are in statute miles or in feet RVR.

ARINC SUMMARY - 424-8 - RNAV (GPS)

ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
DAYVL DAYVL 010 IAF IF FB
DAYVL RUDGE 020 TF FB 1.0 342.4(342.4T) 008.4 AA 02500
LENAS LENAS 010 IAF IF FB
LENAS RUDGE 020 TF FB 1.0 124.1(124.1T) 019.8 AA 02500
PLL PLL 010 IAF IF FB
PLL RUDGE 020 TF FB 1.0 039.6(039.6T) 010.8 AA 02500
RUDGE RUDGE 010 IAF HF R FO 065.2(065.2T) 004.0 AA 02500
RUDGE 010 FACF IF FB AA 02500
CUDUP 020 FAF TF FB 0.5 065.2(065.2T) 006.9 AA 02500
ZEVBU 021 SDF TF FB 0.3 065.3(065.3T) 003.2 AA 01460 GS 01471
RWO7 030 MAP TF FO 0.3 065.4(065.4T) 002.1 AT 00802
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
040 CA FB 065.4 (065.4T) AA 00942
TONGE 050 DF FO AA 02500
TONGE 060 HM R FO 245.6(245.6T) 004.0 AA 02500
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
PLL N415756.31 W0893127.19 N4157.939 W08931.453
CUDUP N420911.47 W0891342.82 N4209.191 W08913.714
DAYVL N415815.45 W0891845.93 N4158.258 wW08918.766
LENAS N421726.47 W0894414.82 N4217.441 W08944.247
RUDGE N420617.38 W0892211.05 N4206.290 wW08922.184
TONGE N421648.73 W0885115.33 N4216.812 wW08851.256
ZEVBU N421032.35 W0890945.81 N4210.539 W08909.764
RWO7 N421124.83 wW0890711.72 N4211.414 W08907.195
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RWO7 00742 60
1
M
C\HEC\-&
CITY AND STATE ELEVATION: 742 THRE: 742 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE:  [sup:
CHICAGO/ROCKFORD, IL AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 7, AMDT 1A -
CHICAGO/ROCKFORD INTL AMDT: 1
RNAV DATED:  06/30/2011

FAA FORM 8260 - 10 / April 2006 (Computer Generated)
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ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

o O 0O O

AOPA

1

NBAA OTHER (specify)

]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
PART - A OBSTRUCTION DATA
1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES ELEV. MSL ROC ALT. ADJUSTMENTS MIN. ALT.
INITIAL DAYVL RUDGE 1. TWR (17-001213) 420434.00N/0891643.00W | 1376 (3C) 1000 [AT124 2500
I
2. TERRAIN 420145.00N/0892212.00W | 922 (900) AS1500 2400
INITIAL PLL VOR/DME RUDGE 3. TWR (17-002439) 420419.00N/0892508.00W | 1194 (5D) 1000 |AT306 2500
4. TERRAIN 420536.00N/0892618.00W |942 (900) AS1500 2400
INITIAL LENAS RUDGE 5. TWR (17-001288) 421111.00N/0893328.00W | 1262 (SE) 1000 2300
[6- TERRAIN 421221.00N/0893339.00W | 1017 (1000) AS1500 2500
INTERMEDIATE RUDGE (IF/IAF) CUDUP 7. TWR (17-002214) 420918.09N/0891512.38W [1161 (5D) 500 |[AT839 2500
8. TERRAIN 420727.00N/0892048.00W |883 (900) AS1500 2400
INTERMEDIATE RUDGE (IF/IAF) CUDUP ' 1. TWR (17-001213) 420434.00N/0891643.00W | 1376 (3C) 500 |AT624 2500
9. TERRAIN 420500.00N/0891612.00W | 889 (900) AS1500 2400
FINAL: LPV CUDUP RWO7 ASC 942/200
FINAL: LNAV/VNAV CUDUP RWO07 10. TREE (KRFD0040) [421054.67N/0890829.89W |878 (1A) 23.44:1 1167/425
FINAL: LNAV CUDUP ZEVBU/2.10 NM TO [11. AAO 420915.00N/0891306.00W [1079 (2C) 250 [pG120 1460
RWO07 '
2. HOLD-IN-LIEU-OF-PT RUDGE P-5 1. TWR (17-001213) 420434.00N/0891643.00W [1376 (3C) 1000 2400
13. TERRAIN 420218.00N/0893312.00W |955 (1000) AS1500 2500
MAP: |DA /DA RWO7 TONGE ASC 2500
ip'\g'sgigH 4. TWR (17-001386) _ [421318.60N/0885632.30W | 1239 (2C) | 1000 2300
ELEV: |771/1006/1140 15. TERRAIN 421509.00N/0890109.00W | 906 (900) AS1500 2400
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT.
CATEGORY A 1.3 NM a 350 498 16. TREE 421125.00N/0890340.00W [919 (2C) 300 Gl 1240
CATEGORY B 1.5 NM &J 450 | 498 17. TREE 421156.00N/0890311.00W [939 (2C) 300 1240
CATEGORY C 1.7NM_|5[ 450 |2 498 17. TREE 421156.00N/0890311.00W [939 (2C) 300 1240
CATEGORY D 23NM |G| 550 &E 578 18. TWR (17-000303) | 421331.00N/0890252.00W [1007 (1A) 300 1320
CATEGORY E 45NM |®[ 550
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID: RW07
SECTOR OBSTRUCTION BRG/DIST  |ELEVATION (MSL) MSA SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL) MSA
360-360 TWR (17-000297) 320/ 08.3 1549 (4D) 2600 Rails
AP
CITY AND STATE ELEVATION: 742 FACILITY PROCEDURE AND AMENDMENT NO: REGIONC‘;.,FC\-"
CHICAGO/ROCKFORD, IL AIRPORT NAME:! RNAV RNAV (GPS) RWY 7, AMDT 1A AGL
CHICAGO/ROCKFORD INTL

FAA Form 8260 - 9 / April 2006 (Computer Generated)
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PART B - SUPPLEMENTAL DATA

1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIMETER SETTING
RFD TOWER NWS |OTHER: SOURCE:KRFD
RPD ARPEON ASOS DISTANCE: _
FAA HOURS REMOTE OPERATION:
SATISFACTORY ON: AlIC 4
x[VHF [xJuHF | [HF  [LOCATION: KrRFD ADJUSTMENT: 0
. PRIMARY NAVAID:
MONITOR |-MCNITOR POINT:
STATUS | HRS | CAT1
OPTN:[ CAT 3
X ALSF-2 07
(S) SALS
X MALSR 01
5. X  |HIRL 01 (PCL), 19, 25, 07
APPROACH MIRL
?lem_mg X  [REIL 19, 25
X TDZ 01, 07
X CI/L 01, 19, 25, 07
X  |OTHER (SPECIFY)
PAPI-4R 07 VASI-6L 19 VASI-4L 25
6. RUNWAY  [BASIC
MARKINGS |ALLWEATHER  PIR-G 01, 19; -F 25, 07
INSTRUMENT
7.RUNWAY  [APPROACH 01,07
VISUAL MIDFIELD 07
RANGE ROLLOUT __ 07
8. GLIDE GP ANGLE: 3.00 ELEV RWY THRESHOLD:742.1
PATH DISTANCE FROM RWY: ELEV GP ANTENNA:
THRESHOLD CROSSING HEIGHT:60.0
9. FINALAPPROACH X |RUNWAY THRESHOLD FT. FROM THRESHOLD
COURSE AIMING X |ON CENTERLINE FT. FROM CENTERLINE

10. WAIVERS: NONE

PART D - PREPARED BY:
TERENCE D. SHARP (ANDREA CHANEY)

DATE:
12/29/2011

TITLE:
AERONAUTICAL INFORMATION SPECIALIST

OFFICE:
AJV-351

PART C - REMARKS:
PRECIPITOUS TERRAIN EVALUATION COMPLETED.

NO ADDITIONAL AIRSPACE REQUIRED.
KRFD ASOS ON SERVICE A.

REMOTE ALTIMETER NOT REQUIRED, 24 HR ATC FACILITY WITH
REDUNDANT SOURCES AVAILABLE.

VGSI DATA: 3.00/69.4

LPV:

FINAL OCS SLOPE: 34:1

LNAV/VNAV:

FINAL OCS SLOPE: 23.44:1

VEGETATION HEIGHT USED: 100 FT PER FPO.

ISA DEVIATION: -25

AVERAGE COLD TEMPERATURE BASED ON 5 YEAR HISTORY
(2006-2010)

TAA NOT DEVELOPED PER ATC REQUEST.

XP 80 FT TO MAINTAIN CURRENTLY PUBLISHED MINIMUMS.




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
PART - A OBSTRUCTION DATA
1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES | ELEV. MSU ROC ALT. ADJUSTMENTS MIN. ALT.
FINAL: LNAV STEPDOWN ZEVBU/2.10NMTO  |RWO7 12. TREE 421132.97N/0890823.65W | 909 (2C) 250 [XP80 1240
RWO07
MAP:
3. MISSED
APPROACH =BV
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT.
CATEGORY A 13NM [ ] 350
CATEGORY B 15NM__|wf 450 |2
CATEGORY C 1.7NM |5 450 |2
CATEGORY D 23NM |G 550 |2
CATEGORY E 45NM |®[ 550
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID:
SECTOR OBSTRUCTION BRG/DIST  |ELEVATION (MSL) MSA SECTOR OBSTRUCTION| BRG/DIST  |ELEVATION (MSL) MSA
N
Y 9 .
CITY AND STATE ELEVATION: 742 FACILITY PROCEDURE AND AMENDMENT NO:  |REGION (}m.\ﬁ?
CHICAGO/ROCKFORD, IL AIRPORT NAME: RNAV RNAV (GPS) RWY 7, AMDT 1A AGL
CHICAGO/ROCKFORD INTL

FAA Form 8260 - 9 / April 2006 (Computer Generated)
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PART B - SUPPLEMENTAL DATA

1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIMETER SETTING
NW S |OTHER: SOURCE:
DISTANCE:
FAA HOURS REMOTE OPERATION:
SATISFACTORY ON: AIC
[VHF [UHF | [HF  |LOCATION: ADJUSTMENT:
. PRIMARY NAVAID:
. MONITOR POINT:
HONTOR e oA
OPTN:| CAT3
ALS
(S) SALS
MALS
5. HIRL
APPROACH AR
& RUNWAY —n
LIGHTING ==
C/LINE
OTHER (SPECIFY)
6. RUNWAY  |BASIC
MARKINGS |ALL WEATHER
INSTRUMENT
7.RUNWAY | APPROACH
VISUAL MIDFIELD
RANGE ROLL OUT
8. GLIDE GP ANGLE: ELEV RWY THRESHOLD:
PATH DISTANCE FROM RWY: ELEV GP ANTENNA:
THRESHOLD CROSSING HEIGHT:
9. FINALAPPROACH RUNWAY THRESHOLD FT. FROM THRESHOLD
COURSE AIMING ON CENTERLINE FT. FROM CENTERLINE

10. WAIVERS:

PART D - PREPARED BY:

DATE:

TITLE:

OFFICE:

PART C - REMARKS:

N2

e




RADIO FIX AND HOLDING DATA RECORD

NAME: RUDGE
LATITUDE/LONGITUDE: 420617.38N/0882211.05W
AIRSPACE DOCKET:

STATE: IL COUNTRY: US

TYPE: WP

FiX TYPE OF ACTION: MODIFY

HOLDING: HOLDING TYPE OF ACTION: MODIFY

PATTERNS:

PAT DIR IDENT  TYPE RADI/CRS/BRG CRS TURN  LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX MIN  MAX

1 sw WP 245.24 065.24 R 4 2500 6000 5 6

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 200 COOL TWR (17-001213) 420434.00N/0891643.00W 1376  3C

HOLDING RESTRICTIONS:

HOLDING LIMITED TO ESTABLISHED PATTERN.

REMARKS:

PRECIPITOUS TERRAIN EVALUATION COMPLETED.

FiX USE:

USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY STATE

IAP RNAV zeps RWY 25 1 KRFD CHICAGO/ROCKFORD IL iUS)

IAP RNAV (GPS) RWY 7 1 KRFD CHICAGO/ROCKFORD IL {US)

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 2

REASON FOR REVISION:

DATE OF REVISION: 04/05/2012

CHANGED HOLDING PATTERN 1 MAX TEMPLATE FROM 7 TO 6.

DEVELOPED BY: DATE: 11/08/2011
APPROVED BY: DATE:
SIGNATURE:
DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZAU

OFFICE: AJV-351

OFFICE: AJV-353

NAME: TERENCE SHARP (ANDREA CHANEY)

NAME: LARRY STROUT

ATC FACILITY: RFD ATCT, RFD APP CON

OTHER:

QP
G 4
o
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RADIO FIX AND HOLDING DATA RECORD

NAME: TONGE STATE: IL COUNTRY: US

LATITUDE/LONGITUDE: 421648.73N/0885115.33W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

HOLDING: HOLDING TYPE OF ACTION: MODIFY

PATTERNS:

PAT DIR  IDENT TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND g. ORR} TIME DME MIN MAX MIN MAX

1 NE WP 065.59 245.59 4 2500 6000 5 6

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 200 TOWER (17-001985) 421920.70N/0885714.40W 12656 5D

HOLDING RESTRICTIONS:

HOLDING LIMITED TO ESTABLISHED PATTERN.

REMARKS:

PRECIPITOUS TERRAIN EVALUATION COMPLETED.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
IAP RNAV (GPS% RWY 25 1 KRFD CHICAGO/ROCKFORD IL (US)
IAP RNAV (GPS) RWY 7 1 KRFD CHICAGO/ROCKFORD IL (US)

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 2 DATE OF REVISION: 04/05/2012

REASON FOR REVISION: :
FIX LATITUDE/LONGITUDE COORDINATES CHANGED FROM 421622.36N/0885233.64W TO 421648.73N/0885115.33W. FIX MOVED 1.06NM NE.
HOLDING COURSE INBOUND CHANGED FROM 245.57 TO 245.59.

HOLDING MAX ALTITUDE CHANGED FROM 8000 TO 6000.

HOLDING MAX TEMPLETE CHANGED FROM 7 TO 6.

FiIX USE UPDATED: RNAV(GPS) Z RWY 25 DELETED AND RNAV(GPS) Y RWY 25 CHANGED TO RNAV(GPS) RWY 25.

DEVELOPED BY: DATE: 11/09/2011 OFFICE: AJV-351 NAME: TERENCE SHARP (ANDREA CHANEY)
APPROVED BY: DATE; OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:
DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZAU
ATC FACILITY:

OTHER: RFD ATCT, RFD APP CON

U

9
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RADIO FIX AND HOLDING DATA RECORD "INFO ONLY"

NAME: CUDUP STATE: IL COUNTRY: US
LATITUDE/LONGITUDE: 420911.47N/0891342.82W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY ONLY
HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

REMARKS:

PFAF LOGATED USING L-V FORMULA.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY STATE
IAP RNAV (GPS) RWY 7 KRFD CHICAGO/ROCKFORD IL (US)

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1 DATE OF REVISION: 06/30/2011

REASON FOR REVISION:

DELETED FAC 1.

FIX MOVED 653.03 FT (0.11 NM).

CHANGED CHICAGO FPO TO CENTRAL FPO.
UPDATED FIX USE.

DEVELOPED BY: DATE: 02/21/2011 OFFICE: AJV-353 NAME: CHRIS OBRIEN
APPROVED BY: DATE: 04/05/2011 OFFICE: AJV-353 NAME: GREGORY YAMAMOTO
SIGNATURE:

DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZAU
ATC FACILITY: RFD
OTHER:

9

q,s’r"
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RADIO FIX AND HOLDING DATA RECORD "INFO ONLY"

NAME: DAYVL STATE: IL COUNTRY: US
LATITUDE/LONGITUDE: 415815.45N/0891845.93W TYPE: WP, INT, DME I N F O O N LY

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:
FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA MAA
BRG Bl NM  FEET

RG
1 POLO PLL VOR/DME L 085.00 088.00 9.47 947 2600 17500
2 ROCKFORD RFD VOR/DME L 197.40 198.40 16.09 2600 17500

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

FIX USE: :
USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY STATE

EN ROUTE V172 1,2 (US)
IAP RNAV (GPS) RWY 7 KRFD CHICAGO/ROCKFORD L (US)
IAP ILS RWY 25 1,2 KsQl STERLING-ROCKFALLS il (US)

REQUIRED CHARTING: IAP, CONTROLLER, EN ROUTE LOW
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1 DATE OF REVISION: 06/30/2011

REASON FOR REVISION:

ADDED WP TO FiX MAKE-UP.

FAC 1 ADDED DIST FROM FAC (NM).

FAC 1 MRA CHANGED FROM 2700 TO 2600.
FAC 2 ADDED DIST FROM FAC.

DELETED REMARK.

UPDATED FIX USE.

DEVELOPED BY: DATE: 02/21/2011 OFFICE: AJV-353 NAME: CHRIS OBRIEN
APPROVED BY: DATE: 04/05/2011 OFFICE: AJV-363 NAME: GREGORY YAMAMOTO
SIGNATURE:

DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZAU
ATC FACILITY: RFD
OTHER:

6’“ 7,

9
S
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RADIO FIX AND HOLDING DATA RECORD "INFO ONLY"

NAME: LENAS STATE: il COUNTRY: US
LATITUDE/LONGITUDE: 421726.47N/0894414 .82W TYPE: WP, INT, DME l N F O O N LY

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA MAA
BRG BRG NM  FEET

1 ROCKFORD RFD VOR/DME L 27843 27943  24.29 24.29 2900 17500

2 POLO PLL VOR/DME L 331.04 33404 21.70 2800 17500

3 JANESVILLE JVL VOR/DME L 237.50 24050  32.35 3235 2800 17500

HOLDING: HOLDING TYPE OF ACTION: NC CHANGE

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY STATE

EN ROUTE V100 1,2 (US)

EN ROUTE V216 2,3 (US)

IAP RNAV (GPS) RWY 7 KRFD CHICAGO/ROCKFORD IL (US}

REQUIRED CHARTING: IAP, CONTROLLER, EN ROUTE LOW

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: 3 DATE OF REVISION: 02/09/2012
REASON FOR REVISION:
FIXED FAC 3 DISTANCE FROM 14.24NM TO 32.35NM. ENROUTE DATA IS CHARTED CORRECTLY.
DEVELOPED BY: DATE: 12/06/2011 OFFICE: AJV-353 NAME: JOSE ALFONSO
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:

DISTRIBUTION: NFDC

FPO: CEN

ARTCC: ZAU

ATC FACILITY:

OTHER:

S
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RADIO FIX AND HOLDING DATA RECORD

"INFO ONLY*

NAME: POLO VOR/DME STATE: IL COUNTRY: US

LATITUDE/LONGITUDE: 415756 31N/0B93127.19W TYPE: IN FO ONLY

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA  MAA

BRG BRG NM  FEET

1 POLO PLL VORDME L 17500

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

PATTERNS:

PAT DR IDENT  TYPE RAD/CRS/BRG CRS TURN _ LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR)TIME DME  MIN  MAX MIN  MAX

1 NW  PLL VORIDME 33300 153.00 R 1 2600 6000 4 5

2 W PLL VORIDME ~ 265.00 085.00 R 1 2700 6000 4 5

3 w WP 265.00 085.00 R 4 2700 6000 5 6

CONTROLLING OBSTRUCTIONS:

PAT  AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

UPN 200 TOWER (17-002280 420715.00N/0893204.00W 1375 5D

1 200 TOWER (17-000792) 420343.00N/0833030.00W 1191 4D

2 200 TOWER (17-001853 415352.00N/0893620.00W 1265 5D

3 200 TOWER (17-001853 415352.00N/0893620.00W 1265 5D

HOLDING RESTRICTIONS:

UNPLANNED HOLDING AUTHORIZED AT OR ABOVE 3000.

REMARKS:

PRECIPITOUS TERRAIN EVALUATION COMPLETED.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY STATE

oP CICERO KMDW CHICAGO IL (US

oP MIDWAY KMDW CHICAGO IL {US

oP O’ HARE KORD CHICAGO IL (US

oP PAL-WAUKEE KPWK CHICAGO/PROSPECT HGTSWHEELING  IL (US

ENROUTE V127 us)

ENROUTE V158 U

ENROUTE V172 us

IAP ILS OR LOC RWY 01 KRFD CHICAGO/ROCKFORD IL (US)

AP LOC BC RWY 19 KRFD CHICAGO/ROCKFORD IL{US)

IAP NDB RWY 01 KRFD CHICAGO/ROCKFORD IL (US

AP RNAY (GPS) RWY 01 KRFD CHICAGO/ROCKFORD IL(08)

IAP RNAV (GPS) RWY 07 KRFD CHICAGO/ROCKFORD IL (US

IAP ILS OR LOC RWY 02 KDKB DE KALB IL (US)

IAP RNAY (GPS)RWY 08 3 KC73 DIXON IL (US)

IAP RNAV (GPS) RWY 26 3 K73 DIXON IL (US

IAP VOR-A 1 KE13 DIXON IL {US

AP RNAV (GPS) RWY 6 KFEP FREEPORT IL (US

AP VOR-A KRPJ ROCHELLE IL (US

AP ILS RWY 25 2 Ksal STERLING-ROCKFALLS IL {US

1AP LOC BC RWY 07 KsQit STERLING-ROCKFALLS IL (US)

AP NDB RWY 07 KSQI STERLING-ROCKFALLS LS

AP RNAV (GPS) RWY 25 Ksal STERLING-ROCKFALLS IL (US

REQUIRED CHARTING: DP, IAP, CONTROLLER, EN ROUTE LOW

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: 10 DATE OF REVISION: 07/29/2010

REASON FOR REVISION:

ADDED NOTE "PRECIPITOUS TERRAIN EVALUATION COMPLETED."

UPDATED FIX USE.

MOVED HOLDING RESTRICTION NOTE TO HOLDING RESTRICTIONS.

DEVELOPED BY: DATE: 03/22/2010 OFFICE: AVN-120 NAME: JOSE ALFONSO (BEV L BORDY)

APPROVED BY: DATE: 07/01/2010 OFFICE: AVN-120 NAME: SUE CRUMB

SIGNATURE: M7,
9
DISTRIBUTION:  NFDC o
FPO: CEN % ~&
ARTCC: ZAU C
FAA FORM 8260-2 / AUG 2009 Page 1 of 2




RADIO FIX AND HOLDING DATA RECORD *INFO ONLY"

NAME: ZEVBU STATE: IL. COUNTRY: US
LATITUDE/LONGITUDE: 421032.35N/0890945.81W TYPE: WP | N F O ON LY

AIRSPACE DOCKET: FIX TYPE OF ACTION: ESTABLISH

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
IAP RNAV (GPS) RWY 7 KRFD CHICAGO/ROCKFORD IL (US)

REQUIRED CHARTING: IAP

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: ORIG DATE OF REVISION: 06/30/2011
DEVELOPED BY: DATE: 02/21/2011 OFFICE: AJV-353 NAME: CHRIS OBRIEN
APPROVED BY: DATE: 04/05/2011 OFFICE: AJV-353 NAME: GREGORY YAMAMOTO
SIGNATURE:
DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZAU
ATC FACILITY:
OTHER:
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