RNAV - STANDARD
US DEPARTMENT OF TRANSPORTATION

FEDERAL AVIATION ADMINISTRATION TITLE 14 CFR PART 97.33

INSTRUMENT APPROACH PROCEDURE

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, except
HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. Ceiings are in feet
above aimort elevation. Distances are in nautical miles unless otherwise indicated, except visibilities which
are in statute miles or in feet RVR.

TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE |LPV: DA
HAVAK AXETE (FO) 203.96 / 4.88 3000 t:ﬁ&{‘g"v{,\‘,’g DA
WETIX WUVUV (FB) 287.99/4.14 3000 I EEEEEEE—————————————
CLIMB TO 1700 THEN CLIMBING RIGHT TURN TO 3100 DIRECT
WUVUV (IAF) AXETE (NOPT) (FB) 328.24/5.00 3000 WETIX AND HOLD.
CESTA (IAF) AXETE (NOPT) (FB) 067.61/5.45 3000
AXETE (IF/IAF) SOPNE (FB) 029.16 / 4.00 2800
SOPNE. EJISO (FB) 029.18/2.10 2300
EJISO (FAF) USUYO/1.60 NM TO RW03 (FB) 029.19/1.81 ADD',I},?’;‘;E;}-,'?QLE ﬁqTBAéuno.
CHART FAS OBST: 1330 TOWER 351403N/0972918W
(SEE FORM 8260-10) DISTANCE TO THLD FROM 264 HATH: 0.70 NM.
WAAS CHANNEL # 77531
REFERENCE PATH ID: W03A
LTP HAE: 331.7M
1. PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (IAF)
2. HOLD SW AXETE, RT, 029.16 INBOUND, 3000 FT. IN LIEU OF PT (IAF)
3. FAC: _029.19 FAF: EJISO DIST FAF TO MAP: 3.41 THLD: 3.41
4. MIN. ALT: AXETE 3000, SOPNE 2800, EJISO 2300, USUYO/1.60 NM TO RW03 1720*
5. DIST TO THLD FROM OM: MM: IM: 150 HAT: 100 HAT: GS ANT:
6. MIN GS INCPT: 2300 GS ALT AT:EJISO 2300 OM: MM: IM:
7. GS ANGLE: 3.00 TCH:40.0  34:11S NOT CLEAR
8. MSA FROM: RW03 3800 MAG VAR: 7E EPOCH YEAR: 1985
MINIMUMS
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE:NA | | STANDARD @
CATEGORY =====> A B c D E
DH/MDA VIS | HAT/HAA| DH/MDA VIS |HAT/HAA[DH/MDA | vis |HAT/HAA|[DH/MDA | vis |HAT/HAA|DHMDA | Vvis [HAT/HAA
LPV DA 1439 3/4 264 1439 3/4 264 1439 3/4 264 1439 3/4 264
LNAV/VNAV DA 1501 718 326 1501 7/8 326 1501 7/8 326 1501 7/8 326
LNAV MDA 1580 3/4 405 1580 3/4 405 1580 1 405 1580 1 405
CIRCLING 1640 1 458 1660 1 478 1660 1112 478 1740 2 558
NOTES:
CHART NOTE: DME/DME RNP-0.3 NA. @ NA WHEN LOCAL WEATHER NOT AVAILABLE.
CHART NOTE: VISIBILITY REDUCTION BY HELICOPTERS NA. \\Ml,\
*LNAV ONLY +
CHART NOTE: WHEN LOCAL ALTIMETER SETTING NOT RECEIVED USE WILL ROGERS WORLD ALTIMETER SETTING AND 2 Q
(SEE FORM 8260-10) QT’EC#
CITY AND STATE ELEVATION: 1182 THRE: 1175 FACILITY PROCEDURE NO./AMDT NO./EFFECTIVE DATE: SUP:
> NORMAN, OK AIRPORT NAME: IDEN;'H‘:JER: RNAV (GPS) RWY 3, AMDT 2 AMDT: 1
UNIVERSITY OF OKLAHOMA WESTHEIMER DATED  01/15/2009

FAA FORM 8260 - 3 / April 2006 (computer generated)
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ALLAFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE

[ ] Yes |1__| NO ROUTINE

COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

[] |::| |Z] [] [X] [X] m OKC APP CON, OUN ATCT, AIRPORT MANAGER

FLIGHT CHECKED BY

NAME: FIFO

DATE:

DEVELOPED BY

NAME: FIFO
JILL OLSON (KISSY MAXFIELD) AJV-353

DATE:
03/29/2012

APPROVED BY

NAME: FIFO
LARRY H STROUT MANAGER AJV-353

DATE:

CHANGES:

1. ADDED FEEDER FROM HAVAK TO AXETE.

2. ADDED FEEDER FROM WETIX TO WUVUV.

3. CESTA TO AXETE COURSE/DISTANCE CHANGED FROM 087.58/4.84 TO 067.61/5.45.
4. CHANGED INITIAL FROM COFIX TO AXETE TO WUVUV TO AXETE.

5. AXETE TO SOPNE COURSE/DISTANCE CHANGED FROM 029.17/3.91 TO 029.16/4.0.
6. SOPNE TO EJISO COURSE CHANGED FROM 029.18 TO 029.19.

7. ADDED SDF.

8. ADDED HIL.

9. FINAL COURSE CHANGED FORM 029.21 TO 029.19.

10. LNAV HATH CHANGED FROM 403 TO 405.

11. LNAV CAT C/D VISIBILITY CHANGED FROM 1 1/4 TO 1.

12. ADDED LPV AND LNAV/VNAV DA.

13. REMOVED PLANVIEW NOTE: PROCEDURE NA FOR ARRIVALS AT COFIX VIA V17-507 SOUTHEAST BOUND.
14. RsEzhgg\{ED VGSI AND DESCENT ANGLE NOTE.

SEE -10

REASONS:

1, 2, 4, 8, 12. PER ATC REQUEST.

3. CESTA FIX MOVED SOUTH ON AIRWAY TO ALLOW FOR DTA TURN.
5. AXETE FIX MOVED DUE TO DTA TURN FROM CESTA.

6, 9. RELOCATED PFAF PER 8260.54A CRITERIA.

7. TO MITIGATE AAO.

10, 11. 8260.19D VISIBILITY APPLIED.

13. COFIX NO LONGER IN USE.

14. VGSI CHANGED FROM 3.50/30 TO 3.00/40.

15, 16, 17. ADDED LPV AND LNAV/VNAV DA.

18. TURN EXCEEDS 90 DEGREES.

19. INOPERATIVE TABLE DOES NOT PROVIDE A SUFFICIENT INCREASE TO MINIMUMS.

!
P

uct




US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
RNAV - STANDARD except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ny Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
INSTRUMENT APPROACH PROCEDURE - TITLE 14 CFR PART 97.33 except visibilities which are in statute miles or in feet RVR.
TERMINAL ROUTES, (CONT.):
FROM TO COURSE AND DISTANCE ALTITUDE

USUYO0/1.60 NM TO RW03 RWO03 (MAP) (FO) 029.20 /1.60

RWO03 (MAP) 1700 MSL 029.20 1700

1700 MSL WETIX (FO) 3100

NOTES, (CONT.):

INCREASE ALL DA 41 FEET AND ALL MDA 60 FEET, INCREASE LNAV/VNAV VISIBILITY TO 1 MILE ALL CATS,
INCREASE LNAV CATS C/D VISIBILITY TO 1 1/8 MILE.

CHART NOTE: BARO-VNAV NA WHEN USING WILL ROGERS WORLD ALTIMETER SETTING.

CHART NOTE: FOR UNCOMPENSATED BARO-VNAV SYSTEMS, LNAV/VNAV NA BELOW -17C (2F) OR ABOVE 36C (96F).
CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVALS AT CESTA ON V573 SOUTHBOUND.

CHART NOTE: CIRCLING NA SOUTHEAST OF RWY 03-21.

CHART NOTE: FOR INOPERATIVE MALS WHEN USING WILL ROGERS WORLD ALTIMETER SETTING, INCREASE LPV ALL
CATS VISIBILITY TO 1, LNAV/VNAV ALL CATS VISIBILITY TO 1 1/4, INCREASE LNAV CAT C/D VISIBILITY TO

13/8.

CHART NOTE: FOR INOPERATIVE MALS INCREASE LPV ALL CATS VISIBILITY TO 7/8, LNAV/VNAV CAT D AND LNAV
CAT C/D VISIBILITY TO 1 1/8.

e
CITY AND STATE ELEVATION: 1182 THRE: 1175 FACILITY PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: SUP:
NORMAN, OK AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 3, AMDT 2 ;
RNAV AMDT:
UNIVERSITY OF OKLAHOMA WESTHEIMER DATED: 01/15/2009
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ALL AFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES

[ ] yes [] no

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

a0 O O O O []

FLIGHT CHECKED BY

NAME:

FIFO

DATE:

DEVELOPED BY

NAME:

FIFO

DATE:

APPROVED BY

NAME:

FIFO

DATE:

CHANGES:

CHANGES CONT.
15. UPDATED BACKUP ALTIMETER NOTE. 16. ADDED BARO-VNAV NA NOTE. 17. ADDED CRITICAL TEMPERATURE

NOTE. 18. ADDED PLANVIEW NOTE: PROCEDURE NA FOR ARRIVALS AT CESTA ON V573 SOUTHBOUND. 19.
UPDATED INOP NOTE.

REASONS:

\b\‘x\.lf},




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

RNAV STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICE - FAR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

FAS DATA BLOCK INFORMATION

DATA FIELD DATA

OPERATION TYPE 0

SBAS SERVICE PROVIDER IDENTIFIER 0

AIRPORT IDENTIFIER KOUN

RUNWAY RW03

APPROACH PERFORMANCE DESIGNATOR 0

ROUTE INDICATOR

REFERENCE PATH DATA SELECTOR 0

REFERENCE PATH IDENTIFIER (APPROACH ID) WO03A

LTP/FTP LATITUDE 351410.3730N

LTP/FTP LONGITUDE 0972832.8760W

LTP/FTP ELLIPSOIDAL HEIGHT +03317

FPAP LATITUDE 351522.3700N

FPAP LONGITUDE 0972728.6100W

THRESHOLD CROSSING HEIGHT (TCH) 00040.0

TCH UNITS SELECTOR (METERS OR FEET USED) F

GLIDEPATH ANGLE (GPA) 03.00

COURSE WIDTH AT THRESHOLD 106.75

LENGTH OFFSET 1304

HORIZONTAL ALERT LIMIT (HAL) 40.0

VERTICAL ALERT LIMIT (VAL) 50.0

CRC REMAINDER 74F4C04C

ADDITIONAL PATH POINT RECORD INFORMATION

ICAO CODE K4

LTP ORTHOMETRIC HEIGHT +03582

FPAP ORTHOMETRIC HEIGHT +03582

AL/
>
2
e
(o
CITY AND STATE ELEVATION: 1182 THRE: 1175 FACILITY PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: SUP:
NORMAN, OK AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 3, AMDT 2 "
RNAV AMDT:
UNIVERSITY OF OKLAHOMA WESTHEIMER DATED: 01/15/2009
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ALLAFFECTED PROCEDURES REVIEWED?

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

|:| YES |:| NO
COORDINATED WITH: .
ATA AAT ALPA APA AOPA NBAA OTHER (specify)
[1] [ [ ] [ ] [ ] [ ]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:
APPROVED BY

NAME: FIFO DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
—RNAMES-)—SIANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-18 - RNAV (GPS)

1 2 3 1 5 6 7 8 9 0 1 2 3
WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAEAENRT AXETE K40 W N35062928W097352366 E0043 NAR AXETE
SUSAEAENRT  CESTA K40 C L N35050253W097414798 E0044 NAR CESTA
SUSAEAENRT EJISO K40 W N35112518W097310019 E0043 NAR EJISO
SUSAEAENRT- HAVAK K40 C L N35104067W097322017 E0043 NAR HAVAK
SUSAEAENRT  SOPNE K40 W N35094332W097323093 E0043 NAR SOPNE
SUSAEAENRT  USUYO K40 W N35125278W097294209 E0043 NAR UsuYo
SUSAEAENRT  WETIX K40 C L N35001143W097281645 E0042 NAR WETIX
SUSAEAENRT  WUVUV K40 W N35015644W097325054 E0043 NAR WUVUV
1 2 3 1 5 6 7 8 9 0 1 2 3
AIRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KOUNK4AOUN 0 051YHN35144400W097281970E007001182 1800018000C MNAR UNIVERSITY OF OKLAHOMA WESTHEI
1 2 3 1 5 6 7 8 ) 0 1 2 3
SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KOUNK4FRO3  ACESTA 010CESTAK4EAQE A IF 18000 A Js
SUSAP KOUNK4FR03  ACESTA 020AXETEK4EAQEE B 010TF 06760055 + 03000 A Js
SUSAP KOUNK4FRO3  AHAVAK 010HAVAKK4EAQE IF 18000 A Js
SUSAP KOUNK4FRO3  AHAVAK 020AXETEKAEAOEY  020TF 20400049 + 03000 A Js
SUSAP KOUNK4FR03  AHAVAK 030AXETEKAEAQEE AR HF 02920040 + 03000 A Js
SUSAP KOUNK4FRO3  AWETIX 010WETIXKAEAOE IF 18000 A Js
SUSAP KOUNK4FRO3  AWETIX 020WUVUVK4EAQE A 020TF 28800041 + 03000 A Js
SUSAP KOUNK4FR0O3  AWETIX 030AXETEKAEAQOEE B 010TF 32820050 + 03000 A Js
SUSAP KOUNK4FRO3 R 010AXETEK4EAOE I IF + 03000 18000 A Js
SUSAP KOUNK4FR0O3 R 011SOPNEK4EAOE S O051TF 02920040 + 02800 A Js
SUSAP KOUNK4FRO3 R 020EJISOK4EAlE F 051TF 02920021 + 02300 RWO3 K4PGA JS
SUSAP KOUNK4FRO3 R 020EJISOK4EA2WAL PV ALNAV/VNAV ALNAV Js
SUSAP KOUNK4FRO3 R 021USUYOK4EAQE S 031TF 02920018 V 0172001724 -300 A Js
SUSAP KOUNK4FRO3 R 030RW03 K4PGOGY M 031TF 02920016 01215 =300 A Js
SUSAP KOUNK4FRO3 R 040 0 M ca 0292 + 01700 A Js
SUSAP KOUNK4FR03 R 050WETIXK4EAOEY R DF + 03100 A Js
SUSAP KOUNK4FRO3 R 060WETIXK4EAOEE R  HM 28800040 + 03100 A Js
1 2 3 1 5 6 7 8 9 0 1 2 3
RUNWAY  123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KOUNK4GRWO03 0047480292 N35141037W097283288+0100 +0331701175000040100R
1 2 3 4 5 6 7 8 9 0 1 2 K
g 2 0
CITY AND STATE ELEVATION: 1182 THRE: 1175 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |gyup- HE
NORMAN, OK AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 3, AMDT 2
. UNIVERSITY OF OKLAHOMA WESTHEI AMDT: 1
RNAV DATED:  01/15/2009
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ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

O O O

AOPA

[

NBAA OTHER (specify)

]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:

cAy
&




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
_—BNAMES'LSIANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.
PP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KOUNK4PRO03 RWO3 001 OOOOW03AON351410373OW09728328760+0331703OON351522370OWO9727286100106751304000400F40050074F4C04C
SUSAP KOUNK4PRO03 RW03 002E +03582+03582LPV 77531
1 2 3 4 5 6 7 8 9 0 1 2 3
MSA 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KOUNK4SRW03 K4PG 0 18018003825 M
w7y
>
CueC
CITY AND STATE ELEVATION: 1182 THRE: 1175 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: SUP:
NORMAN, OK AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 3, AMDT 2
UNIVERSITY OF OKLAHOMA WESTHEI AMDT: 1
RNAV DATED:  01/15/2009
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ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] ~o

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

o O 0O O

AOPA

1

NBAA OTHER (specify)

]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

— RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE

FLIGHT STANDARDS SERVICES - FAR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
indicated, except visibilities which are in statute miles or in feet RVR.

ARINC SUMMARY - 424-18 - RNAV (GPS)

1 =4

ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
CESTA CESTA 010 IAF IF FB
CESTA AXETE 020 TF FB 1.0 067.6(074.6T) 005.5 AA 03000
HAVAK HAVAK 010 IF FB
HAVAK AXETE 020 TF FO 2.0 204.0(211.0T) 004.9 AA 03000
HAVAK AXETE 030 IAF HF R FO 029.2(036.2T) 004.0 AA 03000
WETIX WETIX 010 IF FB
WETIX wWUvuv 020 IAF TF FB 2.0 288.0(295.0T) 004.1 AA 03000
WETIX AXETE 030 TF FB 1.0 328.2(335.2T) 005.0 AA 03000
AXETE 010 FACF IF FB AA 03000
SOPNE 011 SDF TF FB 0.5 029.2(036.2T) 004.0 AA 02800
EJISO 020 FAF TF FB 0.5 029.2(036.2T) 002.1 AA 02300
Usuyo 021 SDF TF FB 0.3 029.2(036.2T) 001.8 AA 01720 GS 01724
RWO03 030 MAP TF FO 0.3 029.2(036.2T) 001.6 AT 01215
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
040 CA FB 029.2(036.2T) AA 01700
WETIX 050 DF R FO AA 03100
WETIX 060 HM R FO 288.0(295.0T) 004.0 AA 03100
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
AXETE N350629.28 W0973523 .66 N3506.488 W09735.394
CESTA N350502.53 W0974147.98 N3505.042 W05741.800
EJISO N351125.18 W0973100.19 N3511.420 W09731.003
HAVAK N351040.67 W0973220.17 N3510.678 W09732.336
SOPNE N350943.32 W0973230.93 N3509.722 W09732.516
Uusuyo N351252.78 W0972942.09 N3512.880 W09729.702
WETIX N350011.43 W0972816.45 N3500.191 W09728.274
wWuvuv N350156.44 W0973250.54 N3501.941 W09732.842
RWO3 N351410.37 W0972832.88 N3514.173 W09728.548
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RWO03 01175 40
w7r
2
G 2 g
(?HgC}
CITY AND STATE ELEVATION: 1182 THRE: 1175 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |gup:
NORMAN, OK AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 3, AMDT 2
UNIVERSITY OF OKLAHOMA WESTHEI AMDT: 1
RNAV DATED:  01/15/2009
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ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

I N 1] L]

AOPA

1

NBAA OTHER (specify)

]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
PART - A OBSTRUCTION DATA
1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES ELEV. MSL] rROC ALT. ADJUSTMENTS MIN. ALT.
FEEDER HAVAK AXETE 1. AAO 351045.00N/0973439.00W | 1529 (4E) 1000 |[AT471 3000
2. TERRAIN 351057.00N/0973445.00W 1329 (1300) AS1500 2800
FEEDER WETIX WUVUV 3. TOWER (40-000607) |350050.00N/0973039.00W |1550 (5D) 1000 [AT450 3000
4. TERRAIN 350136.00N/0973057.00W | 1257 (1300) AS1500 2800
INITIAL WUVUV AXETE 5. TOWER (40-000539) [350145.00N/0973515.00W [1504 (5D) 1000 |AT496 3000
: - 350421.00N/0973651.00W [ 1290 (1300) AS1500 2800
INITIAL' CESTA AXETE 7. AAO 350642.00N/0974330.00W [1562 (4E) 1000 [AT438 3000
8. TERRAIN 350406.00N/0973933.00W | 1359 (1400) AS1500 2900
INTERMEDIATE AXETE (IF/IAF) SOPNE |§. TOWER (40-003156) |[351037.93N/0973611.33W [2048 (5D) 500 |SA-443 2200
10. TERRAIN 351048.00N/0973433.00W | 1326 (1300) AS1500 2800
INTERMEDIATE: SOPNE EJISO 11. AAO 351039.00N/0973439.00W | 1526 (4E) 500 |Acos 2200
STEPDOWN 12. TERRAIN 351054.00N/0973427.00W |1323 (1300) AS1000 2300
FINAL: LPV EJISO RWO03 13. TREE 351407.03N/0972843.37W [ 1289 (2C) 34:1 [ac20 1439/264
FINAL: LNAV/VNAV EJISO RWO03 14. TOWER (40-020558) |351403.38N/0972918.41W |1330 (2B) PDA |[AC10 1501/326
2. HOLD-IN-LIEU-OF-PT AXETE P-5 16. TOWER (40-020160) [350157.24N/0973857.73W |1587 (1A) 1000 |AT413 3000
17. TERRAIN 350406.00N/0973933.00W [ 1359 (1400) AS1500 2900
MAP: |DA/DA/RWO03 WETIX ASC 3100
2’93'5’5)’58'_' 18. TOWER (40-001939) [350348.03N/0972343.37W [ 1571 (2C) 1000 2600
ELEV: |1246/1340/1480 19. TERRAIN 350745.00N/0973042.00W | 1293 (1300) AS1500 2800
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT.
CATEGORY A 13NM | | 350 458 20. TANK (40-002253) | 351527.85N/0972937.99W [1333 (2C) 300 1640
CATEGORY B 15NM__ |W) 450 |g 478 21. TANK (40-000711) |351359.64N/0973010.47W |1354 (2C) 300 1660
CATEGORY C 1.7NM__|5[ 450 |2 478 21. TANK (40-000711) | 351359.64N/0973010.47W 1354 (2C) 300 1660
CATEGORY D 23NM S 550 |2 558 22. TOWER (40-006376)| 351707.00N/0972930.00W |1357 (4D) 300 HAA 1740
CATEGORY E 45NM || 550
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID: RW03 n\)’“‘"?,_
SECTOR OBSTRUCTION BRG/DIST  |ELEVATION (MSL) MSA SECTOR OBSTRUCTION| BRG/DIST ELEVATIONMSL)| "M8A
360-360 TWR (40-000590) 351/19.9 2749 (4D) 3800 ST
CITY AND STATE ELEVATION: 1182 FACILITY PROCEDURE AND AMENDMENT NO: |REGION
NORMAN, OK AIRPORT NAME: RNAV RNAV (GPS) RWY 3, AMDT 2 ASW
UNIVERSITY OF OKLAHOMA
WESTHEIMER.
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PART B - SUPPLEMENTAL DATA

1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIMETER SETTING
OUN TOWER NWS |OTHER: SOURCE:KOUN / KOKC
OKC APP CON .
ZFW ARTCC AWOS-3 DISTANCE: 0/10.86
FAA HOURS REMOTE OPERATION:
24
SATISFACTORY ON: AlC
x[vHF [xJunF [ |HF |LOCATION: KOUN ADJUSTMENT: 0/ 41
PRIMARY NAVAID:
4. .
MONITOR |-MONITOR :on\ T
sTATUS | HRS [CAT1
OPTN:[ CAT 3
ALS
(S) SALS
X MALS 03 (PCL) MALSR 17 (PCL)
5. HIRL
APPROACHI™ %™ [MIRL 17 (PCL), 21 (PCL), 35 (PCL), 03 (PCL)
s
TDZ
C/LINE
X |OTHER (SPECIFY)
PAPI-4L 17, 21, 35, 03
6. RUNWAY  |BASIC
MARKINGS ALL WEATHER PIR-G 17
INSTRUMENT  NPI-G 35; -F 21, 03
7.RUNWAY _ |APPROACH
VISUAL MIDFIELD
RANGE ROLL OUT
8. GLIDE GP ANGLE: 3.00 ELEV RWY THRESHOLD:1175.2
" PATH DISTANCE FROM RWY: ELEV GP ANTENNA:
THRESHOLD CROSSING HEIGHT:40.0
9. FINAL APPROACH X  |RUNWAY THRESHOLD FT. FROM THRESHOLD
COURSE AIMING X |ON CENTERLINE FT. FROM CENTERLINE

10. WAIVERS: NONE

PART D - PREPARED BY: DATE:
JILL OLSON (KISSY MAXFIELD) 03/29/2012
TITLE: OFFICE:
AERONAUTICAL INFORMATION SPECIALIST AJV-353

PART C - REMARKS:

VDP NOT ESTABLISHED - VDP LESS THAN 0.5NM AFTER
STEPDOWN.

PARA 251, 34:1 PENETRATION.

PRECIPITOUS TERRAIN EVALUATION COMPLETED.

SEE ATTACHED AIRSPACE LETTER.

RASS (PRESSURE PATTERN SAME)
KOUN 1181.7, KOKC 1295.2
RA=40.87

TAA NOT DEVELOPED PER ATC REQUEST.
VEGETATION HEIGHT 100 FT USED PER FPO.

TERPS, VOLUME 1, "VISUAL PORTION OF FINAL"
PENETRATIONS:

34:1

1202 TREE (KOUNL008) 351405.97N/0972844.04W (6.05)
1210 TREE (KOUNLO017) 351357.00N/0972837.89W (1.40)
1205 TREE (KOUNLO012) 351357.98N/0972836.74W (0.4)

LPV SLOPE: 34:1
LNAV/VNAV: 23.4:1

AVERAGOE COLD TEMPERATURE BASED ON STANDARD -30C ISA

DEVIATION.

XI?R HBST{_)RICAL TEMPERATURE DATA IS AVAILABLE FOR THIS
PORT.

KOUN AWOS ON SERVICE A.
KOKC ASOS ON SERVICE A.

25 DEGREE BANK ANGLE USED FOR TURNING MISSED.
ASSIGNED 4D ACCURACY TO 1357 TOWER (40-006376)
351707.00N/0972930.00W DUE TO OBSTACLE FLIGHT CHECKED
PER PREVIOUS PROCEDURE

VGSI: 3.00/40

G\)M/’,}.
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STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
PART -A OBSTRUCTION DATA
1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES | ELEV. MSL] ROC ALT. ADJUSTMENTS MIN. ALT.
FINAL: LNAV EJISO USUYO/1.60 NM TO |[15. AAO 351152.70N/0973218.22W | 1399 (2C) 250 |RA41 DG30 1720
RWO03
FINAL: LNAV STEPDOWN USUYOM.60NMTO [RWO3 14. TOWER (40-020558) [351403.38N/0972918.41W |1330 (2B) 250 1580
RWO03
3. MISSED MAP:
APPROACH e
4. CIRCLING AREA [ DISTANCE HT. ABV. ARPT.
CATEGORY A 13NM__ | T 350
CATEGORY B 15NM |l 450 |2
CATEGORY C 1.7NM  |S[ 450 |P
CATEGORY D 23NM |2 550 |2
CATEGORY E 45NM |%[ 550
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID: A7,
SECTOR OBSTRUCTION| BRG/DIST _ |ELEVATION (MSL) MSA SECTOR OBSTRUCTION| BRG/DIST __ |ELEVATION (MSL) MGA 7%
[a) ~
T
CITY AND STATE ELEVATION: 1182 FACILITY PROCEDURE AND AMENDMENT NO:  |REGION
NORMAN, OK AIRPORT NAME: RNAV RNAV (GPS) RWY 3, AMDT 2 ASW
UNIVERSITY OF OKLAHOMA
WESTHEIMER

FAA Form 8260 - 9 / April 2006 (Computer Generated)
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PART B - SUPPLEMENTAL DATA

1, COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIMETER SETTING
NWS |OTHER: SOURCE:
DISTANCE:
FAA HOURS REMOTE OPERATION:
SATISFACTORY ON: AlC
VHF [UHF | |HF LOCATION: ADJUSTMENT:
, PRIMARY NAVAID:
MONITOR | MONITOR POINT.
STATUS | HRS [CAT1
OPTN:| CAT3
ALS
|(s) sALs
MALS
5. HIRL
RNy MR
LIGHTING REIL
TDZ
C/LINE
OTHER (SPECIFY)
6. RUNWAY  |BASIC
MARKINGS |ALL WEATHER
INSTRUMENT
7.RUNWAY  |APPROACH
VISUAL MIDFIELD
RANGE ROLL OUT
8. GLIDE GP ANGLE: ELEV RWY THRESHOLD:
PATH DISTANCE FROM RWY: ELEV GP ANTENNA:
THRESHOLD CROSSING HEIGHT:
9. FINAL APPROACH RUNWAY THRESHOLD FT. FROM THRESHOLD

COURSE AIMING

ON CENTERLINE

FT. FROM CENTERLINE

10. WAIVERS:

PART D - PREPARED BY:

DATE:

TITLE:

OFFICE:

PART C - REMARKS:




RADIO FIX AND HOLDING DATA RECORD

NAME: AXETE STATE: OK COUNTRY: US

LATITUDE/LONGITUDE: 350629.28N/0973523.66W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

HOLDING: HOLDING TYPE OF ACTION: ESTABLISH

PATTERNS:

PAT DIR IDENT TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX MIN MAX

1 SwW WP 209.16 029.16 R 4 3000 6000 5 6

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 200 TOWER (40-020160) 350157.24N/0973857.73W 1587 1A

HOLDING RESTRICTIONS:
HOLDING LIMITED TO ESTABLISHED PATTERN.

REMARKS:

PRECIPITOUS TERRAIN EVALUATION COMPLETED.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
IAP RNAV (GPS) RWY 3 1 KOUN NORMAN OK (US)

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 2 DATE OF REVISION: 09/20/2012

REASON FOR REVISION:

FIX MOVED 769 FT SOUTHWEST.

REMOVED FAC 1.

ADDED HOLDING PATTERN 1.

ADDED HOLDING RESTRICTION.

ADDED PRECIPITOUS TERRAIN REMARK NOTE.

B

DEVELOPED BY: DATE: 03/28/2012 OFFICE: AJV-353 NAME: JILL OLSON (KISSY MAXFIELD)
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:
DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZFW

ATC FACILITY: OKC APP CON
OTHER: OUN TOWER

2
Q
O&Ec‘{f"
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RADIO FIX AND HOLDING DATA RECORD
NAME: CESTA STATE: OK COUNTRY: US
LATITUDE/LONGITUDE: 350502.53N/0974147.98W TYPE: WP, DME
AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY
FIX MAKE-UP FACILITIES:
FAC NAME IDENT TYPE CLASS MAG TRUE DME DIST FROM FAC MRA MAA
BRG BRG NM FEET
1 WILL ROGERS IRW VORTAC H 187.67 194.67 17.00 17.00 3100 17500
HOLDING: HOLDING TYPE OF ACTION: NO CHANGE
REMARKS:
WILL ROGERS (FAC 1) USED TO ESTABLISH FIX COORDINATES
FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
EN ROUTE V573 1 (US)
IAP RNAV (GPS) RWY 3 KOUN NORMAN OK (US)
REQUIRED CHARTING: IAP, CONTROLLER, EN ROUTE LOW
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1 DATE OF REVISION: 09/20/2012
REASON FOR REVISION:
FIX MOVED 2NM SOUTHWEST.
REMOVED AXETE FAC 2.
CHANGED FAC 1 DME FROM 15 TO 17.
CHANGED FAC 1 MRA FROM 3000 TO 3100.
ADDED REMARK: WILL ROGERS (FAC 1) USED TO ESTABLISH FIX COORDINATES.
RETAINED FIX NAME PER ATC OPERATIONAL NECESSITY.
ADDED DISTANCE FROM FAC 17NM.
DEVELOPED BY: DATE: 03/28/2012 OFFICE: AJV-353 NAME: JILL OLSON (KISSY MAXFIELD)
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:

DISTRIBUTION: NFDC

FPO: CEN

ARTCC: ZFW

ATC FACILITY: OKC APP CON

OTHER: OUN TOWER

/
M
o
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RADIO FIX AND HOLDING DATA RECORD

COUNTRY: US

NAME: EJISO STATE: OK
LATITUDE/LONGITUDE: 351125.18N/0973100.19W TYPE: WP
AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

REMARKS:
RNP PFAF CRITERIA APPLIED IAW 8260.54A FORMULA 2-16B.

FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY
IAP RNAV (GPS) RWY 3 KOUN NORMAN

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 2 DATE OF REVISION: 09/20/2012

REASON FOR REVISION:
REMOVED FAC 1.

ADDED RNP PFAF REMARK.

FIX MOVED 210 FT SOUTHWEST.

DEVELOPED BY: DATE: 03/28/2012 OFFICE: AJV-353 NAME: JILL OLSON (KISSY MAXFIELD)

APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT

SIGNATURE:

DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZFW
ATC FACILITY: OKC APP CON
OTHER: OUN TOWER

STATE
OK (US)

AL
™M

2
Q"EC@Q
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RADIO FIX AND HOLDING DATA RECORD

NAME: HAVAK STATE: OK COUNTRY: US

LATITUDE/LONGITUDE: 351040.67N/0973220.17W TYPE: WP, DME
AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE
BRG BRG

1 WILL ROGERS IRW VORTAC H 165.28 162.28

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY

EN ROUTE V17-507 1

IAP ER RNAV (GPS) RWY 17 KHMY LEXINGTON
IAP RNAV (GPS) RWY 03 KOUN NORMAN
IAP RNAV (GPS) RWY 35 KOUN NORMAN

REQUIRED CHARTING: IAP, CONTROLLER, EN ROUTE LOW
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1 DATE OF REVISION: 09/20/2012

REASON FOR REVISION:

REMOVED FAC 2.

ADDED DISTANCE FROM FAC 11.36 NM.
CHANGED MRA FROM 3000 TO 3100.

DEVELOPED BY: DATE: 03/31/2012 OFFICE: AJV-353

DME DIST FROM FAC

11.36

NM
11.36

APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT

SIGNATURE:

DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZFW
ATC FACILITY: OKC APP CON
OTHER:

FEET

NAME: JILL OLSON (KISSY MAXFIELD)

MRA MAA
3100 14000

STATE
s)

OK (US)
OK (US)
OK (US)

M

Kl
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RADIO FIX AND HOLDING DATA RECORD

NAME: SOPNE STATE: OK COUNTRY: US
LATITUDE/LONGITUDE: 350943.32N/0973230.93W TYPE: WP
AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY
HOLDING: HOLDING TYPE OF ACTION: NO CHANGE
FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
I1AP RNAV (GPS) RWY 3 KOUN NORMAN OK (US)
REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1 DATE OF REVISION: 09/20/2012
REASON FOR REVISION:
1. REMOVED FAC 1.
2. FIX MOVED 222 FEET NORTHEAST.
DEVELOPED BY: DATE: 03/28/2012 OFFICE: AJV-353 NAME: JILL OLSON (KISSY MAXFIELD)
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:

DISTRIBUTION: NFDC

FPO: CEN

ARTCC: ZFW

ATC FACILITY: OKC APP CON

OTHER: OUN TOWER

pls
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2
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RADIO FIX AND HOLDING DATA RECORD

NAME: WETIX STATE: OK COUNTRY: US

LATITUDE/LONGITUDE: 350011.43N/0972816.45W TYPE: WP, DME

AIRSPACE DOCKET: FIX TYPE OF ACTION: NO CHANGE

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DIST FROM FAC MRA MAA

BRG BRG NM  FEET

1 WILL ROGERS IRW VORTAC H 166.28 16228  22.35 22.35 3000 45000

HOLDING: HOLDING TYPE OF ACTION: MODIFY

PATTERNS:

PAT DIR IDENT TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX MiIN MAX

1 NW  IRW VORTAC 155.28 165.28 R 4 3000 6000 5 6

2 E WP 107.99 287.99 R 4 3100 6000 5 6

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 200 TOWER (40-020360) 350657.95N/0972957.61W 1663 6D

2 200 TOWER (40-000377) 345604.79N/0972124.50W 1660 1A

HOLDING RESTRICTIONS:

HOLDING LIMITED TO ESTABLISHED PATTERN.

REMARKS:

PRECIPITOUS TERRAIN EVALUATION COMPLETED.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE

EN ROUTE V17-507 1 (US)

IAP COPTER RNAV (GPS) RWY 17 KHMY LEXINGTON OK (US)

IAP ILS OR LOC RWY 17 1 1 KOUN NORMAN OK (US)

IAP RNAV (GPS) RWY 03 2 KOUN NORMAN OK (US)

IAP RNAV (GPS) RWY 35 KOUN NORMAN OK (US)

REQUIRED CHARTING: MILITARY IAP, IAP, CONTROLLER, EN ROUTE LOW
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 3 DATE OF REVISION: 09/20/2012

REASON FOR REVISION:
ADDED PATTERN 2 HOLDING.
ADDED OBSTACLE FOR PATTERN 2.

DEVELOPED BY: DATE: 05/04/2012 OFFICE: AJV-353 NAME: JILL OLSON (KISSY MAXFIELD)
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:
DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZFW

ATC FACILITY: OKC APP CON
OTHER: USAASA ‘
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RADIO FIX AND HOLDING DATA RECORD

NAME: USUYO STATE: OK COUNTRY: US

LATITUDE/LONGITUDE: 351252.78N/0972942.09W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: ESTABLISH

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
IAP RNAV (GPS) RWY 03 KOUN NORMAN OK (US)

REQUIRED CHARTING: IAP

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: ORIG DATE OF REVISION: 09/20/2012
DEVELOPED BY: DATE: 03/28/2012 OFFICE: AJV-353 NAME: JILL OLSON (KISSY MAXFIELD)
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:
DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZFW

ATC FACILITY: OKC APP CON
OTHER: OUN TOWER
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RADIO FIX AND HOLDING DATA RECORD

NAME: WUVUV STATE: OK COUNTRY: US

LATITUDE/LONGITUDE: 350156.44N/0973250.54W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: ESTABLISH

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
IAP RNAV (GPS) RWY 03 KOUN NORMAN OK (US)

REQUIRED CHARTING: IAP

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: ORIG DATE OF REVISION: 09/20/2012
DEVELOPED BY: DATE: 03/28/2012 OFFICE: AJV-353 NAME: JILL OLSON (KISSY MAXFIELD)
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:
DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZFW

ATC FACILITY: OKC APP CON
OTHER: OUN TOWER
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TERMINAL AIRSPACE DATA REQUIREMENTS

CITY: NORMAN STATE: OK
AIRPORT NAME: UNIVERSITY OF OKLAHOMA WESTHEIMER ID: KOUN
PROCEDURE: RNAYV (GPS) RWY 03 AMDT: 2

DOCKET#: NOT REQUIRED
(96-AXX-X/Required/Not Required)

ALL DIST TO 1/100 NM; ELEV TO NEAREST FT; COORD TO 1/100 SEC; DEG TO 1/100 DG.

1. Distance from THLD to 1000' point 3.09
(Enter THLD, FAF, ARP, FACILITY, as appropriate)

2. Width of FINAL segment at 1000' point 1.84
(Enter appropriate segment, final, intermediate, etc.)

3. True Course of FINAL segment containing 1000’ point 036.19

4. High Terrain in FINAL segment containing 1000' point 1199

5. Distance from THLD to 1500' point 7.15
(If 1500' point in PT maneuvering area or holding pattern note in remarks)

6. Width of INTERMEDIATE segment at 1500' point 4.00

7. True Course of INTERMEDIATE segment containing 1500’ point 036.18

8. High Terrain in INTERMEDIATE segment containing 1500 point 1323

9. Threshold Coordinates (if straight-in) ... 351410.37N / 0972832.88W

10. ARP Coordinates ........................... 351444.00N / 0972819.70W

11. Runway Approach End and distance furthest from ARP ................ RWY 17

Distance 0.65 NM
12. FAF Coordinates ............................ 351125.18N / 0973100.19W

REMARKS: Approach/Drawing attached.






