Action: ask Type: Date Open: | Task #: Request #:
Flight Procedure Tracking Form FLIGHT CHECK IAP 09/19/2011 | 2011061321613111002 20110613216131
Procedure: RNAV (GPS) RWY 27 ORIG Airport 1D: Airport: LINTON MUNI Reimbursable #:
K7L2
City: LINTON ST: ND GPS #: Estimated Chart Date: FICO #:
11/15/2012 1091299
Fac ID: Fac. Type: Specialist: CHRIS OBRIEN
v
Procedure Review
NTAT
Rec'd Rel'd Full Name Comments' 7

Lead: 05/07/2012 08/28/2012 STEVEN SZUKALA | L .
QA: 08/28/2012 08/28/2012 STEVEN SZUKALA
Liaison: | 08/28/2012 Sewr\ S RESUBMIT 8/29/12 - CONCURRENT W/ AIRSPACE DOCKET # 12-AGL-1 - MAGVAR

: ] Remark Type: INFORMATION M
Procedure Comments: ENROUTE YP ox) }(,_r \

7

LINTON, ND LINTON MUNI (K7L2) RNAV (GPS) RWY 27, ORIG ENROUTE-YES FC: 9.18.12 PUB 11.15.12

ATTACHED FORMS: 8260-3; 8260-10; 8260-9; 8260-2(S): CISOX, ORIG; IRIWY-INT, ORIG; IRSEH, ORIG; LINTN-INT, REV 2; OKVAE, ORIG; WADGA, ORIG.

CONTACT: JILL OLSON/STEVE BARNETT -AVJ]-353 LEADS, 405.954.4014 / 405.954.9307.

VN 8200-6 (0

5/26/2005)

Data as of: 8/29/2012 8:55:22AM




LINTON, NORTH DAKOTA AL-9454 {FAA) FIG
WAAS
ch 86630 | A7F CBS | T1RE%® 790 RNAYV (GPS) RWY 27
W27A 280 Apt Elev 1779 LINTON MUNI (7L2)
V' Baro-VNAV NA when using Bismark Muni altimeter setfing. For uncompensated Baro-VNAV )
A systems, INAV/VNAY NAielow -18°C {0°F) or above 54°C (130°F). DME/DME RNP-0.3 | MISSED APPROACH: Climb
NA. Visibility reduction by helicopters NA. When local olhmeter not recelved use Busmark to 3600 direct 3958 and on | - 724 £ -
Mum olhme1er seﬂmg und increase o|| DA 107 fee pad all MD d track 300° to LINTN and hold.
AWOS-3 CTAF
= 118.175 12290
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—% ?o;‘ ':1‘,‘ 3 D FTTamd w6l Ty AraY ERT L PROTOTYPE'NOT
B Y | 4 eerere i FOR NAVIGATION
3 1,’,\'*-»;\ A
e b 2665
Procedure NA for arrivals ot CISOX: 4612.456/10010.859
UNTN LINTN on V71 north bound. IRIWY: 4603.195/09925.869
JOSBO: 4614.713/10022.078
LINTN: 4620.998/10034. |
OKVAE: 4611.679/1000 o
WADGA: 4609.509/09956.355
RW27: 4613.154/10014.3%6_
/2860
U (
3500 ! 06°77
(2800 ]000 4 NM
75)
(IF) 6y \28]"/0[’]'
WADGA ) ?ﬁ :
(IAF)
BV 1779] |THRE 1779 Procedure NA for arrivals at~ 'RIWY
IRIWY on V15;s0uttf bound.
TRSEw SUTHENST
3600 | 4580 LINTN WADGA Holdﬁ‘Ng‘\mem
b 1o | | & o 1
OKVAE g6 3800
KV Y2
*LNAV only CISOX | \ '),% o
25NMto 3500 .
RW27 I GS 3.00°
280° to \,’ RW27 TCH 40
Rw27 "':,,,, \ VGSI and LPV glidepath not coincident.
T [*2600 | 3500 (VGSI Angle 3.00°/TCH 27)
2.5 NM—1=—2.8 NM 7.7 NM ~|
CATEGORY A [ B | C D
LPY DA 2029-1 250 (300-1) NA
LNAV
v/ DA 2043-1 264 (300-1) NA
- ) 2160-1%
LNAV MDA 2160-1 381(400-1) 381 (400-1%) NA
CIRCLIN 2220-1 2360-1 2380-1%
MIRL Rwy 9-27 @ G 441 {500-1) 581 (600-1) 601 {700-1%) NA
LINTON, NORTH DAKOTA LINTON MUNI (7L2)
Orig FIG

46°13'N-100°15'W

RNAV (GPS) RWY 27
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o} &= “; '—.—...7_\ - Date 7/20/12 11 HOLD-IN-LIEY AAQ 2428
' Ao Scale 1:500,000 13 WA LVL SFC AAO 2179
, / ' Y .:.“‘"‘« A MA HOLDING AAO 2300

SUANTH DAKRDTA

"\\\"‘-h | ;
ML L;l.fs"m\ .'LLI\

$ , L e, - {

= i
st | Greanway f
et —
. [
. :
. ] -
S T—— . A
D — TURETAA {AWel ot
= FivEa L )T [
i : e — J :2 ’ é ‘LI
" L
1 a__'l. N
s u 158 S




N ] 2 3 4 5 6 7 8 9 10 11 12 13 14
I — — L 1! 1 . 1 — 1 — b ' . 1 S 1 1
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ocpo ROD) | 20 Jul 2012 11:05: "= ’ . :
pocp : \(\ ) | 2\ 1:05:53 | 1"=8333.3 feet (MAP) Airport D K7L2 M9 |
Apt Name LINTON MUNI No SEGMENT OBSTRUCTION ELEV |
City LINTON 10 FINAL: LNAV AAO 2229 |
State ND 9 FINAL: STEPDOWN TREE 1893 |
_ Proc ID RNAV (GPS) RWY 27 15 CIRC CAT A TREE 1809
- Amdt ORIG 16 GIRG CAT B TREE 2059 |
;3" ~a Date 7/20/12 17 CIRC CATC TREE 2079
Scale 1:100,000 7:1 FINAL TREE 2039
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Airport ID K7L2 FM9
Apt Name LINTON MUNI No SEGMENT OBSTRUCTION ELEV
City LINTON 9 FINAL: LNAV/VNAY TREE 1893
State ND
ProcID | RNAV (GPS) RWY 27
Amdt ORIG
Date 7/20/12
Scale . 1:100,000
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State ND
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US DEPARTMENT OF TRANSPORTATION INSTRUMENT APPROACH PROCEDURE

FEDERAL AVIATION ADMINISTRATION

RNAV - STANDARD
TITLE 14 CFR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, except
HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otheiwise indicated. Cellings are infeet
above aiport elevation. Distances are in nautical miles unless otherwise indicated, except visibilities which
are in statute miles or in feet RVR.

TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE |LPV: DA
LNAV/VNAV: DA
LINTN WADGA (FO) 107.25/ 28.85 3800 LNAV: RW27
IWY (IAF WADGA (NOPT) (FB . . 800

IRIWY (IAF) DGA( ) (FB) 280.77 12213 : CLIMB TO 3600 DIRECT IRSEH AND ON TRACK 300.84 TO LINTN -

WADGA (IF/IAF) OKVAE (FB) 280.40 / 7.72 3500 AND HOLD.

OKVAE (FAF) CISOX/2.50 NM TO RW27 (FB) 280.27 / 2.78

CISOX/2.50 NM TO RW27 RW27 (MAP) (FO) 280.22/ 2.50

RW27 (MAP) 2029 MSL 280.22

ADDITIONAL FLIGHT DATA:

(SEE FORM 8260-10) HOLD N, RT, 165.34 INBOUND.
CHART FAS OBST: 1893 TREE 461254N/1001415W
CHART: 2039 TREE 461257N/1001027W
DISTANCE TO THLD FROM 250 HATH: 0.66 NM.
WAAS CHANNEL # 86630

: REFERENCE PATH ID: W27A

1. PT SIDE OF COURSE OUTBOUND ET WITHIN MILES OF (IAFY LTP HAE: 520.1 M

2. HOLD E WADGA, RT, 280.40 INBOUND, 3800 FT. IN LIEU OF PT (IAF)

3. FAC: 280.27 FAF: OKVAE DIST FAF TO MAP: 528 THLD: 528

4. MIN. ALT: WADGA 3800, OKVAE 3500, CISOX/2.50 NM TO RW27 2500*

5. DIST TO THLD FROM OM: MM: IM: 150 HAT: 100 HAT: GS ANT:

6. MIN GS INCPT: 3500 GS ALT AT: OKVAE 3500 OM: MM: IM:

7. GSANGLE: 3.00 TCH:40.0 34:11S NOT CLEAR

8. MSA FROM: RW27 3700 MAG VAR: 6E EPOCH YEAR: 2015

MINIMUMS
TAKEOFF:  SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE:NA | | STANDARD @
CATEGORY =====> A B C D E
DH/MDA VIS | HAT/HAA| DHIMDA VIS |HAT/HAAIDHIMDA | vis  |HAT/HAA |DH/IMDA | VIS |HAT/HAA|DH/MDA | VIS |HAT/HAA

LPV DA 2029 1 250 2029 1 250 2029 1 250 NA

LNAV/VNAV DA 2043 1 264 2043 1 264 2043 1 264 NA

LNAV MDA 2160 1 381 2160 1 381 2160 1118 381 NA

CIRCLING 2220 1 441 2360 1 581 2380 13/4 601 NA

QI?IETSNOTE: WHEN VGSI INOP, CIRCLING RWY 8 NA AT NIGHT.

CHART NOTE: BARO-VNAV NA WHEN USING BISMARK MUNI ALTIMETER SETTING.
CHART NOTE: FOR UNCOMPENSATED BARO-VNAV SYSTEMS, LNAV/VNAV NA BELOW -18C (0F) OR ABOVE 54C (130F).
CHART NOTE: WHEN VGSI INOP, STRAIGHT-IN/CIRCLING RWY 27 PROCEDURE NA AT NIGHT.

(SEE FORM 8260-10)

@ NA WHEN LOCAL WEATHER NOT AVAILABLE.

CITY AND STATE ELEVATION: 1779 THRE: 1779
LINTON, ND AIRPORT NAME:
LINTON MUNI

FACILITY
IDENTIFIER:
RNAV

PROCEDURE NO.JAMDT NO./JEFFECTIVE DATE: SUP:

RNAV (GPS) RWY 27, ORIG ANDT: NONE

DATED

FAA FORM 8260 - 3/ April 2006 (computer g

enerated)

PAGE 1 OF 6 PAGES




ALLAFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE

[] ves NO CONCURRENT
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

] ] ] x] ZMP, BIS APP CON, ARPT MGR

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: , FIFO DATE:

CHRIS OBRIEN AJV-353 07/20/2012

APPROVED BY .

NAME: FIFO DATE:

LARRY H STROUT MANAGER AJV-353

CHANGES:

ORIG

REASONS:

FPT REQUEST.

EFFECTIVE CONCURRENT WITH AIRSPACE DOCKET 12-AGL-1

08/27/2012. THIS IS AN UPDATED COPY OF THE FORM APPRQVED ON 07/20/2012.
ADDED PT TO CODING FOR TRANSITION FROM LINTN TO WADGA
CHANGED WADGA (IF) TO WADGA (IF/IAF) IN THE TERMINAL ROUTES BLOCK.




US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

RNAV - STANDARD
INSTRUMENT APPROACH PROCEDURE - TITLE 14 CFR PART 97.33

Bearings, headings. courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Alitudes are minimum altitudes uniess otherwise indicated.
Ceilings are in faet above aiport elevation. Distances are in nautical miles unless otherwise indicaled,
except visibiliies which are in statute miles or in feet RVR.

TERMINAL ROUTES, (CONT.):

FROM 10 COURSE AND DISTANCE ALTITUDE

2029 WSL IRSEH (FB)
IRSEM : o LINTN (FO) 300.84 1 10.36
NOTES, (CONT.):

CHART NOTE: DME/DME RNP-0.3 NA.
CHART NOTE: VISIBILITY REDUCTION BY HELICOPTERS NA.

CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVALS AT LINTN ON V71 NORTH BOUND.

3600

CHARY PLANVIEW NOTE: PROCEDURE NA FOR ARRIVALS AT IRIWY ON V15 SOUTHEAST BOUND.

CHART PROFILE NOTE: VGSI AND RNAV GLIDEPATH NOT COINCIDENT.
*LNAY ONLY

CHART NOTE: WHEN LOCAL ALTIMETER NOT RECEIVED, USE BISMARK MUN! ALTIMETER SETTING AND INCREASE
ALL DA 107 FT AND VISIBILITY LPV AND LNAV/VNAY 1/4 MILE ALL CATS; INCREASE ALL MDA 120 FT AND

VISIBILITY LNAV CAT C AND CIRCLING CAT C 1/4 MILE.

CITY AND STATE ELEVATION: 1779 THRE: 1779
LINTON, ND AIRPORT NAME:
LINTON MUNI

FACILITY PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: sup:
IDENTIFIER: RNAV (GPS) RWY 27, ORIG NONE
RNAV . AMDT:
DATED:

FAA FORM 8260-10/ April 2006 (Computer Generated)

PAGE 2 OF éPAGES
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ALLAFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE
[ ves [] wo
COORDINATED WITH:
ATA AAT ALPA APA AQPA NBAA OTHER (specify)

FLIGHT CHECKED BY

NAME: FIFC DATE:
DEVELOPED BY

NAME: FIFG DATE:
APPROVED BY

NAME: FIFO DATE:

CHANGES:

REASONS:




U.8. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in fest, MSL,

RNAV STANDARD INSTRUMENT APPROACH PROCEDURE

FLIGHT STANDARDS SERVICE - FARPART 97.33

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Cellings are in feet above aiport elevation. Distances are in nautical miles uniess otherwise indicated,
axcept visibilities which are in statute miles or in feet RVR,

FAS DATA BLOCK INFORMATION

DATA FIELD DATA

OPERATION TYPE 0

$BAS SERVICE PROVIDER IDENTIFIER o

AIRPORT IDENTIFIER 7L2

RUNWAY : RW27

APPROACH PERFORMANCE DESIGNATO 0

ROUTE INDICATOR

REFERENCE PATH DATA SELECTOR o

REFERENCE PATH IDENTIFIER (APPROACH ID) W27A

LTP/FTP LATITUDE 461309,2240N

LTPIFTP LONGITUDE 1001418,9810W

LTR/FTP ELLIPSOIDAL HEIGHT +05201

FPAP LATITUDE 461334.0200N

FPAP LONGITUDE 1001622.2300W

THRESHOLD CROSSING HEIGHT (TCH) 06040.0

TCH UNITS SELECTOR (METERS OR FEET USED) F

GLIDEPATH ANGLE {GPA) 03.00

COURSE WIDTH AT THRESHOLD 106.75

LENGTH OFFSET 1524

HORIZONTAL ALERT LISIT (HAL) 40.0

VERTICAL ALERT LIMIT {VAL) £0.0

CRC REMAINDER ADSASSAT

ADDITIONAL PATH POINT RECORD INFORMATION

ICAO CODE K3

LTP ORTHOMETRIC HEIGHT +05421

EPAP ORTHOMETRIC HEIGHT +05421

CITY AND STATE ELEVATION: 1773 THRE: 1779 FACILITY PROCEDURE NO./AMDT NOJ/EFFECTIVE DATE: SUP:
: IDENTIFIER: RNAV {GPS) RWY 27, ORIG

LINTON, NI AIRPORT NAME: RNAV { ) AMDT: NONE

LINTON MUNI DATED:

FAA FORM 8280-10/ April 2006 {Computer Generated) PAGE 3 OF GPAGES




ALLAFFECTED PROCEDURES REVIEWED?

[ ] ves [ ] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

I T A N

ACPA NBAA * OTHER (specify)

[ ] ]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFC DATE:
APPROVED BY

NAME: FIFG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
\'A P T D INSTRUMENT APPROACH PROCEDURE ' Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-18 - RNAV (GPS)

1 2 3 4 5 6 7 8 9 0 1 2 3
WP 1234567890123456785012345678901234567890123456789012345678%012345678901234567890123456785012345678901234567890123456789012345678%5012
SUSAEAENRT CISOX K30 w N46122738W100105155 E0060 NAR CISOX
SUSAEAENRT IRIWY K30 C L N46031172W095255263 E0055 NAR IRIWY
SUSAEAENRT IRSEH K30 W N46144808W100223154 E0062 NAR IRSEH
SUSAEAENRT LINTN K30 C L N46205988W100342934 E0063 NAR LINTN
SUSAEAENRT OKVAE K30 w N46114074W100070104 E0060 NAR OKVAE
SUSAEAENRT WADGA K30 W N46093052W099562132 E0058 NAR WADGA
1 2 3 4 5 6 7 8 9 0 1 2 3

AIRPORT 123456789012345678901234567890123456789012345678901234567850123456789012345678901234567890123456789012345678501234567890123456785012

SUSAP 7L2 K3ATL2 0 037YHN46131431W100144425E006001779 1800018000C MNAR LINTON MUNI

1 2 3 4 5 6 7 8 9 0 1 2 3

SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456785012

SUSAP 7L2 K3FR27 AIRIWY O010IRIWYK3EAOE A IF . 18000 A JS
SUSAP 7L2 K3FR27 AIRIWY O020WADGAK3EAQEE B OlO0TF 28080221 + 03800 A JS
SUSAP 7L2 K3FR27 ALINTN OlOLINTNK3EAOE IF 18000 A JS
SUSAP 7L2 K3FR27 ALINTN 020WADGAK3EAOEY 020TF 10730289 + 03800 A JS
SUSAP 7L2 K3FR27 ALINTN 03 0WADGAK3EAQOEE AR HF 28040040 + 03800 A JS
SUSAP 7L2 K3FR27 R 010WADGAK3EAOE I IF + 03800 18000 A JS
SUSAP 7L2 K3FR27 R 0200KVAEK3EALE F O051TF 28040077 + 03500 RW27 K3PGA JS
SUSAP 7L2 K3FR27 R 0200KVAEK3EA2WALPV ALNAV/VNAV ALNAV Js
SUSAP 7L2 K3FR27 R 021CISOXK3EAOE S 031TF 28030028 V 0250002615 -300 A g5
SUSAP 7L2 K3FR27 R 030RW27 K3PGOGY M 031TF . 28020025 01819 -300 A JS
SUSAP 7L2 K3FR27 R 040 0 M CA 2802 + 02029 : A JS
SUSAP 7L2 K3FR27 R O50IRSEHK3EAQE DF : A JS
SUSAP 7L2 K3FR27 R 06 OLINTNK3EAQEY 010TF ) 3008 + 03600 A JS
SUSAP 7L2 K3FR27 R 070LINTNK3EAQEE R HM 16530040 + 03600 A JS
1 2 3 4 5 6 7 8 S 0 1 2 3

RUNWAY 12345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678%012

SUSAP 7L2 K3GRW27 0037002802 N46130922W100141898-0400 +0520101779000040060R
1 2 3 4 5 6 7 8 9 0 1 2 3
PP 1234567890123456789012345678901234567850123456789012345678901234567890123456789012345678950123456789012345678501234567890123456789012

SUSAP 7L2 K3PR27 RW27 001 0000W27A0N4613092240W10014189810+052010300N4613340200W10016222300106751624000400F400500AD8AS9A7
SUSAP 7L2 K3PR27 RW27 O002E +05421+05421LPV 86630

CITY AND STATE ELEVATION: 1779 THRE: 1779 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: [sup:
LINTON, ND AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 27, ORIG

LINTON MUNI AMDT: NONE
RNAV

DATED:

FAA FORM 8260 - 10/ April 2006 (Computer Generated) Page 4 of 6 Pages
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ALL AFFECTED PROCEDURES REVIEWED?

[ ] ves ] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

L O O

AOPA NBAA OTHER (specify)

[ ] ]

FLIGHT CHECKED BY

NAME: FIFO ‘ DATE:
DEVELOPED BY

NAME: NFPG 1 DATE:
“ APPROVED BY

NAME: NFPG ( DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
—&NAV_(QESLSMMRD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.
1 2 3 4 5 6 7 8 9 0 1 2 3
MSA 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567850123456789012345678901234567890123456789012
SUSAP 7L2 K3SRW27 K3PG 0 18018003725 M

CITY AND STATE ELEVATION: 1779 THRE: 1779 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: SUP:
LINTON, ND AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 27, ORIG
LINTON MUNI AMDT: NONE
RNAV DATED:

FAA FORM 8260 - 10/ April 2006 (Computer Generated) Page 5 of 6 Pages



ALL AFFECTED PROCEDURES REVIEWED?

[] ves [ ] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

LI O 0O O

AOPA NBAA OTHER (specify)

[ L]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICES - FAR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
indicated, except visibilities which are in statute miles or in feet RVR.

-
ARINC SUMMARY - 424-18 - RNAV (GPS)
ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
IRIWY IRIWY 010 IAF IF FB .
IRIWY WADGA 020 TF FB 1.0 280.8(286.8T) 022.1 AA 03800
LINTN LINTN 010 IiF FB
LINTN WADGA 020 TF FO 2.0 107.3(113.3T) 028.9 AA 03800
LINTN WADGA 030 IAF " HF R FO 280.4(286.4T) 004.0 AA 03800
WADGA 010 FACF IF FB AA 03800
OKVAE 020 FAF TF B 0.5 280.4(286.4T) 007.7 AA 03500
CISOX 021 SDF TF FB 0.3 280.3(286.3T) 002.8 AA 02500 GS 02615
RW27 030 MAP TF FO 0.3 280.2(286.2T) 002.5 AT 01819
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
040 CA FB 280.2(286.2T) AA 02029
IRSEH 050 DF FB .
LINTN 060 TF FO 1.0 300.8(306.8T) AR 03600
LINTN 070 HM R FO 165.3(171.3T) 004.0 AA 03600
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
CISOX N461227.38 W1001051.55 N4612.456 W10010.859
IRIWY N460311.72 W0992552.63 N4603.195 W09925.877
IRSEH N461448.08 W1002231.54 N4614.801 W1l0022.526
LINTN N462059.88 W1003429.34 N4620.998 W10034.489
OKVAE N461140.74 Wi000701.04 N4611.679 W10007.017
WADGA N4606930.52 W0995621.32 N4609.509 W09956.355
RW27 N461309.22 W1001418.98 N4613.154 W10014.316
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RW27 01779 40
CITY AND STATE ELEVATION: 1779 THRE: 1779 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |gyup:
LINTON, ND AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 27, ORIG
LINTON MUNI AMDT: NONE
RNAV DATED:

FAA FORM 8260 - 10 / April 2006 (Computer Generated)
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ALL AFFECTED PROCEDURES REVIEWED?

[] ves ] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

[ I I ]

AOPA NBAA OTHER (specify)

] ]

FLIGHT CHECKED BY

NAME: FIFO DATE: J
DEVELOPED BY |

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD

PART - A OBSTRUCTION DATA

1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES ELEV. MSL] ROC ALT. ADJUSTMENTS MIN. ALT.
FEEDER LINTN WADGA 1. AAO 461012.00N/0995421.00W | 2261 (4E) 1000 |ATS538 3800
2. TERRAIN 461606.00N/1001212.00W | 2044 (2000) AS1500 3500
INITIAL IRIWY WADGA 3. AAO 460748.00N/0993845.00W |2461 (4E) 1000 3500
4. TERRAIN 460748.00N/0993845.00W | 2261 (2300) AS1500 3800
INTERMEDIATE WADGA (IEfIAF) OKVAE 5. AAO 460759.25N/0995405.54W [2329 (2C) 500 2900
5. TERRAIN 460751.00N/0995821.00W | 2038 (2000) AS1500 3500
INTERMEDIATE WADGA (IF/IAF) OKVAE 7. AAO 461030.94N/0995431.72W | 2259 (2C) 500 2800
‘ 6. TERRAIN 460751.00N/0995821.00W | 2038 (2000) AS1500 3500
FINAL: LPV OKVAE Rw27 8. RD (K7L.2T0036) 461305.32N/1001414.38W [1800 (1A) 34:1 2029/250
FINAL: LNAV/VNAV OKVAE RW27 9. TREE (K7L2T0027) [461254.02N/1001414.82W [1893 (1A) PDA 2043/264
(K7L2T0027)
FINAL: LNAV OKVAE CISOX/2.50 NM TO |10. AAO 461046.72N/1000700.07W [2229 (2C) 250 DG14 2500
RW27 - RA107 2600
2. HOLD-IN-LIEU-OF-PT WADGA P-5 11. AAO 461148.00N/0994857.00W | 2428 (4E) 1000 |AT372 3800
12. TERRAIN 461148.00N/0994857.00W | 2228 (2200) ~ JAS1500 3700
MAP: |DA/DA/RW27 LINTN ASC 3600
ip"é’ggﬁgH 3. AAO 461706.43N/1003034.50W | 2179 (2C) | 1000 3200
ELEV: |1842/1893/2060 14. TERRAIN 461706.43N/1003034.50W [ 1979 (2000) AS1500 3500
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT.
CATEGORY A 1T3NM__ | | 350 441 15, TREE 461243.50N/1001458.41W {1909 (2C) 300 2220
CATEGORY B 1.5 NM [ 450 | 581 16. TREE 461141.78N/1001408.60W [2059 (2C) 300 2360
CATEGORY C- 1.7NM_ |5[ 450 |2 601 17. TREE 461139.62N/1001353.25W {2079 (2C) 300 2380
CATEGORY D 23NM |9 550 |2
CATEGORY E 4.5 NM x 550
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID: RW27
SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL) MSA SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL)}.+ MSA
360-360 AAO 247/ 27.6 2674 (4E) 3700 S {
CITY AND STATE ELEVATION: 1779 FACILITY PROCEDURE AND AMENDMENT NO: | REGION
LINTON, ND AIRPORT NAME: RNAV RNAV (GPS) RWY 27, ORIG AGL
LINTON MUNI

FAA Form 8260 - 9/ April 2006 (Computer Generated)
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PART B - SUPPLEMENTAL DATA

1. COMMUNICATIONS WITH:

2. WEATHER SERVICE

3. ALTIMETER SETTING

BIS APP CON
ZMP ARTCC

SATISFACTORY ON:

NWS |OTHER:
AWO0S-3

FAA

AIC

SOURCE:K7L2/ KBIS

DISTANCE: 0/39.09

HOURS REMOTE OPERATION:

x[VHF [xJuHF | [HF

LOCATION:

JADJUSTMENT: 0/ 107

PRIMARY NAVAID:

4 MONITOR POINT:

MONITOR

sTATUS | HRS | CAT1

OPTN:}) CAT 3

ALS

(S) SALS

MALS

5 HIRL

APPROACH™ %

MIRL 10 (PCL), 28 (PCL)

& RUNWAY

LIGHTING REIL

T™DZ

C/LINE

X OTHER (SPECIFY)
PAPI-2L 10 (PCL), 28 (PCL)

BASIC

6. RUNWAY

MARKINGS |ALL WEATHER

INSTRUMENT

NPI-G 10, 28

7. RUNWAY APPROACH

VISUAL MIDFIELD

RANGE ROLL OUT

8. GLIDE GP ANGLE: 3.00

ELEV RWY THRESHOLD:1778.6

PATH

DISTANCE FROM RWY:

ELEV GP ANTENNA:

THRESHOLD CROSSING HEIGHT:40.0

9. FINALAPPROACH X

RUNWAY THRESHOLD

FT. FROM THRESHOLD

COURSE AIMING X

ON CENTERLINE

FT. FROM CENTERLINE

10. WAIVERS: NONE

PART D - PREPARED BY:

CHRIS OBRIEN

DATE:
07/20/2012

TITLE:

AERONAUTICAL INFORMATION SPECIALIST

QFFICE:
AJV-353

PART C - REMARKS:
VDP NOT ESTABLISHED - 20:1 PENETRATIONS.

TERPS PARAGRAPH 289 APPLIED TO 2038 TREE
461257N/1001027W

RASS PRESSURE PATTERNS SAME
K7L2 1778.6 FT MSL, KBIS 1661.3 FT MSL
RA = 106.33.

SEE ATTACHED AIRSPACE LETTER.

K7L2 AWOS AND KBIS ASOS ARE ON SERVICE A.
PRECIPITOUS TERRAIN EVALUATION COMPLETED.
SLOPES:

LPV: 34:1

LNAV/VNAV: 23.44:1

TERPS, VOLUME 1, VISUAL PORTION OF FINAL PENETRATIONS;
20:1

1799 RD (K7L2T0040) 461305.30N-1001416.40W (16.16)
18010 RD (K7L2T0036) 461305.32N-1001414.38W (10.37)
34:

1787 RD (K7L2T0032) 461305.32N-1001412.14W (7.46)
1808 TREE (K71.2T0015) 461304.35N-1001406.60W (6.66)
1796 RD (K7L2T0031) 461305.32N-1001411.66W (5.51)
1806 TREE (K7L2T0014) 461304.29N-1001406.52W (4.45)
1803 TREE (K7L2T001) 461302.78N-1001407.77W (2.68)
WORST CASE 5 OF 9 SHOWN. (FPT NOTIFIED)

TAA NOT DEVELOPED PER ATC REQUEST.

AVERAGE COLD TEMPERATURE BASED ON STANDARD -30 DEGREE
CELSIUS ISA DEVIATION.

VGSI DATA: 3.00/27.4

VEGETATION HEIGHT USED: 100 FT PER FPT.
BARO-VNAV NA BELOW -18C (0F) OR ABOVE 54C (130F).
DESCENT RATE: STANDARD TEMP 838 HIGH TEMP 1136.

TEMPERATURE LIMITS AND DESCENT VALUES DERIVED FROM
AFS-400 CALCULATOR.

MAG VAR UPDATED TO 2015 VALUE. AIRPORT DECIDED NOT TO
RENUMBER THE RUNWAYS.




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD

PART - A OBSTRUCTION DATA

1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES _ |ELEV MSL ROC ALT. ADJUSTMENTS MIN. ALT,
FINAL: LNAV STEPDOWN CISOX/Z.50 NM TO Rwz27 9. TREE (K7L2T0027) [461254.02N/ 001414 .82W 141893 {1A) 250 2160
RW?27 {K7L2T0027}
3. MISSED MAP:
APPROACH =TT
4 CIRCLING AREA | DISTANCE HT ABV. ARPT
CATEGORY A 13NM__| [ 350
CATEGORY B 1ENM || 450 |2
CATEGORY C 17NM |51 450 |2
CATEGORY D 23NM |3 550 |2
CATEGORY E 45NM 1| 550
5. MINIMUM SAFE ALTITUDES . PRIMARY NAVAID:
SECTOR OBSTRUCTION | BRG/DIST _ |ELEVATION (MSL) MSA SECTOR OBSTRUCTION | BRG/DIST  |ELEVATION (MSL)
CITY AND STATE ELEVATION: 1779 FACILITY PROCEDURE AND AMENDMENT NO: | REGION
LINTON, ND AIRPORT NAME: RNAV RNAV (GPS) RWY 27, ORIG AGL
LINTON MUN!
PAGE 2 OF 2 PAGES
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PART B - SUPPLEMENTAL DATA

1. COMMUNICATIONS WITH: 2 WEATHER SERVICE 3. ALTIMETER SETTING
NWS |OTHER: SOURCE:
DISTANCE:
FAA HOURS REMOTE OPERATION:
SATISFACTORY ON: AIC
|vHF [UHF | [HF  |LOCATION: ADJUSTMENT:
) PRIMARY NAVAID:
MONITOR | MONITOR POINT.
STATUS | HRS | CAT!
OPTN:[ CAT 3
ALS
(S) SALS
MALS
B HIRL
APPROACH R
& RUNWAY -
LIGHTING e
GILINE
OTHER (SPECIFY)
6. RUNWAY  [CASIC
MARKINGS |ALL WEATHER
INSTRUMENT
7. RUNWAY  |APPROACH
VISUAL MIDFIELD
RANGE ROLLOUT
8. GLIDE GP ANGLE: ELEV RWY THRESHOLD:
PATH DISTANCE FROM RWY: ELEV GP ANTENNA:
‘ THRESHOLD CROSSING HEIGHT.
9. FINAL APPROACH RUNWAY THRESHOLD FT. FROM THRESHOLD
COURSE AIMING ON CENTERLINE FT. FROM CENTERLINE

10. WAIVERS:

PART D - PREPARED BY:

DATE:

TTLE:

OFFICE:

PART C - REMARKS:




RADIO FIX AND HOLDING DATA RECORD

NAME: CISOX STATE: ND COUNTRY: US
LATITUDE/LONGITUDE: 461227.38N/1001051.55W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: ESTABLISH

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY

IAP RNAV (GPS) RWY 27 K7L2 LINTON

REQUIRED CHARTING: IAP

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: ORIG DATE OF REVISION: 11/15/2012
DEVELOPED BY: DATE: 07/05/2012 OFFICE: AJV-353 NAME: CHRIS OBRIEN
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:
DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZMP
ATC FACILITY:
OTHER:

STATE
ND (US)

FAA FORM 8260-2 / AUG 2009

Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: IRIWY . STATE: ND COUNTRY: US

LATITUDE/LONGITUDE: 460311.72N/0992552.63W TYPE: WP, DME

AIRSPACE DOCKET: FIX TYPE OF ACTION: ESTABLISH

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA MAA
BRG BRG NM  FEET

1 ABERDEEN ABR VOR/DME H 303.90 31080 58.74 58.74 4700 17500

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE

EN ROUTE V15 1 (Us)

IAP RNAV (GPS) RWY 27 K7L2 LINTON ND (US)

REQUIRED CHARTING: IAP, CONTROLLER, EN ROUTE LOW

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: ORIG DATE OF REVISION: 11/15/2012
DEVELOPED BY: DATE: 07/20/2012 OFFICE: AJV-353 NAME: CHRIS OBRIEN
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:
DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZMP
ATC FACILITY:
OTHER:

A

22§,

%"

FAA FORM 8260-2 / AUG 2009 Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: IRSEH STATE: ND COUNTRY: US

LATITUDE/LONGITUDE: 461448.08N/1002231.54W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: ESTABLISH

FIX USE: .

USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY STATE
IAP RNAV (GPS) RWY 27 K712 LINTON ND gUS)
IAP. RNAV (GPS) RWY 9 K7L2 LINTON ND (US)

REQUIRED CHARTING: IAP

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: ORIG DATE OF REVISION: 11/15/2012
DEVELOPED BY: DATE: 07/20/2012 OFFICE: AJV-353 NAME: CHRIS OBRIEN
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:
DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZMP
ATC FACILITY: BIS APP CON
OTHER:

FAA FORM 8260-2 / AUG 2009 | Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: LINTN STATE: ND COUNTRY: US

LATITUDE/LONGITUDE: 462059.88N/1003429.34W TYPE: WP, DME

AIRSPACE DOCKET: FIX TYPE OF ACTION: NO CHANGE

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA MAA

BRG BRG NM  FEET

1 BISMARCK BIS VORDME L 159034 17134  25.00 25.00 3600 17500

HOLDING: HOLDING TYPE OF ACTION: ESTABLISH

PATTERNS:

PAT DIR IDENT  TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX MIN  MAX

1 N WP 345.34 165.34 R 4 3600 6000 5 6

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 200 AAO 462527.00N/1003133.00W 2300 4E

HOLDING RESTRICTIONS:

HOLDING LIMITED TO ESTABLISHED PATTERN.

REMARKS:

PRECIPITOUS TERRAIN EVALUATION COMPLETED.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE

EN ROUTE V71 1 (US)

IAP RNAV (GPS) RWY 31 KBIS BISMARCK ND (US)

IAP RNAV (GPS) RWY 27 1 K7L2 LINTON ND (US)

REQUIRED CHARTING: IAP, CONTROLLER, EN ROUTE LOW
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 2 DATE OF REVISION: 11/15/2012

REASON FOR REVISION:

ADDED HOLDING PAT 1.

ADDED HOLDING RESTRICTION.

ADDED PRECIPITOUS TERRAIN EVAL NOTE.
UPDATED FIX USE.

DEVELOPED BY: DATE: 06/26/2012 OFFICE: AJV-353 NAME: CHRIS OBRIEN
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:
DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZMP
ATC FACILITY: BIS APP CON, BIS ATCT
OTHER:
FAA FORM 8260-2 / AUG 2009 Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: OKVAE STATE: ND COUNTRY: US
LATITUDE/LONGITUDE: 461140.74N/1000701.04W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: ESTABLISH

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY

AP RNAV (GPS) RWY 27 K7L.2 LINTON

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: ORIG

DATE OF REVISION: 11/15/2012
OFFICE: AJV-353 NAME: CHRIS OBRIEN

OFFICE: AJV-353 NAME: LARRY STROUT

STATE
ND (US)

DEVELOPED BY: DATE: 07/05/2012
APPROVED BY: DATE:
SIGNATURE:
DISTRIBUTION: NFDC
FPQO: CEN
ARTCC: ZMP
ATC FACILITY:
OTHER:
FAA FORM 8260-2 / AUG 2009

Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: WADGA

LATITUDE/LONGITUDE: 460930.52N/0995621.32W

STATE: ND COUNTRY: US

TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: ESTABLISH
HOLDING: HOLDING TYPE OF ACTION: ESTABLISH
PATTERNS:
PAT DIR IDENT  TYPE RAD/CRS/BRG CRS TURN
INBOUND (LORR) TIME DME MIN
1 E WP 100.40 280.40 R 4 3800
CONTROLLING OBSTRUCTIONS:
PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION
1 200 AAO 461148.00N/0994900.00W 2428
HOLDING RESTRICTIONS: _
HOLDING LIMITED TO ESTABLISHED PATTERN.
REMARKS:
PRECIPITOUS TERRAIN EVALUATION COMPLETED.
FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY
IAP RNAV (GPS) RWY 27 1 K712 LINTON

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: ORIG

DEVELOPED BY: DATE: 07/20/2012

APPROVED BY: DATE:

SIGNATURE:

DISTRIBUTION: NEDC
FPO: CEN
ARTCC: ZMP
ATC FACILITY:

OTHER:

DATE OF REVISION: 11/15/2012
OFFICE: AJV-353 NAME: CHRIS OBRIEN

OFFICE: AJV-353 NAME: LARRY STROUT

LEG LENGTH HOLDING ALTITUDES TEMPLATES
MAX
6000

MIN  MAX

5 6
ACCURACY CODE
4E

STATE

ND (US)

FAA FORM 8260-2 / AUG 2009

Page 1 of 1




TERMINAL AIRSPACE DATA REQUIREMENTS

CITY: LINTON

AIRPORT NAME: LINTON MUNI

PROCEDURE: RNAV (GPS) RWY 27

DOCKET#: 12-AGL-1
(96-AXX-X/Required/Not Required)

STATE: ND
ID: K7L2
AMDT: ORIG

ALL DIST TO 1/100 NM; ELEV TO NEAREST FT; COORD TO 1/100 SEC; DEG TO 1/100 DG.

1. Distance from THLD to 1000’ point 3.7
(Enter THLD, FAF, ARP, FACILITY, as appropriate)

2. Width of FINAL segment at 1000' point 1.20
(Enter appropriate segment, final, intermediate, eic.)

3. True Course of FINAL segment containing 1000’ point 286.27

4. High Terrain in FINAL segment containing 1000' point 2029

5. Distance from THLD to 1500' point 5.28
(If 1500' point in PT maneuvering area or holding pattern note in remarks)

6. Width of FINAL segment at 1500' point 2.13

7. True Course of FINAL segment containing 1500' point 286.27

8. High Terrain in FINAL segment containing 1500' point 2029

9. Threshold Coordinates (if straight-in) ... 461309.22N / 1001418.98W

10. ARP Coordinates ...............ccceennen.. 461314.31N / 1001444.25W

11. Runway Approach End and distance furthest from ARP ................ RWY 27

Distance 0.30 NM

12. FAF Coordinates ............cocvvvueennnn..

461140.74N / 1000701.04W

REMARKS: Approach/Drawing attached.




Federal Aviation
Administration

Memorandum

Date: MAY 22 2012
To: Dick Powell Manager, National Flight Data Center, AJV-21
CRIGIHAL SIGHED.L
From: Laﬂy@r&i&ﬁiﬁ%&: h MI F‘C‘E ures & Charting Services, Central Team,
AJV-353 '
Subject:  ACTION: Magnetic Variation Change

The Magnetic Variation (MV) data for the airport(s) and/or facility(s) listed under the
* Airport/Facility” column will be revised effective concurrent with the publication of the
procedure(s) listed below.

RNAYV (GPS) RWY 9, ORIG

RNAYV (GPS) RWY 27, ORIG

TAKEOFF MINIMUMS AND OBSTACLE DP, ORIG

Estimated Chart Date: 11/15/2012

Runway Numbers are affected with the airport rotation; 9/27 change to 10/28.

Please publish these changes in the National Flight Data Digest.

NORTH DAKOTA
Airport Assigned Magnetic Epoch
Location Name [Facility Identifier Variation Value Year
Linton Linton Muni Airport 7L2/ 1985 Old 9° East 2015
New 6° East

If you have any questions please notify Larry H. Strout, larry.h.strout@faa.gov (405) 954-5070

cc: FTW-FPT, AVJ-3rf
AlV-353; LStrout :sbj::x7537:05/14/2012 :U\AVN100\00Public MAGVARMAGVAR Letters 2012\MV Change Request for Linton, ND (K7L2)
Requestor:CO’Brien, ATW-3762:RSteward, Evaluated By:LFortier
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