RNAV - STANDARD
US DEPARTMENT OF TRANSPORTATION

INSTRUMENT APPROACH PROCEDURE

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, except
HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. Ceflings are in feet

FEDERAL AVIATION ADMINISTRATION TITLE 14 CFR PART 97.33 above airport elevation. Distances are in nautical miles unless otherwise indicated, except visibilities which -
ST s are in statute miles orin feet RVR. ’ '
TERMINALROUTES—— = L R T T MISSED APPROACH
FROM CTO T T T COURSE AND DISTANCE ALTITUDE |LPV: DA
LOTTE CUDMA (FO) 075.76/ 16.55 2500 '.:Nﬁ&N.{w& DA
PACAF (IAF CUDMA (NOPT) (FB 284.22/11.85 2500
(1AR) (NOPT) (F&) _ _ CLIMB TO 3000 DIRECT WIKES AND ON TRACK 233.65 TO CVA
WACKS (IAF) CUDMA (NOPT) (FB) 216.42/11.63 2500 VORTAC AND HOLD.
CUDMA (IF/IAF) XOLDY (FB) 209.74/ 6.14 12400
XOLDY (FAF) OYUYA/2.00 NM TO RW21 (FB) 209.70/ 3.19
OYUYA/2.:00 NM TO RW21 RW21 {MAP) (FO) 209.67 / 2.00
ADDITIONAL FLIGHT DATA: ;
(SEE FORM 8260-10) HOLD SW, RT, 053.58 INBOUND.
' : CHART FAS OBST: 844 TREE 415216N/0901849W
DISTANCE TO THLD FROM 250 HATH: 0.66 NM.
WAAS CHANNEL # 86829
REFERENCE PATH ID: W21A
LTP HAE: 182.7 M
1.PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF . (IAF) :
2. HOLD NE CUDMA, RT, 209.74 INBOUND, 2500 FT. IN LIEU OF PT (IAF) '
3. FAC: 209.70 FAF: XOLDY ‘ DISTFAFTOMAP: 519 THLD: 5419
4. MIN. ALT: CUDMA 2500, XOLDY 2400, OYUYA/2.00 NM TO RW21 1380*
5. DIST TO THLD FROM OM: MM: IM: 150 HAT: 100 HAT: GS ANT:
6. MIN GS INCPT: 2400 GS ALT AT:XOLDY 2400 OM: MM: T
7. GSANGLE: . 3.00 TCH:40.0  34:11S NOT CLEAR ,
8. MSAFROM: RW21 3100 MAG VAR: 0E EPOCH YEAR: 2000
MINIMUMS
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE:NA | | STANDARD @
CATEGORY ===== A B . Cc D E
: ) DH/MDA| VIS |HAT/HAA|DHMDA ] VIS [HAT/HAAIDH/MDA | vIS  |HAT/HAA|DH/IMDA | VIS |HAT/HAA|DH/MDA |. VIS |HAT/HAA
LPV DA 958 1 250 958 1 250 958 1 250 - NA , ,
LNAV/VNAV DA 958 1 250 958 1 250 958 1 250 “NA
LNAV MDA 1100 1 392 1100 1 392 1100 11/8 392 NA
CIRCLING - 1140 1 432 1240 1 532 1240 11/2 532 NA

NOTES:
CHART NOTE: WHEN VGS1 INOP, CIRCLING RWY 14 AND 32 NA AT NIGHT.
CHART NOTE: BARO-VNAV NA WHEN USING DAVENPORT ALTIMETER SETTING.

@ NA WHEN LOCAL WEATHER NOT AVAILABLE.

CHART NOTE: FOR UNCOMPENSATED BARO-VNAV SYSTEMS, LNAV/VNAV NA BELOW -16C (4F) OR ABOVE 54C (130F). 2
CHART NOTE: WHEN VGSI INOP, STRAIGHT-IN/CIRCLING RWY 21 PROCEDURE NA AT NIGHT. % )
(SEE FORM 8260-10) : e
CITY'AND STATE -[ELEVATION: 708 THRE: 708 FACILITY PROCEDURE NO./AMDT NO./EFFECTIVE DATE:  [SUP:
% .. CLINTON, A AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 21, AMDT1 ANDT: ORIGA
' CLINTON MUNI DATED  04/08/2010

FAA FORM 8260 - 3 / April 2006 (computer generated)

PAGE 1 OF 6PAGES .




ALL AFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES ‘REQUIRED EFFECTIVE DATE

[ ] vEs [X] No ' ’ , ROUTINE

COORDINATED WITH: -
ATA AAT ALPA APA . AOPA NBAA OTHER (specify)

] ] [X] ] [X] [X] [X]  zAu QuADcCITY APP CON, AMGR

FLIGHT CHECKED BY
NAME: e , “FIFO DATE:
DEVELOPED BY I
NAME: FIFO DATE:
JILL OLSON (BRIAN J BICKETT) AJV-353 01/30/2012
» . APPROVED BY _ . -
NAME: _ FIFO DATE:
LARRY H STROUT MANAGER AJV-353
CHANGES:

1. REPLACED TERMINAL ROUTE CIDSO TO BABAW AND BABAW TO CUDMA WITH LOTTE TO CUDMA.

2. CHANGED STEPDOWN FIX FROM (2.50 NM/1540) TO (2.00 NM/1380).

3. CUDMA TO XOLDY DISTANCE CHANGED FROM (6.20) TO (6.14).

4. DIST FAF TO MAP/THLD CHANGED FROM (5.13) TO (5.19).

5. CHANGED MISSED APPROACH FROM “CLIMB TO 2500 DIRECT WIKES AND RIGHT TURN VIA 300.78 TRACK CIDSO" TO "CLIMB TO 3000 DIRECT WIKES ON TRACK 233.65TO

CVA VORTAC AND HOLD". CHANGED INBOUND CRS FROM (066.79) TO (053.58).

6. ADDED CHART NOTE: WHEN VGSI INOP, CIRCLING RWY 14 AND 32 NA AT NIGHT.

7. ADDED CHART NOTE: WHEN VGSI INOP, STRAIGHT-IN/CIRCLING RWY 21 PROCEDURE NA AT NIGHT.

8. ADDED CHART NOTE: BARO-VNAV NA WHEN USING DAVENPORT ALTIMETER SETTING.

9. ADDED CHART NOTE: FOR UNCOMPENSATED BARO-VNAV SYSTEMS, LNAV/VNAV NA BELOW -16C (4F) OR ABOVE 54C (130F).

10. ADDED CHART PROFILE NOTE: VGSI AND RNAV GLIDEPATH NOT COINCIDENT.

11. CHANGED BACKUP ALTIMETER NOTE FROM "WHEN LOCAL ALTIMETER SETTING NOT RECEIVED, USE DAVENPORT ALTIMETER SETl'ING AND INCREASE ALL MDA 60 FT" TO

:':“‘{II-I4EI\NIIIII:OCAL ALTIMETER SETTING NOT RECEIVED, USE DAVENPORT ALTIMETER SETTING AND INCREASE ALL DA 47 FEET AND ALL MDA 60 FEET; INCREASE VISIBILITY CAT
E"

SEE 8260-10

REASONS:

1.PER CENTRAL FPT REQUEST.

2. UPDATED EVALUATION FOR STABALIZED DESCENT.

3 & 4. UPDATED PROCEDURE EVALUATION. NEW PFAF LOCATION PER 8260.54A CRITERIA.

5. PER CENTRAL FPT REQUEST.

6 & 7. PER CRITERIA, 8260.3B, PARA 3.2.2D AND 8260.19D, PARA 854 M (2)(H).

8. PER CRITERIA, 8260.19D, PARA 855 (E) (8).

9. PER CRITERIA, 8260.19D, PARA 497.

10. PER CRITERIA, 8260.19D, PARA 855 N (1).

11. PER CRITERIA, 8260.19D, PARA 854 L. (A)(2).

12. PER CRlTERlA 8260.19D, PARA 858 (B).

13. PER EENTRAL FPT REQUEST

14. ADDED PRECISON LINE OF MINIMA.

15. ADDITION OF INITIAL SEGMENT BEGINNING AT LOTTE ON V216. )
136EEP8E£R6(?$IOTERIA 8260.19D, PARA 805 (G) (2). ) o

2
Yece®




'US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION " | Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
RNAV - STANDARD except HAT, HAA, TCH, and RA. Altitudes are minimum altifudes unless otherwise Otlp‘:mated.nd g
’ Ceilings are in feet above aj elevation. Distances are in nautical miles unless rwise indicated,
- INSTRUMENT APPROACH PROCEDURE - TITLE 14 GFR PART 97.33 orcars vicihiliion which are b etatute mils or 1 fost RVR.
TERMINAL ROUTES, (CONT.): : o
FROM TO - COURSE AND DISTANCE ALTITUDE
RW21 (MAP) 958 MSL 209.67 ' '
958 MSL WIKES (FB)
WIKES CVA YORTAC (FO) 233.65/5.84 3000

NOTES, (CONT.):

CHART NOTE: DME/DME RNP-0.3 NA.

CHART NOTE: VISIBILITY REDUCTION BY HELICOPTERS NA.

CHART PROFILE NOTE: VGSI AND RNAV GLIDEPATH NOT COINCIDENT.

*LNAV-ONLY

CHART NOTE: WHEN LOCAL ALTIMETER SETTING NOT RECEIVED, USE DAVENPORT ALTIMETER SETTING: INCREASE
ALL DA 47 FEET AND ALL MDA 60 FEET. INCREASE LNAV CAT C VISIBILITY 1/4 MILE.

CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVALS AT WACKS ON V158 SOUTHEAST BOUND.

WALy
X
2 Q
RIS
CITY AND STATE ELEVATION: 708 THRE: 708 ﬁgr":"rjpea PROCEDURE NO./ AMDT NO./EFFECTIVE DATE:  |sup:
) IER: RNAV (GPS) RWY 21, AMDT 1
CLINTON, IA AIRPORT NAME: RNAY (GPS) AMDT:  ORIG-A
CLINTON MUNI , ‘ DATED: 04/08/2010

FAA FORM 8260-10 / April 2006 (Computer Generated) PAGE 2 OF 6 PAGES




[ ] YES [ ] no

ALL AFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

- O 0 = O [ ]

FLIGHT CHECKED BY

NAME: FIFO

DATE:

DEVELOPED BY

NAME: FIFO

DATE:

APPROVED BY

NAME: ; FIFO'

DATE:

CHANGES:

CHANGES CONT.

12. REPLACED TDZE WITH THRE. 13. ADDED LPV AND LNAV/VNAV LINES OF MINIMA. 14 REMOVED VDA DATA.

15. REMOVED CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVALS AT WACKS VIA V216 NORTHWEST BOUND.
16. ADDED CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVALS AT WACKS ON V158 SOUTHEAST BOUND. 17.
LOWERED LNAV MDA/HAT FROM (1220/612) TO (1110/392). DECREASED LNAV CAT C VISIBILITY FROM (1 1/2)

TO (1 1/8). 18. LOWERED CIRCLING CAT A MDA/HAT FROM (1220/512) TO (1140/432). RAISED CIRCLING
CAT A/B MDA/HAT FROM (1220/512) TO (1240/532).

[REASONS:

REASONS CONT.
17/18. UPDATED OBSTACLE EVALUATION. DELETED ARTIFICIAL ADJUSTMENT.

-3 PDF EDITS:

1. ADDED (FAF) TO XOLDY IN TERMINAL ROUTES.

2. REMOVED ALTITUDE FROM OYUYA IN TERMINAL ROUTES.

3. CHANGED MISSED APPROACH ALTITUDE TO 3000 AT CVA VORTAC IN TERMINAL ROUTES.




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION -
RNAV STANDARD INSTRUMENT APPROACH PROCEDURE

FLIGHT STANDARDS SERVICE - FAR PART 97.33

except visibilities which are in statute miles or in feet RVR.

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in‘ feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum alfitudes unless otherwise indxca‘ted'. ]
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,

FAS DATA BLOCK INFORMATION

FAA FORM 8260-10 / April 2006 (Computer Generated)

DATA FIELD DATA
OPERATION TYPE 0
SBAS SERVICE PROVIDER IDENTIFIER 0
| AIRPORT IDENTIFIER KCWI
RUNWAY RW21
APPROACH PERFORMANCE DESIGNATOR (]
ROUTE INDICATOR
REFERENCE PATH DATA SELECTOR 0
REFERENCE PATH IDENTIFIER (APPROACH ID) W21A
LTP/FTP LATITUDE 415019.4855N
LTP/FTP LONGITUDE 0901924.8955W
LTP/FTP ELLIPSOIDAL HEIGHT +01827
FPAP LATITUDE 414902.0300N
FPAP LONGITUDE 0902023.8700W
THRESHOLD CROSSING HEIGHT (TCH) 00040.0
TCH UNITS SELECTOR (METERS OR FEET USED) F
GLIDEPATH ANGLE (GPA) 03.00
COURSE WIDTH AT THRESHOLD 106.75
LENGTH OFFSET 1168
HORIZONTAL ALERT LIMIT (HAL) 40.0
VERTICAL ALERT LIMIT (VAL) 50.0
CRC REMAINDER 5E8B0586
ADDITIONAL PATH POINT RECORD INFORMATION
| icao cope K3
LTP ORTHOMETRIC HEIGHT +02156
FPAP ORTHOMETRIC HEIGHT +02156
ALy
> L
g 2 <
&Ec\ﬁ
CITY AND STATE - ELEVATION: 708 THRE: 708 FACILITY PROCEDURE NO./AMDT NOJEFFECTIVE DATE: sSup:
. IDENTIFIER: RNAV (GPS) RWY 21, AMDT 1
CLINTON, IA AIRPORT NAME: ENAY (GPS) AMDT. ORIG-A
PAGE 3 OF 5PAGES




ALL AFFECTED PROCEDURES REVIEWED?

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

] ves ] no
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)
FLIGHT CHECKED BY
NAME: FIFO DATE:
DEVELOPED BY
NAME: FIFO DATE:
APPROVED BY
NAME: FIFO DATE.
CHANGES:
REASONS:
P
2




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

_______RNAV(GPS) STANDARD INSTRUMENT APPROACH PROCEDURE

FLIGHT STANDARDS SERVICES - FAR PART 97.33 -

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
indicated, except visibilities which are in statute miles orin feet RVR.

ARINC PACKET - 424-18 - RNAV (GPS)
1 2 3 4 5 6 7 8 9 0 1 2 3
NAVAID 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456785012345678901234567890123456789012
SUSAD CVA K3011380VTLA N4l423077W090285993 N41423077W090285993E0040007671 NARDAVENPORT
1 2 3 4 5 6 7 8 9 0 1 2 3
WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAEAENRT CUDMA K30 W N42001023W090115369 w0015 NAR CUDMA
SUSAEAENRT LOTTE K30 C L N41560789W090332479 Woolz2 NAR LOTTE
SUSAEAENRT OYUYA K30 \ N41520381W090180542 Woo0l4 NAR OYUYA
SUSAEAENRT PACAF K50 C L. N41571654W089562961 w0017 NAR PACAF
SUSAEAENRT WACKS K50 C L N42093251W090023787 Woo17 NAR WACKS
SUSAEAENRT WIKES K30 w N41455863W090224328 W0014 NAR WIKES
SUSAEAENRT XOLDY K30 W N41545011W090155854 Woo015 NAR XOLDY
1 2 3 ) 5 5 ) 8 5 0 1 2 3
AIRPORT 123456789012345678901234567890123456789012345678501234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KCWIK3ACWI .0 052YHN41495070W0901954430E000000708 1800018000C MNAR CLINTON MUNI
1 2 3 4 5 6 7 8 S 0 1 2 3
SEGMENT 123456789012345678901234567890123456789012345678501234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KCWIK3FR21 ALOTTE 010LOTTEK3EAQOE IF 18000 A JS
SUSAP KCWIK3FR21 ALOTTE 020CUDMAK3IEAQEY 020TF 07580166 + 02500 A JS
SUSAP KCWIK3FR21 ALOTTE 030CUDMAK3EAQOEE AR HF 20970040 + 02500 A JS
SUSAP KCWIK3FR21 APACAF 010PACAFKSEAQE A IF . 18000 A JS
SUSAP KCWIK3FR21 APACAF 020CUDMAK3EAQOEE B 010TF 28420119 + 02500 A JS
SUSAP KCWIK3FR21 AWACKS O010WACKSKSEAQE A IF 18000 A JS
SUSAP KCWIK3FR21 AWACKS 020CUDMAK3EAOEE B O010TF 21640116 + 02500 A JS
SUSAP KCWIK3FR21 R 010CUDMAK3EAQOE I IF + 02500 18000 A J8
SUSAP KCWIK3FR21 R 020XOLDYK3EALlE F O51TF 20970061 + 02400 RW21 K3PGA JS
SUSAP KCWIK3FR21 R 020XOLDYK3EA2WALPV ALNAV/VNAV ALNAV Js
SUSAP KCWIK3FR21 R 0210YUYAK3EAOE S O031TF 20970032 V 0138001384 -300 A JSs
SUSAP KCWIK3FR21 R 030RW21 K3PGOGY M 031TF 120970020 00748 -300 A JS
SUSAP KCWIK3FR21 R 040 0 M - CA . 2097 + 00958 A JS
SUSAP KCWIK3FR21 R O50WIKESK3EAOE DF A JS
SUSAP KCWIK3FR21 R 060CVA K3D 0OVY 010TF 2337 + 03000 A JS
SUSAP KCWIK3FR21 R 070CVA K3D OVE' R HM 05360040 + 03000 A JS
1 2 3 4 5 .6 7 8 9 -0 1 2 il
RUNWAY 123456789‘01234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012362367%90%
N
Crel
CITY AND STATE ELEVATION: 708 THRE: 708 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE:  |gup:
CLINTON, IA AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 21, AMDT 1
CLINTON MUNI AMDT: ORIG-A
RNAV
DATED:  04/08/2010
FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page 4 of 6 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [ ] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

O O O

AOPA NBAA OTHER (specify)

[ 1] []

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

M INSTRUMENT AEPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless othérwise
FLIGHT STANDARDS SERVICES - FAR PART 9733 R . indicated, except visibilities which are in statute miles or in feet RVR.

SUSAP KCWIK3GRW21 0052042097 N41501949W090192490-0300 +0182700708000040100R

1 2 3 4 5 6 7 8 9 0 -1 2 3
123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

PP

SUSAP KCWIK3PR21 RW21 001 000OW21AON4150194855W09019248955+018270300N4149020300W09020238700106751168000400F4005005E8B0586
SUSAP KCWIK3PR21 RW21 002E . +02156+02156LPV 86829

1 2 3 4 5 6 7 8 9 ¢] 1 2 3
123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KCWIK3SRW21 K3PG 0 18018003125

MSA

ELEVATION: 708 THRE: 708 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |gyp:
IDENTIFIER: RNAV (GPS) RWY 21, AMDT 1

CITY AND STATE

CLINTON, IA AIRPORT NAME:
CLINTON MUNI

AMDT: ORIG-A
RNAV
DATED:  04/08/2010

FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page 5 of 6  Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [ ] n~o

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

b O 0O O

AOPA

]

NBAA OTHER (specify)

]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY .

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION -~ Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
I except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
NAV P lNSTRUMENT APPROACH PROCEDURE Ceilings are in fest above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.
ARINC SUMMARY - 424-18 - RNAV (GPS)
ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
LOTTE LOTTE 010 IF FB )
LOTTE CUDMA 020 TF ’ FO 2.0 075.8(075.8T) 016.6 AA 02500
LOTTE CUDMA 030 IAF HF R FO 209.7(209.7T) 004.0 AA 02500
PACAF PACAF 010 IAF IF FB
PACAF CUDMA 020 TF FB 1.0 284.2(284.2T) 011.9 ’ AA 02500
WACKS WACKS 010 IAF IF FB ‘
WACKS CUDMA 020 TF FB 1.0 216.4(216.4T) 011.6 AR 02500
CUDMA 010 FACF IF ‘ FB AA 02500
XOLDY 020 FAF TF FB 0.5 209.7(209.7T) 006.1 AA 02400
OYUYA 021 SDF TF FB 0.3 209.7(209.7T) 003.2 AA 01380 GS 01384
RW21 030 MAP TF FO 0.3 209.7(209.7T) 002.0 AT 00748
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
040 CA FB 209.7(209.7T) AA 00958
WIKES 050 DF FB
CVA 060 TF FO 1.0 233.7(233.7T) X AA 03000
CvVAa 070 HM R FO 053.6 (053.6T) 004.0 AA 03000
POINT DATA WAYPOINT: LAT IN SECS LONG IN SECS LATF IN MINS LONG IN MINS
CVA N414230.77 W0902859.93 N4142.513 W092028.999
CUDMA N420010.23 W0901153.69 N4200.171 W09011.895
LOTTE N415607.89 W0903324.79 N4156.132 W09033.413
OYUYA N415203.81 W0901805.42 N4152.064 W05018.030
PACAF N415716.54 W0895629.61 N4157.276 W08956.494
WACKS N420932.51 W03800237.87 N4209.542 W09002.631
WIKES N414558.63 W0902243.28 N4145.977 W09022:721
XOLDY N415450.11 W0901558.54 N4154.835 W09015.976
RW21 N415019.49 " W0901924.90 N4150.325 W09019.415
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RW21 00708 . 40
udd
o s
o
"z 1 o
Oy,
- ;;;,E@@f
CITY AND STATE ELEVATION: 708 THRE: 708 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |syup:
CLINTON, IA AIRPORT NAME: IDENTIFIER: ) RNAV (GPS) RWY 21, AMDT 1
: CLINTON MUNI - . AMDT: ORIG-A
RNAV
) DATED:  04/08/2010
FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page 6 of 6 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [[] ~o

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

L O 0O 0O

AOPA NBAA OTHER (specify)

[ 1] ]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




STANDARD INSTRUMENT APPROACH PROCEDURE DATARECORD
; PART-A OBSTRUCTION DATA - ) ) o :
1. APP SEGMENT *FROM o TO -OBSTRUCTION | - .COORDINATES ELEV. MSL] ROC ALT. ADJUSTMENTS MIN.ALT.
FEEDER . |eoTTE. lcubmA - T HMCAAO 0 0 T T 1415442.00N/0903115.00W [ 1122 (4E) | 1000 AT378 2500
oo oo - . J2-FERRAIN. - . © - [|415442.00N/0903115.00W |922 (900) | AS1500 . 2400
INITIAL ~ |PACAF CUDMA 3. TOWER (19-000244) [420043.00N/0901331.00W [1110 (4D) | 1000 |AT390 3500
4. TERRAIN 415900.00N/0895736.00W [896 (900) AS1500 2400
INITIAL WACKS CUDMA ‘3. TOWER (19-000244) [420043.00N/0901331.00W 1110 (4D) 1000 |AT390 2500
S 420024.00N/0901130.00W |896 (900) AS1500 ~|2400
INTERMEDIATE CUDMA (IFNIAF) XOLDY — |s.ARO ‘ 415545.00N/0901703.00W |1119 (4E) | 500 |AC98 — 1800
7. TERRAIN 415545.00N/0901703.00W {919 (900) AS1500 2400
FINAL: LPV XOLbY . RW21 - [8.DME (KCWI0013)  |415024.11N/0901925.39W {720 (1A) 34:1 , 958/250
FINAL: LNAV/VNAV XOLDY RW21 l§ RW21 415019.49N/0901924.90W {708 (1A) 23.4:1 K 958/250
FINAL: LNAV XOLDY OYUYA/2.00 NM TO [10. AAO 415522.38N/0901712.54W [1079 (2C) 250 |RA47 1380
: S RW21
FINAL: LNAV STEPDOWN OYUYA/2.00 NMTO RW21 11. TREE 415215.70N/0901848.63W {844 (2C) 250 : 1100
RW21
2. HOLD-IN-LIEU-OF-PT CUDMA P-5 12. TOWER (17-000688) |420747.00N/0900824.00W | 1249 (5D) 1000 |AT251 2500
; 13. TERRAIN 420927.00N/0900924.00W | 926 (900) AS1500 2400
MAP: |DA/DA/RW21 CVAVORTAC - |- ASC 3000
ip“g':gigH . 14. ARG 412136.00N/0902942.00W | 1011 (4E) | 1000 | y 100
ELEV: |771/808/1000 15. TERRAIN 414136.00N/0902942.00W | 811 (800) AS1500 2300
4. CIRCLING AREA | DISTANCE ~ HT. ABV. ARPT. : , I ,
CATEGORY A 1.3 NM A 350 | 432 T16.TREE - . |414930.50N/0901821.50W [834.(2C) | 300 , 1140
CATEGORY B 1.5NM__|ili| 450 % 532 |17. TOWER (19-001106){ 414843.00N/0901748.00W |885 (5D) | 300 AC50 1240
CATEGORY C 17NM  |5] 450 |2 532 18. TWR (KCWIT0345) |414833.38N/0901745.19W |900 (1A) 300 HAA 1240
CATEGORY D 23NM |3 550 |2 NA
CATEGORY E 45NM  |®| 550
5. MINIMUM SAFE ALTITUDES : PRIMARY NAVAID: Rw21 WAL/
SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL) MSA SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL) ﬁ Sh
360-360 TWR (19-000716) 202/18.8 2049 (2A) 3100 , Ckg !30
CITY AND STATE ELEVATION: 708 FACILITY PROCEDURE AND AMENDMENT NO: |REGION
CLINTON, IA AIRPORT NAME: RNAV RNAV (GPS) RWY 21, AMDT 1 ACE
CLINTON MUNI
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PART B - SUPPLEMENTAL DATA

1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIMETER SETTING
QUAD CITY APP CON NWS |OTHER: SOURCE:KCWI/KDVN
ZAU ARTCC AWOS-3 DISTANGE: 0/17.63
FAA HOURS REMOTE OPERATION:
SATISFACTORY ON: AlC 241 BACKUP
x|[VHF [xJunr T [HF [LocATION: kew ADJUSTMENT: 0/47
. PRIMARY NAVAID:
MONITOR ﬂgg'mﬁ :ﬂNT‘
STATUS | o CAT3
ALS
(S) SALS
X MALSR 03 (PCL)
5. X [|HIRL 21 (PCL), 03 (PCL)
/‘;\‘F’é’gﬁxg\"{* X |MIRL 14 (PCL), 32 (PCL)
LIGHTING |X__|REIL 21 (PCL), 14 (PCL)
TDZ
C/LINE
X OTHER (SPECIFY)
PAPI-4L 14 (PCL), 32 (PCL) VASI-4L 21 (PCL)
6. RUNWAY  [BASIC
MARKINGS |ALL WEATHER _ PIR-G 21, 03
INSTRUMENT  NPI-G 14, 32
7.RUNWAY  |APPROACH
VISUAL MIDFIELD
RANGE ROLL OUT .
8. GLIDE GP ANGLE: 3.00 ELEV RWY THRESHOLD:707.5
PATH DISTANCE FROM RWY: ELEV GP ANTENNA:
THRESHOLD CROSSING HEIGHT:40.0
9. FINAL APPROACH X |RUNWAY THRESHOLD FT. FROM THRESHOLD
COURSE AIMING X |ON CENTERLINE FT. FROM CENTERLINE
10. WAIVERS: NONE

PART D - PREPARED BY:
JILL OLSON (BRIAN J BICKETT)

DATE:
01/30/2012

TITLE: )
AERONAUTICAL INFORMATION SPECIALIST

OFFICE:
AJV-353

PART C - REMARKS:
VDP NOT ESTABLISHED - OCS PENETRATIONS.

PRECIPITOUS TERRAIN EVALUATION COMPLETED.

TERPS, VOLUME 1, "VISUAL PORTION OF FINAL"
PENETRATIONS:

20:1 PENETRATIONS.

RWY 14

707 FENCE (KCWI10019) 415001.98N/0902003.97W (3.93)
718 RD(N) (KCWI10020) 415003.56N-0902007.26W (1.19)

RWY 21
720 OL ON DME (KCWI0013) 415024.11N-0901925.39W (3.11)
711 TREE (KCWI0003) 415023.17N/0901927.31W (1.83)

RWY 32
702 RD(N) (KCWI0024) 414922.60N/0901928.00W (2.49)

34:1 PENETRATION.
713 OL ON LOC (KCWI10012) 415022,52N-0901922.58W (.99)

KCWI AWOS AND KDVN ASOS ON SERVICE A.
VGSI: 3.00/ 34

NO ADDITIONAL AIRSPACE REQUIRED.
RASS PRESSURE PATTERNS SAME
KCWI 707.70, KDVN 750.80

RA =46.59.

VEGETATION HEIGHT WITHIN 5 NM: 75 FT PER CENTRAL FPT.

THRESHOLD IDENTIFIED AS LNAV/VNAV CONTROLLING OBSTACLE
IAW 8260.54A, PARA 4.3.4. THERE ARE NO OBSTACLES IN

THE LEVEL SURFACE OEA HIGHER THAN 89 FEET ABOVE LTP
ELEVATION: 250 MINIMUM HATH APPLIED.

TAA NOT DEVELOPED PER CENTRAL FPT.

NO HISTORICAL TEMPERATURE DATA IS AVAILABLE FOR THIS
AIRPORT. AVERAGE COLD TEMPERATURE BASED ON STANDARD
-30C ISA DEVIATION.

LPV SURFACE = 34:1.

| LNAV/VNAV SURFACE =23.4:1

ACTUAL BARO-VNAV HIGH TEMP 91C (195F).
CAT D MINS NA PER CENTRAL FPT.

ALL INTERMEDIATE SEGMENTS HAVE THE SAME CONTROLLING
OBSTACLE.

oﬁlr:r*ﬁ"




RADIO FIX AND HOLDING DATA RECORD

NAME: CUDMA ‘ STATE: IA COUNTRY: US

LATITUDE/LONGITUDE: 420010.23N/0901153.69W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

PATTERNS: '

PAT DIR IDENT TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (|. ORR) TIME DME MAX MIN MAX

1 NE WP 029.74 209.74 4 2500 6000 5 6

CONTROLLING OBSTRUCTIONS: v '

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 200. TOWER (17-000688) 420747.00N/0900824.00W 1249 5D

HOLDING RESTRICTIONS:

HOLDING LIMITED TO ESTABLISHED PATTERN.

REMARKS:
PRECIPITIOUS TERRAIN EVALUATION COMPLETED

. .FIXUSE:

USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY ' : STATE
IAP RNAV (GPS) RWY 03 1 KCwi CLINTON 1A (US)
IAP : RNAV (GPS) RWY 21 1 KCwi CLINTON IA (US)

REQUIRED CHARTING: IAP
- COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 2 _ DATE OF REVISION: 07/26/2012

REASON FOR REVISION:

REMOVED FAC 1.

CHANGED "HOLDING LIMITED TO ESTABLISHED PATTERN" FROM REMARK TO HOLDING RESTRICTION.
ADDED REMARK - PRECIPITIOUS TERRAIN EVALUATION COMPLETED.

REFORMATED FIX USE.

DEVELOPED BY: DATE: 01/26/2012 OFFICE: AJV-353 NAME: JILL OLSON (BRIAN BICKETT)
‘APPROVED BY: DATE: OFFICE: AJV-353 v NAME: LARRY STROUT
SIGNATURE:

DISTRIBUTION: = NFDC
FPO: CEN
ARTCC: ZAU
ATC FACILITY: QUAD CITY APP CON
OTHER:

AL
,0“2",‘:.

Ve
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. RADIO FIX AND HOLDING DATA RECORD

NAME: DAVENPORT VORTAC o STATE: 1A COUNTRY: US

LATITUDE/LONGITUDE: 41 4230.77N/0902859.93W TYPE:

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DIST FROMFAC MRA MAA

BRG BRG . NM . FEET

1 DAVENPORT CVA VORTAC L ’ 17500

HOLDING: HOLDING TYPE OF ACTION: MODIFY

PATTERNS:

PAT DIR IDENT TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES

INBOUND (L OR R} TIME DME MIN MAX MIN MAX

1 Sw CVA VORTAC 219.63 039.63 3000 6000 4 5
2 NE CVA VORTAC 036.00 216.00 R 1 2400 6000 4 5

3 NW  CVA VORTAC 304.86 124.86 R 1-11/2 11000 17500 9 16

4 sw WP 233.58 053.58' R 4 3000 6000 5 6

CONTROLLING OBSTRUCTIONS: : ‘

PAT AIRSPEED 2 OBSTRUCTION COORDINATES ) ELEVATION ACCURACY CODE

UPN 200 TOWER (19-000716) 413248.70N/0902837.70W 2049 2A

1 200 TOWER (18-001412) 414311.00N/0903413.00W 1167 5D

2 200 TOWER (19-001412) 414311.00N/0903413.00W 1167 5D

3 230 TOWER (19-000834) 413758.00N/0902438.00W 1691 5D

4 200 TOWER (19-001412) 414311.00N/0903413.00W 1167 5D

REASON FOR NONSTANDARD HOLDING:

PAT 1-ATC REQUESTED

HOLDING RESTRICTIONS

UNPLANNED HOLDING AUTHORIZED AT OR ABOVE 3100.

REMARKS: .

PRECIPITOUS TERRAIN EVALUATION COMPLETED.

FIX USE:

USE TYPE - USE TITLE FAC PAT AIRPORTIDENT CITY STATE

EN ROUTE !’ V129 (US)

EN ROUTE, V294 (US)

EN ROUTE V6 (US)

EN ROUTE V63 (US)

IAP :\IEISS SEDL)OC RWY 03 (ALT - 2 KCWI "CLINTON 1A (US)

IAP RNAV (GPS) RWY 03 KCWI CLINTON 1A (US)

IAP RNAV (GPS) RWY 14 KCwI CLINTON 1A (US)

1AP RNAV (GPS) RWY 21 4 KCWI CLINTON 1A (US)

IAP VOR RWY 03 1 KCWI CLINTON 1A (US)

IAP VOR/DME RWY 21 KCWI CLINTON 1A (US)

IAP ILS OR LOC RWY 15 KDVN DAVENPORT 1A (US)

IAP VOR RWY 21 2 KDVN DAVENPORT 1A (US)

IAP VOR RWY 3 2 KDVN DAVENPORT 1A (US)

IAP LOC/DME BC RWY 13 KDBQ DUBUQUE 1A (US)

IAP VOR RWY 13 KDBQ DUBUQUE IA (US)

IAP :\I/."Ss SRDL)OC RWY 09 (ALT. 2 KMLI MOLINE IL (US)

E

IAP ILS OR LOC RWY 27 KMLI MOLINE IL (US)

AP LOC RWY 10 KMLI MOLINE IL (US)

AP RNAV (GPS) RWY 09 KMLI MOLINE iL (US)

AP RNAV (GPS) RWY 27 KMLI MOLINE IL (US)

AP VOR/DME-A KSFY SAVANNA IL (US)

IAP LOCBC RWY 7 KsQl STERLING-ROCKFALLS IL (US)

IAP NDB RWY 7 KsQl STERLING-ROCKFALLS 1L (USg

IAP RNAV (GPS) RWY 7 Ksal STERLING-ROCKFALLS IL (US

STAR MOTIF 3 KMDW CHICAGO IL (US)

STAR MOTIF 3 KGYY GARY IN (US)

REQUIRED CHARTING: STAR, IAP, CONTROLLER, EN ROUTE LOW

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: 14 DATE OF REVISION: 07/26/2012 PJ- /

REASON.FOR REVISION: 9

NEW:COORDINATES, FIX MOVED 3.04 FT SE. (o]

ADDED HOLDING PAT 4 AND ASSOCIATED DATA. CX/EC@O

UPDATED FiX USE.

FAA FORM 8260-2 / AUG 2009 Page 1 of 2




DAVENPORT VORTAC

DEVELOPED BY: DATE: 01/27/2012 OFFICE: AJV-353 NAME: JILL OLSON (BRIAN BICKETT)

APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT

SIGNATURE:

DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZAU
ATC FACILITY: QUAD CITY APP CON
OTHER:

AL
“
2

Ao

o
Q
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RADIO FIX AND HOLDING DATA RECORD

NAME: OYUYA STATE: |IA COUNTRY: US

LATITUDE/LONGITUDE: 415203.81N/0901805.42W _ TYPE: WP )
AIRSPACE DOCKET: _ FIXTYPE OF ACTION: MODIFY

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
IAP RNAV (GPS) RWY 21 KCWI CLINTON . 1A (US)

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1 DATE OF REVISION: 07/26/2012

REASON FOR REVISION:
FIX MOVED 3037.81 FT SW.
REMOVED FAC 1.
REFORMATED FIX USE.

DEVELOPED BY: DATE: 01/26/2012 OFFICE: AJV-353 NAME: JILL OLSON (BRIAN BICKETT)
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:

DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZAU
ATC FACILITY: QUAD CITY APP CON
OTHER:

G\SAl/)
2 "~

%c\é’
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RADIO FIX AND HOLDING DATA RECORD

NAME: WIKES STATE: IA COUNTRY: US
LATITUDE/LONGITUDE: 414558.63N/0902243.28W TYPE: WP
AIRSPACE DOCKET: ) FIX TYPE OF ACTION: MODIFY

HOLDING: ‘ HOLDING TYPE OF ACTION: NO CHANGE

FIX USE: ‘ ‘
USETYPE - USE TITLE FAC PAT AIRPORTIDENT CITY
IAP - RNAV (GPS) RWY 21 KCwI CLINTON

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1 DATE OF REVISION: 07/26/2012

REASON FOR REVISION:
DELETED FAC 1
REFORMATED FIX USE

DEVELOPED BY: DATE: 01/26/2012 A OFFICE: AJV-353 ~ NAME: JILL OLSON (BRIAN BICKETT)
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:

DISTRIBUTION:. NFDC
FPO: CEN
ARTCC: ZAU
ATC FACILITY: QUAD CITY APP CON
OTHER:

STATE
IA (US)

A
@;Q l/’:(_
2

o
o
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RADIO FIX AND HOLDING DATA RECORD

NAME: XOLDY STATE: A COUNTRY: US
LATITUDE/LONGITUDE: 415450.11N/0901558.54W TYPE: WP
AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

' HOLDING: ) HOLDING TYPE OF ACTION: NO CHANGE

REMARKS:
8260.54A FORMULA 2-16B APPLIED.

FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY STATE
IAP RNAYV (GPS) RWY 21 KCwi CLINTON 1A (US)

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 2 » DATE OF REVISION: 07/26/2012

REASON FOR REVISION:

FIX MOVED 346.68 FT NE TO PFAF LOCATION.
REMOVED FAC 1. :
ADDED REMARK - 8260.54A FORMULA 2-16B APPLIED.
REFORMATED FIX USE. '

DEVELOPED BY: DATE: 02/13/2012 OFFICE: AJV-353 NAME: JILL OLSON (BRIAN BICKETT)
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:

DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZAU
ATC FACILITY: QUAD CITY APP CON
OTHER:

WAL
@9 7/ {.&
2
O
Pl
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RADIO FIX AND HOLDING DATA RECORD

NAME: LOTTE STATE: 1A COUNTRY: US | N FO O N LY

LATITUDE/LONGITUDE: 415607 89N/0903324.76W TYPE: WP, INT. DME
AIRSPACE DOCKET: : FIX TYPE OF ACTION: MODIFY
FIX MAKE-UP FACILITIES: .
FAC NAME IDENT TYPE CLASS MAG  TRUE DME  DIST FROM FAC  MRA - MAA
' BRG - BRG MM  FEET
1 POLO PLL VOR/DME L- 26511 26811  46.27 4627 2700 17500
2 DAVENPORTY CVA VORTAC L 347 40 346,40 14.01 2700 17500
3. [IOWACITY oW VORTAC H 056.88 051.89 53.83 3500 17500
EXPANDED SERVICE VOLUME (ESV):
FAC IDENT FAC TYPE RADIAL/BEARING DISTANCE WIN ALTITUDE MAX ALTITUDE
PLL VOR/DME R-265 47 2700 17500
FOW VORTAC R-057 54 3500 14500
HOLDING: ‘ HOLDING TYPE OF ACTION: NO CHANGE
FIX USE: , _
USE TYPE- USE TITLE FAC PAT AIRPORTIDENT CITY STATE
EN ROUTE 120 1,2,3 (us)
EN ROUTE Vi72 1,23 (US)
EN ROUTE V216 1.2.3 (Us)
AP . RNAV (GPS) RWY 21 KCWI- - CLINTON 1A (US)
AR RNAV (GPS) RWY 31 KDBQ DUBUQUE 1A (US)
AP RNAV (GPS) RWY 36 KDBQ DUBUQUE 1A {US)
AP RNAV (GPS) RWY 13 KSFY SAVANNA 1L (US)
REQUIRED CHARTING: 1AP, CONTROLLER, EN ROUTE LOW
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 11 DATE OF REVISION: 10/20/2011
REASON FOR REVISION:
UPDATED FORMAT,
ADDED DIST FROM FAC FOR FAC 1,2 & 3.
DELETED FAC 4, JIPDA FIX.
DEVELOPED BY: DATE: 06/23/2011 OFFICE: AJV-311 ‘ NAME: LORETTA ZUEST
APPROVED BY: DATE: 08/26/2011 OFFICE: AJV-311 NAME: GREGORY YAMAMOTO
SIGNATURE:
DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZAU
ATC FACILITY: QUAD CITY
OTHER:
A
My
q, 2
B
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RADIO FIX AND HOLDING DATA RECORD

NAME: PACAF , STATE: IL COUNTRY: US ‘NFO ONLY

LATITUDE/LONGITUDE: 415716 54N/0895629.61W TYPE: WP, DME
AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY
FIX MAKE-UP FACILITIES: _
FAC NAME IDENT TYPE CLASS MAG TRUE  DME DIST FROM FAC
BRG BRG NM  FEET
1 POLO PLL VORDME L 26511 26811 ° 1869 18.69
HOLDING: " HOLDING TYPE OF ACTION: NO CHANGE
FIX USE: _
USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY
EN ROUTE V72 1
AP - RNAV (GPS) RWY 21 KCWI CLINTON
IAP RNAV (GPS) RWY 33 KOQW MAQUOKETA
REQUIRED CHARTING: |AP, CONTROLLER, EN ROUTE LOW
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 5 DATE OF REVISION: 06/03/2010
REASON FOR REVISION:
UPDATED FIX USE.
ADDED DISTANCE FROM FAC TO FAC 1.
DELETED FAC 2.
DEVELOPED BY: DATE: 09/16/2009 OFFICE: AVN-120 ’ NAME: RODNEY RUMSEY
APPROVED BY: DATE: 03/26/2010 OFFICE: AVN-120 NAME: SUE CRUMB
SIGNATURE:
DISTRIBUTION: NFDC
v FPO: CEN
ARTCC: ZAU v
ATC FACILITY: QUAD CiTY APP CON
OTHER:

MRA MAA
2700 17500

STATE
(Us)

1A (US)
iA (US)

oML,
2 "4

%C\@Q
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APPROVED BY:

~ RADIO FiX AND HOLDING DATA RECORD

STATE: IL COUNTRY: US

TYPE: WP, INT, DME

NAME: WACKS
LATITUDE/LONGITUDE: 420932 .51N/0800237 87TW
AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES: ’
TYPE CLASS MAG TRUE

INFO ONLY

FAC NAME IDENT DME DIST FROM FAC ~ MRA  MAA
BRG BRG MM FEET

1 JANESVILLE JVL VOR/DME L 237.50 24050 4812 48.12 2800 17500

2 POLO PLL VORIDME L 20371 29671 25.96 2800 17500

EXPANDED SERVICE VOLUME (ESV): ]

FAC IDENT FAC TYPE RADIAL/BEARING DISTANCE MIN ALTITUDE MAX ALTITUDE

JVL VOR/DME R-237 49 2800 17500

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

REMARKS:

JVL 237.50 RADIAL CHARTED AS 237 DEGREES MAG, REF DECISION BY NOS/ZAU.

FiX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY “STATE

EN ROUTE V216 1,2 (US)

EN ROUTE V158 1,2 , (US)

AP RNAV (GPS) RWY 14 KCWiI CLINTON 1A (LUS)

AP RNAY (GPS) RWY 21 . KOWI CLINTON 1A (US)

AP RNAV (GPS) RWY 31 KDBRQ DUBUQUE 1A (US)

AP RNAV (GPS) RWY 15 KOQW MAGQUOKETA IA (US)

AP RNAY (GPS) RWY 6 KFEP FREEPORT L (US)

AP RNAY (GPS) RWY 13 KSFY SAVANNA IL(US)

REQUIRED CHARTING: IAP, CONTROLLER, EN ROUTE LOW
COMPULSORY REPORTING POINT: NO .

RECORD REVISION NUMBER: 6 DATE OF REVISION: 04/08/2010

REASON FOR REVISION:

DELETED FAC 3 WAYPOINT FACILITY.

MOVED JVL ESY FROM FiX USE TO ESV HEADER,
UPDATE FIX USE. :

DEVELOPED BY: DATE: 11/04/2009 OFFICE: AVN-120

DATE: 02/09/2010 OFFICE: AVN-120 NAME: SUE CRUMB

SIGNATURE:

DISTRIBUTION; NFDC
FPQ: CEN
ARTCC: ZAU
ATC FACILITY: MLI APP CON
OTHER:

NAME: LARRY STROUT (HERMAN ROGERS)

A
@’\3 l/a

2
Hee®
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