ILS - STANDARD ' ' Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, except
US DEPARTMENT OF TRANSPORTATION INSTRUMENT APPROACH PROCEDURE HAT, HAA, TCH, and RA. Altitudes are minimuim altitudes unless othenwise Indicated.  Ceflings are in fest
FEDERAL AVIATION ADMINISTRATION TiTLE 14 CFR PART 97.29 above aimport elevation. Distances are in nautical miles unless Gthemvise indicated, except visibilities which
' ‘ ‘ T ) are in stalute miles or in feet RVR., '
TERMINAL ROUTES ol - ’ MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE |ILS: DA
LOC: 4.18 MILES AFTER PNTHR LOM
RID VORTAC PNTHR LOM 278.66 /1 13.53 2700
CLIMB TO 2700 THEN LEFT TURN DIRECT SQ LOM AND HOLD.
ADDITIONAL FLIGHT DATA:
HOLD N, LT, 185.00 INBOUND.
CHART FAS OBST: 1029 TREES 394331N/0850810W
CHART: 1031 TREE 394546N/0850818W
CHART IN PLANVIEW: (CFPTN) AT 395248.72N/0850743.02W
1. PT R SIDE OF COURSE 004.53 OUTBOUND 2700 FT WITHIN 10 MILES OF PNTHR LOM {IAF
2. - - T
3. FAC: 184.53 FAF:PNTHRLOM DIST FAF TO MAP: 418 THLD: 4.18
4. MIN. ALT: PNTHR LOM 2300 :
5. DIST TO THLD FROM OM: 4.18 MM: 0.44 M - 160 HAT: - 100 HAT: - GSANT 899
6. MIMN GS INCPT: 2300 GSALTAT:- ) OM: 2256 MM: 1054 IM: -
7. GS ANGLE: 3.00 TCH:45.9
8. MSA FROM: sQ LOM 3000 MAG VAR: 4W EPOCH YEAR: 1995
MINIMUMS
TAKEOQOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE: NA 1 X l
CATEGORY =====> A B C D . E
DH/MDA | - VIS | HAT/HAA|DH/MDA | VIS | HAT/HAAIDH/MDA | vIS ~|HAT/HAA|DH/MDA | VIS |HAT/HAA|DHIMDA | VIS |HAT/HAA
S-ILS 18 ' 1116 1/2 250 1116 1/2 250 1116 1/2 250 1116 1/2 250
S-LOC 18 1280 112 414 1280 1/2 414 1280 3/4 414 1280 314 414

CIRCLING 1440 1 574 1440 1 574 1440 11/2 - 574 1680 2314 . 814

NOTES: .
CHART NOTE: FOR INOPERATIVE MALSR, INCREASE S-LOC 18 CATS C/D VISIBILITY TO 1 1/8 MILE.

CHART NOTE: ADF REQUIRED. . G
CHART NOTE: WHEN LOCAL ALTIMETER SETTING NOT RECEIVED, USE JAMES M COX DAYTON INTL ALTIMETER o ! <
SETTING AND INCREASE S-ILS 18 DA TO 1237 FEET AND VISIBILITY ALL CATS TO 3/4 MILE, INCREASE ALL MDA : S A
(SEE FORM 8260-10) ~ fove
CITY AND STATE ELEVATION: 866 THRE: 866 FACILITY PROCEDURE NO.JAMDT NOJEFFECTIVE DATE:  |sup: ILSRWY TS
CONNERSVILLE, IN AIRPORT NAME: IDENITSIEIER: ILS OR LOC RWY 18, ORIG-B AMDT. - ORIG-A
METTEL FIELD ‘ DATED  09/01/2005

FAA FORM 8260 - 3 / April 2006 (computer generated) PAGE 1 OF{ PAGES




ALLAFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE

]:] YES NO : ROUTINE
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

|::] :] ] [:[ ]Z| [Z[ ZID ARTCC, CMH APP CON, DAY ATCT, AMGR

FLIGHT CHECKED BY

NAME: FIFO DATE:
] DEVELOPED BY

NAME: FIFO DATE:

JEROME A. MCCULLOUGH AJV-353 04/06/2012
APPROVED BY
NAME: FIFC DATE:
LARRY H STROUT MANAGER AJV-353 '

CHANGES:

1. CHANGED PROCEDURE NAME FROM ILS RWY 18 TO ILS OR LOC RWY 18.

2. INCREASED ILS DA/HAT FROM 1067/200 TO 1116/250.

3. ADDED CHART: 1031 TREE 394546N/0850818W TO ADDITIONAL FLIGHT DATA

4. TCH CHANGED FROM 45.0 TO 45.9.

5. FINAL HEADING CHANGED FROM 184.52 TO 184.53

6. CHANGED FROM HAT TO HATH.

7. DELETED DAYTON ALTIMETER SETTING MINIMUMS AND PUBLISHED BY NOTE.

8. REPLACED NOTE OBTAIN LOCAL ALTIMETER SETTING ON CTAF; WHEN NOT RECEIVED, USE DAYTON ALTIMETER SETTING. WiTH CHART NOTE: WHEN LOCAL ALTIMETER

SETTING NOT RECE!IVED, USE JAMES M COX DAYTON INTL ALTIMETER SETTING AND INCREASE ILS DA TO 1237 FEET AND VISIBILITY ALL CATS TO 3/4 MILE, INCREASE
ALL MDA 140 FEET AND LOC CATS C/D VISIBILITY TO 1 1/8 MILE, AND CIRCLING CAT C VISIBILITY TO 2 MILES AND CAT D TO 3 MILES.
9. ADDED CHART IN PLANVIEW: (CFPTN) AT 395248.72N/0850743. 02W TO ADDITIONAL FLIGHT DATA.
10. RAISED CAT A/B CIRCLING MDA FROM 1420 TO 1440.
11. LINE 3 DIST FROM FAF TO MAP AND FAF TO THLD CHANGED FROM 4.16 TO 4.18 NM.
éZE.ELIBNE 5 DIST TO THLD FROM OM CHANGED FROM 4.16 TO 4.18 NM AND DIST FROM GS ANT FROM 900 TO 899.
260-10

REASONS:

. NAMING CONVENTION.

NEW CONTROLLING OBSTACLE FROM NEW SURVEY.

CHARTING PARAGRAPH 289 OBSTACLE IN LOC FINAL SEGMENT.

NEW SURVEY DATA.

RUNWAY LENGTH CHANGE CAUSED HEADING CHANGE.

. COMPLY WITH NEW CRITERIA.

. COMPLY WITH NEW CRITERIA.

. CTAF REPLéCED BY AWOS-3 AND PUBLISHED BACK UP ALTIMETER SETTING MINIMUMS BY NOTE

. FOR CODIN

10 NEW CONTROLLING OBSTACLE FROM NEW SURVEY.

11. NEW SURVEY DATA.

12. NEW SURVEY DATA. “i .

13. NEW SURVEY DATA. @‘ii‘f‘" e
s

14. DATA NOT REQUIRED IN ADDITIONAL FLIGHT DATA.
15 INOP NOTES REQUIRED FOR POSSIBLE MALSR OUTAGES.




US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

Bearings, headings, cokurses,‘ar}d radiélé are magnetic. Elevations and altitudes are in feet, MSL
ILS - STANDARD except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
. y Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated
INSTRUMENT APPROACH PROCEDURE - TITLE 14 CFR PART 97.29 except visibilities which are in statute miles or in feet RVR.
NOTES, (CONT.):

140 FEET AND LOC CATS C/D VISIBILITY TO 1 1/8 MILE, AND CIRCLING CAT C VISIBILITY TO 2 MILES AND
CAT D TO 3 MILES.

CHART NOTE: WHEN USING JAMES M- COX DAYTON INTL ALTIMETER SETTING FOR INOPERATIVE MALSR, INCREASE
S-ILS 18 ALL CATS VISIBILITY TO 1 1/4 MILE.

114

A,
9.

So®

CITY AND STATE ELEVATION: 866 THRE: 866 FACILITY PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: sup: LSRwy1s

e ) IDENTIFIER: ILS OR LOC RWY 18, ORIG-B -

CONNERSVILLE, IN AIRPORT NAME: 1SQK AMDT: ORIG-A

METTEL FIELD , DATED: 09/01/2005
FAA FORM 8260-10 / April 2006 (Computer Generated)

PAGE 2 0F§ PAGES




ALL AFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES

[] ves [ ] no

REQUIRED EFFECTIVE DATE

COORDINATED WITH: )
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

O O O 9O 9O 90O

FLIGHT CHECKED BY

NAME: FIFO DATE.
DEVELOPED BY
NAME: FIFO DATE:
APPROVED BY
NAME: FIFO DATE:
CHANGES:
CHANGES CONT.
13. LINE 7 GS ALT AT OM CHANGED FROM 2255 TO 2256. 14. DELETED MALSR RWY 18, LOC WIDTH 5.33, AND
DIST RWY END TO LOC: 6133 FROM ADDITIONAL FLIGHT DATA. 15 ADDED CHART NOTES FOR INOPERATIVE
MALSR, INCREASE S-LLOC 18 CATS C/D VISIBILITY TO 1 1/8 MILE AND WHEN USING JAMES M COX DAYTON INTL
ALTIMETER SETTING: FOR INOPERATIVE MALSR, INCREASE S-ILS 18 ALL CATS VISIBILITY TO 1 1/4 MILE.
REASONS:
1A
& (,;\
9=
Soxe®




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
ILS STANDARD INSTRUMENT APPROACH PROCEDU RE except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
indicated, except visibilities which are in statute miles or in feet RVR.

FLIGHT STANDARDS SERVICES - FAR PART 97.29

ARINC PACKET - 424-18 - ILS

1 2 3 4 5 6 7 8 ] 0 1 2 3
NAVAID 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAD RID  K5011060VIL N39451808W084501985 N39451808W084501985W0030011351 NARRICEMOND
1 2 3 4 5 6 7 8 E) 0 1 2 3
wp 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAEAENRT  CFPTN K50 W N39524872W085074302 W0052 NAR CNF (CFPTN)
SUSAEAENRT . PNTHR K50 c N39453760W085074748 w0052 NAR PNTHR LOM
1 2 3 4 5 6 7 8 9 0 1 2 3
ATRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KCEVKSACEV 0 065YHN39415350W085075210W004000868 1800018000C MNAR  METTEL FIELD
1 2 3 4 5 3 7 8 9 0 1 2 3
SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KCEVKSFI18 ARID O010RID K5D OV IF 18000 0 NS
SUSAP KCEVKSFI18 ARID 0208Q  K5PNON TF + 02700 0 NS
SUSAP KCEVKSFI18 ARID 030SQ KSPNONE AL  PI ISQKKS 0045005404950100PT + 02700 0 N8
SUSAP KCEVKSFI18 I 0l0CFPTNKSEAQE I IF ISQKKS 00450116 PI J 027000230018000 0 N8
SUSAP KCEVKSFI18 I 020PNTHRKSEACE F CF ISQKKS5 0045005418500062P1 H 0230002256 ~3008Q KSPNO NS
SUSAP KCEVKSFI18 I 030RW18 KSPGOGY M CF ISQKK5 0045001218500042P1 00912 -300 0 NS
SUSAP KCEVKSFI18 I 040 0 M ca 1845 + 02700 0 NS
SUSAP KCEVK5FI18 I 0508Q KS5PNONY L DF + 02700 0 N8
SUSAP KCEVK5SFI18 I 060SQ  KSPNONE L  HM 1850T010 + 02700 0 N8
1 2 3 4 5 6 7 8 9 0 1 2 3
RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KCEVKS5GRW1S8 0065031845 N39422676W085075049-0100 +0230000866000046100IISQK1
1 2 3 4 5 6 7 8 9 0 1 2 3
ILS 123456789012345678901234567890123456789012345678901234567850123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KCEVKSIISQK1  010835RW18 N39411250W0850751371845N39421784W0850746101013 08990533300W00404600862
1 2 3 4 5 6 7 8 9 0 1 2 3
MSA 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KCEVK5SSQ  K5PN 0 18018003025 ,
Wiz,
{,Z»* -
: L 1 o
CITY AND STATE ELEVATION: 866 THRE: 866 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |syp: . &53““ 8
CONNERSVILLE, IN AIRPORT NAME: IDENTIFIER: ILS OR LOC RWY 18, ORIG-B
, METTEL FIELD AMDT:  ORIG-A
-SQK DATED:  09/01/2005

FAA FORM 8260 - 10/ April 2006 (Computer Generated) Page 3 of = 8 Pages




ALL AFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE

[] ves [] no

COORDINATED WITH: .
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

0O O 0O 0O O ]

FLIGHT CHECKED BY

NAME: : FIFO DATE:

DEVELOPED BY

NAME: NFPG DATE:

APPROVED BY

NAME: . ) NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
ILS STANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.29 . indicated, .except visibilities which are in statute miles or in feet RVR.
1 2 3 4 5 6 -7 8 9 0 1 2 3
NAVAID 123456789012345678901234567890123456785012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAPNKCEVKS SQ K5002270HOLW N39463760W085074760 w0040 NARPNTHR
A ;’-\if‘)
G +~
L
Al
. TTSRWY 18|
CITY AND STATE ELEVATION: 866 THRE: 866 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: SUP:
CONNERSVILLE, IN AIRPORT NAME: IDENTIFIER: ILS OR LOC RWY 18, ORIG-B )
METTEL FIELD AMDT:  ORIG-A
I-saK DATED:  09/01/2005

FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page 4 of 8 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] no

COORDINATES OF .FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

0O 0O O 04

AOPA NBAA OTHER (specify)

L1 ]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION
ILS STANDARD INSTRUMENT APPROACH PROCEDURE

FLIGHT STANDARDS SERVICES - FAR PART 97.29

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise

indicated, except visibilities which are in statute miles or in feet RVR.

ARINC SUMMARY - 424-18 - ILS

ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG {TRUE) DISTANCE ALTITUDE SPEED
RID RID 010 IF FB
RID SQ 020 TF FB AA 02700
RID SQ 030 IAF PI L FB 049.5() 010.0 AA 02700
CFPTN 010 FACF IF FB ' AR 02700 GI 02300
PNTHR 020 FAF CF B 185.0¢() 006.2 GI 02300 GS 02256
RW18 030 MAP CF FO 185.0¢() 004.2 AT 00912
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
040 CA FB 184.5¢() AA 02700
SQ 050 DF L FO AL 02700
SQ 060 HM L FO ©185.0¢() T01l.0 AA 02700
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
RID N394518.08 W0845019.85 N3945.301 W08450.331
CFPTN N395248.72 W0850743.02 N3952.812 . W08507.717
PNTHR N394637.60 W0850747.48 N3946.627 W08507.791
RW1S8 N394226.76 wW0850750.45 N3942.446 W08507.842
ISQK {(LOC) N394112.50 W0850751.37 N3941.208 W08507.856
SQ N394637.60 W0850747.60 N3946.627 W08507.793
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RW18 00866 46
ohtsz,
1
C £
/v'g(;‘é'"”
- TTSRWY T8 |
CITY AND STATE ELEVATION: 868 THRE: 866 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |sup: '™
CONNERSVILLE, IN AIRPORT NAME: IDENTIFIER: ILS OR LOC RWY 18, ORIG-B :
METTEL FIELD AMDT: ORIG-A
1-sQK DATED:  09/01/2005
FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page 5 of 8 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

o O 0O 0O

AOPA NBAA OTHER (speciy)

[ ] (I

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES!

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

LOC STANDARD INSTRUMENT APPROACH PROCEDURE except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.25 indicated, except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-18 - LOC

1 2 3 4 5 6 7 8 9 0 1 2 3
NAVAID 12345678901234567890123456789%0123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAD RID K5011060VTL N39451808W084501985 N39451808W084501985W0030011351 NARRICHMOND
1 2 3 4 5 6 7 8 ] 9 0 1 2 3
WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAEAENRT CFPTN K50 W N39524872W085074302 Woos2 NAR CNF (CFPTN)
SUSAEAENRT  PNTHR K50 C N39463760W085074748 ) w0052 NAR PNTHR LOM
1 2 3 4 5 6 7 8 9 0 1 2 3
AIRPORT 123456789012345678901234567890123456785012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KCEVKSACEV 0 065YHN39415350W085075210W004000866 1800018000C MNAR METTEL FIELD
1 2 3 4 5 6 7 8 9 0 1 2 3

SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KCEVKSFL18 ARID 010RID K5D 0OV IF 18000

0 NS
SUSAP KCEVKSFL18 ARID 0208Q K5PNON TF + 02700 0 NS
SUSAP KCEVKSFL1S ARID 03058Q K5PNONE AL PI ISQKKS 0045005404350100PT + 02700 0 NS
SUSAP KCEVKSFL18 L 010CFPINKSEAQE I IF ISQKKS - 00450116 PI + 02700 18000 0 NS
SUSAP KCEVKSFL1S8 L 020PNTHRKSEAQE F CF ISQKK5 0045005418500062PT + 02300 sQ K5PNQ NS
SUSAP KCEVKSFL18 L 030RW18 K5PGOGY M CF ISQKKS5 0045001218500042PI 00812 -313 0 NS
SUSAP KCEVKS5FL18 L 040 0 M CA 1845 + 02700 0 NS
SUSAP KCEVKSFL18 L 0508Q K5PNONY L DF + 02700 0 NS
SUSAP KCEVKS5FL18 L 0608Q K5PNONE L HM 1850T010 + 02700 0 NS
1 2 3 4 5 3 7 8 9 0 1 2 3
RUNWAY 123456789012345678301234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KCEVKSGRW18 0065031845 N39422676W085075049-0100 +02300008660000461L00IISQK1
1 2 3 4 5 6 7 8 9 0 -1 2 3
ILs 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KCEVKSIISQKL 010835RW18 N39411250W0850751371845N39421784W0850746101013 08990533300W00404600862

1 2 3 4 5 6 7 8 9 0 1 2 3‘\)15‘\533’-» ‘
MSA 1234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234;@“’78901@:“
SUSAP KCEVKS5SSQ K5PN 0 18018003025 M Q
CITY AND STATE ELEVATION: 866 THRE: 866 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: [gyp: TS RW1 19
CONNERSVILLE, IN AIRPORT NAME: ‘ IDENTIFIER: | . ILS OR LOC RWY 18, ORIG-B
METTEL FIELD : AMDT:  ORIG-A
-SaK DATED:  09/01/2005
FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page 6 of 3 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [ ] no

COORDINATES OF FACILITIES.

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

i S s T o R

AOPA

[ ]

NBAA  OTHER (specify)

|:| :

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
— LOC STANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.25 indicated, except visibilities which are in statute miles or in feet RVR.
1 2 3 4 5 6 7 8 9 ¢] 1 2 3

NAVAID 123456789012345678501234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAPNKCEVKS S8Q K5002270HOLW N39463760W085074760 . w0040 NARPNTHR
A
; =
Fr®
Cle
CITY AND STATE ELEVATION: 866 THRE: 866 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |gup: "= rwy 18
CONNERSVILLE, IN AIRPORT NAME: IDENTIFIER: ILS OR LOC RWY 18, ORIG-B :
METTEL FIELD AMDT: ORIG-A
1-SQK DATED:  09/01/2005

FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page 7 of 8 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

o O O 0O

AOPA NBAA OTHER (specify)

L1 ]

FLIGHT CHECKED BY

DATE:

NAME: FIFO
DEVELOPED BY
NAME: NFPG DATE:
APPROVED BY
NAME: NFPG DATE:
CHANGES:

REASONS:




" U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

LOC STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICES - FAR PART 97.25

‘Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
indicated, except visibilities which are in statute miles or in feet RVR.

ARINC SUMMARY - 424-18 - LOC

ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
RID RID 010 IF ’ FB
RID SQ 020 TF FB AA 02700
RID SQ 030 IAF PI L FB 049.5¢() 010.0 A” 02700
CFPTN QL0 FACF IF FB AA 02700
PNTHR 020 FAF CF FB 185.0¢() 006.2 AA 02300
RW18 030 MAP CF FO 185.0() 004.2 AT 00912
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG ('TRUE) DISTANCE ALTITUDE SPEED
040 CA FB 184 .5¢() AA 02700
SQ 050 DF L FO AA 02700
sSQ 060 HM L PO 185.0¢) T01.0 AA 02700
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
RID N394518.08 wW0845019.85 N3945.301 W08450.331
CEFPTN N395248.72 W0850743.02 N3952.812 W08507.717
PNTHR N394637.60 W0850747.48 N3946.627 W08507.791
RW1S8 N394226.76 W0850750.49 N3942.446 W08507.842
ISQK (LOC) N394112.50 W0850751.37 N3941.208 W08507.856
8Q N3384637.60 W0850747.60 N3946.627 W08507.793
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RW18 00866 46
%
GPAL,
-
9 7
Fene®
. SRWY TS
CITY AND STATE ELEVATION: 866 THRE: 866 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |sup: "R
CONNERSVILLE, IN AIRPORT NAME: IDENTIFIER: ILS OR LOC RWY 18, ORIG-B -
METTEL FIELD AMDT:  ORIG-A
I-SaK DATED:  09/01/2005

FAA FORM 8260 - 10 / April 2006 (Computer Generated)

Page

8 of

8 Pages




ALL AFFECTED PROCEDURES REVIEWED?

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

[] ves [] no
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STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
PART - A OBSTRUCTION DATA
1. APP SEGMENT ‘ FROM TO OBSTRUCTION COORDINATES ELEV. MSL ROC ALT ADJUSTMENTS MIN. ALT.
FEEDER RID VORTAC PNTHR LOM 1. TOWER (15-0983)  |394532.00N/0850018.00W | 1473 (4D) 1000 |AT223 2700
2. TERRAIN 394500.00N/0845100.00W | 1140 (1100) AS1500 2600
INTERMEDIATE: PT 10 NM PNTHR LOM 3. TOWER (15-0664)  [395631.00N/0851141.00W | 1400 (4D) 500 |GS355 2300
: 4. TERRAIN /395350.00N/0851005.00W | 1029 (1000) AS1000 2000
FINAL: ILS GS INTCP RW138 5. ROAD (KCEVTO0047) |394228.79N/0850744.67W | 884 (1A) 34:1 1116/250
FINAL: LOC PNTHR LOM 418 MILES AFTER [6. TREES 394331.00N/0850810.00W | 1029 (2C) 250 1280
PNTHR LOM
2. PROCEDURE TURN ‘ PNTHR LOM 10 NM 1. TOWER (15-0983)  [394532.00N/0850018.00W | 1473 (4D) 1000 7500
7. TERRAIN 400100.00N/0850105.00W | 1235 (1200) AS1500 2700
MAP: |DA/4.18 MILES PNTHR LOM ASC 2700
3. MISSED AFTER PNTHR LOM 8. TOWER (18-000983) |394533.00N/0850016.00W | 1475 (2A) | 1000 2500
APPROACH ELEV. |004/1029 9. TERRAIN 394424.00N/0850036.00W | 1136 (1100) AS1500 , 2600
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT. ) '
CATEGORY A 13NM | | 350 574 10. TREE (KCEVTO0186)| 394322.94N/0850847.07W |1123 (2C) 300 1440
CATEGORY B T5NM_ fulf 450 = 574 10. TREE (KCEVTO0186)| 394322.94N/0850847.07W {1123 (2C) 300 1440
CATEGORY C 1.7NM__|5] 450 |2 574 11. TREE (KCEVT0169)| 394214.92N/0850954.47W {1123 (2C) 300 1440
CATEGORY D 23NM |2 550 12 814 ._|12. TOWER (18-020545)l 393915.14N/0850850.57W 11265 (2C) 300 XP115 1680
CATEGORY E 45NM  |®| 550 _ AL
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID: sQ LOM b . t‘;
SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL) MSA SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL) M& A’
360-360 TWR (39-001241) 129/ 27.9 1903 (5D) 3000 SRS
CITY AND STATE ELEVATION: 866 ) FACILITY PROCEDURE AND AMENDMENT NO: |REGION
CONNERSVILLE, IN AIRPORT NAME: . I-SQK ILS OR LLOC RWY 18, ORIG-B AGL
METTEL FIELD
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PART B - SUPPLEMENTAL DATA

1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIMETER SETTING
CMH APP CON NWS |OTHER: SOURCE:KCEV/ KDAY
ZID ARTCC AWOS-3 DISTANCE: 0/ 43.90
FAA HOURS REMOTE OPERATION:
. AIC 24/ BACKUP
SATISFACTORY ON:
X|{VHF |XJUHF | |HF |LOCATION:KCEV ADJUSTMENT: 0/ 140
. PRIMARY NAVAID: 1-SQK
MONITOR |-MONITOR POINT: _ MOCC
STATUS | HRS | CATT 24
OPTN:| CAT 3
ALS
(S) SALS
X MALSR 18 (PCL) Y.
5. HIRL
Q‘P;L'}g@i;‘ X IMIRL 18 (PCL), 36 (PCL)
LIGHTING | X__|REIL 18 (PCL), 36 (PCL)
TDZ
C/LINE
X |OTHER (SPECIFY)
PAPI-4L. 18, 36
6. RUNWAY  |[BASIC
MARKINGS ALLWEATHER PIR-F 18
INSTRUMENT  NPLF 36
7.RUNWAY | APPROACH
VISUAL MIDFIELD
RANGE ROLL OUT
8. GLIDE GP ANGLE: 3,00 ELEV RWY THRESHOLD:867.0
PATH DISTANCE FROM RWY: ELEV GP ANTENNA: 865
899 ‘ THRESHOLD CROSSING HEIGHT:45.9
9. FINAL APPROACH X |RUNWAY THRESHOLD FT. FROM THRESHOLD
COURSE AIMING X |ON CENTERLINE FT. FROM CENTERLINE

10. WAIVERS: NONE

PART D - PREPARED BY: DATE:
JEROME A. MCCULLOUGH 04/06/2012
TITLE: OFFICE:
AERONAUTICAL INFORMATION SPECIALIST AJV-353

PART C - REMARKS:
\I;II?II'E NOT ESTABLISHED - FINAL FACILITY DOES NOT HAVE

PRECIPITOUS TERRAIN EVALUATION COMPLETED.

TERPS PARAGRAPH 289 APPLIED TC 1031 TREE
384546N/0850818W

RASS PRESSURE PATTERNS SAME
KCEYV 866.3, KDAY 1009

RA =120.95.

NO ADDITIONAL AIRSPACE REQUIRED.
P.T. AND M.A. TO EAST - DAY APCH REQ.

OBSTACLE #6, TREES SPOT ELEVATION OF 1015’ PLUS 100
TREES.

XP=RETAIN ORIGINAL MINIMUMS




RADIO FIX AND HOLDING DATA RECORD

NAME: CFPTN . STATE: IN COUNTRY: US
LATITUDE/LONGITUDE: 395248.72N/0850743.02W TYPE: CNF
AIRSPACE DOCKET: FIX TYPE OF ACTION: ESTABLISH
REMARKS:
CNF ADDED FOR ARINC CODING PURPOSES ONLY.
FIX USE:
USE TYPE USE TITLE FAC PAT. AIRPORT IDENT CITY STATE
AP IL.S OR LOC RWY 18 KCEV CONNERSVILLE IN (US)
REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: ORIG DATE OF REVISION: 07/26/2012
DEVELOPED BY: DATE: 03/15/2012 OFFICE: AJV-353 NAME: JERRY MCCULLOUGH
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:

DISTRIBUTION: NFDC

FPO: CEN

ARTCC: ZID

ATC FACILITY: CMH APP CON

OTHER:

WALy
G ) .
g
o
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RADIO FIX AND HOLDING DATA RECORD

NAME: PNTHR LOM . STATE: IN COUNTRY: US

LATITUDE/LONGITUDE: 394637.60N/0850747.48W TYPE: WP

AIRSPACE DOCKET: FIXTYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DIST FROM FAC MRA MAA

BRG BRG NM  FEET :

1 PNTHR © o 8Q LOM 17500

HOLDING: HOLDING TYPE OF ACTION: MODIFY

PATTERNS:

PAT DIR IDENT TYPE RAD/CRS/BRG CRS TURN LEGLENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX  MIN MAX

1 N sQ LOM 005.00 185.00 L 1 2400 5300 4 5

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 200 AAO 395627.00N/0851036.00W 1359 4E

REASON FOR NONSTANDARD HOLDING:
PAT 1 ATC REQUEST

HOLDING RESTRICTIONS:
HOLDING LIMITED TO ESTABLISHED PATTERN.

REMARKS: )

COORDINATES REFLECT LOCATION ON LOC/AZ CENTERLINE ABEAM THE PNTHR LOM.
ACTUAL FACILITY LOCATION IS 394637 .60N/0850747.60W.

PRECIPITOUS TERRAIN EVALUATION COMPLETED.

FIX USE: .

USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY STATE
IAP ILS OR LOC RWY 18 1 1 KCEV CONNERSVILLE IN (US)
AP VOR-A 1 KCEV CONNERSVILLE IN (US)

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1 DATE OF REVISION: 07/26/2012

REASON FOR REVISION: :

1. DELETED FAC 2, NO LONGER NEEDED.

2. DELETED PATTERN 2. :

3. ADDED REQUIRED NOTE COORDINATES REFLECT LOCATION ON LOC/AZ CENTERLINE ABEAM THE PNTHR LOM. ACTUAL FACILITY

LOCATION IS 394637.60N/0850747.60W. )

4. CHANGED FIX TYPE FRPM INT TO WP.

5. MOVED FIX 79.31 FEET NORTH FROM 394636.82N/0850747.58W TO 394637.60N-0850747.48W TO LOC CENTERLINE.

?bMI%VE%I-'\I:INOTE HOLDING LIMITED TO ESTABLISHED PATTERNS FROM REMARKS TO HOLDING RESTRICTIONS AND CHANGED PATTERNS
T .

7. UPDATED HOLDING PATTERN MINIMUM ALTITUDE FROM 2300 TO 2400 AND MAXIMUM TEMPLATE SIZE FROM 8 TO 5.

8. UPDATED HOLDING OBSTACLE FROM 1318 TOWER TO A 1359 AAO AND ADDED 4E ACCURACY CODE.

DEVELOPED BY: DATE: 04/03/2012 OFFICE: AJV-353 NAME: JERRY MCCULLOUGH
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:

DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZID
ATC FACILITY: CMH APPCON
OTHER:

~
J\'D £
¥ G
5 fon,

”1‘;:\ \?
' C} ?\ g
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RADIO FIX AND HOLDING DATA RECORD

NAME: RICHMOND VORTAC
LATITUDE/LONGITUDE: 394518.08N/0845019.85W
AIRSPACE DOCKET:

FIX MAKE-UP FACILITIES:
FAC NAME

1 RICHMOND

IDENT
RID

TYPE
VORTAC

FIX TYPE OF ACTION: MODIFY

STATE: IN COUNTRY: US

TYPE:

CLASS MAG TRUE DME DIST FROM FAC MRA MAA
BRG BRG NM  FEET

L 17500

HOLDING: HOLDING TYPE OF ACTION: MODIFY
PATTERNS:
PAT DIR IDENT TYPE RAD/CRS/BRG CRS TURN
INBOUND (L ORR) TIME DME
1 SW RID VORTAC 246.00 066.00 R 1
2 w RID VORTAC 264.18 084.18 R 11172
3 E RID VORTAC 080.00 260.00 R 1
4 NE RID VORTAC 058.15 238.15 R 1
5 NE RID VORTAC 048.00 . 228.00 R 1
6 SE RID VORTAC 152.02 332.02 R 1

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION

1 200 AAO

2 200 TOWER (18-000983)
3 200 TOWER (39-001172)
4 200 AAO

5 200 AAO

6 200 TOWER (39-001172)

HOLDING RESTRICTIONS:
HOLDING LIMITED TO ESTABLISHED PATTERN.

REMARKS:
PRECIPITOUS TERRAIN EVALUATION COMPLETE.

FIX USE:
USE TYPE USE TITLE FAC PAT
DP INDY

DP BNGLE (RNAV)

DP CINCINNATI

DP HAGOL (RNAV)

DP RICHMOND

DP RICHMOND

DP RICHMOND

DP RICHMOND

DP RICHMOND

DP OBRLN

DP OBRLN

DP OBRLN

DP OBRLN

DP OBRLN

DP OBRLN

DP OBRLN

DP OBRLN

DP OBRLN

EN ROUTE T213

EN ROUTE V12 2
EN ROUTE VA2-517

EN ROUTE V214

EN ROUTE V340

EN ROUTE V467

EN ROUTE V517

IAP ILS OR LOC RWY 18

IAP VORA 3
IAP NDB OR GPS RWY 9

IAP NDB RWY 27

IAP VOR OR GPS RWY 27

IAP ILS OR LOC RWY 24 4
IAP RNAV (GPS) RWY 24

IAP RNAV (GPS) RWY 33

IAP RNAV(GPS) RWY 6 :
IAP VOR RWY 24 5
IAP, VOR RWY 33 6
IAP,. VOR RWY 6 1
IAP RNAV (GPS) RWY 8

IAP VOR -A

IAP ILS OR LOC RWY 24L

IAP RNAV (GPS) RWY 6L

IAP NDB-A

COORDINATES

394624.00N/0844430.00W
394533.00N/0850016.00W
394408.00N/0844320.00W
394527.90N/0844346.50W
394527.90N/0844346.50W
394408.00N/0844320.00W

AIRPORT IDENT CITY

KIND INDIANAPOLIS
KCVG COVINGTON
KCVG COVINGTON
KCVG COVINGTON
KARB ANN ARBOR
KDET DETROIT
KDTW DETROIT

KYIP DETROIT
KPTK PONTIAC
KBKL CLEVELAND
KCGF CLEVELAND
KCLE CLEVELAND
K1G1 ELYRIA

KLPR LORAIN/ELYRIA
K1G5 MEDINA

K7G8 MIDDLEFIELD
K2G1 PAINESVILLE
KLNN WILLOUGHBY
KCEV CONNERSVILLE
KCEV CONNERSVILLE
KUWL NEW CASTLE
KUWL NEW CASTLE
KUWL NEW CASTLE
KRID RICHMOND
KRID RICHMOND
KRID RICHMOND
KRID RICHMOND
KRID RICHMOND
KRID ‘RICHMOND
KRID RICHMOND
Kl22 WINCHESTER
K122 WINCHESTER
KDAY DAYTON
KDAY . DAYTON
KMGY DAYTON

LEG LENGTH ‘HOLDING ALTITUDES TEMPLATES

MIN MAX  MIN MAX
2700 6000 4 5
2800 17500 16
2700 6000
2700 6000

12700 6000
2700 6000

ARDNAS
oo

ELEVATION
1414
1475
1478
1440
1440
1478

ACCURACY CODE

AV

FAA FORM 8260-2 / AUG 2009
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RICHMOND VORTAC

IAP ILS OR LOC RWY 29
IAP : RNAV (GPS) RWY 11
IAP RNAV (GPS) RWY 29
IAP NDB-A

IAP NDB RWY 5

IAP RNAV (GPS) RWY 8
IAP ILS OR LOC RWY 24
STAR CEGRM (RNAV)
STAR DEBAR

STAR SHELBYVILLE

KHAO
KHAO
KHAO
K168

KOXD
K17

KSGH
KCVG
KCVG
KCVG

HAMILTON
HAMILTON
HAMILTON
LEBANON
OXFORD
PIQUA
SPRINGFIELD
COVINGTON
COVINGTON
COVINGTON

REQUIRED CHARTING: DP, STAR, IAP, CONTROLLER, EN ROUTE LOW, EN ROUTE HIGH

COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 13

REASON FOR REVISION:

UPDATED PAT 4 AND PAT 5 CONTROLLER.

DATE OF REVISION: 05/31/2012

OH (US)

UPDATED FIX USE.
DEVELOPED BY: DATE: 12/07/2011 OFFICE: AJV-353 NAME: JOSE ALFONSO (AISHAT NAUZO)
APPROVED BY: DATE: 03/29/2012 OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:
DISTRIBUTlON: NFDC
FPO: CEN
ARTCC:ZID
ATG FACILITY: DAY, CVG, IND
OTHER:
yA
GV,
g ¢~
Zex®
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