US DEPARTMENT OF TRANSPORTATION
FEDERAL AVIATION ADMINISTRATION

RNAYV - STANDARD
INSTRUMENT APPROACH PROCEDURE
TITLE 14 CFR PART 97.33

Bearings, headings, courses, and radiais are magnetic. Elevations and altitudes are in feet, MSL, except
HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.  Cellings are infeet
above airport elevation. Distances are in nautical miles unless ctherwise indicated, except visibilities which
are in statute miles or infeet RVR,

TERMINAL ROUTES MISSED APPROACH
) FROM TO COURSE AND DISTANCE ALTITUDE |LPV:DA
PACIB (IF/IAF) JELVA (FB) 089.14 /7.00 3000 '[MV{VRNV(}XS; DA
JELVA (FAF) RW0S (MAP) (FO) 089.25/4.71
CLIMB TO 4500 DIRECT JAQKU AND HOLD.
RW09 (MAP) 1739 MSL 089.25
1739 MSL JAQKU (FO) 4500
ADDITIONAL FLIGHT DATA:

HOLD E, RT, 269.56 INBOUND.

CHART FAS OBST: 1580 TOWER 450600N/0901916W

FAS OBST: 1649 AAO 450539N/0902348W

DISTANCE TO THLD FROM 284 HATH: 0.75 NM.

WAAS CHANNEL # 63229

REFERENCE PATH ID: W09A
1.PT___ SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (!AF) LTP HAE: 411.5 M
2. HOLD W PACIB, RT, 089.14 INBOUND, 4100 FT. IN LIEU OF PT (IAF)
3. FAC: 089.25 FAF: JELVA DIST FAF TO MAP: 471 THLD: 471
4. MIN. ALT: pPACIB 4100, JELVA 3000
5. DIST TO THLD FROM OM: MN: M: 150 HAT: 100 HAT: GS ANT:
6. MIN GS INCPT: 3000 GS ALT AT JELVA 3000 OoM: MM: IM:
7. GS ANGLE: 3.00 TCH:45.0 34:11S NOT CLEAR
8. MSA FROM: MAG VAR: 0E EPOCH YEAR: 1995

MINIMUMS
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE:NA | | STANDARD @
CATEGORY =====> A B c D E
DH/MDA VIS | HAT/HAA| DH/MDA VIS |HAT/HAAIDHMDA | vis [HAT/HAA|DHMMDA | VIS |HAT/HAA|DHIMDA | VIS |HAT/HAA
LPV DA 1739 1 284 1739 1 284 1739 1 284 1739 1 284
LNAV/VNAV DA 1791 11/8 336 1791 11/8 336 1791 11/8 336 1791 11/8 336
LNAV MDA 1900 . 1 445 1900 1 445 1900 13I8 445 1900 1 3/8 445
CIRCLING 1940 1 462 1940 1 462 1940 11/2 462 - 2080 2 602
NOTES: '
CHART NOTE: WHEN VGSI INOP, CIRCLING RWY 16/34 NA AT NIGHT. @ NA WHEN LOCAL WEATHER NOT AVAILABLE. N- / 7
CHART NOTE: BARO-VNAV NA WHEN USING MERRILL ALTIMETER SETTING. > A
CHART NOTE: FOR UNCOMPENSATED BARO-VNAV SYSTEMS, LNAV/VNAV NA BELOW -17C (2F) OR ABOVE 34C (93F). A a
CHART NOTE: WHEN VGSI INOP, STRAIGHT-IN/CIRCLING RWY 9 PROCEDURE»NA AT NIGHT. o ‘{{5, :
(SEE FORM 8260-10) He
CITY AND STATE ELEVATION: 1478 THRE: 1455 FACILITY PROCEDURE NO.AMDT NOJEFFECTIVE DATE: sUP:
' TAYLOR COUNTY ' DATED

FAA FORM 8260 - 3 / April 2006 (computer generated)
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TERMINAL ROUTES: ADD (FAF) AFTER JELVA, CHANGE MISSED ALTITUDE FROM 1739 TO 4500.

ALLAFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE
[] ves : [X] ~o ' ROUTINE
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)
] [ ] [x] [ ] [x] AMGR, ZMP
FLIGHT CHECKED BY
NAME: V FIFO DATE:
DEVELOPED BY
NAME: FIFO DATE:
THOMAS L KIRKPATRICK AJV-353 03/21/2012
APPROVED BY
NAME: : FIFC DATE:
LARRY H STROUT . MANAGER AJV-353
CHANGES: -
ORIGINAL
REASONS:
FPT REQUEST
PDF EDITS:

S oL .
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Oﬂ;’s:oé"
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US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

RNAV - STANDARD except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes uniess otherwise indicated.
. Ceili in feet above aiport elevation. Dista i utical mil less otherwise indicated,
INSTRUMENT APPROACH PROCEDURE - TITLE 14 CFR PART 97.33 oxcapt visbiliies which are In Statute milos or In Tt RVR, | e e
NOTES, (CONT.):

CHART NOTE: DME/DME RNP-0.3 NA.

CHART NOTE: VISIBILITY REDUCTION BY HELICOPTERS NA.

CHART PROFILE NOTE: VGSI AND RNAV GLIDEPATH NOT COINCIDENT.

CHART NOTE: WHEN LOCAL ALTIMETER SETTING NOT RECEIVED, USE MERRILL ALTIMETER SETTING AND INCREASE

ALL DA 82 FEET AND ALL MDA 100 FEET, INCREASE LPV AND LNAV/VNAV ALL CATS, LNAV AND CIRCLING CAT
CID VISIBILITY 1/4 MILE. ’ ’ - )

TAA
FROM TO ALT
1. 179/30 CW 359/30 (NOPT) PACIB (IF/IAF) (FB) 4100
2. 359/30 CW 179/30 PACIB (IF/IAF) (FO) 4100
3 }I}\i/ p
>
Q N Q
| Aok
CITY AND STATE ELEVATION: 1478 THRE: 1455 %\Eﬁtﬁj}\;’m PROCEDURE NO./ AMDT NO.JEFFECTIVE DATE: sup:
MEDFORD, . _ : RNAV (GPS) RWY 9, ORIG
ORD, WI AIRPORT NAME ENAV (GPS) AMDT: NONE
TAYLOR COUNTY DATED:
FAA FORM 8260-10/ April 2006 (Computer Generated)
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ALLAFFECTED PROCEDURES REVIEWED?

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

[ ves [ o
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

- 0 O

[ ] 1]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:
APPROVED BY

NAME: FIFO DATE:

CHANGES:

REASONS:




Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Alfitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

RNAV STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICE - FAR PART 97.33

FAS DATA BLOCK INFORMATION

DATA FIELD DATA
OPERATION TYPE 0

SBAS SERVICE PROVIDER IDENTIFIER 0

AIRPORT IDENTIFIER KMDZ
RUNWAY RwWo08
APPROACH PERFORMANCE DESIGNATOR 0

ROUTE INDICATOR

REFERENCE PATH DATA SELECTOR 0
REFERENCE PATH IDENTIFIER (APPROACH ID) WO09A
LTP/FTP LATITUDE 450611.2870N
LTP/FTP LONGITUDE 0901836.6005W
LTP/FTP ELLIPSOIDAL HEIGHT +04115

FPAP LATITUDE

-450612.3100N

FPAP LONGITUDE 0901630.8100W
THRESHOLD CROSSING HEIGHT (TCH) 00045.0
TCH UNITS SELECTOR (METERS OR FEET USED) F
GLIDEPATH ANGLE (GPA) 03.00
COURSE WIDTH AT THRESHOLD 106.75
LENGTH OFFSET 0648
HORIZONTAL ALERT LIMIT (HAL) 40.0
VERTICAL ALERT LIMIT (VAL) 50.0
CRC REMAINDER 9EB1FB60
ADDITIONAL PATH POINT RECORD INFORMATION
ICAO CODE K5
LTP ORTHOMETRIC HEIGHT +04435
FPAP ORTHOMETRIC HEIGHT +04435
SALs
@ e
4 9
O
\ Aol
CITY AND STATE ELEVATION: 1478 THRE: 1455 FACILITY PROCEDURE NO./ AMDT NO.JEFFECTIVE DATE: SUP:
. IDENTIFIER: RNAV (GPS) RWY 9, ORIG
MEDFORD, WI AIRPORT NAME: Ay (GPS) RWY 9,0 DT NONE
TAYLOR COUNTY DATED:

FAA FORM 8260-10/ April 2006 (Computer Generated)
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ALLAFFECTED PROCEDURES REVIEWED?

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

] ves [ o
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

I I B A I N

[ ] [

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:
APPROVED BY

NAME: FIFO DATE:

CHANGES:

REASONS:




u.S. DEPARTMENT OF TRANSPORTATION FEDERAL AVIATION ADMINISTRATION | Bearings, headings, courses, and radials ére hagnetic. Elevations and altitudes are in feet, MSL.,
‘except HAT, HAA, TCH, and RA. Altitudés are minimum altitudes unless otherwise indicated.
—-NA)L(QES)—SIANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 | indicated, except visibilities-which are in statute miles or in feet RVR. v

ARINC PACKET - 424-18 - RNAV (GPS)

1 2 3 4 : 5 ’ 6 ’ 7 8 9 0 1 2 3
WP 1234567’890123456789’012374775677890’12345678901234567890123456789012345678901234567890123456789Q1234567890}71723456‘78901234567890123456789012
SUSAEAENRT JAQKU K50 w N45061928W089591043 ' w0023 NAR ) JAQKU
SUSAEAENRT JELVA K50 W N45060779W090251556 . w0019 NAR JELVA
SUSAEAENRT PACIB K50 W N45060188W090350845 . - w0017 NAR PACIB
1 2 3 4 5 6 7 8 9 0 1 2 3
AIRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KMDZKS5AMDZ 0 069YHN45060530W090180300E000001478 . 1800018000C MNAR TAYLOR COUNTY
1 2 3 4 5 6 7 8 9 0 1 2 3
SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KMDZKS5FRO9 APACIBR 0lOPACIBKS5EAQOEE AR HF . 08910040 + 04100 18000 A J8
SUSAP KMDZKS5FROS R 010PACIBKSEAOE I IF ) + 04100 18000 A JSs
SUSAP KMDZKS5FROS R 020JELVAKSEAL1lE: F OL1TF 08910070 + 03000 A JS
SUSAP KMDZKS5FRQO9 R 020JELVAKSEA2WALPV ALNAV/VNAV ALNAV Js
SUSAP KMDZKS5FROS R 030RW0S9 K5PGOGY M 031TF 08930047 01500 -300 A JS8
SUSAP KMDZKS5FRO9 R 040 0 M CA 0893 + 01739 A JS
SUSAP KMDZK5FRO9 R 050JAQKUKSEAQEY DF + 04500 A JS
SUSAP KMDZKS5FROS R 060JAQKUKSEAQOEE. R HM 26960040 + 04500 A JS
1 2 3 4 5 6 7 8 S 0 1 2 3
RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KMDZK5GRWO09 0065020893 N45061129W090183660+0300 +0411501455000045075R
1 2 3 4 5 6 7 8 9 0 1 2 3
PP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KMDZKSPROS RW0OS 001 000OWOSAON4506112870W09018366005+041150300N4506123100W09016308100106750648000450F4005009ER1FB60
SUSAP KMDZKSPROS RWO9 002E +04435+04435LPV 63229
K
o AL,
{gﬁ\ !,}A
4
L4
Kot
CITY AND STATE ELEVATION: 1478 THRE: 1455 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |gqup:
MEDFORD, Wi AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 9, ORIG
TAYLOR COUNTY AMDT: NONE
RNAV '
DATED:

FAA FORM 8260 - 10 / April 2006 (Computer Generated) ’ ~ Page 4 of 5 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH: )
ATA AAT ALPA APA

1 O 0O O

AOPA NBAA OTHER (specify)

L1 ]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION . FEDERAL AVIATION ADMINISTRATION " | Bearings, headirigs, coaféeé; and radials aré 'magr'\etic. ‘Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
MDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 ; indicated, except visibilities which are in"statute miles or in feet RVR.
ARINC SUMMARY - 424-18 - RNAV (GPS)
ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
PACIB PACIB 010 IAF HF R FO 7 089.1(089.1T) 004.0 AA 04100
PACIB 010 FACF IF FB . AA 04100
JELVA 020 FAF TF FB 0.5 089.1(089.1T) 007.0 AA 03000
RWO0O9 030 MAP TF FO ) 0.3 089.3(089.3T) 004.7 AT 01500
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
040 CA FB ’ 089.3(089.3T) AA 01739
JAQKU 050 DF FO AA 04500
JAQKU 060 HM R FO 269.6(269.6T) 004.0 AA 04500
POINT DATA WAYPOINT LAT -IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
JAQKU N450619.28 W0895910.43 : N4506.321 W08959.174
JELVA N450607.79 W0902515.56 N4506.130 W09025.259
PACIB N450601.88 W0903508.45 N4506.031 W09035.141
RWO9 N450611.29 W0901836.60 N4506.188 W09018.610
RUNWAY DATA . THRESHOLD
RWY ELEVATION TCH
RW0OS 01455 45
) g':;ﬁ\i I fiz X
4 o
Y e
PECE
CITY AND .STATE ELEVATION: 1478 THRE: 1455 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: SUP:
MEDFORD, WI AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 9, ORIG
TAYLOR COUNTY : AMDT: NONE
RNAV DATED:
FAA FORM 8260 - 10 / April 2006 (Computer Generated) : Page 5 of 5 Pages




ALL AFFECTED PROCEDURES REVIEWED?

|:| YES

[] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:

ATA

[

AAT

[

ALPA APA

]

AOPA - NBAA OTHER (specify)

[ 1] L]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:_




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
' PART -A OBSTRUGTION DATA ~ B :
1. APP SEGMENT FROM T TO | OBSTRUCTION ~ | - COORDINATES ELEV. MSL] ROC ALT. ADJUSTMENTS MIN. ALT.
STRAIGHT-IN AREA 179/30.CW 359/30  [PACIB- -~ |1. TOWER (55-000211)[443950.00N/0905741.00W | 3095 (2C) | . 1000 ' 4100
_ _|2. TERRAIN 453457.00N/0903239.00W [1657 (1700) AS1500 3200
STRAIGHT-IN AREA 359730 CW 179730  |PACIB 4. TOWER (55-000485) 452535,oomoso1633.oow 2181 (5E) 1000 AT§19 4100
|s- TERRAIN 452703.00N/0901142.00W | 1956 (2000) AS1500 3500
INTERMEDIATE PACIB (IFNAF) JELVA ‘|5- AAQ ; 456800.00N)0903551.obw 1618(4E‘)” 500 = |AC98 AT784 3000
‘ . 450633.00N/0902542.00W | 1415 (1400) AS1500 2900
FINAL: LPV JELVA RWO09 7. TREE (KMDZT042)  |450608.03N/0901851.05W |1501 (2C) | 341 |AC20 MA34 17391284
FINAL: LNAVIVNAV JELVA RW09 |8. TOWER (55-000775) |450600.00N/0901916.00W |1580 (4D) PDA [AcCs0 1791/336
FINAL: LNAV JELVA |Rwog Is. AAO 450539.22N/0902348.13W | 1649 (ZC) ' 250 1900
2. HOLD-IN-LIEU-OF-PT PACIB P-5 10. AAO. 450948.00N/09803545.00W.|1674-(4E) 1000 |AT1426 4100
X . , 11. TERRAIN - 1450948.00N/0903545.00w | 1474 (1500) -|1AS1500 3000
MAP: |DA /DA /RWO09 JAQKU 12. TREE (KMDZTO055) |450609.89N/0301914.00wW | 1530 (2C) ASC [Ac20 4500
i-PMP'ngﬁgH - 73, AAD = 450752.60N/0901152.80W | 1775 (6C) | 1000 7800
ELEV: {1537/1630/1800 14. TERRAIN 450754.00N/0901136.00W | 1565 (1600) AS1500 3100 -
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT. | , e I , :
CATEGORY A 1.3 NM a 350 462 _|8. TOWER (55-000775) |450600.00N/0901916.00W |1580 (4D) 300 AC50 1940
CATEGORY B 1.5 NM ] 450 |2 462 " |8. TOWER (55-000775) | 450600.00N/0901916.00W |1580 (4D) | 300 AC50 1940
CATEGORY C 1.7NM__|5] 450 |2 462 8. TOWER (55-000775) | 450600.00N/0901916.00W [1580 (4D) 300 - AC50 1940
CATEGORY D 23NM__ |G 550 |2 602 15. TOWER (55-000139)] 450755.00N/0901955.00W [1726 (4D) 300 AC50 2080
CATEGORY E 45NM  |=[ 550
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID: WALy,
SECTOR OBSTRUCTION BRG/DIST  |ELEVATION (MSL) MSA SECTOR OBSTRUCTION| BRG/DIST ELEVATION (MSL)| “MSA
.3
Ty, <
CITY AND STATE ELEVATION: 1478 FACILITY o PROCEDURE AND AMENDMENT NO:  [REGION
MEDFORD, WI AIRPORT NAME: RNAV - RNAV (GPS) RWY 9, ORIG AGL
TAYLOR COUNTY

FAA Form 8260 - 9/ April 2006 (Computer Generated)
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PART B - SUPPLEMENTAL DATA

1. COMMUNICATIONS WITH: 2. WEATHER SERVICE

3. ALTIMETER SETTING

ZMP ARTCC

GRB FSS N WS |OTHER:

AWOS-3

FAA

SATISFACTORY ON: AiC

SOURCE:KMDZ / KRRL

DISTANCE: 0/ 25.64

HOURS REMOTE OPERATION:
24124

X|[VHF | x|UHF | |[HF [LOCATION:KmDZ

ADJUSTMENT: 0/ 82

PRIMARY NAVAID:

4. MONITOR POINT:

MONITOR

STATUS | HRS | CAT1

OPTN:| CAT 3

ALS

(S) SALS

MALS

5 HIRL

APPROACH [MIRL 16 (PCL), 27 (PCL), 34 (PCL), 09 (PCL)

>

& RUNWAY 1 27 (PCL), 34 (PCL)

LIGHTING TDZ

C/LINE

X OTHER (SPECIFY)
PAPI-2L. 16 (PCL), 34 (PCL), 09 (PCL) PAPI-4L. 27

6. RUNWAY  |BASIC

MARKINGS |ALL WEATHER

INSTRUMENT NPI-G 186, 27, 34, 09

7. RUNWAY APPROACH

VISUAL MIDFIELD

RANGE ROLL OUT

8. GLIDE GP ANGLE: 3.00

ELEV RWY THRESHOLD:1455.0

PATH DISTANCE FROM RWY:

ELEV GP ANTENNA:

THRESHOLD CROSSING HEIGHT:45.0

9. FINALAPPROACH X IRUNWAY THRESHOLD

FT. FROM THRESHOLD

COURSE AIMING X

|ON CENTERLINE

FT. FROM CENTERLINE

10. WAIVERS: NONE

PART D - PREPARED BY: »
THOMAS L KIRKPATRICK

DATE:
03/21/2012

TITLE:
s AERONAUTICAL INFORMATION SPECIALIST

OFFICE:
AJV-353

PART C - REMARKS:
VDP NOT ESTABLISHED - OBSTACLES PENETRATE 20:1.

PRECIPITOUS TERRAIN EVALUATION COMPLETED.

RASS PRESSURE PATTERNS SAME
KMDZ 1478, KRRL 1318

RA = 81.4.

SEE ATTACHED AIRSPACE LETTER.

STANDARD ISA DEVIATION OF -30 USED, WEATHER HISTORY FOR
TAYLOR COUNTY NOT AVAILABLE AT TIME OF PROCEDURE
DEVELOPMENT.
(HTTP://WWW.NCDC.NOAA.GOV/OA/CLIMATE/STATIONLOCATOR.HT
ML DOWN INDEFINITELY.)

MISSED APPROACH PENETRATION (KMDZT055 2C) ON LPV MOVED
ACCORDING TO ACCURACY CODE REQUIREMENTS.

KMDZ VISI ORDER 8260.3, VOLUME 1, "VISUAL PORTION OF
FINAL" PENETRATIONS:

20:1 (RW09)

1501 TREE (KMDZT042) 450608.03N/0901851.05W (4.01)
1458 TREE (KMDZT078) 450607.91N/0901839.57W (2.15)
34:1 (TOP 5)

1506 TREE (KMDZT074) 450608.18N/0901854.13W (19.81)
1499 TREE (KMDZT043) 450608.09N/0901852.72W (15.78)
1547 TREE (KMDZT063) 450603.45N/0901916.41W (13.66)
1524 TREE (KMDZT059) 450609.08N/0901909.58W (5.26)
1526 TREE (KMDZT060) 450608.54N/0901910.95W (4.35)

OBST #13 (GB-S-0046 PLUS AAQ): VNAV PRIMARY EQUIVALENT
1766, LNAV PRIMARY EQUIVALENT 1711, FULL ROC APPLIED.

OBST #8 (55-000775) 4D APPLIED AS PER RNAV (GPS) RWY
27, ORIG.

PDF EDITS:
3. ADJUSTMENT CHANGED FROM 0/0 TO 0/82

N

&

%

Q’%‘r%

LS WA




RADIO FIX AND HOLDING DATA RECORD

NAME: JAQKU STATE: WI COUNTRY: US

LATITUDE/LONGITUDE: 450619.28N/0895910.43W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

PATTERNS:

PAT DIR IDENT TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX MIN MAX

1 E WP 089.56 269.56 R 4 4500 6000 5 6

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 200 TOWER (55-001600) 450908.82N/0895556.92W 1851 1A

HOLDING RESTRICTIONS:

HOLDING LIMITED TO ESTABLISHED PATTERN.

REMARKS:

PRECIPITOUS TERRAIN EVALUATION COMPLETED.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
AP RNAV (GPS) RWY 27 1 KMDZ MEDFORD WI(US)
IAP : RNAV (GPS) RWY 9 1 KMDZ MEDFORD Wi (US)

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 2 DATE OF REVISION: 09/20/2012

REASON FOR REVISION:

REMOVED FAC 1.

HOLDING: ADD PRECIPITOUS TERRAIN REMARKS, CHANGED DME FROM 5 TO 4, MIN TEMPLATE FROM 6 TO 5, OBSTACLE ALTITUDE
FROM 1849 TO 1851 AND ACCURACY CODE FROM 2C TO 1A,

ADD FIX USE.
DEVELOPED BY: DATE: 03/21/2012 OFFICE: AJV-353 NAME: THOMAS KIRKPATRICK
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:
DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZMP
ATC FACILITY:
OTHER:

GQAL/Q

4
Q

FAA FORM 8260-2 / AUG 2009 Page 1 of 1



RADIO FIX AND HOLDING DATA RECORD

NAME: JELVA STATE: W COUNTRY: US
LATITUDE/LONGITUDE: 450607.79N/0902515.56W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: ESTABLISH

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY

IAP RNAV (GPS) RWY 9 KMDZ MEDFORD

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: ORIG
DEVELOPED BY: DATE: 03/21/2012
APPROVED BY: DATE:
SIGNATURE:

DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZMP
ATC FACILITY:
OTHER:

DATE OF REVISION: 09/20/2012
OFFICE: AJV-353 NAME: THOMAS KIRKPATRICK

OFFICE: AJV-353 " NAME: LARRY STROUT

STATE
Wi (US)

AL
o %

R

FAA FORM 8260-2 / AUG 2009

Page 1 of 1
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RADIO FIX AND HOLDING DATA RECORD

NAME: PACIB STATE: WI COUNTRY: US
LATITUDE/LONGITUDE: 450601.88N/0903508.45W TYPE: WP
AIRSPACE DOCKET: FIX TYPE OF ACTION: ESTABLISH

HOLDING: HOLDING TYPE OF ACTION: ESTABLISH

PATTERNS:

PAT DIR  IDENT TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES

INBOUND (L ORR) TIME DME MIN MAX
1 w Wwp 269.14 089.14 R 4 4100 6000

CONTROLLING OBSTRUCTIONS:

MIN MAX

5 6

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 200 AAO 450948.00N/0903545.00W 1674

HOLDING RESTRICTIONS:
HOLDING LIMITED TO ESTABLISHED PATTERN.

REMARKS:
PRECIPITOUS TERRAIN EVALUATION COMPLETED.

FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY
IAP RNAV (GPS) RWY g 1 KMDZ MEDFORD

REQUIRED CHARTING: IAP

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: ORIG DATE OF REVISION: 09/20/2012

DEVELOPED BY: DATE: 03/21/2012 OFFICE: AJV-353 NAME: THOMAS KIRKPATRICK

APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:

DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZMP
ATC FACILITY:
OTHER:

STATE
WI (US)
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TERMINAL AIRSPACE DATA REQUIREMENTS

CITY: MEDFORD STATE: WI

AIRPORT NAME: TAYLOR COUNTY | ID:  KMDZ
PROCEDURE: RNAV (GPS) RWY 9 AMDT: ORIG

DOCKET#: NOT REQUIRED
(96-AXX-X/Required/Not Required)

ALL DIST TO 1/100 NM; ELEV TO NEAREST FT; COORD TO 1/100 SEC; DEG TO 1/100 DG.

1. Distance from THLD to 1000' point 2.85
(Enter THLD, FAF, ARP, FACILITY, as appropriate)
2. Width of FINAL segment at 1000’ point v 1.20
(Enter appropriate segment, final, intermediate, etc.)
3. True Course of ~ FINAL segment containing 1000' point 089.25
4. High Terrain in FINAL segment containing 1000' point 1449
5. Distance from THLD to 1500' point 4.51
(If 1500' point in PT maneuvering area or holding pattern note in remarks)
6. Width of FINAL segment at 1500' point 1.95
7. True Course of FINAL segment containing 1500 point 089.25
8. High Terrain in FINAL segment containing 1500' point 1449
9. Threshold Coordinates (if straight-in) ... 450611.29N / 0901836.60W
10. ARP Coordinates ...............c.ccc...e.e. 450605.30N / 0901803.00W
11. Runway Approach End and distance furthest from ARP ................ RWY 27
Distance 0.75 NM
12. FAF Coordinates ............cccccceeunenn.e. 450607.79N / 0902515.56W

REMARKS: Approach/Drawing attached.

PACIB (IF/IAF) 450601.88N/0903508.45W






