Action: Task Type: Date Open: Request #:
Flight Procedure Tracking Form FLIGHT CHECK IAP 07/13/2012 | 2011061422491730014 20110614224917
Procedure: VOR RWY 22 AMDT 7B Airport ID: Airport: GREATER KANKAKEE Reimbursable #:
KIKK
City: KANKAKEE ST: IL GPS #: Estimated Chart Date: FICO #:
05/02/2013
Fac ID: IKK Fac. Type: VDME Specialist: ROBERT ABBOTT
Procedure Review

Rec'd Rel'd Full Name %
Lead: 04/18/2012 | 01/02/2013 | STEVEN SZUKALA :
QA: 01/02/2013 01/02/2013 STEVEN SZUKALA
Liaison: | 01/02/2013 g Puc W REQUEST POSSIBLE TABLE TOP REVIEW
Procedure Comments: ENROUTE-NON |Remark Type: INFORMATION V2 7. X
KANKAKEE, IL GREATER KANKAKEE (KIKK) VOR RWY 22, AMDT 7B ENROUTE-NO FC: 3.19.13 PUB: 5.2.13
ATTACHED FORMS: 8260-5; 8260-9; 8260-2(S): KANKAKEE (IKK) VDME, REV 5; KENLA-INT, REV 4.
CONTACT: JILL OLSON/STEVE BARNETT -AV]-353 LEADS, 405.954.4014 / 405.954.9307

VN 8200-6 (05/26/2005) Data as of: 1/4/2013

9:43:31AM
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KANKAKEE, IUINOIS

AL-5278 (FAA)

VOR/DME IKK | opp crs|Rwy Idg 5979
111.6 o340 |TDZE 630
Chan 53 Apt Elev 630

12040

VOR RWY 22

KANKAKEE/ GREATER KANKAKEE (IKK)

MISSED APPROACH: Climb to 2300

\14 If local altimeter setting not received, use Pontiac Muni altimeter setting
A and increase all MDAs 100 feet. VDP NA when using Pontiac Muni via IKK R-231, then left turn direct
altimeter setting. Visibility reduction by helicopters NA. JKK VOR/DME and hold.
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41°04'N - 87°51'W

KANKAKEE/GREATER KANKAKEE (TKK)

VOR RWY 22

EC-3, 28 JUN 2012 to 26 JUL 2012



U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

VOR STANDARD INSTRUMENT APPROACH PROCEDURE except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise indicated,

FLIGHT STANDARDS SERVICE - TITLE 14 CFR PART 97.23 except visibilities which are in statute miles or in feet RVR.

TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE | MAP: IKK VOR/DME
EON VORTAC IKK VOR/DME 190.90/12.01 2300
CLIMB TO 2300 ON IKK VOR/DME R-231 THEN LEFT TURN DIRECT
KENLA INT IKK VOR/DME 306.14/ 18.06 2300 IKK VOR/DME AND HOLD.
RBS VOR/DME IKK VOR/DME 023.74/ 32.82 2300
PNT VOR/DME IKK VOR/DME 066.00/42.93 2300
ADDITIONAL FLIGHT DATA:

HOLD NE, LT, 231.00 INBOUND.

CHART FAS OBST: 851 TOWER 410841N/0874024W
CHART VDP AT 2.02 DME;

DISTANCE VDP TO THLD 1.55 MILES.

FAC CROSSES RWY C/L EXTENDED 1374 FROM THLD.

1.PT R SIDE OF COURSE 051.00 OUTBOUND 2300 FT WITHIN 10 MILES OF IKK VOR/DME (IAF)
2.
3.FAC 231.00 FAF o DIST FAF TO MAP THLD
4. MIN. ALT

8. MSA FROM: IKK VOR/DME 360-090 2800, 090-360 2400 MAG VAR: 0E EPOCH YEAR: 1980

. , MINIMUMS ’
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE: NA | | STANDARD @
CATEGORY =====> A . B (o] D E
MDA VIS |HAT/HAA| MDA VIS |HAT/HAA| MDA VIS |HAT/HAA| MDA VIS |HAT/HAA | MDA VIS |HAT/HAA

-22 : 1160 1 530 1160 1 530 1160 11/2 530 1160 11/2 530
CIRCLING 1160 1 530 1160 1 530 1160 1112 530 1180 2 550

NOTES:

CHART NOTE: WHEN LOCAL ALTIMETER SETTING NOT RECEIVED, USE PONTIAC ALTIMETER SETTING AND INCREASE @ NA WHEN LOCAL WEATHER NOT AVAILABLE.

ALL MDAS 100 FT AND S-22 VISIBILITY CATS C AND D, CIRCLING CAT C VISIBILITY 1/4 MILE. U4
CHART NOTE: VDP NA WITH PONTIAC ALTIMETER SETTING. =
CHART NOTE: CIRCLING RWY 16 AND 34 NA AT NIGHT. O ¢ :‘2
CHART NOTE: HELICOPTER VISIBILITY REDUCTION BELOW 3/4 SM NOT AUTHORIZED. '%\ o
CITY AND STATE ‘ ELEVATION: 630 THRE: 630 FACILITY PROCEDURE NO./AMDT NO./JEFFECTIVE DATE: SUP

KANKAKEE, IL AIRPORT NAME: IDENTIFIER: VOR RWY 22, AMDT 7B
IKK ) AMDT 7A
GREATER KANKAKEE DATE 05/05/2011

FAA FORM 8260-5 / April 2006 (computer generated) PAGE 1 OF 1 PAGES




ALLAFFECTED PROCEDURES REVIEWED?

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

[Xx] YEes [ ] no ROUTINE
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)
O O O O X1 ] _zau.awee
FLIGHT CHECKED BY
NAME: ‘ FIFO DATE:
THOMAS HOOD DORMAN FIOG 11/26/2006
DEVELOPED BY
NAME: FIFO DATE:
ROBERT G. ABBOTT AJV-353 07/13/2012
APPROVED BY
NAME:; FIFO DATE:
LARRY H STROUT MANAGER AJV-353
CHANGES:

1. COURSE FROM EON VORTAC FROM 190.91 TO 190.90
2. VDP FROM 1.77 TO 2.02 DME
3. TDZE TO THRE

4. MISSED APPROACH ROUTE FROM VIA IKK VOR/DME R-231 TO ON IKK VOR/DME R-231
5. ADD CAT C AND D VISIBILITY INCREASE FOR PONTIAC MUNI ALTIMETER NOTE

6. ADD CIRCLING RWY 16 AND 34 RESTRICTION
7.8-22CATD VIS FROM 1 1/4TO 1 1/2

REASONS:

1 AND 2. 12/3/2011 3RD PARTY SURVEY CHANGED THRESHOLD AND IKK VOR/DME COORDINATES

3,4 AND 5. CRITERIA
6. RWY 16 AND 34 20:1 VISUAL SURFACE PENETRATIONS
7. VISIBILITY TABLE :




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
v PART -A OBSTRUCTION DATA
1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES ELEV. MSL| ROC ALT. ADJUSTMENTS - | MIN.ALT.
FEEDER EON VORTAC IKK VOR/DME 1. TOWER (17-001660) (410924.00N/0875216.00W | 1100 (5D) 1000 JAT200 2300
[2. TERRAIN 411112.00N/0875142.00W | 729 (700) AS1500 2200
FEEDER KENLA INT IKK VOR/DME 3. TOWER (17-002895) |405152.00N/0873514.00W |1133 (5D) 1000 |AT167 2300
4. TERRAIN 410339.00N/0874618.00W |726 (700) AS1500 2200
FEEDER RBS VOR/DME IKK VOR/DME |s. TOWER (17-000597) |404300.00N/0880004.00W | 1184 (5E) 1000 ‘ ‘ 2200
IN 403948.00N/0881224.00W | 801 (800) AS1500 2300
FEEDER PNT VOR/DME IKK VOR/DME 7. TOWER (17-002698) 1405329.00N/0882646.00W | 1206 (5D) 1000 2300
|8. TERRAIN 405704.00N/0881050.00W {770 (800) AS1500 2300
FINAL: PT 10 NM IKK VOR/DME 9. TOWER (17-020407) - [410841.38N/0874024.15W |851 (2C) 300 1160
2. PROCEDURE TURN IKK VOR/DME J10NM 10. TOWER (17-003547) |410020.01N/0874142.49W |1127 (5D) 1000 }AT173 2300
11. TERRAIN 411609.00N/0874145.00W |729 (700) AS1500 2200
MAP: |IKK VOR/DME IKK VOR/DME ASC 2300
/34PMPI§§§SH 12. TOWER (17-000537) |410109.00N/0880006.00W | 987 (4D) 1000 2000
ELEV: |860 13. TERRAIN 410051.00N/0874900.00W | 739 (700) AS1500 - |2200
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT.
CATEGORY A 1.3NM [ ] 350 |- 530 14. TOWER (17-003541){ 410449.72N/0874854.37W '[770 (2C) 300 sl 1160
CATEGORY B 15NM__ ff 450 < 530 45. TOWER (17-000578) 410508.00N/0875222.00W [793 (2C) 300 sl 1160
CATEGORY C 17NM |S[ 450 |2 530 15. TOWER (17-000578)| 410508.00N/0875222.00W [793 (2C) 300 st 1160
CATEGORY D 23NM  |S[ 550 2 550 16. CHY (KIKKT0172) |410607.27N/0875205.38W [838 (1A) 300 HAA 1180
CATEGORY E 45NM  |*| 550 ' . |
5. MINIMUM.SAFE ALTITUDES PRIMARY NAVAID: IKK VOR/DME
SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL) MSA SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL) cMSA
360-090 TWR (18-000994) 051/ 26.2 1731 (3C) 2800 . 4
090-360 TWR (17-000002) 360/ 28.9 1330 (2D) 2400 , N S
CITY AND STATE ELEVATION: 630 FACILITY PROCEDURE AND AMENDMENT NO: R/Eré@N '
KANKAKEE, IL AIRPORT NAME: _ IKK VOR RWY 22, AMDT 78 AGL
GREATER KANKAKEE -

FAA Form 8260 - 9/ April 2006 (Computer Generated) PAGE 1 OF 1 PAGES




PART B - SUPPLEMENTAL DATA

1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIMETER SETTING
ZAU ARTCC NW S |OTHER: SOURCE:KIKK / KPNT
IKK CTAF - AWOS-3 DISTANCE: 0 / 36.41

FAA HOURS REMOTE OPERATION:
SATISFACTORY ON: AlC 0/24
X [VHF [UHE | [HF  [LOCATION: KIkK ADJUSTMENT: 0/89
. PRIMARY NAVAID: KK VOR/IDME
MONITOR MONITOR POINT: MID-STATES OCC
STATUs | HRS |CAT1 24
OPTN:|{ CAT3
ALS
(S) SALS
X MALSR 04 (PCL)
5. X HIRL 22 (PCL), 04 (PCL)
Q‘P:SSV‘\\";;' X  |MIRL 16 (PCL), 34 (PCL)
X REIL 22 (PCL)
LIGHTING o
C/LINE
X |OTHER (SPECIFY)
PAPI-4L 16, 22, 34, 04
6. RUNwWAY  |BASIC
MARKINGS ALL WEATHER PIR-F 04
INSTRUMENT  NPI-G 16; -F 22, 34
7.RUNWAY  |APPROACH
VISUAL MIDFIELD
RANGE ROLL OUT
8. GLIDE GP ANGLE: ELEV RWY THRESHOLD:
PATH DISTANCE FROM RWY: ELEV GP ANTENNA: v
THRESHOLD CROSSING HEIGHT:

9. FINALAPPROACH

RUNWAY THRESHOLD 1374

FT. FROM THRESHOLD

COURSE AIMING X

ON CENTERLINE

FT. FROM CENTERLINE

10. WAIVERS: NONE

PART D - PREPARED BY:

ROBERT G. ABBOTT

DATE:

07/13/2012

TITLE:

AERONAUTICAL INFORMATION SPECIALIST

OFFICE:

AJV-353

PART C - REMARKS:
PRECIPITOUS TERRAIN EVALUATION COMPLETED.

TERPS VOLUME 1, RWY 22 VISUAL PORTION OF FINAL 34:1
PENETRATIONS:

666 TREE (KIKKT001) 410455.21N/0875021.69W (3.95)

663 TREE (KIKKT005) 410455.10N/0875021.75W (1.29)

RWY 16 VISUAL PORTION OF FINAL 20:1 PENETRATIONS:
668 TREE (KIKKT0136) 410437.89N/0875051.87W (29.88)
672 TREE (KIKKT0151) 410439.37N/0875052.04W (26.59)
651 TREE (KIKKT0139) 410438.98N/0875050.73W (9.08)

644 TREE (KIKKT0133) 410437.83N/0875050.27W (8.15)

650 TREE (KIKK0027) 410440.01N/0875046.77W (8.07)

RWY 34 VISUAL PORTION OF FINAL 20:1 PENETRATION:
634 TREE (KIKKT0182) 410348.27N/0875022.91W (0.97)

KIKK AND KPNT AWOS-3 ON SERVICE A
VGSI 3.00/TCH 37.1
RASS PRESSURE PATTERNS SAME

KIKK 629.5, KPNT 666.2

RA = 88.89.
NO ADDITIONAL AIRSPACE REQUIRED.




RADIO FIX AND HOLDING DATA RECORD

NAME: KANKAKEE VOR/DME STATE: IL COUNTRY: US

LATITUDE/LONGITUDE: 410427.76N/0875100.59W TYPE:

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA MAA
BRG BRG NM  FEET

1 KANKAKEE IKK VOR/DME L 17500

HOLDING: HOLDING TYPE OF ACTION: MODIFY
‘PATTERNS:
PAT DIR IDENT TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES. TEMPLATES
INBOUND (LORR) TIME DME MIN MAX MIN  MAX
1 SW KK VOR/DME  212.00 032.00 R 1 2300 8000 4 8
2 NE KK VOR/DME  035.70 215.70 R 1 2300 8000 4 8
3 NE IKK VOR/DME  051.00 231.00 L 1. 2300 8000 4 8
CONTROLLING OBSTRUCTIONS: v
PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE
UPN 200 TOWER (17-001091) 411804.00N/0874935.00W 1236 5D
1 200 TOWER (17-002055) ~ 410439.00N/0874522.00W 1016 5D
2 200 TOWER (17-001660) 410924.00N/0875216.00W 1100 5D
3 200 TOWER (17-000501) 410304.00N/0874444.00W 1022 4D
REASON FOR NONSTANDARD HOLDING:
PAT 3 ATC REQUEST
HOLDING RESTRICTIONS:
UNPLANNED HOLDING AUTHORIZED AT OR ABOVE 2300
REMARKS:
PRECIPITOUS TERRAIN EVALUATION COMPLETED
FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY STATE
EN ROUTE V128 KANKAKEE IL (US)
EN ROUTE V144 KANKAKEE IL (US)
IAP ILS OR LOC RWY 4 2 KIKK KANKAKEE IL (US)
IAP RNAV (GPS) RWY 4 KIKK KANKAKEE IL (US)
1AP VOR RWY 22 3 KIKK KANKAKEE IL (US)
IAP VOR RWY 4 1 KIKK KANKAKEE iL (US)
REQUIRED CHARTING: |IAP, CONTROLLER, EN ROUTE LOW
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 5 DATE OF REVISION: 03/07/2013
REASON FOR REVISION:
FIX MOVED 1 FT SOUTH (SURVEY)
UPDATE COORDINATES
UPDATE HOLDING PATTERN 2 FROM 219 TO 215.70
UPDATE CONTROLLING OBSTRUCTIONS
DEVELOPED BY: DATE: 08/10/2012 OFFICE: AJV-353 NAME: ROBERT ABBOTT
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:
DISTRIBUTION: NFDGC
FPO: CEN
ARTCC: ZAU .
ATC FACILITY: '
OTHER:
n S
Hoa
0,
Ee
'?D *
FAA FORM 8260-2 / AUG 2009 Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: KENLA STATE: IL COUNTRY: US
LATITUDE/LONGITUDE: 405346.65N/0873146.72W TYPE: WP, INT, DME
AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY ‘

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS anég TRUE DME DISTFROMFAC MRA MAA

BRG NM
1 PEOTONE EON VORTAC L 150.00 152.00 25.34 25.34
2 ROBERTS RBS VOR/DME L 054.70 056.70  34.55 34.55
3 KANKAKEE IKK VOR/DME L 126.14 126.14 18.06 18.06

HOLDING: HOLDING TYPE OF ACTION: MODIFY

CONTROLLING OBSTRUCTIONS:
PAT AIRSPEED OBSTRUCTION COORDINATES | ELEVATION
UPN 200 WINDMILL (18-020378) 404251.92N/0872830.76W 1142

HOLDING RESTRICTIONS:
UNPLANNED HOLDING AUTHORIZED AT OR ABOVE 3000

REMARKS:

PEOTONE (FAC1) AND ROBERTS (FAC2) USED TO ESTABLISH FIX COORDINATES
LEAST DIVERGENCE ANGLE:

FAC1ANDFAC2-85

FAC 1 AND FAC 3 - 26

FAC 2 AND FAC 3 - 12

PRECIPITOUS TERRAIN EVALUATION COMPLETED

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY

EN ROUTE V24-V399, V128, V233 :

AP VOR RWY 4, VOR RWY 33, KIKK KANKAKEE
RNAV (GPS) RWY 34 ’

IAP VOR-A . K50l KENTLAND

REQUIRED CHARTING: IAP, CONTROLLER, EN ROUTE LOW
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 4 DATE OF REVISION: 03/07/2013

REASON FOR REVISION:

REMOVE FAC 4 WP

ADD FAC1 AND FAC2 USED TO ESTABLISH FIX COORDINATES NOTE
ADD PRECIPITOUS TERRAIN EVALUATION

UPDATE HOLDING OBSTACLE AND UNPLANNED HOLDING RESTRICTION
UPDATE FIX USE

DEVELOPED BY: " DATE: 11/27/2012 OFFICE: AJV-353 NAME: ROBERT ABBOTT
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:

DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZAU
ATC FACILITY:
OTHER:

FEET
2400 17500
3000 17500
2400 17500

ACCURACY CODE
5D

STATE
IL (US)
IL (US)

IN (US)

FAA FORM 8260-2 / AUG 2009

Page 1 of 1




TERMINAL AIRSPACE DATA REQUIREMENTS

CITY: KANKAKEE STATE: IL
AIRPORT NAME: GREATER KANKAKEE } ID:  KIKK
PROCEDURE: VOR RWY 22 AMDT: 7B
DOCKET#:

(96-AXX-X/Required/Not Required)

ALL DIST TO 1/100 NM; ELEV TO NEAREST FT; COORD TO 1/100 SEC; DEG TO 1/100 DG.

1. Distance from FACILITY to 1000’ point | 7.00
(Enter THLD, FAF, ARP, FACILITY, as appropriate) k

2. Width of FINAL segment at 1000' point 4.80
(Enter appropriate segment, final, intermediate, etc.)

3. True Course of FINAL segment containing 1000’ point 231.00

4. High Terrain in FINAL segment containing 1000’ point 703

5. Distance from FACILITY to 1500' point 7.00
(If 1500' point in PT maneuvering area or holding pattern note in remarks)

6. Width of FINAL segment at 1500 point 4.80

7. True Course of FINAL segment containing 1500’ point 231.00

8. High Terrain in FINAL segment containing 1500’ point 703

9. Threshold Coordinates (if straight-in) ... 410443.20N / 0875029.14W

10. ARP Coordinates ........................... 410417.00N / 0875046.60W

11. Runway Approach End and distance furthest from ARP ................ RWY 4 ’

Distance 0.52 NM

12. FAF Coordinates .............c.ccovveeennn.. . NA / NA

REMARKS: Approach/Drawing attached.






