Action: ask Type: Date Open: | Task #: Request #:
Flight Procedure Tracking Form FLIGHT CHECK IAP 08/02/2012 | 2011061422491730019 20110614224917
Procedure: RNAV (GPS) RWY 16 AMDT 1 Airport ID: Airport: GREATER KANKAKEE Reimbursable #:
KIKK
City: KANKAKEE ST: IL GPS #: Estimated Chart Date: FICO #:
05/02/2013
Fac ID: Fac. Type: Specialist: ROBERT ABBOTT
Le 3(60 \r)
Procedure Review
7N
Rec'd Rel'd Full Name Comments v \
-
Lead: 04/18/2012 01/02/2013 STEVEN SZUKALA .
QA: 01/02/2013 01/02/2013 STEVEN SZUKALA
Liaison: | 01/02/2013 S Qw(\w\
Procedure Comments: ENROUTE-NON |Remark Type: INFORMATION P/<,7 ({;[Y

KANKAKEE, IL GREATER KANKAKEE (KIKK) RNAV (GPS) RWY 16, AMDT 1 (LP) ENROUTE-NO FC: 3.19.13 PUB: 5.2.13

ATTACHED FORMS: 8260-3; 8260-10; 8260-9; 8260-2(S): HIMLI, REV 1; JETIB, REV 1; KEGDE, REV 1; WEKIT, REV 1; (INFO ONLY) MEDAN-INT, REV 2; NEWTT-INT,
REV 6; PEOTONE (EON) VTAC, REV 12.

CONTACT: JILL OLSON/STEVE BARNETT -AV]-353 LEADS, 405.954.4014 / 405.954.9307

VN 8200-6 (05/26/2005) Data as of: 1/4/2013 9:23:29AM



KANKAKEE, ILLINOIS AL-5278 (FAA) G
WAA
> | app crs|Rwy Idg 4398

THRE 621 N €’ RNAV (GPS) RWY ]6

CH 56232 161° )
W16A Apt Elev 630 KANKAKEE/ GREATER KANKAKEE (IKK)
v When local altimeter setting not received, use Pontiac altimeter setting and increase all MISSED APPROACH:

A MDAs 100 feet and LP and LNAY Cats C and D visibilities 14 mile, and increase Circling
Cat C visibility % mile. DME/DME RNP-0.3 NA. RWY 16 Straight-in and Circling and
Circling o RWY 34 NA at night. Helicopter visibility reduction below 1SM NA.

Climb to 2300 direct
JETIB and hold.

AWOS-3 CHICAGO CENTER KANKAKEE RCO {RADIO) CTAF
128.475 132.5 258.1 121.5 122.2 255.4 123.00
A\&?OON PROTOTYPE: NOT
(1AF) 10gFT FOR NAVIGATION
//OG.QU, \ 4NM 2.2 A1236
- 5
W o -
Procedure NA for arrivals at MEDAN on V38/171 5% U/ 2300 PEOTONE
westbound and V429 northbound. A KEGDE /26(’)2\ EON
. » {6
@60"“

Procedure NA for arrivals on EON VORTAC
airway radials 224 CW 279.

Procedure NA for arrivals at NEWTT on V173 A980
southwest bound and V191 southbound. A :
O, A813%
PO v '
‘{?Qﬂ)n_}’ N 838 "W755+
~ O
S$ 793A A770  A1016
NEWTT RW16
1022/ MISSED APCH FIX
A JETIB g2
g <
EON: 4116.178N / 08747.463W - CET
HIMLI: 4109.431N / 08752.988W % ‘;;;;/ v
JETIB: 4053.299N / 08745.688W ‘-‘ o O’
KEGDE: 4115.108N / 08755.571W =
MEDAN: 4120.459N / 08817.114W ELEV 630 | THRE 621
NEWTT: 4103.544N / 08804.599W
WEKIT: 4106.831N / 08751.807W
RW16: 4104.559N / 08750.777W
2300 | JETIB
4 NM
Holding Pattern ¢
KEGDE HIMLI
3.00° >~
o TCH 40
4_(3:1'] n (161°T) WEKIT
o 2.4 NM to
M ]6]0—) ]6] 2300xw]6 RW16 c:‘
(161°T) — 142OK
46 NM 2.8 NM—=1=2.4 NM-~
CATEGORY A | ) C ] D
LP MDA 1020-1 399 (400-1) 1020-1% 399 (400-1'%)
INAV MDA 1100-1 479 (500-1) 1100-1% 479 (500-1%) REIL Rwy 22 @
1100-1%% 1180-2 HIRL Rwy 4-223
C - -
IRCLING 1100-1 470 (500-1) 470 (500-1%) | 550 (600-2) MIRL Rwy 16-34
KANKAKEE, ILLINOIS KANKAKEE/GREATER KANKAKEE (IKK)

Amdi 1 FIG 41°04'N-87°51"W RNAV (GPS) RWY 16



RNAYV - STANDARD Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, except
US DEPARTMENT OF TRANSPORTATION INSTRUMENT APPROACH PROCEDURE HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. Celings are in feet
FEDERAL AVIATION ADMINISTRATION TITLE 14 CFR PART 97.33 above airport elevation. Distances are in nautical miles unless otherwise indicated, except visibilities which
, are in statute miles or in feet RVR. .
TERMINAL ROUTES MISSED APPROACH
FROM : TO COURSE AND DISTANCE ALTITUDE (LP: RW16
LNAV: RW16
EON VORTAC KEGDE (FO) 260.12/6.21 2300
NEWTT KEGDE (FO) 030.49/13.42 2300 LI ——
CLIMB TO 2300 DIRECT JETIB AND HOLD.
MEDAN (IAF) KEGDE {(NOPT) (FB) 108.11/17.10 2300 .
KEGDE (IF/IAF) HIMLI (FB) 161.02/6.00 2300
HIMLI (FAF) WEKIT/2.40 NM TO RW16 (FB) 161.05/2.75
WEKIT/2.40 NM TO RW16 |RW16 (MAP) (FO) 161.05/2.40

ADDITIONAL FLIGHT DATA:
HOLD S, RT, 341.12 INBOUND.
CHART FAS OBST: 838 CHY 410607N/0875205W
CHART FAS OBST: 755 WINDMILL 410543N/0875105W
CHART: 1100 TOWER 410924N/0875216W

(SEE FORM 8260-10)

WAAS CHANNEL # 56232
REFERENCE PATH ID: W16A
1.PT SIDE OF COURSE = OUTBOUND FT WITHIN MILES OF (IAFy HIMLI TO RW16: 2.00/40.
2. HOLD N KEGDE, RT, 161.02 INBOUND, 2300 FT. IN LIEU OF PT (IAF) R
3. FAC: 161.05 FAF: HIMLI DIST FAF TOMAP: 515 THLD: 515
4. MIN. ALT: KEGDE 2300, HIMLI 2300, WEKIT/2.40 NM TO RW16 1420 ;
5. DIST TO THLD FROM OM: MM: I 150 HAT: 100 HAT: GS ANT:
6. MIN GS INCPT: GSALTAT: OoM: MM: Im:
7. GS ANGLE: TCH:34:11S NOT CLEAR
8. MSA FROM: RW16 2800 MAG VAR: OE EPOCH YEAR: 1980
MINIMUMS '

TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE:NA | | STANDARD @

CATEGORY =====> A - B - c D - E

DH/MDA | VIS |HAT/HAA|DHMDA | VIS | HAT/HAA|DH/MDA | vIS  |HAT/HAA|DHMDA | VIS [HAT/HAA|DH/MDA | VIS |HAT/HAA

LP MDA 1020 1 399 1020 1 399 1020 11/8 399 1020 11/8 399
LNAV MDA 1100 1 479 1100 1 479 1100 13/8 479 1100 13/8 479
CIRCLING 1100 1 470 1100 1 470 1100 11/2 470 1180 2 550

NOTES:

CHART NOTE: WHEN LOCAL ALTIMETER SETTING NOT RECEIVED, USE PONTIAC ALTIMETER SETTING AND INCREASE @ NA WHEN LOCAL WEATHER NOT AVAILABLE.

ALL MDAS 100 FEET AND LP AND LNAV CATS C AND D VISIBILITIES 1/4 MILE, AND INCREASE CIRCLING CATC At/
VISIBILITY 1/8 MILE. ) - “Z",
CHART NOTE: DME/DME RNP-0.3 NA. = v o~
(SEE FORM 8260-10) QTﬁ—
CITY AND STATE ELEVATION: 630 ~ THRE: 621 FACILITY PROCEDURE NO./AMDT NO./EFFECTIVE DATE:  |SUP: b

KANKAKEE, IL AIRPORT NAME: IDENI.{?'&\';R: RNAV (GPS) RWY 16, AMDT 1 AMDT: ORIG
GREATER KANKAKEE DATED = 03/15/2007

FAA FORM 8260 - 3 / April 2006 (computer generated) ' PAGE 1 OF ¢, PAGES




ALLAFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES

[x] Yes [] no

REQUIRED EFFECTIVE DATE

ROUTINE
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)
1] ] ] [] [x] [x] ZAU, AMGR
FLIGHT CHECKED BY
NAME: FIFO DATE.
DEVELOPED BY
NAME: FIFO DATE:
ROBERT G. ABBOTT AJV-353 08/06/2012
APPROVED BY
NAME: FIFO DATE.
LARRY H STROUT MANAGER AJV-353
CHANGES:

1. COURSE AND DISTANCE FROM FEEDERS EON VORTAC AND NEWTT TO KEGDE
2. COURSE AND DISTANCE FROM MEDAN (IAF) TO KEGDE

3. DISTANCE FROM KEGDE (IF) TO HIMLI (FAF) FROM 6.72 TO 6 NM

4. FAF TO MAP DISTANCE CHANGED FROM 5.09 TO 5.15 NM

5. MOVE WEKIT FROM 2.5 TO 2.4 NM FROM RW16

6. ADD LP MINIMUMS

7. CAT C/D LNAV VISIBILITY CHANGED TO 1 3/8

8. ADD PONTIAC ALTIMETER CAT C/D VISIBILITY INCREASE

9. ADD STRAIGHT-IN AND CIRCLING NA AT NIGHT NOTE

10. UPDATE HELICOPTER VISIBILITY REDUCTION NOTE

REASONS:

1 & 2. KEGDE MOVED TO 6 NM FROM FAF . .

3. MINIMUM INTERMEDIATE LENGTH FOR 52.91 DEGREE TURN FROM MEDAN
4. CALCULATED PFAF LOCATION BASED ON THRE AND VGSI TCH

5. MAINTAIN CURRENT LNAV MDA REDUCTION

6. REDUCE MDA 80 FT

7 & 8. VISIBILITY TABLE

9 & 10. 20:1 VISUAL SURFACE PENETRATIONS

PDF EDIT: ADD (FAF) TO TERMINAL ROUTES FROM HIMLI
REMOVE 1420 ALTITUDE HIMLI TO WEKIT/2.40 NM TO RW16 TERMINAL ROUTE
REMOVE ITEM 7 GS ANGLE AND TCH




US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

RNAYV - STANDARD

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,

INSTRUMENT APPROACH PROCEDURE - TITLE 14 CFR PART 97.33 except visibilities which are in statute miles or in feet RVR.
TERMINAL ROUTES, (CONT.): ‘
FROM TO COURSE AND DISTANCE ALTITUDE
RWA16 (MAP) 1020 MSL 161.05
1020 MSL JETIB (FO) 2300

NOTES, (CONT.):
CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVALS AT NEWTT ON V173 SOUTHWEST BOUND AND V191
SOUTHBOUND.

CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVALS AT MEDAN ON V38/171 WESTBOUND AND V429 NORTHBOUND.

CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVALS ON EON VORTAC AIRWAY RADIALS 224 CW 279.
CHART NOTE: RWY 16 STRAIGHT-IN AND CIRCLING AND CIRCLING TO RWY 34 NA AT NIGHT
CHART NOTE: HELICOPTER VISIBILITY REDUCTION BELOW 1 SM NOT AUTHORIZED.

(M
@ A‘/,\
Q14 =
Y
CITY AND STATE ELEVATION: 630 THRE: 621 FACILITY PROCEDURE NO./ AMDT NO.JEFFECTIVE DATE: SUP:
~ IDENTIFIER:
KANKAKEE, IL . RNAV (GPS) RWY 16, AMDT 1
AIRPORT NAME RNAV AMDT: ORIG
GREATER KANKAKEE DATED: 03/15/2007

FAA FORM 8260-10/ April 2006 (Computer Generated)

PAGE 2 OF LPAGES




ALL AFFECTED PROCEDURES REVIEWED?

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

[ ves [ wo
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

O O O O

[ 1 [

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY
NAME: FIFO DATE:
APPROVED BY
NAME: FIFO DATE:
CHANGES:
REASONS:
eY4c,
O € =
-PDF EDIT: REMOVE RW16 / FROM MAP TO 1020 MSL B <
REMOVE 1020 ALTITUDE FROM RW16 TO 1020 MSL TERMINAL ROUTE TOEY




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION
RNAV STANDARD INSTRUMENT APPROACH PROCEDURE

FLIGHT STANDARDS SERVICE - FAR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

FAS DATA BLOCK INFORMATION

DATA FIELD DATA
OPERATION TYPE 0
SBAS SERVICE PROVIDER IDENTIFIER 0
AIRPORT IDENTIFIER KIKK
RUNWAY RW16
APPROACH PERFORMANCE DESIGNATOR 0
ROUTE INDICATOR
REFERENCE PATH DATA SELECTOR 0
REFERENCE PATH IDENTIFIER (APPROACH ID) W16A
LTP/FTP LATITUDE 410433.5410N
LTP/FTP LONGITUDE 0875046.6325W
LTP/FTP ELLIPSOIDAL HEIGHT +01565
FPAP LATITUDE ) 410309.2100N
FPAP LONGITUDE 0875008.4200W
THRESHOLD CROSSING HEIGHT (TCH) 00040.0
TCH UNITS SELECTOR (METERS OR FEET USED) F
GLIDEPATH ANGLE (GPA) 03.00
COURSE WIDTH AT THRESHOLD - 106.75
LENGTH OFFSET 1408
HORIZONTAL ALERT LIMIT (HAL) 40.0
VERTICAL ALERT LIMIT (VAL) 0.0
CRC REMAINDER 8065ACAS8
ADDITIONAL PATH POINT REbORD INFORMATION
ICAO CODE K5
LTP ORTHOMETRIC HEIGHT +01892
FPAP ORTHOMETRIC HEIGHT +01892
@U%;
C% 4 =<
Cxe0
Cxe
CITY AND STATE ELEVATION: 630 THRE: 621 FACILITY PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: SUP:
IDENTIFIER:
KANKAKEE, IL . RNAV (GPS) RWY 16, AMDT 1
AIRPORT NAME: RNAV ( AMDT ORIG
GREATER KANKAKEE IDATED: 03/15/2007

FAA FORM 8260-10 / April 2006 (Computer Generated)

PAGE 3 OF ({PAGES




ALLAFFECTED PROCEDURES REVIEWED?

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

[ ves [ no
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

[ I R N N I

[ ]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE.
APPROVED BY

NAME: FIFO DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
) —RNAM—(Q-ES)—SIANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-18 - RNAV (GPS)

1 2 3 4 5 6 7 8 S 0 1 2 3
NAVAID 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAD EON K5011320VTL N41161068W087472779 N41161068W087472779E0020006891 NARPEOTONE
1 2 3 4 5 6 7 8 9 0 1 2 3
WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAEARENRT HIMLI K50 W N41092583W087525927 W0033 NAR HIMLI
SUSAEAENRT JETIB K50 W N40531795W087454127 W0033 NAR JETIB
SUSAEAENRT KEGDE K50 W N41150648W087553426 W0033 NAR KEGDE
SUSAEAENRT MEDAN K50 o4 L N41202751W088170683 W0030 NAR MEDAN
SUSAEAENRT NEWTT K50 C I, N41033266W088043591 WO031 NAR NEWTT
SUSAEAENRT WEKIT K50 W N41064983W087514843 W0033 NAR WEKIT
1 2 3 4 5 6 7 8 9 0 1 2 3

AIRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KIKKKS5AIKK 0 059YHN41041700W087504660E000000630 1800018000C MNAR GREATER KANKAKEE

1 2 3 4 5 6 7 8 ) 0 1 2 3
SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KIKKKS5FR16 AEON 010EON K5D 0OV IF 18000 A JS

SUSAP KIKKK5FR16 AEON 02 0KEGDEKSEAOEY 020TF 26010062 + 02300 A JS-

SUSAP KIKKK5FR16 AEON 030KEGDEKSEAOQOEE AR HF 16100040 + 02300 A JS ‘

SUSAP KIKKKSFR16 AMEDAN 0l10OMEDANKSEAQE A IF 18000 A JS

SUSAP KIKKKS5FR16 AMEDAN 020KEGDEKSEAQEE B 010TF 10810171 + 02300 A JS

SUSAP KIKKKS5FR16 ANEWTT O01ONEWTTKSEAOE IF 18000 A JS

SUSAP KIKKKS5FR16 ANEWTT O20KEGDEKSEAOCEY 020TF 03050134 + 02300 A J8

SUSAP KIKKKS5FR16 ANEWTT 030KEGDEKSEAOEE AR HF . 16100040 + 02300 A JS

SUSAP KIKKKGSFR16 R 010KEGDEKSEAQOE I IF + 02300 18000 A JS

SUSAP KIKKKSFR16 R 020HIMLIKSEALE F O51TF 16100060 + 02300 RW1é KS5PGA JS

SUSAP KIKKKS5FR16 R 020HIMLIKSEAZWALP N ALNAV . Js

SUSAP KIKKKSFR16 R 021WEKITKS5EAQE S O031TF 16110028 V 0142001425 -300 A JS

SUSAP KIKKKSFR16 R 030RW16 K5PGOGY M 031TF 16110024 00661 -300 A JS

SUSAP KIKKKS5FR16 R 040 0 M CA 1611 + 01020 A JS

SUSAP KIKKKSFR16 R 050JETIBKSEACEY DF + 02300 A JS

SUSAP KIKKK5FR16 R 06 0JETIBKSEAOEE R HM 34110040 + 02300 A JS

1 2 3 4 5 6 7 8 9 0 1 2 3
RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
e e e e T T e T e T T T T T T T T T R T N T T T T T T T T T T T T S T S ST T T T T T T TS e s s s s e ﬁA,{‘fi
SUSAP KIKKKS5GRW16 0043981611 N41043354W087504663-0100 +0156500621000040075R : G’ ’:}_
o 4
et
CITY AND STATE ELEVATION: 630 THRE: 621 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: [sup: o
KANKAKEE, IL AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 16, AMDT 1 :
GREATER KANKAKEE AMDT: ORIG

RNAV . DATED:  03/115/2007

FAA FORM 8260 - 10/ April 2006 (Computer Generated) Page 4 of 6 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

4 O O @O

AOPA NBAA OTHER (specify)

] L]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

—RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.
1 2 3 4 5 6 7 8 9 0 1 2 3
PP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KIKKKS5PR16 RW16 001. COOOW16A0N4104335410W08750466325+015650300N4103092100W08750084200106751408000400F4000008065ACA8
SUSAP KIKKKS5PR16 RW16 002E +01892+01892LP 56232
1 2 3 4 5 6 7 . 8 9 0 1 2 3
MSA 123456785012345678501234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KIKKKS5SRW16 K5PG ] 18018002825 M
% p\‘{'f
>
4
&)
Q?“"{*‘({‘
CITY AND STATE ELEVATION: 630 THRE: 621 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: (gyp:
KANKAKEE, IL AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 16, AMDT 1
GREATER KANKAKEE AMDT: ORIG
NAV
R _ DATED:  03/15/2007

FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page 5 of 6 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves ] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

b O 0 O

AOPA NBAA OTHER (specify)

[ 1] ]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION
__ RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE

FLIGHT STANDARDS SERVICES - FAR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes. are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise

indicated, except visibilities which are in statute miles or in feet RVR.

ARINC SUMMARY - 424-18 ~ RNAV .(GPS)

ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
EON EON 010 IF " FB
EON KEGDE 020 TF FO 2.0 260.1(260.1T) 006.2 AA 02300
EON KEGDE . 030 IAF HF R FO 161.0(161.0T) 004.0 AA 02300
MEDAN MEDAN 010 IAF IF FB
MEDAN KEGDE 020 TF FB 1.0 108.1(108.1T) 017.1 AA 02300
NEWTT NEWTT 010 IF FB
NEWTT KEGDE 020 TF FO 2.0 030.5(030.5T) 013.4 AA 02300
NEWTT KEGDE 030 TAF HF R FO 161.0(161.0T) 004.0 AA 02300
KEGDE  010. FACF- IF FB AA 02300
HIMLI 020 FAF TF FB 0.5 161.0(161.0T) 006.0 AA 02300
WEKIT 021 SDF TF FB 0.3 161.1(161.1T) 002.8 AA 01420 GS 01425
RW16 030 MAP TF FO 0.3 161.1(161.1T) 002.4 AT 00661
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
040 ca FB 161.1(161.1T) AA 01020
JETIB 050 DF FO AA 02300
JETIB 060 HM R FO 341.1(341.1T) 004.0 AA 02300
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
EON N411610.68 W0874727.79 N4116.178 W08747.463
HIMLI N410925.83 W0875259.27 N4109.431 W08752.988
JETIB N405317.95 W0874541 .27 N4053.299 W08745.688
KEGDE N411506.48 W0875534.26 N4115.108 W08755.571
MEDAN N412027.51 W0881706.83 N4120.459 W08817.114
NEWTT N410332.66 W0880435.91 N4103.544 W08804.599
WEKIT N410649.83 W0875148.43 N4106.831 W08751.807
RW16 N410433.54 W0875046.63 N4104.559 W08750.777
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RW16 00621 40
\Qﬁ\i/
o’ e
o 4
: o
el
CITY AND STATE ELEVATION: 630 THRE: 621 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: SuUp:
KANKAKEE, IL AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 16, AMDT 1
GREATER KANKAKEE ’ AMDT: ORIG
RNAV
DATED: 03/15/2007
FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page 6 of 6 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [ ] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

OO 0O O

AQPA

[

NBAA OTHER (specify)

]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
PART - A OBSTRUCTION DATA ~
1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES ELEV. MSU ROC ALT ADJUSTMENTS MIN. ALT.
FEEDER EON VORTAC KEGDE 1. TOWER (17-002633) |411504.03N/0874835.92W | 930 (5D) 1000 (AT370 12300
2. TERRAIN 411515.00N/0874721.00W | 706 (700) AS1500 2200
FEEDER NEWTT KEGDE 3. TOWER (17-001543) 410422.02N/0880436.36W |953 (2C) 1000 |AT347 2300
4. TERRAIN 411133.00N/0875603.00W (719 (700) AS1500 2200
INITIAL MEDAN KEGDE 5. TOWER (17-001876) [411739.00N/0881015.00W (1059 (5D) 1000 |AT241 2300
6. TERRAIN 411457.00N/0875824.00W | 680 (700) AS1500 2200
INTERMEDIATE: LP KEGDE HIiMLI 7. TOWER (17-002941) (411105.10N/0875235.52W (955 (2C) 500 |DG845 2300
8. TERRAIN 411112.00N/0875142.00W | 729 (700) AS1500 2200
INTERMEDIATE: LNAV KEGDE (IF/IAF) HIMLI 9. TOWER (17-001660) [410924.00N/0875216.00W (1100 (5D) 500 |DG700 2300
8. TERRAIN 411112.00N/0875142.00W [729 (700) AS1500 2200
FINAL: LP HIMLI MWEKIT/2.40 NMTO [10. AAO 410803.00N/0875251.00W (860 (4E) 250 |AC98 RA89 DG123 1420
RW16
FINAL: LNAV HIMLI WEKIT/2.40 NMTO [11. AAO 410851.00N/0875209.00W (870 (4E) 250 |[AC98 RA89 DG113 1420
RW16
2. HOLD-IN-LIEU-OF-PT KEGDE P-5 12. TOWER (17-002800) [412115.34N/0875318.48W | 987 (2C) 1000 [AT313 2300
13. TERRAIN 412112.00N/0875306.00W | 742 (700) AS1500 2200
MAP: |[Rw16 JETIB o ASC 2300
ip"g'sgigH 14. TOWER (17-020697) |405256,58N/0874422.54W | 902 (5D) 1000 2000
ELEV: [920/1000 15. TERRAIN 410151.00N/0875106.00W | 673 (700) AS1500 2200
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT.
CATEGORY A 1T.3NM | | 350 470 16. TOWER (17-003541)| 410449.72N/0874854.37W 770 (2C) 300 sl 1100
CATEGORY B 1T5NM  |ul] 450 < 470 17. TOWER (17-000578) 410508.00N/0875222.00W [793 (2C) 300 1100
CATEGORY C 17NM_|5] 450 |2 470 17. TOWER (17-000578)| 410508.00N/0875222.00W_|793 (2C) 300 1100
CATEGORY D 23NM__ |G| 550 |2 550 18. CHY (KIKKT0172) [410607.27N/0875205.38W [838 (1A) 300 HAA R BT
CATEGORY E 45NM  |X[ 550 4
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID: RW16 ST _\;‘27)
SECTOR OBSTRUCTION BRG/DIST  [ELEVATION (MSL) MSA SECTOR OBSTRUCTION | BRG/DIST ELEVATION (MSL)| ~MSA
360-360 TWR (18-000994) 051/ 26.0 1731 (3C) 2800 :
CITY AND STATE ELEVATION: 630 FACILITY PROCEDURE AND AMENDMENT NO: |REGION
KANKAKEE, IL AIRPORT NAME: RNAV RNAYV (GPS) RWY 16, AMDT 1 AGL
GREATER KANKAKEE :

FAA Form 8260 - 9 / April 2006 (Computer Generated)
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PART B - SUPPLEMENTAL DATA : | PART C - REMARKS:
1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIMETER SETTING VDP NOT ESTABLISHED - OBSTACLES PENETRATE 20:1.
IKK CTAF_ NWS [OTHER: SOURCE:KIKK / KPNT PRECIPITOUS TERRAIN EVALUATION COMPLETED.
AWOS-3 DISTANCE: 0/ 36.41
- TERPS PARAGRAPH 289 APPLIED TO 1100 TOWER
FAA HOURS REMOTE OPERATION: 410924N/0875216W
0/24
SATISFACTORY ON: AIC RASS PRESSURE PATTERNS SAME
X |VHF UHF | [HF  |LOCATION:KIKK ADJUSTMENT: 0/ 89 KIKK 829.5, KPNT 666.2 :
PRIMARY NAVAID: - ~ SEE ATTACHED AIRSPACE LETTER.
4. MONITOR POINT: KIKK AND KPNT AWOS-3 ON SERVICE A
MONITOR HRs | CAT 1 :
STATUS TAA NOT DEVELOPED AS PER FPT REQUEST
OPTN:| CAT 3
ALS LPV AND LNAV/VNAV NA-GQS PENETRATIONS:
672 TREE (KIKKT0151) 410439.37N-0875052.04W (27.00)
(S) SALS 651 TREE (KIKKT0139) 410438.98N-0875050.73W (8.45)
644 TREE (KIKKT0133) 410437.83N-0875050.27W (5.69)
X |MALSR 04 (PCL)
TERPS VOLUME 1, VISUAL PORTION OF FINAL 20:1
5. X  [HIRL 22 (PCL), 04 (PCL) PENESRATIONS:
APPROACH ™ X~ [MIRL 16 (PCL), 34 (PCL) 668 TREE (KIKKT0136) 410437.89N/0875051.87W (29.88)
& RUNWAY 672 TREE (KIKKT0151) 410439.37N/0875052.04W (26.59)
LIGHTING X |REIL 22 (PCL) 642 TREE (KIKKT028) 410437.72N/0875042.92W (15.81)
TDZ 658 TREE (KIKKT0153) 410441.64N/0875044.87W (10.63)
646 TREE (KIKKT0134) 410439.60N/0875043.51W (10.08)
CILINE - 651 TREE (KIKKT0139) 410438.98N/0875050.73W (9.08)
644 TREE (KIKKT0133) 410437.83N/0875050.27W (8.15)
X OTHER (SPECIFY) 650 TREE (KIKK0027) 410440.01N/0875046.77W (8.07)
PAPI-4L 16, 22, 34, 04 647 TREE (KIKKT0142) 410438.63N/0875052.92W (4.03)
BASIC . TERPS VOLUME 1, VISUAL PORTION OF FINAL 34:1
6. RUNWAY PENETRATIONS:
MARKINGS |ALLWEATHER PIR-F 04 655 TREE (KIKKT0161) 410441.28N/0875055.46W (11.85)
INSTRUMENT __ NPI.G 16; -F 22, 34 651 TREE (KIKKT0165) 410444.23N/0875046.09W (6.39)
7.RUNWAY |APPROACH RWY %ﬂgs VOLUME 1, VISUAL PORTION OF FINAL
PENE
‘g:xé'é MIDFIELD 634 TREE (KIKKT0182) 410348.27N/0875022.91W (0.97)
ROLL OUT AVERAGE VEGETATION 100 FT
GP ANGLE: ELEV RWY THRESHOLD:
8. GLIDE VGSI 3.00/TCH 40
PATH DISTANCE FROM RWY: ELEV GP ANTENNA: -
THRESHOLD CROSSING HEIGHT:
9. FINAL APPROACH X |RUNWAY THRESHOLD . - FT. FROM THRESHOLD
COURSE AIMING X |ON CENTERLINE FT. FROM CENTERLINE
10. WAIVERS: NONE ’
At
& 4 ”
PART D - PREPARED BY: DATE: % m‘*
ROBERT G. ABBOTT : 08/06/2012 *; e
TITLE: OFFICE: PDF EDIT: REMOVE RW16 / FROM MISSED APPROACH MAP DESCRIPTION
AERONAUTICAL INFORMATION SPEGIALIST AJV-353 BLOCK 8 REMOVE GLIDE PATH DATA




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
. PART - A OBSTRUCTION DATA
1. APP SEGMENT FROM T OBSTRUCTION | COORDINATES |ELEV. MSL ROC ALT. ADJUSTMENTS MIN. ALT.
FINAL: LP STEPDOWN WEKIT/2.40 NM TO RW16 19. WINDMILL 410543.28N/0875105.14W | 755 (1A) 250 . 1020
RW16 (KIKKT0170)
FINAL: LNAV STEPDOWN WEKIT/240NMTO  |RW16 18. CHY (KIKKT0172)  [410607.27N/0875205.38W 838 (1A) 250 1100 i
RW16
MAP:
3.MISSED A
APPROACH v
4. CIRCLING AREA [ DISTANCE HT. ABV. ARPT.
CATEGORY A 13NM [ [ 350
CATEGORY B 15Nm || 450 |2
CATEGORY C 1.7NM  |S] 450 |2 W
CATEGORY D 23NM @[ 550 |2 N i
CATEGORY E 45NM || 550 4
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID: g i
SECTOR OBSTRUCTION| BRG/DIST _ |ELEVATION (MSL) MSA SECTOR OBSTRUCTION| BRG/DIST __ |ELEVATION (MSL) MSA
CITY AND STATE ELEVATION: 630 FACILITY PROCEDURE AND AMENDMENT NO:  |REGION
KANKAKEE, IL AIRPORT NAME: RNAV RNAV (GPS) RWY 16, AMDT 1 AGL
GREATER KANKAKEE :
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PART B - SUPPLEMENTAL DATA

COURSE AIMING

1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIMETER SETTING
NWS [OTHER: SOURCE:
DISTANCE:
FAA HOURS REMOTE OPERATION:
SATISFACTORY ON: AlC
[VHF [UHF | [HF LOCATION: ADJUSTMENT:
) PRIMARY NAVAID: '
MONITOR |-MONITOR POINT:
sTaTUs | HRS | CATY
OPTN:| CAT3
ALS
(S) SALS
MALS
5. HIRL
Py -
LIGHTING REIL
TDZ
C/LINE
OTHER (SPECIFY)
6. RUNWwAY  [BASIC
INSTRUMENT
7.RUNWAY  [APPROACH
VISUAL MIDFIELD
RANGE ROLL OUT
' 8. GLIDE GP ANGLE: ELEV RWY THRESHOLD:
PATH DISTANCE FROM RWY: ELEV GP ANTENNA:
THRESHOLD CROSSING HEIGHT.
9. FINALAPPROACH RUNWAY THRESHOLD FT. FROM THRESHOLD

ON CENTERLINE

FT. FROM CENTERLINE

10. WAIVERS:

PART D - PREPARED BY:

DATE:

TITLE:

OFFICE:

PART C - REMARKS:




RADIO FIX AND HOLDING DATA RECORD

NAME: HIMLI STATE: IL COUNTRY: US
LATITUDE/LONGITUDE: 410925.83N/0875259.27W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

FIX USE: .

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY

IAP RNAV (GPS) RWY 16 KIKK KANKAKEE

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1

REASON FOR REVISION:

DATE OF REVISION: 01/10/2013

STATE
IL (US)

MOVE 374 FT NW TO PFAF
DEVELOPED BY: DATE: 08/03/2012 OFFICE: AJV-353 - NAME: ROBERT ABBOTT
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:
DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZAU
ATC FACILITY:
OTHER:
FAA FORM 8260-2 / AUG 2009 Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: JETIB STATE: IL COUNTRY: US

LATITUDE/LONGITUDE: 405317.95N/0874541.27W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

HOLDING: - HOLDING TYPE OF ACTION: MODIFY

PATTERNS: :

PAT DIR IDENT TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX  MIN MAX

1 S wpP 161.12 341.12 R 4 2300 6000 5 6

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 200 WINDMILL (17-021596) 404453.06N/0873749.86W 1092 5D .

HOLDING RESTRICTIONS:
HOLDING LIMITED TO ESTABLISHED PATTERN

REMARKS:

PRECIPITOUS TERRAIN EVALUATION COMPLETED

FIX USE: '

USE TYPE USE TITLE FAC PAT ' AIRPORT IDENT CITY STATE
IAP RNAV (GPS) RWY 16 - 1 KIKK - KANKAKEE IL (US)
IAP RNAV (GPS) RWY 34 1 KIKK KANKAKEE IL (US)

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1 DATE OF REVISION: 03/07/2013

REASON FOR REVISION:
MOVE 341 FT SOUTH (6 NM FROM PFAF)
UPDATE HOLDING LEG LENGTH AND CONTROLLING OBSTACLE

DEVELOPED BY: DATE: 08/03/2012 OFFICE: AJV-353 NAME: ROBERT ABBOTT
APPROVED BY: DATE: OFFICE: AJV-353 . NAME: LARRY STROUT
SIGNATURE:

DISTRIBUTION: NFDC
FPQ: CEN
ARTCC: ZAU
ATC FACILITY:
OTHER:

FAA FORM 8260-2 / AUG 2009 Page 1 of 1




NAME: KEGDE

LATITUDE/LONGITUDE: 411506.48N/0875534.26W

RADIO FIX AND HOLDING DATA RECORD

STATE: IL
TYPE: WP

COUNTRY: US

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

HOLDING: HOLDING TYPE OF ACTION: MODIFY

PATTERNS: B

PAT DIR IDENT TYPE RADI/CRS/BRG CRS TURN LEGLENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX MIN MAX

1 N WP 341.02 161.02 R 4 2300 6000 5 6

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 200 TOWER (17-002800) 412115.34N/0875318.48W 987 2C . )

HOLDING RESTRICTIONS:

HOLDING LIMITED TO ESTABLISHED PATTERN

REMARKS:

PRECIPITOUS TERRAIN EVALUATION COMPLETED

FIX USE: :

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE

IAP RNAV (GPS) RWY 16 1 KIKK KANKAKEE IL (US)

IAP RNAV (GPS) RWY 34 1 KIKK KANKAKEE IL. (US)

REQUIRED CHARTING: IAP

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: 1

DATE OF REVISION: 03/07/2013

REASON FOR REVISION:
MOVED 0.66 NM SOUTH (6 NM FROM PFAF)
UPDATE HOLDING LEG LENGTH AND CONTROLLING OBSTACLE

DEVELOPED BY: DATE: 08/03/2012 OFFICE: AJV-353 NAME: ROBERT ABBOTT
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:
DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZAU
ATC FACILITY:
OTHER:
G
s,
- £
FAA FORM 8260-2 / AUG 2009 Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: WEKIT STATE: IL COUNTRY: US
LATITUDE/LONGITUDE: 410649.83N/0875148.43W TYPE: WP
AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY
IAP RNAV (GPS) RWY 16 KIKK KANKAKEE

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1 DATE OF REVISION: 03/07/2013

REASON FOR REVISION:
MOVED 607 FT SOUTH FROM 2.5 TO 2.4 NM FROM R16

DEVELOPED BY: DATE: 11/26/2012 OFFICE: AJV-353 NAME: ROBERT ABBOTT
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:

DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZAU
ATC FACILITY:
OTHER:

STATE
IL (US)

FAA FORM 8260-2 / AUG 2009

Page 1 of 1



RADIO FIX AND HOLDING DATA RECORD 'NFO ONLY

NAME: MEDAN STATE: IL COUNTRY: US

LATITUDE/LONGITUDE: 412027.51N/0881706.83W TYPE: WP, INT, DME

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA MAA
BRG BRG NM  FEET

1 PEOTONE EON VORTAC L 27900 28100 22.75 2275 2400 17500

2 JOLIET JOT VORTAC H 171.06 173.06  12.41 12.41 2400 17500

HOLDING: ' HOLDING TYPE OF ACTION: NO CHANGE

FIX USE: )

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE

EN ROUTE V171 2 Us)

EN ROUTE V38 1 (US)

EN ROUTE V429 2 . - o . (US)

IAP RNAV (GPS) RWY 2 KLOT CHICAGO/ROMEQVILLE IL (US)

IAP RNAV (GPS) RWY 9 KLOT CHICAGO/ROMEOQVILLE IL (US)

IAP RNAV (GPS) RWY 16 KIKK KANKAKEE I (US)

REQUIRED CHARTING: IAP, CONTROLLER, EN ROUTE LOW
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 2 DATE OF REVISION: 06/03/2010

REASON FOR REVISION:

DELETE FAC 3, REMOVED WP FACILITY MAKE UP.
UPDATE FAC 1, ADDED 22.75 TO DIST FROM FAC.
UPDATE FAC 2, ADDED 12.41 TO DIST FROM FAC.

UPDATE FIX USE.
DEVELOPED BY: DATE: 11/04/2009 OFFICE: AVN-120 NAME: ROY BARNETT
APPROVED BY: - DATE: 04/19/2010 OFFICE: AVN-120 NAME: SUE CRUMB
SIGNATURE:
DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZAU
ATC FACILITY:
OTHER:

or
RSl
&

‘v‘s

Yo
g
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NAME: NEWTT

LATITUDE/LONGITUDE: 410332.66N/0880435.91W
AIRSPACE DOCKET: ’

RADIO FIX AND HOLDING DATA RECORD INFO ONLY

STATE: IL
TYPE: WP, INT, DME
FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME

1 PEOTONE
2 ROBERTS

HOLDING:

REMARKS:

IDENT TYPE
EON VORTAC L
RBS VOR/DME L

CLASS MAG TRUE

COUNTRY: US

BRG BRG NM  FEET
223.80 225.80 18.08 18.08 2500 17500
005.91 007.91 28.90 28.90 2500 -17500

HOLDING TYPE OF ACTION: NO CHANGE

FIX ESTABLISHED AT INTERSECTION OF V173 AND V191.

FIX USE:
USE TYPE
EN ROUTE
EN ROUTE
IAP .
IAP

STAR

USE TITLE FAC PAT AIRPORT IDENT CITY ° STATE
V173 1 IL (US)
V191 2 : iL (US)
RNAV (GPS) RWY 16 KIKK KANKAKEE IL (US)
RNAV (GPS) RWY 18 K1C1 PAXTON IL (US)
PAL-WAUKEE KPWK CHICAGO/PROSPECT HEIGHTS/MWHEELING IL (US)

REQUIRED CHARTING: IAP, CONTROLLER, EN ROUTE LOW

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: 6

REASON FOR REVISION:
1. ADDED DISTANCE TO FAC ON FACS 18&2.
2. UPDATED FIX USE.

DATE OF REVISION: 07/01/2010

DEVELOPED BY: DATE: 01/19/2010 OFFICE: AVN-120 NAME: JOSE ALFONSO (SCOTT BAGENSIE)
APPROVED BY: DATE: 05/11/2010 OFFICE: AVN-120 NAME: SUE CRUMB
SIGNATURE:

DISTRIBUTION: NFDC

FPO: CEN

ARTCC: ZAU

ATC FACILITY: CMIATCT

OTHER:
FAA FORM 8260-2 / AUG 2009 Page 1 of 1
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RADIO FIX AND HOLDING DATA RECORD INFO ONLY

NAME: PEOTONE VORTAC STATE: IL COUNTRY: US
LATITUDE/LONGITUDE: 411610.68N/0874727.79W TYPE:
AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY
FIX MAKE-UP FACILITIES:
FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA MAA
BRG BRG NM  FEET
1 PEOTONE EON VORTAC L \ ' 17500
HOLDING: _ HOLDING TYPE OF ACTION: NO CHANGE
" PATTERNS:
PAT DIR IDENT TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING AL11TUDES TEMPLATES
: INBOUND (L OR R) TIME DME MIN MAX
1 N EON ~ VORTAC 001.00 181.00 2600 6000 4 5
2 N WP 001.00 181.00 R , 4 2600 6000 5 6
CONTROLLING OBSTRUCTIONS:
PAT AIRSPEED OBSTRUCTION . COORDINATES ELEVATION ACCURACY CODE
1 200 TOWER (17-001091) 411804.00N/0874935.00W 1236 5D
2 200 TOWER (17-001091)- ' 411804.00N/0874935.00W 1236 5D

HOLDING RESTRICTIONS:
HOLDING LIMITED TO ESTABLISHED PATTERNS.

REMARKS:

PRECIPTIOUS TERRAIN EVALUATION COMPLETED.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY STATE
DP CICERO KM CHICAGO IL (US)
DP OHARE KORD CHICAGO IL (US)
DP PAL-WAUKEE KPWK CHICAGO/PROSPECT HGTSWHEELING  IL (US)
EN ROUTE V156 (US)
EN ROUTE VAT71 (US)
EN ROUTE V173 : (US)
EN ROUTE V24-399 (US)
EN ROUTE V38 (US)
IAP LOC RWY 36 KIGQ CHICAGO CILUS)
IAP RNAV (GPS) RWY 36 KIGQ CHICAGO IL (USy'
IAP RNAV (GPS) RWY 9 KIGQ CHICAGO IL (US)
IAP - VOR-A KIGQ CHICAGO IL (US)
IAP BOILER : KMDW CHICAGO : : IL (US)
IAP ILS OR LOC RWY 4R 1 KMDW CHICAGO IL (US)
IAP ILS OR LOC/DME RWY 13C 1 KMDW CHICAGO IL (US)
IAP ILS OR LOC/DME RWY 31C 1 KMDW CHICAGO IL (US)
IAP RNAV (GPS) RWY 13L 2 KMDW CHICAGO IL (US)
IAP RNAV (GPS) RWY 22 2 KMDW CHICAGO IL (US)
IAP RNAV (GPS) RWY 31R 2 KMDW CHICAGO IL (US)
IAP RNAV (GPS) RWY 4L KMDW CHICAGO IL (US)
(AP RNAV (GPS) Z RWY 13C 2 KMDW CHICAGO IL (US)
IAP RNAV (RNP) Y RWY 13C 2 KMDW CHICAGO IL {US)
IAP \2/20LRIDME RNAV OR GPS RWY 1 KMDW CHICAGO IL{US)
IAP RNAV (GPS) RWY 2 KLOT CHICAGO/ROMEOVILLE . IL (US)
IAP RNAV (GPS) RWY 16 KIKK KANKAKEE IL (US)
IAP RNAV (GPS) RWY 22 KIKK KANKAKEE IL (US)
I1AP RNAV (GPS) RWY 34 KIKK KANKAKEE IL (US)
IAP VOR RWY 22 KIKK KANKAKEE IL (US)
IAP VOR RWY 4 KIKK KANKAKEE IL (US)
IAP RNAV (GPS) RWY 27 2 KC56 MONEE L (US)
IAP RNAV (GPS) RWY 9 2 KC56 " MONEE IL (US)
IAP VOR-A KC09 ~ MORRIS : IL (US)
IAP VOR/DME OR GPS RWY 2 KGYY GARY B IN (US)
IAP VOR OR GPS-A K501 KENTLAND - IN (US)
IAP VOR OR GPS-A 1 KCo7 LOWELL IN (US)
STAR GOSHEN KMDW CHICAGO IL (US)
STAR - MOTIF . KMDW CHICAGO IL (US)

STAR MOTIF KGYY GARY IN (US)

’REQUIRED CHARTING: DP, STAR, |AP, CONT‘ROLLER, EN ROUTE LOW

COMPULSORY REPORTNG POINT: NO

RECORD REVISION NUMBER: 12 DATE OF REVISION: 59/23/201 0 ‘ ‘ o
- &

bt
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PEOTONE VORTAC

KSON FOR REVISION; :, . }
CGORDINATES UPDATED! '
ADDED NOTE "PRECIPITOUS TERRAIN EVALUATION COMPLETED."

UPDATED FIX USE.
MOVED NOTE *HOLDING LIMITED TO ESTABLISHED PATTERNS" FROM REMARKS TO HOLDING RESTRICTIONS.

DEVELOPED BY: DATE: 03/22/2010 OFFICE: AVN-120 ' NAME: JOSE ALFONSO (BEV L BORDY)
APPROVED BY: DATE: 07/01/2010 OFFICE: AVN-120 NAME: SUE CRUMB
SIGNATURE:

DISTRIBUTION: NFDC
: FPO: CEN _
ARTCC: ZAU
ATC FACILITY: ORD, MDW
OTHER: .

‘\;‘»V}“‘»‘*‘\q

FAA FORM 8260-2 / AUG 2009
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- TERMINAL AIRSPACE DATA REQUIREMENTS

" CITY: KANKAKEE STATE: IL

AIRPORT NAME: GREATER KANKAKEE ID:  KIKK
PROCEDURE: RNAV (GPS) RWY 16 AMDT: 1
DOCKET#:

(96-AXX-X/Required/Not Required)

ALL DIST TO 1/100 NM; ELEV TO NEAREST FT; COORD TO 1/100 SEC; DEG TO 1/100 DG.

1. Distance from THLD to 1000’ point : 3.26

(Enter THLD, FAF, ARP, FACILITY, as appropriate)
2. Width of FINAL segment at 1000’ point 1.20
(Enter appropriate segment, final, intermediate, etc.)
3. True Course of FINAL segment containing 1000' point 161.05
4. High Terrain in FINAL segment containing 1000’ point 693
5. Distance from THLD to 1500' point 4.95
(If 1500' point in PT maneuvering area or holding pattern note in remarks) N )
6. Width of FINAL segment at 1500’ point 1.95
7. True Course of FINAL segment containing 1500' point 161.05
8. High Terrain in FINAL segment containing 1500' point 693
9. Threshold Coordinates (if straight-in} ... 410433.54N / 0875046.63W
10. ARP Coordinates ...........cccevvevvnrenen. 410417.00N / 0875046.60W
11. Runway Approach End and distance furthest from ARP ................ RWY 4
Distance 0.52 NM
12. FAF Coordinates ....... e 410925.83N / 0875259.27W

REMARKS: Approach/Drawing attached.






