KANKAKEE, IL

GREATER KANKAKEE

(KIKK) RNAV (GPS) RWY 34,

Action: [Task Type: Date Open: | Task #: Request #:
Flight Procedure Tracking Form FLIGHT CHECK IAP 08/02/2012 | 2011061422491730020 20110614224917
Procedure: RNAV (GPS) RWY 34 AMDT 1 Airport ID: Airport: GREATER KANKAKEE Reimbursable #:
KIKK
City: KANKAKEE ST: IL GPS #: Estimated Chart Date: FICO #:
05/02/2013
Fac ID: Fac. Type: LPV Specialist: ROBERT ABBOTT
Procedure Review N\
s 9
L)\
Rec'd Rel'd Full Name Comments “’-ﬁ "
Lead: 04/18/2012 | 01/02/2013 | STEVEN SZUKALA
QA: 01/02/2013 01/02/2013 STEVEN SZUKALA
Liaison: | 01/02/2013 5(‘“’\‘\’”
Procedure Comments: ENROUTE-NON | Remark Type: INFORMATION

pk] ﬁf’f

AMDT 1 (LPV)

CONTACT: JILL OLSON/STEVE BARNETT -AV]-353 LEADS, 405.954.4014 / 405.954.9307

ENROUTE-NO FC: 3.19.13 PUB: 5.2.13

ATTACHED FORMS: 8260-3; 8260-10; 8260-9; 8260-2(S): CUPTU, REV 1; KEGDE, REV 1; KENLA-INT, REV 4; JETIB, REV 1; (INFO ONLY) PEOTONE (EON) VTAC, REV
12; ROBERTS (RBS) VDME, REV 10.

VN 8200-6 (05/26/2005)

Data as of:

1/4/2013 9:27:46AM




KANKAKEE, ILLINOIS

WAAS
CH 86731

APP CRS

Rwy |dg
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AL-5278 (FAA)

FIG

RNAV (GPS) RWY 34

341°

Apt Elev 630

W34A KANKAKEE/ GREATER KANKAKEE (1KK)

W BARO-VNAV NA when using Pontiac altimeter sefting. For uncompensated BARO-VNAV

A systems, LNAV/VNAY NA below -16"'C (4 'F1 or above 54°C (130"F) Vvhen local altimeter
setting not received, use Pontiac altimeter setting and increase all DA 89 feet and LPV visibilit
all Cats 1/8 mile, LNAV/VNAV visibility 1/4 mile; increase all MDA 100 feet and LNAV Cats C
and D visibility 1/4 mile. DME/DME RNP-0.3 NA. Helicopter visibility below 1 SM not
authorized. Rwy 34 straight-in and circling and circling fo rwy 16 NA at night.
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) RNAYV - STANDARD Bearings, headings, courses, and radials are magretic. Elevationsand altitudes are in foet, MSL, except
US DEPARTMENT OF TRANSPORTATION INSTRUMENT APPROACH PROCEDURE HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. Cellings are in feet
FEDERAL AVIATION ADMINISTRATION TITLE 14 CFR PART 97.33 above airport elevation. Distances are in nautical miles unless otherwise indicated, except visibilities which
are in statute miles or in feet RVR.
TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE trPlXV DAN AV: DA
EON VORTAC JETIB (FO) 176.63 /22,90 2300 LNA\/{VRW34' b
KENLA (IAF) JETIB (NOPT) (FB) 267.48/10.56 ' 2300 I
CLIMB TO 2300 DIRECT KEGDE AND HOLD.
RBS VOR/DME (IAF) JETIB (NOPT) (FB) 044.85/ 25.99 2300
JETIB (IF/IAF) CUPTU (FB) 341.12/6.00 2300
CUPTU (FAF) RW34 (MAP) (FO) 341.09/5.17
RW34 (MAP) : 867 MSL ' 341.09 -
ADDITIONAL FLIGHT DATA:
867 MSL KEGDE (FO) 2300 HOLD N, RT, 161.02 INBOUND.
' CHART FAS OBST: 787 TOWER 410141N/0874913W
DISTANCE TO THLD FROM 250 HATH: 0.67 NM.
WAAS CHANNEL # 86731
REFERENCE PATH ID: W34A
LTP HAE: 155.3 M
1.PT SIDE OF COURSE QUTBOUND FT WITHIN MILES OF (IAF
2. HOLD S JETIB, RT, 341.12 INBOUND, 2300 FT. IN LIEU OF PT (IAF) )
3. FAC: 341.09 FAF: CUPTU DIST FAF TO MAP: 517 THLD: 5.17
4. MiIN. ALT: JETIB 2300, CUPTU 2300
5. DIST TO THLD FROM OM: MM: IM: 150 HAT: 100 HAT: GS ANT:
6. MIN GS INCPT: 2300 GS ALT AT:CUPTU 2300 OM: MM: IM:
7. GS ANGLE: 3.00 TCH:36.5 34:11S NOT CLEAR .
8. MSA FROM: Rw34 2800 . MAG VAR: OE EPOCH YEAR: 1980
: ' MINIMUMS
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE: N A | J STANDARD @
CATEGORY =====> A - B ' C - D - E
DH/MDA VIS HAT/HAA]| DH/MDA VIS HAT/HAA|DH/MDA VIS HAT/HAA | DH/MDA VIS HAT/HAA | DH/MDA VIS HAT/HAA
LPV DA 867 1 250 867 1 250 867 1 250 867 1 250
LNAV/VNAV DA 882 1 265 882 1 265 882 1 265 882 1 265
LNAV MDA 1040 1. 423 1040 1 423 1040 114 423 1040 11/4 423
CIRCLING 1080 1 450 1100 1 470 1100 11/2 ‘ 470 1180 2 550
NOTES:
CHART NOTE: BARO-VNAV NA WHEN USING PONTIAC ALTIMETER SETTING. @ NA WHEN LOCAL WEATHER NOT AVAILABLE. QU
CHART NOTE: FOR UNCOMPENSATED BARO-VNAV SYSTEMS, LNAV/VNAV NA BELOW -16C (4F) OR ABOVE 54C (130F). ) '7‘:’
CHART NOTE: WHEN LOCAL ALTIMETER SETTING NOT RECEIVED, USE PONTIAC ALTIMETER SETTING AND INCREASE ol T
ALL DA 89 FT AND LPV VISIBILITY ALL CATS 1/8 MILE; LNAV/VNAV VISIBILITY 1/4 MILE; INCREASE ALL 'f»\ni ~
(SEE FORM 8260-10) . CIED
CITY AND STATE ELEVATION: 630 THRE: 617 FACILITY PROCEDURE NO_/AMDT NO./EFFECTIVE DATE: SUP:
KANKAKEE, IL AIRPORT NAME: IDEN;{HTL{\EIR: RNAYV (GPS) RWY 34, AMDT 1 ANMDT: ORIG
GREATER KANKAKEE ' DATED  03/15/2007

FAA FORM 8260 - 3 / April 2006 (computer generated) ’ PAGE 1 OF &PAGES



ALLAFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES T REQUIRED EFFECTIVE DATE

|Z| YES |:| NO ROUTINE

COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

] ] | 1] 1] x] v ZAU, AMGR

FLIGHT CHECKED BY

NAME: FIFO DATE:

DEVELOPED BY
NAME: FIFO DATE:
ROBERT G. ABBOTT : AJV-353 08/08/2012
, APPROVED BY
NAME: FIFO DATE:
LARRY H STROUT MANAGER AJV-353
CHANGES:

1. ADD LPV AND LNAV/VNAV

2. DELETE VDP

3. ADD PROCEDURE AND CIRCLING NA RESTRICTION

4. UPDATE PONTIAC MUNI MINIMA NOTE WITH DA INCREASE AND LNAVICIRCLING CAT C AND D VISIBILITY INCREASE
5. UPDATE KENLA AND EON VORTAC NA NOTE

6. COURSE/DISTANCE FROM EON VORTAC TO JETIB FROM 176.67/22.86 TO 176.63/22.90

7. COURSE/DISTANCE FROM KENLA TO JETIB FROM 267.74/10.57 TO 267.48/10.56

8. COURSE/DISTANCE FROM RBS VOR/DME TO JETIB FROM 044.75/26.01 TO 044.85/25.99

9. DISTANCE FROM JETIB TO CUPTU FROM 6.02 TO 6.00

10. DISTANCE FROM CUPTU TO RW34 FROM 5.10 TO 5.17

REASONS:

1. ANA-LPV 12/03/2011 SURVEY

2 AND 3. VISUAL SURFACE 20:1 PENETRATION

4. VISIBILITY TABLE

5. 90 DEGREE TURN REQUIREMENT

6, 7 AND 8. JETIB MOVED TO 6 NM FROM PFAF

9. MINIMUM LENGTH WHERE TURNS OVER 45 DEGREES ARE REQUIRED
10. CALCULATED PFAF

PDF EDIT: ADD (FAF) TO TERMINAL ROUTES FROM CUPTU
REMOVE 867 ALTITUDE FROM RW34 TO 867 MSL TERMINAL ROUTE




US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

RNAV - STANDARD Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
INSTRUMENT APPROACH PROCEDURE - TITLE 14 CFR PART 97.33 except visibities which are in statute miles or in feet RVR.

NOTES, (CONT.):

MDA 100 FT AND LNAV CATS C AND D VISIBILITY 1/4 MILE.

CHART NOTE: DME/DME RNP-0.3 NA.

CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVALS AT KENLA ON V128 SOUTHEAST BOUND.

CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVALS ON EON VORTAC AIRWAY RADIALS 150 CW 224.
CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVALS ON RBS VOR/DME AIRWAY RADIALS 351 CW 089.
CHART NOTE: HELICOPTER VISIBILITY BELOW 1 SM NOT AUTHORIZED.

CHART NOTE: RWY 34 STRAIGHT-IN AND CIRCLING AND CIRCLING TO RWY 16 NA AT NIGHT.

i}}jﬁs(/‘:\‘
4
' : Soy®
CITY AND STATE ELEVATION: 630 THRE: 617 FACILITY PROCEDURE NO./AMDT NO/EFFECTIVE DATE: __ |suP.
KANKAKEE, IL AIRPORT NAME: 'DENR:':\',ER' RNAV (GPS) RWY 34, AMDT 1 ~ [amoT ORIG
GREATER KANKAKEE DATED.  03/15/2007

FAA FORM 8260-10/ April 2006 (Computer Generated) PAGE 2 OF { PAGES




ALLAFFECTED PROCEDURES REVIEWED?

[] ves [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

] [] [] [ ]

AQOPA

[

NBAA OTHER (specify)

[

FLIGHT CHECKED BY

NAME: ‘ FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:
APPROVED BY

NAME: FIFO DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION | Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

RNAV STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICE - FAR PART 97.33

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

FAS DATA BLOCK INFORMATION

DATA FIELD DATA
OPERATION TYPE (i
SBAS SERVICE PROVIDER IDENTIFIER 0
AIRPORT IDENTIFIER KIKK
RUNWAY RW34
APPROACH PERFORMANCE DESIGNATOR 0
ROUTE INDICATOR
REFERENCE PATH DATA SELECTOR 0
REFERENCE PATH IDENTIFIER (APPROACH ID) W34A
LTP/FTP LATITUDE 410352.4330N
LTP/FTP LONGITUDE 0875028.0035W
LTP/FTP ELLIPSOIDAL HEIGHT +01553
FPAP LATITUDE 410516.7600N
FPAP LONGITUDE : 0875106.2300W
THRESHOLD CROSSING HEIGHT (TCH) 00036.5
TCH UNITS SELECTOR (METERS OR FEET USED) F
GLIDEPATH ANGLE (GPA) 03.00
COURSE WIDTH AT THRESHOLD 106.75
LENGTH OFFSET 1408
HORIZONTAL ALERT LIMIT (HAL) 40.0
VERTICAL ALERT LIMIT (VAL) 50.0
CRC REMAINDER A2514D40
ADDITIONAL PATH POINT RECORD INFORMATION
ICAO CODE K5
LTP ORTHOMETRIC HEIGHT +01880
FPAP ORTHOMETRIC HEIGHT +01880
o 4
By,
ko
CITY AND STATE ELEVATION: 630 THRE: 617 FACILITY PROCEDURE NO./AMDT NO./JEFFECTIVE DATE: SUP:
. IDENTIFIER: RNAV (GPS) RWY 34, AMDT 1
KANKAKEE, IL AIRPORT NAME: RNAY (GPS) AMDT. ORIG
GREATER KANKAKEE DATED: 03/15/2007

FAA FORM 8260-10 / April 2006 (Computer Generated)

PAGE 3 OF { PAGES




ALL AFFECTED PROCEDURES REVIEWED?

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

[ ves [ no
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

I N A O

[

1]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:
APPROVED BY

NAME: FIFO DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

w INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute milesor in feet RVR. .

ARINC PACKET - 424-18 - RNAV (GPS)

1 2 3 4 5 6 7 8 9 0 1 2 3
NAVAID 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAD EON K5011320VTL. N41161068W087472779 N41161068W087472779E0020006891 NARPEQOTONE
SUSAD RBS K5011680VDL N40345413W088095136 N40345413W088095136E0020007801 NARROBERTS
1 2 3 4 5 6 7 8 9 0 1 2 3
WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAEAENRT CUPTU K50 W N40585876W087481510 W0033 NAR CUPTU
SUSAEAENRT JETIB K50 W N40531795W087454127 W0033 NAR JETIB
SUSAEAENRT KEGDE K50 W N41150648W087553426 W0033 NAR KEGDE
SUSAEAENRT KENLA K50 C L N40534665W087314672 W0035 NAR KENLA
1 2 3 4 5 6 7 8 9 0 1 2 3

AIRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KIKKKSAIKK 0 059YHN41041700W087504660E000000630 1800018000C MNAR GREATER KANKAKEE

T 2 3 4 5 6 7 8 9 ] 1 2 3
SEGMENT 123456789012345678901234567890123456789012345678901234567890123456785012345678901234567890123456789012345678901234567890123456789012

SUSAP KIKKKSFR34 AEON 010EON K5D OV IF 18000 A JS
SUSAP KIKKKSFR34 AEON  020JETIBKSEAOEY  020TF - 17660229 + 02300 A JS
SUSAP KIKKKS5FR34 AEON  030JETIBKSEAOEE AR  HF 34110040 + 02300 A JS
SUSAP KIKKKSFR34  AKENLA 010KENLAKSEAOE A IF 18000 A JS
SUSAP KIKKK5FR34 - AKENLA 020JETIBKSEAOEE B 010TF 26750106 + 02300 A JS
SUSAP KIKKK5FR34 ARBS 010RBS KX5D OV A IF 18000 A JS
SUSAP KIKKK5FR34 ARBS  020JETIBKSEAOEE B 010TF ’ 04490260 + 02300 A JS
SUSAP KIKKKS5FR34 R 010JETIBKSEAOE I IF + 02300 18000 A JS
SUSAP KIKKK5FR34 R 020CUPTUKSEA1E F 051TF 34110060 + 02300 RW34 KS5PGA JS
SUSAP KIKKK5FR34 R 02 0CUPTUKSEA2WALPV ALNAV/VNAV ALNAV Js
SUSAP KIKKKS5FR34 R 030RW34 K5PGOGY M 031TF 34110052 00653 -300 A JS
SUSAP KIKKKS5FR34 R 040 0 M cA 3411 + 00867 A JS
SUSAP KIKKK5FR34 R 050KEGDEK5SEAOEY DF + 02300 A JS
SUSAP KIKKKS5FR34 R 060KEGDEKSEAOEE R  HM 16100040 + 02300 A JS
1 2 3 4 5 6 7 8 9 0 ) 1 2 3

RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456782012345678901234567890123456789012

SUSAP KIKKKS5GRW34 0043983411 N41035243W087502800+0100 +0155300617000037075R

\}M//»
1 2 3 4 5 6 7 -8 9 0o - 1 2 73 A
PP 1234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234557@}9,;1'& o
&

CITY AND STATE ) ELEVATION: 630 THRE: 617 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: SUP:
KANKAKEE, IL AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 34, AMDT 1
GREATER KANKAKEE AMDT: ORIG
RNAV

DATED:  03/15/2007

FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page 4 of 6 Pages



ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

N N I I N I

AOPA NBAA OTHER (specify)

[ L]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY
. NAME: NFPG DATE:
APPROVED BY
NAME: NFPG DATE:
CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

w INSTRUMENT APPROACH PROCEDURE Ceilings arefin fee;t abo&e airport elevation. Distances are in nautical miles unless otherwise
_ FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR. )

SUSAP KIKKK5PR34 RW34 001 0000W34A0N4103524330W08750280035+015530300N4105167600W08751062300106751408000365F400500A2514D40

SUSAP KIKKKGSPR34 RW34 002E +01880+01880LPV 86731
1 2 3 4 5. 6 7 8 9 (VI 1 2 3
MSA- - 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KIKKK5SRW34 K5PG 0 18018002825 M
Aly
A
‘ Q
Q’Ec‘é“
CITY AND STATE ELEVATION: 630 THRE: 617 FACILITY - PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |gup:
KANKAKEE, IL AIRPORT NAME: ' IDENTIFIER: RNAV (GPS) RWY 34, AMDT 1
GREATER KANKAKEE AMDT: ORIG
RNAV . .
DATED:  03/15/2007

FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page 5 of 6 Pages



ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] no

COORDINATES OF.FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA ALPA APA

O g o O

AOPA NBAA OTHER (specify)

1 L]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

— RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICES - FAR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise

indicated, except visibilities which are in statute miles or in feet RVR.

ARINC SUMMARY -~ 424-18 - RNAV (GPS)

ROUTES TRANSITION FIX SEQ USE ~ PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
EON EON 010 . IF FB
EON ) JETIB 020 TF FO 2.0 176.6(176.6T) 022.9 AA 02300
EON JETIB 030 IAF HF R FO 341.1(341.1T) 004.0 AA 02300
KENLA KENLA 010 - IAF IF FB )
KENLA JETIB 020 TF FB 1.0 267.5(267.5T) 010.6 AA 02300
RBS RBS 010 IAF IF FB
RBS JETIB- 020 TF FB 1.0 044.9(044.9T) 026.0 AR 02300
JETIB 010 FACF IF FB AA 02300
CUPTU 020 FAF TF FB 0.5 341.1(341.1T) 006.0 AR 02300
RW34 030 MAP TF FO 0.3 341.1(341.1T) 005.2 AT 00653
MISSED APPROACH FIX SEQ USE PATH TURN- FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
040 i ca FB 341.1(341.1T) AA 00867
KEGDE 050 DF FO AA 02300
KEGDE 060 HM R FO 161.0(161.0T) 004.0 AA 02300
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
EON N411610.68 W0874727.79 N4116.178 W08747.463
RBS N403454.13 W0880951.36 N4034.902 W08809.856
CUPTU N405858.76 W0874815.10 N4058.979 W08748.252
JETIB N405317.95 W0874541.27 N4053.299 W08745.688
KEGDE N411506.48 W0875534.26 N4115.108 W08755.571
KENLA N405346.65 W0873146.72 N4053.778 W08731.779
RW34 N410352.43 W0875028.00 N4103.874 W08750.467
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RW34 00617 37
WALy
& e
4 L
q%sc\(*
CITY AND STATE ELEVATION: 630 THRE: 617 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: SUP:
KANKAKEE, IL AIRPORT NAME: : IDENTIFIER: RNAV (GPS) RWY 34, AMDT 1
GREATER KANKAKEE AMDT: ORIG
RNAV .
DATED:  03/15/2007

FAA FORM 8260 - 10 / April 2006 (Computer Generated)

Page 6 of

6 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [ ] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT " ALPA APA

o O 0O O

AOPA NBAA OTHER (specify)

] ]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
PART -A OBSTRUCTION DATA
1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES ELEV. MSL| ROC ALT. ADJUSTMENTS MIN. ALT.
FEEDER EON VORTAC JETIB 1. TOWER (17-000501) [410304.00N/0874444.00W | 1022 (4D) 1000 - |AT278 2300
) 2. TERRAIN 410339.00N/0874618.00W |726 (700) AS1500 2200
INITIAL KENLA JETIB 3. TOWER (17-002895) [405152.00N/0873514.00W 1133 (5D) 1000 |AT167 2300
4. TERRAIN 405318.00N/0873224.00W | 722 (700) AS1500 2200
INITIAL RBS VOR/DME JETIB 5. TOWER (17-000597) |404300.00N/0880004.00W | 1184 (5E) 1000 2200
6. TERRAIN " |403842.00N/0881209.00wW [794 (800) AS1500 2300
INTERMEDIATE: LNAV JETIB (IF/IAF) CUPTU 7. TOWER (17-020697) |405256.58N/0874422.54W [902 (5C) 500 |pDG898 2300
8. TERRAIN 405900.00N/0874730.00W |644 (600) AS1500 2100
FINAL: LPV CUPTU RW34 9. TREE (KIKKT0182)  |410348.27N/0875022.91W |634 (1A) 341 867/250
FINAL: LNAV/VNAV CUPTU - RW34 10. TREE (KIKKT0214) |410343.53N/0875057.32W | 721 (1A) 23.41 882/265
[FINAL: LNAV [cuPTU RW34 11. TOWER (KIKKT0193]410140.80N/0874913.25W [ 787 (1A) 250 1040
2. HOLD-IN-LIEU-OF-PT JETIB P-5 12. WINDMILL 404453.06N/0873749.86W [1092 (5D) 1000 |AT208 2300
(17-021596)
13. TERRAIN 405018.00N/0873654.00W [716 (700) AS1500 2200
MAP: |DA/DA/RW34 KEGDE , S ASC 2300
2‘#}4’585& i 14. TOWER (17-001660) [410924.00N/0875216.00W | 1100 (5D) 1000 2100
ELEV: |680/721/940 15. TERRAIN 411112.00N/0875142.00W | 729 (700) AS1500 2200
4. CIRCLING AREA DISTANCE HT. ABV. ARPT.
CATEGORY A 1.3NM | | 350 450 |16. TOWER (17-003541)| 410449.72N/0874854.37W [770 (2C) 300 1080
CATEGORY B 1.5NM || 450 z 470 17. TOWER (17-000578)| 410508.00N/0875222.00W |793 (2C) 300 1100
CATEGORY C 17NM  |5] 450 |2 470 17. TOWER (17-000578)| 410508.00N/0875222.00W |793 (2C) 300 1100
CATEGORY D 23NM_ |Z[ 550 |2 550 18. CHY (KIKKT0172) | 410607.27N/0875205.38W 838 (1A) 300 HAA 1180
CATEGORY E 45NM |%[ 550 '
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID: RW34
SECTOR OBSTRUCTION BRG/DIST  |ELEVATION (MSL) MSA SECTOR OBSTRUCTION | BRG/DIST ELEVATION (MSL) MSA
360-360 TWR (18-000994) 049/ 26.2 1731 (3C) 2800 :
CITY AND STATE ELEVATION: 630 FACILITY PROCEDURE AND AMENDMENT NO: |REGION
KANKAKEE, IL AIRPORT NAME: RNAV RNAV (GPS) RWY 34, AMDT 1 AGL
GREATER KANKAKEE

FAA Form 8260 - 9 / April 2006 (Computer Generated)
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PART B - SUPPLEMENTAL DATA

1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIMETER SETTING
ZAU ARTCC NWS |OTHER: SOURCE:KIKK/ KPNT
AWOS-3 DISTANCE: 0 36.41
FAA HOURS REMOTE OPERATION:
SATISFACTORY ON: AIC 0724
x|VHF [x[uHF | [HF LOCATION: KIKK ADJUSTMENT: 0/ 89
) PRIMARY NAVAID:
MONITOR |-MCONITOR POINT;
STATUS | HRS | CAT1
OPTN:| CAT 3
ALS
(S) SALS
X MALSR 04 (PCL)
5. X  |HIRL 22 (PCL), 04 (PCL)
QP:SSVAV?\;' X |MIRL 16 (PCL), 34 (PCL)
LIGHTING |_X__[REL 2; (PCL)
TDZ
C/LINE
X  |OTHER (SPECIFY)
PAPI-4L 186, 22, 34, 04
6. RUNWAY  [BASIC
MARKINGS ALL WEATHER PIR-F 04
INSTRUMENT NPI-G 16; -F 22, 34
7.RUNWAY | APPROACH ‘
VISUAL MIDFIELD
RANGE ROLL OUT
4. GLIDE GP ANGLE: 3.00 ELEV RWY THRESHOLD:616.8
PATH DISTANCE FROM RWY: ELEV GP ANTENNA:
THRESHOLD CROSSING HEIGHT:36.5
9. FINAL APPROACH X |RUNWAY THRESHOLD FT. FROM THRESHOLD

COURSE AIMING

X

ON CENTERLINE

FT. FROM CENTERLINE

10. WAIVERS: NONE

PART D - PREPARED BY:

ROBERT G. ABBOTT

DATE:
08/08/2012

TITLE:

AERONAUTICAL INFORMATION SPECIALIST

OFFICE:
AJV-353

PART C - REMARKS:
VDP NOT ESTABLISHED - OBSTACLE PENETRATE 20:1.

PRECIPITOUS TERRAIN EVALUATION COMPLETED.
TAA NOT DEVELOPED AS PER FPT REQUEST.

TERPS VOLUME 1, VISUAL PORTION OF FINAL 20:1
PENETRATION:
634 TREE (KIKKT0182) 410348.27N-0875022.91W (0.97)

TERPS VOLUME 1, VISUAL PORTION OF FINAL 34:1
PENETRATIONS:

634 TREE (KIKKT0182) 410348.27N-0875022.91W (7.66)
639 TREE (KIKKT0186) 410346.05N-0875022.88W (6.38)

RWY 16 TERPS VOLUME 1, VISUAL PORTION OF FINAL
PENETRATIONS:

668 TREE (KIKKT0136) 410437.89N-0875051.87W (29.88)
672 TREE (KIKKT0151) 410439.37N-0875052.04W (26.59)
642 TREE (KIKKT028) 410437.72N-0875042.92W (15.81)
658 TREE (KIKKT0153) 410441.64N-0875044.87W (10.63)
646 TREE (KIKKT0134) 410439.60N-0875043.51W (10.08)
651 TREE (KIKKT0139) 410438.98N-0875050.73W (9.08)
644 TREE (KIKKT0133) 410437.83N-0875050.27W (8.15)
650 TREE (KIKK0027) 410440.01N-0875046.77W (8.07)
647 TREE (KIKKT0142) 410438.63N-0875052.92W (4.03)

INTERMEDIATE LPV, LNAV/VNAV AND LNAV HAVE THE SAME
CONTROLLING OBSTACLE AND TERRAIN

KIKK AND KPNT AWOS-3 ON SERVICE A
ISA DEVIATION: -30 - NO WEATHER HISTORY AVAILABLE

VGSI 3.00/TCH 36.5
LPV SURFACE: 34:1
LNAV/VNAV SURFACE: 23.441:1

NO ADDITIONAL AIRSPACE REQUIRED.
RASS PRESSURE PATTERNS SAME
KIKK 630.1, KPNT 666.2

RA = 88.89.

SEE ATTACHED AIRSPACE LETTER.

PDF EDIT: PART B - SUPPLEMENTAL DATA
ADD KPNT ALTIMETER SETTING ADJUSTMENT 89 FT




RADIO FIX AND HOLDING DATA RECORD

NAME: CUPTU STATE: IL COUNTRY: US
LATITUDE/LONGITUDE: 405858.76N/0874815.10W TYPE: WP

AI.RSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY

IAP RNAV (GPS) RWY 34 KIKK KANKAKEE

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1

REASON FOR REVISION:

MOVE 443 FT SE TO PFAF
DEVELOPED BY: DATE: 08/03/2012
APPROVED BY: DATE:
SIGNATURE:
DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZAU
ATC FACILITY:
OTHER:

DATE OF REVISION: 01/10/2013

OFFICE: AJV-353 NAME: ROBERT ABBOTT

OFFICE: AJV-353 NAME: LARRY STROUT

STATE
IL (US)

FAA FORM 8260-2 / AUG 2009
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RADIO FIX AND HOLDING DATA RECORD

NAME: KEGDE STATE: IL COUNTRY: US

LATITUDE/LONGITUDE: 411506.48N/0875534.26W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

HOLDING: HOLDING TYPE OF ACTION: MODIFY

PATTERNS:

PAT DIR IDENT  TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX MIN  MAX

1 N WP 341.02 161.02 R 4 2300 6000 5 6

CONTROLLING OBSTRUGTIONS:

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 200 TOWER (17-002800) 412115.34N/0875318.48W 987 2C

HOLDING RESTRICTIONS:

HOLDING LIMITED TO ESTABLISHED PATTERN

REMARKS:

PRECIPITOUS TERRAIN EVALUATION COMPLETED

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE

IAP RNAV (GPS) RWY 16 1 KIKK KANKAKEE iL (US)

IAP RNAV (GPS) RWY 34 1 KKK KANKAKEE IL (US)
REQUIRED CHARTING: IAP | '

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: 1 DATE OF REVISION: 03/07/2013

REASON FOR REVISION:
MOVED 0.66 NM SOUTH (6 NM FROM PFAF)
UPDATE HOLDING LEG LENGTH AND CONTROLLING OBSTACLE

DEVELOPED BY: DATE: 08/03/2012 OFFICE: AJV-3563 NAME: ROBERT ABBOTT
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:

DISTRIBUTION: NFDC
FPO: CEN
ARTCGC: ZAU
ATC FACILITY:
OTHER:

- FAA FORM 8260-2 / AUG 2009 Page 10f1



RADIO FIX AND HOLDING DATA RECORD

NAME: KENLA STATE: IL » COUNTRY: US
LATITUDE/LONGITUDE: 405346.65N/0873146.72W TYPE: WP, INT, DME .
AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY"

FIX MAKE-UP FACILITIES:

FAC NAME . IDENT TYPE CLASS anlég TRUE DME DISTFROMFAC  MRA MAA

BRG NM
1 PEOTONE EON VORTAC L 150.00 152.00 2534 25.34
2 ROBERTS RBS VOR/DME L 05470 056.70 34.55 34.55
3 KANKAKEE IKK VOR/DME L 126.14 126.14 18.06 18.06

HOLDING: HOLDING TYPE OF ACTION: MODIFY

CONTROLLING OBSTRUCTIONS:
PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION
UPN 200 WINDMILL (18-020378) 404251.92N/0872830.76W 1142

HOLDING RESTRICTIONS;
UNPLANNED HOLDING AUTHORIZED AT OR ABOVE 3000

REMARKS:
PEOTONE (FAC1) AND ROBERTS (FAC2) USED TO ESTABLISH FIX COORDINATES
PRECIPITOUS TERRAIN EVALUATION COMPLETED

FIX USE:

USE TYPE USETITLE FAC PAT AIRPORTIDENT CITY

EN ROUTE V128

EN ROUTE V233

EN ROUTE V24

EN ROUTE V399

IAP RNAV (GPS) RWY 34 KIKK KANKAKEE
IAP VOR RWY 22 KIKK - KANKAKEE
IAP VOR RWY 4 KIKK KANKAKEE
IAP VOR-A K50l KENTLAND

REQUIRED CHARTING: IAP, CONTROLLER, EN ROUTE LOW
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 4 DATE OF REVISION: 05/02/2013

REASON FOR REVISION:

REMOVE FAC 4 WP

ADD FAC1 AND FAC2 USED TO ESTABLISH FiX COORDINATES NOTE
ADD PRECIPITOUS TERRAIN EVALUATION ‘
UPDATE HOLDING OBSTACLE AND UNPLANNED HOLDING RESTRICTION
UPDATE FIX USE

DEVELOPED BY: DATE: 11/27/2012 OFFICE: AJV-353 NAME: ROBERT ABBOTT
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:

DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZAU
ATC FACILITY:
OTHER:

FEET
2400 17500
3000 17500
2400 17500

ACCURACY CODE
5D

Asy
S r
A Q
O"/E(;\é"’

FAA FORM 8260-2 / AUG 2009
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RADIO FIX AND HOLDING DATA RECORD

NAME: JETIB , STATE: IL " COUNTRY:US

LATITUDE/LONGITUDE: 405317 95N/0874541.27W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

HOLDING: HOLDING TYPE OF ACTION: MODIFY

PATTERNS: :

PAT DIR IDENT  TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX MIN  MAX

1 s WP 161.12 341.12 R 4 2300 6000 5 6

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 200 WINDMILL (17-021596) 404453 .06N/0873749.86W 1092 5D

HOLDING RESTRICTIONS:
HOLDING LIMITED TO ESTABLISHED PATTERN

REMARKS:

PRECIPITOUS TERRAIN EVALUATION COMPLETED

FIX USE: .
USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY STATE
IAP " RNAV (GPS) RWY 16 1 KIKK KANKAKEE IL (US)
IAP RNAV (GPS) RWY 34 1 KIKK KANKAKEE y _ IL (US)

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1 DATE OF REVISION: 03/07/2013

REASON FOR REVISION:
MOVE 341 FT SOUTH (6 NM FROM PFAF) .
UPDATE HOLDING LEG LENGTH AND CONTROLLING OBSTACLE

DEVELOPED BY: DATE: 08/03/2012 OFFICE: AJV-353 NAME: ROBERT ABBOTT
APPROVED BY: DATE: _ OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:

DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZAU
ATC FACILITY:
OTHER:

FAA FORM 8260-2 / AUG 2009 Page 1 of 1



RADIO FIX AND HOLDING DATA RECORD lNFO ONLY

NAME: PEOTONE VORTAC ' , STATE: IL " COUNTRY: US

LATITUDE/LONGITUDE: 411610.68N/0874727.79W TYPE:

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES: ' _

FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC_ MRA  MAA

BRG BRG NM  FEET

1 PEOTONE EON VORTAC L 17500

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

PATTERNS: :

PAT DIR IDENT  TYPE RAD/CRS/BRG CRS TURN  LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX MIN  MAX

1 N  EON VORTAC  001.00 181.00 R 1 2600 6000 4 5

2 N WP 001.00 181.00 R ' 4 2600 6000 5 6

CONTROLLING OBSTRUCTIONS: » ‘

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 200 TOWER (17-001091) 411804.00N/0874935.00W 1236 5D

2 200 TOWER (17-001091) 411804.00N/0874935.00W 1236 5D

HOLDING RESTRICTIONS:
HOLDING LIMITED TO ESTABLISHED PATTERNS.

REMARKS:

PRECIPTIOUS TERRAIN EVALUATION COMPLETED.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
DP CICERO KMDW CHICAGO IL (US)
DP O'HARE : KORD CHICAGO IL (US)
DP PAL-WAUKEE KPWK CHICAGO/PROSPECT HGTSMWHEELING  IL (US)
EN ROUTE V156 : : Us
EN ROUTE V171 (US)
ENROUTE © V473 {US)
EN ROUTE V24-399 ; (US)
EN ROUTE V38 (US)
IAP LOC RWY 36 KIGQ CHICAGO IL(US)
IAP . RNAV (GPS) RWY 36 KIGQ CHICAGO IL (US)
IAP RNAV (GPS) RWY 9 KIGQ CHICAGO L (US)
IAP VOR-A KIGQ CHICAGO IL (US)
IAP BOILER KMDW CHICAGO IL (US)
IAP ILS OR LOC RWY 4R 1 KMDW CHICAGO IL (US)
IAP ILS OR LOC/DME RWY 13C 1 KMDW CHICAGO IL (US)
IAP ILS OR LOC/DME RWY 31C 1 KMDW CHICAGO IL (US)
IAP RNAV (GPS) RWY 13L 2 KMDW CHICAGO IL (US)
IAP RNAV (GPS) RWY 22 2 KMDW CHICAGO IL (US)
IAP RNAV (GPS) RWY 31R 2 KMDW CHICAGO IL {US)
IAP RNAV (GPS) RWY 4L KMDW CHICAGO IL (US)
IAP RNAV (GPS) Z RWY 13C 2 KMDW CHICAGO IL{US)
IAP RNAV (RNP) Y RWY 13C 2 KMDW CHICAGO IL (US)
IAP \2/§)LRIDME RNAV OR GPS RWY 1 KMDW CHICAGO IL {US)
IAP RNAV (GPS) RWY 2 KLOT CHICAGO/ROMEOVILLE IL (US)
IAP RNAV (GPS) RWY 16 KIKK KANKAKEE IL (US)
IAP RNAV (GPS) RWY 22 KIKK KANKAKEE IL (US)
IAP RNAV (GPS) RWY 34 KIKK KANKAKEE IL (US)
AP : VOR RWY 22 KIKK KANKAKEE IL {US)
IAP VOR RWY 4 KIKK KANKAKEE IL (US)
IAP RNAV (GPS) RWY 27 2 KC56 MONEE - IL (US)
IAP RNAV (GPS) RWY 9 2 KC56 MONEE IL (US)
IAP VOR-A KC09 MORRIS IL {US)
IAP VOR/DME OR GPS RWY 2 KGYY GARY IN {US)
IAP VOR OR GPS-A K50l KENTLAND IN (US)
IAP VOR OR GPS-A 1 KCo7 LOWELL IN (US)
STAR GOSHEN ' KMDW CHICAGO - IL (US)
STAR MOTIF KMDW CHICAGO IL (US)
STAR MOTIF KGYY GARY IN (US)

REQUIRED CHARTING: DP, STAR, IAP, CONTROLLER, EN ROUTE LOW
COMPULSORY REPORTING POINT: NO

. o
RECORD REVISION NUMBER: 12 DATE OF REVISION: 09/23/2010 V4,

FAA FORM 8260-2 / AUG 2009 ' ' Page 1 of 2




PEOTONE VORTAC

e
ADBEPINGTE "PRECIPITGUS TERRAIN EVALUATION COMPLETED."
uéa@@bﬁ REQPTOHS]

et

MOVED NOTE "HOLDING LIMIiI'ED TO ESTABLISHED PATTERNS” FROM REMARKS TO HOLDING RESTRICTIONS.

DEVELOPED BY: DATE: 03/22/2010 OFFICE: AVN-120

APPROVED BY: DATE: 07/01/2010 OFFICE: AVN-120 NAME: SUE CRUMB

SIGNATURE:

DISTRIBUTION: NFDC
FPO: CEN
ARTCGC: ZAU
ATC FACILITY: ORD, MDW
OTHER:

NAME: JOSE ALFONSO (BEV L BORDY)

FAA FORM 8260-2 / AUG 2009
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RADIO FIX AND HOLDING DATA RECORD'

COUNTRY: US NFO ONLY

NAME: ROBERTS VOR/DME
LATITUDE/LONGITUDE: 403454.13N/0880951.36W
AIRSPACE DOCKET:

FIX MAKE-UP FACILITIES:

STATE: IL
TYPE:
FIX TYPE OF ACTION: NO CHANGE

FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA MAA
" BRG BRG NM  FEET

1 .~ ROBERTS RBS VORDME L 17500

HOLDING: HOLDING TYPE OF ACTION: MODIFY

PATTERNS:

PAT DIR IDENT  TYPE RAD/CRS/BRG CRS TURN = LEG LENGTH HOLDING ALTITUDES TEMPLATES
: INBOUND (L ORR) TIME DME MIN  MAX

1 N RBS VOR/DME 34591 165.91 2500 eooo 4 5

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 200 TOWER (17-002225) 403244.00N/0B31508.00W 1143 5D

HOLDING RESTRICTIONS:

HOLDING LIMITED TO ESTABLISHED PATTERN.

REMARKS:

PRECIPITOUS TERRAIN EVALUATION COMPLETED.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE

DP BLOKR (RNAV) KMDW CHICAGO IL (US)

DP CICERO KMDW CHICAGO IL (US)

DP MIDWAY KMDW CHICAGO IL (US)

DP BACEN (RNAV) KORD CHICAGO IL (US)

DP O'HARE KORD CHICAGO IL (US)

DP BLOKR (RNAV) KARR CHICAGO/AURORA iL (US)

DP PAL WAUKEE KPWK CHICAGO/PROSPECT HGTS/WHEELING  IL (US)

DP BLOKR (RNAV) KLOT CHICAGO/ROMEQVILLE IL (US)

DP JORJO (RNAV) KUGN CHICAGO/WAUKEGAN IL (US)

DP BLOKR (RNAV) KDPA CHICAGOMEST CHICAGO IL (US)

DP BLOKR (RNAV) KGYY GARY | IN (US)

EN ROUTE J19-71 ‘ (US)

EN ROUTE J19 IL (US)

EN ROUTE J71 IL (US)

EN ROUTE V191 IL (US)

EN ROUTE V227 IL (US)

EN ROUTE V233 IL (US)

EN ROUTE V429 IL (US)

IAP ILS OR LOC RWY 20 KBMI BLOOMINGTON/NORMAL IL (US)

IAP ILS OR LOC RWY 29 KBMI BLOOMINGTON/NORMAL IL {US)

IAP ILS OR LOC/DME RWY 2 KBMI BLOOMINGTON/NORMAL IL {US)

IAP ILS RWY 20 (CATI)) KBMI BLOOMINGTON/NORMAL IL (US)

IAP RNAV (GPS) RWY 14L KCMI CHAMPAIGN/URBANA IL (US)

IAP RNAV (GPS) RWY 22 KCMI CHAMPAIGN/URBANA IL (US)

IAP VOR RWY 4 KCMI CHAMPAIGN/URBANA IL (US)

IAP VOR/DME RWY 14L KCMI CHAMPAIGN/URBANA IL (US)

IAP VOR/DME RWY 22 KCMi CHAMPAIGN/URBANA IL (US)

IAP LOC RWY 2 KLOT CHICAGO/ROMEQVILLE IL (US)

IAP ILS OR LOC RWY 21 KDNV DANVILLE IL (US)

I1AP RNAV (GPS) RWY 27 KDTG DWIGHT IL (US)

IAP ILS OR LOC RWY 4 KIKK KANKAKEE IL (US)

IAP RNAV (GPS) RWY 34 KIKK KANKAKEE IL (US)

IAP RNAV (GPS) RWY 4 KIKK KANKAKEE IL (US)

IAP VOR RWY 22 KIKK KANKAKEE IL (US)

IAP VOR RWY 4 KIKK KANKAKEE IL (US)

IAP VOR RWY 18 1 K1C1 PAXTON IL (US)

IAP RNAV (GPS) RWY 24 KPNT PONTIAC IL (US)

IAP RNAV (GPS) RWY 6 KPNT PONTIAC IL (US)

IAP VOR RWY 24 KPNT PONTIAC IL (US)

IAP VOR RWY 27 KTIP RANTOUL IL (US)

IAP VOR OR GPS - A KC16 URBANA IL (US)

IAP VOR/DME OR GPS - B KC16 URBANA IL (US)

STAR AARCH (RNAV) KSTL ST LOUIS MO (US)

STAR VANDALIA KSTL ST LOUIS MO (US)

REQUIRED CHARTING: DP, STAR, IAP, CONTROLLER, EN ROUTE LOW, EN ROUTE HIGH Gl

<
COMPULSORY REPORTING POINT: NO ¢ =
'5
‘(‘C‘K\:O
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ROBERTS VOR/DME

RECORD REVISION NUMBER: 10 DATE OF REVISION: 07/01/2010

; C{LlN;;Bé%ACLE '

3 ADDED HOLDING RESTRIC TION.

4. REMOVED ESV ON FILE NOTE.

5. CHANGED HOLDING PATTERN 1 INBOUND COURSE FROM 166 TO 165.91 TO ALIGN WITH FINAL.
6. ADDED PRECIPITOUS EVALUATION NOTE.

DEVELOPED ‘BY: DATE: 01/11/2010 OFFICE: AVN-120 NAME: JOSE ALFONSO (SCOTT BAGENSIE)
APPROVED BY: DATE: 05/11/2010 OFFICE: AVN-120 NAME: SUE CRUMB
SIGNATURE:

DISTRIBUTION: NFDC

FPO: EST

ARTCC: ZAU

ATC FACILITY: ORD APP CON, BMI ATCT, CMI ATCT

OTHER:
FAA FORM 8260-2 / AUG 2009 Page 2 of 2




TERMINAL AIRSPACE DATA REQUIREMENTS

CITY: KANKAKEE STATE: IL
AIRPORT NAME: GREATER KANKAKEE ID:  KIKK
PROCEDURE: RNAV (GPS) RWY 34 AMDT: 1
DOCKET#:

(96-AXX-X/Required/Not Required)

ALL DIST TO 1/100 NM; ELEV TO NEAREST FT; COORD TO 1/100 SEC; DEG TO 1/100 DG.

1. Distance from THLD to 1000’ point ' 3.29
(Enter THLD, FAF, ARP, FACILITY, as appropriate) ’

2. Width of FINAL segment at 1000’ point 1.20
(Enter appropriate segment, final, intermediate, etc.)

3. True Course of FINAL segment containing 1000' point 341.09

4. High Terrain in FINAL segment containing 1000' point 657

5. Distance from THLD to 1500' point 4.97
(If 1500 point in PT maneuvering area or holding pattern note in remarks)

6. Width of FINAL segment at 1500’ point 1.95

7. True Course of FINAL segment containing 1500' point 341.09

8. High Terrain in FINAL segment containing 1500' point 657

9. Threshold Coordinates (if straight-in) ... 410352.43N / 0875028.00W

10. ARP Coordinates ...............ccvueennne. : 410417.00N / 0875046.60W

11. Runway Approach End and distance furthest from ARP ................ RWY 4

Distance 0.52 NM

12. FAF Coordinates .........cc.cceveveeennennn. 405858.76N / 0874815.10W

REMARKS: Approach/Drawing attached.






