RNAV - STANDARD
US DEPARTMENT OF TRANSPORTATION

FEDERAL AVIATION ADMINISTRATION TITLE 14 CFR PART 97.33

INSTRUMENT APPROACH PROCEDURE

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, except
HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. Ceilings are in feet
above aimort elevation, Distances are in nautical miles unless otherwise indicated, except visibilities which
are in statute miles or in feet RVR.

TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE II:EXV E,)VANAV bA
GUVEY COINS (FB) 062.82/13.47 3000 LNAV: RW33
.50/ 17. 3000
BANEY COINS (FB) 139.50/17.63 CLIMB TO 3000 DIRECT FAMMS AND HOLD.
PANIC BRUKS (FB) 178.04 1 20.67 3000
BRUKS (IAF) JALIS (NOPT) (FB) 241.1719.25 3000
COINS (IAF) JALIS (NOPT) (FB) 060.79/9.25 3000
JALIS (IFNIAF) SATYO (FB) 331.02/6.86 2500
ADDITIONAL FLIGHT DATA:
SATYO (FAF) ZAKPU/2.50 NM TO RW33 (FB) 330.97 / 2.14 HOLD NW, RT, 150.85 INBOUND.
DISTANCE TO THLD FROM 250 HATH: 0.61 NM.
(SEE FORM 8260-10) CHART VDP AT 1.09 MILES TO RW33*
*LNAV ONLY.
WAAS CHANNEL # 77930
REFERENCE PATH ID: W33A
1. PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (IAF) LTP HAE: 267.7 M
2. HOLD SE JALIS, RT, 331.02 INBOUND, 3000 FT. IN LIEU OF PT (IAF)
3. FAC: 330.97 FAF: SATYO DISTFAF TO MAP: 464 THLD: 464
4. MIN. ALT: JALIS 3000, SATYO 2500, ZAKPU/2.50 NM TO RW33 1800*
5. DIST TO THLD FROM OM: MM: IM: 150 HAT: 100 HAT: GS ANT:
6. MIN GS INCPT: 2500 -GS ALT AT:SATYO 2500 OM: MM: IM:
7. GS ANGLE:  3.00 TCH:55.0  34:11S NOT CLEAR
8. MSA FROM: RW33 3100 MAG VAR: 5E EPOCH YEAR: 1995
MINIMUMS
TAKEOFF; SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE:NA | | STANDARD @
CATEGORY =====> A B C D ‘ E
: DH/MDA VIS | HAT/HAA| DH/MDA VIS | HAT/HAA|DH/MDA | vIS |HAT/HAA|DHIMDA | VIS |HAT/HAA|DH/MDA | VIS |HAT/HAA
LPVDA 1216 3/4 250 1216 34 250 1216 3/4 250 1216 3/4 250
LNAV/VNAV DA 1250 718 284 1250 7/8 284 1250 7/8 284 1250 7/8 284
LNAV MDA 1340 1 374 1340 1 374 1340 1 374 1340 1 374
CIRCLING 1520 1 552 1520 1 552 1520 1112 552 1560 2 592
NOTES:
CHART NOTE: WHEN VGSI INOP, CIRCLING RWY 15 NA AT NIGHT. @ NA WHEN LOCAL WEATHER NOT AVAILABLE.
CHART NOTE: FOR UNCOMPENSATED BARO-VNAV SYSTEMS, LNAV/VNAV NA BELOW -16C (4F) OR ABOVE 54C (130F). ohlss
CHART NOTE: DME/DME RNP-0.3 NA. & 4
CHART NOTE: VISIBILITY REDUCTION BY HELICOPTERS NA. 4 o
(SEE FORM 8260-10) %,.43,
CITY AND STATE ELEVATION: 968 THRE: 966 FACILITY PROCEDURE NO.JAMDT NO./EFFECTIVE DATE: SUP: b
WAHPETON, ND AIRPORT NAME: ;DEN-Rr[IJFR\E/R RNAV (GPS) RWY 33, AMDT1 AMDT: ORIG-A
HARRY STERN DATED  07/01/2010
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ALLAFFECTED PROCEDURES REVIEWED?

[ ] ves NO

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA AOPA

i J 1 O

NBAA OTHER (specify)

ZMP, AMGR

FLIGHT CHECKED BY

NAME:

FIFO

DATE:

DEVELOPED BY

NAME:
CHRIS OBRIEN

FIFO
AJV-353

DATE:
08/08/2012

APPROVED BY

NAME:
LARRY H STROUT

MANAGER

FIFO
AJV-353

DATE:

CHANGES:

. ADDED LPV AND LNAV/VNAV MINIMUMS AND ASSOCIATED NOTES.
. ADDED STEPDOWN FIX (ZAKPU) IN FINAL.
. INTERMEDIATE SEGMENT LENGTH CHANGED FROM 6.42 TO 6.86.

OWONONMAWNS

ADDED WHEN VGSI INOP NOTE FOR RWY 15.

. AUTHORIZED ALTERNATE WEATHER MINIMUMS.

. LOWERED DESCENT ANGLE FROM 3.05 TO 3.00.

12. DIST FAF TO MAP/THLD CHANGED FROM 4.58 TO 4.64.
13. ADDED PROCEDURE NA NOTE FOR ARRIVALS AT PANIC.
14. (IF) FIXNAME CHANGED FROM BEGGS TO JALIS.

Ry
-0

FEEDER ROUTE BANEY-COINS CHANGED FROM 126.13/18.46 TO 139.50/17.63.
FEEDER ROUTE GUVEY-COINS CHANGED FROM 060.66/17.71 TO 062.82/13.47.
. FEEDER ROUTE PANIC-BRUKS CHANGED FROM 188.33/22.50 TO 178.04/20.67.
. TERMINAL ROUTE COINS-JALIS CHANGED FROM 060.86/5.00 TO 060.79/9.25.

. TERMINAL ROUTE BRUKS-JALIS CHANGED FROM 241,02/5.00 TO 241.17/9.25.

REASONS:

1. FPT REQUEST.

2. TO MAINTAIN CURRENTLY PUBLISHED LNAY MINIMUMS.
3,12. FAF MOVED 371.28 FT. TO MATCH PFAF.

9, 10, 11, 13. PROCEDURE EVALUATION.

4,5,7. COINS (IAF) RELOCATED 4.28 NM.

6, 8. BRUKS (IAF) RELOCATED 4.28 NM.

14. UNABLE TO RELOCATE BEGGS DUE TO FIX USE.

PDF CHANGES

1. ADDED (FAF) TO -3.

. DELETED STEPDOWN FIX ALT FROM -3.

. CHANGED MA ALT FROM 1216 TO 3000 ON -10.

. CHANGED (IF/IAF) TO (IAF) ON LINE 2.

. ADDED 24 TO HOURS REMOTE OPERATION. (-9)

. MOVED RA80 UP 1 LINE AND DELETED RA ALT 1520. (-9)

ODORLON




US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

RNAV - STANDARD Ceilings are in feet above aiport elevation. Distances are in nautical miles uniess otherwise indicated,
TERMINAL ROUTES, (CONT.): ) J
FROM TO COURSE AND DISTANCE ALTITUDE
ZAKPU/2.50 NM TO RW33 RW33 (MAP) (FO) 330.96 / 2.50
RW33 (MAP) 1216 MSL 330.96
1216 MSL FAMMS (FO) 3000

NOTES, (CONT.):

CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVALS AT PANIC ON V2 NORTHWEST BOUND.

CHART PROFILE NOTE: VGSI AND RNAV GLIDEPATH NOT COINCIDENT.

CHART NOTE: WHEN LOCAL ALTIMETER SETTING NOT RECEIVED, USE FERUG FALLS ALTIMETER SETTING AND
INCREASE ALL DA/MDA 80 FT AND ALL VISIBILITY 3/8 MILE.

CHART NOTE: BARO-VNAV AND VDP NA WHEN USING FERGUS FALLS ALTIMETER SETTING.

@QN-J;;‘_
%t
CITY AND STATE |ELEVATION: 968 THRE: 966 FACILITY PROCEDURE NO./ AMDT NO.JEFFECTIVE DATE:  |sUP:
WAHPETON, ND AIRPORT NAME: 'DEN;;:',ER: RNAV (GPS) RWY 33, AMDT 1 AMDT:  ORIG-A
HARRY STERN DATED:  07/0112010

FAA FORM 8260-10/ April 2006 (Computer Generated) : PAGE 2 OF 6 PAGES
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REQUIRED EFFECTIVE DATE
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COORDINATED WITH:
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FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:
APPROVED BY

NAME: FIFO DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION
RNAV STANDARD INSTRUMENT APPROACH PROCEDURE

FLIGHT STANDARDS SERVICE - FAR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

FAS DATA BLOCK INFORMATION

DATA FIELD

OPERATION TYPE

SBAS SERVICE PROVIDER IDENTIFIER
AIRPORT IDENTIFIER

RUNWAY

APPROACH PERFORMANCE DESIGNATOR
ROUTE INDICATOR

REFERENCE PATH DATA SELECTOR .
REFERENCE PATH IDENTIFIER (APPROACH ID)
LTP/IFTP LATITUDE

LTP/FTP LONGITUDE

LTP/FTP ELLIPSOIDAL HEIGHT

DATA

KBWP
RW33
0

0

W33A
461416.1930N
0963610.6725W
+02677

FPAP LATITUDE 461537.5200N
FPAP LONGITUDE 0963703.0200W
THRESHOLD CROSSING HEIGHT (TCH) 00055.0
TCH UNITS SELECTOR (METERS OR FEET USED) F
GLIDEPATH ANGLE (GPA) 03.00
COURSE WIDTH AT THRESHOLD 106.75
LENGTH OFFSET 1192
HORIZONTAL ALERT LIMIT (HAL) 40.0
VERTICAL ALERT LIMIT (VAL) 50.0
CRC REMAINDER 408761CB
ADDITIONAL PATH POINT RECORD INFORMATION
ICAO CODE K3
LTP ORTHOMETRIC HEIGHT +02945
FPAP ORTHOMETRIC HEIGHT +02945
o7,
“ a
£3
el
CITY AND STATE ELEVATION: 968 THRE: 966 FACILITY PROCEDURE NO./ AMDT NOJEFFECTIVE DATE: SUP:
. IDENTIFIER:
WAHPETON, ND AIRPORT NAME: CNAY RNAV (GPS) RWY 33, AMDT 1 AMDT:  ORIG-A
HARRY STERN DATED:  07/01/2010

FAA FORM 8260-10 / April 2006 (Computer Generated)
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ALLAFFECTED PROCEDURES REVIEWED?

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

E| YES [ ] nNo
COORDINATED WITH:
' ATA AAT ALPA . APA AOPA NBAA OTHER (specify)
] [ ] [ ] [ ] [ 1] 1]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:
APPROVED BY

NAME: FIFO DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICES - FAR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
indicated, except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-18 - RNAV (GPS)
1 2 3 4 5 [ 7 8 9 0 1 2 3
we 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAEAENRT BANEY K30 C L N46142115W096561490 E0035 NAR BANEY
SUSAEAENRT BRUKS K30 W N46073098W0926171761 E0030 NAR BRUKS
SUSAEAENRT COINS K30 W N45595928W096413365 E0033 NAR COINS
SUSAEAENRT FAMMS K30 W N46245069W096430047 E0033 NAR FAMMS
SUSAEAENRT GUVEY K30 C L N45545559W096592729 EQ035 NAR GUVEY
SUSAEAENRT JALIS K30 W N46034613W096292668 EQ031 NAR JALIS
SUSAEAENRT PANIC K30 C L N46280923W096154302 E0029 NAR PANIC
SUSAEAENRT SATYO K30 w N46100183W096332723 E0032 NAR SATYO
SUSAEAENRT ZAKPU K30 w N46115926W096344263 E0032 NAR ZAKPU
1 2 3 4 5 6 7 8 9 0 1 2 3
AIRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678501234567890123456785012
SUSAP KBWPK3ABWP 0 O051YHN461433546W056362576E005000968 1800018000C MNAR HARRY STERN
1 2 3 4 5 [ 7 8 9 0 1 2 3
SEGMENT 1234567890123456789012345678901234567890123456789012345678901234567890123456789501234567890123456789012345678901234567890123456789012
SUSAP KBWPK3FR33 ABANEY 010BANEYK3EAQE IF 18000 A JS
SUSAP KBWPK3FR33 ABANEY 020COINSK3EAQOE A 020TF 13950176 + 03000 A JS
SUSAP KBWPK3FR33 ABANEY 030JALISK3EAQEE B 0107TF 06080093 + 03000 A JS8
SUSAP KBWPK3FR33 AGUVEY 010GUVEYK3EAQE IF 18000 A JS
SUSAP KBWPK3FR33 AGUVEY 020COINSK3EAQE A 020TF 06280135 + 03000 A JS
SUSAP KBWPK3FR33 AGUVEY 030JALISK3EAQOEE B OlO0TF 06080093 + 03000 A JS
SUSAP KBWPK3FR33 AJALIS 010JALISK3EAQOEE AR HF 33100040 + 03000 18000 A JS
SUSAP KBWPK3FR33 APANTIC 010PANICK3EAQE IF 18000 A JS
SUSAP KBWPK3FR33 APANIC 020BRUKSK3EAQE A 020TF 17800207 + 03000 A JS
SUSAP KBWPK3FR33 APANIC 030JALISK3EAQOEE B 010TF 24120093 + 03000 A JS
SUSAP KBWPK3FR33 R 010JALISK3EAQCE I IF + 03000 18000 A JS
SUSAP KBWPK3FR33 R 020SATYOK3EALE F O051TF 33100069 + 02500 RW33 K3PGA JS
SUSAP KBWPK3FR33 R 020SATYOK3EA2WALPV ALNAV/VNAV ALNAV Js
SUSAP KBWPK3FR33 R 021ZAKPUK3EAQOE S O031TF 33100021 V 0180001817 ~300 A JS
SUSAP KBWPK3FR33 R 030RW33 K3PGOGY M 031TF 331006025 01021 -300 A JS
SUSAP KBWPK3FR33 R 040 o M CA 3310 + 01216 A JS
SUSAP KBWPK3FR33 R 050FAMMSK3EAQOEY DF + 03000 A J8
SUSAP KBWPK3FR33 R 06 0OFAMMSK3EAQEE R HEM 15090040 + 03000 A JS
1 2 3 4 5 6 7 8 9 o] 1 2 3
RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789015%%;3
2
""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""" “ .e”
SUSAP KBWPK3GRW33 0051003309 N46141619W096361067+0000 +0267700966000055075R & 4
L)
Oy e
-“w‘x-
CITY AND STATE ELEVATION: 968 THRE: 966 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |gup:
WAHPETON, ND AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 33, AMDT 1
HARRY STERN ' AMDT: ORIG-A
RNAV
| DATED:  07/01/2010
FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page 4 of 6 Pages
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FLIGHT CHECKED BY
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. DEVELOPED BY
NAME: NFPG DATE:
APPROVED BY
NAME: NFPG DATE:
CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION
RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE

FLIGHT STANDARDS SERVICES - FAR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
indicated, except visibilities which are in statute miles or in feet RVR.

1 2 3 4 5 6 7 8 9 0 1 2 3
pp 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456785012
SUSAP KBWPK3PR33 RW33 001 00C0W33AON4614161930W09636106725+026770300N4615375200W09637030200106751152000550F400500408761CB
SUSAP KBWPK3PR33 RW33 002E +02945+02945LPV 77930
1 2 3 4 5 6 7 8 S 0 1 : 2 3
MSA 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789'012
SUSAP KBWPK3SRW33 K3PG 0 18018003125 M
& ?‘wgujf'
=3 s
& 4
%s@iﬁ?
CITY AND STATE ELEVATION: 968 THRE: 966 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: SUP:
WAHPETON, ND AIRPORT NAME: , IDENTIFIER: RNAV (GPS) RWY 33, AMDT 1
HARRY STERN AMDT:  ORIG-A
RNAV
DATED:  07/01/2010

FAA FORM 8260 - 10/ April 2006 (Computer Generated)

Page 5 of 6 Pages
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[] ves [ ] ~o

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

[ I []

AOPA NBAA OTHER (specify)

[ L]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICES - FAR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceitings are in feet above airport elevation. Distances are in nautical miles unless otherwise
indicated, except visibilities which are in statute miles or in feet RVR.

ARINC SUMMARY - 424-18 - RNAV (GPS)

ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
BANEY BANEY 010 IF FB
BANEY - COINS 020 IAF TF FB 2.0 139.5(144.5T) 017.6 AA 03000
BANEY JALIS 030 TF FB 1.0 060.8(065.8T) 009.3 AA 03000
GUVEY GUVEY 010 IF FRB
GUVEY COINS 020 IAF TF FB 2.0 062.8(067.8T) 013.5 AA 03000
GUVEY JALIS 030 TF FB 1.0 060.8(065.8T) 009.3 AA 03000
JALIS JALIS . 010 IAF HF R FO 331.0(336.0T) 004.0 AA 03000
PANIC PANIC 010 IF FB
PANIC : BRUKS 020 IAF TF FB 2.0 178.0(183.0T) 020.7 AA 03000
PANIC JALIS 030 TF FB 1.0 241.2(246.2T) 009.3 AA 03000
JALIS 010 FACF IF FB AA 03000
SATYO 020 FAF TF FB 0.5 331.0(336.0T) 006.9 AA 02500
ZAKPU 021 SDF TF FB 0.3 331.0(336.0T) 002.1 AA 01800 GS 01817
RW33 030 MAP TF FO 0.3 331.0(336.0T) 002.5 AT 01021
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE} DISTANCE ALTITUDE SPEED
040 CA FB 331.0(336.0T) AR 01216
FAMMS 050 DF FO AA 03000
FAMMS 060 HM R FO 150.9(155.9T) 004.0 AR 03000
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
BANEY N461421.15 W0965614.90 N4614.353 W09656.248
BRUKS N460730.98 W0961717.61 N4607.516 W09617.294
COINS N455959.28 W0964133.65 N4559.988 W09641.561
FAMMS N462450.69 W0964300.47 N4624.845 W09643.008
GUVEY N455455.59 W0965927.29 N4554.927 W09659.455
JALIS N460346.13 W0962926.68 N4603.769 W09629.445
PANIC N462809.23 W0961543.02 N4628.154 W09615.717
SATYO N461001.83 W0963327.23 N4610.031 W09633.454
ZAKPU N46115%.26 W0963442 .63 N4611.988 W0s8634.711
RW33 N461416.19 W0963610.67 N4614.270 W09636.178
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RW33 00966 55
bl
o A
4
23
"
CITY AND STATE ELEVATION: 968 THRE: 966 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |gup:
WAHPETON, ND AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 33, AMDT 1
HARRY STERN AMDT. ORIG-A
RNAV )
DATED: . 07/01/2010

FAA FORM 8260 - 10/ April 2006 (Computer Generated)
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ALL AFFECTED PROCEDURES REVIEWED?
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COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

1 O 0O 0O
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[ ] ]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
PART - A OBSTRUCTION DATA
1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES ELEV. MSL} ROC ALT. ADJUSTMENTS MIN. ALT.
FEEDER GUVEY COINS 1. AAO 455315.00N/0970000.00W | 1437 (4E) 1000 [AT563 3000
2. TERRAIN 455621.00N/0970015.00W [1214 (1200) AS1500 2700
FEEDER BANEY COINS 3. TWR (38-000740) 460907.00N/0965047.00W 1298 (5D) 1000 |AT702 3000
4. TERRAIN 460103.00N/0964606.00W {1050 (1100) AS1500 2600
FEEDER PANIC BRUKS |5- AAO 462836.00N/0961309.00W [1621 (4E) 1000 |AT379 3000
» 6. TERRAIN 462618.00N/0961315.00W | 1415 (1400) AS1500 2900
INITIAL BRUKS JALIS 7. AAO 460639.00N/0961445.00W |1260 (4E) 1000 |AT740 3000
8. TERRAIN 460627.00N/0961509.00W |1054 (1100) AS1500 2600
INITIAL COINS JALIS 9. AAD 455842.00N/0964248.00W [1234 (4E) 1000 [AT766 3000
10. TERRAIN 455803.00N/0964212.00W {1027 (1000) AS1500 2500
INTERMEDIATE JALIS (IF/IAF) ATYO 11. TWR (27-000320)  |460221.00N/0962940.00W | 1230 (4D) 500 1800
12. TERRAIN 460206.00N/0963027.00W (1027 (1000) AS1500 2500
INTERMEDIATE JALIS (IF/IAF) SATYO 13. AAO 460227.05N/0963012.02W | 1224 (2C) 1300
’ 14. TERRAIN 460418.00N/0962745.00W {1018 (1000) AS1500 2500
2. HOLD-IN-LIEU-OF-PT JALIS P-5 20. TWR (27-001395)  |460045.00N/0961918.00W |1275 (SD) 1000 [AT725 3000
21. TERRAIN 460057.00N/0961903.00W | 1034 (1000) AS1500 2500
MAP: |DA/DA/RW33 FAMMS ASC 3000
iphgggigH %22. TWR (35-000675) _|461743.00N/0963624.00W | 1341 (4D) | 1000 2400
ELEV: {1026/1089/1240 3. TERRAIN 461927.00N/0963706.00W | 991 (1000) AS1500 2500
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT.
CATEGORY A 13NM | | 350 552 24. TWR (27-000718) | 461546.00N/0963523.00W [1153 (2D) 300 ACS50 1520
CATEGORY B 1.5 NM &J 450 |2 552 24. TWR (27-000718) | 461546.00N/0963523.00W |1153 (2D) 300 AC50 1520
CATEGORY C 17NM |5 450 |2 552 24. TWR (27-000718) | 461546.00N/0963523.00W [1153 (2D) 300 ACS50 1520
CATEGORY D 23NM | 550 |2 592 25. TWR (27-000358) | 461619.00N/0963357.00W [1245 (3C) | 300 1560
CATEGORY E 45NM  |%[ 550
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID: RW33 RSN
SECTOR OBSTRUCTION BRG/DIST  |ELEVATION (MSL) MSA SECTOR OBSTRUCTION| BRG/DIST ELEVATION (MSL) MSA #
360-360 TWR (27-001703) 053/27.9 2035 (4D) 3100 A S
TR
CITY AND STATE ELEVATION: 968 FACILITY PROCEDURE AND AMENDMENT NO: |REGION
WAHPETON, ND AIRPORT NAME: RNAV RNAV (GPS) RWY 33, AMDT 1 AGL
: HARRY STERN

FAA Form 8260 - 9 / April 2006 (Computer Generated)

PAGE 1 OF 2 PAGES



PART B - SUPPLEMENTAL DATA

1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIMETER SETTING
ZMP ARTCC NwS |OTHER: SOURCE:KBWP / KFFM
(GFKFSS AWOS-3 [DISTANCE: 0/ 18.91
FAA HOURS REMOTE OPERATION:
SATISFACTORY ON: A/C 24
x [VHF [xJunF ] THF T{rLocamion:kewp ADJUSTMENT: 0/ 80
. PRIMARY NAVAID: v
MONITOR |-MONITOR POINT:
STATUS | HRS | CAT1
OPTN:| CAT 3
ALS
(S) SALS
MALS
5. HIRL
APPROACHI™ x ™ ImiRL 33 (PCL), 15 (PCL)
ﬂ;‘:"frmg X  |REIL 33 (PCL), 15 (PCL)
TDZ
CILINE
X OTHER (SPECIFY)
PAPI-2L 33 (PCL), 15 (PCL)
6.RUNwAY |BASIC
MARKINGS |ALL WEATHER
INSTRUMENT  NPI-G 33, 15
7.RUNWAY | APPROACH
VISUAL MIDFIELD
RANGE ROLL OUT
8. GLIDE GP ANGLE: 3.00 ELEV RWY THRESHOLD:966.2
PATH DISTANCE FROM RWY: ELEV GP ANTENNA:
THRESHOLD CROSSING HEIGHT:55.0

9. FINALAPPROACH

X |RUNWAY THRESHOLD

FT. FROM THRESHOLD

AERONAUTICAL INFORMATION SPECIALIST

COURSE AIMING X |ON CENTERLINE FT. FROM CENTERLINE
10. WAIVERS: NONE
PART D - PREPARED BY: DATE:
CHRIS OBRIEN 08/08/2012
TITLE: OFFICE:

AJV-353

PART C - REMARKS:
PRECIPITOUS TERRAIN EVALUATION COMPLETED.

RASS PRESSURE PATTERNS SAME
KBWP 968.2 FT. MSL, KFFM 1182.6 FT. MSL

RA =73.51.

SEE ATTACHED AIRSPACE LETTER.

KBWP AND KFFM AWOS ARE ON SERVICE A.

SLOPES:

LPV: 34:1 :

LNAV/VNAV: 23.74:1

TAA NOT DEVELOPED PER ATC REQUEST.

TERPS, VOLUME 1, VISUAL PORTIN OF FINAL PENETRATIONS:
34:1

1033 TREE (KBWPT071) 461359.15N-0963550.46W (9.32)

1009 TREE (KBWPT073) 461403.71N-0963600.86W (6.48)

RW15

20:1 PENETRATION (FPT NOTIFIED)

1039 TREE (KBWPT035) 461403.71N-0963600.86W (1.37)
AVERAGE COLD TEMPERATURE BASED ON STANDARD -30 DEGREE
CELSIUS ISA DEVIATION. NO HISTORICAL WEATHER
AVAILABLE.

VGSI| DATA: 3.00/26.1

VEGETATION HEIGHT USED: 100 FT PER FPT.

REQUEST FLIGHT CHECK VERIFICATION OF OBSTACL.E:
TWR (36-000675) 1341 FT MSL. 461743.00N-0963624.00W.

FIX NAMES (COINS, BRUKS) RETAINED PER ATC REQUEST.

MSA CONTROLLER (27-001703) 4D ACCURACY DERIVED FROM
OE-AAA 1996-AGL.-1615-OE.

55 FT TCH RETAINED FROM PREVIOUS REVISION.

WORST CASE REMOTE ALTIMETER ADJUSTMENT APPLIED TO ALL
DA/MDA AND VISIBILITY TO CONDENSE THE ADJUSTMENT NOTE.

XP 20 TO MATCH CURRENT MINIMUMS.




FAA Form 8260 - 9 / April 2006 (Computer Generated)

STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
PART - A OBSTRUCTION DATA
1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES ELEV. MSL| ROC ALT. ADJUSTMENTS MIN. ALT.
INTERMEDIATE JALIS (IF/IAF) SATYO 15. AAO 460242.65N/0962703.11W | 1221 (2C) 500 1800
16. TERRAIN 460418.00N/0962745.00W | 1018 (1000) AS1500 2500
|FINAL: LPV SATYO RW33 17. TREE (KBWPT073) |461403.71N/0963600.86W |1009 (2C) 34:1 |Ac20 1216/250
FINAL: LNAV/VNAV SATYO RW33 8. TREE 461329.53N/0963554.37W | 1069 (2C) PDA |AC20 1250/284
FINAL: LNAV SATYO ZAKPU/2.50 NM TO [19. AAO 461020.39N/0963206.85W | 1184 (2C) 250 |DG286 RAS0 1800
RW33
FINAL: LNAV STEPDOWN ZAKPU/2.50 NM TO RW33 18. TREE 461329.53N/0963554.37W | 1069 (2C) 250 [|xP20 1340
RW33
MAP:
3. MISSED
APPROACH =V
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT.
CATEGORY A 13NM | | 350
CATEGORY B 1.5 NM wl 450 z
CATEGORY C 17NM  |3] 450 |2
CATEGORY D 23NM |G 550 S,;’
CATEGORY E 45NM || 550
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID: NN o
SECTOR OBSTRUCTION BRG/DIST  |ELEVATION (MSL) MSA SECTOR OBSTRUCTION | BRG/DIST ELEVATION (MSL)] M SA
' P
CHECE
CITY AND STATE ELEVATION: 968 FACILITY PROCEDURE AND AMENDMENT NO: |REGIO!
WAHPETON, ND AIRPORT NAME: RNAV RNAV (GPS) RWY 33, AMDT 1 AGL
‘ HARRY STERN
PAGE 2 OF 2 PAGES




PART B - SUPPLEMENTAL DATA

1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIMETER SETTING
NW S |OTHER: SOURCE:
DISTANCE:
FAA HOURS REMOTE OPERATION:
SATISFACTORY ON: AlC
[VHF juHF | |[HF |LOCATION: ADJUSTMENT:
. PRIMARY NAVAID:
MONITOR | MONITOR POINT:
STATUS | HRS | CATT
OPTN:| CAT3
ALS
(S) SALS
‘ MALS
5. HIRL
APPROACH IRL
TDZ
C/LINE
OTHER (SPECIFY)
6. RUNWAY  |BASIC
MARKINGS |ALL WEATHER
INSTRUMENT
7. RUNWAY  |APPROACH
VISUAL MIDFIELD
RANGE ROLL OUT
8. GLIDE GP ANGLE: ELEV RWY THRESHOLD:
PATH DISTANCE FROM RWY: ELEV GP ANTENNA:
THRESHOLD CROSSING HEIGHT:
9. FINAL APPROACH RUNWAY THRESHOLD FT. FROM THRESHOLD
COURSE AIMING ON CENTERLINE FT. FROM CENTERLINE

10. WAIVERS:

PART D - PREPARED BY:

DATE:

TITLE:

OFFICE:

PART C - REMARKS:




RADIO FIX AND HOLDING DATA RECORD

NAME: BANEY STATE: ND COUNTRY: US
LATITUDE/LONGITUDE: 461421.15N/0965614.90W TYPE: WP, INT, DME
AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY
FIX MAKE-UP FACILITIES: -
FAC NAME IDENT TYPE CLASS MAG TRUE DME DIST FROM FAC MRA MAA
BRG BRG NM FEET
1 FARGO FAR VORTAC H 177.63 186.63 31.07 - 31.07 3900 17500
2 FERGUS FALLS FFM VOR/DME T 259.99 264.99 32.64 3900 17500
EXPANDED SERVICE VOLUME (ESV): _
FAC IDENT FAC TYPE RADIAL/BEARING DISTANCE MIN ALTITUDE MAX ALTITUDE
FFM VOR/DME R-260 33 3900 17500
HOLDING: HOLDING TYPE OF ACTION: NO CHANGE
FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
EN ROUTE V181 1,2 (US)
IAP RNAV (GPS) RWY 34 KGWR GWINNER ND (US)
IAP RNAV (GPS) RWY 15 KBWP WAHPETON ND (US)
IAP RNAV (GPS) RWY 33 KBWP WAHPETON ND (US)
REQUIRED CHARTING: IAP, CONTROLLER, EN ROUTE LOW
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 10 DATE OF REVISION: 01/10/2013
REASON FOR REVISION:
UPDATED FAC 1.
UPDATED ESV.
UPDATED FIX USE.
CHANGED CHICAGO FPO TO CENTRAL.
DEVELOPED BY: DATE: 08/01/2012 OFFICE: AJV-353 NAME: CHRIS OBRIEN
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:
DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZMP
ATC FACILITY: FAR
OTHER:
»ﬁjl‘%{}f
L o
o ¢ o
KIe'A2

FAA FORM 8260-2 / AUG 2009
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RADIO FIX AND HOLDING DATA RECORD

NAME: BEGGS STATE: MN COUNTRY: US

LATITUDE/LONGITUDE: 460413.54N/0962944.18W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

HOLDING: HOLDING TYPE OF ACTION: MODIFY

PATTERNS:

PAT DIR IDENT TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX MIN MAX

1 SE wpP 151.02 331.02 R 4 3000 6000 5 6

CONTROLLING OBSTRUCTIONS: :

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 200 TOWER (27-001395) 460045.00N/0961918.00W 1275 5D

HOLDING RESTRICTIONS:

HOLDING LIMITED TO ESTABLISHED PATTERN.

REMARKS:

PRECIPITOUS TERRAIN EVALUATION COMPLETED.

FIX USE: :

USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY STATE

IAP _RNAV (GPS) RWY 15 1 KBWP WAHPETON ) ND (US)

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 2 DATE OF REVISION: 01/10/2013

REASON FOR REVISION:

DELETED FAC 1.

UPDATED PAT 1 CONTROLLING OBSTACLE ID FROM (24-1395) TO (27-001395),
ADDED HOLDING RESTRICTION.

ADDED PRECIPITOUS TERRAIN EVAL REMARK.

UPDATED FiX USE.

CHANGED CHICAGO FPO TO CENTRAL.

DEVELOPED BY: DATE: 08/01/2012 OFFICE: AJV-353 NAME: CHRIS OBRIEN
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:

DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZMP
ATC FACILITY:
OTHER:

FAA FORM 8260-2 / AUG 2009 ) . Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: BRUKS STATE: MN COUNTRY: US
LATITUDE/LONGITUDE: 460730.98N/0961717.61W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY

IAP RNAV (GPS) RWY 33 KBWP WAHPETON

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 2

REASON FOR REVISION:

FIX MOVED 26005.26 FT. (4.28 NM)
DELETED FAC 1.

UPDATED FIX USE.

CHANGED CHICAGO FPO TO CENTRAL.

DATE OF REVISION: 01/10/2013

STATE
ND (US)

DEVELOPED BY: DATE: 07/18/2012 OFFICE: AJV-353 NAME: CHRIS OBRIEN
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:
DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZMP
ATC FACILITY:
OTHER:
FAA FORM 8260-2 / AUG 2009

Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: COINS

STATE: ND COUNTRY: US

LATITUDE/LONGITUDE: 455959.28N/0964133.65W TYPE: WP

AIRSPACE DOCKET:
HOLDING:

FIX USE:
USE TYPE USE TITLE
IAP RNAV (GPS) RWY 33

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 2

REASON FOR REVISION:

FIX MOVED 26007.12 FT. (4.28 NM)
DELETED FAC 1.

UPDATED FIX USE.

CHANGED CHICAGO FPO TO CENTRAL.

DEVELOPED BY: DATE: 07/17/2012
APPROVED BY: DATE:
SIGNATURE:

DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZMP
ATC FACILITY:
’ OTHER:

FIX TYPE OF ACTION: MODIFY

HOLDING TYPE OF ACTION: NO CHANGE

FAC PAT AIRPORTIDENT CITY
KBWP WAHPETON

DATE OF REVISION: 01/10/2013

OFFICE: AJV-353 NAME: CHRIS OBRIEN

OFFICE: AJV-353 NAME: LARRY STROUT

STATE
ND (US)

M,
P ok

o
oy

FAA FORM 8260-2 / AUG 2009
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RADIO FIX AND HOLDING DATA RECORD

NAME: FAMMS STATE: ND COUNTRY: US
LATITUDE/LONGITUDE: 462450.69N/0964300.47W TYPE: WP
AIRSPACE DOCKET: ‘ FIX TYPE OF ACTION: MODIFY

HOLDING: HOLDING TYPE OF ACTION: MODIFY

PATTERNS:

PAT DIR IDENT TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX MIN MAX

1 NW WP 330.85 150.85 R 4 3000 6000 5 6

CONTROLLING OBSTRUCTIONS:
PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE
1 200 TOWER (38-000299) 462818.80N/0965147.20W 1330 3C

HOLDING RESTRICTIONS:
HOLDING LIMITED TO ESTABLISHED PATTERN.

REMARKS:
PRECIPITOUS TERRAIN EVALUATION COMPLETED.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY STATE
IAP RNAV (GPS) RWY 15 1 KBWP WAHPETON ND (US)
IAP RNAV (GPS) RWY 33 1 KBWP WAHPETON ND (US)

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 2 DATE OF REVISION: 01/10/2013

REASON FOR REVISION:

DELETED FAC 1.

ADDED HOLDING RESTRICTION.

ADDED PRECIPITOUS TERRAIN EVAL REMARK.

UPDATED PAT 1 CONTROLLING OBSTRUCTION 1D FROM (35-0299) TO (38-000299).
CHANGED CHICAGO FPO TO CENTRAL.

DEVELOPED BY: DATE: 07/18/2012 OFFICE: AJV-353 NAME: CHRIS OBRIEN
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:

DISTRIBUTION: NFDC
) FPO: CEN
ARTCC: ZMP
ATC FACILITY:
OTHER:

@\1"@ j"ﬁg
e

bode

FAA FORM 8260-2 / AUG 2009 Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: GUVEY STATE: ND COUNTRY: US

LATITUDE/LONGITUDE: 455455.59N/0965927.29W TYPE: WP, DME

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA MAA
BRG BRG NM  FEET

1 FARGO FAR VORTAC H 177.63 186.63  50.63 50.63 4500 17500

EXPANDED SERVICE VOLUME (ESV):

FAC IDENT FAC TYPE RADIAL/BEARING DISTANCE MIN ALTITUDE MAX ALTITUDE

FAR VORTAC R-178 51 4500 17500

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

FIX USE: .

USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY STATE

EN ROUTE V181 1 (US)

1AP RNAV (GPS) RWY 33 : KBWP WAHPETON ND (US)
REQUIRED CHARTING: IAP, CONTROLLER, EN ROUTE LOW |

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: 1 DATE OF REVISION: 01/10/2013

REASON FOR REVISION:

DELETED FAC 2.

ADDED DIST FROM FAC (NM).
UPDATED FIX USE.

CHANGED CHICAGO FPO TO CENTRAL.

DEVELOPED BY: DATE: 07/18/2012 OFFICE: AJV-353 NAME: CHRIS OBRIEN
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:

DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZMP
ATC FACILITY:
OTHER:

FAA FORM 8260-2 / AUG 2009 Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: JALIS STATE: MN COUNTRY: US

LATITUDE/LONGITUDE: 460346.13N/0962926.68W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: ESTABLISH

HOLDING: HOLDING TYPE OF ACTION: ESTABLISH

PATTERNS:

PAT DIR IDENT TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX  MIN MAX

1 SE wpP 151.02 331.02 R 4 3000 6000 5 6

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 200 TOWER (27-001395) 460045.00N/0961918.00W 1275 5D

HOLDING RESTRICTIONS:
HOLDING LIMITED TO ESTABLISHED PATTERNS.

REMARKS:

PRECIPITOUS TERRAIN EVALUATION COMPLETED.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
IAP RNAV (GPS) RWY 33 1 KBWP WAHPETON ND (US)

REQUIRED CHARTING: IAP

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: ORIG DATE OF REVISION: 01/10/2013
DEVELOPED BY: DATE: 07/31/2012 OFFICE: AJV-353 NAME: CHRIS OBRIEN
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:
DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZMP
ATC FACILITY:
OTHER:

FAA FORM 8260-2 / AUG 2009 Page 1 of 1




NAME: PANIC

LATITUDE/LONGITUDE: 462809.23N/0961543.02W

AIRSPACE DOCKET:

FIX MAKE-UP FACILITIES:
FAC NAME

1 FARGO
2 FERGUS FALLS

RADIO FIX AND HOLDING DATA RECORD

STATE: MN COUNTRY: US
TYPE: WP, INT, DME

FIX TYPE OF ACTION: MODIFY

IDENT TYPE CLASS MAG TRUE DME DIST FROM FAC
BRG BRG NM  FEET

FAR VORTAC H 116.76 124.76  29.75 29.75

FFM VOR/DME T 333.01 338.01 11.65

MRA MAA

3500 45000
3500 13200

FAA FORM 8260-2 / AUG 2009

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE
PATTERNS:
PAT DIR IDENT TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX MIN  MAX
1 SE wp 120.75 300.75 R 4 3000 6000 5 6
CONTROLLING OBSTRUCTIONS:
PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE
1 200 TOWER (27-000819) 462808.00N/0961158.00W 1956 5D
. HOLDING RESTRICTIONS:
HOLDING LIMITED TO ESTABLISHED PATTERN.
REMARKS:
PRECIPITOUS TERRAIN EVALUATION COMPLETE.
FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY STATE
EN ROUTE V2 1,2 (US)
AP ILS OR LOC RWY 31 1,2 KFFM FERGUS FALLS MN (US)
AP NDB RWY 31 2 KFFM FERGUS FALLS MN (US)
IAP RNAV (GPS) RWY 31 1 KFFM FERGUS FALLS MN éus;
IAP RNAV (GPS) RWY 35 1 KFFM FERGUS FALLS MN (US
IAP VOR RWY 13 1,2 KFFM FERGUS FALLS MN (US)
IAP VOR RWY 35 1,2 KFFM FERGUS FALLS MN (US)
IAP RNAV (GPS) RWY 15 KBWP WAHPETON ND (US)
IAP RNAV (GPS) RWY 33 KBWP WAHPETON ND (US)
REQUIRED CHARTING: IAP, CONTROLLER, EN ROUTE LOW
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 7 DATE OF REVISION: 01/10/2013
REASON FOR REVISION:
UPDATED FAC 1 TO REMOVE FROM HISTORY STATUS.
UPDATED FIX USE.
DEVELOPED BY: DATE: 08/01/2012 OFFICE: AJV-353 NAME: CHRIS OBRIEN
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:
DISTRIBUTION: NFDC
’ FPO: CEN
ARTCC: ZMP
ATC FACILITY: FAR
OTHER:
ST
@ e
4
Q;f £
e
Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: SATYO STATE: MN COUNTRY: US
LATITUDE/LONGITUDE: 461001.83N/0963327.23W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY

IAP RNAV (GPS) RWY 33 KBWP WAHPETON

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 2

REASON FOR REVISION:

FIX MOVED 371.28 FT. (0.06 NM)
DELETED FAC 1.

UPDATED FIX USE.

CHANGED CHICAGO FPO TO CENTRAL.

DEVELOPED BY: DATE: 07/18/2012
APPROVED BY: DATE:
SIGNATURE:
DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZMP
ATC FACILITY:

OTHER: GFK FSS

DATE OF REVISION: 01/10/2013

OFFICE: AJV-353 NAME: CHRIS OBRIEN

OFFICE: AJV-353 NAME: LARRY STROUT

' STATE
ND (US)

FAA FORM 8260-2 / AUG 2009
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RADIO FIX AND HOLDING DATA RECORD

NAME: ZAKPU

LATITUDE/LONGITUDE: 461159.26N/0963442.63W
FIX TYPE OF ACTION: ESTABLISH

AIRSPACE DOCKET:

FIX USE:

USE TYPE USE TITLE

IAP RNAV (GPS) RWY 33

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: ORIG
DEVELOPED BY: DATE: 07/18/2012
APPROVED BY: DATE:
SIGNATURE:

DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZMP
ATC FACILITY:
OTHER:

STATE: ND COUNTRY: US
TYPE: WP

FAC PAT AIRPORT IDENT CITY STATE

KBWP : WAHPETON ND (US)

DATE OF REVISION: 01/10/2013

OFFICE: AJV-353 NAME: CHRIS OBRIEN

OFFICE: AJV-353 NAME: LARRY STROUT

FAA FORM 8260-2 / AUG 2009
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