U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
NDB STANDARD INSTRUMENT APPROACH PROCEDURE except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless othemwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
FLIGHT STANDARDS SERVICE - TITLE 14 CFR PART 97.27 except visibilities which are in statute miles or in feet RVR.
TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE I\FIIIAP 4.53 MILES AFTER KENZY LOM OR AT HUVAS/RIS 1.68 DME
ANX VORTAC KENZY LOM 283.43 7 21.67 2700
. CLIMBING RIGHT TURN TO 3100 VIA HEADING 240 THEN LEFT
TURN VIA ANX VORTAC R-255 TO ANX VORTAC AND HOLD.
ADDITIONAL FLJGHT DATA:
HOLD SE, RT, 329.00 INBOUND.
CHART FAS OBST: 1063 TOWER 391006N/0943334W
CHART 1336 TOWER 391304N/0943357W.
CHART 1065 TOWER 391035N/0943538W.
COVOG TO RW19: 3.14/46.
*DME FROM RIS VOR/DME -
1.PT R SIDE OF COURSE 007.85 QUTBOUND 2600 FT WITHIN 10 MILES OF KENZY LOM {I1AF)
2. '
3.FAC 187:85 FAF KENZY LOM DIST FAF TO MAP 453 THLD 5.45
4. MIN. ALT KENZY LOM 2600, COVOGIRIS 2.98 DME 1540 )
8. MSAFROM: MK LOM 3100 MAG VAR: 5E. EPOCH YEAR:1985
] . MINIMUMS
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE: NA ] i STANDARD @
CATEGORY =====> . A B C D E
MDA VIS HAT/HAA MDA Vis HAT/HAA | MDA VIS HATIHAA MDA VIS HAT/HAA MDA vis HAT/HAA
B-19 - 1540 4500 786 1540 5500 786 1540 2 786 1540 2 786 /
CIRCLING 1540 118 783 1540 11/4 783 1540 212 783 1540 212 783
COVOG FIX MINIMUMS*
5-19 1400 4500 646 1400 4500 646 1400 15/8 646 1400 15/8 646
CIRCLING 1400 11/8 643 1400 11/8 643 1400 1708 643 1400 » 2 643
NOTES: '
CHART NOTE: CIRCLING NA E OF RWY 1-19. @ CAT C, D 800-21/2 '3
CHART NOTE: VISIBILITY REDUCTION BY HELICOPTERS NA. o . k
CHART NOTE: CIRCLING NA FOR CAT D TO RWY 3. Y &
CHART NOTE: FOR INOPERATIVE MALSF INCREASE $S-19 CAT C AND D VISIBILITY TO 2 1/2, COVOG FIX
MINIMUMS S-19 CAT C AND D VISIBILITY TO 1 7/8. C}ﬁ.
CITY AND §TATE. ELEVATION: 757 THRE: 754 FACILITY PROCEDURE NOJAMDT NOJEFFECTIVE DATE: SUP
';KANSAS CITY, MO AIRPORT NAME: IDENTIFIER: NDB RWY 19, AMDT 18
‘ MK AMDT 17A
CHARLES B. WHEELER DOWNTOWN DATE 08/28/2008

FAA FORM 8260-5 / April 2006 (computer generated)
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ALLAFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE

[ ] ves [x] nNo _ ROUTINE

COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

X1 [ ] [x] X] [x] [X]  zc, mKc ATCT, AMGR.

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY :

NAME: _ FIFO DATE:

JOSE ALFONSO (JOHN R. LINDSEY) » AJV-353 01/04/2012

APPROVED BY

NAME: FIFO DATE:

LARRY H STROUT MANAGER AJV-353
CHANGES:

. CHANGED CHART NOTE: CIRCLING CAT C/D NA RWY 3 TO READ "CIRCLING NA FOR CAT D TO RWY 3".

. CHANGED DISTANCE FAF TO THLD FROM 5.39 TO 5.45.

. CHANGED CHARTING OF TDZE 757 TO THRE 754 AND AIRPORT ELEV FROM 759 TO 757.

. CHANGED COVOG CROSSING ALTITUDE FROM 1440 TO 1540.

CHANGED COVOG DME FROM 2.7 TO 3.

CHANGED DISTANCE FAF TO COVOG FROM 3.5 TO 3.2 NM AND COVOG TO HUVAS DISTANCE FROM 1 TO 1.3 NM.

REMOVED ALL REMOTE BACKUP ALTIMETER SETTING NOTES AND ADJUSTMENTS.

MOVED VDA FROM FAF TO TCH TO STEPDOWN TO TCH.

. REMOVED ALTERNATE MISSED APPROACH.

10. CHANGED S-19 MDA FROM 1440 TO 1540.

11. CHANGED $-19 CAT A VISIBILITY FROM 5000 RVR TO 4500, CAT B FROM 5000 RVR TO 5500 AND CAT D VISIBILITY FROM 2 1/4 MILE TO 2 MILES AND CIRCLING CAT
A AND B FROM 1 TO 1 1/4 MILES, AND CIRCLING CAT C FROM 2 TO 2 1/2 MILES AND CAT D FROM 2 1/4 TO 2 1/2 MILES.

12. CHANGED S-19 DME MINIMUMS CAT A AND B RVR FROM 5000 TO 4500, CAT C VISIBILITY FROM 1 3/4 TO 1 5/8 MILES AND CAT D FROM 2 TO 1 5/8 MILES, AND
CIRCLING CAT A AND B FROM 1 TO 1 1/8 MILES, AND CAT C FROM 1 3/4 TO 1 7/8 MILES.

SEE 8260-10

PRNOAEWN

REASONS:

. STRAIGHT IN MINIMUMS CAT C ADDED TO RWY 3 PROCEDURES PER FPT.
. THLD DISPLACEMENT INCREASED FROM 200 TO 302 FEET PER AVNIS DATA.
. NEW AVNIS DATA FOR APT ELEV AND IAW 8260.19D PARA 805.
. NEW CONTROLLING OBSTACLE.
. OPTIMUM LOCATION FOR NEW HIGHER CROSSING ALTITUDE.
DUE-TO FIX RELOCATION. -
REDUNDANT SOURCES AVAILABLE,
. DUE TO RELOCATION OF STEPDOWN FIX.
. FPT.REQUEST DUE TO OJC VOR/DME DECOMMISSIONING.
10-12: EW-COX TROLLING OBSTACLES AND IAW 8260.3B TABLE 3-5A.

PDF EDI] 5,@&260-5 ADDED @ TO STANDARD ALTERNATE MINIMUMS.
8260-9: ADDED LAWRS TO BLOCK 2

SEE 8260-10 ‘yr
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

NDB STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICE - - TITLE 14 CFR PART 97.27

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated,
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

0
N -
CuT
CITY AND, S?ATE ELEVATION: 757 THRE: 754 ES&L}._I;?{ER PROCEDURE NO./ AMDT NO.JEFFECTIVE DATE: SUP:
" KANSAS CITY, MO " | AIRPORT NAME: : NDB RWY 19, AMDT 18
ey MK AMDT: 17A
CHARLES B. WHEELER DOWNTOWN DATED. 0812812008

FAA FORM 8260-10/ April 2006 (Computer Generated)
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ALLAFFECTED PROCEDURES REVIEWED?

[ ] YEs [ ] nNo

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

i S s A s R

AOPA NBAA  OTHER (specify)

[ []

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:
APPROVED BY

NAME: FIFO DATE:

CHANGES:

CHANGES CONT.

13. ADDED CHART NOTE: FOR INOPERATIVE MALSF INCREASE $-19 CAT C AND D VISIBILITY TO 2 1/2, COVOG

FIX MINIMUMS S§-19 CAT C AND D VISIBILITY TO 1 7/8.

REASONS:

REASONS CONT.

CHANGED BLOCK 4 PRIMARY NAVAID FROM MK LOC TO MK LOM
REMOVED 746 FT FROM BLOCK 8 ELEV GP ANTENN

CORRECTED FACILITY FROM MK TO MK LOM IN LOWER BLOCKS.




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
' PART - A OBSTRUCTION DATA
1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES ELEV. MSY ROC ALT. ADJUSTMENTS MIN. ALT.
FEEDER ANX VORTAC KENZY LOM 1. TOWER (29-000342) [390724.06N/0942321.21W | 1611 (1A) 1000 2700
2. TERRAIN 391600.00N/0942721.00W [1034 (1000) AS1500 2500
INTERMEDIATE: PT 10 NM KENZY LOM 3. TOWER (29-000029) 1391908.00N/0942949.00W |1397 (4D) 500 1900
' 4. TERRAIN 391724.00N/0943348.00W {1063 (1100) AS1500 2600
FINAL KENZY LOM COVOGIRIS 2.98  |5. AAO 391204.64N/0943416.48W [1229 (2C) 300 1540
DME :
FINAL: STEPDOWN COVOGIRIS 2.98 4.53 MILES AFTER }6. TOWER (29-004070) |391006.00N/0943334.40W [1063 (1A) 300  IMA13 1400
DME KENZY.LOM OR AT
HUVASIRIS 1.68
DME FIX
2. PROCEDURE TURN KENZY LOM 10 NM 3. TOWER (29-000029) |391908.00N/0942949.00W [1397 (4D) [ 1000 , 2400
' 7. TERRAIN : 391524.00N/0943918.00wW | 1083 (1100) - |AS1500 - : 2600
- MAP: |4.53 MILES AFTER ANX VORTAC ]8. BLDG (29-001271) 390559.00N/0943501.00W 11510 (1A) ASC 3100
3. MISSED KENZY LOM 9. TOWER (29-000038) [390414.41N/0943457.50W | 2049 (2A) | 1000 3100
APPROACH_ ELEV: {1100 10. TERRAIN 390015.00N/0944018.00W | 1083 (1100) AS1500 2600
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT. '
CATEGORY A 1.3NM | ] 350 783/ 643 11. TOWER (20-001197){ 390649.00N/0943724.00W 11072 (1B) 300 si/sl 1540 / 1400
CATEGORY B 1.5 NM 1 450 |2 783 1643 12. TOWER (20-000229)| 390653.00N/0943745.00W 11084 (2B) 300 sl 1540 / 1400
CATEGORY C 17NM IS 450 |2 783 /643 12. TOWER (20-000229) 390653.00N/0943745.00W 1084 (2B) 300 sl 1540 1 1400
CATEGORY D 23NM |G 550 |2 783 /643 12. TOWER (20-000229) 390653.00N/0943745.00W 1084 (2B) 300 si 1540 / 1400
CATEGORY E 45NM  |*| 550
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID: MK LOM Ny
SECTOR OBSTRUCTION BRG/DIST  |ELEVATION (MSL) MSA SECTOR OBSTRUCTION| BRG/DIST ELEVATION (MSL) :ﬁ SA
360-360 TWR (29-000027) 184/ 09.0 2049 (1A) 3100 G ;"
CHE
CITY AND STATE ELEVATION: 757 FACILITY PROCEDURE AND AMENDMENT NO:  |REGION
’ KANSAS CITY, MO AIRPORT NAME: MK LOM NDB RWY 19, AMDT 18 ACE
CHARLES B. WHEELER DOWNTOWN

FAA Form 8260 - 9/ April 2006 (Computer Generated) . PAGE 1 OF 1 PAGES




PART B - SUPPLEMENTAL DATA

1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. /:(LTH\(I:IETER SETTING
MCI APP CON NWS |OTHER: SOURCE:KMK
NG ASOS, LAWRS DISTANCE: o
FAA HOURS REMOTE OPERATION:
SATISFACTORY ON: AlC
x|VHF [ x|UHF | [HF |LOCATION:KMKC ADJUSTMENT:
. PRIMARY NAVAID: MKC LOM
MONITOR |-MONITOR POINT: _MoCC
STATUS | HRS | CAT1 %
OPTN:| CAT 3
ALS
(S) SALS
X  |MALSF 19 (PCL)
5. X HIRL 21, 01, 19, 03
P
X REIL 21, 01
LIGHTING o7
CI/LINE
X |OTHER (SPECIFY)
PAPI-4L 19 RAIL 01 VASI4L 21, 01, 03
6. RUNWAY  |BASIC
MARKINGS |ALL WEATHER  PIR-G 19, 03
INSTRUMENT  NPI-G 21, 01
7.RUNWAY |[APPROACH 19,03
VISUAL MIDFIELD
RANGE ROLL OUT
8. GLIDE GP ANGLE: ELEV RWY THRESHOLD:
PATH DISTANCE FROM RWY: |ELEV GP ANTENNA:
, THRESHOLD CROSSING HEIGHT:
9. FINAL APPROACH X |RUNWAY THRESHOLD FT. FROM THRESHOLD
COURSE AIMING X |ON CENTERLINE FT. FROM CENTERLINE

10. WAIVERS: NONE

%\Ii

PART D - PREPARED BY: DATE:
JOSE ALFONSO (JOHN R. LINDSEY) 01/04/2012
TITLE: : OFFICE:
-AERONAUTICAL INFORMATION SPECIALIST AJV-353

PART C - REMARKS:

VDP NOT ESTABLISHED - VDP LESS THAN 0.5 NM AFTER
STEPDOWN.

THRESHOLD DISPLACED 302.

PRECIPITOUS TERRAIN EVALUATION COMPLETED.
ASOS IS ON SERVICE-A.

NO BACKUP ALTIMETER SOURCE REQUIRED, REDUNDANT SOURCES
AVAILABLE.

AVERAGE VEGETATION ASSUMED TO BE 80 FT PER FPT.
MAGVAR NOT ROTATED PER FPT. 2015 VALUE: -2E.

NO ALTERNATE MISSED APPROACH DEVELOPED PER FPT.

SEE ATTACHED AIRSPACE LETTER.

VGSI DATA: 3.00/46.1

TERPS VOLUME ONE, VISUAL PORTION OF FINAL PENETRATIONS:

34:1:
2871RD (N) (KMKC0001) 390801.65N/0943525.13W (1.77)

RWY 21:
785 POLE (KMKC0035) 390737.56N/0943511.36W (8.70)
FPT NOTIFIED.

RWY 3 CAT D CIRCLING NA PER FPT.
TERPS PARAGRAPH 289 APPLIED TO :

1336 TOWER 391304N/0943357W
1065 TOWER 391035N/0943538W




RADIO FIX AND HOLDING DATA RECORD

NAME: COVOG STATE: MO COUNTRY: US
LATITUDE/LONGITUDE: 391005.86N/0943446.96W TYPE: DME
AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY
- FIX MAKE-UP FACIL‘iTIES:
FAC NAME . IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA  MAA
BRG BRG NM  FEET
1 KENZY MK LOM 187.85 192.85 3.23 1440 6000
2 RIVERSIDE RIS VOR/DME T 2.98 2.98 1440 6000
HOLDING: HOLDING TYPE OF ACTION: NO CHANGE
FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
IAP NDB RWY 19 1,2 KMKC KANSAS CITY MO (US)

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1 DATE OF REVISION: 05/31/2012

REASON FOR REVISION:

1. MOVED FIX 1521.95 FT NORTH AND UPDATED COORDINATES.
2. UPDATED FIX USE.

3. CHANGED FAC 1 AND FAC 2 MRA FROM 1340 TO 1440.

4. ADDED DIST FROM FAC TO FAC 1 AND FAC 2.

DEVELOPED BY: DATE: 01/04/2012 OFFICE: AJV-353 NAME: JOSE ALFONSO (JOHN LINDSEY)
APPROVED BY: DATE: . OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:

DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZKC
ATC FACILITY: MKC
OTHER:
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RADIO FIX AND HOLDING DATA RECORD

NAME: HUVAS STATE: MO COUNTRY: US

LATITUDE/LONGITUDE: 390849.74N/0943509.26W TYPE: DME

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA MAA
. BRG BRG NM  FEET

1 KENZY MK LOM 187.85 192.85 4.53 1300 6000

2 RIVERSIDE RIS VOR/DME T 1.68 1.68 1300 6000

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

FIX USE:

USE TYPE USE TITLE ‘ FAC PAT AIRPORTIDENT CITY STATE

IAP NDB RWY 19 1,2 KMKC KANSAS CITY MO (US)

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1 DATE OF REVISION: 05/31/2012

REASON FOR REVISION:
1. ADDED DISTANCE FROM FAC TO FAC 1 AND FAC 2.
2. UPDATED FIX USE.

DEVELOPED BY: DATE: 01/04/2012 OFFICE: AJV-353 NAME: JOSE ALFONSO (JOHN LINDSEY)
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:

DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZKC
ATC FACILITY: MKC
OTHER:

FAA FORM 8260-2 / AUG 2009 ’ Page 1 of 1




NAME: KENZY LOM

INFO-ONLY

RADIO FIX AND HOLDING DATA RECORD

STATE: MO

COUNTRY: US

LATITUDE/LONGITUDE: 391315.06N/0943352.64W

TYPE: DME

AIRSPACE DOCKET:

FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:
FAC. NAME

1 KENZY
2 KANSAS CITY
3 RIVERSIDE

IDENT

MK
I-MKC
RIS

TYPE

LOM
LOC
VOR/DME T

TRUE
BRG NM

012.69
013.90

CLASS MAG
BRG

007.69

008.90 6.20

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

REMARKS:
COORDINATES REFLECT LOCATION ON LOC/AZ CENTERLINE ABEAM THE KENZY LOM.
ACTUAL FACILITY LOCATION IS 391314.88N/0943351.59W.

FIX USE:
USE TYPE
IAP

IAP

USE TITLE
ILS OR LOC RWY 19
NDB RWY 19

‘'FAC PAT AIRPORTIDENT CITY
1.2,3 KMKC KANSAS CITY
1,3 KMKC KANSAS CITY

REQUIRED CHARTING: IAP, CONTROLLER
COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: 4 DATE OF REVISION: 02/10/2011

REASON FOR REVISION:

UPDATED FIX USE.

ADDED FAC 2/3 DIST FROM FAC NM 6.58/6.2.
ADDED FAC 2 MAG BRG 007.69.

ADDED FAC 3 MAG/TRUE BRG 008.90/013.90.
ADDED FAC 2 DIST FROM FAC 39974 FT.

DEVELOPED BY: DATE: 06/26/2010 OFFICE: AVN-120 NAME: DONALD LANIER

APPROVED BY: DATE: 01/12/2011 OFFICE: AVN-120 NAME: GREGORY YAMAMOTO

SIGNATURE:

DISTRIBUTION: NFDC

FPO: CEN

ARTCC: ZKC :
ATC FACILITY: MCI APP CON

OTHER:

DME DIST FROM FAC

FEET

6.58 39974
6.20

MRA MAA
17500
5200
5200

2600
2600

STATE
MO (US)
MO (US)

FAA FORM 8260-2 / AUG 2009

Page 1 of 1




RADIO FiIX AND HOLDING DATA RECORD
NAME: NAPOLEON VORTAC STATE: MO' COUNTRY: US
LATITUDE/LONGITUDE: 390543.53N/0940743.81W TYPE:
AIRSPACE DOCKET: FIX TYPE OF ACTION: NO CHANGE
FIX MAKE-UP FACILITIES: ‘
FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA MAA
BRG BRG NM  FEET

1 NAPOLEON ANX VORTAC L 17500
HOLDING: HOLDING TYPE OF ACTION: MODIFY
PATTERNS:
PAT DIR IDENT  TYPE RAD/CRS/BRG CRS TURN  LEGLENGTH HOLDING ALTITUDES TEMPLATES

INBOUND (LORR) TIME  DME MIN MIN  MAX
1 SE  ANX VORTAC  149.00 329.00 1 3000 8000 4 5
2 E  ANX VORTAC  088.00 268.00 R 1 3100 6000 8 9
3 E WP 088.00 268.00 R 4 3000 6000 5 6
4 SE WP 154.93 334.93 R 4 3700 6000 5 6
5 NW  ANX VORTAC  319.00 139.00 R 1 2900 6000 4 5
6 SE  ANX VORTAC  152.93 332.93 R 1 3000 6000 4 5
CONTROLLING OBSTRUCTIONS:
PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE
UPN 200 TOWER (29-001419) 390214.00N/0935549.00W 2046 1A
1 200 TOWER (29-004114) 390540.00N/0940548.00W 1842 1A
2 265 TOWER (29-001419) 390214.00N/0935549.00W 2046 1A
3 200 TOWER (29-004114) 390540.00N/0940548.00W 1842 1A
4 200 TOWER (29-004114) 390540.00N/0940548.00W 1842 1A
5 200 TOWER (29-004114) 390540.00N/0940548.00W 1842 1A
6 200 TOWER (29-004114) 390540.00N/0940548.00W 1842 1A
REMARKS:
UNPLANNED HOLDING AUTHORIZED AT OR ABOVE 3100.
PRECIPITOUS TERRAIN EVALUATION COMPLETED.
FIX USE:
USE TYPE USE TITLE FAC . PAT AIRPORTIDENT CITY STATE
DP LAKES KFLV FORT LEAVENWORTH . KS(US)
DP LAKES KIXD OLATHE KS (US)
DP LAKES KOJC OLATHE KS (US)
DP LAKES KMCI KANSAS CITY MO (US
DP LAKES KMKC KANSAS CITY MO (US)
DP LAKES KSTJ ST JOSEPH MO (US)
EN ROUTE V10 (US)
EN ROUTE V12 (US)
EN ROUTE V13 (US)
EN ROUTE V159 (US)
EN ROUTE V161 (US)
EN ROUTE V206 (US)
EN ROUTE V424 (US)
IAP NDB RWY 33 KFLV FORT LEAVENWORTH KS (US)
IAP NDB OR GPS-D KK34 GARDN KS (US)
IAP ILS OR LOC RWY 36 KIXD OLATHE KS (US)
IAP LOC RWY 36 5 KOJC OLATHE KS (US)
IAP LOC/DME RWY 18 5 KOJC OLATHE KS (US)
IAP NDB-B KOJC OLATHE KS (US)
IAP VOR RWY 36 KOJC OLATHE KS (US)
IAP VOR OR GPS RWY 19 K3EX EXCELSIOR SPRINGS MO (US)
IAP GPS RWY 27 K3GV GRAIN VALLEY MO (US)
IAP GPS RWY 9 K3GV GRAIN VALLEY MO (US)
IAP VOR OR GPS RWY 23 2 K3GV GRAIN VALLEY MO (US)
IAP VOR/DME RNAV RWY 27 K3GV GRAIN VALLEY MO (US)
IAP ILS OR LOC RWY 19L 2 KMCI KANSAS CITY MO (US)
IAP ILS OR LOC RWY 1R 2 KMCI KANSAS CITY MO (US)
IAP ILS OR LOC RWY 27 KMCI KANSAS CITY MO (US)
IAP ILS OR LOC RWY 9 1 KMCI KANSAS CITY MO (US)
IAP ILS RWY 1R (CAT Ii) 2 KMCI KANSAS CITY MO (US)
IAP ILS RWY 1R (CAT lil) 2 KMCI KANSAS CITY MO (US)
IAP ILS OR LOC RWY 19 1 KMKC KANSAS CITY MO (US)
IAP ILS OR LOC RWY 3 6 KMKC KANSAS CITY MO (US)
IAP NDB RWY 19 1 KMKC KANSAS CITY MO (US)
IAP RNAV (GPS) RWY 21 4 KMKC KANSAS CITY MO (US)
IAP VOR RWY 19 1 KMKC KANSAS CITY MO (US)
IAP VOR RWY 21 6 KMKC KANSAS CITY MO (US)
IAP VOR RWY 3 6 KMKC KANSAS CITY MO (US
IAP RNAV (GPS) RWY 11 3 KLXT LEE'S SUMMIT MO (US) p.L.{ 7
IAP VOR/DME-A 2 KLXT LEE'S SUMMIT MO (US!
IAP VOR/DME OR GPS RWY 22 KaK3 LEXINGTON MO (US) =
IAP NDB RWY 36 KMHL MARSHALL MO (US),
IAP ILS OR LOC/DME RWY 18 5 KGPH MOSBY MO (US) %yr-
FAA FORM 8260-2 / AUG 2009 Page 10f 2
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IAP RNAV (GPS) RWY 36 . KGPH MOSBY MO (US)

IAP VOR/DME-A KRCM WARRENSBURG MO (US)
STAR BRAYMER KMCI KANSAS CITY MO (US)
STAR TYGER KMCI KANSAS CITY MO (US)
STAR TRAKE KSTL STLOUIS MO (US)

REQUIRED CHARTING: DP, STAR, MILITARY IAP, IAP, CONTROLLER, EN ROUTE LOW, EN ROUTE HIGH
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 11 DATE OF REVISION: 03/08/2012

REASON FOR REVISION:

1. ADDED PRECIPITOUS TERRAIN EVALUATION COMPLETED REMARK.
2. ADDED HOLD PAT 6.

3. CHANGED HOLD PAT 4 INBOUND HEADING FROM 329.00 TO 334.93.
4. UPDATED FIX USE.

DEVELOPED BY: DATE: 08/19/2011 OFFICE: AJV-353 NAME: JOSE ALFONSO (JOHN LINDSEY)
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:

DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZKC .
ATC FACILITY: MCI APP CON
OTHER: -

a5 =
- ‘i(:"“\iw <
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TERMINAL AIRSPACE DATA REQUIREMENTS

CITY: KANSAS CITY | STATE: MO
AIRPORT NAME: CHARLES B. WHEELER DOWNTOWN | ID: KMKC
PROCEDURE: NDB RWY 19 AMDT: 18
DOCKET # :

(96-AXX-X/Required/Not Required)

ALL DIST TO 1/100 NM; ELEV TO NEAREST FT; COORD TO 1/100 SEC; DEG TO 1/100 DG.

1. Distance from THLD to 1000’ point 3.45
(Enter THLD, FAF, ARP, FACILITY, as appropriate)

2. Width of FINAL segment at 1000’ point 2.68
(Enter appropriate segment , final, intermediate, etc.)

3. True Course of FINAL segment containing 1000’ point 192.85

4. High Terrain in FINAL segment containing 1000’ point 1033

5. Distance from THLD to 1500’ point 4.53
(¥ 1500’ point in PT maneuvering area or holding pattern note in remarks)

6. Width of FINAL segment at 1500’ point 2.50

7. True Course of FINAL segment containing 1500' point_192.85

8. High Terrain in | FINAL segment containing 1500' point 1063

9. Threshold Coordinates (if straight-in) ... *390755.81N ; 0943525.06W

10. ARP Coordinates .......ccccccccouvernnee. 390722.57N / 0943534.16W

11. Runway Approach End and distance furthest from ARP................. RWY 19

Distance 0.62 NM

12. FAF Coordinates ........c..ccccoeveueee. 391314.88N ; 0943351.59W

(Click to Select) .

REMARKS: Approach/Drawing attached. *RWY 19 DISPLACED 302 FT, ACTUAL THLD
COORDINATES: 390758.72N/0943524.22W.






