MINNEAPOLIS, MN
5.2.13

MINNEAPOLIS-ST PAUL INTL/WOLD-CHAMBERLAIN

ATTACHED FORMS: ESV REPORTS; 8260-3; 8260-10; 8260-9; 8260-2(S): JAMEZ-INT
REV 2; SSTAR-INT, REV 2.

Action: ask Type: Date Open: | Task #: Request #:
Flight Procedure Tracking Form FLIGHT CHECK IAP 08/21/2012 | 2011072926923406015 20110729269234
Procedure: CONVERGING ILS RWY 35 AMDT 3 Airport ID: Airport: MINNEAPOLIS-ST PAUL Reimbursable #:
KMSP INTL/WOLD-CHAMBERLAIN
City: MINNEAPOLIS ST: MN GPS #: Estimated Chart Date: FICO #:
05/02/2013
Fac ID: BMA Fac. Type: ILS Specialist: THOMAS KIRKPATRICK
Procedure Review

Rec'd Rel'd Full Name Comments
Lead: 09/05/2012 | 01/11/2013 | JILL OLSON
QA: 01/11/2013 01/11/2013 SCOTT BEARD
Liaison: | 01/11/2013 <?M U~ REPLACEMENT 1/11/13 - MAGVAR
Procedure Comments: ENROUTE |Remark Type: INFORMATION

(KMSP)

CONTACT: JILL OLSON/STEVE BARNETT -AVI-353 LEADS, 405.954.4014 / 405.954.9307

CONVERGING ILS RWY 35, AMDT 3

ENROUTE-YES

FC: 3.19.13 PUB:

» REV 2; LORAH-INT, REV 4; LYDIA-INT, REV 9; OBERR-INT, REV 2; ROZEE-INT,

VN 8200-6 (05/26/2005)

Data as of:

1/11/2013 1:52:02PM




MINNEAPOLIS, MINNESOTA

AL-264 (FAA) FIG

LOC/DME I-BMA Rwyldg 8000
Proa e crsffrids 8000 CONVERGING ILS RWY 35
Chan 46 [Y) 5 Apt Elev 842 MINNEAPOLIS-ST PAUL INTL/WOLD-CHAMBERLAIN (MSP)
v Inoperative table does not apply. No autoland on ALSF-2 | MISSED APPROACH: Climbing left turn to
A NA CONVERGING ILS Rwy 35. Simultaneous approach __ | 3000 on heading 240° and on GEP VORTAC
authorized with CONVERGING ILS Rwy 30L and )% | R18210LYDIA INT/GEP 32.6 DME and hold,
CONVERGING ILS Rwy 30R. = continue climb-in-hold to 5000.
ATIS MINNEAPOLIS TOWER GND CON
ARR 135.35 239,275 MINNEAPOLIS APP CON 123.95 273.55 (12L-30R) N 121.8 348.6 CLNC DEL
DE;’ 120.8 . 119.3 335.5 126.7 273.55 (12R-30L,4-22) | S 121.9 348.6 133.2
_ i 123.675 273.55(17-35) W 127.925 348.6
[OCAUZER 11095)  Al085t A\ A1158 L
FBMA = 3, L.A1006 MINNEAPOLIS
FLYING CLOUD Chan 46[Y) ) gy 1153 Msp o=
117.7 FCM === S 967 ) T Chan100
Chan 124 A 2 -
1192 1033 \
ALTERNATE MISSED
APCH FIX A TOYTVRE: N\
{iz PROTOTYPE=NOT
LYDIA \/‘34 FOR NAV!GATION
FGT[12.8
12.8) 7. ROZEE INT
1157 FGT 2 -BMA
—-—R-258 “Soedn ¥ //f{p RADAR
Chan 104570 95800 00,78
641 " (264°T) 2 /(}F]) 753
e | FARMINGTON | SSTAR INT
™ S : (Dn Chan 104 RADAR
L\/ & 8 5000
~ O~ R-258 {3.1)
s : \26401-)
A== OBERR INT
YDA Q&8 9
SeX& {IAF) I-BMA
FGT ;’,9,! = JAMEZ RADAR
-BMA
ELEV 842 || THRE 833 RADAR
HIRL ali Rwys
REIL Rwys 17 and 30R
TDZ/CL Rwys 12L, 12R, 30L, and 35
LYDIA | VGSI and ILS glidepath not coincident
GEP (VGSI Angle 3.00 /TCH 71).
R182 | A OBERR INT  JAMEZ
SSTARINT -BMA  -BMA [20.7)
ROZEE INT |-BMA RADAR
LORAHINT ~ HBMA RADAR
-BMA RADAR |350° 0
RADAR RAll)AR ’ 350°J| 7000
| |
| | Gs 3.00°
A 3000 TCH 53
o, 6.5 NM +—3.1 NM—f=3.1 NM—~]=-3 | NM—~]=—3.1 NM—]
-—350° CATEGORY A | B | C | D
S-ILS 35 1683-3 850 (900-3)
i\"'“j:‘g";g“sf MINNESOTA MINNEAPOLIS-ST PAUL INTL/WOLD CHAMBERLAIN (MSP)
m

aesyN9313W - CONVERGING ILS RWY 35



ESV Details

Originating Office : |Airspac‘e Docket Number : 1Request Type : Establish

. Facility Data
Chart Name : MINNEAPOLIS  |City : MINNEAPOLIS ident : BMA 1State : MN
Type/Class : GS Frequency : M330.65 Reference No.: 12097640
. |Expanded Service Volume Data: (Requesting Officer)
ESVID Radial 1 Radial 2 Distance Minimum Altitude Maximum Altitude
FAA 012044-007 169 0 20 30 70

Requirement; JAMEZ INT

Signature: Kirkpatrick Thomas

|Routing Symbol: AJV-353

|Date: 09/17/2012

Expanded Service Volume Data: (FMOQ)

ESVID

Radial 1

Radial 2

Distance

Minimum Altitude

Maximum Altitude

Action Type

FAA 012044-007

169

0

20

30

70

APPROVE

Requirement/Remarks: JAMEZ INTAPPROVED. PEND. FLIGHT CHK/INSPECT @ THE REQ. DIST. AND MIN ALT.

Signature: NASSR NASHAAT

lRoutinq Symbol:

|Date: 09/17/2012

Expanded Service Volume Data: (Super FMO)

ESV ID

Radial 1

Radial 2

Distance

Minimum Altitude

Maximum Altitude

Action Type

FAA 012044-007

169

0

20

30

70

APPROVE

- [Requirement/Remarks: JAMEZ INTAPPROVED. PEND. FLIGHT CHK/INSPECT @ THE REQ. DIST. AND MIN ALT.

Signature: CHRISTEIN THOMAS

|Routing Symbol:

|Date: 09/17/2012

Expanded Service Volume Data: (FIFO)

ESVID

Radial 1

Radial 2

Distance

Minimum Altitude

Maximum Altitude

Action Type

FAA 012044-007

169

0

Requirement/Remarks: -

Signature:

lRouting Symbol:

| Date:




ESV Details

Originating Office : |Airspace Docket Number : ‘Request Type : Establish

Facility Data
Chart Name : MINNEAPOLIS  |City : MINNEAPOLIS Ident : BMA WState :MN
Type/Class : LOC Frequency : M110.95 Reference No.: 12097641
Expanded Service Volume Data: (Requesting Officer) :
ESVID Radial 1 Radial 2 Distance Minimum Altitude Maximum Altitude
FAA 012001-004 ' 169 0 21 30 ' 70

Requirement. JAMEZ
Signature: Kirkpatrick Thomas IRouting Symbol: AJV-353 |Date: 09/17/2012
Expanded Service Volume Data: (FMO) )

ESV ID Radial 1 Radial 2 Distance Minimum Altitude | Maximum Altitude Action Type
FAA 012001-004 169 0 21 30 70 APPROVE
Requirement/Remarks: JAMEZAPPROVED. PEND. FLIGHT CHK/INSPECT @ THE REQ. DIST. AND MIN ALT.
Signature: NASSR NASHAAT |Routing Symbol: _ |Date: 09/17/2012
Expanded Service Volume Data: (Super FMO)

ESVID Radial 1 Radial 2 Distance Minimum Altitude | Maximum Altitude| Action Type
FAA 012001-004 169 0 21 30 70 APPROVE
Requirement/Remarks: JAMEZAPPROVED. PEND. FLIGHT CHK/INSPECT @ THE REQ. DIST. AND MIN ALT.
Signature: CHRISTEIN THOMAS __ |Routing Symbol: |Date: 09/18/2012
Expanded Service Volume Data: (FIFO)

ESVID Radial 1 Radial 2 Distance Minimum Altitude | Maximum Altitude|  Action Type
FAA 012001-004 169 0 |

Requirement/Remarks:

Signature: [Routing Symbol: Date:




ESV Details

Originating Office : |Airspace Docket Number : \Request Type : Establish
‘ Facility Data
Chart Name : MINNEAPOLIS  [City : MINNEAPOLIS Ident : BMA \State . MN
Type/Class : GS Frequency : M330.65 Reference No.: 12097642
Expanded Service Volume Data: (Requesting Officer) .
ESVID Radial 1 Radial 2 Distance Minimum Altitude Maximum Altitude
FAA 012044-008 169 0 17 30 60

Requirement: OBERR INT :
Signature: Kirkpatrick Thomas ] Routing Symbol: AJV-353 |Date: 09/17/2012
Expanded Service Volume Data: (FMO)

ESVID Radial 1 Radial 2 Distance Minimum Altitude | Maximum Altitude Action Type
FAA 012044-008 169 0 17 30 60 APPROVE
Requirement/Remarks: OBERR INTAPPROVED. PEND. FLIGHT CHK/INSPECT @ THE REQ. DIST. AND MIN ALT.
Signature: NASSR NASHAAT |Routing Symbol: | |Date: 09/17/2012
Expanded Service Volume Data: {Super FMO)

ESVID Radial 1 Radial 2 Distance Minimum Altitude [Maximum Altitude| Action Type
FAA 012044-008 __169 0 17 30 60 APPROVE
Requirement/Remarks: OBERR INTAPPROVED. PEND. FLIGHT CHK/INSPECT @ THE REQ. DIST. AND MIN ALT.
Signature: CHRISTEIN THOMAS __|Routing Symbol: |Date: 09/17/2012
Expanded Service Volume Data: (FIFO)

ESV ID Radial 1 Radial 2 Distance Minimum Altitude | Maximum Altitude| - Action Type
FAA 012044-008 169 0 '

Requirement/Remarks:

Signature: |Routing Symbol: |Date:




ESV Details

Originating Office : - |Airspace Docket Number : ‘Request Type : Establish
Facility Data
Chart Name : MINNEAPOLIS  |City : MINNEAPQLIS Ident : BMA lState :MN
Type/Class : GS Frequency : M330.65 Reference No.: 12097643
Expanded Service Volume Data: (Requesting Officer)
ESVID Radial 1 Radial 2 Distance Minimum Altitude Maximum Altitude
FAA 012044-009 169 0 ¥4\ 5 ‘ 30 53

Requirement: SSTAR INT
Signature: Kirkpatrick Thomas |Routing Symbol: AJV-353 |Date: 09/17/2012
Expanded Service Volume Data: (FMO) » ‘ :

ESVID Radial 1 Radial 2 Distance Minimum Altitude | Maximum Altitude Action Type
FAA 012044-009 169 0 14 : 30 53 APPROVE
Requirement/Remarks: SSTAR INTAPPROVED. PEND. FLIGHT CHK/INSPECT @ THE REQ. DIST. AND MIN ALT.
Signature: NASSR NASHAAT _|Routing Symbol: |Date: 09/17/2012
Expanded Service Volume Data: (Super FMO)

ESVID Radial 1 Radial 2 Distance Minimum Altitude | Maximum Altitude Action Type
FAA 012044-009 169 0 14 30 53 APPROVE
Requirement/Remarks: SSTAR INTAPPROVED. PEND. FLIGHT CHK/INSPECT @ THE REQ. DIST. AND MIN ALT. '
Signature: CHRISTEIN THOMAS __ |Routing Symbol: | |Date: 09/17/2012
Expanded Service Volume Data: (FIFO)

ESVID Radial 1 Radial 2 Distance Minimum Aititude | Maximum Altitude|  Action Type
FAA 012044-009 169 0 '

Requirement/Remarks:

Signature: IRouting Symbol: ' IDate:




ILS - STANDARD : Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, except
US DEPARTMENT OF TRANSPORTATION INSTRUMENT APPROACH PROCEDURE HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. Ceflings are infeet
FEDERAL AVIATION ADMINISTRATION TITLE 14 CFR PART 97.29 above airport elevation. Distances are in nautical miles unless otherwise indicated, except visibiliies which
’ are in statute miles or in feet RVR.
TERMINAL ROUTES . MISSED APPROACH
FROM TO COURSE AND DISTANGE ALTITUDE |ILS: DA
JAMEZ/I-BMA 20.67 OBERR INT/I-BMA 17.53 349.53 / 3.14 (I-BMA) 6000
DME/RADAR (IAF) DME/RADAR ,
OBERR INT/I-BMA 17.53 SSTAR INT/I-BMA 14.39 349.53/ 3.14 (I-BMA) 5000 CLIMBING LEFT TURN TO 3000 ON HEADING 240 AND ON GEP
DME/RADAR DME/RADAR ) VORTAC R-182 TO LYDIA INT/GEP 32.57 DME AND HOLD, OR AS
» DIRECTED BY ATC. v '
SSTAR INT/I-BMA 14.39 ROZEE INT/-BMA 11.25 349.53/3.14 (I-BMA) 4000 :
DME/RADAR (IF) DME/RADAR . ALTERNATE MA: CLIMBING LEFT TURN TO 3000 ON HEADING 180
AND ON FGT VORTAC R-258 TO LYDIA/FGT 12.80 DME AND
ROZEE INT/I-BMA 11.25 LORAH INT/I-BMA 8.11 348.53/ 3.14 (I-BMA) 3000 HOLD. (DME REQUIRED).
DME/RADAR DME/RADAR
ADDITIONAL FLIGHT DATA:
HOLD 8, RT, 002.00 INBOUND.
CHART IN PLANVIEW: ALTERNATE MA HOLDING, HOLDW .
LYDIA INT/FGT 12.80 DME, RT,
077.97 INBOUND.
CHART LOC RWY 30L
CHART LOC RWY 30R
1.PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (IAF) CHART: FGT R-258/12.80 DME AT LYDIA
2. PROFILE STARTS AT JAMEZ '
3. FAC: 34953 FAF: DIST FAF TO MAP: THLD:
4. MIN. ALT: JAMEZ 7000, OBERR 6000, SSTAR 5000, ROZEE 4000, LORAH 3000
5. DIST TO THLD FROM OM: - MM: - iM: 858 150 HAT: - 100 HAT: - GSANT: 1050
6. MIN GS INCPT: 3000 GS ALT AT:LORAH 3000 OM: - MM: - IM: 933
7. GS ANGLE: 3.00 TCH:52.8 .
8. MSA FROM: MSP VOR/DME 090-270 2800, 270-090 3500 ] MAG VAR: OE EPOCH YEAR: 2015
MINIMUMS ,
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE: NA | ﬂ
CATEGORY ===== A B . C D E
DH/MDA VIS HAT/HAA| DH/MDA VIS HAT/HAA |{DH/MDA VIS HAT/HAA | DH/MDA VIS HAT/HAA | DH/MDA VIS HAT/HAA
S-ILS 35 ' 1683 3 850 1683 3 850 1683 3 850 1683 3 850
NOTES:
CHART NOTE: INOPERATIVE TABLE DOES NOT APPLY. ' ,
CHART PLANVIEW NOTE: RADAR REQUIRED. AR,
CHART PROFILE NOTE: VGSI AND ILS GLIDEPATH NOT COINCIDENT. - O %
CHART NOTE: NO AUTOLAND ON CONVERGING ILS RWY 35. r
(SEE FORM 8260-10) 7. 2
CITY AND STATE ELEVATION: 842 THRE: 833 FACILITY PROCEDURE NO.JAMDT NO./EFFECTIVE DATE: SUP:. ‘
MINNEAPOLIS, MN AIRPORT NAME: IDENTIFIER: CONVERGING ILS RWY 35, AMDT 3 AMDT: 2
: 1-BMA :
MINNEAPO(I;.IS-ST Pg&leuwow- : DATED  02/11/2010

FAA FORM 8260 - 3 / April 2006 (computer generated) : PAGE 1 OF 2 PAGES




ALLAFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE

[] ves E NO ROUTINE

COORDINATED WITH:
ATA AAT ALPA APA AOPA - NBAA OTHER (specify)

] [X] [X] [x] [x] [X]  zmp,MsP APP CON, AMGR

FLIGHT CHECKED BY

NAME: FIFO DATE:

DEVELOPED BY
NAME: FIFO DATE:
THOMAS L KIRKPATRICK o AJV-353 09/18/2012
APPROVED BY
NAME: FIFO DATE:
LARRY H STROUT MANAGER AJV-353 :
CHANGES: :

1. ALL COURSE UPDATED TO REFLECT NEW AIRPORTI/ILS MAGVAR (0E/2015).

2. JAMEZ, OBERR, SSTAR, ROZEE MOVED TO POSITION ON GS AT REPECTIVE ALTITUDES.
3. CHANGED MISSED APPROACH ALTITUDE TO 3000.

4. REMOVED "WHEN AUTHORIZED BY ATC..." ALTITUDES.

5. CHANGED S-ILS DA FROM 1684 TO 1683.

6. CHANGED MSA CENTERPOINT FROM GEP VORTAC TO MSP VOR/DME.

REASONS:

1. AJV POLICY TO HAVE ILS AND AIRPORT MATCH.

2. ATC REQUEST FOR FIXES TO BE ON GS AT SPECIFIED ALTITUDES. (USED .54A FORMULA 2-16B.)
3. ATC REQUEST TO DECONFLICT WITH OVERFLIGHT TRAFFIC.

4. NO LONGER AUTHORIZED.

5. DERIVED FROM THRESHOLD VICE TOUCHDOWN.

6. TO MATCH OTHER PROCEDURES AT AIRPORT.

~ PDF EDITS: REMOVED NA FROM LINE 1, INT AFTER LYDIA IN ALTERNATE MISSED APPROACH AND ADDITIONAL FLIGHT DATA.

12/07/2012: THIS IS AN UPDATED COPY OF THE FORM DEVELOPED ON 09/13/2012.
1. CHANGED TERMINAL ROUTE JAMEZ TO OBERR ALTITUDE 6000 TO 5000.
2. REMQVED MIN ALT JAMEZ 7000 AND OBERR 6000.

%

-
¢y 7V€‘0

SEE 8260-10




US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
ILS - STANDARD except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
y Ceilings are in feet above aiport elevation. Distances are in naufical miles unless otherwise indicated,
INSTRUMENT APPROACH PROCEDURE - TITLE 14 CFR PART 97.29 excepgtJ visibilities which are !:1 statute miles or in feet RVR.
NOTES, (CONT.):
CHART NOTE: SIMULTANEOUS APPROACH AUTHORIZED WITH CONVERGING ILS RWY 30L AND CONVERGING ILS RWY
30R.
‘Vb’ 1§
31 E
el
CITY AND STATE ELEVATION: 842 THRE: 833 FACILITY PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: SUP:
MINNEAPOLIS, MN AIRPORT NAME: IDENTIFIER: CONVERGING ILS RWY 35, AMDT 3
I-BMA AMDT. 2
MINNEAPO&LSA-?IILEQE}\'I'I‘?TLMOLD- DATED:  02/11/2010
PAGE 2 OF 2 PAGES

FAA FORM 8260-10/ April 2006 (Computer Generated)




ALL AFFECTED PROCEDURES REVIEWED?

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

I [ N Y N I

[ ves [ v
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

[ [

FLIGHT CHECKED BY

NAME:

FIFO

DATE:

DEVELOPED BY

FIFO

DATE:

NAME:

APPROVED BY

FIFO

DATE:

NAME:

CHANGES:

REASONS:
REASONS CONT.

2. RE-ADDED MIN ALT JAMEZ 7000 AND OBERR 6000.

1/7/2013: THIS IS AN UPDATED COPY OF THE FORM DEVELOPED ON 09/13/2012.
1. CHANGED TERMINAL ROUTE JAMEZ TO OBERR ALTITUDE 5000 TO 6000.




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
PART -A OBSTRUCTION DATA ' :
1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES ‘ELEV. MSL} ROC ALT. ADJUSTMENTS MIN. ALT.
INITIAL JAMEZ/I-BMA OBERR INT/I-BMA  [1. TOWER (27-001333) 1443417.00N/0930441.00W | 1360 (5D) 1000 |AT3640 6000
20.67 DME/RADAR 17.53 DME/RADAR [2. TERRAIN 443351.00N/0931445.00W | 1136 (1100) AS1500 ' 2600
INITIAL: STEPDOWN OBERR INT/I-BMA SSTAR INT/-BMA  [3. AAOQ 443500.00N/0931530.00W | 1260 (4E) 1000 |AT2740 5000
17.53 DME/RADAR | 14.39 DME/RADAR [4. TERRAIN 443727.00N/0931606.00W | 1047 (1000) AS1500 2500
INTERMEDIATE SSTAR INT/I-BMA ROZEE INT/NI-BMA  [5. TOWER (27-001294) 1444205.00N/0930903.00W {1455 (5D) 500 ]AT2045 4000
14.39 DME/RADAR 11.25 DME/RADAR |[6. TERRAIN 444048.00N/0931512.00W | 1093 (1100) AS1500 2600
INTERMEDIATE: ROZEE INT/I-BMA LORAH INT/I-BMA  [5. TOWER (27-001294) {444205.00N/0930903.00W [1455 (5D) 500 |AT1045 3000
STEPDOWN 11.25 DME/RADAR | 8.11 DME/RADAR |7. TERRAIN 444515.00N/0931345.00W | 1100 (1100) AS1500 2600
FINAL: ILS GS INTCP ' RW35 ASC 16831850
2. PROCEDURE TURN NA
MAP: |DA LYDIA INT/GEP , , ASC i 3000
f\'p“,ﬁ',;fgﬁgH 32.67 DME Iﬂ)WER (27-001124) [443753.00N/0932043.00W | 1449 (5D) | 1000 . 2500
ELEV: {1232 : 9. TERRAIN 443339.00N/0931936.00W | 1136 (1100) AS1500 2600
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT. ‘
CATEGORY A 1.3NM_ | .| 350
CATEGORY B 1.5NM [ 450 =
CATEGORY C 17NM  |S[ 450 |2
CATEGORY D 23NM |2 550 |2
CATEGORY E 45NM || 550 .
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID: MSP VOR/DME ya
SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL) MSA SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL)I¥ M SA
090-270 TWR (27-001201) 151/ 14.3 1753 (5D) 2800 3 ey
270-090 TWR (27-000499) 022/ 10.8 2438 (1D) 3500 CHE™’
CITY AND STATE ELEVATION: 842 FACILITY PROCEDURE AND AMENDMENT NO: |REGION
MINNEAPOLIS, MN AIRPORT NAME: LBMA CONVERGING ILS RWY 35, AMDT 3 AGL
MINNEAPOLIS-ST PAUL INTL/WOLD- ,

FAA Form 8260 - 9 / April 2006 (Computer Generated) , PAGE 1 OF 1 PAGES




PART B - SUPPLEMENTAL DATA

1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIMETER SETTING
MSP TOWER : . SOURCE:KMSP
[P TOWEr NWS [OTHER: :
MSP APP CON ASOS DISTANCE:
FAA HOURS REMOTE OPERATION:
SATISFACTORY ON: AlIC
x|VHF [x|uHF | [HF LOCATION: KMSP ADJUSTMENT: 0
. PRIMARY NAVAID: I-BMA '
MONITOR monn‘og :ﬂn T. MSP ATCT
sTATUS | HRS : 24
OPTN:[ CAT 3
X ALSF-1 12R ALSF-2 12L, 30L, 35
(S) SALS
X MALSR 22, 04 MALSF 30R
5. X HIRL 12L, 30R, 17, 22, 30L, 04, 12R, 35
APPROACH WRL
& RUNWAY
LIGHTING X |REIL 30R, 17
X TDZ 12L, 30L, 12R, 35
X CIL 12L, 30R, 17, 30L, 12R, 35
X  |OTHER (SPECIFY)
PAPI-4R 17 PAPI4L 121, 30R, 22, 30L, 04, 12R, 35
6. RUNWAY |BASIC :
MARKINGS [ALLWEATHER  PIR-G 12L, 30R, 22, 30L, 04, 12R, 35
INSTRUMENT _ NPI-G 17
7. RUNWAY APPROACH 12L, 30R, 17, 22, 30L, 04, 12R, 35
VISUAL MIDFIELD 12L, 30R, 17, 30L, 12R, 35
RANGE ROLL OUT 12L, 30R, 17, 22, 30L, 04, 12R, 35
8. GLIDE GP ANGLE:3.00 ELEV RWY THRESHOLD:833.3
PATH DISTANCE FROM RWY: ELEV GP ANTENNA: 833.2
1050 THRESHOLD CROSSING HEIGHT:52.8
9. FINALAPPROACH X  |RUNWAY THRESHOLD FT. FROM THRESHOLD
COURSE AIMING X |ON CENTERLINE FT. FROM CENTERLINE

10. WAIVERS: NONE

PART D - PREPARED BY: DATE:
THOMAS L KIRKPATRICK : 09/18/2012.
TITLE: OFFICE:
AERONAUTICAL INFORMATION SPECIALIST AJV-3853

PART C - REMARKS:
PRECIPITOUS TERRAIN EVALUATION COMPLETED.

VGSI DATA: 3.00/70.7

BACKUP ALTIMETER NOT USED DUE TO REDUNDANT ALTIMETER
SOURCES ON FIELD.

NO ADDITIONAL AIRSPACE REQUIRED.

QQSAUSSED IN EVALUATION OF FINAL OUTSIDE OF SURVEYED

VDA N/A: VERTICAL PATH PROCEDURE.
850 HAT IS TO COMPLY WITH 7110.98A PARA 8D(2).

IF AND IAF ALTITUDES PLACED ON GS USING $54A FORMULA
2-16B AT ATC REQUEST FOR SIMULTANEOUS OPS.

PER FDC FI/T 8/5234 DTD 10/21/2008 REASON: AUTOLAND USE
FOR CONVERGING ILS NOT AUTHORIZED TO ENSURE TRAFFIC
DECONFLICTION ON MISSED APPROACH. ATC REQUESTED
AUTOLAND USE FOR CONVERGING ILS NOT AUTHORIZED TO
ENSURE TRAFFIC DECONFLICTIONON MISSED APPROACH.
PILOT(S) FORGET TO TURN AUTOLAND FEATURE OFF WHEN
EXECUTING MISSED APPROACH, CREATING LESS THAN MINIMUM
SEPARATION WITH IFR DEPARTURES.

MISSED APPROACH OBSTACLES CONT.

ALTERNATE:

ASC 3000

2. TOWER (27-001124) 443753.00N/0932043.00W 1449 (5D)
000 2500

g.s'ggRRAIN 443839.00N/0931936.00W 1136 (1100) AS1500




RADIO FIX AND HOLDING DATA RECORD

NAME: JAMEZ STATE: MN COUNTRY: US

LATITUDE/LONGITUDE: 443305.60N/0930919.23W TYPE: WP, RADAR, DME

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC = NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA  MAA
’ BRG  BRG NM  FEET

1 MINNEAPOLIS -BMA LOC/DME 169.53 169.53 20.67  20.68 3000 7000

EXPANDED SERVICE VOLUME (ESV):

FAC IDENT FAC TYPE RADIAL/BEARING DISTANCE MIN ALTITUDE MAX ALTITUDE

-BMA LOC/DME BRG-170 21 3000 7000

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

REMARKS:

I-BMA DME COORDINATES 445324.62N/0931438.04W

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY STATE

IAP CONVERGING LSRWY 35 1 KMSP MINNEAPOLIS MN (US)

IAP ILS OR LOC RWY 35 1 KMSP ~ MINNEAPOLIS MN (US)

IAP ILS RWY 35 (CATIVIIl 1 KMSP MINNEAPOLIS MN (US)

IAP RNAV (GPS) Y RWY 35 KMSP MINNEAPOLIS MN (US)

IAP RNAV (RNP) Z RWY 35 KMSP MINNEAPOLIS MN (US)

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 2 DATE OF REVISION: 03/07/2013

REASON FOR REVISION:

UPDATE FIX COORDINATES. FIX MOVED 5641 FEET SE.

ADD WP TO FiX TYPE. )

FAC 1: CHANGED MAG/TRUE BRG FROM 168.54/169.54 TO 169.53/169.53, DME FROM 18.76 TO 20.67, DIST FROM FAC 19.75 TQ 20.68.
UPDATE ESV BRG-169/20 DME TO 170/20 DME.

283@%(EBSIEBMA DME COORDINATES FROM 445325.29N/0931438.30W TO 445324.62N/0931438.04W.

12/07/2012: THIS IS AN UPDATED COPY OF THE FORM DEVELOPED ON 09/13/2012.
1. UPDATED ESV DISTANCE 20 TO 21.

DEVELOPED BY: DATE: 09/13/2012 OFFICE: AJV-353 NAME: THOMAS KIRKPATRICK
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:

DISTRIBUTION: NFDC
- FPO: CEN
ARTCC: ZMP
ATC FACILITY: MSP APP CON, MSP ATCT
OTHER:
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RADIO FIX AND HOLDING DATA RECORD

NAME: LORAH STATE: MN COUNTRY: US
LATITUDE/LONGITUDE: 444526.62N/0931230.35W TYPE: WP, RADAR, INT, DME
AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY
FIX MAKE-UP FACILITIES:
FAC NAME IDENT TYPE CLASS MAG TRUE DME DIST FROM FAC MRA MAA
BRG BRG NM FEET
1 MINNEAPOLIS I-BMA LOC/DME 169.53 169.53 811 8.12 49342 3000 5300
2 FLYING CLOUD FCM VOR/DME L 111.08 112.08 10.81 3000 17500
HOLDING: HOLDING TYPE OF ACTION: NO CHANGE
REMARKS:
MINNEAPOLIS (FAC 1) AND FLYING CLOUD (FAC 2) USED TO ESTABLISH FiX COORDINATES
I-BMA DME COORDINATES 445324 62N/0931438.04W
FiX USE:
USE TYPE USE TITLE ] FAC PAT AIRPORTIDENT CITY STATE
AP CONVERGING ILS RWY 35 1,2 KMSP MINNEAPOLIS MN (US)
1AP ILS OR LOC RWY 35 1,2 KMSP MINNEAPOLIS MN (US)
IAP ILS RWY 35 (li/ill) 1, 2 . KMSP MINNEAPOLIS MN (US)
AP RNAV (GPS) Y RWY 35 KMSP MINNEAPOLIS MN (US)
1AP RNAV (RNP) Z RWY 35 KMSP MINNEAPOLIS MN (US)
REQUIRED CHARTING: IAP, CONTROLLER, EN ROUTE HIGH
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 4 DATE OF REVISION: 03/07/2013
REASON FOR REVISION:
UPDATE FIX COORDINATES, FIX MOVED 719 FEET SE.
FAC 1: MAG BRG FROM 168. 53 TO 169.53, DME FROM 8.00 TO 8.11, DIST FROM FAC 8. 00/48623 TO 8.12/49342.
FAC 2: MAG/TRUE BRG FROM 110.55/111.55 TO 111.08/112.08, DIST FROM FAC 10.74 TO 10.8
CHANGED |-BMA DME COORDINATES FROM 445325.29N/0931438.30W TO 445324. 62N/0931438 04W.
UPDATE FIX USE.
DEVELOPED BY: DATE: 09/13/2012 OFFICE: AJV-353 NAME: THOMAS KIRKPATRICK
APPROVED BY: DATE: OFFICE: AJV-353 » NAME: LARRY STROUT
SIGNATURE:

DISTRIBUTION:  NFDC

FPO: CEN

ARTCC: ZMP

ATC FACILITY: VISP APP CONIMSP ATCT

VAL,
sl
9
%?cﬁ?
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RADIO FIX AND HOLDING DATA RECORD

NAME: LYDIA STATE: MN COUNTRY: US

LATITUDE/LONGITUDE: 443629.40N/0932844.19W TYPE: WP, INT, DME

AIRSPACE DOCKET: ‘ FIX TYPE OF ACTION: NO CHANGE

FIX MAKE-UP FACILITIES:

FAC NAM IDENT TYPE CLASS MAG TRUE  DME DISTFROMFAC ~ WRA  MAA

BRG BRG

1 GOPHER GEP VORTAC H hh00 1600 3267 3287 3000 17500

2 FARMINGTON FGT VORTAC H 257.97 26397 1280  12.80 3000 17500

HOLDING: HOLDING TYPE OF ACTION: MODIFY

PATTERNS:

PAT DIR IDENT  TYPE RAD/CRS/BRG CRS TURN  LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX MIN  MAX

1 S GEP VORTAC ~ 182.00 002.00 R 1 3000 14000 6 12

2 W FGT VORTAC ~ 257.97 077.97 R 1 3000 14000 6 12

CONTROLLING OBSTRUCTIONS: '

PAT  AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

UPN 200 TOWER (27-001427) 443336.00N/0931916.00W 1524 5D

1 200  TOWER (27-000106) 443146.00N/0932428.00W 1461 4D

2 200 TOWER (27-000106) 443146 .00N/0932428.00W 1461 4D

HOLDING RESTRICTIONS:

UNPLANNED HOLDING AUTHORIZED AT OR ABOVE MEA

REMARKS:

GOPHER (FAC 1) AND FARMINGTON (FAC 2) USED TO ESTABLISH FIX COORDINATES
PRECIPITOUS TERRAIN EVALUATION COMPLET

HOLDING PATTERN 2 USED FOR ALTERNATE MISSED APPROACH.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
EN ROUTE V26 1,2 (Us)
EN ROUTE V505 1.2 , {US)
IAP RNAV (GPS) RWY 31 KGYL GLENCOE MN (US)
IAP ILS OR LOC RWY 30 (ALTMA) 1,2 1 KLVN MINNEAPOLIS MN (US)
IAP CONVERGING ILS RWY 35 1.2 1 KMSP MINNEAPOLIS MN (US)
IAP k:n%NVERGING ILS RWY 35 (ALT 2 2 KMSP MINNEAPOLIS MN (US)
IAP ILS OR LOC RWY 35 1.2 1 KMSP MINNEAPOLIS MN (US)
IAP : ILS OR LOC RWY 35 (ALT MA) 2 2 KMSP MINNEAPOLIS MN (US)
|AP ILS RWY 35 (CAT i) 1,2 1 KMSP MINNEAPOLIS MN (US)
IAP ILS RWY 35 (CAT Il) (ALT MA) 2 2 KMSP MINNEAPOLIS MN (US)
AP ILS RWY 35 (CAT Iil) 1,2 1 KMSP MINNEAPOLIS MN (US)
1AP ILS RWY 35 (CAT IIl) (ALTMA) 2 2 KMSP MINNEAPOLIS MN (US)
IAP ILS RWY 35 (SA CAT 1) 1 1 KMSP MINNEAPOLIS MN (US)
IAP ILS RWY 35 (SA CAT |) (ALT MA) 2 2 KMSP MINNEAPOLIS : MN (US)
IAP LOC RWY 22 (ALT 1 KMSP MINNEAPOLIS MN (US)
AP - LOC RWY 4 KMSP MINNEAPOLIS MN (US)
AP RNAV GPS RWY 4 KMSP MINNEAPOLIS : MN (US)

REQUIRED CHARTING: IAP, AREA, CONTROLLER, EN ROUTE LOW
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 9 DATE OF REVISION: 03/07/2013

REASON FOR REVISION:
REMOVED HOLDING PATTERN #3.
CHANGED PATTERN 1 AND 2 MIN ALTITUDE FROM 5000 TO 3000, AND PAT MIN TEMPLATE FROM 7 TO 6.

DEVELOPED BY: DATE: 09/13/2012 OFFICE: AJV-353 NAME: THOMAS KIRKPATRICK
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:

DISTRIBUTION: NFDC :
" FPO: CEN O\)A( ’
ARTCC: ZMP 7
ATC FACILITY: MSP APP CON

9
OTHER: %C\&Q
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RADIO FIX AND HOLDING DATA RECORD

NAME: OBERR STATE: MN COUNTRY: US

LATITUDE/LONGITUDE: 443610.86N/0931006.88W TYPE: WP, RADAR, INT, DME

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA  MAA
. . BRG  BRG NM  FE

1 MINNEAPOLIS -BMA LOC/DME 169.53 16953 17.53  17.54 3000 6000

2 FLYING CLOUD FCM VORDME L 137.58 138.58 17.76 3000 6000

EXPANDED SERVICE VOLUME (ESV):

FAC IDENT FAC TYPE RADIAL/BEARING DISTANCE MIN ALTITUDE MAX ALTITUDE

I-BMA LOC/DME BRG-170 17 3000 6000

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

REMARKS:

MINNEAPOLIS (FAC 1) AND FLYING CLOUD (FAC 2) USED TO ESTABLISH FIX COORDINATES

I-BMA DME COORDINATES 445324.62N/0931438 04W

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE

IAP CONVERGING ILSRWY 35 1,2 KMSP MINNEAPOLIS MN (US)

IAP ILS OR LOC RWY 35 1,2 KMSP MINNEAPOLIS MN (US)

IAP ILS RWY 35 (CAT II/ilt) 1,2 KMSP MINNEAPOLIS MN (US)

IAP RNAV (GPS) Y RWY 35 - KMSP MINNEAPOLIS MN (US)

IAP RNAV (RNP) Z RWY 35 KMSP MINNEAPOLIS MN (US)

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 2 DATE OF REVISION: 03/07/2013

REASON FOR REVISION:
UPDATE FIX COORDINATES, FIX MOVED 4007 FEET SE.
ADD WP TO FIX TYPE.

FAC 1: CHANGED MAG/TRUE BRG FROM 168.54/169.54 TO 169.53/169.53, DME FROM 16.88 TO 17.53, DIST FROM FAC 16.88 TO 17.54.

FAC 2: CHANGED MAG/TRUE BRG FROM 136.47/137.47 TO 137.58/138.58, DIST FROM FAC 17.20 TO 17.76.
UPDATE ESV BRG-169/16 DME TO BRG-170/17 DME, :
ggél\é%(EBSI:EBMA DME COORDINATES FROM 445325.29N/0931438.30W TO 445324.62N/0931438.04W.

DEVELOPED BY: DATE: 09/13/2012 OFFICE: AJV-353 NAME: THOMAS KIRKPATRICK
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:
DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZMP
ATC FACILITY: MSP APP CON, MSP ATCT
OTHER:
Aly
S
9
Q’Eﬁlfé}
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RADIO FIX AND HOLDING DATA RECORD

NAME: ROZEE STATE: MN COUNTRY: US
LATITUDE/LONGITUDE: 444221.36N/0931142.44W TYPE: WP, RADAR, INT, DME
AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY
FIX MAKE- up FACILITIES:
FAC NA IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA MAA
BRG . BRG NM  FEET
1 MINNEAPOLIS I-BMA LOC/DME 169.53 16953  11.25 11.26 3000 5300
2 FLYING CLOUD FCM VOR/DME L 123.01 124.01 1278 3000 5300
HOLDING: . HOLDING TYPE OF ACTION: NO CHANGE
REMARKS:
MINNEAPOLIS (FAC 1) AND FLYING CLOUD (FAC 2) USED TO ESTABLISH FIX COORDINATES
I-BMA DME COORDINATES 445324.62N/0931438 04W
FIX USE:
USE TYPE USE TITLE .FAC PAT AIRPORTIDENT CITY STATE
IAP CONVERGING ILS RWY 35 1,2 KMSP MINNEAPOLIS MN (US)
IAP ILS OR LOC RWY 35 1.2 KMSP MINNEAPOLIS MN (US)
(AP ILS RWY 35 (CAT Iiflll) 1.2 KMSP MINNEAPOLIS MN (US)
IAP RNAV (GPS) Y RWY 35 KMSP MINNEAPOLIS MN (US)
IAP RNAV (RNP) Z RWY 35 KMSP MINNEAPOLIS MN (US)
REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 2 DATE OF REVISION: 03/07/2013
REASON FOR REVISION:
UPDATE FIX COORDINATES, FIX MOVED 1534 FEET SE.
ADD WP TO FIX TYPE.
FAC 1: CHANGED MAG/TRUE BRG FROM 168.54/169.54 TO 169.53/169.53, DME FROM 11.01 TO 11.25, DIST FROM FAC 11.01 TO 11.26.
FAC 2: CHANGED MAG/TRUE BRG FROM 122.20/123.20 TO 123.01/124.01, DIST FROM FAC 12.60 TO 12.78.
CHANGED |-BMA DME COORDINATES FROM 445325 29N/0931438.30W TO 445324.62N/0931438.04W.
ADD/UPDATE FIX USE.
DEVELOPED BY: DATE: 09/13/2012 OFFICE: AJV-353 NAME: THOMAS KIRKPATRICK
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:
DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZMP
ATC FACILITY: MSP APP CON, MSP ATCT
OTHER:
WAL,
@
¢
%'Fm&p
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'RADIO FIX AND HOLDING DATA RECORD

NAME: SSTAR STATE: MN COUNTRY: US
LATITUDE/LONGITUDE: 443916.11N/0931054.61W TYPE: WP, RADAR, INT, DME
AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY '

FIX MAKE-UP FACILITIES: :
FAC . NAME IDENT TYPE

CLASS MAG TRUE DME DISTFROMFAC MRA MAA
BRG  BRG NM  FEET
1 MINNEAPOLIS , -BMA LOC/DME 169.53 16953  14.39 14.40 3000 5300
2 FLYING CLOUD FCM VORDME L 131.49 13249 15.15 3000 5300
EXPANDED SERVICE VOLUME (ESV):
FAC IDENT FAC TYPE RADIAL/BEARING DISTANCE MIN ALTITUDE MAX ALTITUDE
1-BMA LOC/DME BRG-170 15 3000 5300
HOLDING: HOLDING TYPE OF ACTION: NO CHANGE
REMARKS:
MINNEAPOLIS (FAC 1) AND FLYING CLOUD (FAC 2) USED TO ESTABLISH FIX COORDINATES
I-BMA DME COORDINATES 445324.62N/0931438.04W
FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
IAP CONVERGING ILSRWY 35 1,2 KMSP MINNEAPOLIS MN §US)
IAP ILS OR LOC RWY 35 1,2 KMSP MINNEAPOLIS MN (US)
IAP ILS RWY 35 (CAT Ilill) 1,2 KMSP MINNEAPOLIS MN (US)
IAP RNAV (GPS) Y RWY 35 KMSP MINNEAPOLIS MN (US)
IAP RNAV (RNP) Z RWY 35 KMSP MINNEAPOLIS MN (US)

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: 2 DATE OF REVISION: 05/02/2013

REASON FOR REVISION:

UPDATE FIX COORDINATES, FIX MOVED 2634 FEET SE.

ADD WP TO FIX TYPE. .

FAC 1: CHANGED MAG/TRUE BRG FROM 168.54/169.54 TO 169.53/169.53, DME FROM 13.97 TO 14.39, DIST FROM FAC 13.97 TO 14.40.
FAC 2: CHANGED MAG/TRUE BRG FROM 130.49/131.49 TO 131.49/132.49, DIST FROM FAC 14.81 TO 15.15.

UPDATE ESV FROM BRG-169/13 DME TO BRG-170/14 DME.

CHANGED |-BMA DME COORDINATES FROM 445325.29N/0931438.30W TO 445324.62N/0931438.04W.

UPDATE/ADD FiX USE.

ADD STAR TO REQUIRED CHARTING. /

12/07/2012. THIS IS AN UPDATED COPY OF THE FORM DEVELOPED ON 09/03/2012.
1. UPDATED ESV DISRTANCE 14 TO 15.
2. REMOVED FIX RESTRICTIONS.

01/10/2013: THIS IS AN UPDATED COPY OF THE FORM DEVELOPED ON 09/13/2012.
1. UPDATED FIX USE.
2. REMOVED STAR FROM REQUIRED CHARTING.

DEVELOPED BY: DATE: 09/13/2012 OFFICE: AJV-353 NAME: THOMAS KIRKPATRICK

APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT

SIGNATURE:

DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZMP
ATC FACILITY: MSP APP CON, MSP ATCT
OTHER:
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Federal Aviation

Administration
Memorandum
Date:
To: Dick Powell Manager, National Flight Data Center, AJV-21
From: Larry H. Strout, Manager, Central Products Team, AJV-353

Subject: ACTION: Magnetic Variation Change for Minneapolis-St Paul Intl/Wold-
Chamberlain (KMSP)

———— —— —

The Magnetic Variation (MV) data for the airport(s) and/or facility(s) listed under
the *Airport/Facility” column will be revised effective concurrent with the
publication of the procedure(s) listed below.

CONVERGING ILS RWY 30L, AMDT 1

CONVERGING ILS RWY 30R, AMDT 2

CONVERGING ILS RWY 35, AMDT 3

ILS OR LOC RWY 12L, ILS RWY 12L (CAT II), ILS RWY 12L (CAT 1), AMDT 9
ILS OR LOC RWY 12R, ILS RWY 12R (CAT II), ILS RWY 12R (CAT III), AMDT 10
ILS OR LOC RWY 30L, [LS RWY 30L (CAT II), AMDT 45

ILS OR LOC RWY 30R, AMDT 14

ILS OR LOC RWY 35, ILS RWY 35 (CAT II), ILS RWY 35 (CAT III), AMDT 3
LOC RWY 4, AMDT 2

LOC RWY 17, AMDT 2

LOC RWY 22, AMDT 2

RNAV (GPS) Y RWY 12L, AMDT 3

RNAV (GPS) Y RWY 12R, AMDT 2

RNAV (GPS) Y RWY 30L, AMDT 3

RNAV (GPS) Y RWY 30R, AMDT 2

RNAV (GPS) Y RWY 35, AMDT 2

RNAV (GPS) Z RWY 12L, ORIG

RNAV (GPS) ZRWY 12R, ORIG

RNAV (GPS) Z RWY 30L, ORIG

RNAV (GPS) Z RWY 30R, ORIG

RNAV (GPS) ZRWY 35, AMDT 1

STARS:

ARCHS (RNAV) ONE
BAINY (RNAV) ONE
CLFAX (RNAV) ONE
DOWNZ (RNAV) ONE



FEINT (RNAV) ONE
HHOGS (RNAV) ONE

STARS:
HORML (RNAV) ONE
KKILR (RNAV) ONE

MORSS (RNAV) ONE
MUSCL (RNAV) ONE
NITZR (RNAV) ONE

TORGY (RNAV) ONE

GRAPHIC DP:
HESTIN TWO
LEINY FOUR
SLAYER TWO
SMERF FIVE

Estimated Chart Date: 03/07/2013

Please publish these changes in the National Flight Data Digest.

MINNESOTA
. Airport Assigned Magnetic | Epoch
Location Name [Facility | Identifier |  Variation Is Year
Minneapolis ( CE:FSIII) BMA lfl)eljv 1000 %:tt 2015
Minneapolis (CE'JI“SIII) | HKZ l\(I)el\czlvz()o° FE;S; 2015
Minneapolis IS INN h?;jv 10 EETstt 2015
Minneapolis | ( Cg? m | MsP I\?:sv%oo %f:t 2015
Minneapolis : cgism) PIL I\?éjv or | 2015
Minneapolis | LOC APL I\?elfv loEEzsstt | 2015
Minneapolis LOC S }?ijv 10 %zsstt 2015
Minneapolis : LOC TJ Z I\(T)eljv 1000 ];:ET:‘[ 2015
Minneapolis Minheapolis APP CON ASR—9 MSP I\?eljv%ooléfsttb 2015

If you have any questions please notify Larry H. Strout, larry h.strout@faa.gov (405-954-5070).






