US DEPARTMENT OF TRANSPORTATION
FEDERAL AVIATION ADMINISTRATION

RNAV - STANDARD

INSTRUMENT APPROACH PROCEDURE

TITLE 14 CFR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, except
HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. Ceiings are in feet
abowe airport elevation. Distances are in nautical miles unless otherwise indicated, except visibilities which
are in statute miles or in feet RVR.

TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE Il-.PXV ?\;ANAV DA
RWF VOR/DME PELBE (FO) 274.63/39.23 3200 L“AV: RW12
CARIT (IAF) PELBE (NOPT) (FB) 044.63/9.75 3200 —
CLIMB TO 3000 DIRECT BOPMY AND HOLD.
PELBE (IF/IAF) HIBUM (FB) 124.7516.43 2600 :
HIBUM (FAF) DABLE/2.00 NM TO RW12 (FB) 124.85/2.30
DABLE/2.00 NM TO RW12 RW12 (MAP) (FO) 124.87 1 2.00
RW12 (MAP) 1383 MSL 124.87
ADDITIONAL FLIGHT DATA:
1383 MSL BOPMY (FO) 3000 HOLD SE, RT, 305.06 INBOUND.
CHART FAS OBST: 1309 TREE 442753N/0955022W
DISTANCE TO THLD FROM 200 HATH: 0.47 NM.
CHART VDP AT 1.03 MILES TO RW12*
*LNAV ONLY.
WAAS CHANNEL # 82106
1.PT SIDE OF COURSE OUTBOUND " FT WITHIN MILES OF (IAF) REF RN P 1" W12A
2. HOLD NW PELBE, RT, 124.75 INBOUND, 3200 FT. IN LIEU OF PT (IAF) ’ '
3.FAC: 124.85 FAF: HIBUM DIST FAF TOMAP: 430 THLD: 4.30
4. MIN. ALT: PELBE 3200, HIBUM 2600, DABLE/2.00 NM TO RW12 1860*
5. DIST TO THLD FROM OM: MM: IM: 150 HAT: 100 HAT: GS ANT:
6. MIN GS INCPT: 2600 GS ALT AT:HIBUM 2600 OoMm: MM: IM:
7. GS ANGLE: 3.00 TCH:49.2 34:11S CLEAR
8. MSA FROM: RW12 3800 MAG VAR: 5E EPOCH YEAR: 1995
MINIMUMS
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE:NA | | STANDARD @
CATEGORY =====> A B C D E
DHMDA| vis |[HAT/HAA[DHMDA | VIS |HAT/HAA[DH/MDA | viS |HAT/HAA |DH/MDA | VIS [HAT/HAA|DH/MDA | VIS [HAT/HAA|
LPV DA 1383 1/2 200 1383 1/2 200 1383 112 200 1383 1/2 200
LNAVIVNAV DA 1490 1/2 307 1490 1/2 307 1490 1/2 307 1490 1/2 307
LNAV MDA 1560 1/2 377 1560 12 377 1560 5/8 377 1560 5/8 377
CIRCLING 1640 1 457 1640 1 457 1640 1172 457 1740 2 557
NOTES:
CHART NOTE: BARO-VNAV AND VDP NA WHEN USING TRACY MUNI ALTIMETER SETTING. @ NA WHEN LOCAL WEATHER NOT AVAILABLE. .
CHART NOTE: FOR UNCOMPENSATED BARO-VNAV SYSTEMS, LNAV/VNAV NA BELOW -17C (2F) OR ABOVE 36C (96F). N
CHART NOTE: WHEN LOCAL ALTIMETER SETTING NOT RECEIVED, USE TRACY MUNI ALTIMETER SETTING AND 4 =
INCREASE ALL DA 58 FEET AND ALL MDA 60 FEET. INCREASE LNAV/VNAV AND LNAV CATS C/D VISIBILITY TO 3/4 MILE. ~
(SEE FORM 8260-10) .
CITY AND STATE ELEVATION: 1183 THRE: 1183 FACILITY PROCEDURE NO./AMDT NO./EFFECTIVE DATE:  |SUP:
MARSHALL, MN AIRPORT NAME: IDENII”;{\EIR: RNAV (GPS) RWY 12, AMDT 1 AMDT: ORIG
SOUTHWEST MINNESO"l;ﬁ[I)'\‘GNL DATED 04/10/2008
MARSHALL/RYAN

FAA FORM 8260 - 3 / April 2006 (computer generated)
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ALLAFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE

[ ] ves [x] no ROUTINE

COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

[] [] [X] [] [x] [X] ZMP, AMGR

FLIGHT CHECKED BY

NAME: FIFO ~ DATE.
DEVELOPED BY

NAME: FIFO DATE:

LARRY H STROUT (BRIAN BERUBEE) AJV-353 08/30/2011

APPROVED BY

NAME: FIFO DATE:

LARRY H STROUT MANAGER AJV-353

CHANGES:

1. LOWERED LPV DA FROM 1432

2. LOWERED VNAV DA FROM 1511

3. LOWERED LNAV MDA FROM 1560

4. CHANGED FINAL COURSE FROM 124.84

5. CHANGED DIST FAF TO MAP FROM 4.24

6. CHANGED INTERMEDIATE COURSE AND DIST FROM 124.76/6.26

7. CHANGED HIL INBOUND COURSE FROM 129.76

8. REROUTED MISSED APPROACH FROM DIRECT COSID TRACK 060.12 JUNES

9. DELETED JIGPA INITIAL

10. CHANGED HARIV INITIAL NAME, COURSE AND DIST FROM HARIV/034.71/5.00
11 DELETED RISLE FEEDER ROUTE, ADDED RWF V/DME FEEDER ROUTE
12. DELETED SIMIE FEEDER ROUTE
13. CHANGED VDP FROM .94 NM
1S4. DEZLETED "VGSI AND RNAV GLIDEPATH NOT COINCIDENT" NOTE
EE 8260-10

REASONS:

1/2/3. OBSTACLE EVALUATION

4. OPTIMIZATION

5. PFAF LOCATION

6. RELOCATION OF IF

7. CONSISTENT WITH INTERMEDIATE COURSE CHANGE
8. ATC REQUEST

9/10/11/12. FPT REQUEST

13. RECALCULATION

14. NO LONGER APPLICABLE

16. RETAIN LOWEST MINIMUMS




US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

RNAYV - STANDARD Ceili in feet ab iport elevation. Dist i tical mil I ise indi
INSTRUMENT APPROACH PROCEDURE - TITLE 14 CFR PART 97.33 S B e et o or e fbet VR, loa miles uniess ohenwise indicated.

NOTES, (CONT.):

CHART NOTE: DME/DME RNP-0.3 NA.

CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVALS AT CARIT ON V26 WESTBOUND.

CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVALS ON REDWOOD FALLS VOR/DME AIRWAY RADIALS 185 CW 005.
CHART NOTE: FOR INOPERATIVE MALSR, INCREASE LNAC CATS C/D VISIBILITY TO 1 MILE.

CHART NOTE: FOR INOPERATIVE MALSR, WHEN USING TRACY MUNI ALTIMETER SETTING, INCREASE LPV ALL CATS

TO 7/8 MILE.
e
CITY AND STATE ELEVATION: 1183 THRE: 1183 FACILITY PROCEDURE NO./AMDT NO/EFFECTIVE DATE:  |sup:
. IDENTIFIER: RNAV (GPS) RWY 12, AMDT 1
MARSHALL, MN AIRPORT NAME: CNAY (GPS) AMDT: ORIG
SOUTHWEST MINNESOTA RGNL )
MARSHALL/RYAN FLD DATED:  04/1012008

FAA FORM 8260-10/ April 2006 (Computer Generated) PAGE 2 OF 5 PAGES




ALLAFFECTED PROCEDURES REVIEWED?

[ ] ves [ ] nNo

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

1 O 0O @

AOPA NBAA OTHER (specify)

[ ] ]

FLIGHT CHECKED BY

15. ADDED STEPDOWN

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:
APPROVED BY

NAME: FIFO DATE:

CHANGES:

CHANGES CONT.

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
RNAV STANDARD INSTRUMENT APPROACH PROCEDURE Ceimogs are in feot above aiport slevation. Distances aro in nauical miles unloss otherwiss indicated
FLIGHT STANDARDS SERVICE - FAR PART 97.33 ecors viaiilios which are In statte mlles or ISl RVR, o

FAS DATA BLOCK INFORMATION

DATA FIELD DATA
OPERATION TYPE 0

SBAS SERVICE PROVIDER IDENTIFIER 0

AIRPORT IDENTIFIER KMML
RUNWAY RW12
APPROACH PERFORMANCE DESIGNATOR 0

ROUTE INDICATOR

REFERENCE PATH DATA SELECTOR 0
REFERENCE PATH IDENTIFIER (APPROACH ID) W12A
LTP/FTP LATITUDE 442730.8030N
LTP/FTP LONGITUDE 0955017.1525W
LTP/FTP ELLIPSOIDAL HEIGHT +03336

FPAP LATITUDE 442633.6400N
FPAP LONGITUDE 0954841.7400W
THRESHOLD CROSSING HEIGHT (TCH) 00049.2

TCH UNITS SELECTOR (METERS OR FEET USED) F
GLIDEPATH ANGLE (GPA) 03.00
COURSE WIDTH AT THRESHOLD 106.75
LENGTH OFFSET 0552
HORIZONTAL ALERT LIMIT (HAL) _ 40.0
VERTICAL ALERT LIMIT (VAL) 35.0

CRC REMAINDER 35BCE73B

ADDITIONAL PATH POINT RECORD INFORMATION

ICAO CODE K3
LTP ORTHOMETRIC HEIGHT +03605
FPAP ORTHOMETRIC HEIGHT +03605
/ .
.
CITY AND STATE ELEVATION: 1183 THRE: 1183 FACILITY PROCEDURE NO./ AMDT NO.JEFFECTIVE DATE: SUP:
. IDENTIFIER:
MARSHALL, MN AIRPORT NAME: Ay RNAV (GPS) RWY 12, AMDT 1 AMDT. ORIC
i A |

FAA FORM 8260-10/ April 2006 (Computer Generated) PAGE 3 OF 5 PAGES




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] ~No

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

1 O O O

AOPA NBAA OTHER (specify)

[ []

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:
APPROVED BY

NAME: FIFO DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
RNAV STANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,

FLIGHT STANDARDS SERVICE - FAR PART 97.33 except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-18 - RNAV (GPS)

1 2 3 4 5 6 7 8 9 0 1 2 3
NAVAID 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAD RWF K3011330VDHA N44280219W095074163 N44280219W095074163E0070010612 NARREDWOOD FALLS
1 2 3 4 5 6 7 8 9 0 1 2 3
WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAEAENRT BOPMY K30 W N44193436W095370475 E0028 NAR BOPMY
SUSAEAENRT CARIT K30 C L N44280478W096121150 E0032 NAR CARIT
SUSAEAENRT DABLE K30 w N44284775W095522573 E0030 NAR DABLE
SUSAEAENRT HIBUM K30 W N44301605W095545347 E0030 NAR HIBUM
SUSAEAENRT PELBE K30 W N44342309W096014820 E0031 NAR PELBE
1 2 3 4 5 6 7 8 9 0 1 2 3
AIRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KMMLK3AMML 0 072YHN44270623W095492791E005001183 1800018000C MNAR SOUTHWEST MINNESOTA RGNL MARSH
1 2 3 4 5 6 7 8 9 0 1 2 3
SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KMMLK3FR12 ACARIT 010CARITK3EAQOE A IF ’ 18000 A JS
SUSAP KMMLK3FR12 ACARIT 020PELBEK3EAOEE B 010TF 04460098 + 03200 A JS
SUSAP KMMLK3FR12 ARWF 010RWF K3D 0V IF 18000 A JS
SUSAP KMMLK3FR12 ARWF 020PELBEK3EAQEY 020TF 27460392 + 03200 A JS
SUSAP KMMLK3FR12 ARWF 030PELBEK3EAOEE AR HF 12480040 + 03200 A JS
SUSAP KMMLK3FR12 R 010PELBEK3EAQOE I IF + 03200 18000 A JS
SUSAP KMMLK3FR12 R 020HIBUMK3EAlE F O051TF 12480064 + 02600 RW12 K3PGA JS
SUSAP KMMLK3FR12 R 020HIBUMK3EA2WALPV ALNAV/VNAV ALNAV Js
SUSAP KMMLK3FR12 R 021DABLEK3EAOE S O031TF 12490023 VvV 0186001869 -300 A JS
SUSAP KMMLK3FR12 R 030RW12 K3PGOGY M 031TF 12490020 01232 -300 A JS
SUSAP KMMLK3FR12 R 040 0 M CA - 1249 + 01383 A JS
SUSAP KMMLK3FR12 R 050BOPMYK3EAOQEY DF + 03000 A JS
SUSAP KMMLK3FR12 R 060BOPMYK3EAQOEE R HM 30510040 + 03000 A JS
CITY AND STATE ELEVATION: 1183 THRE: 1183 FACILITY PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: SUP:
MARSHALL, MN AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 12, AMDT 1 =
RNAV AMDT: o
SOUTHWEST MINNESOTA RGNL . 04/10/2008
MARSHALL/RYAN FLD DATED:
FAA FORM 826010 /April2006 ComputerGenerated) PAGE 4 OF 5 PAGES




ALLAFFECTED PROCEDURES REVIEWED?

[] ves [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

1 O 0O @O

AOPA NBAA OTHER (specify)

] ]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:
APPROVED BY

NAME: FIFO DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
RNAV STANDARD INSTRUMENT APPROACH PROCEDURE lings are | i ion. Di in nautical mi ise indi
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
FLIGHT STANDARDS SERVICE - FAR PART 97.33 except visibilities which are in statute miles or in feet RVR.
1 2 3 4 5 6 7 8 9 0 1 2 3

RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KMMLK3GRW12 0072211249 N44273080W095501715-0100 +03336011830000491001I
1 2 3 4 5 6 7 8 9 0 1 2 3

PP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KMMLK3PR12 RW12 001 0000W12A0N4427308030W09550171525+033360300N4426336400W09548417400106750552000492F40035035BCE73B

SUSAP KMMLK3PR12  RW12 002E +03605+03605LPV 82106
1 2 3 4 5 6 7 8 9 0 1 2 3

MSA 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KMMLK3SRW12 K3PG 0 18018003825 M

CITY AND STATE ELEVATION: 1183 THRE: 1183 FACILITY PROCEDURE NO./AMDT NO.JEFFECTIVE DATE: SUP:
IDENTIFIER:
MARSHALL : RNAV (GPS) RWY 12, AMDT 1
s , MN AIRPORT NAME: RNAV AMDT: ORIG
SOUTHWEST MINNESOTA RGNL DATED:  04/10/2008
L/RYA D .

FAA FORM 8260-10 / April 2006 (Computer Generated) PAGE 5 OF 5 PAGES




ALLAFFECTED PROCEDURES REVIEWED?

[ ] ves [ ] ~no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

1 OO @O [

AOPA

[

NBAA OTHER (specify)

[

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:
APPROVED BY

NAME: FIFO DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

RNAV STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICE - FAR PART 97.33

ARINC FLIGHT INSPECTION SUMMARY - VERSION 424-18 - RNAV (GPS)

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

ROUTES

TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE
CARIT CARIT 010 IAF IF
CARIT PELBE 020 IF TF FB 1.0 044.6(049.6T) 009.8 03200
RWF RWF 010 iF
RWF PELBE 020 TF FO 2.0 274.6(279.6T)  039.2 03200
RWF PELBE 030 IAF HF R FO 124.8(129.8T) 004.0 03200
PELBE . 010 FACF IF 03200
HIBUM 020 FAF TF FB 0.5 124.8(129.8T)  006.4 02600
DABLE 021 SDF TF FB 0. 124.9(129.9T) 002.3 0186001869
RW12 030 MAP TF FO 0.3 124.9(129.9T)  002.0 01232
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE
040 CA 124.9(129.9T) 01383
BOPMY 050 DF FO 03000
BOPMY 060 HM R FO 305.1(310.1T)  004.0 03000
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
RWF N442802.19 W0950741.63 N4428.037 W09507.694
BOPMY N441934.36 W0953704.75 N4419.573 W09537.079
CARIT N442804.78 W0961211.50 N4428.080 W09612.192
DABLE N442847.75 W0955225.73 N4428.796 W09552.429
HIBUM N443016.05 W0955453.47 N4430.268 W09554.891
PELBE N443423.09 W0960148.20 N4434.385 W09601.803
RW12 N442730.80 W0955017.15 N4427.513 W09550.286
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RW12 01183 49

CITY AND STATE ELEVATION: 1183 THRE: 1183 FACILITY PROCEDURE NO./ AMDT NO.JEFFECTIVE DATE:  |SUP:
. IDENTIFIER: RNAV (GPS) RWY 12, AMDT 1
MARSHALL, MN AIRPORT NAME: _ ENAV (GPS) AMDT: ORIG
SOUTHWEST MINNESOTA RGL DATED:  04/10/2008

FAA FORM 8260-10 /April2006 (Com puterG enerated)




ALLAFFECTED PROCEDURES REVIEWED?

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

[ ves [ wo
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

I A N N

[] L]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:
APPROVED BY

NAME: FIFO DATE:

CHANGES:

REASONS:




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
PART - A OBSTRUCTION DATA
1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES ELEV. MSL| ROC ALT. ADJUSTMENTS MIN. ALT.
FEEDER RWF VOR/DME PELBE 1. TOWER (27-001053) |442903.00N/0952928.00W | 1641 (5D) 1000 |AT359 3000
2. TERRAIN 443224.00N/0960209.00W [1277 (1300) AS1500 2800
INITIAL CARIT PELBE 3. TOWER (27-001452) |442738.00N/0960955.00W |2070 (5D) 1000 3100
4. TERRAIN 442951.00N/0961203.00W |1684 (1700) AS1500 3200
INTERMEDIATE PELBE (IF/IAF) HIBUM |5- AAO 443006.00N/0960306.00W [1615 (4E) 500 [AC98 AS387 2600
443000.00N/0960139.00W [1378 (1400) AS1000 2400
INTERMEDIATE PELBE (IF/IAF) HIBUM 7. AAO 443127.00N/0960112.00W | 1516 (4E) 500 |AC98 AT486 2600
8. TERRAIN 443127.00N/0960112.00W | 1316 (1300) AS1000 2300
FINAL: LPV HIBUM RW12 ASC 1383/200
FINAL: LNAV/VNAV HIBUM RW12 9. TREE 442752.75N/0955022.29W [1309 (2C) | 24.91:1 |[AC20 ’ 1490/307
FINAL: LNAV HIBUM DABLE/2.00 NM TO [10. AAO 442932.13N/0955617.01W [1409 (2C) 250 |DG141 RA60 1860
RW12
FINAL: LNAV STEPDOWN DABLE/2.00 NM TO RW12 9. TREE 442752.75N/0955022.29W [1309 (2C) 250 1560
RW12 ,
2. HOLD-IN-LIEU-OF-PT PELBE P-5 11. AAO 443345.00N/0961303.00W |1762 (4E) 1000 |AT438 3200
12. TERRAIN 443345.00N/0961303.00W | 1562 (1600) AS1500 3100
MAP: |DA /DA /RW12 BOPMY ASC 3000
2P“g'§§§8 9’ 13. AAO 442112.00N/0954345.00W | 1526 (4E) | 1000 2600
ELEV: [1218/1329/1460 14. TERRAIN 442112.00N/0954345.00W | 1326 (1300) AS1500 2800
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT.
CATEGORY A 1.3NM a 350 457 15. ANT (KMML0003) |442701.80N/0954741.34W 1336 (1A) 300 1640
CATEGORY B 1.5NM i 450 |2 457 15. ANT(KMMLO0003) | 442701.80N/0954741.34W |1336 (1A) '300 1640
CATEGORY C 1.7 NM 5[ 450 |P 457 15. ANT(KMMLO003) | 442701.80N/0954741.34W [1336 (1A) 300 1640
CATEGORY D 2.3NM 8 550 %,:’ 557 16. TOWER (27-001555)] 442756.00N/0954557.00W |1345 (5D) 300 HAA - 1740
CATEGORY E 45NM || 550
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID: RW12
SECTOR OBSTRUCTION BRG/DIST |ELEVATION (MSL) MSA SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL) MSA
360-360 TWR (27-001105) 238/23.2 2772 (5D) 3800 o,
CITY AND STATE ELEVATION: 1183 FACILITY PROCEDURE AND AMENDMENT NO: |REGION
MARSHALL, MN AIRPORT NAME: RNAV RNAV (GPS) RWY 12, AMDT 1 AGL
SOUTHWEST MINN\I’E‘?EI)E\ rI\RGNL
MARSHALL/RYA}

FAA Form 8260 - 9 / April 2006 (Computer Generated) PAGE 1 OF 1 PAGES



PART B - SUPPLEMENTAL DATA

1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIMETER SETTING
PNM FSS NWS |OTHER: SOURCE: KMML
ZMP ARTCC AWOS-3 DISTANCE: 0/15.34
FAA [HOURS REMOTE OPERATION:
SATISFACTORY ON: AlC 024
X|VHF [x|uHF | JHF [LocATiON: kmmL ADJUSTMENT: 0/58
. PRIMARY NAVAID:
MONITOR |-MONITOR POINT:
STATUS | HRS | CAT1
OPTN:| cAT 3
ALS
(S) SALS
X |MALSR 12 (PCL)
5. X |HIRL 12 (PCL), 30 (PCL)
fgggﬁ? X |MIRL 02 (PCL), 20 (PCL)
LIGHTING X IREIL 02 (PCL), 20 (PCL), 30 (PCL)
TDZ
CILINE
X  |OTHER (SPECIFY)
PAPI-4L 12 (PCL), 02 (PCL), 20 (PCL), 30 (PCL)
6. RUNWAYy  |BASIC
MARKINGS ALL WEATHER PIR-G 12, 30
INSTRUMENT  NPI-G 02, 20
7.RUNWAY  |APPROACH .
VISUAL MIDFIELD
RANGE ROLL OUT
6. GLIDE GP ANGLE: 3.00 ELEV RWY THRESHOLD:1182.2
PATH DISTANCE FROM RWY: ELEV GP ANTENNA:
THRESHOLD CROSSING HEIGHT:49.2
9. FINAL APPROACH X |RUNWAY THRESHOLD FT. FROM THRESHOLD
COURSE AIMING X |ON CENTERLINE FT. FROM CENTERLINE

10. WAIVERS: NONE

PART D - PREPARED BY:
LARRY H STROUT (BRIAN BERUBEE)

DATE:
08/30/2011

TITLE:

AERONAUTICAL INFORMATION SPECIALIST

OFFICE:
AJV-353

PART C - REMARKS:

PRECIPITOUS TERRAIN EVALUATION COMPLETED.
RASS PRESSURE PATTERNS SAME

KMML 1182, KTKC 1340

RA = 57.29.

SEE ATTACHED AIRSPACE LETTER.

KMML AWOS ON SERVICE A
KTKC AWOS ON SERVICE A

RASS ROUNDED UP TO 60 FT AND PUBLISHED BY NOTE
100’ VEGETATION APPLIED TO CONTOURS PER FPT
LPV SURFACE: 34:1

VNAV SURFACE: 24.91:1

AVERAGE COLD TEMPERATURE BASED ON STANDARD -30 ISA
DEVIATION, NO HISTORICAL WEATHER AVAILABLE

TAA NOT DEVELOPED PER FPT
VGSI DATA: 3.00/49




RADIO FIX AND HOLDING DATA RECORD

NAME: CARIT STATE: MN " COUNTRY: US

LATITUDE/LONGITUDE: 442804.78N/0961211.50W TYPE: WP, DME

AIRSPACE DOCKET: FIX TYPE OF ACTION: ESTABLISH

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA MAA
BRG BRG NM  FEET

1 REDWOOD FALLS RWF VOR/DME H 263.43 27043  46.19 46.19 6000 17500

EXPANDED SERVICE VOLUME (ESV):

FAC IDENT FAC TYPE RADIAL/BEARING DISTANCE MIN ALTITUDE MAX ALTITUDE

RWF VOR/DME R-263 47 6000 17500

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE

EN ROUTE V26 1 (US)

IAP RNAV (GPS) RWY 12 KMML MARSHALL MN (US)

REQUIRED CHARTING: IAP, CONTROLLER, EN ROUTE LOW

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: ORIG DATE OF REVISION: 02/09/2012
DEVELOPED BY: DATE: 09/29/2011 OFFICE: AJV-353 NAME: LARRY STROUT (BRIAN BERUBEE)
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:

DISTRIBUTION: NFDC

FPO: CEN

ARTCC: ZMP

ATC FACILITY:

OTHER:

FAA FORM 8260-2 / AUG 2009 Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: DABLE STATE: MN COUNTRY: US

LATITUDE/LONGITUDE: 442847.75N/0955225.73W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: ESTABLISH

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
IAP RNAV (GPS) RWY 12 KMML MARSHALL MN (US)

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: ORIG

DATE OF REVISION: 02/09/2012

DEVELOPED BY: DATE: 08/26/2011 OFFICE: AJV-353 NAME: LARRY STROUT (BRIAN BERUBEE)
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:

DISTRIBUTION: NFDC

FPO: CEN

ARTCC: ZMP

ATC FACILITY:

OTHER:
FAA FORM 8260-2 / AUG 2009 Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

STATE: MN COUNTRY: US

NAME: HIBUM

LATITUDE/LONGITUDE: 443016.05N/0955453.47W TYPE: WP

AIRSPACE DOCKET:
HOLDING:

FIX USE:
USE TYPE USE TITLE
IAP RNAV (GPS) RWY 12

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1

REASON FOR REVISION:
REPOSITIONED FIX 313 FT NW

DELETED FAC 1 AND ASSOCIATED DATA
UPDATED FIX USE

DEVELOPED BY: DATE: 08/26/2011
APPROVED BY: DATE:
SIGNATURE:

DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZMP
ATC FACILITY:
OTHER:

FIX TYPE OF ACTION: MODIFY

HOLDING TYPE OF ACTION: NO CHANGE

FAC PAT AIRPORTIDENT CITY
KMML MARSHALL

DATE OF REVISION: 02/09/2012

STATE
MN (US)

OFFICE: AJV-353 NAME: LARRY STROUT (BRIAN BERUBEE)

OFFICE: AJV-353 NAME: LARRY STROUT

FAA FORM 8260-2 / AUG 2009

Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: PELBE : STATE: MN COUNTRY: US

LATITUDE/LONGITUDE: 443423.09N/0960148.20W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

HOLDING: HOLDING TYPE OF ACTION: MODIFY

PATTERNS:

PAT DIR IDENT  TYPE RAD/CRS/BRG CRS LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX MIN  MAX

1 NW WP 304.75 124.75 R 4 3200 6000 5 6

CONTROLLING OBSTRUCTIONS:

PAT  AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 200 AAO 443345.00N/0961303.00W 1762 4E

HOLDING RESTRICTIONS:

HOLDING LIMITED TO ESTABLISHED PATTERN

REMARKS:

PRECIPITOUS TERRAIN EVALUATION COMPLETE

FIX USE: |

USE TYPE USE TITLE FAC PAT AIRPORT IDENT STATE

IAP RNAV (GPS) RWY 12 1 KMML MARSHALL MN (US)

IAP RNAV (GPS) RWY 30 1 KMML MARSHALL MN (US)

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1

REASON FOR REVISION:

REPOSITIONED FIX .23 NM NW

DELETED FAC 1 AND ASSOCIATED DATA
CHANGED PATTERN 1 HOLDING FROM 124.76
UPDATED PATTERN 1 OBSTACLE FROM 1756 AAO

UPDATED FIX USE
DEVELOPED BY: DATE: 08/26/2011 OFFICE: AJV-353
APPROVED BY: DATE: OFFICE: AJV-353
SIGNATURE:
DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZMP
ATC FACILITY:
OTHER:

DATE OF REVISION: 02/09/2012

NAME: LARRY STROUT (BRIAN BERUBEE)

NAME: LARRY STROUT

FAA FORM 8260-2 / AUG 2009

Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: REDWOOD FALLS VOR/DME STATE: MN COUNTRY: US

LATITUDE/LONGITUDE: 442802.19N/0950741.63W TYPE:

AIRSPACE DOCKET: FIX TYPE OF ACTION: NO CHANGE

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA MAA

BRG BRG NM  FEET

1 REDWOOD FALLS RWF VOR/DME H 45000

HOLDING: HOLDING TYPE OF ACTION: MODIFY

PATTERNS:

PAT DIR IDENT TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX MIN MAX

1 S RWF VOR/DME 196.00 016.00 R 1 2600 6000 4 5

2 SW RWF VOR/DME 24469 064.69 L 11/2 7000 31000 8 23

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

UPN 310 TOWER (27-001053) 442903.00N/0952928.00W 1641 5D

1 200  WINDMILL (27-002448) 443005.90N/0951032.20W 1433 5D

2 265 TOWER (27-001418) 442154.00N/0951928.00W 1588 5D

REASON FOR NONSTANDARD HOLDING:

PAT 2 AIR TRAFFIC REQUEST

HOLDING RESTRICTIONS:

UNPLANNED HOLDING AUTHORIZED AT OR ABOVE 3000.

REMARKS:

PRECIPITOUS TERRAIN EVALUATION COMPLETED

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
DP SCHEP KFCM MINNEAPOLIS MN (US)
DP SCHEP KMSP MINNEAPOLIS MN US;
DP SCHEP KSTP ST PAUL MN (US
EN ROUTE J34 (US)
EN ROUTE Joo (US)
EN ROUTE Q120 (US;
EN ROUTE V148 . (Us

EN ROUTE V175 : (US)
EN ROUTE V24 (US)
EN ROUTE V26 (US)
EN ROUTE V398 (Us

EN ROUTE V412 (US
IAP VOR/DME RWY 33 KGDB GRANITE FALLS MN (US)
IAP NDB OR GPS RWY 31 KDXX MADISON MN (US
IAP ILS OR LOC RWY 12 KMML MARSHALL MN (US
IAP RNAV (GPS) RWY 12 KMML MARSHALL MN (US
IAP VOR RWY 12 KMML MARSHALL MN (US)
IAP VOR/DME RWY 30 KMML MARSHALL MN (US)
IAP VOR/DME OR GPS-A 1 KOVL OLIVIA MN (US
IAP RNAV (GPS) RWY 30 KRWF REDWOOD FALLS MN (US;
IAP VOR-A 1 KRWF REDWOOD FALLS MN (US)
IAP VOR/DME OR GPS RWY 13 KD42 SPRINGFIELD MN (US)
IAP RNAV (GPS) RWY 15 KJYG ST JAMES MN (US)
IAP RNAV (GPS) RWY 11 KTKC TRACY MN ?US)
IAP RNAV (GPS) RWY 29 KTKC TRACY MN (US)
IAP RNAV (GPS) RWY 31 KBDH WILLMAR MN (US)
IAP NDB RWY 17 KMWM WINDOM MN (US)
IAP RNAV (GPS) RWY 17 KMWM WINDOM MN (US)
STAR SKETR ARRIVAL 2 KMSP MINNEAPOLIS MN (US)

REQUIRED CHARTING: DP, STAR, IAP, CONTROLLER, EN ROUTE LOW, EN ROUTE HIGH
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 15 DATE OF REVISION: 02/09/2012

REASON FOR REVISION:
REVISED HOLDING PATTERN 2 OBSTACLE DATA (NEW OBSTACLE DATA), TEMPLATES (CHANGED MIN FROM 15 TO 8 AND MAX FROM 25
TO 23), ALTITUDES (CHANGED MIN FROM 21000 TO 7000 AND MAX FROM 35000 TO 31000) - PER SKETR STAR ;
UPDATED FIX USE - REMOVED KBDH ILS OR LOC RWY 13 AND KMML GPS RWY 30, ADDED PAT 1 TO KOVL VOR/DME OR GPS-A

FAA FORM 8260-2 / AUG 2009 Page 1 of 2




DEVELOPED BY: DATE: 05/27/2011 OFFICE: AJV-353
APPROVED BY: DATE: OFFICE: AJV-353
SIGNATURE:

DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZMP
ATC FACILITY:
OTHER:

NAME: JOHN ROSARIO

NAME: GREGORY YAMAMOTO

FAA FORM 8260-2 / AUG 2009

Page 2 of 2




RADIO FIX AND HOLDING DATA RECORD

NAME: BOPMY STATE: MN COUNTRY: US

LATITUDE/LONGITUDE: 441934.36N/0953704.75W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

HOLDING: HOLDING TYPE OF ACTION: ESTABLISH

PATTERNS:

PAT DIR IDENT TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX MIN MAX

1 SE WP 125.06 305.06 R 4 2800 6000 5 6

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 200 441345.00N/0953530.00W 1611 4E

HOLDING RESTRICTIONS:

HOLDING RESTRICTED TO ESTABLISHED PATTERN.

REMARKS:

PRECIPITOUS TERRAIN EVALUATION COMPLETE.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE

IAP RNAV (GPS) RWY 12 1 KMML MARSHALL MN (US)

IAP RNAV (GPS) RWY 30 1 KMML MARSHALL MN (US)

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1 DATE OF REVISION: 05/05/2011

REASON FOR REVISION:
UPDATED FIX LAT/LONG,FIX MOVED 5164.20 FEET SE.

ADDED HOLDING DATA.
ADDED PRECIPITOUS TERRAIN EVAL.
UPDATED FIX USE.
DEVELOPED BY: DATE: 11/05/2010 OFFICE: AVN-120 NAME: NEIL SIMPANEN
APPROVED BY: DATE: 02/08/2011 OFFICE: AVN-120 NAME: GREGORY YAMAMOTO
SIGNATURE:
DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZMP
ATC FACILITY:
OTHER:
FAA FORM 8260-2 / AUG 2009 Page 1 of 1




TERMINAL AIRSPACE DATA REQUIREMENTS

CITY: MARSHALL STATE: MN
AIRPORT NAME: SQUTHWEST MINNESOTA RGNL MARSHALL/RYAN FLD ID: KMML
PROCEDURE: RNAV (GPS) RWY 12 AMDT: 1
DOCKET #:

(96-AXX-X/Required/Not Required)

ALL DIST TO 1/100 NM; ELEV TO NEAREST FT; COORD TO 1/100 SEC; DEG TO 1/100 DG.

1. Distance from THLD to 1000’ point 2.97
(Enter THLD, FAF, ARP, FACILITY, as appropriate)

2. Width of FINAL segment at 1000’ point 1.19
(Enter appropriate segment , final, intermediate, etc.)

3. True Course of FINAL segment containing 1000’ point 129.85

4. High Terrain in FINAL segment containing 1000' point 1188

5. Distance from THLD to 1500' point 5.40
(If 1500' point in PT maneuvering area or holding pattern note in remarks)

6. Width of INTERMEDIATE segment at 1500' point 2.67

7. True Course of INTERMEDIATE segment containing 1500 point 129.75

8. High Terrain in INTERMEDIATE segment containing 1500 point 1378

9. Threshold Coordinates (if straight-in) ... 442730.80N ,0955017.15W

10. ARP Coordinates ..........cccvuveeeeennn. 442706.23N / 0954927.91W

11. Runway Approach End and distance furthest from ARP................. RWY 12

Distance 72 NM
12. FAF Coordinates .........ccceeueeennns 443016.05N ,0955453.47W

(Click to Select)

REMARKS: Approach/Drawing attached.




RADIO FIX AND HOLDING DATA RECORD

NAME: COSID STATE: MN COUNTRY: US

LATITUDE/LONGITUDE: 442418.32N/0954456.03W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: CANCEL

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA MAA
BRG BRG NM  FEET

1 KMML R12 129.88 5.00 17500

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY ’ STATE

IAP KMML MARSHALL MN (US)

SOUTHWEST MINNESOTA RGNL MARSHALL/RYAN * - RNAV (GPS) RWY 12.
REQUIRED CHARTING: IAP

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: ORIG DATE OF REVISION: 02/09/2011
DEVELOPED BY: DATE: 08/30/2011 OFFICE: AJV-353 NAME: LARRY STROUT (BRIAN BERUBEE)
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:

DISTRIBUTION: NFDC

FPO: CEN

ARTCC: ZMP

ATC FACILITY:

OTHER:

CANCELLED

FAA FORM 8260-2 / AUG 2009 Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: HARIV STATE: MN COUNTRY: US
LATITUDE/LONGITUDE: 443023.57N/0960601.50W TYPE: WP
AIRSPACE DOCKET: FIX TYPE OF ACTION: CANCEL
FIX MAKE-UP FACILITIES:
FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA MAA
BRG BRG NM  FEET
1 PELBE 219.76 5.00 17500
FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY STATE
IAP KMML MARSHALL MN (US)
SOUTHWEST MINNESOTA RGNL MARSHALL/RYAN * - RNAV (GPS) RWY 12.
REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: ORIG DATE OF REVISION: 02/09/2011
DEVELOPED BY: DATE: 09/29/2011 OFFICE: AJV-353 NAME: LARRY STROUT (BRIAN BERUBEE)
APPROVED BY: DATE: ’ OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:

DISTRIBUTION: NFDC

FPO: CEN

ARTCC: ZMP

ATC FACILITY:

OTHER:

CANCELLED

FAA FORM 8260-2 / AUG 2009 Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: JIGPA STATE: MN COUNTRY: US

LATITUDE/LONGITUDE: 443804.79N/0955704.67W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: CANCEL

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA MAA
BRG BRG NM  FEET

1 PELBE 039.76 5.00 17500

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE

IAP KMML MARSHALL MN (US)

SOUTHWEST MINNESOTA RGNL MARSHALL/RYAN * - RNAV (GPS) RWY 12.
REQUIRED CHARTING: IAP

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: ORIG DATE OF REVISION: 02/09/2011
DEVELOPED BY: DATE: 08/30/2011 OFFICE: AJV-353 NAME: LARRY STROUT (BRIAN BERUBEE)
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:

DISTRIBUTION: NFDC

FPO: CEN

ARTCC: ZMP

ATC FACILITY:

OTHER:

CANCELLED

FAA FORM 8260-2 / AUG 2009 Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: SIMIE STATE: MN COUNTRY: US

LATITUDE/LONGITUDE: 442805.97N/0960601.50W TYPE: INT, DME

AIRSPACE DOCKET: FIX TYPE OF ACTION: CANCEL

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA MAA
BRG BRG NM  FEET

1 REDWOOD FALLS RWF VOR/DME H 26343 27043 41.77 4600 17500

2 MONTEVIDEO MVE VOR/DME T 203.91 208.91 34.53 4600 17500

EXPANDED SERVICE VOLUME (ESV):

FAC IDENT FAC TYPE RADIAL/BEARING DISTANCE MIN ALTITUDE MAX ALTITUDE
MVE R-204 TO 35 NM, 4600 - 17500.

RWF R-263 TO 42 NM, 4600 - 17500.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE

EN ROUTE (US)
V26

IAP KMML MARSHALL MN (US)

SOUTHWEST MINNESOTA RGNL MARSHALL/RYAN * - RNAV (GPS) RWY 12.
REQUIRED CHARTING: IAP, CONTROLLER, EN ROUTE LOW

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: ORIG DATE OF REVISION: 02/09/2012
DEVELOPED BY: DATE: 08/30/2011 OFFICE: AJV-353 NAME: LARRY STROUT (BRIAN BERUBEE)
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:

DISTRIBUTION: NFDC

FPO: CEN

ARTCC: ZMP

ATC FACILITY:

OTHER:

CANCELLED

FAA FORM 8260-2 / AUG 2009 Page 1 of 1






