
I Action: !Task Type: Date Open: I Task#: Request#: 

Flight Procedure Tracking Form FLIGHT CHECK lAP 12/10/2012 2011082223942401008 20 110822239424 

Procedure: RNAV (GPS) RWY 23 AMDT 1 Airport ID: Airport: LOWCOUNTRY RGNL Reimbursable #: 
KRBW 

City: WALTERBORO ST: SC GPS #: I Estimated Chart Date: FICO#: 

... ..-----... "\ , 08/22/2013 

Fac ID: Fac. ~ype\' ~ ~ / !Specialist: CHRISTOPHER STEWART(Contractor) 

b,..~;a.il 'wJ 

Procedure Review 

Rec'd Rel'd Full Name Comments 

Lead: 12/10/2012 04/09/2013 DAVID PUGLISI 

QA: 04/09/2013 04/09/2013 DAVID PUGLISI 

Liaison: 04/09/2013 )',P ... c-\ ,\,..._ 

Procedure Comments: EN ROUTE-NON I Remark Type: INFORMATION 1~1 z...f> 
WATERBORO, SC LOWCOUNTRY RGNL (KRBW) RNAV (GPS) RWY 23, AMDT 1 (LPV) EN ROUTE-NO FC: 7 .9.13 PUB : 8 .22 .13 

ATTACHED FORMS : 8260-3; 8260- 10; 8260-9; 8260- 2(S) : DOTMY-INT, REV 1; LAMKE-INT, REV 1; UBIGY, ORIG ; ZILTA-INT, ORIG. 

CONTACT: DON SMITH/ADOLFO URRUTIA-AJV-352 LEADS, 405.954.1036 I 405.954 .2079. 

' 

VN 8200-6 (05/26/2005) Data as of : 4/12/2013 8 :52 :08AM 



WALTERBORO, SOUTH CAROLINA 

WMS 
CH 61016 

W23A 

APP CRS 
229° 

Rwy ldg 
THRE 
Apt Elev 

6002 
101 
101 

AL-5752 (FM) FIG 

RNAV (GPS) RWY 23 
WALTERBORO/ LOWCOUNTRY RGNL (RBW) 

v 
& 

Baro-VNAV NA. DME/DME RNP-0 .3 NA. For inoperative ODALS: increase LPV and 
LNAV/ VNAV all cats visibility 1/8 mile and LNAV Cat D visibility 1/4 mile. Helicopter 
visibility reduction below 3/4 SM NA. When local altimeter setting not received , use 
Charleston AFB/Intl altimeter setting and increase all DA 78 feet, and MDA 80 feet; 
Increase LPV all Cats visibility 1/4 mile , LNAV/ VNAV all Cats visibility 3/8 mile, LNAV 
Cats C, D and Circling Cat D visibility 1/4 mile, Circl ing Cat C visibility 1/2 mile. 

ODALS 

~· .. ·: 
'1111"1111' : 

MISSED APPROACH: 
Climb to 1200 then 
climbing right turn to 
2100 direct LAMKE 
and hold. 

AWOS-3 
118.725 221 

CHARLESTON APP CON 
120.7 306.925 

GCO 
121.725 

UNICOM 
122.8 (QAF) G 

ELEV 101 THRE 101 

25~ 

254 
~ 219± 

/A A 
~ 382 A _..-

51 8 -:..__ 283 · • ...-
A ;.•........ A321 
451'·' 

/)..585 

PROTOTYPE-NOT 
FOR NAVIGATION 

229° to 256± 1200 2100 LAMKE 

tf RW23~ 

REIL Rwy 23 
MIRL Rwy 5-23 G 

WALTERBORO, SOUTH CAROLINA 
Arndt 1 FIG 

* LNAVonly. 
ZILTA 

1.7NMto 
RW23 RW23 

CATEGORY 

LPV DA 

LNAV/ DA 
VNAV 

6.3 NM 

B D 

406-J'a 305 (400-%) 

554- Hs 453 (soo-lYsl 

LNAV MDA 560- 3/.i 459 (500- 34) 560-1 Ya 459 (500-1 Vs) 

620-1 640-1 700-1 1/2 700-2 
[I CIRCLING 519 (600-1) 539 (600-1) 599 (600-1 11.!) 599 (600-2) 

WALTERBORO/ LOWCOUNTRY RGNL(RBW) 
32oss·N-8oo38w RNAV (GPS) RWY 23 



US DEPARTMENT OF TRANSPORTATION 
FEDERAL AVIATION ADMINISTRATION 

RNAV-STANDARD 
INSTRUMENT APPROACH PROCEDURE 

TITLE 14 CFR PART 97.33 

TERMINAL ROUTES 

Bearings, headings, courses, and radials are magetic. Elevations and altitudes are in feet, MSL., exceJ:t 
HAT, HAA, TCH, and RA. Altitudes are minimum altitudes urkss otherwise indicated. Cei ings are in feet 
abc:Ne airport elevation. Distances are in nautical miles unless othetwise indicated, except visibilities which 
are in statute miles or in feet RVR. 

MISSED APPROACH 

FROM TO COURSE AND DISTANCE LPV: DA 
LNAVNNAV: DA 

LAMKE (IF/IAF) DOTMY (FB) 229.15/6.28 LNAV: RW23 

DOTMY (FAF) ZILTA/1 .70 NM TO RW23 (FB) 229.10/3.50 

ZILTA/1.70 NM TO RW23 RW23 (MAP) (FO) 229.10/1.70 

RW23 (MAP) 1200 MSL 229.10 

1200 MSL LAMKE (FO) 

1200 

2100 

CLIMB TO 1200 THEN CLIMBING RIGHT TURN TO 2100 DIRECT 
LAMKE AND HOLD. 

ADDITIONAL FUGHT DATA: 
CHART FAS OBST: 254 TANK 325607N/0803749W 
CHART BEAUFORT 2 MOA, BEAUFORT 3 MOA. 
DISTANCE TO THLD FROM 305 HATH: 0.82 NM. 
WAAS CHANNEL# 61016 
REFERENCE PATH ID: W23A 

I 
1 1 1 1 CHART CIRCLING ICON 

1. PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (IAF~ LTP HAE: -.9 M 

2. HOLiJNE LAMKE, RT, 229.151NBOUND, 2100 FT. IN LIEU OF PT (IAF) --

3. FAC: 229.10 FAF: DOTMY DIST FAF TO MAP: 5.20 THLD: 5.20 I 

4. MIN. ALT: LAMKE 2100, DOTMY 1800, ZILTA/1.70 NM TO RW23 680* 

5. DISTTOTHLD FROM OM: MM: IM: 150 HAT: 100 HAT: GSANT: 

6. MINGS INCPT: 1800 GS ALT AT:DOTMY 1800 OM: MM: 1--M-:----!~ 
7. GS ANGLE: 3.00 TCH:42.8 34:1 IS NOT CLEAR 

8. MSAFROM: MAG VAR: 5W EPOCH YEAR: 1990 

TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT 

CATEGORY =====>I A 

DH/MDA VIS HAT/HAA DH/MDA 
LPV DA 406 7/8 305 406 

LNAVNNAVDA 554 1 3/8 453 554 

LNAV MDA 560 3/4 459 560 

CIRCLING I 620 I 1 I 519 I 640 I 

NOTES: 
CHART NOTE: BARO-VNAV NA. 
CHART NOTE: DMEIDME RNP-0.3 NA. 
CHART PROFILE NOTE: VGSI AND RNAV GLIDEPATH NOT COINCIDENT. 
*LNAV ONLY 
(SEE FORM 8260-10) 

B 

VIS 

7/8 

1 3/8 

3/4 

1 

CITY AND STATE ELEVATION: 101 

AIRPORT NAME: 

THRE: 101 

WALTERBORO, SC 

LOWCOUNTRY RGNL 

FAA FORM 8260 - 3 I April 2006 (computer generated) 

MINIMUMS 

ALTERNATE: N A I I 
c 

HAT/HAA DH/MDA VIS HAT/HAA 
305 406 7/8 305 

453 554 1 3/8 453 

459 560 1 1/8 459 

539 I 700 I 1 1/2 I 599 I 

STANDARD @ 

D I E 

DH/MDA VIS HAT/HAAI DH/MDA I VIS 
406 7/8 305 

554 1 3/8 453 

560 1 1/8 459 

700 I 2 I 599 

@ NA WHEN LOCAL WEATHER NOT AVAILABLE. 

IHAT/HAA 

r. ., 
-ry.li. I 

') <..:.. 
:x:; ''t ...... 
~("\ "'7 

krO 
FACIUTY 
IDENTIFIER: 

PROCEDURE NO./AMDT NO./EFFECTIVE DATE: SUP: 

RNAV 
RNAV (GPS) RWY 23, AMDT 1 ORIG AMDT: 

DATED 02/11/2010 

PAGE 1 OF 4 PAGES 



ALLAFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE 

DYES 0 NO CONCURRENT 

COORDINATED WITH : 

ATA AAT ALPA APA AOPA NBAA OTHER (specify) 

D D 0 D 0 IT] 0 ZJX, CHS APP CON, ARPT MGR 

FLIGHT CHECKED BY 

NAME: 

I 
FIFO 

I 
DATE: 

DEVELOPED BY 

NAME: 

I 
FIFO 

I 
DATE: 

DONALD E. SMITH (CHRISTOPHER STEWART) AJV-352 01/29/2013 

APPROVED BY 

NAME: I FIFO I DATE: 

SUSAN CRUMB MANAGER AJV-352 

CHANGES: 

1. DELETED MSA. 
2. CHANGED LNAV CAT C VISIBILITY FROM 1 1/4 TO 1 1/8, AND CAT D VISIBILITY FROM 1 1/2 TO 1 1/8. 
3.1NTERMEDIATE DISTANCE DECREASED FROM 6.4 TO 6.3. 
4. ADDED FINAL STEPDOWN 1.7NM FROM THLD. 
5. ADDED CIRCLING RADIUS NOTE. 
6. ADDED HELICOPTER VISIBILITY NOTE. 
7. ADDED TAA. 
8. DELETED VGSI INOP NOTE. 
9. ADDED VGSI AND RNAV GLIDEPATH NOT COINCIDENT NOTE. 
10. CHANGED CIRCLING CAT B MDA FROM 620 TO 640, CAT C MDA FROM 640 TO 700, AND CAT D MDA FROM 680 TO 700. 
11. CHANGED BACKUP ALTIMETER NOTE; INCREASE LPV DA TO 139 AND LNAV/ VNAV DA TO 632 TO INCREASE ALL DA 78FT, FROM LNAV/ VNAV VISIBILITY ALL CATS 1/2 
MILE TO LNAV/ VNAV ALL CATS 3/8 MILE, CAT C VISIBILITY FROM 1/4 MILE TO 1/2 MILE. 

12. DELETED VDP. 
13. REMOVED VDP FROM BARO-VNAV NA NOTE. 
SEE 8260-10 

REASONS 

1. NOT USED WITH TERMINAL ARRIVAL AREA. 
2. UPDATED VISIBILITY VALUES IN 8260.3 CHANGE 23, TABLE 3-5A. 
3. MOVED FIX DOTMY. 
4. ACHIEVE LOWEST MINS. 
5. NEW CIRCLING RADII IN PROCEDURE DEVELOPMENT. 
6. 34:1 VISUAL SURFACE PENETRATION. 
7, 14, 15. BY FPT REQUEST. 
8. NOTE NOT REQUIRED FOR UNLIT RUNWAYS WHEN PROCEDURE IS STRAIGHT-IN TO A LIT RUNWAY. 
9. TCH OF RNAV GLIDEPATH AND VGSI DIFFER BY MORE THAN 3 FEET. 
10. ORDER 8260.3, VOLUME 1, CHAPTER 2, NEW CIRCLING CRITERIA APPLIED AND NEW CONTROLLING OBSTACLES IDENTIFIED. 
11. REFORMATTED NOTE AND VISIBILITY CHANGES DUE TO UPDATED 8260.3. 
12, 13. VDP WITHIN 1/2 NM OF SDF, lAW 8260.3B CHAP 2, PARA 253. 
16. MA OCS PENETRATIONS. 
17. DISTANCE FROM DA TO ODALS lAW 8260.3B CHG 23, 3.3.2B. 
SEE 8260-10 

' I_. 
I". !// .. ~ ~ 

,~) 
'i 

.Y ... ,~.t<() 



Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, 
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. 

US DEPARTMENT OF TRANSPORTATION- FEDERAL AVIATION ADMINISTRATION 

RNAV-STANDARD 
INSTRUMENT APPROACH PROCEDURE- TITLE 14 CFR PART 97.33 

Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated, 
except visibilities which are in statute miles or in feet RVR. 

NOTES, (CONT.): 
CHART NOTE: FOR INOPERATIVE ODALS: INCREASE LPV AND LNAV/VNAV ALL CATS VISIBILITY 1/8 MILE AND 
LNAV CAT D VISIBILITY 1/4 MILE. 

CHART NOTE: HELICOPTER VISIBILITY REDUCTION BELOW 3/4 SM NOT AUTHORIZED. 

CHART NOTE: WHEN LOCAL ALTIMETER SETTING NOT RECEIVED, USE CHARLESTON AFB/INTL ALTIMETER SETTING 
AND INCREASE ALL DA 78FT, AND MDA 80FT; INCREASE LPV ALL CATS VISIBILITY 1/4 MILE, LNAV/ VNAV ALL 
CATS VISIBILITY 3/8 MILE, LNAV CATS C, D AND CIRCLING CAT D VISIBILITY 1/4 MILE, CIRCLING CAT C 
VISIBILITY 1/2 MILE. 

TAA 
FROM 

1. 139/30 CW 319/30 (NOPT) 
2. 319/30 cw 139/30 
3. 319/20 cw 139/20 

TO 
LAMKE {IF/IAF) (FB) 
319/20 cw 139/20 
LAMKE {IF/IAF) (FO) 

ALT 
2100 
2400 
2100 

CITY AND STATE 

WALTERBORO, SC 

ELEVATION: 101 

AIRPORT NAME: 

THRE: 101 FACIUTY 
IDENTIFIER: 

PROCEDURE NO./ AMDT NOJEFFECTIVE DATE: 
RNAV (GPS) RWY 23, AMDT 1 

RNAV 
LOWCOUNTRY RGNL 

FAA FORM 8260-10 I April 2006 (Computer Generated) 

" . 
('. •' ' '/ .. , ... 

SUP: 

AMDT: 

•") ~ 
/ ...... 

ORIG 

DATED: 02/11/2010 

PAGE 2 OF 5 PAGES 

' 



ALLAFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE 

DYES D NO 

COORDINATED WITH : 

ATA AAT ALPA APA AOPA NBAA OTHER (specify) 

D D D D D D D 
FLIGHT CHECKED BY 

NAME: 

I 
FIFO 

I 
DATE: 

DEVELOPED BY 

NAME: 

I 
FIFO 

I 
DATE: 

APPROVED BY 

NAME: I FIFO I DATE: 

CHANGES: 
CHANGES CONT. 
14. CHANGED MISSED APPROACH FROM CLIMB TO 2100 DIRECT LIBME AND LEFT TURN VIA TRACK 119.02 TO 
UBIGY AND LEFT TURN VIA TRACK 011.77 TO LAMKE AND HOLD TO CLIMB TO 1200 THEN CLIMBING RIGHT TURN 
TO 2100 DIRECT LAMKE AND HOLD. 15. DELETED INITIALS FROM SACKS AND GISTS. 16. CHANGED LPV 
MINIMUMS FROM 301,3/4, 200 TO 406, 7/8, 305. 17. CHANGED LNAVNNAV ALL CATS VISIBILITY FROM 1 
1/2 TO 1 3/8. 

REASONS: 
REASONS CONT. 

PDF EDITS: 
1. TRML ROUTE DOTMY TO ZILTA ADDED (FAF) DESCRIPTOR TO DOTMY. 
2. TRML ROUTE DOTMY TO ZIL TA DELETED ALTITUDE 680. 
3. 8260-10 SEGMENT RECORD COLUMN 45-47 DELETED 020 FROM HM LEG. 
4. 8260-10 ARINC Fl SUMMARY MISSED APPROACH SECTION RNP COLUMN DELETED 2.0 FROM HM LEG. 

EFFECTIVE CONCURRENT WITH: KRBW ILS OR LOC/DME RWY 23, AMDT 1 

---------



U.S. DEPARTMENT OF TRANSPORTATION. FEDERAL AVIATION ADMINISTRATION 

RNAV STANDARD INSTRUMENT APPROACH PROCEDURE 
FLIGHT STANDARDS SERVICE- FAR PART 97.33 

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, 
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. 
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated, 
except visibilities which are in statute miles or in feet RVR. 

FAS DATA BLOCK INFORMATION 

DATA FIELD 

OPERATION TYPE 
SBAS SERVICE PROVIDER IDENTIFIER 
AIRPORT IDENTIFIER 
RUNWAY 
APPROACH PERFORMANCE DESIGNATOR 
ROUTE INDICATOR 
REFERENCE PATH DATA SELECTOR 
REFERENCE PATH IDENTIFIER (APPROACH ID) 
LTP/FTP LATITUDE 
L TP/FTP LONGITUDE 
L TP/FTP ELLIPSOIDAL HEIGHT 
FPAP LATITUDE 
FPAP LONGITUDE 
THRESHOLD CROSSING HEIGHT (TCH) 
TCH UNITS SELECTOR (METERS OR FEET USED) 
GLIDEPATH ANGLE (GPA) 
COURSE WIDTH AT THRESHOLD 
LENGTH OFFSET 
HORIZONTAL ALERT LIMIT (HAL) 
VERTICAL ALERT LIMIT (VAL) 

CRC REMAINDER 

ADDITIONAL PATH POINT RECORD INFORMATION 

ICAOCODE 
L TP ORTHOMETRIC HEIGHT 
FPAP ORTHOMETRIC HEIGHT 

CITY AND STATE 

WALTERBORO, SC 

ELEVATION: 101 

AIRPORT NAME: 
THRE: 101 

LOWCOUNTRY RGNL 

FAA FORM 8260-10 I April 2006 (Computer Generated) 

DATA 

0 
0 
KRBW 
RW23 
0 

0 
W23A 
325539.2750N 
0803754.2790W 
-00009 
325435.1145N 
0803907.8770W 
00042.8 
F 
03.00 
106.75 
0920 
40.0 
50.0 

D64DF496 

K7 
+00308 
+00308 

FACILITY 
IDENTIFIER: 

RNAV 

PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: 
RNAV (GPS) RWY 23, AMDT 1 

SUP: 

AMDT: 

.-;t'J3,y 
t) I.) 

r 
-t' i ('I!) 

IT-.J'' 

ORIG 

DATED: 02111/2010 

PAGE 3 OF 5 PAGES 



ALLAFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE 

DYES D NO 

COORDINATED WITH : 

ATA AAT ALPA APA AOPA NBAA OTHER (specify) 

D D D D D D D 
FLIGHT CHECKED BY 

NAME: 

I 
FIFO 

I 
DATE: 

DEVELOPED BY 

NAME: 

I 
FIFO I DATE: 

APPROVED BY 

NAME: I FIFO I DATE: 

CHANGES: 

REASONS : 

I 

i 

--- --



U.S. DEPARTMENT OF TRANSPORTATION- FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, 

RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. 
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise 

FLIGHT STANDARDS SERVICES- FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR. 

ARINC PACKET - 424-18 - RNAV (GPS) 

1 2 3 4 5 6 7 8 9 0 1 2 3 
WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 

------------------------------------------------------------------------------------------------------------------------------------
SUSAEAENRT DOTMY K70 c N32592390W080333627 W0073 NAR DOTMY 
SUSAEAENRT LAMKE K70 c L N33035482W080282435 W0074 NAR LAMKE 
SUSAEAENRT ZILTA K70 c N32565271W080362999 W0073 NAR ZILTA 

1 2 3 4 5 6 7 8 9 0 1 2 3 
AIRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 

--- -------------- ------------- ------- ----------------------------------------------- --------- -- ------ -------------------------------
SUSAP KRBWK7ARBW 0 060YHN32551560W080382620W005000101 1800018000C MNAR LOWCOUNTRY RGNL 

1 2 3 4 5 6 7 8 9 0 1 2 3 
SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 

--------------------------------------------------------------------------------------------------------- ---------- -----------------
SUSAP KRBWK7FR23 ALAMKE 010LAMKEK7EAOEE AR HF 22920040 + 02100 18000 A JS 
SUSAP KRBWK7FR23 R 010LAMKEK7EAOE I IF + 02100 18000 A JS 
SUSAP KRBWK7FR23 R 02 ODOTMYK7EA1E F 051TF 22920063 + 01800 A JS 
SUSAP KRBWK7FR23 R 020DOTMYK7EA2WALPV ALNAV/VNAV ALNAV JS 
SUSAP KRBWK7FR23 R 021ZILTAK7EAOE S 031TF 22910035 v 0068000685 -300 A JS 
SUSAP KRBWK7FR23 R 030RW23 K7PGOGY M 031TF 22910017 00144 -300 A JS 
SUSAP KRBWK7FR23 R 040 0 M CA 2291 + 01200 A JS 
SUSAP KRBWK7FR23 R 050LAMKEK7EAOEY R DF + 02100 A JS 
SUSAP KRBWK7FR23 R 060LAMKEK7EAOEE R HM 22920040 + 02100 A JS 

1 2 3 4 5 6 7 8 9 0 1 2 3 
RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 

------------------------------------------------------------------------------------------------------------------------------------
SUSAP KRBWK7GRW23 0060022291 N32553928W080375428-0200 -0000900101000043100I 

1 2 3 4 5 6 7 8 9 0 1 2 3 
pp 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 

------------------------------------------------------------------------------------------------------------------------------------
SUSAP KRBWK7PR23 RW23 001 OOOOW23AON3255392750W08037542790-000090300N3254351145W08039078770106750920000428F400500D64DF496 
SUSAP KRBWK7PR23 RW23 002E +00308+00308LPV 61016 

/~')3fi0 
0 'f 

(:: 

--lin~'' 
CITY AND STATE ELEVATION: 101 THRE: 101 FACILITY PROCEDURE NO./ AMDT NO./ EFFECTIVE DATE: SUP: 

WALTERBORO, SC AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 23, AMDT 1 

LOWCOUNTRY RGNL AMDT: ORIG 

I RNAV DATED: 02/11/2010 
- · - ·- ·· - -- - ---------

FAA FORM 8260- 10 I April 2006 (Computer Generated) Page 4 of 5 Pages 



ALL AFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE 

D YES D NO 

COORDINATED WITH : 

ATA AAT ALPA APA AOPA NBAA OTHER (specify) 

D D D D D D D 
FLIGHT CHECKED BY 

NAME: 

I 
FIFO 

I 
DATE: 

DEVELOPED BY 

NAME: 

I 
NFPG 

I 
DATE: 

APPROVED BY 

NAME: 

I 
NFPG 

I 
DATE: 

CHANGES: 

REASONS: 



U.S. DEPARTMENT OF TRANSPORTATION- FEDERAL AVIATION ADMINISTRATION 

RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE 
FLIGHT STANDARDS SERVICES- FAR PART 97.33 

ARINC SUMMARY - 424-18 - RNAV (GPS) 

ROUTES TRANSITION 

LAMKE 

MISSED APPROACH 

POINT DATA 

RUNWAY DATA 

CITY AND STATE 
WALTERBORO, SC 

FI X SEQ USE PATH 

LAMKE 010 I AF HF 
LAMKE 010 FACF IF 
DOTMY 020 FAF TF 
ZILTA 021 SDF TF 
RW23 030 MAP TF 

FI X SEQ USE PATH 

040 CA 
LAMKE 050 DF 
LAMKE 060 HM 

WAY POINT LAT IN SECS 

DOTMY N325923.90 
LAMKE N330354.82 
ZILTA N325652.71 
RW23 N325539.28 

THRESHOLD 
RWY ELEVATION TCH 

RW23 00101 43 

ELEVATION: 101 THRE: 101 
AIRPORT NAME: 

LOWCOUNTRY RGNL 

FAA FORM 8260- 10 I April 2006 (Computer Generated) 

TURN 

R 

TURN 

R 
R 

FO/ FB 

FO 
FB 
FB 
FB 
FO 

FO/ FB 

FB 
FO 
FO 

LONG IN SECS 

W0803336.27 
W0802824 . 35 
W0803629.99 
W0803754.28 

FACILITY 
IDENTIFIER: 

I RNAV 

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, 
except HAT, HAA, TCH , and RA Altitudes are minimum altitudes unless otherwise indicated. 
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise 
indicated, except visibilities which are in statute miles or in feet RVR 

RNP MAG(TRUE) DISTANCE 

229.2(224.2T) 004.0 

0.5 229.2(224.2T) 006 . 3 
0. 3 229.1 (224. 1T) 003.5 
0. 3 229.1(224.1T) 001 . 7 

RNP MAG(TRUE) DISTANCE 

229.1(224.1T ) 

229.2(224.2T) 004.0 

LAT IN MINS LONG IN MINS 

N3259.398 
N3303.914 
N3256.879 
N3255.655 

W08033.605 
W08028 .4 06 
W08036.500 
W08037.905 

ALT ITUDE 

AA 02100 
AA 02100 
AA 01800 
AA 00680 GS 00685 
AT 0014 4 

ALT ITUDE 

AA 01200 
AA 02100 
AA 02100 

SPEED 

SPEED 

,.,.,r:;3H.:; 
~) 

:.J '1/ {!'· 

/ 
i I· • 

PROCEDURE NO. I AMDT NO. I EFFECTIVE DATE: SUP: 
RNAV (GPS) RWY 23, AMDT 1 -

AMDT: ORIG 

DATED: 02/1112010 

Page 5 of 5 Pages 



ALL AFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE 

D YES D NO 

COORDINATED WITH : 

ATA AAT ALPA APA AOPA NBAA OTHER (specify) 

D D D D D D D 
FLIGHT CHECKED BY 

NAME: 

I 
FIFO 

I 
DATE: 

DEVELOPED BY 

NAME: 

I 
NFPG 

I 
DATE: 

APPROVED BY 

NAME: 

I 
NFPG 

I 
DATE: 

CHANGES: 

REASONS: 



STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD 

PART - A OBSTRUCTION DATA 
1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES ELEV. MSL ROC ALT. ADJUSTMENTS MIN. ALT. 

STRAIGHT-IN AREA 139/30 cw 319/30 LAMKE 1. STACK (45-000515) 332211.00N/0800642.00W 684(3C) 1000 AT416 2100 

2. TERRAIN 332712.00N/0805439.00W 286 (300) AS1500 1800 

STRAIGHT-IN AREA 319/30 cw 139/30 319/20 cw 139/20 3. TOWER (45-000358) 324242.52N/0804053.87W 1334 (SE) 1000 2400 

2. TERRAIN 332712.00N/0805651 .00W 286 (300) AS1500 1800 

STRAIGHT-IN AREA 319/20 cw 139/20 LAMKE 4. TOWER (45-001463) 331914.00N/0804351.00W 588 (50) 1000 AT512 2100 

5. TERRAIN 331912.00N/0804 715.00W 155 (200) AS1500 1700 

INTERMEDIATE LAMKE (IF/IAF) DOTMY 6. AAO 330521.61 N/0802900.54W 314 (2C) 500 AT986 1800 

7. TERRAIN 330521.61 N/0802900.54W 114 (100) AS1500 1600 

FINAL: LPV DOTMY RW23 8. TREE (KRBWT0430) 325558.08N/0803724. 7 SW 187 (2C) 34:1 MA55AC20 406/305 

FINAL: LNAVNNAV DOTMY RW23 9. TREE 325612.44N/0803705.47W 207 (2C) 23.44:1 XP48 AC20 554/453 

FINAL: LNAV DOTMY ZILTA/1.70 NM TO 10. AAO 325823.42N/0803540.46W 314 (2C) 250 RA78 DG38 680 

RW23 

FINAL: LNAV STEPDOWN ZILTA/1.70 NM TO RW23 11. TANK (45-000933) 325607.00N/0803749.00W 254 (10) 250 ACSO 560 
' 

RW23 

2. HOLD-IN-LIEU-OF-PT LAMKE P-5 12. TOWER (45-000766) 331048. 77N/0802426.05W 499 (1A) 1000 AT601 2100 

13. TERRAIN 330200.00N/0803354.00W 109(100) AS1500 1600 

MAP: DA/ DA/ RW23 LAMKE 08. TREE (KRBWT0430) 325558.08N/0803724. 75W 187 (2C) ASC AC20 2100 
3. MISSED 14. TOWER (45-000801) 324954.90N/0804330.00W 536 (2C) 1000 1600 
APPROACH 

ELEV: 195/393/460 15. TERRAIN 325554.00N/0803730.00W 105(100) AS1500 1600 

4. CIRCLING AREA DISTANCE HT. ABV. ARPT. 
CATEGORY A 1.3 NM 350 519 11 . TANK (45-000933) 325607.00N/0803749.00W 254 (10) 300 ACSO 620 

0 
...J 321 (2C) CATEGORY B 1.5 NM UJ 450 <( 539 16. TOWER (45-001704) 325308.00N/0803851.00W 300 640 

0::: :::J CATEGORY C 1.7 NM 5 450 f- 599 17. TOWER (45-001652) 325507 .OON/0804146.00W 382 (2C) 300 700 

CATEGORY D 2.3 NM a 550 
(.) 

599 17. TOWER (45-001652) 325507 .OON/0804146.00W 382 (2C) 300 700 UJ <( 

CATEGORY E 4.5 NM 0::: 550 
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID: _, ./ 

SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL) MSA SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL) '- M SA-:'..t 
I 

,, 
<. " r 

CITY AND STATE ELEVATION: 101 FACILITY PROCEDURE AND AMENDMENT NO: REGION 

WALTERBORO, SC AIRPORT NAME: RNAV RNAV (GPS) RWY 23, AMDT 1 ASO 
LOWCOUNTRY RGNL 

- - · - ··- --- ·-
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PART B- SUPPLEMENTAL DATA PART C - REMARKS: 
1. COMMUNICATIONS WITH : 2 . WEATHER SERVICE 3 . ALTIMETER SETTING PRECIPITOUS TERRAIN EVALUATION COMPLETED. 

CHSAPP CON NWS OTHER: SOURCE:KRBW I KCHS 
KRBW SERVICE A: YES; KCHS SERVICE A: YES AND FSS 

AWOS-3 DISTANCE: o /30.34 100FT VEGETATION USED PER FPT 
FAA HOURS REMOTE OPERATION : HISTORICAL DATA NOT AVAILABLE, AVERAGE COLD TEMPERATURE 

BASED ON STANDARD -30C ISA DEVIATION 

A/C 24/ BACKUP LPV SLOPE 34:1 
SATISFACTORY ON: LNAVNNAV SLOPE 23.44:1 
X jVH F X jU H F I IH F LOCATION: KRBW ADJUSTMENT: 0178 

VGSI DATA: 3.00/46.4 
PRIMARY NAVAID: VDP NOT ESTABLISHED-VDP CLOSE TO SDF 

4. 
MONITOR POINT: 

MONITOR ORDER 8260.3, VOLUME 1, "VISUAL PORTION OF FINAL" 

HRS CAT 1 I PENETRATIONS: 
STATUS 34:1 

OPTN: CAT31 196 TREE (KRBWT0399) 325556.09N/0803725.99W (15.74) 
ALS 194 TREE (KRBWT0401) 325556.16N/0803725.91W (13.46) 

158 TREE (KRBWT0363) 325550.32N/0803737.66W (10.42) 
(S) SALS 157 TREE (KRBWT0351) 325549.45N/0803736.06W (8.48) 

MALS 
190 TREE (KRBWT0413) 325556.82N/0803725.54W (7.40) 
158 TREE (KRBWT0346) 325548.83N/0803733.74W (6.76) 

5. HIRL 155 TREE (KRBWT0356) 325549.79N/0803736.57W (6.65) 

APPROACH 
162 TREE (KRBWT0397) 325555.73N/0803739.16W (5.47) 

X MIRL 05, 23 186 TREE (KRBWT0406) 325556.55N/0803725.78W (4.40) 
&RUNWAY 

X REIL 23 
186 TREE (KRBWT0409) 325556.66N/0803725.41W (3.52) 

LIGHTING 155 TREE (KRBWT0407) 325556.55N/0803742.91W (3.26) 
TDZ 171 TREE (KRBWT0439) 325600.96N/0803737.62W (0.62) 

C/LINE 
187 TREE (KRBWT0430) 325558.08N/0803724.75W (0.33) 

OTHER (SPECIFY) 
POFZ OBSTACLE PENETRATIONS 

X 105 POLE (45-020920) 325542.990N/0803756.490W (33.94) 
ODALS 23 PAPI-2L 05, 23 103 ELEC SYS (45-020936) 325540.340N/0803755.100W 

6 . RUNWAY 
BASIC BSC-G 27, 09 

(2.10) 
102 ELEC SYS (45-020937) 325538.620N/0803752.990 (1 .1 0) 

MARKINGS ALL WEATHER PIR-G 05,23 101 TREE (KRBWT0293) 325542. 730N/0803755.840W (0.1 0) 
INSTRUMENT NPI-G 17, 35 101 TREE (KRBWT0283) 325541.650N/0803755.550W (0.1 0) 

7. RUNWAY APPROACH ORDER 8260.3, VOLUME 1, CHAPTER 2, NEW CIRCLING 
VISUAL MIDFIELD 

CRITERIA APPLIED. 

RANGE 
CAT A: 1.30NM 

ROLLOUT CAT B: 1.81NM 
CAT C: 2.84NM 

8 . GLIDE GP ANGLE: 3.00 ELEV RWY THRESHOLD:100.9 CAT D: 3.71NM 

PATH DISTANCE FROM RWY: ELEV GP ANTENNA: GQS PENETRATION FIXED BY FUNCTION: 
THRESHOLD CROSSING HEIGHT:42.8 103 ELEC SYS (45-020936) 325540.34N/0803755.1 OW (1 .11) 

9 . FINALAPPROACH I X !RUNWAY THRESHOLD FT. FROM THRESHOLD 
103 ELEC SYS (45-020937) 325938.62N/0803752.99W (0.10) 

COURSE AIMING I X ION CENTERLINE FT. FROM CENTERLINE RWY 09/27 HAVE NO SURVEYS; VISUAL SURFACES CANNOT BE 
VERIFIED AS CLEAR. 

10 . WAIVERS: NONE 
RASS PRESSURE PATTERNS SAME 
KRBW: 101, KCHS: 46 
RA = 77.5. 
SEE ATTACHED AIRSPACE LETTER. 

XP: RETAIN PRIOR DA 

r~' \!I/ 

PART D - PREPARED BY: DATE: --~ .-
5 

DONALD E. SMITH (CHRISTOPHER STEWART) 01/29/2013 
'""' Q 

TITLE: OFFICE: 
1-.;,r:r'f.'-

AERONAUTICAL INFORMATION SPECIALIST AJV-352 
-- ---



RADIO FIX AND HOLDING DATA RECORD 

NAME: DOTMY STATE:SC COUNTRY: US 

LATITUDE/LONGITUDE: 325923.90N/0803336.27W TYPE: WP, DME 

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY 

FIX MAKE-UP FACILITIES: 
FAC NAME I DENT 

1-RBW 

TYPE 

LOC/DME 

CLASS MAG TRUE DME DIST FROM FAC MRA MAA 
BRG BRG 

WALTERBORO 049.06 044.06 

HOLDING: HOLDING TYPE OF ACTION : NO CHANGE 

REMARKS: 
1-RBW DME COORDINATES: 325453.41N/0803853.74W 

FIX USE: 
USE TYPE 
lAP 
lAP 

USE TITLE 
ILS OR LOC/DME RWY 23 
RNAV (GPS) RWY 23 

REQUIRED CHARTING: lAP 

COMPULSORY REPORTING POINT: NO 

RECORD REVISION NUMBER: 1 

REASON FOR REVISION: 
MOVED FIX 445.26 FT NE. 
UPDATED FACILITY DME FROM 6.26 TO 6.33. 

FAC PAT AIRPORT IDENT CITY 
1 KRBW WALTERBORO 

KRBW WALTERBORO 

DATE OF REVISION: 06/27/2013 

UPDATED FACILITY DIST FROM FAC FROM 6.28NM/31158FT TO 6.35NM/38580FT. 
ADDED REMARK: 1-RBW DME COORDINATES ... 

NM FEET 
6.33 6.35 38580 1800 4500 

STATE 
SC (US) 
SC(US) 

DEVELOPED BY: DATE: 01/28/2013 OFFICE: AJV-352 NAME: DONALD SMITH (CHRISTOPHER STEWART) 

APPROVED BY: 

DISTRIBUTION: 

DATE: 

SIGNATURE: 

NFDC 
FPO:EST 
ARTCC: ZJX 
ATC FACILITY: CHS APP CON 
OTHER: 

FAA FORM 8260-2 I AUG 2009 

OFFICE: AJV-352 NAME: SUE CRUMB 

Page 1 of 1 



RADIO FIX AND HOLDING DATA RECORD 

NAME: LAMKE STATE:SC COUNTRY: US 

LATITUDE/LONGITUDE: 330354.82N/0802824.35W TYPE: WP, INT, DME 

AIRSPACE DOCKET: FIX TYPE OF ACTION: NO CHANGE 

FIX MAKE-UP FACILITIES: 
FAC NAME 

1 WALTERBORO 
2 CHARLESTON 

HOLDING: 

PATTERNS: 

I DENT 

1-RBW 
CHS 

TYPE 

LOC/DME 
VORTAC 

CLASS MAG TRUE 
BRG BRG 
049.06 044.06 

H 300.08 295.08 

HOLDING TYPE OF ACTION: MODIFY 

DME DIST FROM FAC MRA MAA 
NM FEET 

12.61 12.63 2100 4500 
24.25 24.25 2100 17500 

PAT DIR I DENT 

1-RBW 

TYPE 

LOC/DME 
WP 

RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES 
INBOUND (L OR R) TIME DME MIN MAX MIN MAX 

1 NE 049.06 229.06 R 1 21 00 4500 5 6 
2 NE 049.15 229.15 R 4 21 00 6000 5 6 

CONTROLLING OBSTRUCTIONS: 
PAT AIRSPEED OBSTRUCTION 
1 200 TOWER (45-000766) 
2 200 TOWER (45-000766) 

HOLDING RESTRICTIONS: 
HOLDING LIMITED TO ESTABLISHED PATTERNS. 

REMARKS: 
PRECIPITOUS TERRAIN EVALUATION COMPLETED. 
1-RBW DME COORDINATES: 325453.41N/0803853.74W 

FIX USE: 
USE TYPE 
EN ROUTE 
lAP 
lAP 
lAP 
lAP 
lAP 

USE TITLE 
V18, V311 
ILS OR LOC/DME RWY 23 
RNAV (GPS) RWY 17 
RNAV (GPS) RWY 23 
RNAV (GPS) RWY 35 
RNAV (GPS) RWY 5 

FAC 
1' 2 
1' 2 

PAT 

1 
2 
2 
2 
2 

REQUIRED CHARTING: lAP, CONTROLLER, EN ROUTE LOW 

COMPULSORY REPORTING POINT: NO 

COORDINATES 
331 048. 77N/0802426.05W 
331 048. 77N/0802426.05W 

AIRPORT I DENT CITY 

KRBW 
KRBW 
KRBW 
KRBW 
KRBW 

WALTERBORO 
WALTERBORO 
WALTERBORO 
WALTERBORO 
WALTERBORO 

RECORD REVISION NUMBER: 1 DATE OF REVISION: 06/27/2013 

REASON FOR REVISION: 
UPDATED CONTROLLING OBSTRUCTIONS FOR PAT 1 AND 2 FROM 45-000568 TO 45-000766. 
ADDED AN "I" BEFORE RBW IN REMARKS. 
UPDATED SIGNATURE BLOCKS. 

ELEVATION 
499 
499 

ACCURACY CODE 
1A 
1A 

STATE 
SC(US) 
SC(US) 
SC(US) 
SC(US) 
SC (US) 
SC (US) 

DEVELOPED BY: DATE: 03/20/2013 OFFICE: AJV-352 NAME: DONALD SMITH (CHRISTOPHER STEWART) 

APPROVED BY: 

DISTRIBUTION: 

DATE: 

SIGNATURE: 

NFDC 
FPO: EST 
ARTCC: ZJX 
ATC FACILITY: CHS APP CON 
OTHER: 

FAA FORM 8260-2/ AUG 2009 

OFFICE: AJV-352 NAME: SUE CRUMB 

Page 1 of 1 



RADIO FIX AND HOLDING DATA RECORD 

NAME: UBIGY 

LATITUDE/LONGITUDE: 324657.90N/0803047.69W 

STATE:SC 

TYPE: WP 

AIRSPACE DOCKET: FIX TYPE OF ACTION: CANCEL 

FIX USE: 
USE TITLE FAC PAT AIRPORT IDENT CITY 

COUNTRY: US 

USE TYPE 
lAP RNAV (GPS) RWY 23 KRBW WALTERBORO 

REQUIRED CHARTING: lAP 

COMPULSORY REPORTING POINT: NO 

RECORD REVISION NUMBER: ORIG DATE OF REVISION: 02/11/2010 

DEVELOPED BY: 

APPROVED BY: 

DISTRIBUTION: 

DATE: 07/28/2009 

DATE: 12/14/2009 

SIGNATURE: 

NFDC 
FPO:EST 
ARTCC: ZJX 
ATC FACILITY: CHS APP CON 
OTHER: 

FAA FORM 8260-2/ AUG 2009 

OFFICE: AVN-110 

OFFICE: AVN-11 0 

NAME: KELLY DEAN 

NAME: PETER GETZ 

STATE 
SC(US) 

.. 
Cf'"' If, 

--

Page 1 of 1 



RADIO FIX AND HOLDING DATA RECORD 

NAME: ZILTA STATE:SC COUNTRY: US 

LATITUDE/LONGITUDE: 325652.71 N/0803629.99W TYPE: WP, DME 

AIRSPACE DOCKET: FIX TYPE OF ACTION: ESTABLISH 

FIX MAKE-UP FACILITIES: 
FAC NAME 

WALTERBORO 

REMARKS: 

I DENT 

1-RBW 

TYPE 

LOC/DME 

CLASS MAG TRUE 
BRG BRG 
049.06 044.06 

1-RBW DME COORDINATES: 325453.41 N/0803853.74W 

FIX USE: 
USE TYPE 
lAP 
lAP 

USE TITLE 
ILS OR LOC/DME RWY 23 
RNAV (GPS) RWY 23 

REQUIRED CHARTING: lAP 

COMPULSORY REPORTING POINT: NO 

RECORD REVISION NUMBER: ORIG 

FAC PAT AIRPORT !DENT CITY 
1 KRBW WALTERBORO 

KRBW WALTERBORO 

DATE OF REVISION: 06/27/2013 

DME DIST FROM FAC MRA MAA 
NM FEET 

2.83 2.85 580 4500 

STATE 
SC (US) 
SC (US) 

DEVELOPED BY: DATE: 01/28/2013 OFFICE: AJV-352 NAME: DONALD SMITH (CHRISTOPHER STEWART) 

APPROVED BY: 

DISTRIBUTION: 

DATE: 

SIGNATURE: 

NFDC 
FPO: EST 
ARTCC: ZJX 
ATC FACILITY: CHS APP CON 
OTHER: 

FAA FORM 8260-2/ AUG 2009 

OFFICE: AJV-352 NAME: SUE CRUMB 

Page 1 of 1 



TERMINAL AIRSPACE DATA REQUIREMENTS 

CITY: WALTERBORO 

AIRPORT NAME: LOWCOUNTRY RGNL 

PROCEDURE: RNAV (GPS) RWY 23 

DOCKET#: 
(96-AXX-X/Required/Not Required) 

STATE: SC 

ID: KRBW 

AMDT: 1 

ALL DIST TO 1/100 NM; ELEV TO NEAREST FT; COORD TO 1/100 SEC; DEG TO 1/100 DG. 

1. Distance from THLD to 1 000' point 3.01 
(Enter THLD, FAF, ARP, FACILITY, as appropriate) 

2. Width of FINAL segment at 1 000' point 1.20 

(Enter appropriate segment, final , intermediate, etc.) 

3. True Course of FINAL segment containing 1 000' point 224.10 

4. High Terrain in FINAL segment containing 1 000' point 105 

5. Distance from THLD to 1500' point 4.80 
(If 1500' point in PT maneuvering area or hold ing pattern note in remarks) 

6. Width of FINAL segment at 1500' point 1.76 

7. True Course of FINAL segment containing 1500' point 224.10 

8. High Terrain in FINAL segment containing 1500' point 105 

9. Threshold Coordinates (if straight-in) ... ____ ____.:3..::.2..:...55:....:3:....:.9..:..:.2:....:.8.:....:..N I 0803754.28W 

10. ARP Coordinates .. .. .. .... .. ..... ........ .. 325515.60N I 0803826.20W -----------
11. Runway Approach End and distance furthest from ARP . . . . . . . . . . . . . . . . RWY 23 

Distance 0.60 NM ----

12. FAF Coordinates .... .. .. .... .. .. ........ .. .. ____ ____.:3..::.25..:...9:....:2:....:.3..:..:.9...:.0.:....:..N I 0803336.27W 

REMARKS: Approach/Drawing attached. 
TAA (IF/IAF) LAMKE 330354.82N/0802824.35W, 30 NM RADIUS 




