RNAV - STANDARD
US DEPARTMENT OF TRANSPORTATION

FEDERAL AVIATION ADMINISTRATION TITLE 14 CFR PART 97.33

INSTRUMENT APPROACH PROCEDURE

Bearings, headings, courses, and radials are magnetic. . Elevations and altitudes are in feet, MSL, except
HAT, HAA, TCH, and RA. Altitudes are minimum altitudes uniess otherwise indicated. Cellings are in feet
above airport elevation. Distances are in nautical miles unless otherwise indicated, except visibilities which
are in statute miles or in feet RVR.

TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE [LPV: DA -
- LNAV/VNAV: DA
TRYXI (IF) DOOGY: (FB) 092.79-/4.31 4000 LENAV: RWO0SL
DOOGY ZENAH {FB) |092.82/6.59 “|2300 : '
CLIMB TO 1100 THEN CLIMBING LEFT TURN TO 4000 DIRECT
ZENAH (FAF) OGSIE/3.30 NM TO RW09L 092.92/1.66 DEERE AND HOLD.
(FBy- -~ -
OGSIE/3.30 NM TO RWOSL RWOSL (MAP) (FO) 092.94 / 3.30
RWOSL. (MAP) 1100 MSL 092.94 1100
1100 MSL DEERE (FO) 4000 ADDITIONAL FLIGHT DATA:
HOLD NE, RT, 219.06 INBOUND.
CHART FAS OBST: 761 BLDG 415956N/0875655W
CHART FAS OBST: 824 TREE 425935N/0875847TW
DISTANCE TO THLD FROM 200 HATH: 0.46 NM.
CHART VDP AT 1.13 MILES TO RWO9L*
S She |
| NNEL # 99508
1.PT. SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (IAF) WS EHANN! e B Wo9B
2. PROFILE STARTS AT TRYXI - : - LTP HAE: 170 M .
3. FAC: 09292 FAF: ZENAH DIST FAF TO MAP: 4.96. THLD: 4.96
4. MIN. ALT: TRYXI 4000, DOOGY 4000, ZENAH 2300, OGSIE/3.30 NM TO RWO9L 1760*
5. DIST TO THLD FROM OM: = MM: IM: 150 HAT: 100 HAT: GS ANT:
6. MIN GS INCPT: 2300 GS ALT AT:ZENAH OM: MM: IM:
7. GS ANGLE: 3.00 . - TCH:51.8 34:11S CLEAR 7
8. MSA FROM: RWOSL 3400 MAG VAR: 3w EPOCH YEAR: 2010
, MINIMUMS
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE:NA | | STANDARD
CATEGORY =====> A B c [») E
C o DH/MDA VIS | HAT/HAA| DH/MDA VIS | HAT/HAA|DH/MDA VIS |HAT/HAA |DH/MDA VIS |HAT/HAA|DH/MDA VIS |HAT/HAA
LPV DA 868 2400 200 868 2400 200 868 2400 200 868 2400 200 ‘
LNAV/VNAV DA 1036 4000 368 1036 4000 368 1036 4000 368 1036 4000 368
LNAV MDA 1080 2400 412 1080 2400 412 1080 4000 412 1080 4000 412
CIRCLING 1220 1 548 1220 1 548 1220 1112 548 1240 2 568
NOTES: T
CHART NOTE: FOR UNCOMPENSATED BARO-VNAV SYSTEMS, LNAV/VNAV NA BELOW -22C (-7F) OR ABOVE 35C (95F). J?“V ¢
CHART NOTE: SIMULTANEOUS APPROACH AUTHORIZED WITH RWY 9R AND RWY 10. :;';f{ %
CHART NOTE: DME/DME RNP-0.3 NA. 84 A
CHART PLANVIEW NOTE: RADAR REQUIRED. aTos
(SEE FORM 8260-10)
CITY AND STATE ELEVATION: 672 THRE: 668 FACILITY | PROCEDURE NO./AMDT NO./EFFECTIVE DATE: SUP:
CHICAGO, IL AIRPORT NAME: ‘ IDENEHZIGR: RNAV (GPS) RWY 9L, AMDT 1 ANDT: ORIG
CHICAGO O'HARE INTL DATED  11/20/2008

FAA FORM 8260 - 3 / April 2006 (computer generated)

PAGE 1 OF 5§ PAGES




ALLAFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE

[] yes - NO : _ ROUTINE
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

] - [X] [X] [x] ZAU, CHICAGO APP CON, ORD ATCT, AMGR

FLIGHT CHECKED BY

NAME: FIFO DATE:

DEVELOPED BY
NAME: , FIFO DATE:
HERMAN C. ROGERS AJV-353 01/17/2012
. APPROVED BY
NAME: ‘ FIFO DATE:
LARRY H STROUT MANAGER AJV-353
CHANGES:

1. CHANGED TRYXI TO DOOGY INTERMEDIATE SEGMENT CRS/DIST FROM 092.76/5.86 TO 092.79/4.31.

2. CHANGED DOOGY TO ZENAH INTERMEDIATE SEGMENT CRS/DIST FROM 092.85/5.13 TO 092.82/6.59.

3. CHANGED ZENAH TO OGSIE FINAL SEGMENT CRS/DIST FROM 092.93/1.79 TO 092.92/1.66.

4. CHANGED OGSIE TO MAP FINAL SEGMENT CRS/DIST FROM 092.93/3.10 TO 092.94/3.30 AND CHANGED SDF ALTITUDE FROM 1720 TO 1760.

5. CHANGED FINAL CRS/DIST FROM FAF TO MAP/THLD FROM 092.93/4,89 TO 092.92/4.96.

SD CHANGED MISSED AOPPROACH INSTRUCTIONS FROM CLIMB TO 4000 DIRECT SIBLY AND VIA 039.06 TRACK TO DEERE TO CLIMB TO 1100 THEN CLIMBING LEFT TURN TO 4000
IRECT DEERE AND HOLD

7. CHANGED DIST TO THLD FROM 276 HAT;0.69 TO 200 HAT/0.46 AND VDP DISTANCE FROM 1.31 TO 1.13 MILES.

8. CHANGED LPV DA/HAT FROM 944/276 TO 868/200 ALL CATS, LNAV/VNAV FROM 1106/438 TO 1036/368 ALL CATS, AND LNAV/VNAV VIS FROM 5000 TO 4000 ALL CATS.

9. CHANGED LNAV MDA/HAT FROM 1140/472 TO 1080/412 ALL CATS AND CAT D VIS FROM 5000 TO 4000.

10. CHANGED BARO-VNAV NOTE TO READ LNAV/VNAV NA BELOW -22C (-7F) OR ABOVE 35C (95F).

11. ADDED NOTE, SIMULTANEOUS APPROACH AUTHORIZED WITH RWY 9R AND 10, LNAV PROCEDURE NA DURING SIMULTANEOUS OPERATIONS, USE OF FD OR AP PROVIDING RNAV

TRACK GUIDANCE REQUIRED DURING SIMULTANEOUS OPERATIONS.

g"EERgzlgg\’{ED "WHEN ASSIGNED BY ATC" NOTES.

REASONS:

1/2. RELOCATED INTERMEDIATE SDF PER AFS DESIGNER'S CALCULATOR FOR MEMO DATED 2/9/2011. (HIGH TEMP)

3/4. NEW OBSTACLE AND RELOCATED FINAL SDF TO PRESERVE DG.

5. PER .54A CRITERIA.

6. TO SUPPORT SIPIA OPERATIONS AND TURN AIRCRAFT AS SOON AS POSSIBLE.

7/8/9. SMALLER TRAPS, LOWERED LPV HAT TO 200 TO ALLOW AIRCRAFT TO TURN BEFORE 500 FEET AGL AND MEET TRIPS DIVERGENCE CRITERIA.
10. AVERAGED COLD AND HOT TEMPS.

11. CRITERIA.

12. NO LONGER SUPPORTED BY CURRENT CRITERIA.

13. REQUIRED NOTE FOR SIPIA OPERATIONS.

PDF EDITS:
1. ADDED FAF TO ZENAH.
2. DELETED RNP 2.0 FROM ARINC MISSED APPROACH CODING.

3. DELETED 1760 FROM ALTITUDE COLUMN IN TERMINAL ROUTE ZENAH TO OGSIE. ‘ LS Ty




US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

RNAV - STANDARD
INSTRUMENT APPROACH PROCEDURE - TITLE 14 CFR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

NOTES, (CONT.):
*LNAV ONLY

CHART NOTE: FOR INOPERATIVE ALSF-2, INCREASE LNAV CAT C/D VISIBILITY TO RVR 6000.
CHART NOTE: LNAV PROCEDURE NA DURING SIMULTANEOUS OPERATIONS.

CHART NOTE: USE OF FD OR AP PROVIDING RNAV TRACK GUIDANCE REQUIRED DURING SIMULTANEOUS OPERATIONS

CITY AND STATE ELEVATION: 672 THRE: 668
CHICAGO, IL AIRPORT NAME:

CHICAGO O'HARE INTL

FACILITY

IDENTIFIER:

RNAV

PROCEDURE NO./AMDT NO.JEFFECTIVE DATE:

RNAYV (GPS) RWY 9L, AMDT 1

SUP;

AMDT: ORIG

DATED: 11/20/2008 ’

FAA FORM 8260-10 / April 2006 (Computer Generated)
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ALLAFFECTED PROCEDURES REVIEWED? .COORDINATES OF FACILITIES

[ ] ves ' [ ] ~no

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

[ ] ] I I I [

FLIGHT CHECKED BY

13. ADDED NOTE: USE OF FD OR AP PROVIDING RNAV TRACK GUIDANCE REQUIRED DURING SIMULTANEOUS
OPERATIONS.

NAME: FIFO DATE:
DEVELOPED BY

NAME: ' FIFO DATE: .
APPROVED BY

NAME: FIFO DATE:

CHANGES:

CHANGES CONT. :

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

RNAV STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICE - FAR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

FAS DATA BLOCK INFORMATION

DATA FIELD DATA

OPERATION TYPE 0

SBAS SERVICE PROVIDER IDENTIFIER 0

AIRPORT IDENTIFIER KORD

RUNWAY RWO9L

APPROACH PERFORMANCE DESIGNATOR 0

ROUTE INDICATOR

REFERENCE PATH DATA SELECTOR 0

REFERENCE PATH IDENTIFIER (APPROACH ID) WO09B

LTP/FTP LATITUDE 420010.1945N

LTP/FTP LONGITUDE 0875536.0330W

LTP/FTP ELLIPSOIDAL HEIGHT +01700

FPAP LATITUDE 420010.1900N

FPAP LONGITUDE 0875336.5200W

THRESHOLD CROSSING HEIGHT (TCH) 00051.8

TCH UNITS SELECTOR (METERS OR FEET USED) F

GLIDEPATH ANGLE (GPA) 03.00

COURSE WIDTH AT THRESHOLD 106.75

LENGTH OFFSET 0464

HORIZONTAL ALERT LIMIT (HAL) 40.0

VERTICAL ALERT LIMIT (VAL) 35.0

CRC REMAINDER 55B23EEB

ADDITIONAL PATH POINT RECORD INFORMATION

ICAO CODE K5

LTP ORTHOMETRIC HEIGHT +02036

FPAP ORTHOMETRIC HEIGHT +02036
My,
(&} 5 -
Syt

CITY AND STATE ELEVATION: 672 THRE: 668 FACILITY PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: SUP:

IDENTIFIER:
CHICAGO, IL T NAME: : RNAV (GPS) RWY 9L, AMDT 1
AIRPOR RNAV ‘ AMDT: ORIG
CHICAGO O'HARE INTL DATED: 11/20/2008

FAA FORM 8260-10 / April 2006 (Computer Generated)

PAGE 3 OF 5 PAGES




ALLAFFECTED PROCEDURES REVIEWED? | — COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE
[ ves [ no . |
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

i OO OO O O [

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:
APPROVED BY

NAME: FIFO DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, -

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
—RNAV_(G_ESLSIA.NDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 _ ) indicated, except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-18 - RNAV (GPS)

1 2 3 4 : 5 6 7 8 9 0 1 2 3

WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAEAENRT DEERE K50 Cc L N42115688W087361405 woo37 NAR DEERE
SUSAEAENRT DOOGY K50 C N42000902W088110596 w0032 NAR DOOGY
SUSAEAENRT OGSIE K50 C N42001007W088000160 W0033 NAR OGSIE
SUSAEAENRT TRYXI K50 C N42000823W088165307 -W0031 NAR TRYXT
SUSAEAENRT ZENAH K50 C N42000995W088021533 W0033 NAR ZENAH
1 2 3 4 5 6 7 8 9 4} 1 2 3
AIRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012v
SUSAP KORDKSAORD 0 130YHN41585394W087542402W003000672 1800018000C MNAR CHICAGO O'HARE INTL
1 2 3 4 5 6 7 8 9 0 1 2 3
SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KORDKS5FRO9L R 010TRYXIKSEAOE I . IF } + 04000 18000 A J8
SUSAP KORDK5FROSL, R 011DOOGYKSEAQOE S8 O051TF 09280043 + 04000 A J8
SUSAP KORDKSFROSL R 020ZENAHKSEALE F 0OS51TF : 09280066 + 02300 RWOSL K5PGA JS
SUSAP KORDKSFRO9L, R 020ZENAHKSEA2WALPV ALNAV/VNAV ALNAV Js
SUSAP KORDKSFROSL R 0210GSIEKSEAQE S 0317TF 09290017 VvV 0176001771 -300 A JS
SUSAP KORDKSFRO9L: R O30RWO9LK5PGOGY M 031TF 08290033 00720 -300 A J8
SUSAP KORDKS5FRO9L R 040 0 M CA 0929 + 01100 A JS
SUSAP KORDKSFRO9L R OS0DEEREKSEAQOEY L DF + 04000 A JS
SUSAP KORDKSFROSL R 060DEEREKSEAQOEE R HM 21910040 + 04000 A JS
1 2 3 : 4 5 6 7 8 9 0 1 2 3
RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KORDK5GRWO9L 0075000930 N42001019W087553603-0100 +01700006680000521501
1 2 3 4 5 6 7 8 .9 0 1 2 3
PP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KORDKSPRO9L RWOSLOOLl 0000WO9BON4200101945W08755360330+017000300N4200101900W08753365200106750464000518F40035055B23EEB
SUSAP KORDK5PROYL - RWO9LOOQZE +02036+02036LPV 99508
1 2 3 4 5 6 7 8 9 0 1 2 3
MSA 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KORDKS5SRWOOLX5PG [ ‘18018003425 ) M
CITY AND STATE ELEVATION: 672 THRE: 668 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |syp:
CHICAGO, IL AIRPORT NAME: _ IDENTIFIER: RNAV (GPS) RWY 9L, AMDT 1
CHICAGO O'HARE INTL AMDT: ORIG
RNAV
DATED:  11/20/2008

FAA FORM 8260 - 10/ April 2006 (Computer Generated) ’ ‘ Page 4 of 5 Pages




"~ ALL AFFECTED PROCEDURES REVIEWED?

[] ves 7 [] ~o

COORDINATES OF FACILITIES _

"REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

OO O O O

AOPA . NBAA OTHER (specify)

[ ] ]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

RNAV (QE&) STANDARD except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
- A INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.

ARINC SUMMARY - 424-18 - RNAV (GPS)

ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
TRYXI 010 FACF IF ) FB AR 04000
DOOGY 011 SDF TF . FB 0.5 092.8(089.8T) 004.3 AA 04000
ZENAH 020 FAF TF FB 0.5 092.8(089.8T) 006.6 AR 02300
OGSIE 021 SDF TF .FB 0.3 092.9(089.9T) 001.7 AA 01760 GS 01771
RWOSL 030 MAP TF " FO 0.3 092.9(089.9T) 003.3 AT 00720
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
040 Ca ' FB ) 092.9(089.9T) . AA 01100
DEERE 050 DF L FO AA 04000
DEERE 060 ) HM R FO 219.1(216.1T) 004.0 AA 04000
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
DEERE N421156.88 W0873614.05 N4211.948 W08736.234
DOOGY N420009.02 W0881105.96 N4200.150 W08811.099
OGSIE N420010.07 W0880001.60 N4200.168 W08800.027
TRYXI N420008.23 W0881653.07 N4200.137 W08816.885
ZENAH N420009.95 wW0880215.33 N4200.166 ‘W08802.256
RW0OL N420010.19 W0875536.03 N4200.170 W08755.601
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH

RWO9L 00668 52

CITY AND STATE ELEVATION: 872 - THRE: 668 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: SUP:
CHICAGO, IL AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 9L, AMDT 1
: . AMDT: ORIG

CHICAGO O'HARE INTL
. : RNAV

DATED:  11/20/2008

FAA FORM 8260 - 10/ April 2006 (Computer Generated) . .Page 5 of 5 Pages




ALL AFFECTED PROCEDURES REVIEWED?

] ves - [] wo

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

[ IO N N

AOPA NBAA OTHER (specify)

O O

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
PART -A OBSTRUCTION DATA B !
1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES ELEV. MSL] ROC ALT. ADJUSTMENTS MIN. ALT.
INTERMEDIATE TRYXI DOOGY 1. TOWER (17-002327) 1420050.00N/0881707.00W |1149 (5D) 500 |AT2351 4000
[2- TERRAIN 415918.00N/0881251.00W [863 (900) : AS1500 2400
INTERMEDIATE: DOOGY ZENAH 3. TOWER (17-000283) |420042.00N/0880207.00W | 1460 {2D) 500 AT34d ’ 2300
STEPDOWN 4. TERRAIN ~ |420133.00N/0880724.00W |854 (900) AS1000 1900
FINAL: LPV |ZENAH ] RWOSL ] ) 7 ) ) _ ASC ) ) v 868/200
FINAL: LNAV/VNAV ZENAH — [RWOSL 5. BLDG (KORDOZ17) |415955.96N/0875654.77W |761 (1A) | 23081 | . 1036/368
FINAL: LNAV ZENAH OGSIE/3.30 NMTO _[3. TOWER (17-000283) |420042.00N/0880207.00W | 1460 (2D) 250 |AC50 1760
' RWOSL ,
FINAL: LNAV STEPDOWN OGSIE/3.30 NM TO RWO9L 6. TREE 425935.00N/0875847.00W |824 (2C) 250 ' 1080
RWOSL ‘ , - i
2. PROCEDURE TURN NA
1 - - MAP: |DA DA RWO9L DEERE : - . . - ASC - 4000
2P“lﬂ|:g§gH - _ 7. TOWER (17-001986) - [420337.00N/0875151.00W [ 1015 (5D) 1000 . 2100
ELEV: |702/875/980 8. TERRAIN 420833.00N/0874606.00W | 686 (700) AS1500 2200
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT. : - : R
CATEGORY A 1.3NM | ] 350 |- 548 9. ATCT (17-021308) (174415946.43N/0875456.75W 914 (1A) 300 - 1220
CATEGORY B 1.5NM W] 450 = 548 _|9: ATCT 217-021308) (17415946.43N/0875456.75W {914 (1A) 300 1220
CATEGORY C 1.7NM  |S] 450 |2 548 9. ATCT (17-021308) (17415946.43N/0875456.75W [914 (1A) 300 1220
CATEGORY D 2.3 NM 8 550 2 568 9. ATCT (17-021308) (17+415946.43N/0875456,75W [914 (1A) 300 HAA 1240
CATEGORY E 45NM |®[ 550 '
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID: RW09L
SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL) MSA SECTOR OBSTRUCTION{ BRG/DIST ELEVATION (MSL)
360-360 BLDG (17-000687) 123/15.0 2325 (2B) 40 |\ A 9 A .
CITY AND STATE ELEVATION: 672 ) FACILITY - ' PROCEDURE AND AMENDMENT NO:  |REGION
CHICAGO, IL AIRPORT NAME: RNAV . RNAYV (GPS) RWY 9oL, AMDT 1 AGL -
CHICAGO O'HARE INTL , .

FAA Form 8260 - 9 / April 2006 (Computer Generated) ' ' PAGE 1 OF 2 PAGES




PART B - SUPPLEMENTAL DATA ) . - PART C - REMARKS:
1. COMMUNICATIONS WITH: 2. WEATHER SERVICE . 3. ALTIMETER SETTING PRECIPITOUS TERRAIN EVALUATION COMPLETED.
T con NWS |OTHER: ‘ SOURCE:KORD PER AIR TRAFFIC REQUEST, RADAR VECTORS TO JOIN SIAP; NO
— ASOS DISTANCE: FEEDERS. =
, , HOURS REMOTE OPERATION: INTERMEDIATE STEPDOWN FIX ESTABLISHED AT AIR TRAFFIC
A/C REQUEST; SATISFIES DESCENT GRADIENT AND SIMULTANEOUS
SATISFACTORY ON: OPERATIONS. FUTURE RNP DEVELOPMENT CONSIDERED.
x[VHF [xJuHF | HF LOCATION: KORD ADJUSTMENT: 0 TAA NOT ESTABLISHED PER AIR TRAFFIC REQUEST.
PRIMARY NAVAID: o .
4. — , LPV SLOPE: 34:1
MONITOR |-MONITOR POINT: kré,%w\z/géw SLOPE: 24.08:1
CAT 1 v
sTATUS | HRS .
OPTN:[CAT3 | AVERAGE HIGH TEMP: 35C
X  |ALSF-2 28¢, 09L, 10, 28, 14L, 27L, 14R, 10C, 27C, 09R, 10R, 09C, 28L, 27R i-lgggg.r‘\sos ON SERVICE-A; HR OPTN: 24; LOCATION: ON
(S) SALS i ’ o ’ )
) X |MALSR04R, 22R, 32R, 220 v - VGS! DATA: NONE.
BACKUP ALTIMETER SETTING NOT ESTABLISHED DUE TO
5. X [HIRL 28C, 09L, 10, 28, 04R, 14L, 27L, 14R, 10C, 22R, 32R, 27C, 04L, 32L, 09R, 10R, 22L, 09C B AT TR S e T S I oRT
APPROACH TRL : »
& RUNWAY AVERAGE COLD TEMPERATURE BASED ON 5 YEAR HISTORY: DEC
REIL 2010: 2F
LIGHTING :
X |TDZ 0L, 10, 28, 04R, 14L, 14R, 22R, 32R, 32L, 22L, 27R i’)é’é ";%%3:. '}?:F
X |CIL 0SL, 10, 28, 04R, 14L, 14R, 22R, 32R, 04L, 32L, 22L, 27R . FEB 2007: -10
FEB 2006: -7F
X | OTHER (SPECIFY) 7.8F=(-
PAPI-4L 28C, 10, 28, 14L, 14R, 10C, 22R, 22L AVG -7.8F=(-22C)
- i AVERAGE HIGH TEMPERATURE BASED ON § YEAR HISTORY:
6. RUNWAY  |BASIC — ' , (2008-2010), APPLIED TO DOOGY.
MARKINGS |ALLWEATHER _ PIR-G 10, 28, 04R, 14L, 14R, 22R, 32R, 04L, 32L, 22 JULY 2010: 94
INSTRUMENT . AUG 2009: 91
- JULY 2008: 90
7.RUNWAY  |APPROACH  o9L, 10, 28, 04R, 14L, 14R, 22R, 32R, 04L, 32L, 22L, 27R JULY 2007: 94
VISUAL JULY 2006: 99
gy MIDFIELD 09L, 10, 28, 14L, 14R, 32R, 32L, 22L, 27R Ve oaet m35C)
ROLL OUT 091, 10, 28, 04R, 1L, 14R, 22R, 32R, 041, 821, 221, 27R AIRSPACE LETTER NOT INCLUDED; PROCEDURE RETAINED WITHIN
8. GLIDE GP ANGLE: 3.00 ELEV RWY THRESHOLD:668.0 - CLASS B AIRSPACE TO THE SAME EXTENT AS PREVIOUS
PATH DISTANCE FROM RWY: ELEV GP ANTENNA: AMENDMENT.
v THRESHOLD CROSSING HEIGHT:51.8
9. FINAL APPROACH X |RUNWAY THRESHOLD FT. FROM THRESHOLD | NOADDITIONAL AIRSPACE REQUIRED.
COURSE AIMING X . |ON CENTERLINE FT. FROM CENTERLINE
10. WAIVERS: NONE ‘
PART D - PREPARED BY: DATE: AR
HERMAN C. ROGERS 0111712012
TITLE: OFFICE:
AERONAUTICAL INFORMATION SPECIALIST AJV-353




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
‘ PART -A OBSTRUCTION DATA
1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES | ELEV. MSL] ROC ALT. ADJUSTMENTS MIN. ALT.
MAP:
3. MISSED -
APPROACH SV
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT.
CATEGORY A 13NM. [ ] 350 :
CATEGORY B 15NM__ || 450 |2
CATEGORY C 1.7NM |5 450 |2
CATEGORY D 23NM |G| 550 |2
CATEGORYE |- 45NM |%[ 550 .
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID: '
SECTOR OBSTRUCTION| BRG/DIST _ |ELEVATION (MSL) MSA SECTOR OBSTRUCTION| BRG/DIST __ |ELEVATION (MSL) MSA
CITY AND STATE ELEVATION: 672 _ FACILITY PROCEDURE AND AMENDMENT NO:  |REGION
CHICAGO, IL AIRPORT NAME: RNAV RNAYV (GPS) RWY 9L, AMDT 1 7 AGL
’ CHICAGO O'HARE INTL
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PART B - SUPPLEMENTAL DATA PART C - REMARKS:

1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIMETER SETTING
NWS |OTHER: - |SOURCE:
DISTANCE: ’
FAA HOURS REMOTE OPERATION:
|SATISFACTORY ON: AlC
[VHF [UHF [ |HF JLocATION: ADJUSTMENT:
. PRIMARY NAVAID: '
MONITOR |-MONITOR POINT,
STATUS | HRS | CATI
OPTN:| CAT 3
ALS
{S) SALS
MALS
5. X  |HIRL 28L, 27R
APPROACH IR
& RUNWAY -
LIGHTING —
"|C/LINE
OTHER (SPECIFY)

6. RUNWAY  |BASIC
_ [INSTRUMENT
7.RUNWAY  |APPROACH
VISUAL MIDFIELD
RANGE  Iroilour
8. GLIDE GP ANGLE: , ELEV RWY THRESHOLD:
PATH DISTANCE FROM RWY" ELEV GP ANTENNA:
THRESHOLD CROSSING HEIGHT:
9. FINALAPPROACH RUNWAY THRESHOLD FT. FROM THRESHOLD
COURSE AIMING ON CENTERLINE FT. FROM CENTERLINE
10. WAIVERS: '
PART D - PREPARED BY: v DATE:

TITLE: - OFFICE:




RADIO FIX AND HOLDING DATA RECORD

NAME: DEERE STATE: IL COUNTRY: US

LATITUDE/LONGITUDE: 421156.88N/0873614.05W TYPE: WP, INT, DME

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA  MAA

» BRG  BRG NM  FEET

1 NORTHBROOK OBK VORDME  H 096.80 094.80 15.56 15.57 2500 17500

2 CHICAGO HEIGHTS CGT VORTAC L 356.00 35800 4135  41.35 2500 17500

3 CHICAGO O'HARE ORD VORDME L 04457 04657 1848 18.48 2500 17500

EXPANDED SERVICE VOLUME (ESV):

FAC IDENT FAC TYPE RADIAL/BEARING DISTANCE MIN ALTITUDE MAX ALTITUDE

CGT VORTAC R-356 42 2500 17500

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

PATTERNS:

PAT DIR IDENT  TYPE RAD/CRS/BRG CRS TURN  LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX MIN  MAX

1 NE ORD VORDME 04457 224.57 R 1 4000 8000 5 9

2 NE WP 039.06 219.06 R 4 4000 8000 5 9

3 NE : WP 038.06 218.06 R 4 2100 6000 4 6

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 200 206  SHIP 421111.00N/0874000.00W _ 784  4E

2 200  206' SHIP 421111.00N/0874000.00W 784  4E

3 200 206’ SHIP 421111.00N/0874000.00W 784 4E

HOLDING RESTRICTIONS:
HOLDING LIMITED TO ESTABLISHED PATTERNS.

REMARKS:
CHICAGO HEIGHTS (FAC 2) AND NORTHBROOK (FAC 1) USED TO ESTABLISH FIX COORDINATES
PRECIPITOUS TERRAIN EVALUATION COMPLETED

FIX USE:
USE TYPE USE TITLE FAC ' PAT AIRPORT IDENT CITY STATE
EN ROUTE V100-526 1,2,3 (US)

ENROUTE . V7 1,2.3 (US)

IAP ILS OR LOC RWY 9L 2.3 1 KORD CHICAGO IL (US)
IAP ILS RWY 09L (CAT II) 23 1 KORD CHICAGO IL (US)
IAP ILS RWY 09L (CAT Ill) 23 1 KORD CHICAGO IL (US)
IAP RNAV (GPS) RWY 22L KORD CHICAGO IL (US)
IAP RNAV (GPS) RWY 9L 2 KORD CHICAGO IL (US)
IAP RNAV (GPS) RWY 16 3 KPWK CHICAGO/PROSPECT HEIGHTS/WHEELING IL (US)

REQUIRED CHARTING: IAP, CONTROLLER, EN ROUTE LOW
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 8 DATE OF REVISION: 05/31/2012

REASON FOR REVISION:

CHANGED FAC 1 MAG/TRUE BRG FROM 096.82/094.82 TO 096.80/094.80.
CHANGED FAC 1 DME AND DIST FROM FAC FROM 15.57 TO 15.56.
UPDATE FIX USE.

DEVELOPED BY: DATE: 02/23/2012 OFFICE: AJV-353 NAME: HERMAN ROGERS
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:
DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZAU

ATC FACILITY: CHICAGO APP CON
OTHER: ORD ATCT
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RADIO FIX AND HOLDING DATA RECORD

NAME: DOOGY : STATE: IL COUNTRY: US

LATITUDE/LONGITUDE: 420009.02N/0881105.96W TYPE: WP, RADAR, INT, DME

AIRSPACE DOCKET: FIXTYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DIST FROM FAC MRA
BRG BRG NM  FEET

1 CHICAGO I-SAJ LOC 27299 269.99 11.40 12.96 4000

2 NORTHBROOK OBK VOR/DME H 220.52 218.52 16.76 4000

EXPANDED SERVICE VOLUME (ESV):

FAC IDENT FAC TYPE RADIAL/BEARING DISTANCE MIN ALTITUDE MAX ALTITUDE

I-SAJ LOC R-273 12 40 51

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

REMARKS:

I-SAJ DME LOCATED AT 420014.10N/0875548.23W.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE

IAP ILS OR LOC RWY 9L (CAT iy 1,2 KORD CHICAGO IL (US)

IAP RNAV (GPS) RWY 9 KORD CHICAGO IL (US)

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1 DATE OF REVISION: 05/31/2012

REASON FOR REVISION:
DLETE WP FAC 3.
NEW COORDINATES, FIX MOVED 1.54NM W.

MAA

5100
5100

UPDATE FAC 1, CHANGED MAG/TRUE BRG FROM 273/270 TO 272.99/269.99, DME FROM 9.86 TO 11.40, AND ADDED 12.96 TO DIST FROM

FAC.
UPDATE FAC 2, ADDED 16.76 TO DIST FROM FAC.
: UPDATE ESV.
UPDATE FIX USE.
DEVELOPED BY: DATE: 01/13/2012 OFFICE: AJV-353 . NAME: HERMAN ROGERS
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:
DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZAU

ATC FACILITY: CHICAGO APP CON
OTHER: ORD ATCT
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RADIO FIX AND HOLDING DATA RECORD

NAME: OGSIE STATE: IL COUNTRY: US

LATITUDE/LONGITUDE: 420010.07N/0880001.60W TYPE: WP, DME

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA  MAA
BRG  BRG NM  FEET

1 CHICAGO -SAJ Loc 27299 26999 3.5 4.70 1660 5100

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

REMARKS:

I-SAJ DME LOCATED AT 420014.10N/0875548.23W.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE

IAP ILS OR LOC RWY 9oL 1 KORD CHICAGO IL (US)

IAP RNAV (GPS) RWY 9L KORD CHICAGO IL (US)

REQUIRED CHARTING: |IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1 DATE OF REVISION: 05/31/2012

REASON FOR REVISION:
NEW COORDINATES, FIX MOVED 1215 FEET W.

DELETE WP FAC 2.
UPDATE FAC 1, CHANGED MAG/TRUE BRG FROM 273/270 TO 272.99/269.99 AND RAISED MRA FROM 1620 TO 1660.
UPDATE FIX USE.
DEVELOPED BY: DATE: 01/13/2012 OFFICE: AJV-353 NAME: HERMAN ROGERS
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:

DISTRIBUTION: NFDC

FPO: CEN

ARTCC: ZAU

ATC FACILITY: CHICAGO APP CON
OTHER: ORD ATCT

FAA FORM 8260-2 / AUG 2009 Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: TRYXI STATE: IL COUNTRY: US
TYPE: WP, RADAR, INT, DME

LATITUDE/LONGITUDE: 420008.23N/0881653.07W

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES

FAC NAME IDENT TYPE CLASS MAG TRUE
- BRG  BRG

1 CHICAGO I-SAJ Loc 272.99 269.99

2 NORTHBROOK OBK VORDME  H 230.37 228.37

HOLDING: : HOLDING TYPE OF ACTION: NO CHANGE

REMARKS: »

I-SAJ DME LOCATED AT 420014.10N/0875548.23W.

FIX USE: :

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY

IAP ILS OR LOC RWY oL 1,2 KORD CHICAGO

IAP ILS RWY 9L (CAT Ii) 1,2 KORD CHICAGO

IAP ILS RWY SL (CAT Ill) 1,2 KORD CHICAGO

AP 'RNAV (GPS) RWY oL KORD CHICAGO

REQUIRED CHARTING: [AP
COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: 1 DATE OF REVISION: 05/31/2012

REASON FOR REVISION:

DELETE WP FAC 3.

UPDATE FAC 1, ADDED 17.27 TO DIST FROM FAC AND 15.72 DIST FROM DME ANT.
UPDATE FAC 2, ADDED 19.74 TO DIST FROM FAC.

UPDATE FIX USE.

‘ DEVELOPED BY: DATE: 01/13/2012 OFFICE: AJV-353

DME DIST FROM FAC
NM  FEET

15.72

17.27
19.74

NAME: HERMAN ROGERS
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:
DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZAU

ATC FACILITY: CHICAGO APP CON
OTHER: ORD ATCT

MRA MAA

4000 5100
4000 5100

STATE
IL (US)
IL (US)
IL (US)
IL (US)

FAA FORM 8260-2 / AUG 2009
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RADIO FIX AND HOLDING DATA RECORD

NAME: ZENAH STATE: IL COUNTRY: US

LATITUDE/LONGITUDE: 420009.95N/0880215.33W * TYPE: WP, RADAR, INT, DME

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA  MAA
: ; BRG  BRG NM  FEET

1 CHICAGO -SAJ LOC/DME 27299 26999 481 6.36 38658 2300 5100

2 NORTHBROOK OBK VORDME  H 198.35 196.35 13.66 2300 5100

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

REMARKS:

-SAJ DME LOCATED AT 420014.10N/0875548 23W.

RNP CRITERIA APPLIED. '

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY STATE

IAP ILS OR LOC RWY L (CAT II/lll) 1, 2 KORD CHICAGO IL (US)

IAP RNAV (GPS) RWY 9L - KORD CHICAGO IL (US)

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1 DATE OF REVISION: 05/31/2012

REASON FOR REVISION:

NEW COORDINATES, FIX MOVED 462 FEET W.

DELETE WP FAC 3.

UPD,‘]\:'II'EI%_?AC 1, CHANGED MAG/TRUE BRG FROM 273/270 TO 272.99/269.99, DME FROM 4.73 TO 4.81, AND ADDED DIST FROM FAC IN NM
AND . ‘

UPDATE FAC 2, CHANGED MAG/TRUE BRG FROM 198/196 TO 198.35/196.35 AND ADDED DIST FROM FAC IN NM.

UPDATE FIX USE.

DEVELOPED BY: DATE: 01/13/2012 OFFICE: AJV-353 NAME: HERMAN ROGERS
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:
DISTRIBUTION: NFDC
FPQ: CEN
ARTCC: ZAU

ATC FACILITY: CHICAGO APP CON
OTHER: ORD ATCT
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