RNAV - STANDARD
US DEPARTMENT OF TRANSPORTATION

FEDERAL AVIATION ADMINISTRATION TITLE 14 CFR PART 97.33

INSTRUMENT APPROACH PROCEDURE

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, except
HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. Cellings are in feet
above aimport elevation. Distances are in nautical miles unless otherwise indicated, except visibilities which
are in statute miles or in feet RVR.

_ TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE |LPV: DA
FNUCH (IAF) |NOLEN (FB) 222.72/6.91 5000 tﬁﬂ{"#ﬁ;’ﬁ A
NOLEN (IF) RIDGE (FB) 222.66./10.36 2200 : :
v CLIMB TO 4000 DIRECT EVRSN AND ON TRACK 262.70 TO DPA
RIDGE (FAF) E:ABLSIEH .70 NM TO RW22R 222.54/3.02 VOR/DME AND HOLD.
PALIE/1.70 NM TO RW22R RW22R (MAP) (FO) 222.51/1.70
RW22R (MAP) 848 MSL 222.51
848 MSL EVRSN (FB) ADDITIONAL FLIGHT DATA:
HOLD W, RT, 068.00 INBOUND.
EVRSN DPA VOR/DME (FO) 262.70/18.02 4000 CHART FAS OBST: 773 TANK 415925N/0875318W
CHART 888 BLDG 420221N/0875052W.
DISTANCE TO THLD FROM 200 HATH: 0.47 NM.
CHART VDP AT 1.02 MILES TO RW22R*
WAAS GHANNEL # 90504
1.PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (1AF) e A g s
2. PROFILE STARTS AT FNUCH LTP HAE: 163.8 M
3. FAC: 222,54 FAF: RIDGE DISTFAFTO MAP: 472 THLD: 472
4. MIN. ALT: FNUCH 7000, NOLEN 5000, RIDGE 2200, PALIE/1.70 NM TO RW22R 1200* '
5. DIST TO THLD FROM OM: MM: IM: 150 HAT: 100 HAT: GS ANT:
6.MIN GS INCPT: 2200 GS ALT AT: RIDGE 2200 OM: MM: IM:
7. GS ANGLE: 3.00 TCH:49.3  34:11S CLEAR ; o
8. MSA FROM: RW22R 3400 MAG VAR: 3W EPOCH YEAR: 2010
MINIMUMS '
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT "|ALTERNATE:NA | | STANDARD
CATEGORY === i A B C D E
DH/MDA VIS | HAT/HAA| DH/MDA VIS | HAT/HAAIDH/MDA | vis |[HAT/HAA|DH/MDA VIS |HAT/HAA|DH/MDA | VIS |HAT/HAA
LPV DA 848 2400 200 848 2400 200 848 2400 200 848 2400 200
LNAV/VNAV DA 968 3200 320 968 3200 320 968 3200 320 968 3200 320
LNAV MDA 1040 2400 392 1040 2400 392 1040 3500 392 1040 3500 392
CIRCLING 1220 1 548 1220 1 548 1220 112 sas | 1230 | 2 568
NOTES:
CHART NOTE: FOR UNCOMPENSATED BARO-VNAV SYSTEMS, LNAV/VNAV NA BELOW -22C (-7F) OR ABOVE 39C 7 , WLl
(102F). B A
CHART NOTE: SIMULTANEOUS APPROACH AUTHORIZED WITH RWY 22L. Yo
CHART NOTE: DME/DME RNP-0.3 NA. o {,i%
(SEE FORM 8260-10) FECE
CITY AND STATE ELEVATION: 672 THRE: 648 FACILITY PROCEDURE NO./AMDT NO./EFFECTIVE DATE: SUP:
AIRPORT NAME: IDENTIEIER: RNAV (GPS) RWY 22R, AMDT 2 .
CHICAGO, IL TFIE (GPS) AMDT: 1B
CHICAGO O'HARE INTL DATED  02/12/2009

FAA FORM 8260 - 3 / April 2006 (computer generated)
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ALL AFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE

[ ] ves [X] no ROUTINE

COORDINATED WITH:
ATA AAT ALPA . APA AOPA NBAA OTHER (specify)
] ] ] [X] ] [x] [X] _2Au,CHICAGO APP CON, AMGR
FLIGHT CHECKED BY
NAME: FIFO DATE:
DEVELOPED BY .
NAME: FIFO DATE:
THOMAS L KIRKPATRICK AJV-353 12/21/2011
APPROVED BY
NAME: FIFO DATE:
LARRY H STROUT MANAGER AJV-353
CHANGES:
1. REDESIGNED PROCEDURE FROM PFAF (RIDGE) OUT TO MATCH ILS OR LOC RWY 22R, AMDT 9.
2. CHANGED DIST FAF TO MAP/THLD FROM 5.56/5.56 TO 4.72/4.72.
3. CHANGED MIN ALTITUDE AT PALIE FROM 1240 TO 1200.
4. CHANGED TCH FROM 52.2 TO 49.3
5. CHANGED LPV DA/HAT FROM 927/276 TO DA/HATH 848/200.
6. CHANGED LNAV/VNAV DA/HAT FROM 1111/460 TO DA/HATH 968/320 AND VISIBILITIES FROM RVR 5000 TO RVR 3200.
7. CHANGED LNAV MDA/HAT FROM 1120/469 TO MDA/HATH 1040/392.
8. REMOVED INOP MALSR NOTE.
9. CHANGED BARO-VNAV NA NOTE FROM "-16C (4F) OR ABOVE 47C (116F)" TO "-22C (-7F) OR ABOVE 39C “ 02F) "

10. ADD PLANVIEW NOTE: RADAR REQUIRED

11. ADD SIMULTANEOUS OP NOTES.

12. CHANGED MISSED APPROACH INSTRUCTIONS FROM “...DIRECT NIBRE AND VIA 268 TRACK..." TO "DIRECT EVRSN AND ON TRACK 262.70..."
13. CHARTED VDP.

14. UPDATE FAS DATA.

REASONS:

1. ATC REQUEST TO ALLOW FOR SIMULTANEOUS OPERATIONS.

2.4. TO MATCH RW22R ILS.

3. 1240 NOT REQUIRED FOR PROCEDURE.

5.6.7. NEW CONTROLLING OBSTACLE'S AND ALL DA/MDA LOWERED AT ATC AND FPT REQUEST.
8. INOP MALSR NOW STANDARD.

9. CHANGED STANDARD ISA DEVIATION FROM -30 TO THE CALCULATED 5 YR AVERAGE TEMP OF -22.
10. ATC REQUEST.

11. AS DIRECTED BY ATO.

12. REQUIRED FOR SIMULTANEOUS OPS.

13. CRITERIA.

14. NEW TCH/VAL/FPAP.

PDF EDITS:
TERMINAL ROUTES: ADD "FAF" AFTER RIDGE, REMOVED STEP DOWN ALTITUDE (1200%).
LINE 1: REMOVED "NA"




US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION - Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
RNAV - STANDARD except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Y Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
INSTRUMENT APPROACH PROCEDURE - TITLE 14 CFR PART 97.33 ex.,ep‘t’ visibilities which are .‘,’,o statute miles or in feet RVR.

NOTES, (CONT.):

CHART PLANVIEW NOTE: RADAR REQUIRED.

CHART PROFILE NOTE: VGSI AND RNAV GLIDEPATH NOT COINCIDENT.

CHART NOTE: LNAV PROCEDURE NA DURING SIMULTANEOUS OPERATIONS.

CHART NOTE: USE OF FD OR AP PROVIDING RNAV TRACK GUIDANCE REQUIRED DURING SIMULTANEOUS OPERATIONS.

CITY AND STATE ELEVATION: 672 THRE: 648 | FACILITY PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: SUP:
CHICAGO, IL AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 22R, AMDT 2
: RNAV AMDT: 1B
CHICAGO O'HARE INTL DATED: _ 02/12/2009

FAA FORM 8260-10/ April 2006 (Computer Generated) PAGE 2 OF 6 PAGES




ALLAFFECTED PROCEDURES REVIEWED?

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

[ ] ves [] no
COORDINATED WITH: '
ATA AAT ALPA APA AOPA NBAA OTHER (specify)
[ ] [ ] |:|‘ [ ] [ ] [ ]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY
NAME: FIFO DATE.
APPROVED BY -
NAVIE. FIFO DATE.
[CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION -
RNAV STANDARD INSTRUMENT APPROACH PROCEDURE

FLIGHT STANDARDS SERVICE - FAR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Aliitudes are minimum altitudes unless otherwise indicated.

Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

FAS DATA BLOCK INFORMATION

FAA FORM 8260-10/ April 2006 (Computer Generated)

DATA FIELD DATA
OPERATION TYPE 0.
SBAS SERVICE PROVIDER IDENTIFIER 0
AIRPORT IDENTIFIER KORD
RUNWAY , RW22R
'APPROACH PERFORMANCE DESIGNATOR 0
ROUTE INDICATOR
REFERENCE PATH DATA SELECTOR (4]
REFERENCE PATH IDENTIFIER (APPROACH ID) W22A
LTP/FTP LATITUDE 415951.1340N
LTP/FTP LONGITUDE 0875346.9355W
LTP/FTP ELLIPSOIDAL HEIGHT +01638
FPAP LATITUDE 415842.3400N
FPAP LONGITUDE 0875502.9300W
THRESHOLD CROSSING HEIGHT (TCH) 00049.3
TCH UNITS SELECTOR (METERS OR FEET USED) F
GLIDEPATH ANGLE (GPA) 03.00
COURSE WIDTH AT THRESHOLD 106.75
LENGTH OFFSET 0464
HORIZONTAL ALERT LIMIT (HAL) 40.0
VERTICAL ALERT LIMIT (VAL) 35.0
CRC REMAINDER 21BC90AA
ADDITIONAL PATH POINT RECORD INFORMATION
ICAO CODE K5
LTP ORTHOMETRIC HEIGHT +01974
FPAP ORTHOMETRIC HEIGHT +01974
CITY AND STATE ELEVATION: 672 THRE: 648 FACILITY PROCEDURE NO./ AMDT NO/JEFFECTIVE DATE:  |sup:
CHICAGO, IL AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 22R, AMDT 2
’ : : RNAV AMDT: 1B
CHICAGO O'HARE INTL DATED:  02/12/2009
PAGE 3 OF 6 PAGES




ALLAFFECTED PROCEDURES REVIEWED?

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

[ ] Yes [ ] n~o
COORDINATED WITH: } _
ATA AAT ~ ALPA APA AOPA NBAA OTHER (specify)
[] L] L] 1] ] [ ]

FLIGHT CHECKED BY

NAME. FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:
APPROVED BY

NAME: FIFO DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

—BNAM—(QES)—S—TANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise

FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-18 - RNAV (GPS)

1 2 3 4 5 6 7 : 8 9 0 1 2 3
NAVAID 123456789012345678901234567890123456789012345678901234567890123456789012345678501234567890123456789012345678901234567890123456789012
SUSAD DPA K5010840VDL N41532530W088210062 N41532530W088210062E0020008381 NARDUPAGE
1 2 3 4 5 6 7 8 9 o] 1 2 3
WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAEAENRT EVRSN K50 W N41564118W087571662 W0034 NAR EVRSN
SUSAEAENRT FNUCH K50 C N42164781W087345627 w0037 NAR FNUCH
SUSAEAENRT NOLEN K50 C N42112879W087405251 g w0036 NAR NOLEN
SUSAEAENRT PALIE K50 C N42010986W087521990 w0035 NAR PALIE
SUSAEAENRT RIDGE K50 C N42032966W087494514 W0035 NAR RIDGE
1 2 3 4 5 5 7 8 ) 0 1 2 3
AIRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KORDKSAORD 0 130YHN41585394W087542402W003000672 1800018000C MNAR CHICAGO O'HARE INTL
1 2 3 4 5 6 7 8 9 0 1 2 3
SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KORDKS5FR22R AFNUCH 010FNUCHKSEAQOE A IF + 07000 18000 A JS
SUSAP KORDK5FR22R AFNUCH 020NOLENKSEAQEE B 010TF 22270069 + 05000 . A JS
SUSAP KORDKSFR22R R 010NOLENKSEAOE T IF + 05000 18000 A JS
SUSAP KORDKS5FR22R R 020RIDGEKSEA1IE F O051TF 22270104 . + 02200 RW22R K5PGA JS
SUSAP KORDKSFR22R R 020RIDGEKSEA2WALPV ALNAV/VNAV ALNAV ' Js
SUSAP KORDKS5FR22R R 021PALIEKSEAQE S O031TF 22250030 V 0120001238 -300 A JS
SUSAP KORDKSFR22R R 030RW22RK5PGOGY M O31TF 22250017 00697 -300 A JS
SUSAP KORDK5FR22R R 040 o M CcA 2225 + 00848 A JS
SUSAP KORDKSFR22R R 050EVRSNKSEACE DF ) A JS
SUSAP KORDKSFR22R. R 060DPA K5D 0OVY 010TF 2627 + 04000 A JS
SUSAP KORDKS5FR22R R 070DPA K5D OVE R HM 06800040 + 04000 A JS
1 2 3 4 5 6 7 8 9 o] 1 2 3
RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KORDKS5GRW22R 0075002225 N41595113W087534694+0100 +0163800648000049150I
1 2 3 4 5 6 7 8 9 o] 1 2 3
PP 123456789012345678301234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
. LY
3 Y= A
SUSAP KORDKS5PR22R RW22R001 0000W22A0N4159511340W08753469355+016380300N4158423400W08755029300106750464000493F40035021BC90AA ’
SUSAP KORDKSPR22R RW22R002E +01974+01974LPV 90504
CITY AND STATE ELEVATION: 672 THRE: 648 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: SUP:
CHICAGO, IL AIRPORT NAME: IDENTIFIER: RNAYV (GPS) RWY 22R, AMDT 2
CHICAGO O'HARE INTL AMDT: 1B
RNAV ’
DATED:  02/12/2009

FAA FORM 8260 - 10/ April 2006 (Computer Generated) Page 4 of 6 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

o O O O

AOPA

[ ]

NBAA OTHER (specify)

]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

MD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.
1 2 3 4 5 6 7 8 9 ] 1 2 3
MSA 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KORDKSSRW22RK5PG 0 18018003425 M

CITY AND STATE ELEVATION: 672 THRE: 648 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: SUP:
CHICAGO, IL AIRPORT NAME: ) IDENTIFIER: RNAV (GPS) RWY 22R, AMDT 2
CHICAGO O'HARE INTL AMDT: 1B
‘ RNAV DATED:  02/12/2009

FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page 5 of 6 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[ ] ves [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

1 O 0O O

AOPA

[

NBAA OTHER (specify)

[

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
—B'NAL‘Q—SLSIMQABD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.

ARINC SUMMARY - 424-18 - RNAV (GPS)

ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED

FNUCH FNUCH 016  1AF IF . FB . » AR 07000
FNUCH NOLEN 020 TF FB 1.0 222.7(219.7T) 006.9 AA 05000
‘ NOLEN 010 FACF  IF FB AA 05000
RIDGE 020 FAF TF FB 0.5 222.7(219.7T) 010.4 AR 02200
PALIE 021 SDF TF FB 0.3 222.5(219.5T) 003.0 AR 01200 GS 01238
RW22R 030 MAP TF FO 0.3 222.5(219.5T) 001.7 AT 00697
MISSED APPROACH FIX SEQ.  USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
040 ca FB 222:5(219.5T) AR 00848
EVRSN 050 DF FB
DPA 060 TF FO 1.0 262.7(259.7T) AR 04000
DPA 070 HM R FO 068.0(065.0T) 004.0 AR 04000
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
DPA N415325.30 W0882100. 62 N4153.422 W08821.010
EVRSN N415641.18 WO875716. 62 . N4156.686 W08757.277
FNUCH N421647.81 W0873456.27 N4216.797 W08734.938
NOLEN N421128.79 W0874052.51 N4211.480 W08740.875
PALIE N420109.86 W0875219. 90 N4201.164 W08752.332
RIDGE N420329.66 W0874945.14 N4203.494 W08749.752
RW22R N415951.13 W0875346.94 N4159.852 W08753.782
RUNWAY DATA " . THRESHOLD
RWY ELEVATION TCH
RW22R 00648 49

CITY AND STATE ELEVATION: §72 THRE: 648 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |gyup:
CHICAGO, IL AIRPORT NAME: ) IDENTIFIER: RNAV (GPS) RWY 22R, AMDT 2 .
CHICAGO O'HARE INTL AMDT: 1B
RNAV DATED:  02/12/2009

.FAA FORM 8260 - 10/ April 2006 (Computer Generated) ‘ Page 6 of 6 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

O O 0O [

AOPA

[ ]

NBAA OTHER (specify)

]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
PART -A OBSTRUGTION DATA ~
1. APP SEGMENT FROM “T0 "OBSTRUCTION ‘COORDINATES ELEV. MSL| ROC ALT. ADJUSTMENTS MIN. ALT.
INITIAL FNUCH NOLEN 1. AAO 421556.81N/0873708.27W | 978 (2C) 1000 |AT3022 5000
2. TERRAIN 421556.81N/0873708.27W | 578 (600) AS1500 2100
INTERMEDIATE NOLEN RIDGE 3.AAD 420833.00N/0874612.00W |889 (4E) 500 |AC98 ~[1500
— - |4 TERRAIN 420842.00N/0874621.00W [639 (700) AS1500 2200
FINAL: LPV RIDGE RW22R ASC 848/200
FINAL: LNAV/VNAV RIDGE RW22R" - 5. TANK (17-002994) - [415925.00N/0875318.00W |773 (1A)- ~{ PDA 968/320
FINAL: LNAV RIDGE PALIE/.70 NMTO 6. BLDG (17-020084) _ [420220.50N/0875051.50W | 888 {4D) 250 |ACSs0 - 1200
RW22R '
FINAL: LNAV STEPDOWN PALIEA.7JONMTO __ |RW22R 5. TANK (17-002994)  |415925.00N/0875318.00W 1773 (1A). 250 1040
2. PROCEDURE TURN NA ,
M MAP: |DA /DA /RW22R DPA VOR/DME - - . ASC 4000
i-PP'nggH ‘ 7. TOWER (17-000007) |415605.00N/0880424.00W | 1508 (4D) | 1000 | 2600
ELEV: |683/807/940 [8. TERRAIN ~1415500.00N/0882245.00W | 876 (900) AS1500 2400
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT. '
CATEGORY A 1T3NM | | 350 548 0. ATCT (17-021308) | 415946.43N/0875456.75W [914 (1A). | 300 | 1220
CATEGORY B 15NM__ [w] 450 z 548 9. ATCT (17-021308) | 415946.43N/0875456.75W [914 (1A) 300 1220
CATEGORY C 1.7NM |5 450 |R 548 9. ATCT (17-021308) | 415946.43N/0875456.75W [914 (1A) 300 1220
CATEGORY D 23NM |G| 550 |2 568 9. ATCT (17-021308) | 415946.43N/0875456.75W [914 (1A) 300 HAA 1240
CATEGORY E 45NM  |*| 550
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID: RW22R AL
SECTOR OBSTRUCTION BRG/DIST  |ELEVATION (MSL) MSA SECTOR OBSTRUCTION| BRG/DIST ELEVATION (MSL) MSA
360-360 BLDG (17-000687) 124/ 13.7 2325 (1D) 3400 s
CITY AND STATE ELEVATION: 672 FACILITY PROCEDURE AND AMENDMENT NO: |REGION
CHICAGO O'HARE INTL

FAA Form 8260 - 9 / April 2006 (Computer Generated)
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PART B - SUPPLEMENTAL DATA

1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIMETER SETTING
ORD TOWER . SOURCE:KORD
ORD TOWEr NWS |OTHER: . .
CHICAGO APP CON EAA ASOS DISTANCE:
HOURS REMOTE OPERATION:
- 0
SATISFACTORY ON: AIC
X|[VHF | x[UHF | |[HF [LOCATION:KORD ADJUSTMENT: 0
. PRIMARY NAVAID:
MONITOR MONITOg ;ro:h T:
sTATUS | HRS
OPTN:| CAT3
X ALSF-2 28C, 09L, 10, 28, 14L, 27L, 14R, 10C, 27C, 09R, 10R, 09C, 28L, 27R
(8) SALS
X MALSR 04R, 22R, 32R, 221
5. X HIRL 28C, 09L, 10, 28, 04R, 141, 271, 14R, 10C, 22R, 32R, 27C, 04L, 32L, O9R, 10R, 22L, 09C
APPROACH
IMIRL
S e
X TDZ 09L, 10, 28, 04R, 141, 14R, 22R, 32R, 32L, 221, 27R
X C/L 09L, 10, 28, 04R, 14L, 14R, 22R, 32R, 04L, 32L, 22L, 27R
X |OTHER (SPECIFY)
PAPI-4L 10, 28, 141, 14R, 22R, 22L
6.RUNWAY  |BASIC
MARKINGS ALL WEATHER PIR-G 10, 28, 04R, 141, 14R, 22R, 32R, 04L, 321, 221
INSTRUMENT .
7. RUNWAY APPROACH  08L, 10, 28, 04R, 14L, 14R, 22R, 32R, 04L, 32L, 22L, 27R
VISUAL MIDFIELD 09L, 10, 28, 14L, 14R, 32R, 32L, 22L, 27TR
RANGE ROLL OUT 09L, 10, 28, 04R, 14L, 14R, 22R, 32R, 041, 32L, 22L, 27R
8. GLIDE GP ANGLE: 3.00 ELEV RWY THRESHOLD:647.7
PATH DISTANCE FROM RWY: ELEV GP ANTENNA:
- THRESHOLD CROSSING HEIGHT:49.3
9. FINALAPPROACH X |RUNWAY THRESHOLD FT. FROM THRESHOLD
COURSE AIMING X  |ON CENTERLINE FT. FROM CENTERLINE
10. WAIVERS: NONE
PART D - PREPARED BY: DATE:
THOMAS L KIRKPATRICK 1212112011
TITLE: OFFICE:
AERONAUTICAL INFORMATION SPECIALIST AJV-353

PART C - REMARKS:
PRECIPITOUS TERRAIN EVALUATION COMPLETED.

ALTERNATE MINIMUMS-NOT REQUIRED BASED ON REDUNDANT
ALTIMETER SOURCES ASOS ON SERVICE A

2. OPERATIONAL 24 HOURS

VGSI: 3.00/TCH 68.9.

NO ADDITIONAL AIRSPACE REQUIRED.

PROCEDURE RETAINED WITHING EXISTING CLASS B AIRSPACE
ADDITIONAL AIRSPACE NOT REQUIRED.

PER ATC REQUEST TAA NOT DEVELOPED
ISA DEVIATION -35.67
LPV SURFACE:

34:1
LNAV/VNAV:
24.091:1

USED 400' AAO FOR OBST #1.

FNUCH AND NOLEN FIXES ESTABLISHED ON GLIDEPATH PER ATC
REQUEST USING HIGH TEMP CALCULATOR; SATISFIES DESCENT
GRADIENT AND SIMULTANEOUS OPERATIONS.

WORST-CASE 90 DEGREE COURSE CHANGE EVALUATION FOR
PROCEDURE ENTRY (RADAR VECTORS) NOT APPLIED; PER AIR
TRAFFIC, MAXIMUM INTERCEPT USED IS 30 DEGREES.




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
PART -A OBSTRUCTION DATA
1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES | ELEV. MSL] ROC ALT. ADJUSTMENTS MIN. ALT.
MAP:
3. MISSED
APPROACH =TV
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT.
CATEGORY A 13Nm__ | [ 350
CATEGORY B 15NM || 450 |2
CATEGORY C 17N |S[ 450 12
CATEGORY D 23NM | 550 |2
CATEGORY E 45NM  |=[ 550
5. MINIMUM SAFE ALTITUDES , PRIMARY NAVAID:
SECTOR OBSTRUCTION| BRG/DIST  |ELEVATION (MSL) MSA SECTOR OBSTRUCTION| BRG/DIST . |ELEVATION (MSL)
CITY AND STATE ELEVATION: 672 FACILITY PROCEDURE AND AMENDMENT NO: |REGION
CHICAGO, IL AIRPORT NAME: RNAV RNAV {GPS) RWY 22R, AMDT 2 AGL
CHICAGO O'HARE INTL
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PART B - SUPPLEMENTAL DATA

1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIMETER SETTING
. NWS |OTHER: SOURCE:
DISTANCE:
FAA HOURS REMOTE OPERATION:
SATISFACTORY ON: AIC
[VHF [UHF | |HF  |LOCATION: ADJUSTMENT:
, PRIMARY NAVAID:
' MONITOR POINT.
HONTOR s T
OPTN:| CAT 3
ALS
{S) SALS
MALS
5. X  |HIRL 28L, 27R
b
|REIL
LIGHTING —
C/LINE
OTHER (SPECIFY)
6. RUNWAY  |BASIC
INSTRUMENT
7. RUNWAY _ |APPROACH
VISUAL MIDFIELD
RANGE ROLL OUT
8. GLIDE GP ANGLE: ELEV RWY THRESHOLD:
PATH DISTANCE FROM RWY: ELEV GP ANTENNA:
‘ THRESHOLD CROSSING HEIGHT:
9. FINALAPPROACH RUNWAY THRESHOLD FT. FROM THRESHOLD
COURSE AIMING ON CENTERLINE FT. FROM CENTERLINE

10. WAIVERS:

PART D - PREPARED BY:

DATE:

TITLE:

OFFICE:

PART C - REMARKS:




RADIO FIX AND HOLDING DATA RECORD

NAME: EVRSN STATE: IL COUNTRY: US

LATITUDE/LONGITUDE: 415641.18N/0875716.62W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: ESTABLISH

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY ) STATE
AP RNAV (GPS) RWY 22R KORD CHICAGO IL (US)

REQUIRED CHARTING: IAP

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: ORIG DATE OF REVISION: 05/31/2012
DEVELOPED BY: DATE: 12/16/2011 OFFICE: AJV-353 NAME: THOMAS KIRKPATRICK
APPROVED BY: DATE: OFFICE: AJV-353 . NAME: LARRY STROUT
SIGNATURE:
DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZAU
ATC FACILITY: CHICAGO APP CON, ORD ATCT
OTHER:

FAA FORM 8260-2 / AUG 2009 Page 1 of 1



RADIO FIX AND HOLDING DATA RECORD

NAME: FNUCH STATE: il COUNTRY: US
LATITUDE/LONGITUDE: 421647.81N/0873456.27W TYPE: WP, INT, DME
AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA  MAA
BRG  BRG NM  FEET
1 CHICAGO I-RXZ LOG 04250 039.50 23.38 7000 7000
2 NORTHBROOK OBK VORDME  H 079.83 077.83 16.83 7000 17500
3 CHICAGO O'HARE ORD VORDME L 2269 2269 7000 17500
EXPANDED SERVICE VOLUME (ESV):
FAC IDENT FAC TYPE RADIAL/BEARING DISTANCE MIN ALTITUDE MAX ALTITUDE
I-RXZ LOC R043 23 7000 11000
HOLDING: HOLDING TYPE OF ACTION: NO CHANGE
REMARKS:
CHICAGO (FAC 1) AND NORTHBROOK (FAC 2) USED TO ESTABLISH FIX COORDINATES
FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
IAP ILS OR LOC RWY 22R 1,2,3 KORD CHICAGO IL (US)
IAP RNAV (GPS) RWY 22R KORD CHICAGO I (US)
REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 4 DATE OF REVISION: 05/31/2012
REASON FOR REVISION:
UPDATE FIX COORDINATES, FIX MOVED 3.18NM NW. FIX NAME RETAINED AT ATC REQUEST.
CHANGED FAC 1 DIST FROM 20.20 TO 23.38, MRA/MAA FROM 2000/11000 TO 7000/7000.
CHANGED FAC 2 MAG/TRUE BRG FROM 087.68/085.68 TO 079.83/077.83, DIST FROM 14.47 TO 16.63.
CHANGED FAC 3 DME FROM 19.51 TO 22.69, MRA FROM 2000 TO 7000.
ADD FACILITIES FOR FIX MAKE-UP TO REMARKS.
UPDATE ESV INFO.
DEVELOPED BY: DATE: 12/16/2011 OFFICE: AJV-353 NAME: THOMAS KIRKPATRICK
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:
DISTRIBUTION: ~ NFDC
FPO: CEN
ARTCC: ZAU

ATC FACILITY: CHICAGO APP CON, ORD ATCT
OTHER:

FAA FORM 8260-2 / AUG 2009
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RADIO FIX AND HOLDING DATA RECORD

'NAME: NOLEN STATE: IL COUNTRY: US
. LATITUDE/LONGITUDE: 421128.79N/0874052.51W TYPE: WP, INT, DME

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC. NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA
BRG BRG NM -~ FEET «

1 CHICAGO - -RXZ LOC 042.50 039.50 16.48 5000

2 NORTHBROOK OBK VOR/DME H 100.41 098.41 12.19 5000

3 CHICAGO O'HARE ORD VOR/DME L 15.78 15.78 5000

EXPANDED SERVICE VOLUME (ESV):

FAC IDENT FAC TYPE RADIAL/BEARING DISTANCE MIN ALTITUDE MAX ALTITUDE

I-RXZ LOC R-043 17 5000 5200

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

REMARKS: .
NORTHBROOK (FAC 2) AND CHICAGO (FAC 1) USED TO ESTABLISH FIX COORDINATES

FIX USE:

USE TYPE USE TITLE - FAC PAT AIRPORTIDENT CITY STATE
AP ILS OR LOC RWY 22R 1,2,3 KORD CHICAGO IL (US)
IAP RNAV (GPS) RWY 22R KORD CHICAGO IL (US)
REQUIRED CHARTING: IAP

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: 6 DATE OF REVISION: 05/31/2012

REASON FOR REVISION:
UPDATE FIX COORDINATES, MOVED FIX 2,04 NM NW. FIX NAME RETAINED AT ATC REQUEST.
CHANGED FAC 1 MAG/TRUE BRG FROM 042.59/039.59 TO 042.50/039.50, DIST FROM 14.43 TO 16.48, MRA/MAA FROM 2700/5100 TO

5000/5200.

CHANGED FAC 2 MAG/TRUE BRG FROM 109.35/107.35 TO 100.41/098.41, DIST FROM 11.28 TO 12.19, MRA FROM 2700 TO 5000.
CHANGED FAC 3 DME FROM 13.74 TO 15.78, MRA FROM 2700 TO 5000.

- ADD ESV DATA.

MAA

5200
17500
17500

UPDATE FIX USE.
DEVELOPED BY: DATE: 12/16/2011 OFFICE: AJV-353 NAME: THOMAS KIRKPATRICK
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:
DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZAU
ATC FACILITY: CHICAGO APP CON, ORD ATCT
OTHER:
FAA FORM 8260-2 / AUG 2009 Page 1 of 1



RADIO FIX AND HOLDING DATA RECORD

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 3 DATE OF REVISION: 05/31/2012

REASON FOR REVISION:
CHANGED FAC 1 MRA/MAA FROM 1120/5100 TO 1100/5200.
CHANGED FAC 2 MRA FROM 1120 TO 1100.

DEVELOPED BY: DATE: 12/16/2011 OFFICE: AJV-353 NAME: THOMAS KIRKPATRICK
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:

DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZAU
ATC FACILITY: CHICAGO APP CON, ORD ATCT.
OTHER:

NAME: PALIE STATE: IL COUNTRY: US

LATITUDE/LONGITUDE: 420109.86N/0875219.90W TYPE: WP, DME

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES: .

FAC NAME IDENT TYPE CLASS MAG TRUE DME DIST FROM FAC
BRG . BRG NM  FEET

1 CHICAGO I-RXZ LOC 042.50 039.50 3.10

2 CHICAGO O'HARE ORD VOR/DME L 2.40 2.40

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY

AP ILS OR LOC RWY 22R 1,2 KORD CHICAGO

AP RNAV (GPS) RWY 22R KORD CHICAGO

MRA MAA

1100 5200
1100 17500

STATE
IL (US)
IL (US)

FAA FORM 8260-2 / AUG 2009
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RADIO FIX AND HOLDING DATA RECORD

NAME: RIDGE STATE: IL COUNTRY: US

LATITUDE/LONGITUDE: 420329.66N/0874945.14W TYPE: WP, INT, DME

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE UP FACILITIES:

FAC IDENT TYPE CLASS MAG TRUE DME DIST FROM FAC
BRG.BRG FEET

1 CHICAGO -RXZ LOC 042.50 039.50 6 12 37157

2 CHICAGO O'HARE ORD VOR/DME L 542 542

3 NORTHBROOK OBK VOR/DME H 152.78 150.78 11.21

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

REMAR

CHICAGO (FAC 1) AND NORTHBROOK (FAC 3) USED TO ESTABLISH FIX COORDINATES

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY

IAP ILS OR LOC RWY 22R 1,283 KORD ~ CHICAGO

IAP RNAV (GPS) RWY 22R KORD CHICAGO

REQUIRED CHARTING: IAP

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: 7

REASON FOR REVISION:

UPDATE FIX COORDINATES, FIX MOVED 366 FEET NW.
ADD WP TO FIX TYPE.

CHANGED FAC 1 DIST FROM 6.05 TO 6.12, MRA/MAA FROM 2100/5100 TO 2200/5200.

CHANGED FAC 2 DME FROM 5.36 TO 5.42, MRA/MAA FROM 2100/5100 TO 2200/5200.

CHANGED FAC 3 MAG/TRUE BRG FROM 153.04/151/04 TO 152.78/150.78, DIST FROM 11.24 TO 11.21, MRA FROM 2100 TO 2200.
ADD FACILITIES FOR FIX MAKE-UP TO REMARKS.

DATE OF REVISION: 05/31/2012

MRA  MAA
2200 5200
2200 5200
2200 17500
STATE
IL (US)
IL (US)

UPDATE FIX USE.
DEVELOPED BY: DATE: 12/16/2011 - OFFICE: AJV-353 NAME: THOMAS KIRKPATRICK
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:
DISTRIBUTION: NFDC
FPO: CEN
ARTCGC: ZAU
ATC FACILITY: CHICAGO APP CON, ORD ATCT
OTHER:
FAA FORM 8260-2 / AUG 2009 Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD  "INFO ONLY"

NAME: DUPAGE VOR/DME STATE: IL COUNTRY: US

LATITUDE/LONGITUDE: 415325.30N/0882100.62W TYPE:

AIRSPACE DOCKET: ' FIXTYPE OF ACTION: NO CHANGE

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DlST FROM FAC  MRA MAA
BRG BRG NM . FEET

1 DUPAGE DPA VOR/DME L ’ 17500

FIX RESTRICTIONS:

SPECIAL VOR/DME OR GPS-A, KLL22, DOWNERS GROVE IL
SPECIAL VOR OR RNAV (GPS)-A, K82IS, HUNTLEY  IL
SPECIAL VOR-A, K68IS, HAMPSHIRE, IL

HOLDING: HOLDING TYPE OF ACTION: MODIFY

PATTERNS:

PAT DIR IDENT  TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (L ORR) TIME DME MAX MIN  MAX

1 W DPA VORDME  248.00 068.00 2500 10000 4 9

2 W WP 248.00 068.00 R 4 4000 6000 5 6

3 w WP 250.00 070.00 R 4 4000 6000 5 6

4 S DPA VORDME  169.51 349 51 R 1 3000 6000 4 5

CONTROLLING OBSTRUCTIONS: ,

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

UPN 200 TOWER (17-000110) 414610.00N/0881444.00W 1449 5D

1 200 AAO 415508.00N/0882552.00W 1229 2C

1 310 TOWER (17-000110) 414610.00N/0881444.00W 1449 5D

2 200 AAO 415508.00N/0882552.00W 1229 2C

3 200 AAO 415508.00N/0882552.00W 1229 2C

4 200 TOWER (17-000110) 414610.00N/0881444.00W 1449 5D

HOLDING RESTRICTIONS:

UNPLANNED HOLDING AUTHORIZED AT OR ABOVE 2500.

PROCEDURES REQUIRING CLIMB-IN-HOLD:

PAT PROCEDURE TITLE AIRPORT IDENT  CITY STATE

1 ILS OR LOC RWY 2L KDPA CHICAGOMEST CHICAGO IL (US)

1 VOR OR GPS RWY 2L KDPA CHICAGO/WEST CHICAGO IL (US)

REMARKS:

PRECIPITOUS TERRAIN EVALUATION COMPLETED.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE

DP MIDWAY KMDW CHICAGO iL (US)

DP O'HARE KORD CHICAGO iL (US)

EN ROUTE V172 (US)

EN ROUTE V6 (US)

IAP VOR-A K1C5 BOLINGBROOK iL (US)

IAP 11553 VISUAL APPROACH RWY KMDW CHICAGO IL (US)

IAP ILS OR LOC/DME RWY 13C KMDW CHICAGO IL (US)

IAP RNAV (GPS) Z RWY 13C KMDW CHICAGO IL (US)

IAP ILS OR LOC RWY 10 1 KORD CHICAGO

IAP ILS OR LOG RWY 14R KORD CHICAGO

IAP ILS OR LOC RWY 22R 1 KORD CHICAGO

IAP ILS OR LOC RWY 27L KORD CHICAGO

IAP IS OR LOC RWY 27R KORD CHICAGO

IAP ILS OR LOC RWY 28 1 KORD CHICAGO

IAP ILS OR LOC RWY 32L 1 KORD CHICAGO

IAP ILS OR LOC RWY 4R KORD CHICAGO

IAP ILS OR LOC RWY 9R KORD GHICAGO

IAP ILS RWY 10 (CAT IIfII1) 1 KORD CHICAGO

IAP ILS RWY 14R (CAT I1li) KORD CHICAGO

IAP ILS RWY 27L (CAT II/Ill) KORD CHICAGO

IAP ILS RWY 27R (CAT 1l/ilf) KORD CHICAGO

IAP ILS RWY 28 (CAT Il/ill) 1 KORD CHICAGO

|AP LOC RWY 4L KORD CHICAGO

IAP RNAV (GPS) RWY 09R KORD CHICAGO

IAP RNAV (GPS) RWY 10 KORD CHICAGO

IAP RNAV (GPS) RWY 22R 2 KORD CHICAGO

IAP RNAV (GPS) RWY 28 2 KORD CHICAGO

IAP RNAV (GPS) RWY 32L 3 KORD CHICAGO

IAP RNAV (GPS) RWY 4L KORD CHICAGO

IAP RNAV (GPS) RWY 4R KORD CHICAGO

IAP ILS OR LOC RWY 33 KARR CHICAGO/AURORA

IAP ILS OR LOC RWY 9 KARR CHICAGO/AURORA

FAA FORM 8260-2 / AUG 2009 S ' Page 1 of 2




AP ‘RNAV (GPS) RWY 27
5

AP : VOR RWY 1

AP VOR RWY 33

IAP VOR RWY 36

AP VOR RWY 26

IAP VOR-A

|IAP LOC/DME RWY 9

AP RNAV (GPS) RWY 20
IAP RNAV (GPS) RWY 9
AP VOR RWY 9

AP ILS OR LOC RWY 10
IAP ILS OR LOC RWY 2L
IAP RNAV (GPS) RWY 10
IAP RNAV (GPS) RWY 20R
IAP VOR OR GPS RWY 2L
AP VOR RWY 10

IAP ILS OR LOC RWY 2
AP ) NDB RWY 27

AP VOR/DME OR GPS-A
IAP VOR-A

AP VOR OR RNAV (GPS)-A
IAP RNAV (GPS) RWY 13
STAR JANESVILLE

KARR
KARR
KARR
KARR
K3CK
K3CK
KLOT
KLOT
KLOT
KLOT
KDPA
1 KDPA
KDPA
KDPA
1 KDPA
KDPA
KDKB
KDKB
KLL22
Ke8IS
4 K821S
KJOT
KORD

CHICAGO/AURORA
CHICAGO/AURORA
CHICAGO/AURORA
CHICAGO/AURORA
CHICAGO/LAKE IN THE HILLS
CHICAGO/LAKE IN THE HILLS
CHICAGO/ROMEOQVILLE
CHICAGO/ROMEOVILLE
CHICAGO/ROMEOQVILLE
CHICAGO/ROMEOQOVILLE
CHICAGO/WEST CHICAGO
CHICAGO/WEST CHICAGO
CHICAGO/WEST CHICAGO
CHICAGO/MWEST CHICAGO
CHICAGO/WEST CHICAGO
CHICAGO/MEST CHICAGO
DE KALB

DE KALB

DOWNERS GROVE
HAMPSHIRE

HUNTLEY

JOLIET

CHICAGO

IL (US)
IL (US)
IL {US)
IL (US)
IL {US)
IL (US)
iL (US)
IL (US)

iL (US)
1L (US)

REQUIRED CHARTING: SECTIONAL, VFR TERMINAL AREA, HELICOPTER ROUTE, DP, IAP, AREA, CONTROLLER, EN ROUTE LOW

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: 15

REASON FOR REVISION:
ADDED HOLDING PATTERN 4

DATE OF REVISION: 04/05/2012

ADDED CONTROLLING OBSTACLE FOR PATTERN 4,

DEVELOPED BY: DATE: 08/26/2011
APPROVED BY: DATE:
SIGNATURE:
DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZAU

OFFICE: AJV-353

OFFICE: AJV-353

ATC FACILITY: CHICAGO APP CON

OTHER: DPA ATCT

NAME: JOSE ALFONSO (KISSY MAXFIELD)

NAME: LARRY STROUT

FAA FORM 8260-2 / AUG 2009
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