RNAYV - STANDARD Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, except

US DEPARTMENT OF TRANSPORTATION INSTRUMENT APPROACH PROCEDURE HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. Ceflings are in feet
FEDERAL AVIATION ADMINISTRATION TITLE 14 CFR PART 97.33 above airport elevation. Distances are in nautical miles unless otherwise indicated, except visibilities which
are in statute miles or in feet RVR.
TERMINAL ROUTES MISSED APPROACH
FROM , T0 COURSE AND DISTANCE ALTITUDE |LPV: DA R
LNAV/VNAV: D
YRK VORTAC (IAF) MYKEE (FB) 148.27 ] 15.60 2600 LNAV{VRW12
KEE (IF 118.25/ 5.96 2300
MY aF) JAVUP (FB) CLIMB TO 1700 THEN CLIMBING LEFT TURN TO 3000 DIRECT
JAVUP (FAF) KEVGE/2.80 NM TO RW12 (FB) 118.31/1.65 CROUP AND HOLD.
KEVGE/2.80 NM TO RW12 RW12 (MAP) {(FO) 118.34/ 2.80 ;
RW12 (MAP) ' 1700 MSL 118.34 1700
1700 MSL CROUP (FO) 3000 :
i : ADDITIONAL FLIGHT DATA:
HOLD NE, RT, 235.67 INBOUND.
CHART FAS OBST: 944 TREE 382244N/0823450W
CHART 1502 TOWER 382314N/0823945W.
CHART: ASR.
DISTANCE TO THLD FROM 200 HATH: 0.45 NM.
&lmv 3/’?& AT 1.00 MILES TO RW12*
1. PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (IAF) WAAS CHANNEL # 45699
2. PROFILE STARTS AT MYKEE REFERENCE PATH ID: W12A
3. FAC: 11831 FAF: JAVUP DIST FAF TO MAP: 445 THLD: 4.45 |-TPHAE: 219.1M
4. MIN. ALT: MYKEE 2600, JAVUP 2300, KEVGE/2.80 NM TO RW12 1760*
5. DIST TO THL.D FROM OM: MM: IM: 150 HAT: 100 HAT: GS ANT:
6. MIN GS INCPT: 2300 GS ALT AT:JAVUP 2300 OM: MM: IM:
7. GS ANGLE: 3.00 TCH:56.4 34:11S NOT CLEAR ‘ , .
8. MSA FROM: RW12 3300 MAG VAR: 6W EPOCH YEAR: 1995
MINIMUMS
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE: NA | ] STANDARD
CATEGORY =====> A B C D E
DH/MDA VIS | HAT/HAA| DHIMDA VIS | HAT/HAA|DH/IMDA | vIs |HAT/HAA | DH/MDA VIS |HAT/HAA|DHIMDA | VIS |HAT/HAA
LPV DA 1027 4000 200 1027 4000 200 1027 4000 200 1027 4000 200
LNAV/VNAV DA 1125 4000 298 1125 4000 298 1125 4000 298 1125 4000 298
LNAV MDA 1200 4000 373 1200 4000 373 1200 4000 373 1200 4000 373
1420 2 | 592

CIRCLING 1340 1 512 1340 1 512 1340 11/2 512

NOTES:
CHART NOTE: INOPERATIVE TABLE DOES NOT APPLY TO LPV.

CHART NOTE: FOR UNCOMPENSATED BARO-VNAV SYSTEMS, LNAV/VNAV NA BELOW -16C (4F) OR ABOVE 38C (100F). VAL,
CHART NOTE: FOR INOPERATIVE MALSR, INCREASE LNAV/VNAV ALL CATS VISIBILITY TO RVR 4500 AND LNAV ALL CATS VISIBILITY TO RVR 5500. :i
CHART NOTE: DME/DME RNP-0.3 NA. ! e} L 4
(SEE FORM 8260-10) - T o
CITY AND STATE ELEVATION: 828 THRE: 827 FACILITY PROCEDURE NO./JAMDT NO./EFFECTIVE DATE: |SUP: Ry
HUNTINGTON, WV AIRPORT NAME: ’DENIIFI‘IF;-\'\EIR: RNAV (GPS) RWY 12, AMDT 3 AMDT: 2

TRI-STATE/MILTON J. FERGUSON FIELD

DATED  12/16/2010

FAA FORM 8260 - 3 / April 2006 (computer generated)

PAGE 1 OF @ PAGES




ALL AFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE

[x] vES [] no ROUTINE

COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

[ ] [X] [X] ’ [x] [X] [X] D, HTS APP CON, HTS ATCT, AIRPORT MANAGER

FLIGHT CHECKED BY

NAME: FIFO DATE:
MALCUN, JORGE ALBERTO FIOG 07/11/2012
DEVELOPED BY
NAME: . FIFO DATE:
DONALD E. SMITH (SHAWN REDDINGER) AJV-352 02/13/2012
APPROVED BY
NAME: FIFO DATE:
DARRYEL ADAMS MANAGER AJV-352
CHANGES:

1. DISTANCE CHANGED FROM MYKEE TO JAVUP FROM 6.01 TO 5.96.

2. ADDED LNAV FINAL STEP-DOWN (KEVGE) 2.80 NM TO RW12.

3. MISSED APPROACH CHANGED FROM CLIMB TO 3000 DIRECT HIBTI AND LEFT TURN ON TRACK 026.35 TO CROUP AND HOLD TO CLIMB TO 1700 THEN CLIMBING LEFT TURN TO
3000 DIRECT CROUP AND HOLD.

4. FAC CHANGED FROM 118.32 TO 118.31

5. DISTANCE FROM THLD TO HAT CHANGED FROM 328 HAT: 0.86 NM TO 200 HATH: 0.45.

6. ADDED VDP AT 1.00 MILES TO RW12 FOR LNAV.

7. DISTANCE FAF TO MAP/THLD CHANGED FROM 4.40 TO 4.45.

8. TCH CHANGED FROM 5§5.2 TO 56.4.
9. LPV MINIMUMS CHANGED FROM DA 1156/ HAT 328 VIS RVR 5000 ALL CATS TO DA 1027/ HATH 200 VIS RVR 4000 ALL CATS, LNAV/VNAV MINIMUMS CHANGED FROM DA

1338/ HAT 510 VIS RVR 6000 TO 1125/ HATH 298 VIS RVR 4000 ALL CATS, LNAV MINIMUMS CHANGED FROM MDA 1320/ HAT 492 VIS RVR 5000 TO MDA 1200/ HATH 373

VIS RVR 4000 ALL CATS.
10. CHANGED INOPERATIVE TABLE NOTES FROM INOPERATIVE TABLE DOES NOT APPLY TO LPV AND LNAV CATS A AND B. FOR INOPERATIVE MALSR, INCREASE LNAV CAT C

VISIBILITY TO RVR 6000; TO INOPERATIVE TABLE DOES NOT APPLY TO LPV. FOR INOPERATIVE MALSR, INCREASE LNAV/VNAV ALL CATS VISIBILITY TO RVR 4500 AND LNAV ALL CATS
VISIBILITY TO RVR 5500.
SEE 8260-10

REASONS:

1. JAVUP MOVED NW TO PFAF LOCATION.

2. ALLOW FOR A STEP OVER 1502 MSL TOWER ON LNAV FINAL; LOWEST MINS POSSIBLE.

3. ATC/FPT REQUEST; TO MIRROR ILS/LOC RWY 12 MISSED GROUND TRACK.

4. GEODETIC ROUNDING.

5. TREE REMOVAL AND NEW SURVEY NOW ALLOW FOR A 200 HATH FOR LPV AND LNAV/VNAV.
6,9. TREE REMOVAL AND NEW SURVEY.

7. FAF/PFAF MOVED TO RNP PFAF LOCATION.

8. UPDATED ILS TCH DATA USED.

10. VISIBILITIES BELOW 3/4 MILE NOT AUTHORIZED DUE TO 34:1 PENETRATION.

11. 5 YEAR HISTORICAL ACT USED TO COMPUTE

09/25/2012: THIS IS A CORRECTED COPY OF THE FORM DEVELOPED ON 02/13/2012.
R AIRPORT NAME CORRECTED ON ARINC FORMS TO TRI-STATE/MILTON J. FERGUSON FIELD. AL
/,




US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION - Bearings, headings, courses, and radials are magnetic. Elevations and altitudes ars in fest, MSL,
’ - . except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

RNAV - STANDARD Ceilings are in feet above ai elevation. Distances are in nautical miles unless otherwise indicated,
INSTRUMENT APPROACH PROCEDURE - TITLE 14 CFR PART 97.33 e:cep? visibilities which are i;;o;ttatme miles or in feet RVR.

NOTES, (CONT.):
CHART NOTE: VISIBILITY REDUCTION BY HELICOPTERS NA. :
CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVAL ON YRK VORTAC AIRWAY RADIALS 062 CW 112.

CHART PLANVIEW NOTE: CAUTION: FUEL BURNING STACKS 2 MILES WEST RWY 12 MAY BE MISTAKEN FOR MALSR.

QM/}}.

A
fa)
et

CITY AND STATE ELEVATION: 828 THRE: 827 FACILITY PROCEDURE NO./ AMDT NO/EFFECTIVE DATE: _ |sup:
HUNTINGTON, WV AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 12, AMDT 3

RNAV AMDT: 2

TRI-STATE/MILTON J. FERGUSON FIELD DATED:  12/16/2010

FAA FORM 8260-10/ April 2006 (Computer Generated) » PAGE 2 OF 6 PAGES




ALLAFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES

[ ] ves [ ] nNo

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

I A e N I e L]

FLIGHT CHECKED BY

NAME:

FIFO

DATE:

DEVELOPED BY

NAME:

FIFO

DATE:

APPROVED BY

NAME:

FIFO

DATE:

CHANGES:

CHANGES CONT.
11. CHANGED UNCOMPENSATED BARO-VNAV SYSTEMS NOTE FROM ...OR ABOVE 47C (116F) TO ...OR ABOVE 38C (100F).

REASONS:

>
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

RNAV STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICE - FAR PART 97.33

Bearings, headings, courses, and radials are magnstic. Elevations and altitudes are in fee?, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

FAS DATA BLOCK INFORMATION

DATA FIELD DATA
OPERATION TYPE 0
SBAS SERVICE PROVIDER IDENTIFIER 0
AIRPORT IDENTIFIER KHTS
RUNWAY - RW12
APPROACH PERFORMANCE DESIGNATOR 0
ROUTE INDICATOR
REFERENCE PATH DATA SELECTOR _ 0
REFERENCE PATH IDENTIFIER (APPROACH ID) W12A
LTP/FTP LATITUDE 382219.8220N
LTP/FTP LONGITUDE 0823418.0050W
LTP/FTP ELLIPSOIDAL HEIGHT +02191
FPAP LATITUDE 382145.8600N
FPAP LONGITUDE 0823233.2500W
THRESHOLD CROSSING HEIGHT (TCH) - 00056.4
TCH UNITS SELECTOR (METERS OR FEET USED) F
GLIDEPATH ANGLE (GPA) _ . 03.00
COURSE WIDTH AT THRESHOLD 106.75
LENGTH OFFSET 0608
HORIZONTAL ALERT LIMIT (HAL) 40.0
VERTICAL ALERT LIMIT (VAL) 35.0
CRC REMAINDER 80ABF4CS5
ADDITIONAL PATH POINT RECORD INFORMATION
ICAO CODE K6
LTP ORTHOMETRIC HEIGHT +02520
FPAP ORTHOMETRIC HEIGHT +02520
@
4 a
offsc{f"
CITY AND STATE | ELEVATION: 828 THRE: 827 FACILITY PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: SUP:
HUNTINGTON, WV AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 12, AMDT 3 DT 3

TRI-STATE/MILTON J. FERGUSON FIELD

RNAV

DATED: 12/16/2010

FAA FORM 8260-10/ April 2006 (Computer Generated)

PAGE 3 OF 6 PAGES




ALL AFFECTED PROCEDURES REVIEWED?

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

] ves [ ] NO
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)
L] ] [ ] [ ] [ ] ]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:
APPROVED BY

NAME: FIFO DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

— RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise

FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-8 - RNAV (GPS)

1 2 3 2 5 3 7 ) ) o 1 2 3
NAVAID 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAD YRK K5011280VTL N38383888W082584202 N38383888W082584202W0050010401 NARYORK
1 2 3 4 3 6 7 , 8 9 0 1 2 3
Wp 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAEAENRT  CROUP K50 C I, N38301739W082235645 W0070 NAR CROUP
SUSAEAENRT  JAVUP K50 W N38240139W082393200 W0068 NAR JAVUP
SUSAEAENRT KEVGE K50 W N38232378W082373561 I W0068 NAR KEVGE
SUSAEAENRT  MYKEE K50 W N38261705W082463279 W0067 NAR MYKEE
1 2 3 4 5 5 7 8 9 0 1 2 3
ATRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KHTSK6AHTS 0 070YHN38220093W082333115W006000828 1800018000C MNAR TRI-STATE/MILTON J. FERGUSON F
1 2 3 4 5 6 7 8 9 0 1 2 3
SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KHTSK6FR12 AYRK O0LO0YRK K5D 0OV A IF 18000 A JS
SUSAP KHTSK6FR12 AYRK  020MYKEEKSEAOEE B 010TF 14830156 + 02600 A Js
SUSAP KHTSK6FR12 R 010MYKEEKSEAOE I IF + 02600 18000 A JS
SUSAP KHTSK6FR12 R 020JAVUPKSEALE F 051TF 11830060 + 02300 RWi2 X6PGA JS
SUSAP KHTSK6FR12 R 020JAVUPKSEA2WALDV ALNAV/VNAV ALNAV Js
SUSAP KHTSK6FR12 R 021KEVGEKSEAOE S 031TF 11830017 V 0176001775 -300 A JS
SUSAP KHTSK6FR12 R 030RW12 K6PGOGY M 031TF 11830028 00883 -300 A Js
SUSAP KHTSK6FR12 R 040 0 M ca 1183 + 01700 A Js
SUSAP KHTSK6FR12 R 050CROUPKSEAOEY I  DF + 03000 A JS
SUSAP KHTSK6FR12 R 060CROUPKSEAQCEE R HM 23570040 + 03000 A JS
1 2 3 4 5 6 7 8 9 0 1 2 3
RUNWAY 12345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901.2345678901234567890123456789012
SUSAP KHTSKEGRW12 0070161184 N38221982W082341801+0000 +02191008270000561501
1 2 3 4 5 6 7 8 9 0 1 2 3 -
PP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KHTSK6PR12 RW12 001 0000W12A0N3822198220W08234180050+021910300N3821458600W08232332500106750608000564F40035080ABF4CS
SUSAP KHTSK6PR12 RW12 002E +02520+02520LPV 45699
x&?\ifﬁ:‘l
1 2 3 4 5 6 7 8 9 0 1 2 U’3‘
o, L4 )
Arels
CITY AND STATE ELEVATION: 828 THRE: 827 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |syp:
HUNTINGTON, WV AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 12, AMDT 3
TRI-STATE/MILTON J. FERGUSON FIELD AMDT: 2
RNAV
DATED:  12/16/2010

FAA FORM 8260 - 10/ April 2006 (Computer Generated) Page 4 of 6 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

O 0O o O

AOPA

[

NBAA OTHER (specify)

L]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

—B.NAy_(QESLSIANDAB.D INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.
MSA 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KHTSK6SRWL2 K6PG 0 18018003325 M
silg
SN
L9 8 ,Af:%
ot
CITY AND STATE ELEVATION: 828 THRE: 827 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: Sup:
HUNTINGTON, WV AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 12, AMDT 3
AMDT: 2

TRI-STATE/MILTON J. FERGUSON FIELD

RNAV
DATED:  12/16/2010

FAA FORM 8260 - 10 / April 2006 (Computer Generated) ‘Page 5 of 6 Pages



ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] w~o

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

0O O 0O O

AOPA NBAA OTHER (specify)

[ ] []

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY »

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

____RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE

FLIGHT STANDARDS SERVICES - FAR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
indicated, . except visibilities which are in statute miles or in feet RVR.

AﬁINC SUMMARY - 424-8 - RNAV (GPS)

ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
YRK YRK 010 IAF IF FB
YRK MYKEE 020 TF FB 1.0 148.3(142.37) 015.6 AA 02600
MYKEE 010 . FACF IF FB AN 02600
JAVUP 020 FAF TF FB 0.5 118.3(112.3T) 006.0 AA 02300
KEVGE 021 SDF TF FB 0.3 118.3(112.3T) 001.7 AA 01760 GS 01775
RW12 030 MAP TF FO 0.3 118.3(112.3T) 002.8 AT 00883
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
040 CA FB 118.3(112.37) AA 01700
CROUP 050 DF L FO AA 03000
CROUP 060 HM R FO 235.7(229.7T) 004.0 AA 03000
POINT DATA WAYPQOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG .IN MINS
YRK N383838.88 w0825842.02 N3838.648 w08258.700
CROUP - N383017.3% W0822356.45 N3830.290 wW08223.941
JAVUP N382401.39 wW0823932.00 N3824.023 W08239.533
KEVGE N382323.78 wW0823735.61 N3823.396 W08237.594
MYKEE N382617.05 wW0824632.79 N3826.284 W08246.547
RW12 N382219.82 W0823418.01 N3822.330 W08234.300
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RW12 00827 56
CITY AND STATE ELEVATION: 828 THRE: 827 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |gyup:
HUNTINGTON, WV AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 12, AMDT 3 -
TRI-STATE/MILTON J. FERGUSON FIELD AMDT: 2
RNAV
DATED:  12/16/2010

FAA FORM 8260 - 10 / April 2006 (Computer Generated)

Page 6 of 6 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] wo

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT _ALPA APA

4 O O 0O

AOPA NBAA OTHER (specify)

[ 1 []

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




RADIO FIX AND HOLDING DATA RECORD

NAME: JAVUP : STATE: KY COUNTRY: US

LATITUDE/LONGITUDE: 382401.39N/0823932.00W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

FIX USE: i -

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
IAP RNAV (GPS) RWY 12 KHTS HUNTINGTON WV (US)

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 2 DATE OF REVISION: 07/26/2012

REASON FOR REVISION:
UPDATED FIX LAT/LONGS.
RELOCATED FIX TO-RNP PFAF LOCATION, FIX MOVED 325.25 FEET NW.

DEVELOPED BY: DATE: 02/02/2012 OFFICE: AJV-352 NAME: DONALD SMITH (SHAWN REDDINGER)
APPROVED BY: DATE: OFFICE: AJV-352 NAME: DARRYEL ADAMS
SIGNATURE:

DISTRIBUTION: NFDC
FPO: EST
ARTCC: ZID
ATC FACILITY: HTS APP CON
OTHER:

FAA FORM 8260-2 / AUG 2009 . Page 1 of

1




RADIO FIX AND HOLDING DATA RECORD

NAME: KEVGE ) STATE: KY COUNTRY: US

LATITUDE/LONGITUDE: 382323.78N/0823735.61W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

FIX USE: i

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
IAP RNAV (GPS) RWY 12 ’ KHTS HUNTINGTON WV (US)

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1 DATE OF REVISION: 07/26/2012

REASON FOR REVISION:
1. FIX MOVED 775.04 FT SW
2. FIX USE CHANGED FROM IAP RNAV (GPS) RWY 30 KHTS HUNTINGTON WV TO RNAV (GPS) RWY 12 KHTS HUNTINGTON WV

DEVELOPED BY: DATE: 02/02/2012 OFFICE: AJV-352 NAME: DONALD SMITH (SHAWN REDDINGER)
APPROVED BY: DATE: OFFICE: AJV-352 NAME: DARRYEL ADAMS
SIGNATURE:

DISTRIBUTION: NFDC
FPO: EST
ARTCC: ZID
ATC FACILITY: HTS APP CON
OTHER:

Aly
P

¢
Yl

FAA FORM 8260-2 / AUG 2009 Page 1 of 1



NAME: CROUP

RADIO FIX AND HOLDING DATA RECORD

STATE: OH

LATITUDE/LONGITUDE: 383017.39N/0822356.456W

COUNTRY: US l nfo O n Iy

TYPE: WP, INT, DME

AIRSPACE DOCKET:

FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC. NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA MAA
BRG BRG NM  FEET
1 NEWCOMBE ECB VORTAC L 05112 049.12  31.83 31.83 2800 17500
2 CHARLESTON HVQ VORTAC H 290.60 287.60 31.09 3100 17500
3 YORK YRK VORTAC L 111.85 106.85 28.51 3300 17500
4 HENDERSON HNN VORTAC H 232,67 22967 . 23.03 23.03 5500 17500
HOLDING: HOLDING TYPE OF ACTION: NO CHANGE
PATTERNS: :
PAT DIR IDENT TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX  MIN MAX
1 NE WP 055.67 235.67 R 3000 17500 5 17
2 NE  ECB VORTAC 051.12 231.12 R 1-11/2 3100 17500 6 18
CONTROLLING OBSTRUCTIONS:
PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE
1 200 TOWER (39-004392) 383321.01N/0821935.97W 1311 4D
2 200 TOWER (39-004392) 383321.01N/0821935.97W 1311 4D
HOLDING RESTRICTIONS:
HOLDING LIMITED TO ESTABLISHED PATTERNS.
REMARKS: ‘
PRECIPITOUS TERRAIN EVALUATION COMPLETED.
FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
EN ROUTE V119 1,2,3, (Us)
4
EN ROUTE V128 1,2,3, (Us)
4
IAP ILS OR LOC RWY 12 1,2,3 2 KHTS HUNTINGTON WV (US)
IAP ILS OR LOC RWY 30 1,2,3 2 KHTS HUNTINGTON wv (US;
IAP RADAR-1 1,2 KHTS HUNTINGTON WV (US
1AP RNAV (GPS) RWY 12 1 KHTS HUNTINGTON WV (US)
IAP RNAV (GPS) RWY 30 1 KHTS HUNTINGTON WV (US)
REQUIRED CHARTING: MILITARY IAP, IAP, CONTROLLER, EN ROUTE LOW
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 9 DATE OF REVISION: 08/25/2011
REASON FOR REVISION:
ADDED FACILITY 1 NEWCOMBE (ECB) VORTAC.
ADDED HOLDING PATTERN 2 AND CONTROLLING OBSTACLE. ~
UPDATED FIX USE.
INCREASED MRA FOR HNN VORTAC FROM 2800 TO 5500.
DELETED HOLDING PATTERN AT HNN VORTAC DUE TO FACILITY RESTRICTIONS.
UPDATED FIX MAKE-UP FACILITIES ORDER.
DEVELOPED BY: DATE: 05/20/2011 OFFICE: AJV-352 NAME: FRANK JACKSON
APPROVED BY: DATE: 05/26/2011 OFFICE: AJV-352 NAME: GREGORY YAMAMOTO
SIGNATURE:
DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZID
ATC FACILITY: HTS APP CON & TWR
OTHER: EASTERN FPO
i
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NAME: MYKEE _ v STATE: KY COUNTRY: US
LATITUDE/LONGITUDE: 382617.05N/0824632.79W TYPE: WP
AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY , nfo O n'
HOLDING: HOLDING TYPE OF ACTION: NO CHANGE y
REMARKS: B
NAME CHANGED FROM WUSPI TO MYKEE
FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY STATE
IAP RNAV (GPS) RWY 12 KHTS HUNTINGTON WV (US)
REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 2 DATE OF REVISION: 12/16/2010
REASON FOR REVISION: v
FIX NAME CHANGED FROM WUSPI TO MYKEE PER ATC REQUEST.
UPDATED LAT/LONGS, FIX MOVED 491.02 FEET.
DELETED FACILITY 1 EROM FIX MAKE-UP.
UPDATED FIX USE.
DEVELOPED BY: DATE: 11/04/2009 OFFICE: AVN-110  NAME: FRANK JACKSON
APPROVED BY: DATE: 11/03/2010 OFFICE: AVN-110 NAME: GEORGE DAVIS
SIGNATURE:

DISTRIBUTION:  NFDC

FPO: EST

ARTCC: ZID

ATC FACILITY: HTS APP CON & TOWER

OTHER:

WAL,
Q" L
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RADIO FIX AND HOLDING DATA RECORD

NAME: YORK VORTAC STATE: KY COUNTRY: US

LATITUDE/LONGITUDE: 383838.88N/0825842.02W TYPE: - Info On|y

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA  MAA

BRG BRG NM  FEET

1 YORK YRK VORTAC Lo 17500

HOLDING: HOLDING TYPE OF ACTION: ESTABLISH

PATTERNS:

PAT DIR IDENT  TYPE RAD/CRS/BRG CRS TURN  LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX MIN  MAX

1 SW  YRK VORTAC ~ 213.00 033.00 R 1 3300 6000 4 5

2 NW  YRK VORTAC  301.00 121.00 R 1 3300 6000 4 5

3 SE  YRK VORTAC = 150.00 330.00 R 1 4000 6000 4 5

CONTROLLING OBSTRUCTIONS: -

PAT  AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 200 TOWER (21-002199) 384059.94N/0830045.36W © 2280 2C

2 200 TOWER (21-002199) 384059.94N/0830045.36W 2280 2C

3 200 TOWER (21-002199) 384059.94N/0830045.36W 2280 2C

HOLDING RESTRICTIONS:

HOLDING LIMITED TO ESTABLISHED PATTERNS.

REMARKS:
PRECIPITOUS TERRAIN EVALUATION COMPLETED.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY STATE
DP GIPLE (RNAV) KCVG COVINGTON : KY (US)
DP RHOMM KCVG COVINGTON KY (US)
DP LOCKBOURNE KLCK COLUMBUS OH (US)
EN ROUTE V128 (US)

EN ROUTE V174 (US)

EN ROUTE Va4 (US)

EN ROUTE V493 (US)

IAP VOR RWY 10 2 KDWU ASHLAND KY (US)
IAP LOC RWY 25 : KFGX FLEMINGSBURG KY (US)
IAP NDB OR GPS RWY 23 KHOC HILLSBORO OH (US)
IAP VOR/DME-A K43 JACKSON OH (US)
IAP VOR/DME-A : 1 KPMH PORTSMOUTH OH (US)
IAP NDB RWY 25 KEOP WAVERLY OH (US)
IAP RNAV (GPS) RWY 7 KEOP WAVERLY OH (US)
IAP NDB RWY 23 KAMT WEST UNION OH (US)
IAP RNAV (GPS) RWY 23 KAMT WEST UNION OH (US)
IAP ILS OR LOC RWY 12 KHTS HUNTINGTON WV (US)
IAP ILS OR LOC RWY 30 3 KHTS HUNTINGTON _ WV (US)
IAP RNAV (GPS) RWY 12 KHTS HUNTINGTON WV (US)

REQUIRED CHARTING: DP, MILITARY IAP, IAP, CONTROLLER, EN ROUTE LOW

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: 12 DATE OF REVISION: 06/30/2011

REASON FOR REVISION:

ADDED HOLDING PATTERN 3 AND ALL INFORMATION.
UPDATED FIX USE.

ADDED PRECIPITOUS TERRAIN EVALUATION.

DEVELOPED BY: DATE: 03/29/2011 OFFICE: AVN-110 NAME: FRANK JACKSON

APPROVED BY: DATE: OFFICE: AVN-110 NAME: DARRYEL ADAMS
SIGNATURE:

DISTRIBUTION: NFDC
FPO: EST WAL,
ARTCC: ZID @ "
ATC FACILITY: HTS APP CON ¢
OTHER: HTS ATCT _ _ » Q%. 5
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TERMINAL AIRSPACE DATA REQUIREMENTS

CITY: HUNTINGTON STATE: WV
AIRPORT NAME:  TRI-STATE / MILTON J. FERGUSON FIELD ID:  KHTS
PROCEDURE: RNAV (GPS) RWY 12 AMDT: 3

DOCKET#: NOT REQUIRED
(96-AXX-X/Required/Not Required)

ALL DIST TO 1/100 NM; ELEV TO NEAREST FT; COORD TO 1/100 SEC; DEG TO 1/100 DG.

1. Distance from FAF to 1000 point 4.68
(Enter THLD, FAF, ARP, FACILITY, as appropriate)
2. Width of INTERMEDIATE  segment at 1000’ point _ 4.00
(Enter appropriate segment, final, intermediate, etc.)
3. True Course of INTERMEDIATE segment containing 1000’ point 112.31
4. High Terrain in INTERMEDIATE  segment containing 1000’ point : 958
5. Distance from FAF to 1500’ point , 5.68
(If 1500 point in PT maneuvering area or holding pattern note in remarks) .
6. Width of INTERMEDIATE segment at 1500 point 4.00
7. True Course of INTERMEDIATE segment cohtaining 1500’ point 112.31
8. High Terrain in INTERMEDIATE segment containing 1500' point 958
9. Threshold Coordinates (if straight-in) ... 382219.82N/ 0823418.01W
10. ARP Coordinates .........c...ccccevevnnnen. 382200.93N/ 0823331.15W
11. Runway Approach End and distance furthest from ARP ................ RWY 12
Distance 0.69 NM
12. FAF Coordinates ...........cccccoocvvennns 382401.39N/ 0823932.00W

'REMARKS: Approach/Drawing attached.






