RNAYV - STANDARD Bearings, headings, courses, and radials are magnetic. Elevationsand altitudes are in feet, MSL, except
US DEPARTMENT OF TRANSPORTATION INSTRUMENT APPROACH PROCEDURE HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. Cellings are infeet
FEDERAL AVIATION ADMINISTRATION TITLE 14 CFR PART 97.33 above airport elevation. Distances are in nautical miles unless octherwise indicated, except visibilities which
- T ’ ' are in statute miles or in feet RVR.
TERMINAL ROUTES MISSED APPROACH
FROM TO . COURSE AND DISTANCE ALTITUDE |LPV: DA
TACKE (IAF) ONEME (FB) 004.35/ 26.24 3000 LNAV: RW36
BACKS (IAF NEME (F 7 . 3000 -
(1AF) ° E (FB) 339.72128.68 CLIMB TO 3000 DIRECT VELCI AND HOLD.
ONEME (IF) ILEZY (FB) 359.117/6.00 2000 :
ILEZY (FAF) WAXUX/2.50 NM TO RW36 (FB) 359.11/1.77
WAXUX/2.50 NM TO RW36 RW36 (MAP) (FO) 359.11/2.50
RW36 (MAP) 789 MSL ; 359.11
ADDITIONAL FLIGHT DATA:
789 MSL VELCI (FO) 3000 HOLD N, RT, 179.12 INBOUND.
CHART FAS OBST: 689 TREE 330941N/0963504W
CHART: 732 COMMUNICATION TWR 330717N/0963454W
DISTANCE TO THLD FROM 200 HATH: 0.47 NM.
) 'CHART VDP AT 0.95 MILES TO RW36*
» ' ' WAAS CHANNEL # 49202 '
i w
1. PT SIDE OF COURSE CUTBOUND FT WITHIN MILES OF (IAF) REFERENCE PATH ID: W36A
2. PROFILE STARTS AT ONEME ] CHART APT ELEV 589
3.FAC: 35011 FAF:ILEZY DIST FAF TO MAP:  4.27 THLD: 427 |LTPHAE:153.9M
4. MIN. ALT: ONEME 3000, ILEZY 2000, WAXUX/2.50 NM TO RW36 1420* '
5. DIST TO THLD FROM OM: MM: IM: 150 HAT: 100 HAT: GS ANT:
6. MIN GS INCPT: 2000 GS ALT AT:ILEZY 2000 oMm: MM: IM:
7. GS ANGLE: 3.00 TCH:50.0 34:11S CLEAR }
8. MSA FROM: RW36 3800 MAG VAR: 3E ' EPOCH YEAR: 2015
MINIMUMS .
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE: N AJ ] STANDARD @
CATEGORY =====> A B C D E
DHIMDA VIS HAT/HAA| DH/IMDA VIS HAT/HAA |DH/MDA VIS HAT/HAA | DH/MDA VIS HAT/HAA| DH/MDA Vis HAT/HAA
LPV DA 789 3/4 200 789 3/4 200 789 3/4 200 789 3/4 200 | k
LNAV MDA 940 1 351 940 1 351 940 1 351 940 1 351
CIRCLING 1120 1 531 1120 1 531 1120 1172 531 1200 2 611
NOTES:
CHART NOTE: DME/DME RNP-0.3 NA. @ NA WHEN LOCAL WEATHER NOT AVAILABLE. w7z
CHART PLANVIEW NOTE: RADAR REQUIRED. ) 4
CHART NOTE: WHEN LOCAL ALTIMETER SETTING NOT RECEIVED, USE DALLAS LOVE FIELD ALTIMETER SETTING AND G r n
INCREASE ALL DA 70 FEET AND ALL MDA 80 FEET, AND INCREASE LPV ALL CATS, LNAV CATS C AND D, AND
CIRCLING CATS C AND D VISIBILITY 1/4 MILE. _ . ' CreC
CITY AND STATE ELEVATION: 589 THRE: 589 FACILITY PROCEDURE NO./AMDT NO/JEFFECTIVE DATE:  |SUP: RNAY (GESJRWY-
DALLAS, TX AIRPORT NAME: iDENRTH:AsR RNAV (GPS) RWY 36, AMDT 2 AMDT: 1
COLLIN COUNTY RGNL AT MC KINNEY DATED 121712009

FAA FORM 8260 - 3 / April 2006 (computer generated) : ' ‘ PAGE 1 OF 6 PAGES




ALLAFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE

[ ] ves NO : ROUTINE
COORDINATED WITH:
ATA AAT ALPA APA ACPA NBAA OTHER (specify)

] 1] [x] [] (X7 [X] [X] zFw,AMGR, TKIATCT

FLIGHT GHECKED BY

NAME: FIFO DATE.
DEVELOPED BY .

NAME: FIFO DATE.

' CHRIS OBRIEN AJV-353 04/12/2012
APPROVED BY _

NAME: FIFO ' DATE:

LARRY H STROUT MANAGER AJV-353
CHANGES:

. PROCEDURE NAME CHANGED FROM RNAV (GPS) RWY 17 TO RNAV (GPS) RWY 18.

. AIRPORT MAG VAR UPDATED TO 2015 VALUE, FROM 6E TO 3E.

. FAC CHANGED FROM 356.12 TO 359.11.

LPV MINIMUMS CHANGED FROM 867-1 TO 789-3/4 ALL CATS. (FPT APPROVED)

ADDED STEPDOWN FIX (WAXUX).

. LNAV MDA CHANGED FROM 1060 TO 940 ALL CATS. (FPT APPROVED)

. LNAV CAT C VISIBILITY CHANGED FROM 1 1/4 TO 1.

. LNAV CAT D VISIBILITY CHANGED FROM 1 1/2 TO 1.

. TCH CHANGED FROM 45 TO 50.

10. TERMINAL ROUTE TACKE TO ONEME CHANGED FROM 001.13/26.30 TO 004.35/26.24.

11. TERMINAL ROUTE BACKS TO ONEME CHANGED FROM 336.59/28.77 TO 339.72/28.68.

12. CHANGED "WHEN LOCAL ALTIMETER SETTING NOT RECEIVED, USE DALLAS LOVE FIELD ALTIMETER SETTING AND INCREASE ALL DA 69 FEET AND ALL MDA 80 FEET, AND
INCREASE LPV ALL CATS, LNAV CATS C AND D, AND CIRCLING CATS C AND D VISIBILITY 1/4 MILE.” NOTE TO READ "WHEN LOCAL ALTIMETER SETTING NOT RECEIVED,
SUESEESIgé(I}-%S LOVE FIELD ALTIMETER SETTING AND INCREASE ALL DA 70 FEET AND ALL MDA 80 FEET, AND INCREASE LPV ALL CATS, LNAV CATS C AND D, AND CIRCLING

REASONS:

1. NEW RUNWAY.
2. CRITERIA.
3. FAF MOVED 712.12 FT.
4, 6. NEW SURVEY DATA.
15. TO ACHIVE LOWER MINIMUMS.
7, 8. CRITERIA CHANGED.
9. TO MATCH VGSL.
10, 11. INTERMEDIATE FIX (ONEME) MOVED 678.32 FT.
12, 13, 14. PROCEDURE EVALUATION.
15. APT MAG VAR CHANGED FROM 6E TO 3E.
16. FAF (ILEZY) MOVED 71212 FT.

@?P\Li/}*

4
Q‘fg@‘é"




US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
RNAV - STANDARD except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
- Celi in feet above aiport elevation, Dista in nautical miles unless otherwise indicated,

INSTRUMENT APPROACH PROCEDURE - TITLE 14 CER PART 97.33 oxcopt visibities which aro in Sttt Mmiles o I foat RVR. | oo cnenise el
P

3 &
OHEC?

CITY AND STATE ELEVATION: 589 THRE: 589 FACILITY PROCEDURE NO./ AMDT NO./JEFFECTIVE DATE:  [gyp.RNAV (GPS) RWY 35
DALLAS, TX AIRPORT NAME: . IDENTIFIER: RNAV (GPS) RWY 36, AMDT 2
RNAV AMDT: 1
COLLIN COUNTY RGNL AT MG KINNEY DATED: 1211712008

FAA FORM 8260-10 / April 2006 (Computer Generated) PAGE 2 OF 6 PAGES




ALLAFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE

[ ] ves [ ] no

COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

] [ ] ] [ ] ] 1

FLIGHT CHECKED BY

NAME: : FIFO DATE:
DEVELOPED BY .

NAME: » ) FIFO DATE:
APPROVED BY

NAME: FIFO DATE:

CHANGES:

CHANGES CONT.

CATS C AND D VISIBILITY 1/4 MILE." 13. CATS A/B/C CIRCLING HAA CHANGED FROM 535 TO 531. 14.
CAT D CIRCLING HAA CHANGED FROM 615 TO 611. 15. MISSED HOLDING CHANGED FROM "176.12 INBOUND" TO
"179.12 INBOUND". 16. DIST FAF TO MAP/THLD CHANGED FROM 4.25 TO 4.27.

REASCONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
- - except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
RNAV STANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,

FLIGHT STANDARDS SERVICE - FAR PART 97.33 except visibilities which are in statute miles or in feet RVR.

FAS DATA BLOCK INFORMATION

DATA FIELD DATA
OPERATION TYPE i 0

SBAS SERVICE PROVIDER IDENTIFIER : 0

AIRPORT IDENTIFIER KTKI
RUNWAY RwW36
APPROACH PERFORMANCE DESIGNATOR 0

ROUTE INDICATOR

REFERENCE PATH DATA SELECTOR 0
REFERENCE PATH IDENTIFIER (APPROACH ID) ' W36A
LTP/FTP LATITUDE ) 331002.8200N
LTP/FTP LONGITUDE 0963521.0800W
LTP/FTP ELLIPSOIDAL HEIGHT . +01539

FPAP LATITUDE 331132.0300N
FPAP LONGITUDE 0963517.1700W
- THRESHOLD CROSSING HEIGHT (TCH) 00050.0

TCH UNITS SELECTOR (METERS OR FEET USED) F
GLIDEPATH ANGLE (GPA) 03.00
COURSE WIDTH AT THRESHOLD 106.75
LENGTH OFFSET . 0616
HORIZONTAL ALERT LIMIT (HAL) 40.0
VERTICAL ALERT LIMIT (VAL) 35.0

CRC REMAINDER FFC42DBF

ADDITIONAL PATH POINT RECORD INFORMATION

ICAO CODE ‘ K4
LTP ORTHOMETRIC HEIGHT +01795
FPAP ORTHOMETRIC HEIGHT +01795
}ngi.l 7.
A
o
OHE{;@
CITY AND STATE ELEVATION: 589 THRE: 589 FACILITY PROCEDURE NO. AMDT NO.JEFFECTIVE DATE: syp:RNAV (GPS) RWY 35
DALLAS, TX AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 36, AMDT 2
COLLIN COUNTY RGNL AT MC KINNEY DATED: 1211712009

FAA FORM 8260-10/ April 2006 (Computer Generated) , PAGE 3 OF 6 PAGES




ALLAFFECTED PROCEDURES REVIEWED?

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

[ ves [ wo
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

A N A N

] [ ]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:
APPROVED BY

NAME: FIFO DATE:

CHANGES:

REASONS:




U.s. DEPARTMENT OF TRANSPORTATION FEDERAL AVIATION ADMINISTRATION | Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

‘except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
—RNA‘V—‘G-ESLS—ANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
F,L'GHT,,,STANDARD,S SERV|CES ,FAR PA,RT 9733 . . indicated, except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-18 - RNAV (GPS)

1 2 3 4 5 6 7 8 9 ] 1 2 3

Wp 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAEAENRT BACKS K40 C L N32321972W096254016 E0036 NAR BACKS
SUSAEAENRT ILEZY K40 W N33054605W096353232 : E0037 NAR ILEZY
SUSAEAENRT ONEME K40 W N32594585W096354806 , E0037 NAR ONEME
SUSAEAENRT TACKE K40 Cc L N32334114W096394750 E0038 NAR TACKE
SUSAEAENRT VELCI KR40 W N33222847W096344820 EQ037 NAR" VELCT
SUSAEAENRT WAXUX K40 W N33073263W096352766 EQ037 NAR WAXUX
1 2 3 4 5 6 7 8 9 0 1 2 3
AIRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KTKIK4ATKI 0 070YHN33103900W096352270E003000589 1800018000C MNAR COLLIN CQUNTY RGNL AT MC KINNE
1 2 3 4 5 6 7 8 S 0 1 2 3
SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KTKIK4FR36 ABACKS 010BACKSK4EAQE A IF 18000 A JS
SUSAP KTKIK4FR36 ABACKS 0200NEMEK4EAOEE B O0l0TF 33970287 + 03000 A JS
SUSAP KTKIK4FR36 ATACKE 010TACKEK4EAQOE A IF i 18000 A JS
SUSAP KTKIK4FR36 ATACKE 0200NEMEK4EAOEE B 010TF 00440262 + 03000 A JS
SUSAP KTKIK4FR36 R 0100ONEMEK4EAQE I IF + 03000 18000 A JS
SUSAP KTKIK4FR36 R 020ILEZYK4EAlE F O51TF 35910060 + 02000 RW36 K4PGA JS
SUSAP KTKIK4FR36 R 020ILEZYK4EA2WALPV N ALNAV Js
SUSAP KTKIK4FR36 R 021WAXUXK4EAOE S§ O031TF 35910018 V 0142001435 -300 A Js
SUSAP KTKIK4FR36 R 030RW36 K4PGOGY M 031TF ' 35910025 00639 -300 A JS
SUSAP KTKIK4FR36 R 040 0 M CA 3591 + 00789 A JS
SUSAP KTKIK4FR36 R 050VELCIK4EAOEY DF + 03000 A Js
SUSAP KTKIKAFR36 R 06 0VELCIK4EAOEE R HM 17910040 .+ 03000 A JS
1 2 3 4 5 6 7 8 9 0 1 2 3
RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KTKIK4GRW36 0070013591 N33100282W096352108-0200 +0153900589000050100R
1 2 3 4 5 6 -7 8 9 0 1 2 3
PP 1234567890123456789501234567890123456789012345678901234567890123456789012345678501234567890123456789012345678901234567890123456789012
SUSAP KTKIK4PR36 RW36 001 0000W36AON3310028200W09635210800+015390300N33113203OOWO9635171700106750616000500F400350FFC42DBF
SUSAP KTKIK4PR36 RW36 002E +01795+01795LPV 49202
nl/
1 2 3 4 5 6 7 8 3 0 1 2 P17y
MSA - 12345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678@’0125,
S ‘é::(‘%
Crect
CITY AND STATE ELEVATION: 589 THRE: 589 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |gyp. RNAY (GPSJRWY'35
DALLAS, TX- AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 36, AMDT 2
COLLIN COUNTY RGNL AT MC KINNE AMDT: 1
RNAV
DATED:  1217/2009

FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page 4 of 6 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] YES [] wno

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

b O 0O O

AOPA

[ 1

NBAA OTHER (specify)

]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearingé, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
. except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless-otherwise indicated.
NAV P T INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles uniess otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.
SUSAP KTKIK4SRW36 K4PG 0 18018003825 M
Nants2
o8&
HeCs
CITY AND STATE ELEVATION: 589 THRE: 589 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: SUP: RNAV (GPS) RWY 35
DALLAS, TX AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 36, AMDT 2
COLLIN COUNTY RGNL AT MC KINNE AMDT: 1
’ . RNAV DATED:  12/17/2009
FAA FORM 8260 - 10 / April 2006 (Computer Generated) : Page 5 of 6 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] ‘NO

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA (AAT ALPA APA

L1 O O O

AQPA NBAA

[ 1] ]

OTHER (specify)

FLIGHT CHECKED BY

NAME: _FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION .| Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
. except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
TANDAR INSTRUMENT APPROACH PROCEDURE - Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.
ARINC SUMMARY - 424-18 - RNAV (GPS)
ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
BACKS BACKS 010 IAF IF FB
BACKS ONEME 020 TF FB 1.0 339.7(342.7T) 028.7 AA 03000
TACKE TACKE 010 IAF IFr FB .
TACKE ONEME 020 . TF FB 1.0 004.4(007.4T) 026.2 AA 03000
ONEME 010 FACF IF FB . : AA 03000
ILEZY 020 FAF TF FB 0.5 359.1(002.1T) 006.0 AA 02000
WAXUX 021 SDF TF FB 0.3 359.1(002.1T) 001.8 AA 01420 GS 01435
RW36 030 MAP TF FO 0.3 359.1(002.1T) 002.5 AT 00639
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
040 CA FB 359.1(002.1T) : AA 00789
VELCT 050 DF FO AA 03000
VELCI 060 HM R FO 179.1(182.1T) 004.0 AA 03000
POINT DATA " WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
BACKS N323219.72 W0962540.16 N3232.329 W09625.669
ILEZY N330546.05 W0963532.32 N3305.768 W09635.539
ONEME N325945.85 W0963548.06 N3259.764 W09635.801
TACKE N323341.14 W0963947.50 N3233.686 W09639.792
VELCI N332228.47 W0963448.20 N3322.475 W09634.803
WAXUX N330732.63 W0963527.66 ’ N3307.544 W09635.461
RW36 N331002.82 W0963521.08 N3310.047 W09635.351
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RW36 00589 50
L
P
E o
Oyl
CITY AND STATE ELEVATION: 589 THRE: 589 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |gyp: VAV (GPSJRWY 35
DALLAS, TX AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 36, AMDT 2 '
COLLIN COUNTY RGNL AT MC KINNE ' AMDT: 1
RNAV
DATED:  12/17/2009

FAA FORM 8260 - 10 / April 2006 (Computer Generated) : . Page 6 of 6  Pages.




ALL AFFECTED PROCEDURES REVIEWED?

[] ves |:| NO

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

b O 0O O

AOPA NBAA OTHER (specify)

[ ] L]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
- PART - A OBSTRUCTION DATA
1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES ELEV. MSL| ROC ALT. ADJUSTMENTS MIN. ALT.
INITIAL TACKE ONEME 1. TWR (48-008027)  [324545.00N/0963806.00W | 1036 (5D) 1000 |AT964 3000
[2- TERRAIN 325314.00N/0963907.00W |615 (600) AS1500 2100
INITIAL BACKS ONEME 3. TWR (43-000611) _|324216.00N/0962946,00W [944 (50) | 1000 |AT1056 3000
4. TERRAIN 325900.00N/0963624.00W |568 (600) AS1500 2100
INTERMEDIATE ONEME ILEZY 5. TWR (48-009124) ___|330350.43N/0963502.97W | 1049 (5D) 500 |AT451 2000
6. TERRAIN 330454.00N/0963721.00W |643 (600) AS1000 ' 1600
FINAL: LPV ILEZY RW36 | — | ASC ' 7891200
FINAL: LNAV ILEZY WAXUX/2.50 NM TO [7. AAO 330547.90N/0963646.83W |849 (2C) 250 |pG241 RASB0 1420
RW36 ‘ B ' ‘
FINAL: LNAV STEPDOWN WAXUX/250 NM TO |RW36 o [8.TREE ) 330041.02N/0963504.33W |689 (2C) 250 ) 940
RW36 '
2. PROCEDURE TURN NA ] ,
3 MISSED MAP: |DAJRW36 VELCI _ ] ASC . , 3000
: Abpsg =2 — 0. TWR (45-000498) ~_ [332159.50N/0963653 40W | 1132 (2C) | 1000 — 2200
ELEV: |624/840 10. TERRAIN- - [332233.00N/0963418.00W | 768 (800) AS1500 2300
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT. B R L ‘
CATEGORY A 1.3NM a 350 531 11. TANK (48-009672) |331147.00N/0963646.00W (814 (1A) . 300 | 1120
CATEGORY B 15NM_|oif 450 z 531 12. TANK (48-011783) |331048.30N/0963701.04W {815 (1A) .~ | 300 ~ 1120
CATEGORY C 1.7NM |5 450 |2 531 12. TANK (48-011783) |331048.30N/0963701.04W {815 (1A) 300 1120
CATEGORY D 23NM |G 550 |2 611 13. TWR (48-005521) | 331300.00N/0963655.00W [836 (5D) 300 AC50 1200
CATEGORY E 45NM  |¥[ 550 '
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID: RW36 Wi
SECTOR OBSTRUCTION BRG/DIST  |ELEVATION (MSL) MSA SECTOR OBSTRUCTION | BRG/DIST ELEVATION (MSL)] M SA™
360-360 TWR (48-012349) 328/ 25.3 2726 (1A) - 3800 0
“HECS
CITY AND STATE ELEVATION: 589 ~ |FACILITY PROCEDURE AND AMENDMENT NO:  |REGION
DALLAS, TX AIRPORT NAME: RNAV RNAV (GPS) RWY 36, AMDT 2 ASW
COLLIN COUNTY RGNL AT MC KINNEY

FAA Form 8260 - 9 / April 2006 (Computer Generated) v ' PAGE 1 OF 1 PAGES




PART B - SUPPLEMENTAL DATA PART C - REMARKS:

1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIMETER SETTING PRECIPITOUS TERRAIN EVALUATION COMPLETED.
REGIONAL L\PP CON NW§$ |OTHER: SOURGE:KTKI/ KDAL TERPS PARAGRAPH 289 APPLIED TO 732 COMMUNICATION TWR
TKI TOWER ASOS DISTANCE: 0 330717N/0963454W

FAA V HOURS REMOTE OPERATION: VGSI DATA: 3.00/50
24
SATISFACTORY ON: AlC LPV SLOPE: 34:1
X[VHF IxJUHF | [HF |LOCATION: KTKI ADJUSTMENT: 0/ 69.05 TAA, HIL AND LNAV/VNAY MINIMUMS NOT DEVELOPED PER ATC
. PRIMARY NAVAID: REQUEST.
- MONITOR POINT: KTKI AND KDAL ASOS ARE ON SERVICE A.
MONITOR CAT 1
sTATUS | HRS
OPTN:| CAT 3
: ALS RASS PRESSURE PATTERNS SAME
lis) sALs KTKI 588.9 FT MSL, KDAL 486.7 FT MSL
RA = 69.05 FT.
X__|mALSR 18 (PCL) SEE ATTACHED AIRSPACE LETTER.
5. [HIRL ' g
APPROACHI™ %" TmIRL 18 (PCL), 36 (PCL)
& RUNWAY | =
LIGHTING
TDZ
CILINE
X |OTHER (SPECIFY)
PAPI-4L 18 (PCL) VASI-4L 36 (PCL)
6. RUNWAY  |BASIC
INSTRUMENT
7.RUNWAY |APPROACH
VISUAL MIDFIELD
RANGE ROLL OUT
6. GLIDE GP ANGLE: 3.00 “JELEV RWY THRESHOLD:588.9
PATH DISTANCE FROM RWY: ELEV GP ANTENNA:
THRESHOLD CROSSING HEIGHT:50.0
9. FINALAPPROACH X |RUNWAY THRESHOLD FT. FROM THRESHOLD
COURSE AIMING X |ON CENTERLINE v . FT. FROM CENTERLINE
10. WAIVERS: NONE
PART D - PREPARED BY: ' , DATE: %@Ufj,
CHRIS OBRIEN , 04/12/2012 @ & 4
TITLE: OFFICE: , @HEW@
AERONAUTICAL INFORMATION SPECIALIST AJV-353 -




RADIO FIX AND HOLDING DATA RECORD

NAME: BACKS STATE: TX COUNTRY: US
LATITUDE/LONGITUDE: 323219.72N/0962540.16W TYPE: WP, INT, DME
AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY
FIX MAKE-UP FACILITIES:
FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA  MAA
BRG BRG NM  FEET
1 COWBOY CVE VOR/DME H 12500 131.00  32.00 32.00 5000 17500
2 QUITMAN UIM VOR/DME L 241.44 24944 57.48 5000 17500
3 MAVERICK TTT VOR/DME H 116.36 122.36  36.79 36.79 5000 17500
EXPANDED SERVICE VOLUME (ESV): -
FAC IDENT FAC TYPE RADIAL/BEARING DISTANCE MIN ALTITUDE MAX ALTITUDE
UM VOR/DME R-241 58 50 175
HOLDING: HOLDING TYPE OF ACTION: NO CHANGE
PATTERNS:
PAT DIR IDENT TYPE RAD/CRS/BRG CRS TURN LEGLENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX MIN  MAX
1 NW CVE VOR/DME  125.00 125.00 R 1 5000 14000 7 12
2 w WP 291.21 111.21 5 5000 14000 6 1
3 NWTTT VORIDME  116.36 116.36 1 5000 14000 7 12
CONTROLLING OBSTRUCTIONS:
PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE
1 200 TOWER (48-009061) 323823.40N/0964038.34W 808 2C
2 200 TOWER (48-005698) 323053.00N/0963447.00W 725 5D
3 200 TOWER (48-009061) 323823.40N/0964038.34W 808 2C
HOLDING RESTRICTIONS:
HOLDING LIMITED TO ESTABLISHED PATTERNS.
REMARKS:
QUITMAN (FAC 2) AND COWBOY (FAC 1) USED TO ESTABLISH FIX COORDINATES
PRECIPITOUS TERRAIN EVALUATION COMPLETED.
FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY STATE
IAP ILS OR LOC Y RWY 13L 23 3 KDAL DALLAS TX (US)
IAP RNAV (GPS) RWY 36 KTKI DALLAS TX (US)
IAP ILS OR LOC RWY 17L 1.2 1 KDFW DALLAS-FORT WORTH TX (US)
IAP ILS OR LOC RWY 17L (ALT 2.3 3 KDFW DALLAS-FORT WORTH TX (US)
MISSED APCH)
IAP ILS RWY 17L (CAT 1) 1.2 1 KDFW DALLAS-FORT WORTH TX (US)
IAP ILS RWY 17L (CAT Il) (ALT 23 3 KDFW DALLAS-FORT WORTH X (US)
MISSED APCH)
IAP ILS RWY 171 (CAT I 1,2 1 KDFW DALLAS-FORT WORTH TX (US)
IAP ILS RWY 17L (CAT Il (ALT 2.3 3 KDFW DALLAS-FORT WORTH TX (US)
MISSED APCH)
AP RNAV (GPS) RWY 171 KDFW DALLAS-FORT WORTH TX (US)
REQUIRED CHARTING: IAP, CONTROLLER, EN ROUTE LOW
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 7 DATE OF REVISION:
REASON FOR REVISION:
UPDATED FAC 3 FROM HISTORY TO ACTIVE.
ADDED FIX MAKE-UP REMARK.
CORRECTED ESV INFORMATION.
UPDATED FIX USE
DEVELOPED BY: DATE: 01/10/2012 OFFICE: AJV-353 NAME: LONNIE EVERHART
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
iz
SIGNATURE: Naiiie
@ \ o
DISTRIBUTION: NFDC C,(y
FPO: CEN CreC
ARTCC: ZFW
ATC FACILITY: REGIONAL APP CON/DFW ATCT
OTHER:
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RADIO FIX AND HOLDING DATA RECORD

NAME: ILEZY STATE: TX COUNTRY: US

LATITUDE/LONGITUDE: 330546.05N/0963532.32W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY _ STATE
IAP RNAV (GPS) RWY 36 KTKI DAL

LAS - TX(US)
REQUIRED CHARTING: IAP

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: 3 DATE OF REVISION: 07/26/2012
REASON FOR REVISION:
FIXMOVED 712.12 FT. (0.12 NM)
UPDATED FIX USE.
DEVELOPED BY: DATE: 02/22/2012 OFFICE: AJV-353 NAME: CHRIS OBRIEN
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:
DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZFW
ATC FACILITY: REGIONAL APP CON/TKI ATCT
OTHER:

&5?&!};‘
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NAME: ONEME

RADIO FIX AND HOLDING DATA RECORD

STATE: TX COUNTRY: US

LATITUDE/LONGITUDE: 325945.85N/0963548.06W TYPE: WP
AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

HOLDING: HOLDING TYPE OF ACTION: MODIFY

PATTERNS:

PAT DIR IDENT TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES

INBOUND g. ORR) TIME DME

1 S WP 179.11 359.11

CONTROLLING OBSTRUCTIONS:
PAT AIRSPEED  OBSTRUCTION COORDINATES

200 TOWER (48-009124) 330350.43N/0963502.97W

HOLDING RESTRICTIONS:
HOLDING LIMITED TO ESTABLISHED PATTERN.

REMARKS:
PRECIPITOUS TERRAIN EVALUATION COMPLETED.

FIX USE:

USE TYPE USE TITLE ‘ FAC PAT AIRPORT IDENT CITY
IAP RNAV (GPS) RWY 18 KTKI DALLAS
IAP RNAV (GPS) RWY 36 KTKI DALLAS

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 3 DATE OF REVISION: 07/26/2012

REASON FOR REVISION:

FIX MOVED 678.32 FT. (0.11 NM).

PAT 1 RAD/CRS/BRG CHANGED FROM 176.12 TO 179.11.
PAT 1 CRS INBOUND CHANGED FROM 356.12 TO 359.11.
PAT 1 MIN TEMPLATE CHANGED FROM 5 TO 4.
UPDATED FIX USE.

DEVELOPED BY: DATE: 02/15/2012 OFFICE: AJV-353 NAME: CHRIS OBRIEN

APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT

SIGNATURE:

DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZFW
ATC FACILITY: REGIONAL APP CON/TKI ATCT
OTHER: .

MAX MIN MAX

4 6

ACCURACY CODE
5D

STATE
TX (US)
TX (US)
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RADIO FIX AND HOLDING DATA RECORD

NAME: VELCI v STATE: TX COUNTRY: US

LATITUDE/LONGITUDE: 332228.47N/0963448.20W ' TYPE: WP

AIRSPACE DOCKET: ' FIX TYPE OF ACTION: MODIFY

HOLDING: HOLDING TYPE OF ACTION: MODIFY

PATTERNS:

PAT DIR IDENT TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX MIN  MAX

1 N WP 359.12 179.12 R 4 3000 6000 4 6

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

i 200 TOWER (48-007622) 333142.38N/0963557.96W 1335 5D

HOLDING RESTRICTIONS:

HOLDING LIMITED TO ESTABLISHED PATTERN.

REMARKS:

PRECIPITOUS TERRAIN EVALUATION COMPLETED.

FIX USE: _ '

USE TYPE USE TITLE - FAC PAT AIRPORTIDENT CITY STATE

IAP RNAV (GPS) RWY 18 KTKI DALLAS TX (US)

IAP RNAV (GPS) RWY 36 1 KTKI DALLAS TX (US)

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 3 DATE OF REVISION: 07/26/2012

REASON FOR REVISION:

FIXMOVED 564.51 FT. (0.09 NM).

PAT 1 RAD/CRS/BRG CHANGED FROM 356.12 TO 359.12.
PAT 1 CRS INBOUND CHANGED FROM 176.12 TO 179.12.
PAT 1 MIN TEMPLATE CHANGED FROM 5 TO 4.

DATED FIX USE.

DEVELOPED BY: DATE: 02/15/2012 OFFICE: AJV-353 NAME: CHRIS OBRIEN
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:

DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZFW
ATC FACILITY: REGIONAL APP CON/TKI ATCT
OTHER: '
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RADIO FIX AND HOLDING DATA RECORD

NAME: WAXUX

STATE: TX COUNTRY: US

LATITUDE/LONGITUDE: 330732.63N/0963527.66W TYPE: WP

AIRSPACE DOCKET:

FIX USE:
USE TYPE USE TITLE
IAP RNAV (GPS) RWY 36

REQUIRED CHARTING: IAP

' COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: ORIG

DEVELOPED BY: DATE: 04/12/2012

APPROVED BY: DATE:
SIGNATURE:

DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZFW

FIX TYPE OF ACTION: ESTABLISH

FAC PAT AIRPORTIDENT CITY
KTKI DALLAS

DATE OF REVISION: 07/26/2012
OFFICE: NAME: CHRIS OBRIEN

OFFICE: AJV-353 NAME: LARRY STROUT

ATC FACILITY: REGIONAL APP CON/TKI ATCT

OTHER:

STATE
TX (US)
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INFO.ONLY

RADIO FIX AND HOLDING DATA RECORD

NAME: TACKE STATE: TX COUNTRY: US

LATITUDE/LONGITUDE: 323341.14N/0963947.50W TYPE: WP, INT, DME

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES: :

FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA MAA

BRG BRG NM  FEET

1 CEDARCREEK cay VORTAC L 30897 31497 3190  31.90 3000 17500

2 WACO AGT VORTAG H 02067 029.67 62.06 5000 17500

3 MAVERICK TTT VORDME  H 12787 13387 2654 2654 3000 17500

2 COWBOY CVE VORDME  H 14219 14819 2316 2316 3000 17500

EXPANDED SERVICE VOLUME (ESV):

FAC IDENT FAC TYPE RADIAL/BEARING DISTANCE MIN ALTITUDE MAX ALTITUDE

ACT VORTAC R-021 63 5000 15100

HOLDING: HOLDING TYPE OF ACTION: ESTABLISH

PATTERNS:

PAT DR IDENT  TYPE RADI/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES

INBOUND (LORR) TIME DME MIN MAX _ MIN  MAX

1 SE  cay VORTAC  308.97 308.97 R 1 3000 14000 6 12

2 SE  TIT VORDME  127.87 307,87 R 1 3000 14000 6 12

3 SE  CVE VORDME 142119 32219 R 1 3000 14000 6 12

2 SE WP 14219 32219 R 4 3000 14000 5 11

CONTROLLING OBSTRUCTIONS:

PAT  AIRSPEED  OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 200 TOWER (48-005579) 322606.00N/0963556.00W 888 2C

2 200 TOWER (48-005579) 322606.00N/0963556.00W 888 20

3 200 TOWER (48-005579) 322606.00N/0963556.00W 888 20

2 200 TOWER (48-005579) 322606.00N/0963556.00W 888 20

HOLDING RESTRICTIONS:

HOLDING LIMITED TO ESTABLISHED PATTERN.

REMARKS:

CEDAR CREEK (FAC 1) USED TO ESTABLISH FIX COORDINATES

PRECIPITOUS TERRAIN EVALUATION COMPLETED.

USE OF FIX AUTHORIZED AS INTERSECTION AT OR ABOVE 5000. DME ONLY AUTHORIZED AT 3000 USING FAC 4 (CVE VOR/DME).

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY STATE

IAP ILS RWY 13R 4 3 KDAL DALLAS X (US)

IAP RNAV (GP9) 2 WY 13 2 KDAL DALLAS X (US

IAP RNAV (GPS) RWY 36 KTKI DALLAS X (US)

IAP ILS OR LOC RWY 17L 1,2,3 1,2 KDFW DALLAS-FORT WORTH X (US)

IAP ILS RWY 17L (CAT Il) 12312 KDFW DALLAS-FORT WORTH X (US)

IAP ILS RWY 17L (CAT Iil) 123 1.2  KDFW DALLAS-FORT WORTH X (US

IAP ILS RWY 17L (SA CAT I) 1123 12 KDFW DALLAS-FORT WORTH X (US)

STAR CEDAR CREEK 12 KDFW DALLAS-FORT WORTH X (US)

REQUIRED CHARTING: STAR, IAP, CONTROLLER, EN ROUTE LOW

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: 5 DATE OF REVISION: 07/26/2012

REASON FOR REVISION:

CHANGED FAC 1 MRA FROM 5000 TO 3000.

ADDED FAC 3 AND FAC 4 DATA.

ADDED HOLDING PATTERNS 1, 2, 3 AND 4.

UPDATED FIX USE.

DEVELOPED BY: DATE: 01/30/2012 OFFICE: AJV-353 NAME: LONNIE EVERHART

APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT

SIGNATURE:

DISTRIBUTION:  NFDC AL/
FPO: CEN Pttt
ARTCC: ZFW @,
ATC FACILITY: REGIONAL APP CON/TKI ATCT oo
OTHER: e ol
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TERMINAL AIRSPACE DATA REQUIREMENTS

CITY: DALLAS ' STATE: TX
AIRPORT NAME:  COLLIN COUNTY RGNL AT MCKINNEY ID: KTKI
PROCEDURE: RNAV (GPS) RWY 36 AMDT: 2

DOCKET#: NOT REQUIRED
(96-AXX-X/Required/Not Required)

ALL DIST TO 1/100 NM; ELEV TO NEAREST FT; COORD TO 1/100 SEC; DEG TO 1/100 DG.

1. Distance from THLD to 1000' point 3.02
(Enter THLD, FAF, ARP, FACILITY, as appropriate)
2. Width of : FINAL segment at 1000’ point 1.20
(Enter appropriate segment, final, intermediate, etc.)
3. True Course of FINAL segment containing 1000’ point 002.11
4. High Terrain in FINAL segment containing 1000' point 640
5. Distance from FAF to 1500' point 0.92
(i 1500’ point in PT maneuvering area or holding pattern _note in remarks) ,
6. Width of INTERMEDIATE segment at 1500' point 2.97
7. True Course of INTERMEDIATE segment containing 1500' point 002.11
8. High Terrain in INTERMEDIATE segment containing 1500’ point 643
9. Threshold Coordinates (if straight-in) ... 331002.82N / 0963521.08W
10. ARP Coordinates ...............coceennnns ' 331039.00N / 0963522.70W
11. Runway Approach End and distance furthest from ARP ................ RWY 36
Distance | 0.60 NM
12. FAF Coordinates ...........ccccevevenennnn. 330546.05N / 0963532.32W

REMARKS: Approach/Drawing attached.




Memorandum

Date:
To: Dick Powell Manager, National Flight Data Center, AJV-21
From: Larry H Strout, Manager, Terminal Procedures & Charting Services, Central Team,

AJV-353
Subject: ACTION: Magnetic Variation Change

The Magnetic Variation (MV) data for the airport(s) and/or facility(s) listed under the
* Airport/Facility” column will be revised effective concurrent with the publication of the
procedure(s) listed below.

RNAYV (GPS) RWY 18, AMDT 2
RNAYV (GPS) RWY 36, AMDT 2

Estimated Chart Date: 7/26/2012
Runway Numbers are affected with the airport rotation; 17/35 changes to 18/36

Please publish these changes in the National Flight Data Digest.

TEXAS
Airport Assigned Magnetic Epoch
Location Name [Facility Identifier Variation Value Year
DALLAS COLLIN COUNTY Airport KTKI/KTKI Old 6 ° EAST 1995
RGNL AT New 3 °© EAST 2015
MCKINNEY

DALLAS ILS EFE Old 6 ° EAST 1995
New 3 ° EAST 2015

DALLAS NDB/C EFEEF Old 6 ° EAST - 1995

New 3 °© EAST 2015

If you have any questions please notify Larry H. Strout, larry.h.strout@faa.gov (301) 427-4750






