CONTACT: JILL OLSON/STEVE BARNETT -AV]-353 LEADS, 405.954.4014 / 405.954.9307.

Action: ask Type: Date Open: | Task #: Request #:
Flight Procedure Tracking Form FLIGHT CHECK IAP 12/29/2011 | 2011100521103046001 20111005211030
Procedure: RNAV (GPS) RWY 35 AMDT 1 Airport ID: Airport: OTTAWA MUNI Reimbursable #:
KOWI
City: OTTAWA ST: KS GPS #: Estimated Chart Date: FICO #:
- 05/02/2013
Fac ID: Fac. Type: LPV Specialist: NEIL SIMPANEN
Procedure Review
71
Rec'd Rel'd Full Name Comments
Lead: 11/09/2012 01/25/2013 LARRY STROUT
QA: 01/25/2013 01/25/2013 SCOTT BEARD
Liaison: | 01/25/2013 9 pwe Lo~
Procedure Comments: ENROUTE-NON |Remark Type: INFORMATION //,/7 Zc[&
OTTAWA, KS OTTAWA MUNI (KOWTI) RNAV (GPS) RWY 35, AMDT 1 (LPV) ENROUTE-NO FC: 3.19.13 PUB: 5.2.13

ATTACHED FORMS: 8260-3, 8260-10, 8260-9, 8260-2(S): AVIGE, REV 2; EGVOW, REV 2; ETIRY, REV 2; OSCEO, REV 1; (INFO ONLY) ERXOL-INT, REV 1;
UDCOS-INT, REV 1.

VN 8200-6 (05/26/2005)

Data as of:

1/25/2013 11:31:16AM




OTTAWA, KANSAS AL-6588 (FAA)

WORKING FIG
s |ave crs | Rwy ldg - 4500 RNAV (GPS) RWY 35
o]
w3sa | 3%6° | apteler 966 OTTAWA MUNI (OWTI)
v DME/DME RNP-0.3 NA. Use New Century Aircenter altimeter setting, when not received | pMiSSED APPROACH:
ANA U Lawrence altimeter setting and increase all DA 10 feet LNAV and Circling MDA 20 Climb to 4000 direct
feet. Increase LPV all cats and LNAV Cat C visibility 1/8 mile. »
ETIRY and hold.
BARO-VNAV NA
NEW CENTURY AIRCENTER ASOS KANSAS CITY CENTER UNICOM
135.325 127.725 270.25 122.8 (CTAF) @
i MISSED APCH FIX
ANM 23
H ~1 &3
I AI382 s =
13355 = S0
s R &g 3:‘
1442 : 2
A = s YETRY
101 IA /\] 140
RW35
1062+
06 A OSCEQ
AVIGE: N 3820.976/ W 09515.096 2NMto
EGVOW: N 3826.981 / W 09515.121 RW35
ERXOL: N 3816.948 / W 09508.654
ETIRY: N 3843.760/ W 09515.192 4 (FAF)
UDCOS, N 3817 115 W 09525 567 > eGvow PROTOTYPE: NOT
RW35: N 3831.998/ W 09515142 FOR NAVIGATION
=)
58S
%%
(IF/IAF) -
AVIGE ® W35
51°/\\ « N 3 s‘*?‘ 25 ,\,4/
P s 4000 NoPT
R Qs”b\ 5 304° (6.5)
(IAF) y \ Z % (308°T)
UDCOS 4NM (IAF)
ELEV_966 | | THRE 964 ERXOL
REIL Rwy 17-350) A1594
MIRL Rwy 17-35 @
yal 4000 | ETIRY |VGSIand descent angles not coincident 4 NM
V 1 : (VGSI Angle 3.25/TCH 28). AVIGE Holding Pattern
EGVOW ({8702‘1)
*NAV only -
- o 1) /0 = 4000
: )
Ly OSCEO 36 56° —T<356°
2NMto 3 (360° T)
VRwas  RWaS
oy 2600 GS 3.00°
T [#1640 TCH 40
—, 3NM 6 NM
CATEGORY A | B | C D
PV DA 123878 274 (300-%) NA
LNA
INAY/ DA 1288-1% 324 (400-1%) NA
1400-1%
LNAV MDA 1400-1 436 (500-1) 436 (500-1%) NA
356%10 1600-1%
RW35 CIRCLING 1600-1 634(700-1) 634 (700-1%) NA

OTTAWA, KANSAS

OTTAWA MUNI (OWTI)
Amdt | WORKING FIG

38°32N-95°1 5W RNAYV (GPS) RWY 35



RNAV - STANDARD
US DEPARTMENT OF TRANSPORTATION

FEDERAL AVIATION ADMINISTRATION TITLE 14 CFR PART 97.33

INSTRUMENT APPROACH PROCEDURE

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, except
HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. Ceiings are in feet
above airport elevation. Distances are in nautical miles unless otherwise indicated, except visibilities which
are in statute miles or in feet RVR.

TERMINAL ROUTES MISSED APPROACH
FROM TO - - COURSE AND DISTANCE ALTITUDE |LPV: ?VA
ERXOL (IAF) AVIGE (NOPT) (FB) 304.48 1 6.47 4000 tuﬂ: .{‘v{,‘;’g DA
UDCOS (IAF) |AVIGE (NOPT) (FB) 052.68 / 7.03 4000 -
CLIMB TO 4000 DIRECT ETIRY AND HOLD.
AVIGE (IF/lAF) EGVOW (FB) 355.81/6.00 - 2600
EGVOW (FAF) OSCEO0/2.00 NM TO RW35 (FB) 355.81/3.01
OSCEO0/2.00 NM TO RW35 RW35 (MAP) (FO) 355.81/2.00
RW35 (MAP) 1238 MSL 355.81
ADDITIONAL FLIGHT DATA:

1238 MSL ETIRY (FO) 4000 HOLD N, RT, 175.81 INBOUND.

CHART FAS OBST: 1062 SILO 383031N/0951554W

1219 AAOQ 382643N/0951336W

DISTANCE TO THLD FROM 274 HATH: 0.73 NM.

WAAS CHANNEL # 62925

. REFERENCE PATH ID: W35A
1.PT___ SIDE OF COURSE OUTBOUND FTWITHIN__ MILES OF (IAF) E#EIT\QEZV‘\S';ZE#TURY AIRCENTER ASOS.
2. HOLD S AVIGE, RT, 355.81 INBOUND, 4000 FT. IN LIEU OF PT (IAF) . ' )
3. FAC: 35581 FAF: EGVOW DISTFAF TO MAP: 501 THLD: 5.01
4. MIN. ALT: AVIGE 4000, EGVOW 2600, OSCE0Q/2.00 NM TO RW35 1640* '
5. DIST TO THLD FROM OM: MM: IM: 150 HAT: 100 HAT: GS ANT:
6. MIN GS INCPT: 2600 GS ALT AT:EGVOW 2600 OM: MM: IM:
7. GS ANGLE: 3.00 TCH:40.0 34:11S CLEAR -
8. MSAFROM: RW35 3100 MAG VAR: 4E EPOCH YEAR: 2000
MINIMUMS
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE:NA | X |
CATEGORY =====> A B c D E
DH/MDA VIS | HAT/HAA|DH/MDA VIS | HAT/HAA|DH/MDA | vIS |HAT/HAA|DH/MDA VIS |HAT/HAA|DH/MDA | VIS |HAT/HAA
LPV DA 1238 718 274 1238 7/8 274 1238 7/8 274 NA
LNAV/VNAV DA 1288 11/8 324 1288 11/8 324 1288 11/8 324 NA
LNAV MDA 1400 1 436 1400 1 436 1400 11/4 436 NA
CIRCLING 1600 1 634 1600 1 634 1600 13/4 634 NA
NOTES:
CHART NOTE: DME/DME RNP-0.3 NA. :
CHART PROFILE NOTE: VGS! AND DESCENT ANGLES NOT COINCIDENT. WAL,
*LNAV ONLY G
CHART NOTE: USE NEW CENTURY AIRCENTER ALTIMETER SETTING; WHEN NOT RECEIVED, USE LAWRENCE ALTIMETER o 4 o
(SEE FORM 8260-10) e
CITY AND STATE ELEVATION: 966 THRE: 964 FACILITY PROCEDURE NO./AMDT NO.JEFFECTIVE DATE:  |SUP: o
OTTAWA, KS AIRPORT NAME: 'DEN&rﬂsR: RNAV (GPS) RWY 35, AMDT 1 ANDT: ORIG
OTTAWA MUNI DATED  10/20/2011

FAA FORM 8260 - 3 / April 2006 (computer generated)

PAGE 1 OF 6 PAGES




ALL AFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE

[ ] ves [X] no ROUTINE

COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)
O O X O Mm@ E® K acaw
. , ‘ FLIGHT CHECKED BY ,
NAME: FIFO DATE:
DEVELOPED BY
NAME: - FIFO DATE:
NEIL R. SIMPANEN . AJV-353 01/09/2013
APPROVED BY
NAME: ‘ FIFO DATE:
LARRY H STROUT MANAGER AJV-353
CHANGES:

1. ADDED LPV AND LNAV/VNAV MINIMUMS.

2. DELETED LP MINIMUMS.

3. RECALCULATED PFAF POSITION 90.58 FT WEST.

4. RELOCATED IF/IAF.

5. RAISED LNAV MDA FROM 1340 TO 1400.

6. DELETED HELICOPTER NOTE.

7. REVISED ALTERNATE ALTIMETER NOTE FORM ...INCREASE ALL MDA 20 FEET, INCREASE LP AND LNAV CAT C VISIBILITY 1/8 MILE TO ..INCREASE ALL DA 10 FEET,
LNAV AND CIRCLING MDA 20 FEET, INCREASE LPV ALL CATS AND LNAYV VISIBILITY 1/8 MILE.
8. DELETED VGSI INOP NOTE.

9. RAISED INITIAL ALTITUDES FROM 2900 TO 4000.

10. CHANGED UDCOS COURSE AND DIST FROM 046/7.6 TO 053/7.

11. CHANGED ERXOL COURSE AND DIST FROM 311/7.1 TO 304/6.5.

REASONS:

1. NEW VG OBSTACLE SURVEY AVAILABLE.

2. REPLACED BY LPV AND LNAV/VNAV MINS.

3. NEW SURVEY RELOCATED RWY CENTERLINES OUT-OF-TOLERANCE WITH PREVIOUS PROCEDURE.
4. MOVED IN CONCERT WITH PFAF REPOSITIONING.

5. NEW CONTROLLING OBST. :

6. NO LONGER REQUIRED, 20:1 AND 34:1 SURFACES NOT PENETRATED BY OBSTACLES.

7. ADDED DA AND VISIBILITY CHANGES.

8. NO LONGER REQUIRED, 20:1 SURFACE NOT PENETRATED BY OBSTACLES.

9. FOR ATC DUE TO LIMITED COMMUNICATION AND RADAR COVERAGE.

10 - 11. DUE TO CONNECTING FiX AVIGE RELOCATION.




US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
RNAV - STANDARD except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
N Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,

INSTRUMENT APPROACH PROCEDURE - TITLE 14 CFR PART 97.33 excapt visibiities which are in statute miles o . feot RVR.

NOTES, (CONT.): )
SETTING AND INCREASE ALL DA 10 FEET, LNAV AND CIRCLING MDA 20 FEET. INCREASE LPV ALL CATS AND

LNAV CAT C VISIBILITY 1/8 MILE.
CHART NOTE: BARO-VNAV NA.

Ls
%
A ~
Kot

CITY AND STATE ELEVATION: 966 THRE: 964 FAChIII'-I'ITY PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: SUP:
. - |'DENTIFIER: RNAV (GPS) RWY 35, AMDT 1

OTTAWA, KS AIRPORT NAME: RNAY (GPS) AMDT: ORIG

OTTAWA MUNI DATED: 10/20/2011
PAGE 2 OF 6 PAGES

FAA FORM 8260-10 / April 2006 (Computer Generated)



ALL AFFECTED PROCEDURES REVIEWED?

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

[] yes | [ ] no
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)
[ [ ] L] L] [] ]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:
APPROVED BY

NAME: FIFO DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
RNAV STANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
FLIGHT STANDARDS SERVICE - FAR PART 97.33 except visibilities which are in statute miles or in feet RVR.
FAS DATA BLOCK INFORMATION
DATA FIELD DATA
OPERATION TYPE 0
SBAS SERVICE PROVIDER IDENTIFIER 0
AIRPORT IDENTIFIER Kowl
RUNWAY RW35
APPROACH PERFORMANCE DESIGNATOR 0
ROUTE INDICATOR
REFERENCE PATH DATA SELECTOR 0
REFERENCE PATH IDENTIFIER (APPROACH ID) W35A -
LTP/FTP LATITUDE 383159.8550N
LTP/FTP LONGITUDE 0951508.5175W
LTP/FTP ELLIPSOIDAL HEIGHT +02622
FPAP LATITUDE 383329.0500N
FPAP LONGITUDE 0951508.9000W
THRESHOLD CROSSING HEIGHT (TCH) 00040.0
TCH UNITS SELECTOR (METERS OR FEET USED) " F.
GLIDEPATH ANGLE (GPA) 03.00
COURSE WIDTH AT THRESHOLD 106.75
LENGTH OFFSET 1376
HORIZONTAL ALERT LIMIT (HAL) 40.0
VERTICAL ALERT LIMIT (VAL) 50.0
CRC REMAINDER CB7999BA
ADDITIONAL PATH POINT RECORD INFORMATION
ICAO CODE K3
LTP ORTHOMETRIC HEIGHT +02939
FPAP ORTHOMETRIC HEIGHT +02939
AL s
AR
C M
Q. £
CITY AND STATE ELEVATION: 966 THRE: 964 FACILITY PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: SUP: o
' . IDENTIFIER: RNAV (GPS) RWY 35, AMDT 1
OTTAWA, KS AIRPORT NAME: RNAY (GPS) g AMDT: ORIG
OTTAWA MUNI DATED: 10/20/2011

FAA FORM 8260-10 / April 2006 (Computer Generated)

PAGE 3 OF 6 PAGES




ALL AFFECTED PROCEDURES REVIEWED?

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

[ ] ves [ ] ~no .
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)
[] ] L] L] [ [

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:
APPROVED BY

NAME: FIFO DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
—BMBSLSIANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-18 - RNAV (GPS)

1 2 3 4 5 6 7 8 9 0 1 2 3
WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAEAENRT AVIGE K30 W N38205858W055150574 . EQ026 NAR AVIGE
SUSAEAENRT EGVOW K30 W N38265888W035150725 E0026 NAR EGVOoW
SUSAEAENRT ERXOL K30 C L N38165686W095083924 B E0025 NAR - ERXOL
SUSAEAENRT ETIRY K30 W N38434560W095151151 E0026 NAR ETIRY
SUSAEAENRT OSCEO K30 W N38295974W095150801 E0026 NAR 0OSCEOC
SUSAEAENRT UDCOS K30 C L N38170687W095223374 E0027 NAR ) UDCos
1 2 3 4 5 6 7 ’ 8 9 0 1 -2 3

AIRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KOWIK3AOWI 0 O45YHN38322059W095151070E004000966 1800018000C MNAR OTTAWA MUNI

1 2 3 4 5 6 7 8 9 [¢] 1 2 3
SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KOWIK3FR35 AAVIGE O0l10AVIGEK3EAOQOEE AR HF 35580040 + 04000 18000 A J8
SUSAP KOWIK3FR35 AERXOL 0l10ERXOLK3EACE A IF 18000 A JS
SUSAP KOWIK3FR35 AERXOL 020AVIGEK3EAOEE B 010TF 30450065 + 04000 A JS
SUSAP KOWIK3FR35 AUDCOS 010UDCOSK3EAQE A IF 18000 A JS
SUSAP KOWIK3FR35 AUDCOS 020AVIGEK3EAOEE B 010TF 05270070 + 04000 A JS
SUSAP KOWIK3FR35 R Ol0AVIGEK3EAQOE I IF + 04000 18000 A JS
SUSAP KOWIK3FR35 R 020EGVOWK3EALE F O051TF 35580060 + 02600 RW35 K3PGA JS
SUSAP KOWIK3FR35 R 02 0EGVOWK3EAZWALPV ALNAV/VNAV ALNAV Js
SUSAP KOWIK3FR35 R 0210SCEOK3EAQOE S 031TPF 35580030 V 0164001641 -300 A JS
SUSAP KOWIK3FR35 'R 030RW35 K3PGOGY M 031TF 35580020 01004 -300 A JS
SUSAP KOWIK3FR35 R 040 0 M CA 3558 + 01238 A JS
SUSAP KOWIK3FR35 R 050ETIRYK3EAOEY DF + 04000 A Js
SUSAP KOWIK3FR35 R 060ETIRYK3EAOEE R HM 17580040 + 04000 A JS
1 2 3 4 5 ? 6 7 8 9 0 ) 1 2 3

RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KOWIK3GRW35 0045003558 N38315986W095150852+40000 +0262200964000040075R
1 2 3 4 5 [ 7 8 9 0 1 2 3
PP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KOWIK3PR35 RW35 001 00O00W35A0N3831598550W09515085175+026220300N3833290500W09515089000106751376000400F400500CB7999BA

SUSAP KOWIK3PR35 RW35 002E +02939+02939LPV 62925
\\P\é lif
1 2 3 4 5 6 7 8 ' 9 0 1 2 A
A
<
Kol
CITY AND STATE ELEVATION: 966 THRE: 964 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE:; SUP:
OTTAWA, KS AIRPORT NAME: : IDENTIFIER: RNAV (GPS) RWY 35, AMDT 1
OTTAWA MUNI AMDT: ORIG
RNAV DATED: 1012012011

FAA FORM 8260 - 10 / April 2006 (Computer Generated) ' Page 4 of 6 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] ~o

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH: ‘
ATA AAT ALPA APA

[ ] I I

AOPA

|

NBAA OTHER (specify)

]

FLIGHT CHECKED BY

NAME: FiIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

— RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE

FLIGHT STANDARDS SERVICES - FAR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise

indicated, except visibilities which are in statute miles or in feet RVR.

MSA 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

. SUSAP KOWIK3SRW35 K3PG 0 18018003125

CITY AND STATE ELEVATION: 966 . FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |gyup:
THRE: 964 :
OTTAWA, KS - | AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 35, AMDT 1
OTTAWA MUNI AMDT: ORIG
RNAV DATED:  10/20/2011
FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page 5 of 6 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] ~o

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA - APA

D O O O

AOPA NBAA OTHER (specify)

[ L]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
—EMAMES)—SIA-N-DARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.
ARINC SUMMARY -~ 424-18 - RNAV (GPS)
ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
AVIGE AVIGE 010 IAF HF R FO 355.8(359.8T) 004.0 AA 04000
ERXOL ERXOL 010 IAF IF FB
ERXOL AVIGE 020 TF FB 1.0 304.5(308.5T) 006.5 AA 04000
UDCOS UDCOoSs 010 IAF IF FB
UDCOS AVIGE 020 TF FB 1.0 052.7(056.7T) 007.0 . AR 04000
AVIGE 010 FACF IF FB AA 04000
EGVOW 020 FAF TF FB 0.5 355.8(359.8T) 006.0 AA 02600
OSCEQ 021 SDF TF FB 0.3 355.8(359.8T) 003.0 AA 01640 GS 01641
RW35 030 MAP TF FO 0.3 355.8(359.8T) 002.0 AT 01004
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
040 CA FB 355.8(359.8T) AA 01238
ETIRY 050 DF FO AA 04000
ETIRY 060 HM R FON 175.8(179.8T) 004.0 AA 04000
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
AVIGE N382058.58 W0951505.74 N3820.976 W09515.096
EGVOW X N382658.88 W0951507.25 N3826.981 W09515.121
ERXOL N381656.86 W0950839.24 N3816.948 W09508.654
ETIRY N384345.60 W0S851511.51 N3843.760 W09515.192
OSCEO N382959.74 W0551508.01 N3829.996 W09515.134
uDcoes N381706.87 W0952233.74 N3817.115 W09522.562
RW35 N383155.86 W0951508.52 N3831.998 W09515.142
RUNWAY DATA THREéHOLD
RWY ELEVATION TCH
RW35 00964 40
CITY AND STATE ELEVATION: 966 THRE: 964 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: SUP:
OTTAWA, KS AIRPORT NAME: ) IDENTIFIER: RNAV (GPS) RWY 35, AMDT 1
OTTAWA MUNI AMDT: ORIG
’ RNAV
DATED:  10/20/2011

FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page 6 of 6 . Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

o O 0O O

AOPA NBAA OTHER (specify)

L1 ]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




STANDARD INSTRUMENT APPROACH P_ROCE‘DURE DATA RECORD
PART - A OBSTRUCTION DATA
1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES ELEV. MSL] ROC ALT. ADJUSTMENTS MIN. ALT.
INITIAL ERXOL AVIGE 1. AAO 381509.00N/0950951.00W | 1395 (4E) 1000 |AT1605 4000
' 2. TERRAIN 381739.00N/0950751.00W {1159 (1200) AS1500 2700
INITIAL UDCOs AVIGE 3. TOWER (20-001901) |382202.00N/0951607.00W | 1345 (2C) 1000 |AT1655 4000
4. TERRAIN ’ 381806.00N/0951824.00W | 1050 (1100} AS1500 2600
INTERMEDIATE AVIGE (IF/IAF) EGVOW 3. TOWER (20-001901) [382202.00N/0951607.00W |1345 {(2C) 500 1900
5. TERRAIN 382427.00N/0951606.00W [1070 (1100) AS1500 2600
FINAL: LPV EGVOW RW35 ASC |RA74 1238/274
FINAL: LNAVIVNAV EGVOW RW35 l6. THLD 383159.86N/0951508.52W [964 (1A) PDA |RA74 1288/324
FINAL: LNAV EGVOW OSCEQ/2.00 NM TO |7. AAO 382805.00N/0951435.00W [1199 {2C) 250 |RA84 DG100 1640
' RW35 '
FINAL: LNAV STEPDOWN OSCEO/2.00 NM TO RW35 {8. SILO (KOWIT0093) |383030.87N/0951553.50W 1652 (1A) 250 |rRA74 1400
RW35
2. HOLD-IN-LIEU-OF-PT AVIGE 9. TOWER (20-000253) |381409.00N/0951430.00W |1594 (4D) 1000 |AT1406 4000
10. TERRAIN 381500.00N/0950948.00W | 1208 (1200) AS1500 2700
MAP: |DA/DA/RW35 ETIRY o I , ASC 4000
S SED 77, TOWER (20-000518) [333741.00N/0851630.00W | 1350 (5D) | 1000 2400
ELEV: [1041/1138/11226 12. TERRAIN 384200.00N/0951742.00W | 1069 (1100) AS1500 2600
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT.
CATEGORY A 13NM [ | 350 634 13. TANK (20-000769) | 383254.00N/0951349.00W |1140 (1D) 300 XP36 AC50 RA74 1600
CATEGORY B 1.5 NM g 450 |2 634 13. TANK (20-000769) | 383254.00N/0951349.00W |1140 (1D) 300 . -XP36 AC50 RA74 1600
CATEGORY C 17NM |5 450 |2 634 13. TANK (20-000769) | 383254.00N/0951349.00W [1140 (1D) 300 XP36 AC50 RA74 1600
CATEGORY D 23NM | 550 |2 '
CATEGORY E 45NM || 550
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID: RW35 sBL/s
SECTOR OBSTRUCTION BRG/DIST  |ELEVATION (MSL) MSA SECTOR OBSTRUCTION |} BRG/DIST ELEVATION (MSLD)] & MSA™
360-360 TWR {20-001146) 005/ 22.1 2048 (5D) 3100 ~ O
AR
CITY AND STATE ELEVATION: 966 FACILITY PROCEDURE AND AMENDMENT NO: |REGION
OTTAWA, KS AIRPORT NAME: RNAV RNAV (GPS) RWY 35, AMDT 1 ACE
OTTAWA MUNI
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PART B - SUPPLEMENTAL DATA

1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIMETER SETTING
ZKC ARTCC Nws |OoTHER: SOURCE: KIXD / KLWC
ASOS DISTANCE: 24.42/ 28.35
FAA HOURS REMOTE OPERATION:
SATISFACTORY ON: AlC 241BACKUP
X|VHF | x|JUHF | [HF [LOCATION: KiXxp |ADJUSTMENT: 74/ 84
. - PRIMARY NAVAID:
- MONITOR POINT:
HOMTOR s TORT)
OPTN:| CAT 3
ALS
(S) SALS
[maLs
5. [HiRL
APPROACHI™ x ™ |MIRL 17 (PCL), 35 (PCL)
tgm_mg X  |REIL 17 (PCL), 35 (PCL)
TDZ
C/LINE
X  |OTHER (SPECIFY)
PAPI-2L 17 (PCL), 35 (PCL)
6.RUNWAY  |DASIC
MARKINGS |ALL WEATHER
INSTRUMENT  NPLF 17, 35
7.RUNWAY | APPROACH
VISUAL MIDFIELD
RANGE ROLL OUT ,
8. GLIDE GP ANGLE: 3.00 ELEV RWY THRESHOLD:964.1
PATH DISTANCE FROM RWY: ELEV GP ANTENNA:
THRESHOLD CROSSING HEIGHT:40.0
9. FINALAPPROACH X |RUNWAY THRESHOLD FT. FROM THRESHOLD
COURSE AIMING X |ON CENTERLINE FT. FROM CENTERLINE

10. WAIVERS: NONE

PART D - PREPARED BY:
» - NEIL R. SIMPANEN

DATE:
01/09/2013

TITLE:

AERONAUTICAL INFORMATION SPECIALIST

OFFICE:
AJV-353

PART C - REMARKS:

VDP NOT ESTABLISHED - ALTIMETER ADJUSTMENTS IN USE.

PRECIPITOUS TERRAIN EVALUATION COMPLETED.

TERPS PARAGRAPH 289 APPLIED TO 1219 AAO
382643N/0951336W

2. KIXD ASOS ON SERVICE A; HRS OPTN: 24.

VGSI DATA: 3.25/27.7.

SEE ATTACHED AIRSPACE LETTER.

RASS PRESSURE PATTERNS SAME

KOWI 866, KIXD 1087

RA=73.13

RASS PRESSURE PATTERNS SAME

KOWI 966, KLWC 833

RA = 83.80

15' MAXIMUM VEGETATION USED PER FPO CHECKLIST.
4000 FT USED AT IAF, H-I-L, AND MA HOLDING FOR ATC
COMMUNICATION AND RADAR COVERAGE.

XP-MAINTAIN EXISTING MINIMUMS

K-
iﬁ)?\ .i')\/._
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RADIO FIX AND HOLDING DATA RECORD

NAME: AVIGE v STATE: KS COUNTRY: US

LATITUDE/LONGITUDE: 382058.58N/0951505.74W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

HOLDING: HOLDING TYPE OF ACTION: MODIFY

PATTERNS:

PAT DIR  IDENT TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX MIN MAX

1 S WP 175.81 355.81 R 4 4000 6000 5 6

CONTROLLING OBSTRUCTIONS:

!;-’AT AIRSPEED OBSTRUCTION COORDINATES ELEVATION QSCURA_CY CODE

200 TOWER (20-000253) - 381409.00N/0951430.00W 1594

HOLDING RESTRICTIONS:
HOLDING LIMITED TO ESTABLISHED PATTERN.

REMARKS:
PRECIPITOUS TERRAIN EVALUATION COMPLETED.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
IAP RNAV (GPS) RWY 17 1 KOWI OTTAWA KS (US)
IAP RNAV (GPS) RWY 35 1 Kowl OTTAWA KS (US)

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 2 DATE OF REVISION: 05/02/2013

REASON FOR REVISION:

1. MOVED FIX SW TO NEW SURVEYED CENTERLINE.
2. REVISED RADIAL/CRS/BRG FROM 175.80 TO 175.81.
3. REVISED CRS INBOUND FROM 3565.80 TO 355.81.

4. RAISED MINIMUM HOLDING FROM 2900 TO 4000.

DEVELOPED BY: DATE: 01/04/2013 OFFICE: AJV-353 NAME: NEIL SIMPANEN
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:

DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZKC
ATC FACILITY:
OTHER:

FAA FORM 8260-2 / AUG 2009 _ : Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: EGVOW STATE: KS COUNTRY: US

LATITUDE/LONGITUDE: 382658.88N/0951507.25W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

FIXUSE: )
USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
AP RNAV (GPS) RWY 35 KOWI OTTAWA KS (US)

REQUIRED CHARTING: |1AP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 2 DATE OF REVISION: 05/02/2013

REASON FOR REVISION:
NEW COORDINATES; MOVED FIX W 90.58 FT, NEW SURVEY.

DPEVELOPED BY: DATE: 01/04/2013 OFFICE: AJV-353 . NAME: NEIL SIMPANEN
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:

DISTRIBUTION: . NFDC
FPO: CEN
ARTCC: ZKC
ATC FACILITY:
OTHER:

@,‘&3#‘1( 0
n & =<
PO
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RADIO FIX AND HOLDING DATA RECORD

NAME: ETIRY STATE: KS COUNTRY: US

LATITUDE/LONGITUDE: 384345 60N/0951511.51W TYPE: WP

AIRSPACE DOCKET: FiX TYPE OF ACTION: MODIFY

HOLDING: HOLDING TYPE OF ACTION: MODIFY

PATTERNS:

PAT DIR IDENT TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX MIN MAX

1 N WP 355.81 175.81 R 4 4000 6000 5 6

CONTROLLING OBSTRUCTIONS:

fI’AT AIRSPEED OBSTRUCTION : COORDINATES ELEVATION ?gCURACY CODE

1583

200 TOWER (20-000832) 385323.00N/0951718.00W

HOLDING RESTRICTIONS:
HOLDING LIMITED TO ESTABLISHED PATTERN.

REMARKS:
PRECIPITOUS TERRAIN EVALUATION COMPLETED.
" FIX MOVED 0.01 NM (66.52 FT)MORE THAN 1 NM HOWEVER ATC REQUEST FIX NAME REMAIN SAME.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
1AP RNAV (GPS) RWY 17 1 KOWI OTTAWA KS (US)
AP RNAV (GPS) RWY 35 1 KOW| OTTAWA KS (US)

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 2 DATE OF REVISION: 05/02/2013

REASON FOR REVISION:
1.NEW COORDINATES MOVED FIX N 6142.64 FT.
2.RAISED MINIMUM ALTITUDE FROM 2900 TO 4000.

DEVELOPED BY: DATE: 12/10/2012 OFFICE: AJV-353 o NAME: NEIL SIMPANEN
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:

DISTRIBUTION: NFDC
FPQ: CEN
ARTCC: ZKC
ATC FACILITY:
OTHER:

FAA FORM 8260-2 / AUG 2009 ’ Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: OSCEO

STATE: KS COUNTRY: US

‘ LATITUDE/LONGITUDE: 382959.74N/0951508.01W TYPE: WP

AIRSPACE DOCKET:

HOLDING:

FIX USE:

USE TYPE USE TITLE

IAP RNAV (GPS) RWY 35

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1

REASON FOR REVISION:
MOVED FIX 1819.67 FT SOUTH FOR DG. -

DEVELOPED BY: DATE: 01/04/2013
APPROVED BY: DATE:
SIGNATURE:

DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZKC
ATC FACILITY:
OTHER:

FIX TYPE OF ACTION: MODIFY

HOLDING TYPE OF ACTION: NO CHANGE

FAC PAT AIRPORTIDENT CITY
KOWI OTTAWA

DATE OF REVISION: 05/02/2013

OFFICE: AJV-353 NAME: NEIL SIMPANEN

OFFICE: AJV-353 NAME: LARRY STROUT

STATE
KS (US)

FAA FORM 8260-2 / AUG 2009

Page 1 of 1
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RADIO FIX AND HOLDING DATA RECORD

NAME: ERXOL STATE: KS COUNTRY: US

LATITUDE/LONGITUDE: 381656.86N/0950839.24W TYPE: WP, DME

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC  MRA MAA
BRG BRG NM  FEET

1 BUTLER BUM VORTAC H 26435 27135  31.00 31.00 3000 17500

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE

EN ROUTE V234 1 (US)

IAP - RNAV (GPS) RWY 35 KOW| OTTAWA KS (US)

REQUIRED CHARTING: IAP, CONTROLLER, EN ROUTE LOW
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1 DATE OF REVISION: 10/20/2011

REASON FOR REVISION:
ADDED FAC 1 DIST FROM FAC (NM).
DELETED FAC 2.

DELETED REMARK.
UPDATED FiIX USE.
DEVELOPED BY: DATE: 05/10/2011 OFFICE: AVN-120 NAME: SCOTT CORY
APPROVED BY: ] DATE: 08/16/2011 OFFICE: AVN-120 NAME: GREGORY YAMAMOTO
SIGNATURE:
DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZKC
ATC FACILITY:
OTHER:

c}\} JV/’)

3
~ &
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RADIO FIX AND HOLDING DATA RECORD

COUNTRY: US

NAME: UDCOS

LATITUDE/LONGITUDE: 381706.87N/0952233.74W

AIRSPACE DOCKET:

FIX MAKE-UP FACILITIES:

FAC NAME IDENT
1 EMPORIA EMP

HOLDING:

FIX USE:

USE TYPE USE TITLE

EN ROUTE V234

IAP RNAV (GPS) RWY 35

REQUIRED CHARTING: IAP, CONTROLLER, EN ROUTE LOW

COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1

REASON FOR REVISION:

ADDED FAC 1 DIST FROM FAC (NM).
DELETED FAC 2.

DELETED REMARK.

UPDATED FIX USE.

DEVELOPED BY: DATE: 05/10/2011
APPROVED BY: DATE: 08/16/2011
SIGNATURE:

DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZKC
ATC FACILITY:
OTHER:

TYPE: WP, DME
FIX TYPE OF ACTION: MODIFY
CLASS MAG- TRUE
BRG BRG
082.33 090.33

‘DME  DIST I'-;ROM FAC

HOLDING TYPE OF ACTION: NO CHANGE

FAC PAT AIRPORTIDENT CITY
1

DATE OF REVISION: 10/20/2011

OFFICE: AVN-120 NAME: SCOTT CORY

OFFICE: AVN-120 NAME: GREGORY YAMAMOTO

MRA  MAA
3000 17500

STATE
(US)
KS (US)

L;w’
Al i,
) & st
3 ~
“:{\"\
e
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TERMINAL AIRSPACE DATA REQUIREMENTS

CITY: OTTAWA STATE: KS

AIRPORT NAME: - OTTAWA MUNI ) ID:- KOWI
PROCEDURE: RNAV (GPS) RWY 35 AMDT: 1

DOCKET#: NOT REQUIRED
(96-AXX-X/Required/Not Required)

ALL DIST TO 1/100 NM; ELEV TO NEAREST FT; COORD TO 1/100 SEC; DEG TO 1/100 DG.

1. Distance from - THLD to 1000' point 3.13
(Enter THLD, FAF, ARP, FACILITY, as yappropriate) '
2. Width of FINAL segment at 1000' point - 1,20
(Enter appropriate segment, final, intermediate, etc.) )
3. True Course of FINAL segment containing 1000" point 359.81
4. High Terrain in FINAL segment containing 1000’ point ’ - 1014
5. Distance from THLD to 1500' point 4.81
(If 1500' point in PT maneuvering area or holding pattern note in remarks)
6. Width of FINAL segment at 1500’ point 1.95
7. True Course of FINAL segment containing 1500 point 359.81
8. High Terrain in FINAL segment containing 1500' point 1014
9. Threshold Coordinates (if straight-in) ... 3831 59.86N /  0951508.52W
10. ARP Coordinates ..............c............ ' 383220.59N / 0951510.70W
11. Runway Approach End and distance furthest from ARP ................ RWY 17
Distance 0.39 NM
12. FAF Coordinates ............c.c.eveuneene. 382658.88N / 0951507.25W

REMARKS: Approach/Drawing attached.






