U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

NDB STANDARD INSTRUMENT APPROACH PROCEDURE except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
. o Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise indicated,
FLIGHT STANDARDS SERVICE - TITLE14 CFR —PA,RT',97'27 ’ except visibilities which are in statute miles or in feet RVR.
B " “TERMINAL ROUTES .= ...~ S L : MISSED APPROACH
FROM TO 'COURSE AND DISTANCE ALTITUDE | MAP: MRJ NDB
. |DALEY INT MRJ NDB 265.83/19.35 3000

CLIMB TO 2300 THEN CLIMBING RIGHT TURN TO 3000 DIRECT
MRJ NDB AND HOLD.

ADDITIONAL FLIGHT DATA:

HOLD NE, RT, 210.43 INBOUND.
FAS OBST: 1559 AAO 425856N/0901040W
FAC CROSSES RWY C/L EXTENDED 2900 FROM THLD.

1.PT L SIDE OF COURSE 030.43 OUTBOUND 3000 FT WITHIN 10 MILES OF

MRJ NDB (IAF)
2.
3.FAC 21043 FAF DIST FAF TO MAP THLD
4. MIN. ALT
"|8.MSAFROM: MRJ NDB 3000 MAG VAR: 1E EPOCH YEAR:1985
MINIMUMS
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE: NA | | STANDARD @
CATEGORY =====>| A B c D E
MDA. |. VIS |HAT/HAA| MDA VIS |HAT/HAA| MDA VIS |HAT/HAA| MDA VIS  |HAT/HAA | MDA VIS [HAT/HAA
-22 1920 1 749 1920 11/4 749 1920 2 749 NA
CIRCLING - 1920 1 749 1920 11/4 749 1920 21/4 749 NA
NOTES:
CHART NOTE: WHEN LOCAL ALTIMETER SETTING NOT RECEIVED, USE PLATTEVILLE ALTIMETER SETTING AND CAT C 800-2 1/4

INCREASE ALL MDA 60 FEET; INCREASE S-22 CAT C VISIBILITY 1/2 MILE, AND CIRCLING CAT C VISIBILITY NA WHEN LOCAL WEATHER NOT AVAILABLE.
1/4 MILE.

\SP\L/ >
CHART NOTE: VISIBILITY REDUCTION BY HELICOPTERS NA. @ 2 ~
. _50
CITY AND STATE ELEVATION: 1171 THRE: 1171 FACILITY PROCEDURE NO./AMDT NO./EFFECTIVE DATE:  |sup g
MINERAL POINT, Wi AIRPORT NAME: IDENTIFIER: NDB RWY 22, AMDT 6
MRJ AMDT SA
S 10WA COUNTY DATE 01/43/2011
FAA FORM 8260-5 / April 2006 (computer generated)
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ALLAFFECTED PROCEDURES REVIEWED?

[ ] ves [X] No

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

ROUTINE

COORDINATED WITH:
ATA AAT ALPA APA AOPA

[ 1 [ [ ]

NBAA OTHER (specify)

[X] ZAU, AMGR

FLIGHT CHECKED BY

NAME:

FIFO

DATE:

DEVELOPED BY

NAME:
~ JON DENTON

FIFO
AJV-353

DATE:
03/20/2012

APPROVED BY

NAME:
LARRY H STROUT

MANAGER

FIFO
AJV-353

DATE:

CHANGES:

1. PROCEDURE AMENDED DUE TO NEW SURVEY.

2. CHANGED COURSE FROM DALEY TO MRJ NDB FROM 266.83 TO 265.83.
3. CHANGED FAC FROM 208.00 TO 210.43.

4. CHANGED PT OUTBOUND COURSE FROM 028.00 TO 030.43.

5. CHANGED HOLDING COURSE FROM 208.00 TO 210.43.

6. FAC CROSSES RWY C/L FROM 2107 TO 2900.

7. ADDED ALTIMETER NOTE.

8. ADDED HELICOPTER NA NOTE.

9. CHANGED ALTERNATE MINS FROM NA TO STANDARD WITH NOTE.

REASONS:

1. FPT REQUEST.

2. MAGVAR CHANGED FROM 0E TO 1E.
3, 4, 5, 6. OPTIMUM COURSE.

7. FPT REQUEST.

8. 34:1 PENETRATIONS EXIST.

9. TAW 8260.19D PARA 853B.

PDF EDITS:
1. ADDED NDB TO 8260-9 IN FACILITY BLOCK.

et




STANDARD INSTRUMENT APPROACH DATA RECORD
PART - A OBSTRUCTION DATA
" 1. APP SEGMENT “-FROM TO OBSTRUCTION " COORDINATES ELEV. MSL| ROC ALT. ADJUSTMENTS MIN. ALT.
FEEDER DALEY INT - |mrJ NDB 1. TOWER (556-000266) |425509.00N/0900811.00W | 1566 (5D) 1000 |AT434 3000
2. TERRAIN 425355.30N/0900710.70W | 1350 (1400) AS1500 2900
FINAL: PT 10 NM [MRJNDB 3. AAOD 425855.85N/0901040.31W | 1559 (2C) 350 1920 -
2. PROCEDURE TURN MRJ NDB 10 NM 4. TOWER (55-001076) |430324.00N/0900643.00W [1704 (5E) 1000 - |AT296 3000
5. TERRAIN 425900.00N/0901036.00W | 1369 (1400) AS1500 2900
' MAP: |MRJ NDB ‘|MRJ NDB 1 I E ASC 3000
ipl\g':gigH 6. AAO 426524.00N/0901833.00W [ 1362 (4) | 1000 i 2400
ELEV: |1570 7. TERRAIN 425524.00N/0901833.00W | 1162 (1200) AS1500 2700
4. CIRCLING AREA | DISTANCE - HT. ABV. ARPT.
CATEGORY A 1.3NM__ | | 350 749 “Is. TREE 425346.81N/0901341.50W 1309 (2C) | 300 sl 1920
CATEGORY B 1.5NM i 450 |2 749 [8. TREE 425346.81N/0901341.59W [1309 (2¢) | - 300 Sl 1920
CATEGORY C 17NM |5] 450 |2 749 8. TREE 425346.81N/0901341.59W [1309 (2C) 300° Y 1920
CATEGORY D 23nM |Gl 550 |2
CATEGORY E 45NM  |*[ 550
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID: MRJ NDB
SECTOR OBSTRUCTION ‘BRG/DIST  |ELEVATION (MSL) MSA SECTOR OBSTRUCTION | BRG/DIST ELEVATION MSL)] @M S A'i
360-360 AAO 063/ 18.6 1919 (6C) 3000 ~~’ 0
CITY AND STATE , - |ELEVATION: 1171 |FACILITY ( PROCEDURE AND AMENDMENT NO: |REGION
MINERAL POINT, W AIRPORT NAME: - -7 " MRJINDB - - ' NDB RWY 22, AMDT 6 : AGL
. , IOWA COUNTY
_FAA E&i‘m 8260 - 9 / April 2006 (Computer Generated) PAGE 1 OF 1 PAGES




PART B - SUPPLEMENTAL DATA

9. FINALAPPROACH RUNWAY THRESHOLD 2900

1. COMMUNICATIONS WITH: 2. WEATHER SERVICE _ 3. ALTIMETER SETTING
ZAU ARTCC NWS |OTHER: | SOURCE:KMRJ / KPVB
GRB FSS AWOS-3 DISTANCE: 0/ 14.99

FAA HOURS REMOTE OPERATION:
SATISFACTORY ON: AIC 212
x|VHF [xJuHF [ HF rLocaTion: ADJUSTMENT: 0/0
. PRIMARY NAVAID: MRJ NDB
MONITOR | MONITOR POINT. _MOCC
STATUS | HRS [CAT1 24
OPTN:| CAT 3

ALS

(S) SALS

MALS

‘5. HIRL

ﬁ_\f’&ﬁ\ﬁ\%‘ X  [MIRL 11 (PCL), 22 (PCL), 29 (PCL), 04 (PCL)
LIGHTING |__X__|REIL 11 (PCL), 29 (PCL)
TDZ
CILINE
X  |OTHER (SPECIFY)
PAPI-2L 11, 22 (PCL), 29, 04 (PCL)
6. RUNWAY  |BASIC
MARKINGS |ALL WEATHER®
INSTRUMENT - NPI-G 11, 22, 29, 04
7. RUNWAY | APPROACH
VISUAL MIDFIELD
RANGE . TRolL ouT ,
8 GLIDE GP ANGLE: ELEV RWY THRESHOLD:
" PATH DISTANCE FROM RWY: ELEV GP ANTENNA:
THRESHOLD CROSSING HEIGHT.

FT. FROM THRESHOLD

COURSE AIMING X |ON CENTERLINE

FT. FROM CENTERLINE

10. WAIVERS: NONE

PART D - PREPARED BY:
JON DENTON

DATE:
03/20/2012

TITLE:

AERONAUTICAL INFORMATION SPECIALIST

OFFICE:
AJV-353

PART C - REMARKS:
VDP NOT ESTABLISHED - FINAL IS NO FAF WITHOUT STEPDOWN.

PARA 251, 34:1 PENETRATION.
PRECIPITOUS TERRAIN EVALUATION COMPLETED.

TERPS, VOLUME 1, "VISUAL PORTION OF FINAL"
PENETRATIONS:

34:1 )

1277 TREE (KMRJT0065) 425352.20N/0901317.70W (10.08)
1277 TREE (KMRJT0066) 425352.29N/0901317.76W (9.96)
1266 TREE (KMRJT0064) 425350.65N/0901317.45W (2.25)

PART B: SUPPLEMENTAL DATA

2. KMRJ AWOS-3 ON SERVICE A. KPVB AWOS-3 ON SERVICE A,
HRS OPTN: 24/24.

3. ADJUSTMENT: 0/54.95

VGSI DATA: 3.00/31.0

RASS PRESSURE PATTERNS SAME

KMJR 1171, KPVB 1025

RA = 54.95,

SEE ATTACHED AIRSPACE LETTER.

VEGETATION HEIGHT: 100FT

.QPJ-”}»
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RADIO FIX AND HOLDING DATA RECORD

NAME: MINERAL POINT NDB STATE: WI COUNTRY: US

LATITUDE/LONGITUDE: 425316.99N/0901335.45W TYPE:
AIRSPACE DOCKET: FIX TYPE OF ACTION: NO CHANGE

FIX MAKE-UP FACILITIES:

FAC- NAME IDENT TYPE CLASS MAG TRUE DME DIST I':ROM I;A
M E

BRG BRG
1 MINERAL POINT MRJ NDB MH

HOLDING: - HOLDING TYPE OF ACTION: MODIFY

PATTERNS:

MRA MAA
17500

PAT DIR IDENT - TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
’ MAX MIN MAX

INBOUND (LORR) TIME DME:
1 NE MRJ NDB 030.43 210.43 R 1

CONTROLLING OBSTRUCTIONS:
PAT AIRSPEED OBSTRUCTION COORDINATES
1 200 AAO 425900.00N/0901036.00W

HOLDING RESTRICTIONS:
HOLDING LIMITED TO ESTABLISHED PATTERN.

REMARKS:
PRECIPITOUS TERRAIN EVALUATION COMPLETED.

FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY
AP NDB RWY 22 1 KMRJ MINERAL POINT

REQUIRED CHARTING: IAP, CONTROLLER, EN ROUTE LOW
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 2 DATE OF REVISION: 09/20/2012

REASON FOR REVISION:
UPDATED HOLDING OBSTACLE DATA.

: CHANGED HOLDING PATTERN 1 MAX ALT FROM 17500 TO 6000.
CHANGED HOLDING PATTERN 1 MAX TEMPLATE SIZE FROM 16 TO 5.
UPDATED FIX USE.

.- 3000

ELEVATION
1569

DEVELOPED BY: DATE: 03/20/2012 OFFICE: AJV-353 NAME: JON DENTON

APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT

SIGNATURE:

DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZAU
ATC FACILITY:
OTHER:

6000

4 5

ACCURACY CODE

4E

STATE
WI (US)

pLiy

e

FAA FORM 8260-2 / AUG 2009

Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: DALEY
LATITUDE/LONGITUDE: 425418.10N/0894718.24W
AIRSPACE DOCKET:

FIX MAKE-UP FACILITIES:

STATE: WI

COUNTRY: US

TYPE: WP, INT, DME

FIX TYPE OF ACTION: MODIFY

FAC NAME IDENT TYPE CLASS MAG TRUE DME DIST FROM FAC MRA MAA
BRG BRG NM FEET
1 LONE ROCK LNR VOR/DME L 146.91 146.91 27.84 27.84 2800 17500
2 MADISON MSN VORTAC L 231.08 234.08 24.43 2800 17500
HOLDING: HOLDING TYPE OF ACTION: NO CHANGE
CONTROLLING OBSTRUCTIONS:
PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE
UPN 200 AAO 430130.20N/0895052.60W 1919
HOLDING RESTRICTIONS:
UNPLANNED HOLDING AUTHORIZED AT OR ABOVE 3600.
UNPLANNED HOLDING NA ON V341 SOUTHWEST BOUND.
REMARKS:
PRECIPITOUS TERRAIN EVALUATION COMPLETED.
FIX USE: .
USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
EN ROUTE V24-171 1,2 (US)
EN ROUTE V341 1,2 WI (US)
I1AP RNAV (GPS) RWY 27 1 KLNR LONE ROCK WI(US)
I1AP RNAV (GPS) RWY 9 KLNR LONE ROCK WI (US)
AP RNAV (GPS) RWY 10 KC29 MIDDLETON WI (US)
I1AP NDB RWY 22 KMRJ MINERAL POINT WI (US)
AP RNAV (GPS) RWY 12 KEFT MONROE WI (US)
IAP RNAV (GPS) RWY 25 KPVB PLATTEVILLE Wil (US)
REQUIRED CHARTING: IAP, EN ROUTE LOW
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 6 DATE OF REVISION: 08/27/2009
REASON FOR REVISION:
UPDATED FIiX USE.
UPDATE PRECIPITOUS TERRAIN.
DEVELOPED BY: DATE: 04/24/2009 OFFICE: AVN-101 NAME: EUGENE NEWTON (GRACE NOWAK)
APPROVED BY: DATE: 06/30/2009 OFFICE: AVN-120 NAME: SUE CRUMB
SIGNATURE:

DISTRIBUTION: NFDC

FPO: CEN

ARTCC: ZAU

ATC FACILITY: MSN RFD

OTHER:

Nt/
] _
2 n

et

INFO ONLY

FAA FORM 8260-2 / AUG 2009

Page 1 of 1




TERMINAL AIRSPACE DATA REQUIREMENTS

CITY: MINERAL POINT STATE: WI
AIRPORT NAME: IOWA COUNTY ID:  KMRJ
PR}OCE’DURE: | NDB RWY 22 | AMDT: 6
DOCKET#:

(96-AXX-X/Required/Not Required)

ALL DIST TO 1/100 NM; ELEV TO NEAREST FT; COORD TO 1/100 SEC; DEG TO 1/100 DG.

1. Distance from FACILITY to 1000' point 7.00
(Enter THLD, FAF, ARP, FACILITY, as appropriate)
2. Width of FINAL segment at 1000 point 4.95
(Enter appropriate segment, final, intermediate, etc.)
3. True Course of FINAL segment containing 1000' point 211.43
4. High Terrain in FINAL segment containing 1000' point . 1559
5. Distance from FACILITY to 1500' point 7.00
(If 1500 point in PT maneuvering area or holding pattern note in remarks)
6. Width of FINAL segment at 1500' point 4.95
7. True Course of FINAL segment containing 1500’ point 211.43
8. High Terrain in FINAL segment containing 1500' point 15_59
9. Threshold Coordinates (if straight-in) ... 425320.79N / 0901339.50W
10. ARP Coordinates .................ccco.eeeee 425312.80N / 0901412.00W
11. Runway Approach End and distance furthest from ARP ................  RWY 11
Distance 0.58 NM
12. FAF Coordinates ................cccceueeeee. NA / NA

REMARKS: Approach/Drawing attached.






