US DEPARTMENT OF TRANSPORTATION
FEDERAL AVIATION ADMINISTRATION

RNAV (RNP) - STANDARD,
INSTRUMENT APPROACH PROCEDURE,
TITLE 14 CFR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, ex @pt
HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. Ceilings are in feet
above airport elevation. Distances are in nautical miles unless otherwise indicated, ex cept visibilites which
are in statute miles or in feet RVR.

TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE |RNP: DA
KIBBE (IAF) DENNO (TF) (FB) (RNP 1.00) 238.53/4.57 2600
O (IF EDY (TF) (F RNP 0.30 238.48/4.00 1600 —
DENNO (IF) NEEDY (TF) (FB) ( ) CLIMB TO 3000 ON TRACK 238.39 TO PENNA AND HOLD.
DILLN (IF) ELILE (TF) (FB) (RNP 0.30) 058.41 / 5.37 3600
ELILE NEEDY (RF) (FB) (RNP-0.30) (2.60 NM RADIUS CW ZEGIG)/8.16 |1600
PAGNE (IF) HADGO (TF) (FB) (RNP 0.30) 058.41/5.36 3500
(SEE FORM 8260-10)
ADDITIONAL FLIGHT DATA:
HOLD SW, LT, 058.26 INBOUND.
CHART FAS OBST: 267 TREE 415746N/0723945W
DISTANCE TO THLD FROM 422 HATH: 1.15 NM.
CHART MINIMUM ALTITUDE AT DILLN AND PAGNE 5000.
CHART MINIMUM ALTITUDE AT KIBBE 3000.
e
1. PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (IAF ROUTE TYPE QUALIFIER 2:
2. PROFILE STARTS AT NEEDY # TCH 216.3 MSL (DO NOT CHART)
3. FAC: 238.43 FAF: DIST FAF TO MAP: THLD:
4. MIN. ALT: NEEDY 1600
5. DIST TO THLD FROM OM: 4.35 MM: IM: 150 HAT: 100 HAT: GS ANT:
6. MIN GS INCPT: 1600 GS ALT AT: NEEDY 1600 OM: MM: IM:
7. GS ANGLE: 3.00 TCH: 55.0# 34:11S CLEAR
8. MSA FROM: RW24 3400 MAG VAR: 14W EPOCH YEAR: 1980
MINIMUMS
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE:NA | | STANDARD
CATEGORY =====> A ) B C D E
DH/MDA VIS | HAT/HAA| DH/MDA VIS | HAT/HAA|DH/MDA VIS  |HAT/HAA | DH/MDA VIS | HAT/HAA| DH/MDA VIS  |HAT/HAA
AUTHORIZ ATION REQUIRED
RNP 0.30 DA 583 4500 422 583 4500 422 583 4500 422 583 4500 422
NOTES:
CHART NOTE: FOR UNCOMPENSATED BARO-VNAV SYSTEMS, PROCEDURE NA BELOW -15C (5F) OR ABOVE 48C (118F). L/
CHART NOTE: FOR INOPERATIVE MALSR, INCREASE RNP 0.30 ALL CATS VISIBILITY TO 1 3/8. o 7y
G
[}
(SEE FORM 8260-10) _ , et
CITY AND STATE ELEVATION: 173 THRE: 161 FACILITY PROCEDURE NO./AMDT NO./EFFECTIVE DATE: SUP;
WINDSOR LOCKS, CT AIRPORT NAME: IDENI;I"I“F;!\F%R: RNAV (RNP) Z RWY 24, ORIG-A AMDT ORIG
BRADLEY INTL DATED  10/20/2011

FAA FORM 8260 - 3 / April 2006 (compu ter generated)
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ALL AFFECTED PROCEDURES REVIEWED?

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

|I| YES [] w~o ROUTINE
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify )
X O © ™ ®m @
FLIGHT CHECKED BY
NAME: FIFO DATE:
DEVELOPED BY
NAME: FIFO DATE:
HOWARD L. HAWKINS, JR. AJV-352 10/19/2011
APPROVED BY
NAME: FIFO DATE:
DARRYEL ADAMS MANAGER AJV-352
CHANGES:
1. MA ALTITUDE CHANGED FROM 3100 TO 3000.
2. ROUTE TYPE QUALIFIER 1 CHANGED FROM P TO F.
3. ROUTE TYPE CHANGED FROM A, RTO A, H.
REASONS:
1. ATC REQUEST.
2, 3. NEW EVALUSTION.
Wiz,
g
A P
* <, o
,.7/;:(*’"&. N




US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

RNAV (RNP) - STANDARD,
INSTRUMENT APPROACH PROCEDURE, - TITLE 14 CFR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles uniess otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

TERMINAL ROUTES, (CONT.):

FROM TO COURSE AND DISTANCE ALTITUDE
HADGO NEEDY (RF) (FB) (RNP 0.30) (2.50 NM RADIUS CCW YUZVU) / 7.84 1600
NEEDY (FAF) RW24 (MAP) (TF) (FO) 238.43/4.35

RW24 (MAP) PENNA (TF) (FO) (RNP 1.00) 238.39/12.45 3000

NOTES, (CONT.):

CHART NOTE: GPS REQUIRED.

CHART PLANVIEW NOTE AT DILLN : MAX 180 KIAS.
CHART PLANVIEW NOTE AT PAGNE : MAX 180 KIAS.

CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVALS AT KIBBE ON V146 SOUTHEAST BOUND.

CHART PLANVIEW NOTE: RADAR REQUIRED.

CHART PLANVIEW NOTE ADJACENT TO DILLN: RF REQUIRED.

CHART PLANVIEW NOTE ADJACENT TO PAGNE: RF REQUIRED.
CHART PLANVIEW NOTE AT DILLN: (RNP 0.30).

CHART PLANVIEW NOTE AT KIBBE: (RNP 0.30).

CHART PLANVIEW NOTE AT PAGNE: (RNP 0.30).

CHART PROFILE NOTE: VGSI AND RNAV GLIDEPATH NOT COINCIDENT.
CHART PROFILE NOTE: SEE PLANVIEW FOR MULTIPLE IF LOCATIONS.

CITY AND STATE ELEVATION: 173 THRE: 161 FACILITY PROCEDURE NO./AMDT NO./EFFECTIVE DATE:  |sup:
) IDENTIFIER: RNAV (RNP) Z RWY 24, ORIG-A
WINDSOR LOCKS, CT AIRPORT NAME: CNAY (RNP) AMDT: ORIG
BRADLEY INTL DATED:  10/20/2011

FAA FORM 8260-10/ April 2006 (Computer Generated)
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ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] ~no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

-0 O 0O O

AOPA NBAA OTHER (specify)

[ [ ]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:
APPROVED BY

NAME: FIFO DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
—RNAV (RNP) STANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 v indicated, except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-18 - RNAV (RNP)

1 2 3 4 5 6 7 8 9 0 1 2 3
WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAEAENRT DENNO K60 W N42030029W072322926 w0142 NAR DENNO
SUSAEAENRT DILLN K60 w N41595708W072461603 W01l41 NAR DILLN
SUSAEAENRT ELILE K60 W N42034703W072411360 w0142 NAR ELILE
SUSAEAENRT HADGO K60 w N41563879W072312836 wW01l42 NAR HADGO
SUSAEAENRT KIBBE K60 C L N42061593W072281118 w0143 NAR KIBBE
SUSAEAENRT NEEDY K60 w N42000870W072361507 w0142 NAR NEEDY
SUSAEAENRT PAGNE K60 w N41524904W072362992 W01l42 NAR PAGNE
SUSAEAENRT PENNA K60 C N41480763W072515847 W0140 NAR PENNA
SUSAEAENRT YUZVU K60 w N41582374W072335168 W01l42 NAR CNF (YUZVU)
SUSAEAENRT ZEGIG K60 w N42015782W072384436 w0142 NAR CNF (ZEGIG)
1 2 3 4 5 6 7 8 9 0 1 2 3
AIRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KBDLK6ABDL 0 095YHN41562000W072405960W014000173 1800018000C MNAR BRADLEY INTL
1 2 3 4 5 6 7 8 9 0 1 2 3

SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KBDLK6FH24-Z ADILLN 010DILLNK6EAOE B IF 05000 18000180 A-FS
SUSAP KBDLK6FH24-Z ADILLN 020ELILEK6EAQE 031TF 03600 A FS
SUSAP KBDLK6FH24-Z ADILLN 030NEEDYKSEAOEE RO31RF 0026000584 23840082 01600 ZEGIG K6EAA FS
SUSAP KBDLK6FH24-Z AKIBBE 010KIBBEK6EAOE A IF 03000 18000 A FS

P
o
=
o
o
o

SUSAP KBDLK6FH24-Z AKIBBE 020DENNOK6EAOE B 010TF 02600 A FS
SUSAP KBDLK6FH24-Z AKIBBE 030NEEDYK6EAQEE 031TF A FS
SUSAP KBDLK6FH24-Z APAGNE 010PAGNEK6EAQOE B IF 05000 18000180 A-FS
SUSAP KBDLK6FH24-Z APAGNE 020HADGOK6EAQE 031TF 03500 A FS
SUSAP KBDLK6FH24-Z APAGNE 030NEEDYK6EAOEE LO31RF 0025000584 23840078 01600 YUZVU K6EAA FS
SUSAP KBDLK6FH24-Z H 020NEEDYK6EA1E F IF 01600 18000 RW24 K6PGA FS
SUSAP KBDLK6FH24-Z H 020NEEDYK6EA2W AO031 FS
SUSAP KBDLK6FH24-Z H 030RW24 K6PGOGY M 031TF 00216 -300 A FS
SUSAP KBDLK6FH24-Z H 040PENNAKEEAQOEYM O010TF + 03000 A FS
SUSAP KBDLK6FH24-Z H OSOPENNAK6EAOEE L HM 05830040 + 03000 A FS
1 2 3 4 5 6 7 8 9 0 1 2 3

RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KBDLK6GRW24 0095102384 N41570239W072401968+0100 +0020100161000055200IIMYQ1

1 2 3 4 5 6 7 8 9 0 1 2 3

MSA 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456%29012/.

-

2 <.
CITY AND STATE ELEVATION: 173 THRE: 161 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: SUP: 3 CK%Q

WINDSOR LOCKS, CT AIRPORT NAME: IDENTIFIER: RNAV (RNP) Z RWY 24, ORIG-A :
BRADLEY INTL AMDT: ORIG
RNAV DATED:  10/20/2011

FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page 3 of Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

0O O 0O O

AOPA NBAA OTHER (specify)

1 O

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

FLIG INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
HT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.
SUSAP KBDLK6SRW24 K6PG "-(_)_";.é(jn—.é(-)(-);;;; ------------------------------------------------------------------ ;4 ------------
DAL,
o
o ! o
Y
Cx&
CITY AND STATE ELEVATION: 173 THRE: 161 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: SUP:
WINDSOR LOCKS, CT AIRPORT NAME: IDENTIFIER: RNAV (RNP) Z RWY 24, ORIG-A
BRADLEY INTL AMDT: ORIG
RNAV DATED:  10/20/2011

FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page L,[ of 6 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

0o 0O 0O 0O

AOPA NBAA OTHER (specify)

[ ]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

— RNAV (RNP) STANDARD INSTRUMENT APPROACH PROCEDURE

FLIGHT STANDARDS SERVICES - FAR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise

indicated, except visibilities which are in statute miles or in feet RVR.

ARINC SUMMARY - 424-18 -

ROUTES TRANSITION
DILLN
DILLN
DILLN
KIBBE
KIBBE
KIBBE
PAGNE
PAGNE
PAGNE

MISSED APPROACH

POINT DATA

RUNWAY DATA

RNAV

(RNP)
FIX SEQ USE PATH
DILLN 010 IF
ELILE 020 TF
NEEDY 030 RF
KIBBE 010 IAF IF
DENNO 020 TF
NEEDY 030 TF
PAGNE 010 IF
HADGO 020 TF
NEEDY 030 RF
NEEDY 020 FAF IF
RW24 030 MAP TF
FIX SEQ USE PATH
PENNA 040 TF
PENNA 050 HM
WAYPOINT LAT IN SECS
DENNO N420300.29
DILLN N415957.08
ELILE N420347.03
HADGO N415638.79
KIBBE N420615.93
NEEDY N420008.70
PAGNE N415249.04
PENNA N414807.63
YUZVU N415823.74
ZEGIG N420157.82
RW24 N415702.39
THRESHOLD
RWY ELEVATION TCH
RW24 00161 55

TURN FO/FB

TURN FO/FB
FO
L FO

LONG IN SECS

W0723229.26
W0724616.03
W0724113.60
W0723128.36
W0722811.18
W0723615.07
W0723629.92
W0725158.47
W0723351.68
W0723844.36
W0724019.68

RNP MAG (TRUE) DISTANCE ALTITUDE
AA 05000
0.3 AA 03600
0.3 008.2 AA 01600
AA 03000
1.0 AR 02600
0.3 AA 01600
AA 05000
0.3 AA 03500
0.3 007.8 AA 01600
AR 01600
0.3 AT 00216
RNP MAG (TRUE) DISTANCE ALTITUDE
1.0 AA 03000
058.3(044.3T) 004.0 AA 03000
LAT IN MINS LONG IN MINS
N4203.005 W07232.488
N4159.951 W07246.267
N4203.784 W07241.227
N4156.647 W07231.473
N4206.266 wW07228.186
N4200.145 W07236.251
N4152.817 W07236.499
N4148.127 W07251.975
N4158.396 W07233.861
N4201.964 W07238.739
N4157.040 W07240.328

SPEED

AB 180

AB 180

SPEED

CITY AND STATE ELEVATION: 173 THRE: 161 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: SUP:
WINDSOR LOCKS, CT AIRPORT NAME: IDENTIFIER: RNAV (RNP) Z RWY 24, ORIG-A
BRADLEY INTL AMDT: ORIG
RNAV DATED:  10/20/2011
FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page 5 of 5 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

o O o 0O

AOPA NBAA OTHER (specify)

1 1

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
PART - A OBSTRUCTION DATA

1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES ELEV. MSL| ROC ALT. ADJUSTMENTS MIN. ALT.
INITIAL KIBBE DENNO 1. AAO 420527.00N/0722527.00W | 807 (4E) 1000 |AC98 DG695 2600
(RNP 1.00) [2- TERRAIN 420239.00N/0723039.00W [407 (400) AS1500 1900
INTERMEDIATE
(RNP 0.30) DENNO NEEDY 3. AAO 420250.00N/0723224.00W |427 (4E) 500 |AC98 DG517 VEB58 1600

4. TERRAIN 420252.00N/0723227.00W |227 (200) AS1000 1200
INTERMEDIATE: RNP DILLN ELILE 5. AAO 415942.00N/0724630.00W [821 (4E) 500 |AC98 DG1729 VEB452 3600
(RNP 0.30) 6. TERRAIN 415957.00N/0724618.00W [499 (500) AS1500 2000
INTERMEDIATE ELILE NEEDY 7. TOWER (25-006063) 1420410.00N/0723740.00W |248 (4D) 500 |AC50 DG693 VEB109 1600
STEPDOWN (RNP 0.30) 8. TERRAIN 420433.00N/0724103.00W |440 (400) AS1000 1400
INTERMEDIATE PAGNE HADGO [9.AAD 415627.00N/0723036.00W |433 (4E) 500 |AcC98 DG2267 VEB202 3500
(RNP 0.30) 10. TERRAIN 415618.00N/0723057.00W | 201 (200) AS1500 1700
INTERMEDIATE HADGO NEEDY 11. AAO 415715.00N/0723000.00W |532 (4E) 500 |AC98 DG295 VEB175 1600
STEPDOWN (RNP 0.30) 12. TERRAIN 415715.00N/0723000.00W | 332 (300) AS1000 1300
FINAL: RNP 0.30 NEEDY RW24 13. TREE (KBDL0033) [415746.23N/0723944.97TW |267 (2C) 21.71:1 |[MA23 AC20 583/422
2. PROCEDURE TURN
MAP: |DA
3. MISSED
APPROACH ELEV- 263
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT.
CATEGORY A 1.3NM o |.350
CATEGORY B 1.5NM i 450 |2
CATEGORY C 1.7NM  |S[ 450 |2
CATEGORY D 23NM |G 550 |2
CATEGORY E 45NM  |®[ 550
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID: RW24 o
SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL) MSA SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL)] ~ M SA
360-360 AAO 329/28.8 2225 (4E) 3400 O
CITY AND STATE ELEVATION: 173 FACILITY PROCEDURE AND AMENDMENT NO: |REGION
WINDSOR LOCKS, CT AIRPORT NAME: RNAV RNAV (RNP) Z RWY 24, ORIG-A ANE
BRADLEY INTL

FAA Form 8260 - 9 / April 2006 (Computer Generated) PAGE 1 OF 2 PAGES



PART B - SUPPLEMENTAL DATA

1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3.ALTIMETER SETTING
BDL APP CON x | NWS |OTHER: SOURCE:KBDL
BDL TOWER ASOS DISTANCE:
HOURS REMOTE OPERATION:
SATISFACTORY ON:
x|VHF [x|uHF | |HF LOCATION: KBDL/KBDL ADJUSTMENT: 0
. PRIMARY NAVAID:
MONITOR |- MONITOR POINT:
sTaTus | HRS | CAT!
OPTN:| CAT 3
X ALSF-2 06
(S) SALS
X |MALSR 24 MALSF 33
5. X HIRL 33, 24, 15, 06
gpggﬁxiy X |MIRLO1, 19
LIGHTING X REIL 15, 06
X TDZ 24, 06
X |C/L 24,06
X OTHER (SPECIFY)
PAPI-4R 33 PAPI-4L 24, 15, 06
6. RUNWAY BASIC __ BSC-G 01,19
MARKINGS [|ALLWEATHER  PIR-G 33, 24, 06
INSTRUMENT  NPI-G 15
7.RUNWAY  |APPROACH 33,24, 06
VISUAL MIDFIELD 24, 06
RANGE ROLLOUT 24,06
8. GLIDE GP ANGLE: 3.00 ELEV RWY THRESHOLD:161.3
PATH DISTANCE FROM RWY: ELEV GP ANTENNA:
THRESHOLD CROSSING HEIGHT:55.0
9. FINAL APPROACH X |RUNWAY THRESHOLD FT. FROM THRESHOLD
COURSE AIMING X |ON CENTERLINE FT. FROM CENTERLINE

10. WAIVERS: NONE

PART D - PREPARED BY:.

HOWARD L. HAWKINS, JR.

DATE:
10/19/2011

TITLE:

AERONAUTICAL INFORMATION SPECIALIST

OFFICE:
AJV-352

PART C - REMARKS:
MAX SPEED ELILE TO NEEDY - 180 KIAS.

MAX SPEED DALNN TO NEEDY - 180 KIAS.

ACTUAL HIGH TEMP: -15C (5F)

PRECIPITOUS TERRAIN EVALUATION COMPLETED.

SEE ATTACHED AIRSPACE LETTER.

HISTORICAL WINDS USED IN ALL SEGMENTS.

RF TURN RADIUS/BANK ANGLE COMPUTATIONS.
SEGMENT: ELILE - NEEDY, ALT: 3640, KIAS: 180,

KTAS: 193.10, HAA: 3467, VKTW: 56, TR: 15,780", BA: 19.22
RF CENTER POINT: ZEGIG 420157.82N / 0723844036W
SEGMENT: DALIN - NEEDY, ALT: 3560, KIAS: 180,

KTAS: 192.82, HAA: 3387, VKTW: 56, TR: 15,170, BA: 19.89
RF CENTER POINT: YUZVU 415823.74N / 0723351.68W

§5' TCH USED PER ATC.




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD

PART - A OBSTRUCTION DATA

1. APP SEGMENT

FROM TO

OBSTRUCTION

COORDINATES

ELEV. MSL

ROC

ALT. ADJUSTMENTS

MIN. ALT.

MISSED APPROACH

DA

RW 24

14. TREE (KBDL0101)

415541.65N / 0724314.96W

373 (1A)

ASC

AC3

(RNP 0.30 - 1.00)

(40:1)

MISSED APPROACH

RW 24

PENNA

ASC

3000

(RNP- 1.00)

LEVEL SFC

15. AAO

14933.00N / 0724754.00W

1136 (4E)

1000

AC 98

2300

AIRSPACE

16. TERRAIN

14933.00N / 0724754.00W

936 (900)

AS1500

2400

2. PROCEDURE TURN

MAP:

3. MISSED
APPROACH

ELEV:

4. CIRCLING

DISTANCE

HT. ABV. ARPT.

CATEGORY A

1.3 NM

350

CATEGORY B

1.5 NM

450

CATEGORY C

1.7NM

450

CATEGORY D

2.3 NM

REQUIRED

ACTUAL

550

CATEGORY E

4.5 NM

550

5. MINIMUM SAFE ALTITUDES

PRIMARY NAVAID:

o

SECTOR

OBSTRUCTION

BRG / DIST

ELEVATION (MSL,

MSA

SECTOR

OBSTRUCTION

BRG / DIST

ELEVATION (MSL)

MSA

CITY AND STATE

WINDSOR LOCKS, CT

AIRPORT & ELEVATION

BRADLEY INTL

173 FACILITY

RNAV

PROCEDURE AND AMENDMENT NO:

RNAV (RNP) Z RWY 24, ORIG-A

REGION

ANE

FAA Form 8260 - 9 / December 2002 (Computer Generated)

PAGE 2 OF 2 PAGES




NOTES / EXPLANATIONS FROM OPPOSITE SIDE OF FORM:

PART B - SUPPLEMENTAL DATA

1. COMMUNICATIONS WITH : 2. WEATHER SERVICE 3. ALTIMETER SETTING
NWS |OTHER: SOURCE:
FAA
A/C DISTANCE:
SATISFACTORY ON: LOCATION: HOURS REMOTE OPERATION:
[Jver [Junwr[Jnr HRS OPTN: ADJUSTMENT:
PRIMARY SECONDARY
a. NAVAID: NAVAID:
MONITOR | MONITOR POINT: MONITOR POINT:
STATUS HRS |CAT 1 HRS |[CAT 1
OPTN:|CAT 3 OPTN: [CAT 3
5. AIRSPACE | FLOOR OF CONTROLLED AIRSPACE UNDER FAC CONTROL AREA
|CONTROL ZONE: HOURS OPTN TRANSITION AREA
] ALS REIL
- (S) SALS TDZ
f:&?vefs MALS C/LINE
LIGHTING HIRL OTHER (Specify)
MIRL
7. RUNWAY MARKINGS 8. RUNWAY VISUAL RANGE
ALL WEATHER APPROACH
INSTRUMENT ROLL OUT
9. GLIDE G S ANGLE: ELEV RWY THRESHOLD:
SLOPE DISTANCE FROM RWY: ELEV GS ANTENNA:
THRESHOLD CROSSING HEIGHT:

10. FINAL APPROACH

RUNWAY THRESHOLD

FT. FROM THRESHOLD

COURSE AIMING

ON CENTERLINE

FT. FROM CENTERLINE

11. WAIVERS OF STANDARDS

NUMBER OF WAIVERS ON FILE

DATES OF APPROVAL

PART C - REMARKS:

PART D - PREPARED BY:

DATE:

TITLE:

OFFICE:




L ONIY

RADIO FIX AND HOLDING DATA RECORD

NAME: PENNA STATE: CT COUNTRY: US

LATITUDE/LONGITUDE: 414807.63N/0725158.47W TYPE: WP, INT, DME

AIRSPACE DOCKET: FIX TYPE OF ACTION: NO CHANGE

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DIST FROM FAC MRA MAA

BRG  BRG NM  FEET

1 WINDSOR LOCKS I-BDL LOC/DME 238.37 22437 12.83 12.81 2500 7000

2 HARTFORD HFD VOR/DME L 317.09 304.09 17.28 2500 7000

3 BARNES BAF VORTAC L 21133 197.33 22.60 2500 7000

EXPANDED SERVICE VOLUME (ESV):

FAC IDENT FAC TYPE RADIAL/BEARING DISTANCE MIN ALTITUDE MAX ALTITUDE

I-BDL LOC/DME BRG-238 25 1800 7000

HOLDING: HOLDING TYPE OF ACTION: MODIFY

PATTERNS:

PAT DIR IDENT TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX MIN MAX

1 SW  |-BDL LOC/DME 238.37 058.37 L 1 3000 7000 5 9

2 sSw WP 238.26 058.26 L 4 3000 7000 5 9

3 Sw WP 238.26 058.26 L 4 3100 7000 5 9

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 200 AAO 414448.00N/0730018.00W 1352 4E

2 200 AAO 414448.00N/0730018.00W 1352 4E

3 310 TOWER (09-000252) 414213.00N/0724954.00W 2049 2C

REASON FOR NONSTANDARD HOLDING:

PAT 1 ATC REQUEST/OBSTACLE

PAT 2 ATC REQUEST/OBSTACLE

PAT 3 ATC REQUEST/OBSTALCE

HOLDING RESTRICTIONS:

HOLDING LIMITED TO ESTABLISHED PATTERNS.

REMARKS:

PRECIPITIOUS TERRAIN EVALUATION COMPLETED.

FAC 3 USED FOR 8260.19 CHAP 7, SECTION 5 REQUIREMENTS.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE

IAP COPTER ILS (CAT Il) RWY 6 1 KBDL WINDSOR LOCKS CT (US)

IAP COPTER ILS OR LOC RWY 6 1 KBDL WINDSOR LOCKS CT (US)

IAP ILS OR LOC RWY 6 1 1 KBDL WINDSOR LOCKS CT (US)

IAP ILS RWY 6 (CAT ) 1 1 KBDL WINDSOR LOCKS CT (US)

IAP ILS RWY 6 (CAT lil) 1 1 KBDL WINDSOR LOCKS CT (US)

IAP RNAV (GPS) Y RWY 24 2 KBDL WINDSOR LOCKS CT (US)

IAP RNAV (GPS) Y RWY 6 2 KBDL WINDSOR LOCKS CT (US)

IAP RNAV (RNP) Z RWY 24 2 KBDL WINDSOR LOCKS CT (US)

IAP RNAV (RNP) Z RWY 6 KBDL WINDSOR LOCKS CT (US)

REQUIRED CHARTING: MILITARY IAP, IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 13

REASON FOR REVISION:

ADDED FAC 3.

DELETED FAC 4.

UPDATED HOLDING OBSTRUCTIONS.
UPDATED FIX USE.

DATE OF REVISION: 10/20/2011

THIS IS AN UPDATED COPY OF THE FORM DEVELOPED ON 02/09/2011.
CHANGES: HOLDING PATTERN 2 ADDED, PATTERN 2 CHANGED TO PATTERN 3.

DEVELOPED BY: DATE: 02/09/2011 OFFICE: AJV-352

APPROVED BY: DATE: 09/15/2011 OFFICE: AJV-352
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DISTRIBUTION: NFDC

FPO: EST

ARTCC: ZBW
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