RNAYV - STANDARD Bearings, headings, courses, and radiais are magnetic. Elevations and altitudes are in feet, MSL, except
US DEPARTMENT OF TRANSPORTATION INSTRUMENT APPROACH PROCEDURE HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. Ceilings are in feet
EEDERAL AVIATION ADMINISTRATION TITLE 14 CFR PART 97.33 above airport elevation. Distances are in nautical miles unless otherwise indicated, except visibilities which
are in statute miles or in feet RVR.
TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE |LNAV: Rw18
JOKAK (IF/IAF) ‘ TECUK (FB) 179.81/6.56 1700
TECUK (FAF) WOPKI/1.60 NM TO RW18 (FB) 179.81/3.20
CLIMB TO 2500 DIRECT WUPUK AND HOLD.
WOPKI/1.60 NM TO RW18 RwW18 (MAP) (FO) 179.81/1.60
RW18 (MAP) 520 MSL 179.81
520 MSL WUPUK (FO) 2500
ADDITIONAL FLIGHT DATA:
HOLD §, RT, 359.81 INBOUND.
CHART FAS OBST: 229 TREE 333000N/0904123W
TECUK TO RW18: 3.04/45.
CHART GREENVILLE ASOS.
1. PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF {1AF)
2. HOLD N JOKAK, RT, 179.81 INBOUND, 2600 FT. IN LIEU OF PT (IAF)
3. FAC: 179.81 FAF: TECUK DIST FAF TO MAP: 4.80 THLD: 4.80
4. MIN. ALT: JOKAK 2600, TECUK 1700, WOPKI1/1.60 NM TO RW18 680
§. DIST TO THLD FROM OM: MM: im: 150 HAT: 100 HAT: GS ANT:
6. MIN GS INCPT: GS ALT AT OM: MM: 1M
7. GS ANGLE: TCH:34:11S NOT CLEAR
8. MSA FROM: MAG VAR: 0E EPOCH YEAR: 2010 |
MINIMUMS i
TAKEGFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE: NA ] X [ |
CATEGORY =====> A B C D E ‘
DHIMDA Vis HAT/HAA| DHIMDA VIS HAT/HAA|DHIMDA VIS HAT/HAA | DHIMDA Vis HAT/HAA | DH/MDA VIS HAT/HAA
LNAV MDA 520 1 394 520 1 394 520 11/8 394 520 11/8 394
CIRCLING 580 1 454 580 1 454 600 11/2 474 780 2 654
NOTES:
CHART NOTE: DME/DME RNP-0.3 NA.
CHART NOTE: HELICOPTER VISIBILITY REDUCTION BELOW 1 SM NOT AUTHORIZED.
CHART NOTE: STRAIGHT-IN/CIRCLING TO RWY 18 NA AT NIGHT.
(SEE FORM 8260-10)
CITY AND STATE ELEVATION: 126 THRE: 126 FACILITY PROCEDURE NOJAMDT NO./EFFECTIVE DATE: SUP:
INDIANOLA, MS AIRPORT NAME: IDENg[I\llj\IER: RNAV (GPS) RWY 18, AMDT 2 AMDT: 1
INDIANOLA MUNI DATED  09/23/2010

FAA FORM 8260 - 3/ April 2006 {(computer generafed)
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ALLAFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES

[] ves [x] ~o

REQUIRED EFFECTIVE DATE

ROUTINE

COORDINATED WITH:

ATA AAT ALPA APA AOPA NBAA OTHER (specify)
ZME, MEM APP CON, AIRPORT MANAGER

I HE e A e N B

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY
NAME: FIFO DATE:
TERENCE D. SHARP (MATT GALLANT) AJV-351 08/21/2012
APPROVED BY
NAME: ‘ FIFO DATE:
SUSAN CRUMB MANAGER AJV-351
CHANGES:
1. REMOVED IAF DEYEV AND INITIAL COURSE TO JOKAK.
2. CHANGED JOKAK FROM IF TO IF/IAF.
3. ADDED HOLD-IN-LIEU-OF-PT AT JOKAK.
4. ADDED TAAS AT JOKAK; REMOVED MSA AT RW18.
5. JOKAK TO TECUK DISTANCE CHANGED FROM 6.11 TO 6.56.
6. TECUK TO RW18 DISTANCE CHANGED FROM 4.74 TO 4.80.
7. LNAV CAT C AND D VISIBILITY CHANGED FROM 1 TO 1 1/8.
8. REVISED HELICOPTER VISIBILITY NOTE.
9. ADDED STRAIGHT-IN/CIRCLING NA AT NIGHT NOTE.
10. REVISED VISIBILITY INCREASE FOR REMOTE ALTIMETER NOTE.
11. TDZE CHANGED TO THRE.
12. ADDED WOPKI AS STEPDOWN FIX.
REASONS:
1-4. FPO REQUEST.
5. INTERMEDIATE SEGMENT RE-EVALUATED TO CURRENT CRITERIA; MINIMUM DTA AT JOKAK.
6. FINAL SEGMENT RE-EVALUATED TO CURRENT CRITERIA; REVISED COORDINATES FOR TERUC (FPAP).
7. FINAL SEGMENT RE-EVALUATED.
8-11. CRITERIA PER NEW TERMINAL POLICY MEMO.
12. ADDED TO LOWER MDA.
i&;U Fa
L
mHELT




US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum alitudes unless otherwise indicated.

RNAV - STANDARD Ceili in feet above aiport elevation. Dista in nautical miles unless otherwise indicated,
INSTRUMENT APPROACH PROCEDURE - TITLE 14 CFR PART 97.33 oxcops viaibilitios which a1 in statufe miles of I oot RVR, |- oo ress CHIBWISe indlea

NOTES, (CONT.):

CHART NOTE: USE GREENVILLE ALTIMETER SETTING; WHEN NOT RECEIVED, USE GREENWOOD ALTIMETER SETTING
AND INCREASE ALL MDA 40 FT, INCREASE LNAV CATS C AND D VISIBILITY 1/8 MILE AND GIRCLING CAT D

VISIBILITY 1/4 MILE.

TAA
FROM TO ALT
1. 090/30 CW 270/30 (NOPT) JOKAK (IFIAF) (FB) 2600
2. 270/30 CW 090/30 JOKAK (IF/IAF) (FO) 3200
%‘askg‘ i .
& o
k,f“ﬁ?,
CITY AND STATE ELEVATION: 126 THRE: 126 FACILITY PROCEDURE NO. ANIDT NO./EFFECTIVE DATE: sSuUP:
INDIANOLA, MS AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 18, AMDT 2
RNAV ’ AMDT: 1
INDIANOLA MUNI DATED: 09/23/2010

FAA FORM 8260-10/ April 2006 (Computer Generated) PAGE 2 OF 4 PAGES




ALLAFFECTED PROCEDURES REVIEWED?

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

[ ] ves D NO
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)
[] [ ] [ ] [ ] [ ] ]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:
APPROVED BY

NAME: FIFO DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

except HAT, HAA, TCH, and RA. Altitudes are minimum alititudes unless otherwise indicated.
RNAV DARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-18 - RNAV (GPS)

1 2 37 4 5 6 7 8 9 0 1 2 3 ;
WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 i
SUSAEAENRT JOKAK K70 w N33410596W090404680 W0002 NAR JOKAK i
SUSAEAENRT TECUK K70 w N33343188W050404524 w0002 NAR TECUK ‘
SUSAEAENRT WOPKI K70 W N33311944W090404448 w0002 NAR WOPKI I
SUSAEAENRT WUPUK K70 w N33171535W090404113 Woo01 NAR WUPUK i

1 2 3 4 5 6 7 8 9 [ 1 2 3

AIRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KIDLK7AIDL 0 070YHN33290860W090404400E000000126 1800018000C MNAR INDIANOLA MUNI

1 2 3 4 5 6 7 8 9 0 1 2 3
SEGMENT 12345678901234567890123456789012345678%0123456789012345678901234567890123456789012345678901234567895012345678901234567890123456789012

!
SUSAP KIDLK7FR18 AJOKAK 010JOKAKK7EAOEE AR HF 17980040 + 02600 18000 B JS "
SUSAP KIDLK7FR18 R 010JOKAKK7EAOE I IF + 02600 18000 B JS |
SUSAP KIDLK7FR18 R 020TECUKK7EALE F O051TF 17980066 + 01700 B Js :
SUSAP KIDLK7FR18 R 020TECUKK7EA2WN N ALNAV Js '
SUSAP KIDLK7FR18 R 021WOPKIK7EAQOE S O031TF 17980032 V 0068000680 -304 B JS
SUSAP KIDLK7FR18 R 030RW18 K7PGOGY M 031TF 17980016 00171 ~-304 B JS
SUSAP KIDLK7FR18 R 040 . 0 M CA 1798 + 00520 B JS
SUSAP KIDLK7FR18 R 050WUPUKK7EAQEY DF + 02500 B JS
SUSAP KIDLK7FR18 R 06 0WUPUKK7EAQOEE R HM 35980040 + 02500 B JS

1 2 3 4 5 6 7 8 9 0 1 2 3

RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KIDLK7GRW18 0070041798 N33294326W090404410-0100 +0011900126000045150R
i
|
CITY AND STATE ELEVATION: 126 THRE: 126 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |gup:
INDIANOLA, MS AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 18, AMDT 2
INDIANOLA MUNI AMDT: 1
RNAV DATED:  09/23/2010

FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page 3 of 4 Pages



ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

O O 0O O

AOPA NBAA OTHER (specify)

[ ] L]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG - DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICES - FAR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles uniess otherwise
indicated, except visibilities which are in statute miles or in feet RVR.

ARINC SUMMARY - 424-18 - RNAV (GPS)

ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
JOKAK JOKAK 010 IAF HF R FO 179.8(179.8T) 004.0 AR 02600
JOKAK 010 FACF IF FB AR 02600
TECUK 020 FAF TF FB 0.5 179.8(179.8T) 006.6 AA 01700
WOPKI 021 SDF TF FB 0.3 179.8(179.8T) 003.2 AR 00680 GS 00680
RW18 030 MAP TF FO 0.3 179.8(179.8T) 001.6 AT 00171
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
040 ca FB 179.8(179.8T) AR 00520
WUPUK 050 DF FO AR 02500
WUPUK 060 HM R FO 359.8(359.8T) 004.0 AR 02500
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
JOKAK N334105.96 © W0904046.80 N3341.099 W09040.780
TECUK N333431.88 W0904045.24 N3334.531 W09040.754
WOPKI N333119.44 W0904044 .48 N3331.324 W09040.741
WUPUK N331715.35 W0904041.13 N3317.256 W09040.686
RW18 N332943.26 W0904044.10 N3329.721 W09040.735
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RW18 00126 45
pliy
\‘}ﬁ 'Jﬁ;‘
&
? L
Y e
HECH
CITY AND STATE ELEVATION: 126 THRE: 126 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |gup:
INDIANOLA, MS AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 18, AMDT 2
INDIANOLA MUNi AMDT: 1
RNAV
DATED:  09/23/2010

FAA FORM 8260 - 10 / April 2006 (Computer Generated)
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ALL AFFECTED PROCEDURES REVIEWED?

[] ves | [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

o O 0O O

AOPA

[ 1

NBAA OTHER (specify)

]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
PART - A OBSTRUCTION DATA
1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES ELEV. MSL}] ROC ALT. ADJUSTMENTS MIN. ALT.
STRAIGHT-IN AREA 090/30 CW 270/30 JOKAK 1. TOWER (28-000706) (333926.00N/0904218.00W | 1049 (5D) 1000 JAT551 2600
2. TERRAIN 333745.00N/0900242,00W |352 (400) AS1500 1900
STRAIGHT-IN AREA 270/30 CW 090/30 JOKAK 3. TOWER (28-000774) [332222.00N/0903226.00W |2115 (5D) 1000 3200
4, TERRAIN 333633.00N/0900306.00W |329 (300) AS1500 1800
INTERMEDIATE JOKAK (IFfIAF) TECUK 1. TOWER (28-000706) ]333926.00N/0904218.00W |1049 (5D) 500 [AT151 1700
5. TERRAIN 334033.00N/0904236.00W | 138 (100) AS1500 1600
FINAL: LNAV TECUK WOPKI/1.60 NM TO [6. AAO 333431,00N/0903934.00W | 329 (2C) 250 |RA73 DG28 680
RW18
FINAL: LNAV STEPDOWN WOPKI/1.60 NM TO RW13 7. TREE 333000.27N/0904122.88W {229 (2C) 250 |RA37 520
RW18
2. HOLD-IN-LIEU-OF-PT JOKAK P-5 1. TOWER (28-000706) [333926.00N/0904218.00W {1049 (5D) 1000 [AT551 2600
' 8. TERRAIN 335118.00N/0904351.00W | 142 (100) AS1500 1600
MAP: [Rw1s WUPUK I_ ASC 2500
i'p'\glsgigl_l 9. TOWER (28-000834) [331705.00N/0903933.00W 400 (4D) 1000 1400
ELEV: |383 10. TERRAIN 332651.00N/0904112,00W | 145 (100) AS1500 1600
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT.
CATEGORY A 1.3NM__ | [ 350 454 7. TREE 333000.27N/0904122.88W [229 (2C) 300 RA37 580
CATEGORY B 1.5 NM u 450 |2 454 7. TREE 333000.27N/0904122.88W 229 (2C) 300 RA37 580
CATEGORY C 1.7NM  |S[ 450 |2 474 11. TREE 332700.00N/0904027.40W [249 (2C) 300 RA37 600
CATEGORY D 23NM |G 550 |2 654 12. TOWER (28-001249)| 332755.00N/0903819.00W 431 (2C) 300 RA37 780
CATEGORY E 4.5 NM x [ 550
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID:
SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL) MSA SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL) MSA,
Q@gﬂ! E
Y9
CITY AND STATE ELEVATION: 126 FACILITY PROCEDURE AND AMENDMENT NO: | REGIONT e &
INDIANOLA, MS AIRPORT NAME: RNAV RNAV (GPS) RWY 18, AMDT 2 ASO
INDIANOLA MUNI

FAA Form 8260 - 9/ April 2006 (Computer Generated)

PAGE 1 OF 1 PAGES



PART B - SUPPLEMENTAL DATA

1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIMETER SETTING
MEM APP CON NWS |OTHER: SOURCE:KGLH / KGWO
ZME ARTCC ASOS DISTANCE: 15.39 / 29.82
FAA HOURS REMOTE OPERATION:
SATISFACTORY ON: AlC 24124
X|VHF [ x[uHF | [HF LOCATION: KGLH ADJUSTMENT: 37/ 73
. PRIMARY NAVAID:
MONITOR |-MONITOR POINT:
STATUS | HRS | CAT1
OPTN:| CAT 3
ALS
(S) SALS
MALS
5. HIRL
g”:&ﬁv‘\\’i'; X  |MIRL 18, 36
LGHTING REIL
TDZ
C/LINE
OTHER (SPECIFY)
6. RUNWAY  |BASIC
MARKINGS |ALL WEATHER
INSTRUMENT  NPI-G 18, 36
7.RUNWAY |APPROACH
VISUAL MIDFIELD
RANGE ROLL OUT
8. GLIDE GP ANGLE: ELEV RWY THRESHOLD:
PATH DISTANCE FROM RWY: ELEV GP ANTENNA:
THRESHOLD CROSSING HEIGHT:
9. FINAL APPROACH X |RUNWAY THRESHOLD FT. FROM THRESHOLD
COURSE AIMING X |ON CENTERLINE FT. FROM CENTERLINE

10. WAIVERS: NONE

PART D - PREPARED BY:

TERENCE D. SHARP (MATT GALLANT)

DATE:
08/21/2012

TITLE:

AERONAUTICAL INFORMATION SPECIALIST

OFFICE:
AJV-351

PART C - REMARKS:
VDP NOT ESTABLISHED - ALTIMETER ADJUSTMENTS IN USE.

PRECIPITOUS TERRAIN EVALUATION COMPLETED.

BLOCK 3 ALTIMETER SETTING

SOURCE: KGLH/KGWO

DISTANCE: 15.39 NM/29.82 NM -

HOURS REMOTE OPERATION: 24/24
ADJUSTMENT: 36.03 FT/72.58 FT

ASOS IS ON SERVICE A/ASOS IS ON SERVICE A.

NO ADDITIONAL AIRSPACE REQUIRED.

RASS PRESSURE PATTERNS SAME

KIDL 126, KGLH 131

RA = 36,03

KIDL 126, KGWO 162

RA =72.58

LPV, LNAV/VNAV NOT DEVELOPED DUE TO GQS NOT VALIDATED.
100" TREES USED PER EST FPO.

OBSTACLE #7 AND #11 RETAINED FROM ORIGINAL PROCEDURE.

NO SURVEY FOR RWY 18, VISUAL SURFACES CAN NOT BE
VALIDATED.

STRAIGHT-IN/CIRCLING TO RWY 18 NA AT NIGHT.




RADIO FIX AND HOLDING DATA RECORD

NAME: JOKAK STATE: MS COUNTRY: US
LATITUDE/LONGITUDE: 334105.96N/0904046.80W TYPE: WP
AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

HOLDING: » HOLDING TYPE OF ACTION: NO CHANGE

PATTERNS:

PAT DIR IDENT TYPE RAD/CRS/BRG CRS TURN LEGLENGTH HOLDING ALTITUDES TEMPLATES
N MAX  MIN

INBOUND (LORR) TIME DME Mi
1 N WP 359.81 179.81 R 4 2600 6000

CONTROLLING OBSTRUCTIONS:

MAX
5 6

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 200 TOWER (28-000706) 333926.00N/0904218.00W 1049 5D

HOLDING RESTRICTIONS:
HOLDING LIMITED TO ESTABLISHED PATTERN.

REMARKS:
PRECIPITOUS TERRAIN EVALUATION COMPLETED.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY

IAP RNAV (GPS) RWY 18 1 KIDL INDIANOLA
IAP RNAYV (GPS) RWY 36 1 KIDL INDIANOLA

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 2 DATE OF REVISION: 01/10/2013

REASON FOR REVISION:
" REVISED FIX COORDINATES; FIX MOVED 0.51 NM/3082.05 FT NORTH.
UPDATED FIX USE: USE TYPE.

STATE
MS (US)
MS (US)

DEVELOPED BY: DATE: 08/23/2012 OFFICE: AJV-351 NAME: TERENCE SHARP (MATTHEW GALLANT)

APPROVED BY: DATE: OFFICE: AJV-351 NAME: SUE CRUMB
SIGNATURE:

DISTRIBUTION: NFDC
FPO: EST
ARTCC: ZME
ATC FACILITY: MEMPHIS APP CON
OTHER:

Y e

FAA FORM 8260-2 / AUG 2009

Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: TECUK STATE: MS COUNTRY: US
LATITUDE/LONGITUDE: 333431.88N/0904045.24W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

REMARKS:

FIX COORDINATES AT RNP PFAF LOCATION.

FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY
AP RNAV (GPS) RWY 18 KIDL INDIANOLA

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 2 DATE OVF REVISION: 01/10/2013

REASON FOR REVISION:
REVISED FIX COORDINATES; FIX MOVED 0.06 NM/380.07 FT NORTH.

STATE
MS (US)

DEVELOPED BY: DATE: 08/21/2012 OFFICE: AJV-351 NAME: TERENCE SHARP (MATTHEW GALLANT)

APPROVED BY: DATE: OFFICE: AJV-351 NAME: SUE CRUMB

SIGNATURE:

DISTRIBUTION: NFDC
FPO: EST
ARTCC: ZME
ATC FACILITY: MEMPHIS APP CON
OTHER:

N
@ 9

P&
et

FAA FORM 8260-2 / AUG 2009

Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: WOPKI STATE: MS COUNTRY: US

LATITUDE/LONGITUDE: 333119.44N/0904044.48W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: ESTABLISH

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
AP RNAV (GPS) RWY 18 KIDL INDIANOLA MS (US)

REQUIRED CHARTING: IAP

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: ORIG DATE OF REVISION: 01/10/2013
DEVELOPED BY: DATE: 09/24/2012 OFFICE: AJV-351 NAME: TERENCE SHARP (MATTHEW GALLANT)
APPROVED BY: DATE: OFFICE: AJV-351 NAME: STEVEN SZUKALA
SIGNATURE:

DISTRIBUTION: NFDC

FPO: EST

ARTCC: ZME

ATC FACILITY: MEMPHIS APP CON

OTHER:

Nl
@
o

et

FAA FORM 8260-2 / AUG 2009 Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: WUPUK STATE: MS COUNTRY: US

LATITUDE/LONGITUDE: 331715.35N/0904041.13W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

PATTERNS:

PAT DIR  IDENT TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX  MIN MAX

1 S WP 179.81 359.81 R 4 2500 6000 5 6

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 200 TOWER (28-002726) 331507.16N/0903543.70W 459 1A

HOLDING RESTRICTIONS:

HOLDING LIMITED TO ESTABLISHED PATTERN.

REMARKS: )

PRECIPITOUS TERRAIN EVALUATION COMPLETED.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY STATE

IAP RNAV (GPS) RWY 18 1 KIDL INDIANOLA MS (US)

IAP RNAV (GPS) RWY 36 1 KIDL INDIANOLA MS (US)

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 2 DATE OF REVISION: 01/10/2013

REASON FOR REVISION:
REVISED FIX COORDINATES; MOVED FIX 0.42 NM/2579.50 FT SOUTH.

DEVELOPED BY: DATE: 08/21/2012 OFFICE: AJV-351 NAME: TERENCE SHARP (MATTHEW GALLANT)
APPROVED BY: DATE: OFFICE: AJV-351 NAME: SUE CRUMB
SIGNATURE:

DISTRIBUTION: NFDC
FPO: EST
ARTCC: ZME
ATC FACILITY: MEMPHIS APP CON
OTHER:

9

o
Qi

FAA FORM 8260-2 / AUG 2009 Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: DEYEV STATE: MS COURNTRY: US

LATITUDEALONGITUDE: 334500.65N/0904303.12W TYPE: WP, DME

ARSPACE DOCKET: FIX TYPE OF ACTION, CANCEL

FIX MARKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG  TRUE DME  DIST FROM FAC RMFLA MAA
BRG  BRG MM FEET

1 GREENVILLE GLH VORADME i 040.33 04433 19.00 19.00 3000 17800

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

FIX USE:

UBE TYPE USE TITLE FAC PAT  AIRPORTIDENT CITY STATE

EN ROUTE V94 1 (LUS)

AP RNAV (GPG) RWY 18 KiDL INDIAMOLA ME {US)

REQUIRED CHARTING: 1AP, CONTROLLER, EN ROUTE LOW
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1 DATE OF REVISION: 01/10/2013

REASON FOR REVISION:

ADDED PAT 1 DIST FROM FACILTY 18.00 K.
REMOVED FAC 2 DATA.

FIX USE UPDATED.

DEVELOPED BY: DATE: QFFICE: NAME:
APPROVED BY: DATE: OFFICE: AJV-351 NAME: STEVEN SZUKALA
SIGNATURE:

DISTRIBUTION: NFDC
FPO: EST
ARTCG: ZME
ATC FACILITY: MEMPHIS APP CON
OTHER:

& CANCELLED

@:)P\L '] )‘J-

¥ o

K
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