RNAV - STANVDARD ' Bearings, héadings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, except
US DEPARTMENT OF TRANSPORTATION INSTRUMENT APPROACH PROCEDURE HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. Ceilings are in feet
FEDERAL AVIATION ADMINISTRATION TITLE 14 CFR PART 97.33 above airport elevation. Distances are in nautical miles unless otherwise indicated, exoeptwﬂbllltlesmmch
) are in statute miles or in feet RVR.
TERMINAL ROUTES. - . MISSED APPROACH
FROM TO . . COURSE AND DISTANCE ALTITUDE |LPV: DA AV: DA !
LOONE OWB VOR/DME (FB) 271.22119.56 ~ 2500 tm{".{‘m
WB‘VORIDME IAF . DABN (NOPT) (FB 284. . E—
° UAF) A N (NOFT) (FB) 84.78118.38 2500 CLIMB TO 2500 DIRECT HEMEE AND HOLD.
DIXEY (IAF) ADABN (NOPT) (FB) 042.29/4.87 2500
ADABN (IF/\AF) WOOKI (FB) 001.14/6.10 2500
WOOKI (FAF) J ORTFi/1.90 NM TO RW36 (FB) 001.14/4.57
ORTFI/1.90 NM TO RW36 RW?36 (MAP) (FO) 001.14/1.90 -
ADDITIONAL FLIGHT DATA:

(SEE FORM 8260-10) HOLD N, RT, 181.15 INBOUND,

CHART FAS OBST: 561 TREE 380153N/0873125W

CHART: 579 TOWER 375943N/0873234W

CHART: ASR.

DISTANCE TO THLD FROM 250 HATH: 0.61 NM.

: : CHART(;IDP AT 1.28 MILES TO RW36*
, *LNAV.ONLY.
1. PT SIDE OF COURSE - OUTBOUND FT WITHIN MILES OF 7 (IAF) WAAS CHANNEL # 90421
2. HOLD S ADABN, RT, 001.14 INBOUND, 2500 FT. IN LIEU OF PT (IAF) ' REFERENCE PATH ID: W36A
3.FAC: 00114 FAF: WOOKI DIST FAF TO MAP: 647 THLD: .47 |-TP HAE: 86 M
4. MIN. ALT: ADABN 2500, WOOKI 2500, ORTF1/1.90 NM TO RW36 1040* L e e e e
5. DIST TO THLD FROM OM: MM: IM: 150 HAT: 100 HAT: GS ANT:
6. MIN GS INCPT: 2500 GS ALT AT:WOOKI 2500 OoM: MM: IM:
7. GS ANGLE: 3.00 TCH:55.0 34:11S NOT CLEAR
.|18. MSA FROM: Rw36 2500 . MAG VAR: OE EPOCH YEAR: 1985
MINIMUMS
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE: N A | | STANDARD
CATEGORY =====> A B C D E
DH/MDA VIS HAT/HAA| DHIMDA VIS | HAT/HAA|DH/MDA VIS HAT/HAA | DH/MDA VIS HAT/HAA | DHIMDA VIS HAT/HAA

LPV DA 634 3i4 250 634 3/4 250 634 3/4 250 - 634 3/4 250
LNAV/VNAV DA 893 13/4 509 893 13/4 509 893 13/4 509 893 13/4 509

|LNAV MDA 820 1 436 820 1 436 820 11/4 436 820 11/4 436
CIRCLING 920 1 502 940 1 522 960 - 11/2 542 980 2 562

| NOTES: -
CHART NOTE: CIRCLING TO RWY 09 NA AT NIGHT.

CHART NOTE: FOR UNCOMPENSATED BARO-VNAV SYSTEMS, LNAV/VNAV NA BELOW -16C (4F) OR ABOVE 41C (105F). ) QN,’I—
CHART NOTE: DME/DME RNP-0.3 NA. ) .

.| CHART NOTE: VISIBILITY REDUCTION BY HELICOPTERS NA. ' ’ 2 | &)
(SEE FORM 8260-10) %ng
CITY AND STATE ELEVATION: 418 THRE: 384 FACILITY PROCEDURE NO./AMDT NO./EFFECTIVE DATE: SUP:

EVANSVILLE, IN AIRPORT NAME: IDENI-{H?\EIR: RNAV (GPS) RWY 36, AMDT 1 ANDT: ORIG
EVANSVILLE RGNL ' DATED 06/30/2011
FAA FORM 8260 - 3 / April 2006 (computer generated) : ’ PAGE 1 OF ¢ PAGES




ALLAFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE

[x] Yes |:| NO ROUTINE

COORDINATED WITH:

ATA AAT ALPA APA AOPA NBAA OTHER (specify)
[] ZID, EVV ATCT, EVV APP CON, AMGR
FLIGHT CHECKED BY ,
NAME: FIFO DATE.
DEVELOPED BY
NAME: ; FIFO DATE:
JOSE ALFONSO (ANKUR VERMA) AJV-353 01/06/2012
APPROVED BY
NAME: FIFO DATE.
LARRY H STROUT MANAGER AJV-353
CHANGES: ~

1. TERMINAL ROUTE OWB TO ADABN COURSE/DISTANCE CHANGED FROM 288.57/18.71 TO 284.78/18.38.
2. TERMINAL ROUTE DIXEY TO ADABN COURSE/DISTANCE CHANGED FROM 034.12/5.89 TO 042.29/4.87.
3. TERMINAL ROUTE ADABN TO WOOKI DISTANCE/ALTITUDE CHANGED FROM 6.39/2000 TO 6.10/2500.
4. TERMINAL ROUTE WOOKI TO ORTFI AND ORTFI TO MAP ADDED.
5. PROFILE SECTION LINE 4 CHANGED WOOKI ALTITUDE AND ADDED ORTFI.
6. PROFILE SECTION LINE 6 CHANGED ALTITUDES FROM 2000 TO 2500.
7. PROFILE SECTION LINE 3 DIST FAF TO MAP/THLD CHANGED FROM 4.91/4.91 TO 6.47/6.47.
. PROFILE SECTION LINE 7 TCH CHANGED FROM 52 TO 55. )
9. MINIMUMS SECTION LNAV/VNAV DA CHANGED FROM 891 TO 893 ALL CATS.
10. MINIMUMS SECTION LNAV MDA CHANGED FROM 860 TO 820 ALL CATS AND CAT C/D VISIBILITY CHANGED FROM 1 3/8 TO 1 1/4.
11. NOTES SECTION CHANGED BARO-VNAV TEMP FROM -15/41 TO -16/41.
12. NOTES SECTION DELETED WHEN VGSI INOP, CIRCLING RWY 18 NA AT NIGHT.
13. ADDITIONAL FLIGHT DATA SECTION CHANGED FAS OBST FROM 544 ELEV TO 561 TREE.
1S4. ADDITIONAL FLIGHT DATA SECTION ADDED CHART 579 TOWER AND DELETED FAS OBST 609 AAO.
EE 8260-10 B o

=]

REASONS:

1, 2. ADABN FIX MOVED FURTHER SOUTH DUE TO PFAF BEING MOVED DUE TO ALTITUDE INCREASE FROM 2000 TO 2500.

3, 6. ALTITUDE RAISED FROM 2000 TO 2500 DUE TO PILOT RA ALERTS OCCURRING IN INTERMEDIATE SEGMENT DESPITE HAVING ADEQUATE OBSTACLE CLEARANCE.
4. ADDED SDF PER 8260.3B PAR 288C(4).

5. SEE RSN 3 AND 4.

7. RAISED FAF ALTITUDE FROM 2000 TO 2500 WHICH INCREASED THE FAF TO MAP/THLD DISTANCE.

8. MATCHING THE VGSI WAS POSSIBLE BUT EXCESIVELY LOW AND WOULD CAUSE GQS PENETRATIONS; TCH WAS RAISED TO 55 FT IAW 826.3B TABLE 2-3.

9. PER CURRENT EVALUATION.

10. MDA/VISIBILITY DECREASE DUE TO STEPDOWN FIX ADDED PER 8260.38 PAR 288C(4); VISIBILITY REDUCTION SUFFICIENT FOR SDF ADDITION.

11. PER CURRENT EVALUATION IAW MEMO DTD 5/20/2010 AVG COLD TEMPERATURE FOR BAROMETRIC VERTICAL NAVIGATION BASED APPROACH PROCEDURES.

12. 20:1 PENETRATIONS REMOVED PER CENTRAL FPT.

13. PER CURRENT EVALUATION. »

14, ggﬁ"nnemo DTSD 7/10/2007 FAA ORDER 8260.19D PARAGRAPH 857 ADDITIONAL FLIGHT DATA, CLARIFICATION OF DOCUMENTATION POLICY REGARDING APPLICATION OF ADVERSE
ASSUMPTION OBSTCLES. ‘
15. RER EURRENT EVALUATION AND PROCEDURE IS BASED UPON THRESHOLD.

16. PER CURRENT EVAUATION.

SEE 8260:10°

: : /
) M

o 2
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US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
TAN D | except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
RNAV - S DAR Cellings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,

INSTRUMENT APPROACH PROCEDURE - TITLE 14 CFR PART 97.33 except visibilities which are in statute miles or in feet RVR.
TERMINAL ROUTES, (CONT.): .
: FROM TO COURSE AND DISTANCE ALTITUDE
RW36 (MAP) 834 MSL 00114 ~

634 MSL HEMEE (FO) . 2500

NOTES, (CONT.):

CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVALS AT LOONE ON V243 SOUTHBOUND. .
CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVALS AT DIXEY ON V7-52 SOUTHEAST BOUND.
CHART PROFILE NOTE: VGSI AND RNAV GLIDEPATH NOT COINCIDENT.

"
2
q?cu‘é’
CITY AND STATE ELEVATION: 418 THRE: 384 FACILITY " PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: SUP:
: . . IDENTIFIER: RNAV (GPS) RWY 36, AMDT 1
- EVANSVILLE, IN AIRPORT NAME: RNAV (GPS) AMDT: ORIG
EVANSVILLE RGNL ) DATED:  06/30/2011

FAA FORM 8260-10 / April 2006 (Computer Generated) PAGE 2 OF  PAGES




ALL AFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE
[ ves [ wo
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

O O O OO O O

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE::
APPROVED BY

NAME: FIFO DATE:

CHANGES:

CHANGES CONT.

15. ADDITIONAL FLIGHT DATA SECTION CHANGED DIST TO THLD FROM 250 HAT FROM 0.62 TO 0.61 NM AND
CHANGEOD HAT TOEI-éATH. 16. ADDITIONAL FLIGHT DATA SECTION CHART VDP DISTANCE CHANGED FROM 1.40
MILES TO 1.28 MILES.

REASONS:
REASONS CONT.

PDF EDITS:

1. TERMINAL ROUTE WOOKI TO ORTFI ADDED (FAF) DESCRIPTOR.

2. TERMINAL ROUTE 634 MSL TO HEMEE CHANGED ALTITUDE FROM 634 TO 2500.

3. TERMINAL ROUTE WOOKI TO ORTFI DELETED ALTITUDE.

4. 8260-10 SEGMENT RECORD DELETED 020 FROM HM LEG IN COLUMNS 45 THROUGH 47.
5. 8260-10 FLIGTH INSPECTION SUMMARY RNP VALUE 2.0 DELETED FROM HM LEG.




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION
RNAV STANDARD INSTRUMENT APPROACH PROCEDURE

FLIGHT STANDARDS SERVICE - FAR PART 97.33

except visibilities which are in statute miles or in feet RVR.

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,

FAS DATA BLOCK INFORMATION

DATA FIiELD DATA

OPERATION TYPE o

SBAS SERVICE PROVIDER IDENTIFIER 0
| AIRPORT IDENTIFIER KEVWV

RUNWAY RW36

APPROACH PERFORMANCE DESIGNATOR 0

ROUTE INDICATOR

REFERENCE PATH DATA SELECTOR 0

REFERENCE PATH IDENTIFIER (APPROACH ID) W36A

LTP/FTP LATITUDE 380151.3205N

LTP/FTP LONGITUDE 0873204.0645W

LTP/FTP ELLIPSOIDAL HEIGHT +00860°

FPAP LATITUDE 380320.5000N

FPAP LONGITUDE 0873201.8200W

THRESHOLD CROSSING HEIGHT (TCH) 00055.0

TCH UNITS SELECTOR (METERS OR FEET USED) F

GLIDEPATH ANGLE (GPA) 03.00

COURSE WIDTH AT THRESHOLD 106.75

LENGTH OFFSET 1072

HORIZONTAL ALERT LIMIT (HAL) 40.0

VERTICAL ALERT LIMIT (VAL) 50.0

CRC REMAINDER - 18D9AM T

ADDITIONAL PATH POINT RECORD INFORMATION

ICAO CODE K5

LTP ORTHOMETRIC HEIGHT +01171

FPAP ORTHOMETRIC HEIGHT +01171

Al
™%
2
Yol
CJ,T'YAND STATE- ELEVATION: 418 THRE: 384 FACILITY PROCEDURE NO./ AMDT NO./EFFECTIVE DATE. SUP:
: i IDENTIFIER:
NSVILLE, IN RNAV (GPS) RWY 36, AMDT 1
EVANSVIL AIRPORT NAME: NAV (GPS) AMDT: ORIG

| B 7 EVANSVILLE RGNL DATED:  06/30/2011

FAA FORM 8260-10 / April 2006 (Computer Generated)

PAGE 3 OF § PAGES




ALL AFFECTED PROCEDURES REVIEWED?

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

[ ] ves [ ] no
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)
[ 1] [] I . [ ] [ 1]

FLIGHT CHECKED BY

NAME: ~FIFO DATE:
DEVELOPED BY
NAME: FIFO DATE:
APPROVED BY
NAME: FIFO DATE:
CHANGES:
REASONS:
ALy
>
2




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

MNDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise

FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-18 - RNAV (GPS)

1 2 3 4 5 6 7 8 9 4] 1 2 3
NAVAID 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAD OWB K5010860VDT N37443678W087095746 N37443678W087095746E0010004010 NAROWENSBORO
1 2 3 4 5 6 7 8 o 9 0o 1 2 3
WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAEAENRT ADABN K50 W N37491635W087322301 W0030 NAR ADABN
SUSAEAENRT DIXEY K50 C L N37454005W087363115 w0029 NAR DIXEY
SUSAEAENRT HEMEE K50 W N38135825W087314557 W0031 NAR HEMEE
SUSAEAENRT LOONE K50 C L N37441443W086451802 W0036 NAR . LOONE
SUSAEAENRT ORTFI K50 W N37595722W087320693 W0030 NAR ORTFI
SUSAEAENRT WOOKI K50 W N37552269W087321382 w0030 NAR WOOKI
1 2 3 4 5 6 7 .8 9 0 1 2 3
AIRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KEVVKSAEVV 0 080YHN38021830W087315110E000000418 1800018000C MNAR EVANSVILLE RGNL
1 2 3 4 5 6 7 8 S 0 1 2 3

SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678501234567890123456789012

SUSAP KEVVKSFR36 AADABN 010ADABNKSEAOEE AR HF 00110040 + 02500 18000 A JS
SUSAP KEVVKSFR36 ADIXEY O0l0DIXEYKSEAOCE A IiF - 18000 A JSs
SUSAP-  KEVVKSFR36 ADIXEY 020ADABNKSEAQOEE B Q010TF 04230049 + 02500 A JS
SUSAP KEVVKSFR36 "ALOONE 010LOONEKSEAOQOE IF 18000 A J8
SUSAP KEVVKSFR36 ALOONE 0200WR K&5D 0V A 020TF 27120196 + 02500 A JS8
SUSAP KEVVKS5FR36 ALOONE 030ADABNKSEAOEE B 0l10TF 28480184 + 02500 A J8
SUSAP KEVVKS5FR36 R 01 0ADABNKSEAQE I IF + 02500 18000 A JS
SUSAP KEVVKS5FR36 R 020WOOKIKSEALE F O051TF . 00110061 + 02500 RW36 K5PGA J8
SUSAP KEVVKSFR36 R 02 0WOOKIKSEA2WALPV ALNAV/VNAV ALNAV Js
SUSAPVKEVVKSFRV36 R 0210RTFIKSEAQE S O031TF 00110046 V 0104001044 -300 A JS8
SUSAP KEVVKSFR36 R 030RW36 K5PGOGY M 031TF 00110019 00439 -300 A JS
SUSAP KEVVKS5FR36 R 040 0 M CA 0011 -+ 00634 A JS
SUSAP KEVVKSFR36 R 050HEMEEKSEAQOEY DF ’ + 02500 A J8
SUSAP KEVVKSFR36 R ‘06 OHEMEEKSEAQOEE R HM 18120040 + 02500 A JSs
1 2 3 4 5 6 - 7 . 8 9 4] 1 2 3
RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KEVVKSGRW36 0062860011 N38015132W087320406+0200 +0086000384078955150R
1 2 3 a 5 6 7 8 9 0 1 2 1
TEeNS
CITY AND STATE ELEVATION: 418 ~ THRE: 384 FACILITY PROCEDURE NO./AMDT. NO./ EFFECTIVE DATE: |sup:
EVANSVILLE, IN AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 36, AMDT 1
EVANSVILLE RGNL ) AMDT: ORIG
RNAV
DATED:  06/30/2011

FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page 4 of 6 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] no

COORDINATES OF FACILITIES

REQUIRED. EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

O O o O

AOPA - NBAA OTHER (specify)

[ 1 ]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

— RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR. .

PP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KEVVKS5PR36 RW36 001 00OOW36AO0N3801513205W08732040645+008600300N3803205000W08732018200106751072000550F40050018D9A417
SUSAP KEVVKSPR36 RW36 002E +01171+01171LPV 90421 o

1 2 3 4 5 6 ’ 7 8 9 0 1 2 3
MSA 123456789012345678901234567890123456785012345678901234567890123456789012345678901234567850123456789012345678901234567890123456789012

SUSAP KEVVKGSSRW36 K5PG 0 18018002525

NAL
& : <,
o
e

[crTy AND STATE ELEVATION: 418 THRE: 384 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |gup:
EVANSVILLE, IN AIRPORT NAME: IDENTIFIER: " RNAV (GPS) RWY 36, AMDT 1
EVANSVILLE RGNL

AMDT: ORIG
7 RNAV DATED:  06/30/2011

FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page 5 of 6 Pages




ALL AFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE

[] ves [] no

| COORDINATED WITH:
ATA AAT ALPA APA AOPA- NBAA OTHER (specify) -

1 N e N e A s [ o S

FLIGHT CHECKED BY

NAME: FIFO DATE:

DEVELOPED BY

NAME: ' ' NFPG DATE:

APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
M INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise i
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR. ’

ARINC SUMMARY - 424-18 - RNAV (GPS)

ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
ADABN ADABN 0l0 IAF HF R FO ‘ _ 001.1(001.1T) 004.0 AA 02500
DIXEY DIXEY 010 IAF IF FB
DIXEY - ADABN 020 TF FB 1.0 042.3(042.3T) 004.9 AA 02500
LOONE LOONE 010 IF FB .
LOONE - OWB 020 IAF TF FB 2.0 271.2(271.2T) 019.6 AA 02500
LOONE ADABN 030 . TF FB 1.0 284.8(284.8T) 018.4 AA 02500
ADABN 010 FACF IF FB AA 02500
WOOKI 020 FAF TF ) FB 0.5 001.1(001.1T) 006.1 AA 02500
ORTFI 021 SDF TF FB 0.3 001.1(001.1T) 004.6 AA 01040 GS 01044
RW36 030 MAP TF FO 0.3 001.1.(001.1T) 001.9 AT 00439
MISSED. APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE B SPEED
040 CA FB 001.1(001.1T) ’ AA 00634
HEMEE 050 DF FO AA 02500
HEMEE 060 HM R FO 181.2(181.2T) 004.0 AA 02500
POINT DATA ) WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
OwWB N374436.78 W0870957.46 N3744.613 W08709.958
ADABN N374916.35 wW0873223.01 N3749.273 W08732.384
DIXEY N374540.05 W0873631.15 N3745.668 W08736.519
HEMEE N381358.25 W0873145.57 N3813.971 : wW08731.760
LOONE N374414.43 W0864518.02 N3744.241 W08645.300
ORTFI N375957.22 W0873206.93 N3759.954 w08732.116
WOOKI N375522.69 wW0873213.82 N3755.378 w08732.230
RW36 N380151.32 W0873204.06 N3801.855 W08732.068
RUNWAY. DATA THRESHOLD
) RWY ELEVATION ° TCH
RW36 00384 55

CITY AND STATE ELEVATION: 418 THRE: 384 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: ° |sup:
EVANSVILLE, IN AIRPORT NAME: IDENTIFIER: RNAYV (GPS) RWY 36, AMDT 1
EVANSVILLE RGNL } AMDT: ORIG
RNAV DATED:  06/30/2011

FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page 6 of 6 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] n~o

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

[] ] [ I

AOPA NBAA OTHER (specify)

[ L]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES: -

REASONS:




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
PART - A OBSTRUCTION DATA
1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES ELEV. MSL| ROC ALT. ADJUSTMENTS MIN. ALT.
FEEDER LOONE JOWB VOR/DME 1. TWR(21-0021:89) 374744.17N/0865057.97W | 1090 (5D) 1000 |AT410 2500
2. TERRAIN 374812.00N/0864857.00W |673 (700) AS1500 2200
INITIAL OWB VOR/DME ADABN ' '3-“TWR (21-000711) - |374620.00N/0872127.00W | 1449 (5D) 1000~ | , ‘ - |2500
4. TERRAIN 374515.00N/0872136.00W | 548 (500) AS1500 o 2000
INITIAL DIXEY ADABN 5. TOWER (21-000964) 374654.00N/08734/26.oow 844 (5D) 1000 |[AT656 - ~ |2500
6. TERRAIN 374912.00N/0873212.00W |483 (500) AS1500 E 2000
INTERMEDIATE ADABN WOOKI 7. TWR (21-000457) 375315.00N/0873108.00W |1449 (3C) 500 |AT551 2500
8. TERRAIN 375321.00N/0873033.00W |552 (600) AS1500 v 2100
FINAL: LPV WOOKI RW36 9. BLDG (18-021991)  [380136.08N/0873208.29W |435 (1A) " 341 " |e34/250
FINAL: LNAV/VNAV WOOKI RW36 10. ELEV (18-000414) ~ [330051.00N/0873132.00W {544 (4D) 23.44:1 [AC50 893/509
FINAL: LNAV WOOKI ORTFI1.90 NM TO [11. AAO 375819.99N/0873131.53W [609 (2C) 250 |DG157 XL24 — 1040
RW36
FINAL: LNAV STEPDOWN ORTFI/1.90 NM TO RW36 12. TREE (18-021969) [380153.18N/0873125.49W {561 (2C) 250 820
RW36
2. HOLD-IN-LIEU-OF-PT ADABN P-5 7. TWR (21-000457) 375315.00N/0873108.00W |1449 (3C) 1000 ' 2500
8. TERRAIN 375321.00N/0873033.00W | 552 (600) AS1500 2100
MAP: |DA/DA/RW36 HEMEE - , I . e ASC 2500
2P“|/D|§SE(?H , 13. TWR (18-001144) _ [381045.00N/0872913.00W [1000 (5D) | 1000 [SA-35 2000
ELEV: |444i732/720 , 14. TERRAIN 381139.00N/0872954.00W | 588 (600) AS1500 2100
4. CIRCLING AREA| DISTANCE HT. ABV. ARPT. - : o )
CATEGORYA | 1.3NM A 350 502 15. TREE (18-021903) | 380346.76N/0873138.36W {616 (2C) 300 _|920
CATEGORY B 1.5 NM 'F'xJ 450 :,:‘ 522 16. TOWER (18-000199)| 380208.00N/0873359.00W_|624 (1A) 300 ‘ 940
CATEGORY C 17NM 5[ 450 |2 542 17. TOWER (18-001534)| 380154.00N/0873410.00W |649 (2C) 300 960
CATEGORY D 23NM |} 550 2 562 17. TOWER (18-001534)| 380154.00N/0873410.00W (649 (2C) 300 HAA 980
CATEGORY E 45NM  |*[ 550
5. MINIMUM SAFE ALTITUDES : PRIMARY NAVAID: RW36
SECTOR OBSTRUCTION BRG/DIST . |ELEVATION (MSL) MSA SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL) ﬂ% K'f»
360-360 TWR (18-000498) 093/ 08.2 1493 (5D) 2500 a 2 -
o
CITY AND STATE ; ELEVATION: 418 FACILITY PROCEDURE AND AMENDMENT NO: |REGION
‘ EVANSVILLE, IN AIRPORT NAME: RNAV RNAV (GPS) RWY 36, AMDT 1 AGL
EVANSVILLE RGNL
FAA Form 8260 - 9/ April 2006 (Computer Generated) PAGE 1 OF 1 PAGES




PART B - SUPPLEMENTAL DATA

1. COMMUNICATIONS WITH: 2. WEATHER SERVICE

3. ALTIMETER SETTING

IND ARTCC
EVV APP CON
EVV TOWER

NWS |OTHER:
ASOS

FAA

A/C

SATISFACTORY ON:

SOURCE: KEVV

DISTANCE:

HOURS REMOTE OPERATION:

XIVHF [ xJuHF [ THF LOCATION: KEW

ADJUSTMENT:

PRIMARY NAVAID:

4 MONITOR POINT:

MONITOR

STATUS | HRs | CAT1

OPTN:| CAT 3

ALS

(S) SALS

MALSR 22 (PCL)

5 HIRL 22, 04

APPROACH MIRL 27, 18, 36, 09

Xx| x|

& RUNWAY

LIGHTING REIL 18, 36, 04

TDZ

C/LINE

X OTHER (SPECIFY)
PAPI-4R 18 PAPI-4L 36 VASI-4L 04

6. RUNWAY |BASIC _ BSC.G 27,09

MARKINGS [|ALLWEATHER  PpIR-G 22, 04

INSTRUMENT NPI-G 18, 36

7. RUNWAY APPROACH 22

VISUAL  [miDFIELD

RANGE ROLL OUT

8. GLIDE GP ANGLE: 3.00

ELEV RWY THRESHOLD:384.2

PATH

ELEV GP ANTENNA:

DISTANCE FROM RWY:

THRESHOLD CROSSING HEIGHT:55.0

9. FINALAPPROACH X ~ |RUNWAY THRESHOLD

FT. FROM THRESHOLD

COURSE AIMING X |ON CENTERLINE

FT. FROM CENTERLINE

10. WAIVERS: NONE

PART D - PREPARED BY:
JOSE ALFONSO (ANKUR VERMA)

DATE:
01/06/2012

TITLE:
AERONAUTICAL INFORMATION SPECIALIST

OFFICE:
AJV-353

PART C - REMARKS:
ISA DEVIATION-USED: -16C (4F)

THRESHOL.D DISPLACED 789 FT.
PARA 251 ’, 34:1 PENETRATION.
PRECIPITOUS TERRAIN EVALUATION COMPLETED.

TERPS PARAGRAPH 289 APPLIED TO 579 TOWER
375943N/0873234W

SEE ATTACHED AIRSPACE LETTER.

KEVV IS ON SERVICE A.

AVERAGE VEGETATION 35 FT PER CENTRAL FPT.
TAANOT DEVELOPED PER CENTRAL FPT.

SLOPES:

LPV: 34:1

LNAV/VNAV PRIMARY: 23.4:1
LNAV/VNAV SECONDARY: 34:1

ALL INTERMEDIATE SEGMENTS HAVE THE SAME CONTROLLING
OBSTACLE.

TERPS, VOLUME 1, "VISUAL PORTION OF FINAL"
PENETRATIONS:

20:1 RWY 9:

467 TREE (KEVV0053) 380220.59N/0873230.56W (24.88)
443 TREE (KEVV0049) 380218.93N/0873229.95W (3.48)
445 TREE (KEVV0043) 380216.59N/0873230.66W (2.88)
34:1 RWY 36:

389 POLE (18-021976) 380148.41N/0873207.22W (1.88)
435 BLDG (18-021991) 380136.08N/0873208.29W (11.17)

TCH RAISED FROM 52 TO 55 TO COINCIDE WITH WHG 4.
VGSI DATA: 3.00/29

NO BACKUP ALTIMETER REQUIRED; AIRPORT HAS REDUNDENT
WEATHER SOURCES (ASOS/LLAWRS).

MAGVAR NOT UPDATED PER CENTRAL FPT. RWY 4/22
CONSTRUCTION PLANNED; AIRPORT MAGVAR WILL BE UPDATED
AFTER CONSTRUCTION COMPLETION.

AVG COLD TEMP CALCULATED IAW MEMO DTD 5/20/2010 AVG
COLD TEMPERATURE FOR BAROMETRIC VERTICAL NAVIGATION
BASED APPROACH PROCEDURES.

.
W
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RADIO FIX AND HOLDING DATA RECORD

NAME: ADABN STATE: KY COUNTRY: US

LATITUDE/LONGITUDE: 374916.35N/0873223.01W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

PATTERNS: :

PAT DIR IDENT TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX MIN MAX

1 S WP 181.14 001.14 R 4 2500 - 6000 5 6

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 200 TOWER (21-000457) 375315.00N/0873108.00W 1449 3C

HOLDING RESTRICTIONS:

HOLDING LIMITED TO ESTABLISHED PATTERN.

REMA

RKS:
PRECIPITOUS TERRAIN EVALUATION COMPLETED.

FiX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
IAP RNAV (GPS) RWY 18 1 KEVV EVANSVILLE IN (US)
IAP RNAV (GPS) RWY 36 1 KEVV EVANSVILLE IN (US)

REQUIRED CHARTING: IAP

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: 1

DATE OF REVISION: 05/31/2012

REASON FOR REVISION:
FIX MOVED 1.27 NM SOUTH; FIX NAME REMAINED FOR ATC OPERATIONAL REQUIREMENTS.
DEVELOPED BY: DATE: 01/03/2012 OFFICE: AJV-353 NAME: JOSE ALFONSO (ANKUR VERMA)
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:

DISTRIBUTION: NFDC

FPO: CEN

ARTCC: ZID

ATC FACILITY: EVV APP/CON, EVWV ATCT

OTHER:

M

el

FAA FORM 8260-2 / AUG 2009

Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: ORTFI STATE: IN COUNTRY: US

LATITUDE/LONGITUDE: 375957.22N/0873206.93W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: ESTABLISH

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
AP RNAV (GPS) RWY 36 KEVV EVANSVILLE IN (US)

REQUIRED CHARTING: IAP

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: ORIG DATE OF REVISION: 05/31/2012
DEVELOPED BY: . DATE: 01/03/2012 OFFICE: AJV-353 NAME: JOSE ALFONSO (ANKUR VERMA)
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:

DISTRIBUTION: NFDC

FPO: CEN

ARTCC: ZID

ATC FACILITY: EVV APP/CON, EVV ATCT

OTHER:

Nanala

A
et

FAA FORM 8260-2 / AUG 2009 ‘ Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: WOOKI STATE: IN COUNTRY: US

LATITUDE/LONGITUDE: 375522.69N/0873213.82W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

FIX USE: :

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
IAP RNAV (GPS) RWY 36 KEVV EVANSVILLE IN (US)

REQUIRED CHARTING: |AP

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: 1 DATE OF REVISION: 05/31/2012
REASON FOR REVISION:
FIX MOVED 1.56 NM SOUTH; FIX NAME REMAINED FOR ATC OPERATIONAL REQUIREMENTS.
DEVELOPED BY: DATE: 01/03/2012 OFFICE: AJV-353 NAME: JOSE ALFONSO (ANKUR VERMA)
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:

DISTRIBUTION: NFDC

FPO: CEN

ARTCC: ZID

ATG FACILITY: EVV APP/CON, EVV ATCT

OTHER:

»
@

ALy
£
2

Y

FAA FORM 8260-2 / AUG 2009 Page 1
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RADIO FIX AND HOLDING DATA RECORD [NFO ONLY

NAME: DIXEY STATE: KY COUNTRY: US
LATITUDE/LONGITUDE: 374540.05N/0873631.156W TYPE: WP, DME
AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY
FIX MAKE-UP FACILITIES:
FAC NAME IDENT TYPE CLASS MAG TRUE
BRG BRG
1 POCKET CITY PXV VORTAC H 140.86 143.86 12.40
HOLDING: i HOLDING TYPE OF ACTION: NO CHANGE
FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY
EN ROUTE V52 1 :
EN ROUTE V7 1
AP RNAV (GPS) RWY 36 : KEVV EVANSVILLE
IAP RNAV (GPS) RWY 4 KEW EVANSVILLE

REQUIRED CHARTING: I1AP, CONTROLLER, EN ROUTE LOW
COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: 5 DATE OF REVISION: 06/30/2011

REASON FOR REVISION:

1. DELETED FAC 2 (FIX ICINU).
2. ADDED DISTANCE TO FAC 1.
3. UPDATED FIX USE.

DME DIST FROM FAC
NM  FEET

1240

MRA  MAA
2300 17500

STATE
IN (US)
IN (US)
IN (US)
IN (US)

DEVELOPED BY: DATE: 01/05/2011 OFFICE: AVN-120 NAME: JOSE ALFONSO (SCOTT BAGENSIE)
APPROVED BY: DATE: 04/26/2011 OFFICE: AVN-120 NAME: GREGORY YAMAMOTO
SIGNATURE:
DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZID
ATC FACILITY: EVV APP/CON, EW ATCT
OTHER:
@-“Al/»
%
-~ 2
A
4’5(’:*1!.?9
FAA FORM 8260-2 / AUG 2009 Page 1 of 1




RADIO FIX AND HOLDING DATA RECORb

NAME: HEMEE

’ LATITUDE/LONGITUDE: 381358.25N/0873145.57W

STATE: IN
TYPE: WP

conrcs. INFO ONLY

AIRSPACE DOCKET: FIX TYPE OF ACTION: ESTABLISH

HOLDING: HOLDING TYPE OF ACTION: ESTABLISH

PATTERNS: ‘

PAT DIR IDENT  TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN ) MIN  MAX

1 N wp 001.15 181.15 R 4 2500 6000 5 6

CONTROLLING OBSTRUCTIONS: -

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 . 2000 TOWER (18-001503) 382056.00N/0872944.00W 1007 5

HOLDING RESTRICTIONS:

HOLDING LIMITED TO ESTABLISHED PATTERN.

REMAR!

PRECIPITOUS TERRAIN EVALUATED.

FIX USE: ‘

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE

IAP RNAV (GPS) RWY 18 1 KEWV EVANSVILLE IN (US)

IAP RNAV (GPS) RWY 36 1 KEW EVANSVILLE IN (US)

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: ORIG

DATE OF REVISION: 06/30/2011

DEVELOPED BY: DATE: 01/05/2011 OFFICE: AVN-120 NAME: JOSE ALFONSO (SCOTT BAGENSIE)
APPROVED BY: DATE: 04/26/2011 OFFICE: AVN-120 NAME: GREGORY YAMAMOTO
SIGNATURE:
DISTRIBUTION: NFDC
FPO: CEN
ARTCC: Z
ATC FAC|LITY EVV APP/CON, EVV ATCT
OTHER:
ALy
e
2
Y
FAA FORM 8260-2 / AUG 2009 Page 1 of 1




NAME: LOONE

RADIO FIX AND HOLDING DATA RECORD INFO ONLY

STATE: KY COUNTRY: US

LATITUDE/LONGITUDE: 374414.43N/0864518.02W TYPE: WP, INT, DME
AIRSPACE DOCKET: ’ FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME

IDENT TYPE CLASS MAG TRUE DME DIST FROM FAC
BRG NM  FEET

BRG

1 HUNTINGBURG HNB VOR/DME T 162.70 162.70  32.20 22.(2)0

2 MYSTIC

MYS VOR L 250.00 249.00 6.02

EXPANDED SERVICE VOLUME (ESV):
FAC TYPE RADIAL/BEARING DISTANCE MIN ALTITUDE MAX ALTITUDE
32 4500 17500

FAC IDENT
HNB

HOLDING:

FIX USE:
USE TYPE
EN ROUTE
1AP

IAP

IAP

VOR/DME R-163

HOLDING TYPE OF ACTION: NO CHANGE

\l;SE TITLE FAC PAT AIRPORTIDENT CITY

-243 1,2

RNAV (GPS) RWY 36 KEVV EVANSVILLE
RNAV (GPS) RWY 31 KTEL TELL CITY
GPS RWY 21 K7K4 HARTFORD

REQUIRED CHARTING: IAP, CONTROLLER, EN ROUTE LOW

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: 4

DATE OF REVISION: 06/30/2011

REASON FOR REVISION:

1. DELETED FAC 3 (FIX ZUTJO).

2. ADDED FAC TO FIX DISTANCE TO FAC 18&2,

3. CHANGED TRUE COURSE BEARING FOR FAC 1 FROM 162.68 TO 162.70.
4. CHANGED DME DISTANCE FROM FAC 1 FROM 32.19 TO 32.20.

5. UPDATED FIX USE. ’

DEVELOPED BY:

APPROVED BY:

DISTRIBUTION:

DATE: 01/05/2011 OFFICE: AVN-120

DATE: 04/26/2011 OFFICE: AVN-120 NAME: GREGORY YAMAMOTO

SIGNATURE:

NFDC

FPO: CEN

ARTCC: ZID

ATC FACILITY: EVV APP/CON, EVWW ATCT
OTHER:

MRA

4500
4500

STATE
IN (US)
IN (US)
IN (US)

MAA

17500
17500

KY (US)

NAME: JOSE ALFONSO (SCOTT BAGENSIE)

Al
o 2’&

y’ O
Sl

FAA FORM 8260-2 / AUG 2009

Page 1
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RADIO FIX AND HOLDING DATA RECORD [NFO ONLY

NAME: OWENSBORO VOR/DME STATE: KY COUNTRY: US

LATITUDE/LONGITUDE: 374436.78N/0870957 .46W TYPE:

AIRSPACE DOCKET: FIX TYPE OF ACTION: NO CHANGE

FIX MAKE-UP FACILITIES: ’

FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC  MRA MAA

BRG BRG NM  FEET

1 OWENSBORO owB VOR/DME T 12000

HOLDING: HOLDING TYPE OF ACTION: MODIFY

PATTERNS:

PAT DIR IDENT TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX MIN MAX

1 N owB VOR/DME 356.29 176.29 R 1 © 2500 6000 4 5

2 N OowB VOR/DME 351.00 171.00 R 1 2500 6000 4 5

3 SW OwB VOR/DME 223.00 043.00 R 1 2500 6000 4 5

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 200 TOWER (21-000014) 374429.00N/0870659.00W 830 2C

2 200 TOWER (21-000014) 374429.00N/0870659.00W 830 2C

3 200 TOWER (21-000014) 374429.00N/0870659.00W 830 2C

HOLDING RESTRICTIONS:
HOLDING LIMITED TO ESTABLISHED PATTERNS.

REMARKS:

PRECIPITOUS TERRAIN EVALUATION COMPLETE

FIX USE:

USE TYPE - USE TITLE FAC PAT AIRPORTIDENT CITY STATE
IAP ILS OR LOC RWY 04 KEVV EVANSVILLE IN (US)
IAP RNAV (GPS) RWY 36 KEWWV EVANSVILLE IN (US)
IAP GPS RWY 03 K7K4 HARTFORD KY (US)
AP GPS RWY 21 K7K4 HARTFORD KY (US)
IAP ILS OR LOC RWY 36 KOWB OWENSBORO KY (US)
IAP VOR RWY 05 3 KOWB OWENSBORO KY (US)
AP VOR RWY 18 2 KOWB OWENSBORO KY (US)
IAP VOR RWY 36 1 KOWB OWENSBORO KY (US)
STAR CHERI KSDF LOUISVILLE KY (US)

REQUIRED CHARTING: IAP, CONTROLLER, EN ROUTE LOW
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 7 DATE OF REVISION: 06/03/2010

REASON FOR REVISION:

UPDATED FIX USE
CORRECTED HOLDING PAT 1 INBOUND COURSE FROM 177.00 TO 176.29 AND MINIMUM ALTITUDE FROM 2100 TO 2500.

UPDATED ALL HOLDING PATTERNS MAXIMUM ALTITUDE TO 6000, MIN/MAX TEMPLATE TO 4/5 AND NEW OBSTACLE DATA.
CORRECTED HOLD PATTERN 2/3 MIN ALT FROM 2000/2100 TO 2500/2500.
ADDED PRECIPITOUS TERRAIN EVALUATION COMPLETED REMARK.

DEVELOPED BY: DATE: 08/12/2009 OFFICE: AVN-101 NAME: EUGENE NEWTON (NICHOLE HEISE)
APPROVED BY: DATE: 03/16/2010 OFFICE: AVN-110 NAME: GEORGE DAVIS
SIGNATURE:

DISTRIBUTION: NFDC
FPO: EST
ARTCC: ZID
ATC FACILITY: EVV APP CON/OWB ATCT
OTHER:

AL
>

2
Y

FAA FORM 8260-2 / AUG 2009 Page 1 of 1




TERMINAL AIRSPACE DATA REQUIREMENTS

CITY: EVANSVILLE | STATE:
AIRPORT NAME: EVANSVILLE RGNL v ID:
PROCEDURE: RNAV (GPS) RWY 36 | : AMDT:
DOCKET#:

(96-AXX-X/Required/Not Required)

KEVV

ALL DIST TO 1/100 NM; ELEV TO NEAREST FT; COORD TO 1/100 SEC; DEG TO 1/100 DG.

1. Distance from THLD to 1000" point

3.33
(Enter THLD, FAF, ARP, FACILITY, as appropriate)
2. Width of FINAL segment at 1000' point 1.20
(Enter appropriate segment, final, intermediate, etc.) '
3. True Course of ~ FINAL segment containing 1000' point 001.14
4. High Terrain in FINAL segment containing 1000' point 470
5. Distance from THLD to 1500’ point 5.47
' (If 1500 point in PT maneuvering area or holding pattern note in remarks)
6. Width of FINAL segment at 1500' point 1.20
7. True Course of FINAL segment containing 1500 point - 00114
8. High Terrain in FINAL segment containing 1500' point 470
9. Threshold Coordinates (if straight-in) ... 380143.52N / 0873204.26W
10. ARP Coordinates ................c.co.cennee 380218.30N / 0873151.10W
11. Runway Approach End and distance furthest from ARP ................ RWY 22
Distance 0.81 NM
12. FAF Coordinates ............................ 375522.69N / 0873213.82W

REMARKS: Approach/Drawing attached.






