U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

SDF STANDARD INSTRUMENT APPROACH PROCEDURE except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. .
Cellings are in feet above airport elevation. Distances are in nautical miles unless otherwise indicated,

FLIGHT STANDARDS SERVICE - TITLE 14 CFR PART 97.25 except visibilities which are in statute miles or in feet RVR.
TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE | MAP: 2.36 MILES AFTER BVQ NDB
EWO VOR/DME BVQ NDB 202.53/40.12 2700 i
. CLIMB TO 1800 THEN CLIMBING LEFT TURN TO 2700 DIRECT BVQ
BARRY INT/BWG 19.00 DME BVQ NDB 020.63/ 11.60 2700 NDB AND HOLD.
BWG VORTAC » BVQNDB 073.571721.55 2700
ADDITIONAL FLIGHT DATA:

HOLD W, RT, 076.11 INBOUND.

CHART FAS OBST: 869 TREE 3701 23N/0855833W
BVQ NDB-TO RWO08: 3.42/40.

CHART IN PLANVIEW: (CFFGD) AT
365911.91N/0860740.50W

1.PT L SIDE OF COURSE 256.411 OUTBOUND 2700 FTWITHIN 10 MILES OF BVQ NDB (IAF)
2.
3.FAC 076.11 FAF BVQNDB DIST FAF TO MAP 236 THLD 2.36
4. MIN. ALT BvQ NDB 1600 '
8.MSA FROM: BVQ NDB 2700 : MAG VAR: 4W EPOCH YEAR:2015
MINIMUNMS C
TAKEOFF: SEE FAA FORM 8280-15A FOR THIS AIRPORT ALTERNATE: NA | x |
CATEGORY ===z=z==> A B [od . D E
‘ MDA VIS |HAT/HAA| MDA VIS HAT/HAA| MDA VIS HAT/HAA | MDA VIS HAT/HAA | MDA VIS  [HAT/HAA

5-8 1120 1 418 1120 1 416 1120 11/8 416 1120 11/8 416
CIRCLING 1220 7i8 504 1240 | 1 524 1260 112 544 1540 23/4 824

NOTES:

CHART NOTE: WHEN VGS! INOP, CIRCLING RWY 26 NA AT NIGHT. bl
CHART NOTE: WHEN LOCAL ALTIMETER SETTING NOT RECEIVED, USE BOWLING GREEN ALTIMETER SETTING AND , @*L +

INCREASE ALL MDAS 140 FEET, INCREASE S-8 CAT C AND D AND CIRCLING CAT C VISIBILITY 1/2 MILE. ) T 4 a
CHART NOTE: ADF REQUIRED. _ -

(SEE FORM 8260-10), ‘ ' ~ ' OHE ;
CITY AND STATE ELEVATION: 716 " THRE: 704 FACILITY PROCEDURE NO./AMDT NO./EFFECTIVE DATE: SUP SDF RWY 7

GLASGOW, KY AIRPORT NAME: IDENTIFIER: SDF RWY 8, AMDT 11
k GLW AMDT 10
GLASGOW MUNI DATE
FAA FORM 8260-5 / April 2006 (computer generated) PAGE 1 OF5 PAGES




ALLAFFECTED PROCEDUF/{ES REVIEWED? ‘ . COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE

[ ] ves NO ROUTINE
COORDINATED WITH. / ‘
ATA AAT ALPA APA AOPA  NBAA OTHER (specify)

[ ] ] [ 1] [x] , ZMIE, AMGR

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:

DONALD E. SMITH (DANA MITCHELL) AJV-352 12/02/2011

APPROVED BY '

NAME: FIFO DATE.

DARRYEL ADAMS AJV-352
[CHANGES:

1. CHANGED TO RWY 8 FROM RWY 7.

2. CHANGED TDZE TO THRE.

3. BARRY INT FEEDER ROUTE COURSE CHANGED FROM 018.63 TO 020.59.

4. BOWLING GREEN VORTAC FEEDER ROUTE COURSE CHANGED FROM 073.53 TO 073.57

5. FAS OBST CHANGED FROM 860 FT TREE TO 869 FT TREE.

6. PT SIDE OF COURSE CHANGED FROM 253.41 TO 256.11.

7. FINAL COURSE CHANGED FRONM 073.41 TO 076.11.

8. S-8 CAT C AND D VISIBILITY CHANGED FROM11/4TO 1 1/8.

9. ADDED CNF.

REASONS:

1. AIRPORT CHANGED RUNWAY NUMBERS WITHOUT PRIOR COORDINATION.
2. 1AW 8260.3B CHG 20 PARA 3.1.

3. MAGVAR UPDATE FROM 2W TO 4W.

4. CORRECTED MAGNETIC COURSE.

§. NEW.CONTROLLING OBSTACLE PER MAP STUDY.
6. MAGVAR UPDATE FROM 2W TO 4W.

7. MAGVAR UPDATE FROM 2W TO 4w,

8. 1AW 8260.3B CHG 20, CHAPTER 3. ~

9. ARINC CODING.

R 4
» P

— | - ' ' CHEC#‘




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and ragials are magn_etic. Ele_vations and altitudes.are in feet, MSL,
SDF STANDARD INSTRUMENT APPRO ACH' PROCEDURE exqut HAT, HAA TCH, anq RA. Altltuges are minimum a!tltudes_ unles's otherwise mdnca_t_ed_. )
Cellings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
FLIGHT STANDARDS SERVICE - - TITLE 14 CFR PART 97.25 except visibilities which are in statute miles or in feet RVR.

NOTES, (CONT.):
CHART PLANVIEW NOTE: ADF REQUIRED.
CHART PROFILE NOTE: VGSI AND DESCENT ANGLES NOT COINCIDENT.

) Al
oYY
3
% 5
Eo®
CITY AND STATE ELEVATION: 716 THRE: 704 FACILITY PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: gup:  SDFRWY7
GLASGOW, KY AIRPORT NAME: IDENTIFIER: SDF RWY 8, AMDT 11
- GLW AMDT: 10
A
GLASGOW MUNI DATED:

FAA FORM 8260-10 / April 2006 (Computer Generated) PAGE 2 OF 5PAGES




ALLAFFECTED PROCEDURES REVIEWED?

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

ves  [Jwo
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

I I ] [

[ [

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:
APPROVED BY

NAME: FIFO DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum aititudes uniess otherwise indicated.
SDF STANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.25 "| indicated, except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-18 - SDF

1 2 3 4 5 6 7 8 9 0 1 2 3
NAVAID 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567850123456789012
_SUSAD BWG  KS011790VTHW N36554347W086263636 N36554347W086263636E0020005652 NARBOWLING GREEN
SUSAD EWO  K5011080VDL N37375452W085403316 N37375452W085403316E0010009601 NARNEW HOPE
SUSADB EVQ K5002600H MW N37010310W086003299 W0040 NARBEAVER CREEK
1 2 3 1 5 6 7 8 9 0 1 2 3
WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAEAENRT  BARRY K50 R L N36495509W086044114 W0040 NAR BARRY
SUSAEAENRT  CFFGD K50 W N36591191W086074050 W0039 NAR CNF (CFFGD)
1 2 3 4 5 3 7 8 ) 0 1 2 3
ATRDORT 123456789012345678001234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KGLWKSAGLW 0 053YHN37015440W085571350W004000716 1800018000C MNAR GLASGOW MUNT
1 2 3 Pl 5 15 7 8 9 0 1 2 3
SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KGLWK5FUOS8  ABARRY 01OBARRYKSEAOR IF 18000 0 NS
SUSAP KGLWKSFUOS  ABARRY 020BVQ KSDBON TF : + 02700 0 NS
SUSAP KGLWK5FUOS  ABARRY 030BVQ KSDBONE AR PI GLW K5 2561003321110100PT + 02700 0 NS
SUSAP KGLWKSFUOS  ABWG  OLOBWG K5D OV IF . , 18000 0 NS
SUSAP KGLWKSFUOS  ABWG  020BVQ KSDBON TF + 02700 0 NS
SUSAP KGIWKSFUOS  ABWG  030BVQ KSDBONE AR PI GLW K5 2561003321110100PT + 02700 0 NS
SUSAP KGLWKS5FUO8  AEWO  010EWO KSD OV IF 18000 0 NS
SUSAP KGLWK5FUOS  AEWO  020BVQ K5DBON TF + 02700 0 NS
SUSAP. KGLWKSFUO8  AEWO  030BVQ KSDBONE AR PI GLW X5 2561003321110100PT + 02700 0 NS
SUSAP KGLWKS5FU08 U 010CFFGDKSEAOE T IF GLW KS 25610093 PI  + 02700 18000 0 NS
SUSAP KGLWKSFUOS U 020BVQ KSDBON F CF GLW K5 2561003307600060PT + 01600 BVQ  K5DBO NS
SUSAP KGLWKSFUOS U 030RWOS K5PGOGY M CF GLW K5 2554000907600024P1I 00744 -342 0 NS
SUSAP KGLWKSFU0S U 040 0 M ca 0761 + 01800 0 NS
SUSAP KGLWKSFU0S U 050BVQ KSDBONY L  DF + 02700 0 NS
SUSAP KGLWKS5FU0S U 060BVQ KSDBONE R  HM 0761T010 + 02700 o NS
1 2 3 2 5 5 7 8 9 0 1 2 3
RUNWAY 123456789012345678901234567890123456789012345578901234567890123456789012345678901234567890123455789012345678901234567890123456789012
SUSAP KGLWKS5GRWOS 0053020754 N37014603W085574450+0200 +0183600704000040100RGLW F
1 2 3 4 5 6 7 3 9 0 1 2 i/
ILS 12345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678002 7y
1
. ' o Q
CITY AND STATE ELEVATION: 716 THRE: 704 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |syp: S
‘GLASGOW, KY AIRPORT NAME: IDENTIFIER: SDF RWY 8, AMDT 11 :
GLASGOW MUNI AMDT: 10
GLW DATED:

FAA FORM 8260 - 10/ April 2006 (Computer Generated) ' Page 3 of 5 Pages




ALL AFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES : REQUIRED EFFECTIVE DATE

|:| YES D NO !

COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

g O O O ]

FLIGHT CHECKED BY

NAME: FIFO DATE:

DEVELOPED BY

NAME: NFPG DATE:

APPROVED BY

NAME: ) : NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
SDF STANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.25 indicated, except visibilities which are in statute miles or in feet RVR.
SUSAP KGLWKSIGLW F 01l0850RW08 N37020398W0855637990754 0388 0600 W0040 ‘
1 2 3 4 5 6 7 8 9 0 1 2 .3
MSA 12345678901234567890123456789012345678 9012345678901234567890123456789012345678901234567890123456789012345678901234567850123456789012
SUSAP KGLWKESBVQ K5DB ] 18018002725 M
_:Qi:\i.!
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CITY AND STATE ELEVATION: 716 THRE: 704 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: SUP: SDFRWY 7
GLASGOW, KY AIRPORT NAME: IDENTIFIER: SDF RWY 8, AMDT 11
GLASGOW MUNI AMDT: 10
GLW DATED:

FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page 4 of 5 Pages




ALL AFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE

[] ves [] no

COORDINATED WITH: .
ATA . AAT ALPA APA AOPA NBAA OTHER (specify)

0o O O 0O O ]

FLIGHT CHECKED BY

NAME: ) FIFO DATE:

DEVELOPED BY

NAME: NFPG DATE:

APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




'U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and alfitudes are in feet, MSL.,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
SDF STANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles uniess otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.25 indicated, except visibilities which are in statute miles or in feet RVR.
ARINC SUMMARY - 424-18 - SDF
ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
BARRY BARRY 010 IF FB
BARRY BVQ 020 TF ’ FB AR 02700
BARRY BVQ 030 IAF PI R FB 211.14) 010.0 AR 02700
BWG BWG 010 I¥ FB
BWG BVQ 020 TF FB AA 02700
BWG BVQ 030 IAF PI R FB 211.1() 010.0. AA 02700
EWO EWO 010 IF FB .
EWO BVQ 020 TF FB An 02700
EWO BVQ 030 IAF PI R FB 211.1() 010.0 AA 027060
CFFGD 010 FACF IF . FB . AA 02700
BVQ 020 FAF CF FB 076.0() 006.0 AA 01600
RWO8 030 MAP CF FO 076.0() 002.4 AT 00744
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
040 ca FB 076.1() AA 01800
BVQ 050 DF L FO AA 02700
BVQ 060 HM R FO 076.1() T01.0 AA 02700
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
BWG N365543.47 W0862636.36 N3655.725 WO8E26.606
EWO N373754.52 W0854033.16 N3737.909 W08540.553
BVQ N370103.10 W0860032.99 N3701.052 W08600.550
BARRY N364955.09 W0860441.14 N3649.918 W08604.686
CFFGD N365911.91 W0860740.50 N3659.199 W08607.675
RWO8 N370146.03 W0855744 .50 N3701.767 W08557.742
GLW  (LOC) N370203.98 W0855637.99 N3702.066 W08556.633
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RWOSB 00704 40
@\)Aef 7
1 e
g’
Ao s
Qe'as
CITY AND STATE ELEVATION: 716 THRE: 704 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: SUP: SDFR
GLASGOW, KY AIRPORT NAME: IDENTIFIER: SDF RWY 8, AMDT 11
v GLASGOW MUNI AMDT: 10
GLW DATED:
FAA FORM 8260 - 10 / April 2006 (Computer Generated) . Page 5 of 5 Pages
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ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

[ ] I

AOPA

L1

NBAA OTHER (specify)

]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
o PART - A OBSTRUCTION DATA. '
1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES ELEV. MSL| ROC ALT. ADJUSTMENTS MIN. ALT.
FEEDER EWO VOR/DME BVQ NDB 1. TOWER (21-001869) [372117.00N/0855225.00W | 1430 (2C) 1000 2500
2. TERRAIN 372117.00N/0855225.00W [1155 (1200) as1s00 2700
FEEDER BARRY INT/BWG BVQ NDB 3. TOWER (21-001267) {365000.00N/0860500.00W |1208 (3C) 1000 |AT492 2700
19.00 DME 4. TERRAIN 365951.00N/0855533.00W ]840 (800) AS1500 2300
FEEDER BWG VORTAC BVQ NDB 5. TOWER (21-001011) [365443.00N/0861119.00W | 1633 (5D) 1000 |AT67 2700
- TERRAIN 370210.00N/0861020.00W |960 (1000) AS1500 2500
INTERMEDIATE: PT 10 NM BVQ NDB 7. TOWER (21-020091) [365850.28N/0860609.88W |1100 (2C) 500 1600
8. TERRAIN 365935.00N/0860341.00W (799 (800) AS0 800
FINAL BVQ NDB 2.36 MILES AFTER [9. TREE 370123.03N/0855832.67W 1869 (2C) 250 1120
BVQ NDB
2. PROCEDURE TURN BVQ NDB 10 NM 10. TOWER (21-001011) |365443.00N/0861119.00W | 1633 (5D) 1000 |[AT67 2700
11. TERRAIN 370639.00N/0855842.00W |1039 (1000) AS1500 2500
MAP: 12.36 MILES AFTER  |BVQ NDB , ; ASC 2700
ip“gfgigH BVQ NDB T2 TOWER (21-001707) [370639.26N/0855843.97W [ 1371 (1A) | 1000 2400
ELEV: |870 13. TERRAIN 370639.00N/0855842.00W | 1037 (1000) AS1500 2500 -
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT. 1 R _
CATEGORY A 1.3NM__ | || 350 504 14. TREE 370224.00N/0855534.00W [909 (2C) 300 1220
CATEGORY B 1.5NM__ || 450 = 524 15. TREE 370128.00N/0855500.00W |929 (2C) 300 1240
CATEGORY C 17NM_ |5{ 450 |2 544 16. TREE "|370051.00N/0855520.00W [959 (2C) 300 1260
CATEGORY D 23NM_ |S[ 550 |2 824 17. TOWER (21-006028)| 370406.00N/0855701.00W |1080 (4D) 300 XP100 AC50 1540
CATEGORY E 45NM || 550 e
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID: BVQ NDB =
SECTOR OBSTRUCTION BRG/DIST  |ELEVATION (MSL) MSA SECTOR OBSTRUCTION | BRG/DIST ELEVATION (MSL)
360-360 TWR (21-001011) 238/ 10.7 1633 (5D) 2700
CITY AND STATE ELEVATION: 716 FACILITY PROCEDURE AND AMENDMENT NO: |REGION
GLASGOW, KY AIRPORT NAME: GLW SDF RWY 8, AMDT 11 ASO
GLASGOW MUNI

FAA Form 8260 - 9 / April 2006 (Computer Generated)

PAGE 1 OF 1 PAGES




PART B - SUPPLEMENTAL DATA

1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIMETER SETTING
LOU FSS NWS |OTHER: SOURCE:KGLW / KBWG
ZME ARTCC AWO0S-3 DISTANCE: 0/22.75
FAA HOURS REMOTE OPERATION:
SATISFACTORY ON: AIC 2
X[VHF | x[uHF | THF LOCATION: ADJUSTMENT: 0/ 143
PRIMARY NAVAID: GLW SDF
Mor:fTOR MONITOR POINT: ON FIELD
STATUS HRS CAT 1 | 0800 - 1800 LOCAL M-S (CLOSED SUNDAY)
OPTN:| CAT 3
ALS
(S) SALS
MALS
5. X  |HIRL 08 (PCL), 26 (PCL)
APPROACH MIRL
%JZ':”_‘I"‘@( X  |REIL 08 (PCL), 26 (PCL)
TDZ
C/LINE
X |OTHER (SPECIFY)
PAPI-2L 08, 26
6. RUNWAY  [BASIC
MARKINGS |ALL WEATHER
INSTRUMENT  NPIG 08, 26
7.RUNWAY  |APPROACH
VISUAL MIDFIELD
RANGE ROLL OUT
8. GLIDE GP ANGLE: 3.42 ELEV RWY THRESHOLD:
PATH DISTANCE FROM RWY:- ELEV GP ANTENNA:
‘ THRESHOLD CROSSING HEIGHT:
9. FINALAPPROACH X  |RUNWAY THRESHOLD FT. FROM THRESHOLD
COURSE AIMING X |ON CENTERLINE FT. FROM CENTERLINE

10. WAIVERS: NONE

PART D - PREPARED BY:
DONALD E. SMITH (DANA MITCHELL)

DATE:
12/02/2011

TITLE:
AERONAUTICAL INFORMATION SPECIALIST

OFFICE:
AJV-352

PART C - REMARKS: :
VDP NOT ESTABLISHED - FINAL DOES NOT HAVE DME.

PRECIPITOUS TERRAIN-EVALUATION COMPLETED.

SEE ATTACHED AIRSPACE LETTER.

RASS PRESSURE PATTERNS NOT THE SAME
HIGH TERRAIN 1052, LOW-TERRAIN 411

RA = 142.63.

INTERMEDIATE PER FPT.
BLOCK 4:

BVQ NDB

MONITOR POINT: AOCC
CAT 1:24 HRS.

GLW SDF
MONITOR POINT: ON FIELD
CAT 1: (0800L-1800L M-S CLOSED SUNDAY - PER FPT)

WHEN VGSI INOP, CIRCLING RW26 NA AT NIGHT DUE TO LACK
OF SURVEY.

100' AVG VEGETATION USED TO AGREE WITH OTHER PROCEDURES
AT FIELD.

OBS 12 PREVIOUS FLIGHT CHECKED @ 4D ACCURAGCY

KGLW AWOS-3 ON SERVICE A
KBWG ASOS ON SERVICE A

VISUAL PORTION OF FINAL PENETRATIONS:

34:1:

869 TREE 370123.03N/0855832.67W (40.61)

860 TREE 370122.00N/0855838.00W (18.59)

771 TREE (KGLWT005) 370133.49N/0855808.27W (7.67)

XP-100 FROM PREVIOUS PROCEDURE




RADIO FIX AND HOLDING DATA RECORD

NAME: BARRY STATE: KY COUNTRY: US
LATITUDE/LONGITUDE: 364955.00N/0860441.14W TYPE: INT, DME
AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES: .

FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA  MAA
‘ BRG BRG NM  FEET

1 BOWLING GREEN BWG VORTAC H 106.14 10814 - 1852 18.52 2900 17500

2 NASHVILLE , BNA VORTAC H 037.00 035.00 50.95 2500 17500

EXPANDED SERVICE VOLUME (ESV):
FAC IDENT FAC TYPE RADIAL/BEARING DISTANCE MIN ALTITUDE MAX ALTITUDE
BNA VORTAC R-037 51 2500 17500

HOLDING: HOLDING TYPE OF ACTION: CANCEL

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY STATE
EN ROUTE V52 1,2 : (Us)
IAP ~ SDFRWY 8 1,2 KGLW GLASGOW KY (US)

REQUIRED CHARTING: IAP, CONTROLLER, EN ROUTE LOW
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 8 - DATE OF REVISION: 05/31/2012

REASON FOR REVISION:

1. ADDED DIST FROM FAC FOR FAC 1 AND FAC 2.

2. ADDED ESV INFORMATION.

3. REMOVED BNS VORTAC ON FILE ESV REMARK.

4. REMOVED WP HOLDING PATTERN DUE TO NO GPS USE FOR FiX.
5. ADDED V52 TO USE TITLE IN FIX USE.

DEVELOPED BY: DATE: 12/21/2011 OFFICE: AJV-352 NAME: DONALD SMITH (DANA MITCHELL)
APPROVED BY: DATE: OFFICE: AJV-352 NAME: DARRYEL ADAMS
SIGNATURE:

DISTRIBUTION: NFDC
FPO: EST
ARTCC: ZME
ATC FACILITY: BNA APP CON
OTHER:

FAA FORM 8260-2 / AUG 2009 Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: BEAVER CREEK NDB STATE: KY COUNTRY: US

LATITUDE/LONGITUDE: 370103.10N/0860032.99W TYPE:

AIRSPACE DOCKET: _ FIX TYPE OF ACTION: NO CHANGE

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE. DME DISTFROMFAC MRA  MAA

BRG BRG NM  FEET

1 BEAVER CREEK BVQ NDB MH 1600 17500

HOLDING: HOLDING TYPE OF ACTION: MODIFY

PATTERNS:

PAT DIR IDENT  TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX MIN  MAX

1 W BvVQ NDB, 256.11 076.11 R 1 2700 6000 4 7

CONTROLLING OBSTRUCTIONS:

PAT ~ AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 230 TOWER (21-001011) 365443.00N/0861119.00W 1633 4D

HOLDING RESTRICTIONS:

HOLDING LIMITED TO ESTABLISHED PATTERN.

PROCEDURES REQUIRING CLIMB-IN-HOLD:

PAT PROCEDURE TITLE AIRPORT IDENT CITY STATE
1 SDF RWY 8 KGLW GLASGOW KY (US)
REMARKS:

PRECIPITOUS TERRAIN EVALUATION COMPLETED.
230 KIAS USED IN HOLD - AIRSPEED DUE TO MILITARY USE AT AIRPORT.

FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
IAP SDF RWY 8 1 KGLW GLASGOW KY (US)

REQUIRED CHARTING: IAP, CONTROLLER, EN ROUTE LOW
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 5 DATE OF REVISION: 05/31/2012

REASON FOR REVISION:

1. CHANGED HOLDING PATTERN 1 INBOUND COURSE TO ALIGN WITH SDF 8 FINAL COURSE.

2. DELETED PATTERN 2

3. UPDATED HOLDING PATTERN CONTROLLING OBSTACLE.

4. RAISED FAC 1 MRA FROM 1500FT TO 1600FT, .

5 PAT 1 LEG LENGTH CHANGED FROM 1 1/2 TO 1, MIN ALT CHANGED FROM 2500 TO 2700, MAX ALT CHANGED FROM 14000 TO 6000, AND
MAX PATTER SIZE CHANGED FROM 8 TO 7.

DEVELOPED BY: DATE: 12/02/2011 OFFICE: AJV-352 NAME: DONALD SMITH (DANA MITCHELL)
APPROVED BY: DATE: OFFICE: AJV-352 NAME: DARRYEL ADAMS
SIGNATURE:

DISTRIBUTION: NFDC
FPO: EST
ARTCC: ZME
ATC FACILITY:
OTHER:

SRS

e

Cue {'é

L4

P

b
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RADIO FIX AND HOLDING DATA RECORD

NAME: CFFGD STATE: KY : COUNTRY: US

LATITUDE/LONGITUDE: 365911.91N/0860740.50W . TYPE: CNF '

AIRSPACE DOCKET: FIX TYPE OF ACTION: ESTABLISH

FIX USE: ’

USE TYPE USE TITLE ‘ FAC PAT AIRPORTIDENT CITY STATE
IAP SDF RWY 8 KGLW GLASGOW i KY (US)

REQUIRED CHARTING: |IAP

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: ORIG DATE OF REVISION: 05/31/2012
DEVELOPED BY: DATE: 01/31/2012 ' OFFICE: AJV-352 NAME: JAMES DUBOIS
APPROVED BY: DATE: OFFICE: AJV-352 NAME: DARRYEL ADAMS
SIGNATURE:
DISTRIBUTION: NFDC
' FPO: EST
ARTCC: ZME
ATC FACILITY: BNA APP CON
' OTHER:

»_\Q,N-If],
¢
V' n

Wt

FAA FORM 8260-2 / AUG 2009 » Page 1 of 1




INFO ONLY

RADIO FIX AND HOLDING DATA RECORD

STATE: KY COUNTRY: US

NAME: BOWLING GREEN VORTAC
LATITUDE/LONGITUDE: 365543.47N/0862636.36W
AIRSPACE DOCKET:

FIX MAKE-UP FACILITIES:
FAC NAME

1 BOWLING GREEN

BWG

IDENT TYPE
VORTAC

TYPE:
FIX TYPE OF ACTION: NO CHANGE

CLASS MAG TRUE DME DIST EROM F;EC

BRG BRG FEET

H

MRA  MAA
45000

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE
PATTERNS:
PAT DIR IDENT  TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN. - MAX MIN  MAX
1 SW  BWG VORTAC ~ 204.00 024.00 R 1 2300 10000 4 9
2 SW BWG VORTAC  206.00 026.00 R 1 2300 10000 4 9
CONTROLLING OBSTRUCTIONS:
PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE
UPN 230 TOWER (21-000307) 370349.22N/0862606.70W 1304 5D
1 200 ~ 200' AAO 364715.00N/0862618.00W 926 4E
2 200  200' AAO 364715.00N/0862618.00W 926 4E
HOLDING RESTRICTIONS:
UNPLANNED HOLDING AUTHORIZED AT OR ABOVE 3000.
REMARKS:
PRECIPITOUS TERRAIN EVALUATION COMPLETED.
FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
DP HUNTSVILLE KHSV HUNTSVILLE AL (US)
DP DAWNN KEYE INDIANAPOLIS IN (US)
DP DAWNN KHFY INDIANAPOLIS IN (US)
DP DAWNN KIND INDIANAPOLIS IN (US)
DP FOYTT (RNAV) KIND INDIANAPOLIS IN (US)
DP DAWNN KMQJ INDIANAPOLIS IN (US)
DP DAWNN KTYQ INDIANAPOLIS IN (US)
DP DAWNN KUMP INDIANAPOLIS IN (US)
DP DAWNN KGEZ SHELBYVILLE IN (US)
DP BLUEGRASS KCVG COVINGTON KY (US)
DP CHCLL (RNAV) KCVG COVINGTON KY (US)
DP MYSTIC (RNAV) KSDF LOUISVILLE KY (US)
DP CHATTANOOGA KCHA CHATTANOOGA TN (US)
DP KNOXVILLE KTYS KNOXVILLE TN (US)
DP TITAN (OBSTACLE) KBNA NASHVILLE TN (US)
EN ROUTE J6 (US)
EN ROUTE V243 (US)
EN ROUTE V49 (US)
EN ROUTE V5 {US)
EN ROUTE V52 (US)
EN ROUTE Vo4 (Us)
IAP ILS RWY 3 1 KBWG BOWLING GREEN KY (US)
IAP NDB RWY 3 KBWG BOWLING GREEN KY (US)
IAP VOR-A KBWG BOWLING GREEN KY (US)
IAP VOR/DME RWY 21 2 KBWG BOWLING GREEN KY (US)
IAP SDF RWY 8 KGLW GLASGOW KY (US)
IAP VOR/DME RWY 8 KGLW GLASGOW KY (US
IAP RNAV (GPS) RWY 26 KHVC HOPKINSVILLE KY (US)
IAP VOR/DME OR GPS RWY 24 KaM7 RUSSELLVILLE KY (US)
IAP RNAV (GPS) RWY 17 KM33 GALLATIN TN (US)
IAP RNAV (GPS) RWY 35 KM33 GALLATIN TN (US)
IAP ILS OR LOC RWY 20L KBNA NASHVILLE TN (US)
IAP ILS OR LOC RWY 2R KBNA NASHVILLE TN (US)
IAP ILS RWY 2R (CAT Il) KBNA NASHVILLE TN (US)
IAP ILS RWY 2R (CAT Ill) KBNA NASHVILLE TN (US)
IAP VOR/DME RWY 13 KBNA NASHVILLE TN (US)
IAP VOR/DME RWY 19 K1M5 PORTLAND TN (US)
IAP LOC RWY 4 1 KM91 SPRINGFIELD TN (US)
STAR ERLIN (RNAV) KATL ATLANTA GA (US)
STAR ROME KATL ATLANTA GA (US)
STAR RPTOR (RNAV) KATL ATLANTA GA (US)
STAR DARBY KLOU LOUISVILLE KY (US)
STAR LTOWN (RNAV) KMEM MEMPHIS
STAR WLDER KMEM MEMPHIS
STAR GUITR KBNA NASHVILLE
STAR HEHAW KBNA NASHVILLE
FAA FORM 8260-2 / AUG 2009
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REQUIRED CHARTING: DP, STAR, MILITARY IAP, IAP, CONTROLLER, EN ROUTE LOW, EN ROUTE HIGH
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 8 DATE OF REVISION: 11/17/2011

REASON FOR REVISION:
CORRECTED HOLD PAT 1 & 2 CONTROLLING OBSTRUCTION.
UPDATED FIX USE.

DEVELOPED BY: DATE: 03/28/2011 OFFICE: AJV-352 NAME: BRIAN SHAFFER
APPROVED BY: DATE: 09/16/2011 OFFICE: AJV-352 NAME: DONALD SMITH
SIGNATURE:

DISTRIBUTION: NFDC
FPO: EST
ARTCC: ZME
ATC FACILITY: BNA APP CON
OTHER:

FAA FORM 8260-2 / AUG 2009

Page 2 of 2




INFO ONLY,

DIO FIX AND HOLDING DATA RECORD

NAME: NEW HOPE VOR/DME STATE: KY COUNTRY: US

LATITUDE/LONGITUDE: 373754.52N/0854033.16W TYPE:

AIRSPACE DOCKET: FIX TYPE OF ACTION: NO CHANGE

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA  MAA

BRG - BRG NM  FEET

1 NEW HOPE EWO VORDME L 17500

HOLDING: HOLDING TYPE OF ACTION: MODIFY

PATTERNS:

PAT DIR IDENT  TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX - MIN  MAX

1 E  EWO VORDME ~ 104.38 - 284.38 R 1 2500 14000 4 10

2 SW EWO VORDME ~ 216.92 036.92 R 1 2500 14000 4 10

3 SW EWO VORDME  222.33 042.33 L 1-1 12 2500 17500 4 16

4 E WP 104.38 284.38 R 4 3000 6000 5 6

5 S WP 192.36 012.36 L 10 6000 18000 16 17

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 200 TOWER (21-000027) 374108.00N/0854442.00W 1360 4D

2 200  200' AAO 374036.00N/0854133.00W 1231  4E

3 200 TOWER (21-000027) 374108.00N/0854442.00W 1360 4D

4 200 TOWER (21-000027) 374108.00N/0854442.00W 1360 4D

5 200 TOWER (21-000237) 374055.00N/0855032.00W 1450  3C

REASON FOR NONSTANDARD HOLDING:
PAT 3 TRAFFIC SEPARATION (ATC REQUEST)
PAT 5 REQUESTED BY ATC

HOLDING RESTRICTIONS: .
HOLDING LIMITED TO ESTABLISHED PATTERNS.
PATTERN 3 AND 5: PRIOR COORDINATION REQUIRED WITH CONTROLLING AGENCY FOR HOLDING OVER R-3704B.

REMARKS:

AVNIS OBSTACLE DATA BASE AND OE STUDY 1998-AS0-1929 SHOW CONTROLLING OBSTACLE (21-000027) FOR PATTERNS 1, 3,4, AND 5
AS 1290 MSL, HOWEVER FLIGHT CHECK ASSIGNED A VALUE OF 1360 MSL, 4D FLIGHT CHECK ACCURACY APPLIED.

PRECIPITOUS TERRAIN EVALUATION COMPLETED.

PAT 5 - 10 NM LEGS REQUESTED BY ATC FOR RNAV STAR HOLDING.

FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
DP TITAN (OBSTACLE) KBNA NASHVILLE TN (US)
EN ROUTE V178 (US)
EN ROUTE V5 3 (US)
EN ROUTE - V513 (us)
IAP VOR/DME-A 2 KBRY BARDSTOWN KY (US)
IAP NDB RWY 23 : KAAS CAMPBELLSVILLE KY (US)
IAP SDF RWY 23 KAAS CAMPBELLSVILLE KY (US)
IAP VOR/DME -A KAAS CAMPBELLSVILLE KY (US)
AP LOC RWY 5 1 KEKX ELIZABETHTOWN KY (US)
IAP RNAV (GPS) RWY 23 KEKX ELIZABETHTOWN KY (US)
IAP RNAV (GPS) RWY 5 4 KEKX ELIZABETHTOWN KY (US)
IAP VOR-A 1 KEKX ELIZABETHTOWN KY (US)
AP RNAV (GPS) RWY 36 KFTK FORT KNOX KY (US)
IAP VOR RWY 18 KFTK FORT KNOX KY (US)
IAP VOR RWY 36 KFTK FORT KNOX KY (US)
IAP SDF RWY 7 KGLW GLASGOW KY (US)
IAP NDB RWY 11 K6i2 SPRINGFIELD KY (US)
IAP VOR/DME RWY 11 K612 SPRINGFIELD KY (US)
STAR MBELL (RNAV) 5 KSDF LOUISVILLE KY (US)

REQUIRED CHARTING: DP, STAR, IAP, CONTROLLER, EN ROUTE LOW
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 13 DATE OF REVISION: 07/26/2012

REASON FOR REVISION:
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LOWERED PAT 4 LEG LENGTH FROM 5 TO 4.

ADDED PAT 5.

ADDED STAR TO REQUIRED CHARTING.

CHANGED REMARK FOR AVNIS OBSTACLE DATA BASE - OBSTACLE ID FROM 18-0027 TO 21-000027.

ADDED PAT 5 TO REMARK FOR OVERLYING R-3704B.

ADDED REMARK - PAT 5 - 10 NM LEGS REQUESTED BY ATC FOR RNAV STAR HOLDING.

DELETED NOTE: PATTERN 3 AND 5 - 265 KNOT PATTERN OVERLIES R-3704B FROM REMARKS SECTION.

ADDED NOTE: PATTERN 3 AND 5: PRIOR COORDINATION REQUIRED WITH CONTROLLING AGENCY FOR HOLDING OVER R-3704B.

UPDATED FIX USE.
DEVEL.OPED BY:

APPROVED BY:

DISTRIBUTION:

DATE: 07/12/2011
DATE:
SIGNATURE:

NFDC
FPO: EST
ARTCC: ZID

ATC FACILITY: SDF APP CON

OTHER:
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Federal Aviation

‘ONCURRENCES

- - - OUT]TI3G4SMOL
Administration SBoker
Memorandum L™
| DS —
Date: DATE
To: , Dick Powell Manager, National Flight Data Center, AJV-21 W }
DAdams
From: Darryel Adams, Manager, Terminal Procedures & Charting Services, — [Fmasse
Eastern Team, AJV-352
Subject: ACTION: Magnetic Variation Change I
ATV-34
[WTerrell
The Magnetic Variation (MV) data for the airport(s) and/or facility(s) listed under the
* Airport/Facility” column will be revised effective concurrent with the publication of the pATE
procedure(s) listed below.
RNAYV (GPS) RWY 8, Amdt 2
RNAV (GPS) RWY 26, Amdt 2 T
SDF RWY 8, Amdt 11 -
VOR/DME RWY 8, Amdt 9
Estimated Chart Date: 5/31/2012
| T —
Please publish these changes in the National Flight Data Digest. PATE
KENTUCKY
. Airport Assigned Magnetic | Epoch
Location Name [Facility | Identifier | Variation Value | Year
Glasgow Glasgow Muni Airport KGLW 0Old 02 ° West 2015
/ GLW New 04 ° West
Glasgow SDF GLW Old 02 ° West 2015
New 04 ° West
Glasgow NDB BVQ 01d 02 ° West | 2015
New 04 © West

If you have any questions please notify Darryel Adams (301-427-4824).

cc: ATL-FPT, AJV-3rf
AJV-352:DAdams:sjb:x7537: 11/30/2011: (U:\AVN100\100Public\ MAGVAR\MAGVAR Letters 2010\DocumentName)

Requested by Dana Mitchell, AJW-3252; Data Specialist, Glenn King




TERMINAL AIRSPACE DATA REQUIREMENTS

CITY: GLASGOW | STATE: KY
AIRPORT NAVE:  GLASGOW MUNI | | D: KGLW
PROCEDURE: SDF RWY 8 AMDT: 11
DOCKET # : V

(96-AXX-X/Required/Not Required)

ALL DIST TO 1/100’NM; ELEV TO NEAREST FT; COORD TO 1/100 SEC; DEG TO 1/100 DG.

1. Distance from FAF to 1000' point 7.00
(Enter THLD, FAF, ARP, FACILITY, as appropriate)

2. Width of INTERMEDIATE segment at 1000’ point 4.28
(Enter appropriate segment , final, intermediate, etc.)

3. True Course of INTERMEDIATE segment containing 1000 point  072.11

4. High Terrain in INTERMEDIATE segment containing 1000’ point 799

5. Distance from XX to 1500’ point
(If 1500' point in PT maneuvering area or holding pattern note in remarks)

6. Width of XX segment at 1500’ point

7. True Course of XX segment containing 1500' point

8. High Terrain in XX segment containing 1500' point

9. Threshold Coordinates (if straight-in) ... 370146.03N ,0855744.50W

10. ARP Coordinates .........ccccecveeerns 370154.40N / 0855713.50W

11. Runway Approach End and distance furthest from ARP................. RWY 08

Distance 44 NM
12. FAF Coordinates .......c.c.cccevreene 370103.10N ,0860032.99W

(Click to Select)

REMARKS: APPROACH / DRAWING ATTACHED
XX 1500 FT POINT IS LOCATED IN PT MANEUVERING AREA.






