REV 2.

CONTACT: PETE GETZ/LONNIE EVERHART-AVN-130 LEADS, 405.954.2079/ 405.954.4576.

Action: Task Type: Date Open: | Task #: Request #:
Flight Procedure Tracking Form FLIGHT CHECK IAP 12/05/2011 | 2011110232073601002 20111102320736
Procedure: RNAV (GPS) RWY 9 ORIG Airport ID: Airport: POPLAR MUNI Reimbursable #:
KPO1
City: POPLAR ST: MT GPS #: Estimated Chart Date: FICO #:
. . B = 05/02/2013
Fac ID: Fac. Type: LPV-200 HAT Specialist: JEFF RAWDON(Contractor)
Procedure Review

Rec'd Rel'd Full Name Comments
Lead: 07/18/2012 | 12/17/2012 | JEFF RAWDON
QA: 12/17/2012 12/19/2012 CASIMIR TABAKA
Liaison: | 12/19/2012 ff"*"\‘\\ MAGVAR
Procedure Comments: ENROUTE-NON |Remark Type: INFORMATION V) /, /2/
POPLAR, MT POPLAR MUNI (KPO1) RNAV (GPS) RWY 9, ORIG (LPV) ENROUTE-NO FC: 3.19.13 PUB: 5.2.13

ATTACHED FORMS: 8260-3; 8260-10; 8260-9; 8260-2(S): CURVU, ORIG; DAXIQ, REV 2; WAXIV, ORIG; ZIKIK, ORIG; (INFO ONLY) DORIA-INT, REV 5; RILMY-INT,

VN 8200-6 (05/26/2005)

Data as of:

12/20/2012 9:43:48AM




POPLAR, MONTANA

AL-10424 (FAA)

FIG

WAAS | app crs|Rwy 1dg 4403 RNAV (GPS) RWY 9
2026
Chan 88031 0gs° | M, 2037 POPLAR MUNI (PO1)

WV Baro-VNAV and VDP NA with Wolf Point altimeter setting.
A na For uncompensated Baro-VNAV systems, LNAVIVNAV NA below ~195(-2°F) or
above 54°C(130°F). DME/DME RNP- 0.3 NA.

MISSED APPROACH: Climb to 4500

When local altimeter setting not received, use Wolf Point altimeter setting and direct DAXIQ and hold.
increase all DA 46 feet and all MDA 60 Fee', and increase LNAV Cats C and D
and circling Cat C visibility 1/4 mite Circling NA to Rwy 2/20.
AWOS-A SALT LAKE CITY APP CON UNICOM
135.325 126.85 305.2 122.8 (CTAF) @
L) o
|
000
750 0{?5° i -_— 265° RILMY
5NM (28 o ) AR RWO9 (22.8)
ep‘f\/ WAXV  CcurvU T,
S8 1.8NMTO
¥ SR RWO9 (104ep 5
Q M, _‘~“095o~/
(AF) Oy
DORIA DAZIQ ,28407;.‘
CURVU: 4808. 516N/10513.028W
DAXIQ: 4804.923N/10452.354W
DORIA: 4805.164N/10534.363W
RILMY: 4809.258N/10452.120W
WAXIV: 4809.267N/10517.389W
ZKIK: 4810.749N/10526.073W
RWO09: 4808.068N/10510.421W
ELEV 2037 | | THRE 2026
5 NM VGS| and descent angles not coincident 4500 | DAXIQ
Holding Pattern (VGSI Angle 3.00/TCH 24). t
. 2IKIK ¢
LNAV only(zsp_n WAXIV
CURVU
—~—75° i 1.8NM TO
4500 0950—— |~ (/)/;‘,’4"77 3600 RWO9 4
(104°1) Se 12NMI0 o
RWO9
GS 3.00° / . | .=“
TCH 40 3600 2620 ¢
F——6MM ——30NM—05[1.2NM |
CATEGORY A | B | c D
PV DA 2226-1 200 (200-1 )
INAV/ DA
VNAV 2276-1 250 (300-1)
LNAY MDA 2420-1 394 (400-1) 2420 - 1 1/8 394 (400-1 1/8)
CIRCLING 2560-1 2600-1 2600-1% 2600-2
523 (600-1) 563 (600-1) 563 (600-1 1/2) 563 (600-2) [MIRLRwy 9-27 ()

POPLAR, MONTANA
Orig FIG

48°08'N-105°10'W

POPLAR MUNI (PO1)

RNAV (GPS) RWY 9



ESV Details

Originating Office : Airspace Docket Number : Request Type : Establish
Facility Data
Chart Name : GLASGOW City : GLASGOW Ident : GGW State : MT
Type/Class : DME Frequency : M1173 Reference No.: 12122540
Expanded Service Volume Data: (Requesting Officer)
ESVID Radial 1 Radial 2 Distance Minimum Altitude Maximum Altitude
FAA 840458-002 86 0 43 60 175

Requirement: FOR FIX DORIA ON V430
Signature: Templeton Rodney ‘Routing Symbol: AJV-35 Date: 12/03/2012
Expanded Service Volume Data: (FMO)

ESV ID Radial 1 Radial 2 Distance Minimum Altitude | Maximum Altitude Action Type
FAA 840458-002 86 0 43 60 175 APPROVE
Requirement/Remarks: FOR FIX DORIA ON V430APPROVED. PEND. FLIGHT CHK/INSPECT @ THE REQ. DIST. AND MIN ALT.
Signature: pham Vu ‘RoutingLSymboI: ‘Date: 12/03/2012
Expanded Service Volume Data: (Super FMO)

ESV ID Radial 1 Radial 2 Distance Minimum Altitude | Maximum Altitude Action Type
FAA 840458-002 86 0 43 60 175 APPROVE
Requirement/Remarks: FOR FIX DORIA ON V430APPROVED. PEND. FLIGHT CHK/INSPECT @ THE REQ. DIST. AND MIN ALT.
Signature: Hughes Dennis ‘Routing Symbol: ‘Date: 12/03/2012
Expanded Service Volume Data: (FIFO)

ESVID Radial 1 Radial 2 Distance Minimum Altitude | Maximum Altitude Action Type
FAA 840458-002 86 0

Requirement/Remarks:

Signature: Routing Symbol: Date:




RNAYV - STANDARD
US DEPARTMENT OF TRANSPORTATION

FEDERAL AVIATION ADMINISTRATION TITLE 14 CFR PART 97.33

INSTRUMENT APPROACH PROCEDURE

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, except

HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. Ceiiings are in feet

above airport elevation. Distances are in nautical miles unless otherwise indicated, except visibilities which
are in statute miles or in feet RVR.

TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE L;X:V:I)\,,ANA
RILMY ZIKIK (FO) 264.97 /22.78 6000 II:NAV: RW(\)Ig' DA
DORIA (IAF) ZIKIK (NOPT) (FB) 035.77 /7.88 4500 :
CLIMB TO 4500 DIRECT DAXIQ AND HOLD.
ZIKIK (IF/IAF) WAXIV (FB) 095.26 / 6.00 3600
WAXIV (FAF) CURVU/1.80 NM TO RW09 (FB) 095.37/ 3.02
CURVU/1.80 NM TO RW09 RWO09 (MAP) (FO) 095.37 / 1.80
RW09 (MAP) 2226 MSL 095.37
ADDITIONAL FLIGHT DATA:
2226 MSL DAXIQ (FO) 4500 HOLD E, RT, 275.68 INBOUND.
CHART FAS OBST: 2159 TREE 480906N/1051310W
DISTANCE TO THLD FROM 200 HATH: 0.50 NM.
CHART VDP AT 1.16 MILES TO RW09*
*LNAV ONLY.
, B WAAS CHANNEL # 66031
1. PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (IAF) E}Eﬁlﬁ'_‘ggg"m** ID: WOSA
2. HOLD W ZIKIK, RT, 095.26 INBOUND, 4500 FT. IN LIEU OF PT (IAF) ) ’
3.FAC: 09537 FAF: WAXIV DIST FAF TO MAP: 482 THLD: 4382
4. MIN. ALT: ZIKIK 4500, WAXIV 3600, CURVU/1.80 NM TO RW09 2620* k
5. DIST TO THLD FROM OM: MM: IM: 150 HAT: 100 HAT: GS ANT:
6. MIN GS INCPT: 3600 GS ALT AT:WAXIV 3600 OM: MM: IM:
7. GS ANGLE: 3.00 TCH:40.0 34:11IS CLEAR
8. MSA FROM: RW09 4200 MAG VAR: 9E EPOCH YEAR: 2015
MINIMUMS
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE:NA | X |
CATEGORY =====> A B c D E
DH/MDA | VIS |HAT/HAA|DH/MDA VIS | HAT/HAA|DH/MDA | vIS |[HAT/HAA|DH/MDA VIS |HAT/HAA|DH/MDA | VIS |HAT/HAA
LPV DA 2226 1 200 2226 1 200 2226 1 200 2226 1 200 '
LNAV/VNAV DA 2276 1 250 2276 1 250 2276 - 1 250 2276 1 250
LNAV MDA 2420 1 394 2420 1 394 2420 11/8 394 2420 11/8 394
CIRCLING 2560 1 523 2600 1 563 2600 1172 563 2600 2 563
NOTES:
CHART NOTE: FOR UNCOMPENSATED BARO-VNAV SYSTEMS, LNAV/VNAV NA BELOW -19C (-2F) OR ABOVE 54C (130F).
CHART NOTE: DME/DME RNP-0.3 NA. oVA¢
CHART PROFILE NOTE: VGSI AND RNAV GLIDEPATH NOT COINCIDENT. A
CHART NOTE: BARO-VNAV AND VDP NA WITH WOLF POINT ALTIMETER SETTING. 4« <
(SEE FORM 8260-10) Y
CITY AND STATE ELEVATION: 2037 THRE: 2026 FACILITY PROCEDURE NO./AMDT NO./JEFFECTIVE DATE:  |SUP: D
" POPLAR, MT AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 9, ORIG ANIDT: NONE
POPLAR MUNI DATED

FAA FORM 8260 - 3 / April 2006 (computer generated)

PAGE 1 OF 6 PAGES




ALL AFFECTED PROCEDURES REVIEWED?

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

[ ] Yes [X] NO ROUTINE

COORDINATED WITH:

ATA AAT ALPA APA AOPA NBAA OTHER (specify)

0 OO @ O ©[© © [ zcscarcowaerwos

FLIGHT CHECKED BY
NAME: FIFO DATE.
: DEVELOPED BY
NAME: FIFO DATE.
ADOLFO URRUTIA (RODNEY TEMPLETON) AJV-354 10/09/2012
APPROVED BY
NAME: ] FIFO DATE.
DEZ SILAGYI AJV-354

CHANGES:

1. NEW PROCEDURE.

REASONS:

1. PER FPT INSTRUCTION.

QGA‘/»

“o®




Bearings, headings; courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION > am =
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
RNAV - STANDARD Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
INSTRUMENT APPROACH PROCEDURE - TITLE 14 CFR PART 97.33 except visibilities which are in statute miles or in feet RVR,

NOTES, (CONT.):
CHART NOTE: WHEN LOCAL ALTIMETER SETTING NOT RECEIVED, USE WOLF POINT ALTIMETER SETTING AND

INCREASE ALL DA 46 FEET AND ALL MDA 60 FEET, AND INCREASE LNAV CATS C AND D AND CIRCLING CATC

VISIBILITY 1/4 MILE.
CHART NOTE: HELICOPTER VISIBILITY REDUCTION BELOW 1SM NOT AUTHORIZED.

CHART NOTE: CIRCLING NA TO RWY 2/20.

Q\.}’M,}l
8
R T < 7y N
CITY AND STATE , ELEVATION: 2037 THRE: 2026 FACILITY PROCEDURE NO. AMDT NO.JEFFECTIVE DATE:  |SUP: e
. " POPLAR, MT AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 9, ORIG . NONE
RNAV AMDT:
POPLAR MUNI DATED:
- PAGE 2 OF 6 PAGES

FAA FORM 8260-10/ Aprii 2006 (Computer Generated)



ALL AFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE
[ ves [] no
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify) -
FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:
APPROVED BY

NAME: FIFO DATE:

CHANGES:

REASONS:

Als
ML




FLIGHT STANDARDS SERVICE - FAR PART 97.33

U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
RNAV STANDARD INSTRUMENT APPROACH PROCEDURE

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated:
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

FAS DATA BLOCK INFORMATION

DATA FIELD DATA
OPERATION TYPE 0
SBAS SERVICE PROVIDER IDENTIFIER 0
AIRPORT IDENTIFIER PO1
RUNWAY RWO9
APPROACH PERFORMANCE DESIGNATOR 0
ROUTE INDICATOR
REFERENCE PATH DATA SELECTOR 0
FREFERENCE PATH IDENTIFIER (APPROACH ID) WOSA
LTP/FTP LATITUDE 480804.0630N
LTPIFTP LONGITUDE 1051025.2300W
LTP/FTP ELLIPSOIDAL HEIGHT +(5998
FPAP LATITUDE 480741.8100N
FPAP LONGITUDE 1050816.4400W
THRESHOLD CROSSING HEIGHT (TCH) 00040.0
TCH UNITS SELECTOR (METERS OR FEET USED) F
GLIDEPATH ANGLE (GPA) 03.00
COURSE WIDTH AT THRESHOLD 106.75
LENGTH OFFSET 1408
HORIZONTAL ALERT LIMIT (HAL) 40.0
VERTICAL ALERT LIMIT (VAL) ' 35.0
CRC REMAINDER 2A5ECEBD
ADDITIONAL PATH POINT RECORD INFORMATION
ICAO CODE K1
LTP ORTHOMETRIC HEIGHT +06174
FPAP ORTHOMETRIC HEIGHT +06174
NaatZs
@
8
Qo
CITY.AND STATE ELEVATION: 2037 THRE: 2026 FACILITY PROCEDURE NO./ AMDT NO.JEFFECTIVE DATE: SUP:
. IDENTIFIER: RNAV {GPS) RWY 9, ORIG
POPLAR, MT AIRPORT NAME: RNAV (GPS) AMDT: NONE
POPLAR MUNI DATED:
FAA FORM 8260-10 / April 2006 (Computer Generated) PAGE 3 OF 6 PAGES




REQUIRED EFFECTIVE DATE

ALLAFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES
[ ves [ o
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)
FLIGHT CHECKED BY
NAME: FIFO DATE.
DEVELOPED BY
NAME: FIFO DATE:
APPROVED BY
NAME: FIFO DATE:
CHANGES:
REASONS:
ALy
™

8
K




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

_RMA-\—,—(G-ES)—SIA-MDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-18 - RNAV (GPS)

1 2 3 4 5 6 7 8 9 0 1 2 3
Wp 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456785012345678901234567890123456789012
SUSAEAENRT  CURVU K10 W N48083098W105130138 E0097 NAR CURVU
SUSAEAENRT  DAXIQ K10 W N48045537W104522122 E0095 NAR DAXIQ
SUSAEAENRT DORIA K10 . C L N4B8050986W105342179 E0100 NAR DORIA
SUSAEAENRT  RILMY K10 C L N48091545W104520719 ' E0095 NAR RILMY
SUSAEAENRT  WAXIV K10 W  N48091599W105172331 - E0098 NAR WAXIV
SUSAEAENRT  ZIKIK K10 W N48104495W105260440 E0099 NAR ZIKIK
1 2 3 4 5 6 7 8 9 0 1 2 3
AIRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP PO1 K1APOl 0 044YHN48080390W105094370E009002037 1800018000C MNAR POPLAR MUNI
1 2 3 4 5 6 7 8 -9 0 1 2 3
SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP PO1 K1FR09 ADORIA O1l0DORIAKIEAOE A IF 18000 A JS
SUSAP POl K1FR09  ADORIA 020ZIKIKK1EAOEE B OlO0TF 03580079 + 04500 : A JS
SUSAP. PO1 KiFROS9 ARILMY 010RILMYK1EAOE IF : 18000 A JS
SUSAP PO1 K1FR0O9  ARILMY 020ZIKIKKIEAOEY  OLOTF ' 26500228 + 06000 A JS
SUSAP PO1 KiFRO9  ARILMY 030ZIKIKKIEAOEE AR  HF 09530050 + 04500 A Js
SUSAP PO1 K1FROS R 010ZIKIKK1EACE . I IF + 04500 18000 A JS
SUSAP PO1 KLFR09 R 020WAXIVKIEALE F O51TF 09530060 + 03600 RW09 K1PGA JS
SUSAP PO1 K1FRO9 R 02 0WAXIVK1EA2WALPV ALNAV/VNAV ALNAV Js
SUSAP POl K1FRO9 R 021CURVUK1EAOE S. O031TF 09540030 V 0262002639 -300 A JS
SUSAP POl K1FRO9 R 030RW09 KI1PGOGY M 031TF 09540018 02066 -300 A Js
SUSAP POl KLFROS R 040 0 M ca 0954 + 02226 A JS
SUSAP POl K1FRO9 R 050DAXIQK1EAOEY DF + 04500 A JS
SUSAP POl K1FR09 R 060DAXIQKIEAOEE R  HM 27570050 + 04500 A JS
, 1 2 3 4 5 6 7 8 - 9 0 1 2 3
RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP PO1 K1GRW09 0044030955 N48080406W105102523+0200 +0599802026000040075R
1 2 3 4 5 6 7 8 9 0 1 2 3
PP 1234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456768901234567890123456789012
SUSAP PO1 K1PRO9 - RW0O9 001 0000WOSAON4808040630W10510252300+059980300N4807418100W10508164400106751408000400F4003502A5ECEBD
SUSAP POl K1PRO9 RW09 002E . +06174+06174LPV 66031
\\A_lJ
1 2 3 ¢4 5 6 7 8 9 0 1 2 Q@ 3 ")"‘
4
| o 5
CITY AND STATE ELEVATION: 2037 THRE: 2026 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |gup: 2%
POPLAR, MT AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 9, ORIG
POPLAR MUNI AMDT: NONE
RNAV
DATED:

FAA FORM 8260 - 10 / April 2006 (Computer Generated) : Page 4 of 6 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] no

COORDINATES  OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

b O 0O 04

AQPA NBAA OTHER (specify)

]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

__ RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE

FLIGHT STANDARDS SERVICES - FAR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
indicated, except visibilities which are in statute miles or in feet RVR.”

Msa 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP POl K1SRW02 K1PG 0 18018004225 M
SALy
Q¥
4
Q Q
. » ‘ Yo
CITY AND STATE ELEVATION: 2037 THRE: 2026 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE:  |[sup:
POPLAR, MT AIRPORT NAME: ) IDENTIFIER: RNAV (GPS) RWY 9, ORIG
POPLAR MUNI AMDT: NONE
RNAV DATED:

FAA FORM 8260 - 10 / April 2006 (Computer Generated)

Page 5 of 6 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves ] ~o

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

0O 0O O O

AOPA

1

NBAA OTHER (specify)

]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
‘ except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
—BNAL(QESLSIANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STAN DARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.
ARINC SUMMARY - 424-18 - RNAV (GPS)
ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
DORIA DORIA 010 IAF IF FB
DORIA ZIKIK 020 TF FB 1.0 035.8(044.8T) 007.9 AR 04500
RILMY RILMY 010 IF FB
RILMY ZIKIK 020 TF FO 1.0 265.0(274.0T) 022.8 AA 06000
; RILMY ZIKIK 030 IAF HF R FO 095.3(104.3T) 005.0 AA 04500
ZIKIK 010 FACF IF FB ’ AA 04500
WAXIV 020 FAF - TF FB 0.5 095.3(104.3T) 006.0 AA 03600
CURVU 021 SDF TF FB 0.3 095.4(104.4T) 003.0 ABD 02620 GS 02639
RWO9 030 MAP TF FO 0.3 095.4(104..4T) 001.8 AT 02066
MISSED APPROACH. FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
040 CA FB 095.4(104.4T) AA 02226
DAXIOQ 050 DF FO AA 04500
DAXIQ 060 HM R FO 275.7(284.7T) 005.0 AA 04500
POINT DATA ) WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
CURVU N480830.98 W1051301.38 N4808.516 W10513.023
DAXIQ N480455.37 W1045221.22 N4804.923 W10452.354
DORIA N480509.86 Ww1053421.79 N4805.164 W10534.363
RILMY N480915.45 W1045207.19 N4809.258 ’ W10452.120
WAXIV N480915.99 W1051723.31 N4809.267 W10517.389
ZIKIK N481044.95 W1052604.40 N4810.749 W10526.073
RWO9 N480804.06 W1051025.23 N4808.068 W10510.421
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RWO09 02026 40
&
* o
Yeel
CITY AND STATE ELEVATION: 2037 THRE: 2026 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: SUP:
POPLAR, MT AIRPORT NAME: ) IDENTIFIER: RNAV (GPS) RWY 9, ORIG
POPLAR MUNI AMDT: NONE
RNAV DATED:
FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page 6 of 6 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

O O O O

AOPA NBAA OTHER (specify)

[ 1 ]

FLIGHT CHECKED BY

DATE:

NAME: EIFO
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
PART - A OBSTRUCTION DATA
1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES ELEV. MSL| ROC ALT. ADJUSTMENTS MIN. ALT.
FEEDER RILMY ZIKIK 1. AAO 481243.00N/1052549.00W | 2549 (2C) 1000 |AT2451 6000
2. TERRAIN 481243.00N/1052549.00W [2349 (2300) AS1500 3800
INITIAL DORIA ZIKIK 1. AAO 481243.00N/1052549.00W | 2549 (2C) 1000 |AT951 4500
3. TERRAIN 481233.00N/1052721.00W [2291 (2300) AS1500 3800
INTERMEDIATE ZIKIK (IF/IAF) WAXIV 1. AAO 481243.00N/1052549.00W | 2549 (2C) 500 [AT551 3600
2. TERRAIN 481243.00N/1052549.00W | 2349 (2300) AS1000 3300
FINAL: LPV WAXIV RWO09 ASC 2226/200
FINAL: LNAV/VNAV WAXIV RWO09 4. THRESHOLD 480804.06N/1051025.23W | 2026 (1A) ASC 22761250
FINAL: LNAV WAXIV CURVUI1 .80 NM TO |5. AAO 480923.41N/1051426.25W | 2309 (2C) 250 |RA46 2620
RW09
FINAL: LNAV STEPDOWN CURVUM.80NMTO |Rwo9 6. TREE 480906.20N/1051310.40W | 2159 (2C) 250 2420
RW09
2. HOLD-IN-LIEU-OF-PT ZIKIK P-6 7. AAO 481427.00N/1053939.00W | 2881 (4E) 1000 |AT619 4500
8. TERRAIN 481427.00N/1053945.00W | 2681 (2700) AS1500 4200
MAP: |[DA/DA/RWO09 DAXIQ ASC 4500
i-P'\g':gEgH 5. AAD 480409.00N/1045715.00W | 2553 (4E) | 1000 3600
ELEV: |2061/2115/2320 10. TERRAIN 480409.00N/1045715.00W | 2353 (2400) AS1500 3900
4. CIRCLING AREA | DISTANCE HT ABV. ARPT. B
CATEGORY A 1.3 NM o L350 523 11. TREE 480809.20N/1050723.15W [2209 (2C) 300 XP51 2560 -
CATEGORY B 1.5 NM % 450 |3 563 12. TREE 480816.70N/1050703.75W 2239 (2C) 300 XP61 2600
CATEGORY C 1.7 NM 5[ 450 |2 563 13. TREE 480825.00N/1050644.55W [2259 (2C) 300 2600
CATEGORY D 2.3 NM 8 550 S,:’ 563 14. TREE 480846.00N/1050616.30W [2279 (2C) 300 HAA 2600
CATEGORY E 45NM |®[ 550
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID: RwWo9
SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL) MSA SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL) MSA
360-360 AAO 304/ 29.0 3107 (4E) 4200
. CITY'AND STATE ELEVATION: 2037 FACILITY PROCEDURE AND AMENDMENT NO: |REGION
e POPLAR, MT AIRPORT NAME: RNAV RNAV (GPS) RWY 9, ORIG ANM
POPLAR MUNI
- o“l'%b
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PART B - SUPPLEMENTAL DATA

1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIMETER SETTING
SLC APP CON NWS |OTHER: SOURCE:KPO1/KOLF
DISTANCE: 0/16.77
FAA | awos-A HOURS REMOTE OPERATION:
SATISFACTORY ON: AlC 24/ BACKUP
x|VHF | x|uHF | |HF LOCATION: KPO1 ADJUSTMENT: 0/ 46
] PRIMARY NAVAID:
MONITOR |-MONITOR POINT:
STATUs | HRs [CAT1
OPTN:| CAT 3
ALS
(S) SALS
MALS
5. HIRL
APPROACHI™ ™y ™ ImIRL 27 (PCL), 09 (PCL)
& RUNWAY — T
LIGHTING
TDZ
C/LINE
X |OTHER (SPECIFY)
PAPI-2L 27 (PCL), 09 (PCL)
6.RUNWAY  |BASIC
MARKINGS |ALL WEATHER
INSTRUMENT  NPI-G 27, 09
7.RUNWAY | APPROACH
VISUAL MIDFIELD
RANGE ROLL OUT
8. GLIDE GP ANGLE: 3.00 ELEV RWY THRESHOLD:2025.5
PATH DISTANCE FROM RWY: ELEV GP ANTENNA:
THRESHOLD CROSSING HEIGHT:40.0
9. FINALAPPROACH X |[RUNWAY THRESHOLD FT. FROM THRESHOLD
COURSE AIMING X |ON CENTERLINE FT. FROM CENTERLINE

10. WAIVERS: NONE

PART D - PREPARED BY: DATE:
» ADOLFO URRUTIA (RODNEY TEMPLETON) 10/09/2012
TITLE: OFFICE:
- S AERONAUTICAL INFORMATION SPECIALIST AJV-354

PART C - REMARKS:
PRECIPITOUS TERRAIN EVALUATION COMPLETED.

VGSI DATA: 3.00/24.
LPV SLOPE: 34:1
LNAV/VNAV SLOPE: 23.438:1

UPDATED MAG VAR PER FPT REQUEST (RUNWAY NUMBERS REMAIN
THE SAME).

ACTUAL COLD TEMPERATURE NOT AVAILABLE - USED STANDARD
DEVIATION.

TAA NOT DEVELOPED PER FPT.
RASS PRESSURE PATTERNS SAME
KPO1 2037, KOLF 1989

RA = 45.38.

SEE ATTACHED AIRSPACE LETTER.
SERVICE A: PO1: NO/KOLF: YES

VEGETATION HEIGHT 40 FEET, PER LAST PROCEDURE FPT
INSTRUCTION.

MINIMUM VISIBILTY RAISED TO 1 SM DUE TO NO PARALLEL
TAXIWAY.

THRESHOLD APPROACH LIGHTS PENETRATE GQS 1.14 FEET.
ACCORDING TO AC150/5300-13A, THESE LIGHTS ARE FIXED BY
FUNCTION AND CAN BE IGNORED.

XP (CIRC CAT A): OE STUDIES PRECLUDE LOWER MINIMA

XP (CIRC CAT B): OE STUDIES PRECLUDE LOWER MINIMA

Al
M,

Feced

0 \




RADIO FIX AND HOLDING DATA RECORD

NAME: CURVU STATE: MT COUNTRY: US

LATITUDE/LONGITUDE: 480830.98N/1051301.38W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: ESTABLISH

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
IAP RNAV (GPS) RWY 9 KPO1 POPLAR MT (US)

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: ORIG DATE OF REVISION: 03/07/2013
DEVELOPED BY: DATE: 09/24/2012 OFFICE: AJV-354 NAME: ADOLFO URRUTIA (RODNEY TEMPLETON)
APPROVED BY: DATE: OFFICE: AJV-354 NAME: DEZ SILAGY]
SIGNATURE:

DISTRIBUTION: NFDC
FPO: WST
ARTCC: ZLC
ATC FACILITY:
OTHER:

FAA FORM 8260-2 / AUG 2009 ‘ Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: DAXIQ © - . . STATE: MT COUNTRY: US

LATITUDE/LONGITUDE: 480455.37N/1045221.22W TYPE: WP

AIRSPACE DOCKET: - _ FIX TYPE OF ACTION: MODIFY

HOLDING: HOLDING TYPE OF ACTION: MODIFY

PATTERNS:

PAT DIR IDENT  TYPE RADICRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX MIN  MAX

1 E WP 095.68 27568 R 5 4500 7000 6 9

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 200 AAO 480115.00N/1044824.00W 2684 4E

HOLDING RESTRICTIONS:

HOLDING LIMITED TO ESTABLISH PATTERN.

REMARKS:

PRECIPITOUS TERRAIN EVALUATION COMPLETED.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE

IAP RNAV (GPS) RWY 09 1 KPO1 POPLAR MT (US)

IAP RNAV (GPS) RWY 27 1 KPO1 POPLAR MT (US)

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 2 DATE OF REVISION: 03/07/2013

REASON FOR REVISION:

MOVED FIX 5867.12 FEET EAST.

UPDATE FIX USE.

HOLDING INBOUND COURSE CHANGED FROM 274.66 TO 275.68.

DEVELOPED BY: DATE: 09/24/2012 OFFICE: AJV-354 NAME: ADOLFO URRUTIA (RODNEY TEMPLETON)
APPROVED BY: DATE: OFFICE: AJV-354 NAME: DEZ SILAGY! k
SIGNATURE:

DISTRIBUTION: NFDC
FPO: WST
ARTCC: ZL.C
ATC FACILITY:
OTHER:

. Q.“‘:",:‘
%c\ﬁoo b
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RADIO FIX AND HOLDING DATA RECORD

NAME: WAXIV STATE: MT COUNTRY: US
LATITUDE/LONGITUDE: 480915 .99N/1051723.31W TYPE: WP
AIRSPACE DOCKET: FIX TYPE OF ACTION: ESTABLISH
FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
IAP RNAV (GPS) RWY 9 KPO1 POPLAR MT (US)
REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: ORIG DATE OF REVISION: 03/07/2013
DEVELOPED BY: DATE: 10/23/2012 OFFICE: AJV-354 NAME: ADOLFO URRUTIA (RODNEY TEMPLETON)
APPROVED BY: DATE: OFFICE: AJV-354 NAME: DEZ SILAGY!
SIGNATURE:

DISTRIBUTION: NFDC

FPO: WST

ARTCC: ZL.C

ATC FACILITY:

OTHER:

¥ u‘:a
% o
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RADIO FIX AND HOLDING DATA RECORD

NAME: ZIKIK STATE: MT COUNTRY: US

LATITUDE/LONGITUDE: 481044.95N/1052604.40W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: ESTABLISH

HOLDING: - HOLDING TYPE OF ACTION: ESTABLISH

PATTERNS:

PAT DIR  IDENT TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (L ORR) TIME DME MIN MAX MiN MAX

1 ‘W WP 275.26 095.26 5 4500 7000 6 9

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED - OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 ’ 200 - AAOC ! 481427 .00N/1053939.00W 2881 4t

HOLDING RESTRICTIONS:

HOLDING LIMITED TO ESTABLISHED PATTERN.

REMAR S

PRECIPITOUS TERRAIN EVALUATION COMPLETED.

FIX USE: .

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
IAP RNAV (GPS)RWY 8~ 1 KPO1 POPLAR MT (US)

REQUIRED CHARTING: |IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: ORIG DATE OF REVISION: 03/07/2013
DEVELdPEb BY: | DATE: 09/24/2012 OFFICE: AJV-354 NAME: ADOLFO URRUTIA (RODNEY TEM PLETON)Y
APPROVED BY: DATE: OFFICE: AJV-354 NAME: DEZ SILAGYI
| SIGNATURE:

DISTRIBUTION: NFDC
FPO: WST
ARTCC: ZLC
ATC FACILITY:
OTHER:

R

e
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RADIO FIX AND HOLDING DATA RECORD

NAME: DORIA STATE: MT COUNTRY: US

LATITUDE/LONGITUDE: 480509.86N/1053421.79W TYPE: WP, DME

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE  DME DIST FROMFAC ~ MRA  MAA

. BR

1 WILLISTON ISN VORTAC L DR0as Poss 7385 7300 6000 17500

2 GLASGOW GGW VORDME  H 086.00 10000 4300  43.00 6000 17500

EXPANDED SERVICE VOLUME (ESV): :

FAC IDENT FAC TYPE RADIAL/BEARING DISTANCE MIN ALTITUDE MAX ALTITUDE

ISN VORTAC R-251 74 6000 17500

GGW VOR/DME R-086 43 6000 17500

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

PATTERNS: ,

PAT DIR IDENT  TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX MIN  MAX

1 w WP 251.65 071.65 R 6 6000 14000 8 1

CONTROLLING OBSTRUGTIONS: ,

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 230 AAO 475624.00N/1054627.00W 2720 4E :

1 310 TOWER (30-000247) 481039.00N/1054034.00W 2825 5E

HOLDING RESTRICTIONS:

HOLDING LIMITED TO ESTABLISHED PATTERN.

PROCEDURES REQUIRING CLIMB-IN-HOLD: »

PAT  PROCEDURE TITLE AIRPORT IDENT  CITY STATE

1 RNAV (GPS) RWY 27 KPO1 POPLAR MT (US)

REMARKS:

PRECIPITOUS TERRA|N EVALUATION COMPLETED.
ESVS ON FILE.
FAC 1 AND FAC 2 USED TO ESTABLISH FIX COORDINATES.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY

EN ROUTE V430 1,2

AP RNAV (GPS) RWY 12 K4U6 CIRCLE

IAP RNAV (GPS) RWY 09 KPO1 POPLAR

AP RNAV (GPS) RWY 27 1 KPO1 POPLAR

IAP. RNAV (GPS) RWY 11 : KOLF WOLF POINT
IAP RNAV (GPS) RWY 29 KOLF WOLF POINT

REQUIRED CHARTING: AP, CONTROLLER, EN ROUTE LOW
COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: 5 DATE OF REVISION: 09/20/2012

REASON FOR REVISION:
UPDATED FIX USE.
ADDED REMARK "FAC 1 AND 2 USED TO ESTABLISH FIX COORDINATES".

DEVELOPED BY: DATE: 04/19/2012 OFFICE: AJV-354

OFFICE: AJV-354

APPROVED BY: DATE: 07/19/2012

SIGNATURE:

NFDC

FPO: WST
ARTCC: ZLC
ATC FACILITY:
OTHER: -

DISTRIBUTION:

FAA FORM 8260-2 / AUG 2009

NAME: ADOLFO URRUTIA (RODNEY TEMPLETON)

NAME: DEZ SILAGY]

My
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RADIO FIX AND HOLDING DATA RECORD

NAME: RILMY STATE: MT COUNTRY: US

LATITUDE/LONGITUDE: 480915.45N/1045207.19W TYPE: WP, DME

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA  MAA

BRG  BRG NM  FEET

1 WILLISTON ISN VORTAC L 25086 262.86 4526 4526 6000 17500

EXPANDED SERVICE VOLUME (ESV):

FAC IDENT FAC TYPE RADIAL/BEARING DISTANCE MIN ALTITUDE MAX ALTITUDE

ISN VORTAC R-251 46 6000 17500

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

PATTERNS:

PAT DR IDENT  TYPE RADICRS/BRG CRS TURN  LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX MIN  MAX

1 E WP 067.99 247.99 R 6 6000 14000 8 11

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 230  TOWER (30-000239) 481200.00N/1043140.00W 2869 5E

HOLDING RESTRICTIONS:

HOLDING LIMITED TO ESTABLISHED PATTERN.

REMARKS:

PRECIPITOUS TERRAIN EVALUATION COMPLETED.

HOLDING FOR ATC USE.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE

EN ROUTE V430 MT (US)

IAP RNAV (GPS) RWY 12 KPWD PLENTYWOOD MT (US)

IAP RNAV (GPS) RWY 30 KPWD PLENTYWOOD MT (US)

IAP RNAV (GPS) RWY 27 KPO1 POPLAR MT (US)

IAP RNAV (GPS) RWY 9 KPO1 POPLAR MT (US)

IAP RNAV (GPS) RWY 29 KOLF WOLF POINT MT (US)

REQUIRED CHARTING: IAP, CONTROLLER, EN ROUTE LOW
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 2 DATE OF REVISION: 09/23/2010

REASON FOR REVISION:

1. DELETE FAC2, NO LONGER REQUIRED.

2. UPDATE FIX USE.

3. CHANGED DME LEG LENGTH FROM 4 TO 6.

DEVELOPED BY: DATE: 04/05/2010 OFFICE: AVN-130 NAME: PATRICK MULQUEEN
APPROVED BY: DATE: 06/23/2010 OFFICE: AVN-130 NAME: DEZ SILAGYI
SIGNATURE:

DISTRIBUTION: NFDC
) FPO: WST
ARTCC: ZLC
ATC FACILITY:
OTHER:

“»
s %

e

FAA FORM 8260-2 / AUG 2009 Page 1 of 1




TERMINAL AIRSPACE DATA REQUIREMENTS

CITY:  POPLAR | . STATE: MT
AIRPORT NAME: POPLAR MUNI ID: - KPO1
PROCEDURE: RNAV (GPS) RWY 9 AMDT: ORIG
DOCKET # :

(96-AXX-X/Required/Not Required)

ALL DIST TO 1/100 NM; ELEV TO NEAREST FT; COORD TO 1/100 SEC; DEG TO 1/100 DG.

1. Distance from THLD to 1000' point 3.25
(EnterTHLDf FAF, ARP, FACILITY, as appropriate)

2. Width of o FINAL segment at 1000' point 1@0
(Enter appropriate segment , final, intermediate, etc.) )

3. True Course of - FINAL segment containing 1000' point 104.37

4. High Terrainin _ FINAL segment containing 1000’ point =~ 2129

5. Distance from _ THLD to 1500 point 482
(If 1500" point in PT maneuvering area or holding pattern note in remarks) ‘ ‘

6. Width of : FINAL segment at 1500' point 2.13

7. True Course of FINAL segment containing 1500' point. 104.37

8. High Terrain in FINAL segment containing 1500' point 2129

9. Threshold Coordinates (if straight-in)... ___ 480804.06N / 1051025.23W

10. ARP COOINGLES ..oovreereseerrere 480803.90N /1050943.70W
11. RUnway Approach End and distance furthest from ARP................. RWY 18

o Distance 046  NM
12. FAF Coordinates ...........ccoeuuvvuunns 480915.99N ,1051723.31W_

(Click to Select)




Federal Aviation
Administration

‘Memorandum

Date:
To: Dick Powell Manager, National Flight Data Center, AJV-21

From:  Deborah L. Copéland, Manager, Western Products Team, AJV-354

Subject: ACTION: Magnetic Variation Change for Poplar, Poplar Muni, MT (KPO1)

The Magnetic Variation (MV) data for the airport(s) and/or facility(s) listed under the
‘Airport/

Facility” column will be revised effective concurrent with the publication of the
procedure(s) listed below.

RNAV (GPS) RWY 09 ORIG
RNAV (GPS) RWY 27 AMDT 1

Estimated Chart Date: 03/07/2013

Please publish these changes in the National Flight Data Digest. |

MONTANA
Airport Assigned Magnetic | Epoch
Location Name [Facili Identifier Variation Is Year
. . Old 10° East
Poplar Poplar Muni Airport | KPO1 /POl New 9° East 2015

If you have any questions please notify Deborah L. Copeland, deborah.].copeland@faa.gov (301)
427-5070.

CC AJV-3rf _
sjb:x7537:09/28/2012: (U\AVN100\PIT'MAGVAR\MAGVAR\MAGVAR Letters 2013\MV Change Request for Poplar, MT
(KPO1) 9-28-12) Requestor; RTempleton, Evaluated By: LFortier





