US DEPARTMENT OF TRANSPORTATION
FEDERAL AVIATION ADMINISTRATION

RNAV - STANDARD

INSTRUMENT APPROACH PROCEDURE

TITLE 14 CFR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, except
HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless othemwise indicated. Cellings are in feet
above airport elevation. Distances are in nautical miles unless otherwise indicated, except visibilities which
are in statute miles or in feet RVR.

TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE tSXv ?\;\NAV DA
RETME (IAF) GILDE (NOPT) (FB) 003.96 / 5.84 2700 LNAV: RW27
KONDE (1A ILDE (NOPT . .84 2700
(1AF) G (NOPT) (FB) 183.96/5.8 0 CLIMB TO 1000 THEN CLIMBING RIGHT TURN TO 2000 DIRECT
GILDE (IFIAF) ECADE (FB) 273.96/6.10 1700 PLUMY AND HOLD.
ECADE (FAF) CUVNA/1.90 NM TO RW27 (FB) 273.90/2.85
CUVNA/1.90 NM TO RW27 RW27 (MAP) (FO) 273.90/1.90
RW27 (MAP) 1000 MSL 273.90 1000
. ADDITIONAL FLIGHT DATA:
1000 MSL PLUMY (FO) 2000 HOLD NE, RT, 241.00 INBOUND.
CHART FAS OBST: 249 TREE 275957N/0815937W
CHART FAS OBST: 265 TREE 275957N/0815854W
CHART 465 TOWER 275801N/0815505W.
CHART: 181 TREE 275848N/0815800W
CHART (L:AK% PLACID mgA, R-2901. 0,64 NI
DISTANCE TO THLD FROM 250 HATH: 0. .
1. PT SIDE OF COURSE OQUTBOUND FT WITHIN MILES OF (lAF) CHART VDP AT 1.04 MILES TO RW27*
2. HOLD E GILDE, RT, 273.86 INBOUND, 2700 FT. IN LIEU OF PT (IAF) *LNAV ONLY.
: : - ; WAAS CHANNEL # 82605
3.FAC: 273.90 FAF: ECADE DISTFAFTOMAP: 475 THLD: 475 | oo CraNNEL 8280 A
4. MIN. ALT: GILDE 2700, ECADE 1700, CUVNA/1.90 NM TO RW27 780* LTP HAE: 17.5 M
5. DIST TO THLD FROM OM: MIM: iM: 150 HAT: 100 HAT: GS ANT: '
6. MIN GS INCPT: 1700 GS ALT AT:ECADE 1700 OM: MM: IM:
7. GS ANGLE: 3.00 TCH:45.0 34:11S CLEAR
8. MSAFROM: MAG VAR: 4W EPOCH YEAR: 2000
MINIMUMS
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE:NA | | STANDARD @
CATEGORY =====> A B C D E
DH/MDA VIS HAT/HAA|DH/MDA | VIS HAT/HAA|DH/NDA VIS HAT/HAA | DH/MDA VIS HAT/HAA | DH/IMIDA VIS HAT/HAA
LPV DA 392 3/4 250 392 3i4 250 392 314 250 392 314 250
LNAV/VNAV DA 549 13/8 407 549 13/8 407 549 138 407 549 13/8 407
LNAV MDA 520 1 378 520 1 378 520 1 378 520 1 378
CIRCLING 600 1 458 660 1 518 660 1172 518 700 2 558
NOTES:
CHART NOTE: FOR UNCOMPENSATED BARO-VNAV SYSTEMS, LNAV/VNAV NA BELOW -15C (5F) OR ABOVE 54C (130F). @ NA WHEN LOCAL WEATHER NOT AVAILABLE.
CHART NOTE: DME/DME RNP-0.3 NA. Q,QNQ
CHART PLANVIEW NOTE AT KONDE : MAX 210 KIAS. ]
CHART PLANVIEW NOTE AT RETME : MAX 210 KIAS. % 4
(SEE FORM 8260-10) s
CITY AND STATE ELEVATION: 142 THRE: 142 FACILITY PROCEDURE NO.JAMDT NO./EFFECTIVE DATE: SUP: ~
: LAKELAND LINDER RGNL DATED  05/05/2011

FAA FORM 8260 - 3 / April 2006 (computer generated)

PAGE 1 OF 5§ PAGES




ALL AFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE

|::| YES NO ROUTINE
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)
|:| ‘ KLAL ARPT MGR, KLAL ATCT, KTPA APP CON, ZMA
FLIGHT CHECKED BY
NAME: FIFO DATE:
DEVELOPED BY
NAME: FIFO DATE:
CHRISTOPHER COX AJV-352 08/20/2012
APPROVED BY
NAME: FIFO DATE:
DARRYEL ADAMS : MANAGER AJV-352
CHANGES:

1. CHAgIGED MISSED AAPSEOH%?I; INSTRUCTIONS FROM (CLIMB TO 2000 DIRECT CAMIV AND VIA 002 TRACK TO PLUMY AND HOLD) TO (CLIMB TO 1000 THEN CLIMBING RIGHT
TURN DIRECT PLUMY )

2. ALTIMETER NOTE UPDATED FROM (WHEN CONTROL TOWER CLOSED, USE PLANT CITY ALTIMETER SETTING AND INCREASE ALL DAS/MDAS 20 FEET, AND INCREASE LPV
VISIBLITY TO 1 1/4 MILE) TO (WHEN LOCAL ALTIMETER SETTING NOT RECEIVED, USE PLANT CITY MUN! ALTIMETER SETTING AND INCREASE ALL DA/MDA 20 FEET, AND
INCREASE LPV ALL CATS, LNAV/VNAV ALL CATS AND LNAV CATS C/D VISIBILITY 1/8 MILE)

3. LOWERED LPV DA/HATH FROM 449/307 TO 392/250 AND VIS FROM 1 TO 3/4

4. INCREASED LNAV/VNAV DA/HATH FROM 498/356 TO 569/427 AND VIS FROM 1 1/4TO 1 3/8

5. kO\II)VEESSBFL’.NAV MDA/HATH FROM 580/438 TO 520/378 AND VIS CAT C/D FROM 1 1/4 AND 1 1/2TO1 AND 1

6. AD

7. REMOVED HELICOPTER RESTRICTION

8. INCREASED BARO/VNAV HIGH TEMP LIMITS FROM 48C(118F) TO 54C(130F)

9. CHANGED HEIGHT REFERENCES FROM TDZE TO THRESHOLD ELEVATION (SAME HEIGHT)

10. APPLIED 210 KT SPEED RESTRICTIONS AT KONDE AND RETME

REASONS:

1. EFPT REQUESTED DESIGN

2. NOTE UPDATED TO REFLECT THE INSTALLATION OF A 24 HOUR ON-AIRPORT AWOS

2. él;i;li}gégé%N OF 8260.54A ALLOWS FOR FEWER PENETRATIONS AND LOWER MINS

5. ADDED CUVNA STEP DOWN 1.9 NM FROM R17 THRESHOLD ALLOWING FOR IMPROVED MINIMA

6/7. VISUAL SURFACE PENETRATIONS REMOVED

8. APPLICATION OF AFS HIGH TEMP CALCULATOR

9. CHAPTER 3 OF VOLUME 2 OF 8260.3B DIRECTS THAT HEIGHTS WILL BE REFERENCED FROM THLD AS OPPOSED TO TDZ

E%AAPIG’LgATION OF THE 8260.54A MINIMUM LEG LENGTH AND TURN COMPUTATIONS REQUIRED THE USE OF RESTRICTIONS IN ORDER TO KEEP TAA DESIGN AS PUBLISHED WITH MINIMAL
NGES. .
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US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and alfitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
RNAV - STANDARD Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,

INSTRUMENT APPROACH PROCEDURE - TITLE 14 CFR PART 97.33 except visibilities which are in statute miles or in feet RVR.

NOTES, (CONT.):

CHART NOTE: LOCAL ALTIMETER SETTING NOT RECEIVED, USE PLANT CITY MUNI ALTIMETER SETTING AND INCREASE ALL
DA/MDA 20 FEET, AND INCREASE LPV ALL CATS, LNAV/IVNAV ALL CATS AND LNAV CATS C/D VISIBILITY 1/8

MILE.

CHART NOTE: BARO-VNAV AND VDP NA WHEN USING PLANT CITY ALTIMETER SETTING.

TAA
FROM T0 ALT
1. 184/30 CW 004/30 (NOPT) GILDE (IF/IAF) (FB) 2700
2. 004/30 CW 094/30 RETME (IAF) (FB) 2700
3. 094/30 CW 184/30 KONDE (IAF) (FB) 2700
whls
%
4
| Y@
CITY AND STATE ELEVATION: 142 THRE: 142 FACILITY PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: SUP:
IDENTIFIER:
D, FL : RNAV (GPS) RWY 27, AMDT 1
LAKELAN AIRPORT NAME RNAV AMDT: ORIG-A
LAKELAND LINDER RGNL DATED:  05/05/2011

FAA FORM 8260-10 / April 2006 (Computer Generated) : . PAGE 2 OF 5 PAGES



ALL AFFECTED PROCEDURES REVIEWED?

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

|:] YES |:] NO
COORDINATED WITH: '
ATA AAT ALPA APA AOPA NBAA OTHER (specify)
[ ] [ ] [ ] [ ] [ ] [ ]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:
APPROVED BY

NAME: FIFO DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

RNAV STANDARD INSTRUMENT APPROACH PROCEDURE

FLIGHT STANDARDS SERVICE - FAR PART 97.33

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

FAS DATA BLOCK INFORMATION

DATA FIELD

OPERATION TYPE

SBAS SERVICE PROVIDER IDENTIFIER
AIRPORT IDENTIFIER

RUNWAY

APPROACH PERFORMANCE DESIGNATOR
ROUTE INDICATOR

REFERENCE PATH DATA SELECTOR
REFERENCE PATH IDENTIFIER (APPROACH ID)
LTP/FTP LATITUDE

LTP/FTP LONGITUDE

DATA

KLAL
RW27
0

0

W27A
2759821.4565N
0820027.1190W

LTP/FTP ELLIPSOIDAL HEIGHT +00175
FPAP LATITUDE 275921.2280N
FPAP LONGITUDE 0820207.7655W
THRESHOLD CROSSING HEIGHT (TCH) 00045.0
TCH UNITS SELECTOR (METERS OR FEET USED) F
GLIDEPATH ANGLE (GPA) 03.00
COURSE WIDTH AT THRESHOLD 106.75
LENGTH OFFSET 0160
HORIZONTAL ALERT LIMIT (HAL) 40.0
VERTICAL ALERT LIMIT (VAL) 50.0
CRC REMAINDER 54CFDFES5
ADDITIONAL PATH POINT RECORD INFORMATION
ICAO CODE K7
LTP ORTHOMETRIC HEIGHT +00433
FPAP ORTHOMETRIC HEIGHT +00433
N\ M‘f
&’ . “
Gpac®
)
CITY AND STATE ELEVATION: 142 THRE: 142 FACILITY PROCEDURE NO./AMDT NO./JEFFECTIVE DATE: sSup:
. IDENTIFIER:
LAKELAND, FL AIRPORT NAME: RNAV (GPS) RWY 27, AMDT 1
RNAV AMDT: ORIG-A
LAKELAND LINDER RGNL DATED: 05/05/2011

FAA FORM 8260-10/ April 2006 (Comptiter Generated)

PAGE 3 OF 5 PAGES




ALL AFFECTED PROCEDURES REVIEWED?

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

|:| YES |:| NO
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)
[ ] [ 1] [ ] [ ] [ ] [ ] [ ]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:
APPROVED BY

NAME: FIFO DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
RNAV TAND INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise

FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute mites or in feet RVR.

ARINC PACKET - 424-18 - RNAV (GPS)

1 2 3 4 5 6 7 8 9 ¢} 1 2 3
WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAEAENRT CUVNA K70 W N27592172W081581835 W0054 NAR CUVNA
SUSAEAENRT ECADE K70 W N27592205W081550511 ) Wo055 NAR ECADE
SUSAEAENRT GILDE K70 W N27592251W081481168 W0056 NAR GILDE
SUSAEAENRT KONDE K70 W N28051385W081481198 W0056 NAR KONDE
SUSAEAENRT PLUMY X70 C L N28101523W082074994 W0054 NAR PLUMY
SUSAEAENRT RETME K70 W N27533115W081481137 W0055 NAR RETME
1 2 3 4 5 [ 7 8 9 0 1 2 3
ATRPORT 123456789012345678901234567890123456789012345678501234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KLALK7ALAL 0 084YHN27592010W082010680W004000142 1800018000C MNAR LAKELAND LINDER RGNL
1 2 3 4 5 6 7 8 9 0 1 2 3
SEGMENT 1234567895012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KLALK7FR27 AGILDE 010GILDEK7EAQEE AR HF 27400040 + 02700 18000 A JS
SUSAP KLALK7FR27 AKONDE 010KONDEK7EAQE A IF 18000210 A-JS
SUSAP KLALK7FR27 AKONDE 020GILDEK7EAQEE B O0l0TF 18400058 + 02700 A JS
SUSAP KLALK7FR27 ARETME 010RETMEK7EAQE A IF 18000210 A-JS
SUSAP KLALK7FR27 ARETME O20GILDEK7EAOEE B 010TF 00400058 + 02700 A JS
SUSAP KLALK7FR27 R 010GILDEK7EAQCE I IF + 02700 18000 A JS
SUSAP KLALK7FR27 R Q020ECADEK7EAL1lE F O0O51TF 27400061 + 01700 A JS
SUSAP KLALK7FR27 R 020ECADEK7EA2WALPV ALNAV/VNAV ALNAV Js
SUSAP KLALK7FR27 R 021CUVNAK7EAQE S 031TF 27390029 V 0078000792 -300 A J8
SUSAP KLALK7FR27 R 030RW27 K7PGOGY M 0317TF 27390019 00187 -300 A JS
SUSAP KLALK7FR27 R 040 0 M . CA 2739 + 01000 A JS
SUSAP KLALK7FR27 R O050PLUMYK7EAQOEY R DF + 02000 A JS
SUSAP KLALK7FR27 R 06 0PLUMYK7EAQEE R HM 24100040 + 02000 A JS
1 2 3 4 5 6 7 8 9 0 1 2 3
RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KLALK7GRW27 0084992739 N27592146W082002712-0100 +0017500142000045150R
1 2 3 4 5 [ 7 8 9 o] 1 2 3
PP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KLALK7PR27 RW27 001 O0O0W27A0N2759214565W08200271190+001750300N2759212280W08202077655106750160000450F40050054CFDFES
SUSAP KLALK7PR27 RW27 002E +00433+00433LPV 82605
W&,
#
4
%ﬁ’“ 5-:@
ff.’{‘ﬂ?wy
CITY AND STATE ELEVATION: 142 THRE: 142 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |gyp:
LAKELAND, FL AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 27, AMDT 1

LAKELAND LINDER RGNL AMDT: ORIG-A

RNAV DATED:  05/05/2011

FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page 4 of 5 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

I I N I

AOPA

[ ]

NBAA OTHER (specify)

L

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICES - FAR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles uniess otherwise
indicated, except visibilities which are in statute miles or in feet RVR.

ARINC SUMMARY - 424-18 - RNAV (GPS)

ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
GILDE GILDE 010 IAF HF R FO 274.0(270.0T) 004.0 AA 02700
KONDE KONDE 010 IAF IF B AR 210
KONDE GILDE 020 TF FB 1.0 184.0(180.0T) 005.8 AA 02700
RETME RETME 010 IAF IFr FB AR 210
RETME GILDE 020 TF FB 1.0 004.0(360.0T) 005.8 AA 02700
GILDE 010 FACP IF FB AA 02700
ECADE 020 FAF TF FB 0.5 274.0(270.0T) 006.1 AA 01700
CUVNA 021 SDhF TF FB 0.3 273.9(269.9T) 002.9 AA 00780 GS 00792
RW27 030 MAP TF FO 0.3 273.9(269.9T) 001.9 AT 00187
MISSED APPROACH FIX SEQ Uuse PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
040 CA FB 273.9(269.9T) AA 01000
PLUMY 050 DF R FO AA 02000
PLUMY 060 HM R PO 241.0(237.0T) 004.0 AA 02000
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
CUVNA N275%21.72 W0815818.35 N2759.362 W08158.306
ECADE N275922.05 W0815505.11 N2759.368 W08155.085
GILDE N275922.51 W0814811.68 N2759.375 W08148.195
KONDE N280513.85 w0814811.98 N2805.231 W08148.200
PLUMY N281015.23 W0820745.94 N2810.254 W08207.832
RETME N275331.15 w0814811.37 N2753.519 W08148.190
RW27 N275921.46 wW0820027.12 N2759.358 W08200.452
RUNWAY DATA THRESHCLD
RWY ELEVATION TCH
RW27 00142 45
.y
».&gk b ¢ Jl\
& An
& £
A
’g“f":ﬂgg
CITY AND STATE ELEVATION: 142 THRE: 142 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |gup:
LAKELAND, FL AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 27, AMDT 1
LAKELAND LINDER RGNL AMDT: ORIG-A
RNAV
DATED:  05/05/2011

FAA FORM 8260 - 10 / April 2006 (Computer Generated)
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ALL AFFECTED PROCEDURES REVIEWED?

[] ves [ ] ~o

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

I Y T [ A N B

AOPA

[

NBAA OTHER (specify)

[]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
PART -A OBSTRUCTION DATA
1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES ELEV. MSL] ROC ALT. ADJUSTMENTS MIN. ALT.
STRAIGHT-IN AREA 184/30 CW 004/30 GILDE 1. TOWER (12-002268) |280736.00N/0813302.00W | 1134 (5E) 1000 |AT566 2700
2. TERRAIN 283057.00N/0814227.00W | 299 (300) AS1500 1800
LEFT BASE AREA 004/30 CW 094/30 RETME 3. TOWER (12-004378) |274910.83N/0821538.00W [1670 (1D) 1000 2700
4. TERRAIN 275709.00N/0815539.00W | 270 (300) AS1500 1800
|RIGHT BASE AREA 094/30 CW 184/30 KONDE 5. TOWER (12-003145) [275629.00N/0815451.00W |832 {2D) 1000 [AT868 2700
|6. TERRAIN 283542.00N/0814354.00W |312 (300) AS1500 1800
INITIAL RETME GILDE 7. TOWER (12-005117) |275248.00N/0814856.00W |537 (5E) 1000 AT1163 2700
8. TERRAIN 275236.00N/0814627.00W | 201 (200) AS1500 1700
INITIAL KONDE GILDE 9. TOWER (12-002751) [280507.58N/0814912.24W [649 (2D) 1000 |AT1051 2700
10. TERRAIN 280600.00N/0814930.00W |181 (200) AS1500 1700
INTERMEDIATE GILDE (IF/IAF) ECADE 11. TOWER (12-002264) [275936.00N/0815322.00W | 542 (5E) 500 |Aceo0 1200
12. TERRAIN 275809.00N/0815503.00W | 227 (200) AS1500 1700
FINAL: LPV ECADE RW27 13. TREE (KLALTO066) |275925.27N/0820004.18W [195 (2C) 34:1 392/250
FINAL: LNAV/VNAV ECADE RW27 14. TREE 275957.29N/0815936.97W |249 (2C) 23.44:1 549/407
2. HOLD-IN-LIEU-OF-PT GILDE P-5 11. TOWER (12-002264) [275936.00N/0815322.00W | 542 (5E) 1000 |AT1158 2700
17. TERRAIN 280209.00N/0813700.00W | 227 (200) AS1500 1700
MAP: |DAIDAJRW27 PLUMY ASC 2000
?\'P“glggEgH 18. TOWER (12-001127) |280447.00N/0820226.00W | 629 (5E) 1000 1700
ELEV: |205/388/420 19. TERRAIN 280033.00N/0820530.00W | 348 (300) AS1500 1800
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT. :
CATEGORY A 1.3 NM A 350 458 20. TANK (12-023267) |275827.38N/0820038.43W |288 (1A) 300 600
CATEGORY B 1.5 NM % 450 |2 518 21. TOWER (12-004824)| 280056.98N/0815958.49W 1292 (5D) 300 AC50 660
CATEGORY C 1.7 NM 5| 450 |2 518 21. TOWER (12-004824)] 280056.98N/0815958.49W [292 (5D) 300 AC50 660
CATEGORY D 23NM | F[ 550 |2 558 22. TOWER (12-005041)] 280137.65N/0820055.48W 321 (1A) 300 HAA 700
CATEGORY E 4.5 NM &l 550
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID: R XV
SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL) MSA SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL) =) MS IS
TR
CITY AND STATE ELEVATION: 142 FACILITY PROCEDURE AND AMENDMENT NO: REGION
LAKELAND, FL AIRPORT NAME: RNAV RNAV {(GPS) RWY 27, AMDT 1 ASO
LAKELAND LINDER RGNL

FAA Form 8260 - 9/ April 2006 (Computer Generated)
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PART B - SUPPLEMENTAL DATA

1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIMETER SETTING
LAL TOWER NWS |OTHER: SOURCE:KLAL / KPCM
TPA APP CON -
A ACS AWOS-3 DISTANCE: 0/7.72
FAA HOURS REMOTE OPERATION:
A/C 24 | BACKUP
SATISFACTORY ON:
x|VHF [ xJuHF | [HF [LOCATION: KLAL ADJUSTMENT: 0/ 20
PRIMARY NAVAID:
4. .
MONITOR |- MONITOR POINT:
sTaTUS | HRS | CATT
OPTN:| CAT 3
ALS
{S) SALS
X MALSR 05 (PCL), 09 (PCL)
5. X [HIRL 27 (PCL), 05 (PCL), 23 (PCL), 09 (PCL)
APPROACH WIRL ;
& RUNWAY ~—n
LIGHTING e
CILINE
X  |OTHER (SPECIFY)
PAPI-4R 27 (PCL), 09 PAPI-4L 05 (PCL), 23 (PCL)
6. RUNWAY  |BASIC
MARKINGS [ALLWEATHER  PIR-G 05; -F 09
INSTRUMENT  NPI-G 27; -F 23
7.RUNWAY |APPROACH
VISUAL MIDFIELD
RANGE ROLL OUT
8. GLIDE | GP ANGLE: 3.00 ELEV RWY THRESHOLD:142.0
" PATH DISTANCE FROM RWY: ELEV GP ANTENNA:
THRESHOLD CROSSING HEIGHT: 45.0
9. FINAL APPROACH X |RUNWAY THRESHOLD FT. FROM THRESHOLD
COURSE AIMING X |ON CENTERLINE FT. FROM CENTERLINE

10. WAIVERS: NONE

PART D - PREPARED BY:
CHRISTOPHER COX

DATE:
08/20/2012

TITLE:
AERONAUTICAL INFORMATION SPECIALIST

OFFICE:
AJV-352

PART C - REMARKS:
PRECIPITOUS TERRAIN EVALUATION COMPLETED.

TERPS PARAGRAPH 289 APPLIED TO 181 TREE
275848N/0815800W

3. ALTIMETER SETTING
KLAL IS ON SERVICE A. KPCM IS ON SERVICE A.

VGSI DATA: 3.00/45
SEE ATTACHED AIRSPACE LETTER.

OBSTACLE ACCURACIES DERRIVED USING IPDS AND DOCUMENTED
USING ROUNDED CODES.

OBSTACLE #'S 15 AND 16 ACCURACIES VERIFIED USING
TOPOGRAPHICAL CONTOUR LINES

OBSTACLE #'S 20, 21, 22 ACCURACIES ADJUSTED FROM IPDS
DERRIVED VERTICAL ADJUSTMENT VALUES TO DOF ACCURACY
CODES FOR CONSISTENCY. (DATUM ISSUE)

RASS (PRESSURE PATTERNS ARE THE SAME)

KLAL: 142.0 MSL.

KPCM: 153.8 MSL

LNAVIVNAV ISA DEVIATION = -30

100" TREES

LNAV/VNAV OCS TERRAIN OFF

EXCLUSION AREA 0.99NM

22 DEGREE BANK ANGLE AND 210 KIAS FROM KONDE TO GIL.DE,
RETME TO GILDE AND GILDE TO ECADE

25 DEGREES BANK APPLIED TO MISSED APPROACH




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
PART - A OBSTRUCTION DATA
1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES ELEV. MSL| ROC ALT. ADJUSTMENTS MIN. ALT.
FINAL: LNAV ECADE CUVNA/1.90 NM TO [15. AAO 275845.00N/0815606.00W | 417 (2C) 250 780
RW27
FINAL: LNAV STEPDOWN CUVNAM.90NMTO  [RW27 16. TREE 275957.00N/0815854.00W (2865 (2C) 250 520
RW27

3. MISSED MAP:
APPROACH eV
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT

CATEGORY A 1.3 NM A 350

CATEGORY B 1.5 NM 'ﬁlc'l 450 ?'E

CATEGORY C 1.7NM|5] 450 |2

CATEGORY D 23NM |G 550 |2

CATEGORY E 4.5 NM 1550
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID:

SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL) MSA SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL)
YECS
CITY AND STATE ELEVATION: 142 FACILITY PROCEDURE AND AMENDMENT NO: |REGION
LAKELAND, FL AIRPORT NAME: RNAV RNAV (GPS) RWY 27, AMDT 1 ASO
LAKELAND LINDER RGNL
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PART B - SUPPLEMENTAL DATA

1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIMETER SETTING
NWS |OTHER: SOURCE:
DISTANCE:
FAA HOURS REMOTE OPERATION:
SATISFACTORY ON: A/C
[VHF UHF | [HF  |LOCATION: ADJUSTMENT:
. PRIMARY NAVAID:
MONITOR | MONITOR POINT,
STATUS | HRS [CATT
OPTN:| CAT3
ALS
(S) SALS
MALS
5. HIRL
i I
LIGHTING REIL
TDZ
CILINE
OTHER (SPECIFY)
6. RUNWAY  |BASIC
MARKINGS |ALL WEATHER
INSTRUMENT
7. RUNWAY | APPROACH
VISUAL MIDFIELD
RANGE ROLL OUT
8. GLIDE GP ANGLE: ELEV RWY THRESHOLD:
PATH DISTANCE FROM RWY: ELEV GP ANTENNA:
THRESHOLD CROSSING HEIGHT:
9. FINAL APPROACH RUNWAY THRESHOLD FT. FROM THRESHOLD

COURSE AIMING

ON CENTERLINE

FT. FROM CENTERLINE

10. WAIVERS:

PART D - PREPARED BY:

DATE:

TITLE:

OFFICE:

PART C - REMARKS:




RADIO FIX AND HOLDING DATA RECORD

NAME: CUVNA STATE: FL : COUNTRY: US

LATITUDE/LONGITUDE: 275921.72N/0815818.35W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: ESTABLISH

FIX USE: .

USE TYPE USE TITLE ~  FAC PAT AIRPORTIDENT CITY STATE
IAP RNAV (GPS) RWY 27 KLAL LAKELAND ‘ FL (US)

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: ORIG DATE OF REVISION: 01/10/2013

DEVELOPED BY: DATE: 08/20/2012 OFFICE: AJV-352 NAME: CHRISTOPHER COX
APPROVED BY: DATE; OFFICE: AJV-352 NAME: DARRYEL ADAMS
SIGNATURE:

DISTRIBUTION: NFDC

FPO: EST

ARTCC: ZMA

ATC FACILITY: TPA APP CON, LAL ATCT

OTHER:

FAA FORM 8260-2 / AUG 2009 Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: ECADE STATE: FL COUNTRY: US

LATITUDE/LONGITUDE: 275922.05N/0815505.11W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

FIX USE: .

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
IAP RNAV (GPS) RWY 27 KLAL LAKELAND FL (US)

'REQUIRED CHARTING: (AP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1 " DATE OF REVISION: 01/10/2013

REASON FOR REVISION:
UPDATED FIX USE
REMOVED RW17 FROM FAC 1
UPDATED LAT LONG

MOVED FIX 371 FT EAST

DEVELOPED BY: DATE: 08/20/2012 OFFICE: AJV-352 NAME: CHRISTOPHER COX
APPROVED BY: DATE: OFFICE: AJV-352 NAME: DARRYEL ADAMS
SIGNATURE:

DISTRIBUTION: NFDC
FPO: EST
ARTCC: ZMA
ATC FACILITY: TPA APP CON
OTHER:

FAA FORM 8260-2 / AUG 2009




RADIO FIX AND HOLDING DATA RECORD

NAME: GILDE : STATE: FL COUNTRY: US

LATITUDE/LONGITUDE: 275922 51N/0814811.68W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

HOLDING: HOLDING TYPE OF ACTION: MODIFY

PATTERNS: ' )

PAT DIR IDENT TYPE RAD/CRS/BRG ' CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX MIN MAX

1 E WP 093.96 273.96 R 4 2700 8000 5 6

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 200 TOWER (12-002264) . 275936.00N/0815322.00W 542  5E

HOLDING RESTRICTIONS:
HOLDING LIMITED TO ESTABLISHED PATTERN

REMARKS:

PRECIPITOUS TERRAIN EVALUATION COMPLETE.

FIX USE:

USE TYPE USE TITLE FAC PAT . AIRPORTIDENT CITY . STATE
AP RNAV (GPS) RWY 27 1 KLAL LAKELAND FL (US)

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1 DATE OF REVISION: 01/10/2013

REASON FOR REVISION:

UPDATED PAT 1 OBSTACLE

PAT 1 DME CHANGED FROM 5 TO 4
LAT LONG UPDATED

MOVED 371 FT EAST

UPDATED FIX USE

DEVELOPED BY: DATE: 08/20/2012 OFFICE: AJV-352 NAME: CHRISTOPHER COX
APPROVED BY: DATE: OFFICE: AJV-352 NAME: DARRYEL ADAMS
SIGNATURE:

DISTRIBUTION: NFDC
FPO: EST
ARTCC: ZMA
ATC FACILITY: TPA APP CON
OTHER:

)
=

4

b
5 v

:

el
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RADIO FIX AND HOLDING DATA RECORD

NAME: KONDE STATE: FL COUNTRY: US

LATITUDE/LONGITUDE: 280513.85N/0814811.98W TYPE: WP

AIRSPAGCE DOCKET: FIX TYPE OF ACTION: MODIFY

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
IAP RNAV (GPS) RWY 27 KLAL LAKELAND FL (US)

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO

~ RECORD REVISION NUMBER: 1 DATE OF REVISION: 01/10/2013

- REASON FOR REVISION:

UPDATED FIX USE

UPDATED LONG LONG

FIX MOVED .84 NM NORTH

DELETED FAC 1 GILDE WP REFERENCE

DEVELOPED BY: DATE: 08/20/2012 OFFICE: AJV-352 NAME: CHRISTOPHER COX
APPROVED BY: DATE: OFFICE: AJV-352 NAME: DARRYEL ADAMS
SIGNATURE:

DISTRIBUTION: NFDC
FPO: EST
ARTCC: ZMA
ATC FACILITY: TPA APP CON
OTHER:

FAA FORM 8260-2 / AUG 2009 Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: PLUMY

LATITUDE/LONGITUDE: 281015.23N/0820749.94W

AIRSPACE DOCKET:

FIX MAKE-UP FACILITIES:

STATE: FL COUNTRY: US
TYPE: WP, INT, DME

FIX TYPE OF ACTION: MODIFY

FAC NAME IDENT TYPE CLASS MAG TRUE DME DIST FROM FAC MRA MAA
BRG BRG NM  FEET

1 ST PETERSBURG PIE VORTAC H - 066.70 061.70 33.35 33.35 2500 17500

2 LAKELAND LAL VORTAC H 329.77 330.77 12.67 12.67 1800 17500

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

PATTERNS:

PAT DIR IDENT  TYPE RAD/CRS/BRG CRS TURN  LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX MIN  MAX

1 NE PIE VORTAC 066.70 246.70 R 1 2000 6000 5 6

2 NE WP 061.00 241.00 R 4 2000 6000 4 6

3 SE  LAL VORTAC 149.77 329.77 R 1 2000 6000 4 5

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACGCURACY CODE

1 200 TOWER (12-002037) 281237 .40N/0820257 47W 726 1A

2 200 TOWER (12-002037) 281237.40N/0820257 47W 726 1A

3 200 TOWER (12-001127) 280447.00N/0820226.00W 629 5E

HOLDING RESTRICTIONS:

HOLDING LIMITED TO ESTABLISHED PATTERNS.

REMARKS:

LAKELAND (FAC 2) AND ST PETERSBURG (FAC 1) USED TO ESTABLISH FIX COORDINATES

PRECIPITOUS TERRAIN EVALUATION COMPLETE.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE

EN ROUTE V152 1,2 (US)

EN ROUTE V7-521 1.2 (US)

IAP ILS OR LOC/DME RWY 9 1.2 1,3 KLAL LAKELAND FL (US)

IAP RNAV (GPS) RWY 23 2 KLAL LAKELAND FL (US)

IAP RNAV (GPS) RWY 27 2. KLAL LAKELAND FL (US)

IAP RNAV (GPS) RWY 5 2 KLAL LAKELAND FL (US)

IAP RNAV (GPS) RWY 9 2 KLAL LAKELAND FL (US)

IAP VOR RWY 27 1,2 1,3 KLAL LAKELAND FL (US)

IAP VOR RWY 9 1.2 1.3 KLAL LAKELAND FL (US)

IAP RNAV (GPS) RWY 10 KPCM PLANT CITY FL (US)

IAP VOR RWY 10 1,2 1 KTPA TAMPA FL (US)

IAP RNAV (GPS) RWY 4 2 KGIF WINTER HAVEN FL (US)

REQUIRED CHARTING: IAP, CONTROLLER, EN ROUTE LOW

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: 11 DATE OF REVISION: 01/10/2013

REASON FOR REVISION:

FAC 2: PULLED ACTIVE RECORD

REMOVED CANCELLED LAL NDB 5 & LAL ILS OR LOC RWY 5 FROM FIX USE
ADDED LAL ILS OR LOC/DME RWY 9 TO FIX U

ADDED PAT 3 FOR LAL ILS OR LOC/DME RWY 9 ALTERNATE MISSED HOLDING

DEVELOPED BY: DATE: 08/07/2012 OFFICE: AJV-352 NAME: CHRISTOPHER COX

APPROVED BY: DATE: OFFICE: AJV-352 NAME: DARRYEL ADAMS
SIGNATURE:
DISTRIBUTION: NFDC
FPO: EST
ARTCC: ZMA

ATC FACILITY: TPA APP CON

OTHER: ZJX

FAA FORM 8260-2 / AUG 2009

Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: RETME STATE: FL COUNTRY: US

LATITUDE/LONGITUDE: 275331.156N/0814811.37W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
AP RNAV (GPS) RWY 27 KLAL LAKELAND FL (US)

REQUIRED CHARTING: IAP
‘ COMPULSORY REPORTING POINT: NO
'RECORD REVISION NUMBER: 1 DATE OF REVISION: 01/10/2013

REASON FOR REVISION:

DELETED FAC 1 GILDE WP REFERENCE
UPDATED FIX USE

UPDATE LAT LONG

FIX MOVED .84 NM SOUTH

DEVELOPED BY: DATE: 08/20/2012 OFFICE: AJV-352 NAME: CHRISTOPHER COX
APPROVED BY: DATE: OFFICE: AJV-352 NAME: DARRYEL ADAMS
SIGNATURE:

DISTRIBUTION: NFDC
FPO: EST
ARTCC: ZMA
ATC FACILITY: TPA APP CON
OTHER:

FAA FORM 8260-2 / AUG 2009 ‘ Page 1 of 1




- TERMINAL AIRSPACE DATA REQUIREMENTS

CITY: LAKELAND STATE: FL
AIRPORT NAME: LAKELAND LINDER RGNL ’ ID:  KLAL
PROCEDURE: RNAV (GPS) RWY 27 AMDT: 1

DOCKET#: NOT REQUIRED
(96-AXX-X/Required/Not Required)

ALL DIST TO 1/100 NM; ELEV TO NEAREST FT; COORD TO 1/100 SEC; DEG TO 1/100 DG.

1. Distance from THLD __ to 1000 point 3.18
(Enter THLD, FAF, ARP, FACILITY, as appropriate)
2. Width of FINAL segment at 1000' point 1.20
{Enter appropriate segment, final, intermediate, efc.) '
3. True Course of FINAL segment containing 1000' point 269.90
| 4. High Terrain in FINAL segment containing 1000' point 165
5. Distance from ' THLD to 1500' point 4.75
(If 1500 point in PT maneuvering area or holding pattern note in remarks)
6. Width of FINAL segment at 1500’ point 2.13
7. True Course of FINAL segment containing 1500 point 269.90
8. High Terrain in FINAL segment containing 1500' point 165
9. Threshold Coordinates (if straight-in) ... 275921.46N / 0820027.12wW
10. ARP Coordinates ..............c.ccocenenen. 275920.10N / 0820106.80W
11. Runway Approach End and distance furthest from ARP ................ RWY 9
Distance 0.81 NM
12. FAF Coordinates ..........c..ccoevenenn.. 275922.05N / 0815505.11W

- REMARKS: Approach/Drawing attached.
TAA: RETME (IAF) 275331.15N-0814811.37W; KONDE (IAF) 280513.85N-0814811.98W

GILDE (IF/IAF) 275922.51N-0814811.68W  RADIUS: 30 NM






