_ ILS - STANDARD Bearings, headings, courses, and radials are magnetic. Elevationsand altitudes are in feet, MSL, except
US DEPARTMENT OF TRANSPORTATION INSTRUMENT APPROACH PROCEDURE HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. Ceiings are in feet
FEDERAL AVIATION ADMINISTRATION TITLE 14 CFR PART 97.29 above airport elevation. Distances are in nautical miles unless otherwise indicated, except visibilities which
are in statute miles or in feet RVR.
TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE [ILS: DA .
MIOLA INT/JKS 51.25 DME MERSY NDB/I-MKL 5.98 DME 085.52/21.58 2200 LOC: 4.53 MILES AFTER MK NDB OR AT -MKL 1.1 DME FIX
JKS VOR/DME MERSY NDB/-MKL 5.98 DME 258.51/29.70 2200 — — —
CLIMB TO 1000 THEN CLIMBING LEFT TURN TO 2200 DIRECT
X_FESY NDB/I-MKL 5.98 DME AND HOLD, OR AS DIRECTED BY
ALTERNATE MA: CLIMB TO 2500 ON MKL VOR/DME R-022 TO
PIPKI INT AND HOLD.
ADDITIONAL FLIGHT DATA:
HOLD SW, LT, 023.23 INBOUND.
CHART IN'PLANVIEW: ALTERNATE MA HOLDING, HOLD N
PIPKI INT, RT, 201.91 INBOUND.
CHART FAS OBST: 649 TREE 353157N/0885705W
CHART IN PLANVIEW: PIPKI INT.
DISTANGE VDP 10 THLD 1.28 MILES
; .PT_R__SIDE OF COURSE203.23 OUTBOUND 2200 FT WITHIN _10 _ MILES OF MERSY NDB (IAF CHART IN PLANVIEW (CFBGP) AT 352510.87N/0890017.88W
3. FAC: 023.23 FAF: MERSY NDB/I-MKL 5.98 DME DIST FAF TO MAP: 483 THLD: 4.83
4. MIN. ALT: MERSY NDB 2100
5. DIST TO THLD FROM OM: - MM: - IM: - 150 HAT: - 100 HAT. - GSANT: 1202
6. MIN GS INCPT: 2100 GSALTAT:- OM: - MM: - IM: -
7. GS ANGLE: 3.00 TCH:58.9 »
8. MSA FROM: MK NDB 320-080 2600, 080-320 2200 MAG VAR: 1W EPOCH YEAR: 2010
» MINIMUMS
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE: NA I IILS: STANDARD # LOC: STANDARD @
CATEGORY =====> A B C D E
DH/MDA VIS HAT/HAA | DH/MDA VIS HAT/HAA|DH/MDA VIS HAT/HAA | DH/MDA VIS HAT/HAA| DH/MDA VIS HAT/HAA
S-ILS 2 634 12 200 634 1/2 200 634 1/2 200 634 1/2 200
S-LOC 2 900 12 466 900 12 466 900 3/4 466 900 1 466
CIRCLING . 900 1 466 900 1 466 900 11/2 466 1000 2 566
NOTES:
CHART NOTE: ADF OR DME REQUIRED. : # @ NA WHEN LOCAL WEATHER NOT AVAILABLE. o3
CHART PLANVIEW NOTE: ADF REQUIRED. ' S <y
CHART NOTE: WHEN LOCAL ALTIMETER SETTING NOT RECEIVED, USE DYERSBURG ALTIMETER SETTING AND - 4
INCREASE ALL DA 92 FEET; ALL MDA 100 FEET, AND INCREASE S-LOC 2 CAT C AND D VISIBILITY 1/4 MILE. s, S
(SEE FORM 8260-10) _ _ -
CITY AND STATE ELEVATION: 434 TDZE: 434 FACILITY PROCEDURE NO./AMDT NO./EFFECTIVE DATE:; SUP:
JACKSON, TN AIRPORT NAME: IDENITIIJI i—;(]ER; ILS OR LOC RWY 2, AMDT 8A AMDT- 8
MC KELLAR-SIPES RGNL DATED  05/07/2009

FAA FORM 8260 - 3 / April 2006 (computer generated) PAGE 1 OFXPAGES




ALLAFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE

[ ] ves [X7] no ’ ROUTINE

COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

[x] [ ] [X] [ 1] [x] [x] [X] EAST FPO, MEM APP CON, ZME, AMGR, ATCT

FLIGHT CHECKED BY

NAME: FIFO DATE:
LEONARD E BURGER FIOG 02/18/2009
DEVELOPED BY
NAME: FIFO DATE:
NICHOLE WILLIS AJV-352 12/16/2011
APPROVED BY
NAME. FIFO DATE:
DARRYEL ADAMS MANAGER AJV-352
CHANGES:

1. CHANGED MERSY LOM TO MERSY NDB.

2. CHANGED ALL REFERENCE TO MERSY LOM TO MERSY NDB.

3. ADDED CNF CFBGP AS FACF FOR CODING.

4. CHANGED EQUIPMENT CHART NOTE FROM ADF REQUIRED TO ADF OR DME REQUIRED.

REASONS:

1., 2. FPO REQUEST. )
3. ARINC 424.18 ILS CODING REQUIREMENT.
4. MERSY LOM CHANGED TO MERSY NDB.




US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

ILS - STANDARD
INSTRUMENT APPROACH PROCEDURE - TITLE 14 CFR PART 97.29

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

NOTES, (CONT.):
CHART PROFILE NOTE: VGSI AND ILS GLIDEPATH NOT COINCIDENT

CHART NOTE: FOR INOPERATIVE MALSR, WHEN USING DYERSBURG ALTIMETER SETTING, INCREASE S-ILS 2 VISIBILITY ALL CATS TO 1 MILE.

- 4
CITY AND STATE ELEVATION: 434 TDZE: 434 FACILITY PROCEDURE NO./ AMDT NO.JEFFECTIVE DATE: - {gup:
JACKSON, TN : AIRPORT NAME: IDENTIFIER: ILS OR LOC RWY 2, AMDT 8A AMDT- 8
: I-MKL .
MC KELLAR-SIPES REGIONAL DATED:  05/07/2009

FAA FORM 8260-10/ April 2006 (Computer Generated)

PAGE 2 OF § PAGES




ALL AFFECTED PROCEDURES REVIEWED?

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

[] ves . |:] NO
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)
] [] L] [] [1] ]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:
APPROVED BY

NAME: FIFO DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

t HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
ILS STANDARD except HAT, HAA, TCH, ant des ar itudes unles ‘
INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.29 indicated, except visibilities which are in statute miles or in feet RVR.
ARINC PACKET - 424-18 - ILS
1 2 3 4 5 6 7 8 9 0 1 2 3
NAVAID 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAD JKS K7010940VDL N35355636W088213196 N35355636W088213196E0020006301 NARJACKS CREEK
SUSAD MKL K7011200VDTW N35361283W088543755 N35361283W088543755W0010004100 NARMC KELLAR
SUSAD KMKLK7 IMKL K7010910 IT IMKLN35363055W088544157 004100 NARMC KELLAR-SIPES RGNL
: 1 2 3 4 5 6 7 8 9 0 1 2 3
WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAEAENRT CFBGP K70 W N35251087W089001788 Wool6 NAR CNF (CFBGP)
SUSAEAENRT MERSY K70 R N35305691W088572530 W001le NAR MERSY NDB
SUSAEAENRT MIOLA K70 C L N35285014W089234344 w0013 NAR MIOLA
1 2 3 4 5 6 7 8 9 0 1 2 3
AIRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KMKLK7AMKL 0 060YHN35355960W088545620W001000434 1800018000C MNAR MC KELLAR-SIPES RGNL
1 2 3 4 5 6 7 8 9 0 1 2 3
SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KMKLK7FI02 AJKS 010JKS K7D 0V IF 18000 0 NS
SUSAP KMKLK7FI02 AJKS 020MERSYK7EAOE TF + 02200 0 NS
SUSAP KMKLK7FIO02 AJKS 030MERSYK7EAOEE AL PI MKL K7 2045005724820100D + 02200 0 NS
SUSAP KMKLK7FIO02 AMIOLA 010MIOLAK7EAQE IF 18000 0 NS
SUSAP KMKLK7FIO02 AMIOLA 020MERSYK7EAOE TF + 02200 0 NS
SUSAP KMKLK7FIO02 AMIOLA 030MERSYK7EAQOEE AL PI MKL K7 2045005724820100D + 02200 0 NS
SUSAP KMKLK7FI02 I 010CFBGPK7EAQE I IF IMKLK7 20320122 PI J 022000210018000 0 NS
SUSAP KMKLK7FIO02 I 020MERSYK7EAQE F CF IMKLK7 2032006002300062PI H 0210002100 -300MK K7PNO NS
SUSAP KMKLK7FI02 I 030RW02 K7PGOGY M CF IMKLK7 2032001102300048PI 00492 -300 0 NS
SUSAP KMKLK7FIO02 I 040 0 M ca 0232 + 01000 0 NS
SUSAP KMKLK7FIO02 I 050MK K7PNONY L DF + 02200 0 NS
SUSAP KMKLK7FI02 I 060MK K7PNONE L HM 0232T010 + 02200 0 NS
1 2 3 4 5 6 7 8 9 0 1 2 3
RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KMKLK7GRW02 0060060232 N35352564W088551098-0400 +0103900434000059150IIMKL1
1 2 3 5 6 7 8 1 2 3
ILS 12345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678@&2
SUSAP KMKLK7IIMKL1 010910RW02 N35362952W0885439010232N35353534W0885501550972 12020575300W00105900424
CITY AND STATE ELEVATION: 434 TDZE: 434 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: SUP:
JACKSON, TN AIRPORT NAME: IDENTIFIER: ILS OR LOC RWY 2, AMDT 8A
MC KELLAR-SIPES RGNL AMDT: 8
I-MKL
M DATED:  05/07/2009

FAA FORM 8260 - 10/ April 2006 (Computer Generated) Page 3 of ? Pages




ALL AFFECTED PROCEDURES REVIEWED?

|:| YES |:| NO

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

0O O 0O O

AOPA NBAA OTHER (specify)

[ L]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION
ILS STANDARD INSTRUMENT APPROACH PROCEDURE

FLIGHT STANDARDS SERVICES - FAR PART 97.29

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
indicated, except visibilities which are in statute miles or in feet RVR.

1 2 3 4 5 6 7 8 9 0 1 2 3
MSA 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KMKLK7SMK K7PN 0 1402600262526014002225 M
1 2 3 4 5 6 7 8 9 0 1 2 3
NAVAID 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAPNKMKLK7 MK K7003940H W N35305683W088572506

NARMERSY

CITY AND STATE ELEVATION: 434 TDZE: 434 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |gyp:
JACKSON, TN AIRPORT NAME: IDENTIFIER: ILS OR LOC RWY 2, AMDT 8A ‘
MC KELLAR-SIPES RGNL AMDT: 8
KL DATED:  05/07/2009
FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page (_/ of ? Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

0o O 0O O

AOPA NBAA OTHER (specify)

1 ]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

ILS STANDARD INSTRUMENT APPROACH PROCEDURE

FLIGHT STANDARDS SERVICES - FAR PART 97.29

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise

indicated, except visibilities which are in statute miles or in feet RVR.

ARINC SUMMARY - 424-18 - ILS
ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
JKS JKS 010 IF FB
JKS MERSY 020 TF FB AA 02200
JKS MERSY 030 IAF PI L FB 248.2() 010.0 AA 02200
MIOLA MIOLA 010 IF FB
MIOLA MERSY 020 TF FB AA 02200
MIOLA MERSY 030 IAF PI L FB 248.2() 010.0 AA 02200
CFBGP 010 FACF IF FB AA 02200 GI 02100
MERSY 020 FAF CF FB 023.0() 006.2 GI 02100 GS 02100
RW02 030 MAP CF FO 023.0() 004.8 AT 004952
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
040 CA FB 023.2() AA 01000
MK 050 DF L FO AA 02200
MK 060 HM L FO 023.2() T01.0 AA 02200
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
JKS N353556.36 wW0882131.96 N3535.939 wW08821.533
MKL N353612.83 W0885437.55 N3536.214 W08854.626
IMKL (DME) N353630.55 W0885441.57 N3536.509 wW08854.693
CFBGP N352510.87 W0890017.88 N3525.181 W08900.298
MERSY . N353056.91 W0885725.30 N3530.949 wW08857.422
MIOLA N352850.14 W0892343.44 N3528.836 W08923.724
RWO02 N353525.64 wW0885510.98 N3535.427 wW08855.183
IMKL (LOC) N353629.52 W0885439.01 N3536.492 W08854.650
MK N353056.83 W0885725.06 N3530.947 W08857.418
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
!
RWO02 00434 59
CITY AND STATE ELEVATION: 434 TDZE: 434 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |sup-
JACKSON, TN AIRPORT NAME: IDENTIFIER: ILS OR LOC RWY 2, AMDT 8A
MC KELLAR-SIPES RGNL AMDT: 8
I-MKL
DATED:  05/07/2009

FAA FORM 8260 - 10/ April 2006 (Computer Generated)

Page & of

? Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

I N I Y

AOPA NBAA OTHER (specify)

1 Cl

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY .

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




u.

S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

LOC STANDARD INSTRUMENT APPROACH PROCEDURE except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.25 indicated, except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-18 - LOC

1 2 3 4 5 6 7 8 9 0 1 2 3
NAVAID 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAD JKS K7010940VDL N35355636W088213196 N35355636W088213196E0020006301 NARJACKS CREEK
SUSAD MKL K7011200VDTW N35361283W088543755 N35361283W088543755W0010004100 NARMC KELLAR
SUSAD KMKLK7 IMKL K7010910 IT IMKLN35363055W088544157 004100 NARMC KELLAR-SIPES RGNL
1 2 3 4 5 6 7 8 9 0 1 2 3
WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAEAENRT CFBGP K70 W N35251087W089001788 wWo0o01le NAR CNF (CFBGP)
SUSAEAENRT MERSY K70 R N35305691W088572530 Woo1e NAR MERSY NDB
SUSAEAENRT MIOLA K70 C L N35285014W089234344 w0013 NAR MIOLA
1 2 3 4 5 6 7 8 9 0 1 2 3
AIRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KMKLK7AMKI, 0 060YHN35355960W088545620W001000434 1800018000C MNAR MC KELLAR-SIPES RGNL
1 2 3 4 5 6 7 8 9 0 1 2 3
SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KMKLK7FL02 AJKS 010JKS K7D 0V IF 18000 0 NS
SUSAP KMKLK7FL02 AJKS 020MERSYK7EAQE TF + 02200 0 NS
SUSAP KMKLK7FL02 AJKS 030MERSYK7EAOEE AL PI MKL K7 2045005724820100D + 02200 0 NS
SUSAP KMKLK7FL02 AMIOLA 010MIOLAK7EAQE IF 18000 0 NS
SUSAP KMKLK7FL02 AMIOLA 020MERSYK7EAQE TF + 02200 0 NS
SUSAP KMKLK7FL02 AMIOLA 030MERSYK7EAQOEE AL PI MKL K7 2045005724820100D + 02200 0 NS
SUSAP KMKLK7FL02 L 010CFBGPK7EAQE I IF IMKLK7 ‘20320122 PI + 02200 18000 0 NS
SUSAP KMKLK7FL02 L 020MERSYK7EAQE F CF IMKLK7 2032006002300062PI + 02100 MK K7PNO NS
SUSAP KMKLK7FL02 L 030RW02 K7PGOGY M CF IMKLK7 2032001102300048PI 00492 -314 0 NS
SUSAP KMKLK7FL02 L 040 0 M CA 0232 + 01000 0 NS
SUSAP KMKLK7FL02 L 050MK K7PNONY L DF + 02200 0 NS
SUSAP KMKLK7FLO02 L 060MK K7PNONE L HM 0232T010 + 02200 0 NS
1 2 3 4 5 6 7 8 9 0 1 2 3
RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KMKLK7GRWO02 0060060232 N35352564W088551098-0400 +0103900434000059150IIMKL1
1 2 3 4 5 6 7 8 9 0 1 2 3
ILS 1234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567899}2
_________________________________________________________________________________________________________________________________ Ry 1'
SUSAP KMKLK7IIMKL1l 010910RW02 N35362952W0885439010232N35353534W0885501550972 12020575300W00105900424 L: .
k4
CITY AND STATE ELEVATION: 434 TDZE: 434 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |sup:
JACKSON, TN AIRPORT NAME: IDENTIFIER: ILS OR LOC RWY 2, AMDT 8A
" MC KELLAR-SIPES RGNL AMDT: 8
I-MKL DATED:  05/07/2009

FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page £ of g Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] n~o

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

o O 0O 0O

AOPA NBAA OTHER (specify)

] ]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
——LQ—C—SIANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.25 indicated, except visibilities which are in statute miles or in feet RVR.
1 2 3 4 5 6 7 8 9 0 1 2 3
MSA 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KMKLK7SMK K7PN 0 1402600262526014002225 M
1 2 3 4 5 6 7 8 9 0 1 2 3
NAVAID 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAPNKMKLK7 MK K7003940H W N35305683W088572506 w0010 NARMERSY
CITY AND STATE ELEVATION: 434 TDZE: 434 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: SUP:
JACKSON, TN AIRPORT NAME: IDENTIFIER: ILS OR LOC RWY 2, AMDT 8A y
MC KELLAR-SIPES RGNL AMDT: 8
I-MKL DATED:  05/07/2009

FAA FORM 8260 - 10/ April 2006 (Computer Generated) Page T} of ? Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] ~o

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

O O 0O O

AOPA NBAA OTHER (specify)

[ ]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

—  LOC STANDARD INSTRUMENT APPROACH PROCEDURE

FLIGHT STANDARDS SERVICES - FAR PART 97.25

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise

indicated, except visibilities which are in statute miles or in feet RVR.

ARINC SUMMARY - 424-18 - LOC

ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
JKS JKS 010 IF FB
JKS MERSY 020 TF FB AA 02200
JKS MERSY 030 IAF PI L FB 248.2() 010.0 AA 02200
MIOLA MIOLA 010 IF FB
MIOLA MERSY 020 TF FB AA 02200
MIOLA MERSY 030 IAF PI L FB 248.2() 010.0 AA 02200
CFBGP 010 FACF IF FB AA 02200
MERSY 020 FAF CF FB 023.0() 006.2 AA 02100
RWO02 030 MAP CF FO 023.0() 004.8 AT 00492
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
040 CA FB 023.2() AA 01000
MK 050 DF L FO AA 02200
MK 060 HM L FO 023.2() T01.0 AA 02200
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
JKS N353556.36 W0882131.96 N3535.939 W08821.533
MKL N353612.83 W0885437.55 N3536.214 W08854.626
IMKL (DME) N353630.55 W0885441.57 N3536.509 W08854.693
CFBGP N352510.87 W0890017.88 N3525.181 W08900.298
MERSY N353056.91 W0885725.30 N3530.949 W08857.422
MIOLA N352850.14 W0892343.44 N3528.836 W08923.724
RWO02 N353525.64 W0885510.98 N3535.427 W08855.183
IMKL (LOC) N353629.52 W0885439.01 N3536.492 W08854.650
MK N353056.83 W0885725.06 N3530.947 W08857.418
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RWO02 00434 59
CITY AND STATE ELEVATION: 434 TDZE: 434 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |sup:
JACKSON, TN AIRPORT NAME: IDENTIFIER: ILS OR LOC RWY 2, AMDT 8A
MC KELLAR-SIPES RGNL AMDT: 8
I-MKL
DATED:  05/07/2009
FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page 8 of 8 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

OO O O 0O

AOPA NBAA OTHER (specify)

1 ]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
PART - A OBSTRUCTION DATA
1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES ELEV. MSY ROC ALT. ADJUSTMENTS MIN. ALT.
FEEDER MIOLA INT/JKS MERSY NDB/I-MKL (1. TOWER (47-001700) [353346.00N/0890807.00W | 799 (4D) 1000 [AT401 2200
51.25 DME 5.98 DME 2. TERRAIN 352736.00N/0885842.00W [598 (600) AS1500 2100
FEEDER JKS VOR/DME MERSY NDB/I-MKL |3. TOWER (47-000373) [353816.00N/0884133.00W |1553 (4C) 1000 [SA-500 2100
5.98 DME 4. TERRAIN 353124.00N/0882651.00W [673 (700) AS1500 2200
INTERMEDIATE: PT 10NM MERSY NDB/I-MKL [5. AAO 352736.00N/0885842.00W | 769 (2C) 500 1300
5.98 DME 6. TERRAIN 352736.00N/0885842.00W | 569 (600) AS1500 2100
FINAL: ILS GS INTCP RWO02 ASC 634/200
FINAL: LOC MERSY NDB/I-MKL  [4.83 MILES AFTER |[7. TREE 353157.00N/0885705.00W [649 (2C) 250 900
5.98 DME MK NDB OR AT
I-MKL 1.15 DME
FIX
2. PROCEDURE TURN MERSY NDB 10 NM 8. TOWER (47-000651) |353048.00N/0885206.00W |954 (2C) 1000 2000
9. TERRAIN 352736.00N/0885539.00W |667 (700) AS1500 2200
MAP: |DA/4.83 MILES MERSY NDB/I-MKL ASC 2200
3. MISSED AFTERMK NDBOR | 5.98 DME 10. AAO 353130.00N/0885151.00W | 829 (2C) 1000 1900
APPROACH ELEV: [464/650 11. TERRAIN 353130.00N/0885151.00W | 629 (600) AS1500 2100
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT.
CATEGORY A 13NM_ | | 350 466 14. TREE 353449.00N/0885613.00W |579 (2C) 300 sl 900
CATEGORY B 1.5 NM ] 450 = 466 15. TREE 353413.00N/0885610.00W |599 (2C) 300 900
CATEGORY C 1.7NM__[S] 450 |2 466 15. TREE 353413.00N/0885610.00W 599 (2C) 300 900
CATEGORY D 23NM @] 550 |2 566 16. TREE 353321.00N/0885416.00W |629 (2C) 300 HAA 1000
CATEGORY E 45NM  |%[ 550
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID: MK NDB )
SECTOR OBSTRUCTION BRG/DIST  |ELEVATION (MSL) MSA SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL) M-S A
320-080 TWR (47-000373) 061/ 14.9 1553 (3C) 2600 . 4
080-320 TWR (47-000331) 211/ 21.7 1118 (5E) 2200 R
CITY AND STATE ELEVATION: 434 FACILITY PROCEDURE AND AMENDMENT NO: |REGION ~
JACKSON, TN AIRPORT NAME: I-MKL ILS OR LOC RWY 2, AMDT 8A ASO
MC KELLAR-SIPES REGIONAL

FAA Form 8260 - 9 / April 2006 (Computer Generated)
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PART B - SUPPLEMENTAL DATA

1. COMMUNICATIONS WITH:

2. WEATHER SERVICE

3.ALTIMETER SETTING

ZME ARTCC ‘ SOURCE:
ZME ARTCC NW S |[OTHER: .
FAA HOURS REMOTE OPERATION:
SATISFACTORY ON: AlC
x[VHF [xJuHF | |HF [LOCATION: ADJUSTMENT:
PRIMARY NAVAID: I-MKL
4
. : KL ATCT
MONITOR MONITOS APTo1|NT. MKL ATC E—
sTATUS | HRS
OPTN:| CAT 3 TOWER CLOSED
ALS
(S) SALS
MALS
5. HIRL
APPROACH IR
& RUNWAY
LIGHTING REIL
TDZ
C/LINE
X |OTHER (SPECIFY)
PAPI-4L 20, 02
6. RUNWAY  |BASIC
MARKINGS |ALLWEATHER  PIR-G 20, 02
INSTRUMENT
7. RUNWAY  |APPROACH
VISUAL MIDFIELD
RANGE ROLL OUT
8. GLIDE GP ANGLE: 3.00 ELEV RWY THRESHOLD:433.5
" PATH .| DISTANCE FROM RWY: ELEV GP ANTENNA: 429.4
1202 THRESHOLD CROSSING HEIGHT: 58.9

9. FINALAPPROACH

X |RUNWAY THRESHOLD

FT. FROM THRESHOLD

COURSE AIMING

X |ON CENTERLINE .

FT. FROM CENTERLINE

10. WAIVERS: NONE

PART D - PREPARED BY:

NICHOLE WILLIS

DATE:
12/16/2011

TITLE:

AERONAUTICAL INFORMATION SPECIALIST

OFFICE:
AJV-352

PART C - REMARKS:
PRECIPITOUS TERRAIN EVALUATION COMPLETED.

VDA: NA PRECISION/VERTICAL PATH PROCEDURE.
UNABLE TO VERIFY VGSI DATA

BLOCK 2:

KMKL ASOS ON SERVICE A
KDYR AWOS 3 ON SERVICE A
HOURS OF OPERATION: 24
BLOCK 3: ALTIMETER SETTING
SOURCE: KMKL/KDYR
DISTANCE: ON AIRPORT/33.81NM
HOURS REMOTE OPERATION: 24
ADJUSTMENTS: 91.21 FEET

SEE ATTACHED AIRSPACE LETTER.
OBSTACLE # 3 LIES 4236 FEET INTO THE SECONDARY AREA.
FPO NOTIFIED OF 20:1 PENETRATIONS.

RWY 20,

20:1 PENETRATIONS:

KMKLAO009 TREE 353636.56N-0885441.27W 480 MSL 00.72
KMKL0020 TREE 353636.56N-0885441.27W 480 MSL 00.72

RWY 11,
20:1 PENETRATIONS:
KMKL0028 TREE 353623.13N-0885534.05W 487 MSL 02.83

RWY 29,

20:1 PENETRATIONS:

KMKL0043 TREE 353557.18N-0885423.89W 473 MSL 13.51
KMKL0034 TREE 353559.52N-0885419.47W 476 MSL 04.11
KMKL0033 TREE 353557.23N-0885421.80W 479 MSL 11.62

MISSED APPROACH OBSTACLES CONT.

ALTERNATE:

ASC 2500

12. AAO 354000.00N/0884927.00W 742 (4E) 1000 1800
;gngRRAIN 354000.00N/0884927.00W 542 (500) AS1500




RADIO FIX AND HOLDING DATA RECORD

STATE: TN COUNTRY: US

NAME: CFBGP

LATITUDE/LONGITUDE: 352510.87N/0890017.88W TYPE: CNF

AIRSPACE DOCKET:

FIX USE:
USE TYPE USE TITLE
IAP ILS OR LOC RWY 2

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: ORIG
DEVELOPED BY: DATE: 12/20/2011
APPROVED BY: DATE:
SIGNATURE:

DISTRIBUTION: NFDC
FPO: EST
ARTCC: ZME
ATC FACILITY:
OTHER:

FIX TYPE OF ACTION: ESTABLISH

FAC PAT AIRPORT IDENT CITY
KMKL JACKSON

DATE OF REVISION: 05/31/2012

OFFICE: AJV-352 NAME: NICHOLE WILLIS

OFFICE: AJV-352 NAME: DARRYEL ADAMS

STATE
TN (US)

FAA FORM 8260-2 / AUG 2009

Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: MERSY NDB STATE: TN COUNTRY: US

LATITUDE/LONGITUDE: 353056.91N/0885725.30W ' TYPE: DME

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA MAA

) BRG BRG NM  FEET

1 MERSY MK NDB H 2100 17500

2 JACKSON I-MKL LOC/DME 203.23 202.23 5.98 598 2100 4900

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

PATTERNS:

PAT DIR IDENT TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX  MIN MAX

1 SW MK NDB 203.23 023.23 L 1 2200 14000 4 10

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 200 AAO 352736.00N/0885539.00W 867 4E

REASON FOR NONSTANDARD HOLDING:
PAT 1 ATC REQUEST

HOLDING RESTRICTIONS: ’
HOLDING LIMITED TO ESTABLISHED PATTERN.

REMARKS:
COORDINATES REFLECT LOCATION ON LOC/AZ CENTERLINE ABEAM THE MERSY NDB.
ACTUAL FACILITY LOCATION IS 353056.83N/0885725.06W.
HOLDING PATTERN ALTITUDE ESTABLISHED USING AIRSPACE
PRECIPITOUS TERRAIN EVALUATION COMPLETED
MKL DME L/L 353630.55N/0885441.57W

FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY . STATE
IAP ILS OR LOC RWY 2 1,2 1 KMKL JACKSON TN (US)

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 4 DATE OF REVISION: 05/31/2012

REASON FOR REVISION:

UPDATED FIX USE

ADDED PRECIPITOUS TERRAIN EVALUATION COMPLETED NOTE TO THE REMARKS SECTION
CHANGED FIX FROM MERSY LOM TO MERSY NDB

CHANGED FAC 1 FROM MERSY LOM TO MERSY NDB

" DEVELOPED BY: DATE: 12/16/2011 OFFICE: AJV-352 NAME: NICHOLE WILLIS
APPROVED BY: DATE: OFFICE: AJV-352 NAME: DARRYEL ADAMS
SIGNATURE:

DISTRIBUTION: NFDC
FPO: EST
ARTCC: ZME
- ATC FACILITY: MEM APP CON
OTHER:

FAA FORM 8260-2 / AUG 2009 ‘ Page 1 of 1




INEA -~
o UNLKECORD

RADIO FIX AND HOLDING DAT.

NAME: MERSY LOM STATE: TN COUNTRY: US

LATITUDE/LONGITUDE: 353056.91N/0885725.30W TYPE: INT

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DIST FROM FAC MRA MAA

BRG BRG NM  FEET

1 MERSY MK LOM 2100 17500

2 JACKSON I-MKL LOC/DME 203.23 202.23 5.98 2100 4900

HOLDING: HOLDING TYPE OF ACTION: MODIFY

PATTERNS:

PAT DIR IDENT TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX  MIN MAX

1 SW MK LOM 203.23 023.23 L 1 2200 14000 4 10

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION ’ COORDINATES ELEVATION ACCURACY CODE

1 200 AAO 352736.00N/0885539.00W 867 4E

REASON FOR NONSTANDARD HOLDING:
PAT 1 ATC REQUEST

REMARKS:

COORDINATES REFLECT LOCATION ON LOC/AZ CENTERLINE ABEAM THE MERSY LOM.
ACTUAL FACILITY LOCATION IS 353056.83N/0885725.06W.

HOLDING LIMITED TO ESTABLISHED PATTERN.

HOLDING PATTERN ALTITUDE ESTABLISHED USING AIRSPACE.

FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
IAP KMKL JACKSON TN (US)

MC KELLAR-SIPES REGIONAL - ILS OR LOC RWY 2 (PAT 1).
REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 3 DATE OF REVISION: 05/07/2009

REASON FOR REVISION:

1. UPDATED FAC 1 INFORMATION-CHANGED FROM LOM-NDB TO LOM.

2. CHANGED MRA/MAA FROM 15/175 TO 21/175.

4. CHANGED HOLDING PATTERN FROM 21/175 TO 22/60 60/140.

5. CHANGED AIR/GROUND COMMUNICATION FROM 1500 TO 2100, REMOVED MKL FSS AND ADDED ZME AND MEM APP CON.
6. ADDED NOTE "HOLDING LIMITED TO ESTABLISHED PATTERN".

7. UPDATED SIAP USE.

8. UPDATED HOLDING PATTERN CONTROLLING OBSTACLE.

9. CHANGED HOLDING PATTERN INBOUND COURSE FROM 020.00 TO 023.23.

10. CHANGED LAT/LONG TO REFLECT LOCATION ON LOC/AZ CENTERLINE ABEAM THE MERSY LOM. ADDED ACTUAL FACILITY LOCATION
VIA NOTE.

11. ADDED JACKSON (I-MKL) AS FAC 2.

12. MARVAR UPDATE FROM 2E TO 1W.

13. ADDED DME FROM FAC 2.

14. DELETED CHART PUBLICATION E/R LOW.

DEVELOPED BY: DATE: 10/07/2008 OFFICE: AVN-110 NAME: PETER GETZ (RONALD SALPINO)
APPROVED BY: DATE: 03/26/2009 OFFICE: AVN-110 NAME: PETER GETZ
SIGNATURE:

DISTRIBUTION: NFDC
FPO: EST
ARTCC: ZME
ATC FACILITY: MEM APP CON
OTHER:

FAA FORM 8260-2 / AUG 2009 Page 1 of 1






