US DEPARTMENT OF TRANSPORTATION
FEDERAL AVIATION ADMINISTRATION

RNAV - STANDARD
INSTRUMENT APPROACH PROCEDURE
TITLE 14 CFR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, except
HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. Ceiings are in feet
above airport elevation. Distances are in nautical miles unless otherwise indicated, except visibilities which
are in statute miles or in feet RVR.

TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE t}PJX:V?VANAV DA
WADES (IF) LOVSY (FB) 129.52/8.64 1900 LNAV: RW13L
LOVSY (FAF) RW13L (MAP) (FO) 129.61/ 4.31 _ _
CLIMB TO 3000 DIRECT DATLE AND ON TRACK 111.89 TO DUMPY
RW13L (MAP) 667 MSL 129.61 AND HOLD.
667 MSL DATLE (FB)
DATLE DUMPY (FO) 111.89/15.00 3000
ADDITIONAL FLIGHT DATA:
HOLD SE, RT, 298.00 INBOUND.
CHART FAS OBST: 605 TOWER 325150N/0965238W
FAS OBST: 654 AAO 325404N/0965351W
CHART: 666 T-L TWR 325440N/0965441W
DISTANCE TO THLD FROM 200 HATH: 0.47 NM.
*CLF:IAAEJTOVNDLPYAT 1.24 MILES TO RW13L*
1. PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (IAF) WAAS CHANNEL # 99723
2. PROFILE STARTS AT WADES REFERENCE PATH ID: W13A
N X 3 " CHART: LOC RWY 13R
3. FAC: 12961 FAF:LOVSY DIST FAF TO MAP: 4.31 THLD: 4.31 | 'TP HAE: 118.7 M
4. MIN. ALT: WADES 2500, LOVSY 1900
5. DIST TO THLD FROM OM: MMm: Im: 150 HAT: 100 HAT: GS ANT:
6. MIN GS INCPT: 1900 GS ALT AT:LOVSY 1900 OM: MM: IM:
7. GS ANGLE: 3.00 TCH:50.0 34:11S CLEAR
8. MSA FROM: RW13L 3600 MAG VAR: 6E EPOCH YEAR: 1980
MINIMUMS
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT _ ALTERNATE: N A I l STANDARD
CATEGORY ==z==== A B C D E
DH/MDA VIS HAT/HAA | DH/IMDA VIS HAT/HAA [DH/MDA VIS HAT/HAA | DH/MDA VIS HAT/HAA | DH/MDA VIS HAT/HAA
LPV DA 677 2400 200 677 2400 200 677 2400 200 877 2400 200
LNAV/VNAY DA 945 6000 468 945 6000 468 945 6000 468 945 6000 468
LNAV MDA 920 2400 443 920 2400 443 920 4500 443 920 4500 443
CIRCLING 1020 1 533 1020 1 533 1020 1112 533 1160 2114 673
NOTES: . o iy
CHART NOTE: WHEN VGSI INOP, CIRCLING RWY 18/36 NA AT NIGHT. 3
CHART NOTE: FOR UNCOMPENSATED BARO-VNAV SYSTEMS, LNAV/VNAV NA BELOW -15C (5F) OR ABOVE 41C (105F). v, I N
CHART NOTE: DME/DME RNP-0.3 NA. Ot &
CHART PLANVIEW NOTE: RADAR REQUIRED. “Hew
(SEE FORM 8260-10) - —
CITY AND STATE ELEVATION: 487 THRE: 477 FACILITY PROCEDURE NO.JAMDT NO./EFFECTIVE DATE: SUP:
DALLAS, TX AIRPORT NAME: IDEN;“FAl\EIR: RNAV (GPS) Z RWY 13L, AMDT 1A AMDT: 1
DALLAS LOVE FIELD DATED 10/20/2011

FAA FORM 8260 - 3 / April 2006 (computer generated)

PAGE 1 OF § PAGES




ALLAFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE

[___] YES [E NO ROUTINE

COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

|___:] IZ] II] [z] ZFW, REGIONAL APP CON, DFW ATCT, DAL ATCT, ST. AV. DIR., AMGR

FLIGHT CHECKED BY

NAME: FIFO DATE:
BRAD JOHN SNELLING FIOG 06/16/2012
DEVELOPED BY
NAME: FIFO DATE.
DAN CAIRNS AJV-353 04/17/12012
APPROVED BY
NAME: FIFO DATE:
LARRY H STROUT MANAGER AJV-353
CHANGES:

1. CHANGED MISSED APPROACH FROM: “CLIMB TO 5000 DIRECT DATLE AND ON TRACK 112 TO DUMPY AND HOLD, CONTINUE CLIMB-IN-HOLD TO 5000" TO “CLIMB TO 3000
DIRECT DATLE AND ON TRACK 112 TO DUMPY AND HOLD".

2. ADDED SIMULTANEOUS APPROACH AUTHORIZED WITH RWY 13R NOTE.

3. ADDED LNAV NA AND RNAV TRACK GUIDANCE NOTES.

4. CHART LOC RWY 13R.

REASONS:

1-2. FTW FPT REQUEST.
3-4. PER 8260.19E.

06/20/2012. THIS IS AN UPDATED COPY OF THE FORM DEVELOPED ON 04/17/2012.

CHANGEL CIRCLING NOTE TO READ "WHEN VGSI INOP, CIRCLING TO RWY 18/36 NA AT NIGHT."
PDF EDITS:

8260-3

ADDED (FAF) TO LOVSY TO RW13L UNDER TERMINAL ROUTES.

DELETED "NA" ON LINE 1 PT.

8260-10
SEE 8260-10 \I Y




US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

RNAV - STANDARD
INSTRUMENT APPROACH PROCEDURE - TITLE 14 CFR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

NOTES, (CONT.):
CHART NOTE: SIMULTANEOUS APPROACH AUTHORIZED WITH RWY 13R.

CHART NOTE: USE OF FD OR AP PROVIDING RNAV TRACK GUIDANCE REQUIRED DURING SIMULTANEOUS

OPERATIONS.
CHART NOTE: LNAV PROCEDURE NA DURING SIMULTANEOUS OPERATIONS.

,ru Ty
3~ E
e
CITY AND STATE ELEVATION: 487 THRE: 477 FACILITY PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: SUP:
DALLAS, TX AIRPORT NAME: IDENTIFIER: RNAV (GPS) Z RWY 13L, AMDT 1A _ :
) ) RNAV AMDT:
DALLAS LOVE FIELD DATED:  10/20/2011

FAA FORM 8260-10 / April 2006 (Computer Generated)
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ALLAFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE

[] ves [] no

COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

I I L I e ]

FLIGHT CHECKED BY

NAME: FIFO DATE:

DEVELOPED BY

NAME: FIFO DATE:

APPROVED BY

NAME: FIFO DATE:

CHANGES:

REASONS:

REASONS CONT.

REMOVED 020 AND 2.0.

ADDED "+)2500" UNDER SEGMENTS (WADES) PAGE 4.

ADDED "010" AND "+03000" TO LINE 7 UNDER SEGMENTS ON PAGE 4.

ADDED "1.0" AND "03000" TO DUMPY UNDER MISSED APPROACH ON FLIGHT INSPECTION SUMMARY SHEET.
ADDED "02500" UNDER ROUTES ON FLIGHT INSPECTION SUMMARY SHEET.




Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,

U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

RNAV STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICE - FAR PART 97.33

except visibilities which are in statute miles or in feet RVR.

FAS DATA BLOCK INFORMATION

DATA FIELD DATA
OPERATION TYPE 0
SBAS SERVICE PROVIDER IDENTIFIER 0
AIRPORT IDENTIFIER KDAL
RUNWAY RWA13L
APPROACH PERFORMANCE DESIGNATOR 0
ROUTE INDICATOR z
REFERENCE PATH DATA SELECTOR 0
REFERENCE PATH IDENTIFIER (APPROACH ID) W13A
LTP/FTP LATITUDE 325126.1860N
LTP/FTP LONGITUDE 0965124.4820W
LTP/FTP ELLIPSOIDAL HEIGHT +01187
FPAP LATITUDE 325022.3600N
FPAP LONGITUDE 0965010.5400W
THRESHOLD CROSSING HEIGHT (TCH) 00050.0
TCH UNITS SELECTOR (METERS OR FEET USED) F
GLIDEPATH ANGLE (GPA) 03.00
COURSE WIDTH AT THRESHOLD 106.75
LENGTH OFFSET 0384
HORIZONTAL ALERT LIMIT (HAL) 40.0
VERTICAL ALERT LIMIT (VAL) 35.0
CRC REMAINDER 093C6320
ADDITIONAL PATH POINT RECORD INFORMATION
ICAO CODE Ka
LTP ORTHOMETRIC HEIGHT +01453
FPAP ORTHOMETRIC HEIGHT +01453
MM
2
Feee®
CITY AND STATE ELEVATION: 487 THRE: 477 FACILITY PROCEDURE NO./AMDT NO/EFFECTIVE DATE:  |sup:
DALLAS, TX AIRPORT NAME: IDENTIFIER: RNAV (GPS) Z RWY 13L, AMDT 1A
RNAV AMDT: 1
DALLAS LOVE FIELD DATED.  10/20/2011

FAA FORM 8260-10 / April 2006 (Computer Generated)

PAGE 3 OF 5 PAGES




ALLAFFECTED PROCEDURES REVIEWED?

[ ] ves [ 1 No

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

1 = O @

AOPA NBAA OTHER (specify)

[ ] [ ]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY
j NAME FIFO DATE:
APPROVED BY
NAME: FIFO DATE:
CHANCES:
REASONS:
' W,
%
ShH7,

et




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
MNDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-18 - RNAV (GPS)

1 2 3 4 5 6 7 8 9 0 1 2 3
WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAEAENRT DATLE K40 C N32464663W096460099 E0038 NAR DATLE
SUSAEAENRT DUMPY K40 C L N32394390W096301892 E0037 NAR DUMPY
SUSAEAENRT LOVSY K40 W N32543151W096545938 E0039 NAR LOVSY
SUSAEAENRT WADES K40 C N33004242W097021088 E0040 NAR WADES
1 2 3 4 5 6 7 8 9 0 1 2 3
AIRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KDALK4ADAL 0 088YHN32504960W096510640E006000487 1800018000C MNAR DALLAS LOVE FIELD
1 2 3 4 5 6 7 8 9 0 1 2 3
SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KDALK4FR13LZ R 010WADESK4EAQE I IF + 02500 18000 A JS
SUSAP KDALK4FR13LZ R 020LOVSYK4EAlE F O051TF 12950086 + 01900 RW13L K4PGA JS
SUSAP KDALK4FR13LZ R 020LOVSYK4EA2WALPV ALNAV/VNAV ALNAV Js
SUSAP KDALK4FR13LZ R 030RW13LK4PGOGY M 031TF 12960043 00527 -300 A JS
SUSAP KDALK4FR13LZ R 040 0 M ca 1296 + 00667 A JS
SUSAP KDALK4FR13LZ R . O50DATLEK4EAQE DF A JS
SUSAP KDALK4FR13LZ R 060DUMPYK4EAOQOEY 010TF 1119 + 03000 A JS
SUSAP KDALK4FR13LZ R 070DUMPYK4EAQOEE R HM 29800040 + 03000 A JS
1 2 3 4 5 6 7 8 9 0 1 2 3
RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KDALK4GRW13L 0077521296 N32512619W096512448+0100 +0118700477000056150I
1 2 3 4 5 6 7 8 9 0 1 2 3
PP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KDALK4PR13LZ RW13L0O01ZOOOOW13AON3251261860W09651244820+011870300N3250223600W09650105400106750384000500F400350093C6320
SUSAP KDALK4PR13LZ RW13LOO2E +01453+01453LPV 99723
1 2 3 4 5 6 7 8 9 0 1 2 3
MSA 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KDALK4SRW13LK4PG 0 18018003625 M
WAL/
@ u
2
C% SQ
CITY AND STATE ELEVATION: 487 THRE: 477 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |gup:
DALLAS, TX AIRPORT NAME: IDENTIFIER: RNAV (GPS) Z RWY 13L, AMDT 1A
DALLAS LOVE FIELD AMDT: 1
RNAV DATED:  10/20/2011

FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page 4 of 5 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

O O O 0O

AOPA

1

NBAA OTHER (specify)

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION
—__ RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE

FLIGHT STANDARDS SERVICES - FAR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise

indicated, except visibilities which are in statute miles or in feet RVR.

ARINC SUMMARY - 424-18 - RNAV (GPS)
ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
WADES 010 FACF IF FB AA 02500
LOVSY 020 FAF TF FB 0.5 129.5(135.5T) 008.6 AA 01900
RW13L 030 MAP TF FO 0.3 129.6(135.6T) 004.3 AT 00527
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
040 CA FB 129.6(135.6T) AA 00667
DATLE 050 DF FB
DUMPY 060 TF FO 1.0 111.9(117.97T) AA 03000
DUMPY 070 HM R FO 298.0(304.0T) 004.0 AA 03000
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
DATLE N324646.63 W0964600.99 N3246.777 W09646.017
DUMPY N323943.90 W0963018.92 N3239.732 W09630.315
LOVSY N325431.51 W0965459.38 N3254.525 W09654.990
WADES N330042.42 W0970210.88 N3300.707 W09702.181
RW13L N325126.19 W0965124 .48 N3251.437 W09651.408
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RW13L 00477 56
AL/
@ -
2
Vel
CITY AND STATE ELEVATION: 487 THRE: 477 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: SUP:
DALLAS, TX AIRPORT NAME: IDENTIFIER: RNAV (GPS) Z RWY 13L, AMDT 1A :
DALLAS LOVE FIELD AMDT: 1

RNAV

DATED:  10/20/2011

FAA FORM 8260 - 10 / April 2006 (Computer Generated)
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ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

0o O 0O O

AOPA

1

NBAA OTHER (specify)

1

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECCORD
PART - A OBSTRUCTION DATA
1. APP SEGMENT FROM TO OBSTRUCTION | COORDINATES ELEV. MSL| ROC ALT. ADJUSTMENTS MIN. ALT.
INTERMEDIATE WADES LOVSY 1. TOWER (48-007905) [330019.85N/0965859.66W | 1027 (2C) 503 |AT273 1900
2. TERRAIN 330130.00N/0970051.0CW 635 (600) AS1000 1600
|
FINAL: LPV Lovsy RW13L ASC 6771200
FINAL: LNAV/IVNAV LOVSY RW13L 3. TOWER (48-007497) 1225150.00N/0965238.00W |605 (4D) 23.44:1 |AC50 945/468
FINAL: LNAV Lovsy RW13L 4. ARO 325403.75N/0965350.71W |654 (2C) 250 920
|
2. PROCEDURE TURN NA
MAP: [DA /DA /RW13L DUMPY ASC 3000
f\'p'\,;”:gigH 5. BLDG (48-004928)  [324648.00N/0964814.00W [1368 (2A) | 1000 2400
ELEV: |512/784/820 6. TERRAIN 324915.00N/0954606.00W | 571 (600) AS1000 1600
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT.
CATEGORY A 1T.3NM [ | 350 533 7. BLDG (KDAL0129) |324911.62M/0955635.00W {700 (1A) 300 XP20 1020
CATEGORY B 15NM__|W] 450 z 533 8. TANK (48-003054) | 324931.52N/0964905.50W |707 (2C) 300 1020
CATEGORY C 17NM 5] 450 |R 533 3. TANK (48-003054) | 324931.50N/0964905.50W |707 (2C) 300 1020
CATEGORY D 23NM_|G[ 550 |2 673 9. BLDG (48-003055) |325150.00N/0964834.00W [343 (2A) 300 1160
CATEGORY E 45NM  |*] 550 D
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID: RW13L o ‘4
SECTOR OBSTRUCTION BRG/DIST  |ELEVATION (MSL) MSA SECTOR OBSTRUCTION | BRG/DIST ELEVATION (MSL) MSA _
360-360 TWR (48-008489) 192/17.2 2549 (2€) 3600 e
CITY AND STATE ELEVATION: 487 FACILITY PROCEDURE AND AMENDMENT NO:  |REGION
DALLAS, TX AIRPORT NAME: RNAV RNAV /GPS) Z RWY 13L, AMDT “A ASW
DALLAS LOVE FIELD

FAA Form 8260 - 9/ April 2006 (Computer Generated)

FP~CE 1 OF 1 PAGES




* PART B - SUPPLEMENTAL DATA

|1 COMMUNICATIONS WITH: |

2. WEATHER SERVICE

3.ALTIMETER SETTING

REGIONAL AFP CON I Tyws .
DAL TOWER L NW S |OTHER:

ZFW ARTCC ,—;‘m' £308

l AlC

SATISFACTORY ON:

SOURCE:KDAL

DISTANCE:

HOURS REMOTE OPERATION:

xVEF [xJuHF T |HF TLOCAT:ON: KDAL ADJUSTMENT: 0
_ PRIMARY NAVAID:
Py
MONITOR |-MONITOR POINT:
sTatus | HRs [CAT1!
OPTN:| CAT 3}
ALS
lis) sALs
X MALSR 1ZL, 31L, 31R
5. X HIRL 13L, 18, 35, 31L, 1R, 13K
LIGHTING | X ___IREIL 36
X TDZ 121, 31L
X C/L 13L, v1L, iR, 13R
X |OTHER (SPEC.FY)
PAP!-4R 1ZR “AF.-4L 31R VASIl-4L 183, 36
6. RUNWAY BASIC
MARKINGS ALL WEATHER PIR-G 13L, 31L, 31X, 13R
INSTRUMENT  NPI-G 42, 30
7. RUNWAY APPROACH 13L, 31L, 31R, 13R
VISUAL MIDFIELD
RANGE ROLL OUT
& GLIDE GP ANGLE: 3.00 !ELEV RWY THRESHOLD: 476.6
PATH DISTANCE FROM RWY: JELEV GP ANTENNA:
., THRESHOLD CROSSING HEIGHT: 50.0
9. FINALAPPROACH | X IRUNWAY THRESHOLD FT. FROM THRESHOLD
COURSE AIMING X |ON CENTERLINE FT. FROM CENTERLINE

10. WAIVERS: NONE

AZRONAUTICAL INFURIMAT.ON SPECIALIST

AJV-353

PART D - PREPARED BY: ; DAT=
DaiN CAIRNS | 04/17i2012
TITLE: loFFicE:
i

PART C - REMARKS:
PRECIPITOUS TERRAIN EVALUATION COMPLETED.

TERPS PARAGRAPH 289 APPLIED TO 666 T-L TWR
325440N/0965441W

NO ADDITIONAL AIRSPACE REQUIRED.

IAW 3/27/06 CRITERIA LETTER: ALTERNATE ALSTG NOT
REQUIRED, REDUNDANT WEATHER SOURCES.

TERPS, VOLUME 1, PARAGRAPH 251 PENETRATIONS: (FPO
NOTIFIED)

20:1

RWY 18

505 TREE (KDAL0O070) 325137.79N/0965111.96W (1.62)

559 TREE (KDAL0073) 325148.42N/0965106.78W (0.04)

RWY 36

513 TREE (KDAL0075) 325023.14N/0965121.01W (2.72)

530 TREE (KDAL0077) 325020.59N/0965120.94W (6.93)

TAA NOT DEVELOPED PER FTW FPO.
LPV:

SURFACE = 34:1

LNAV/VNAV:

SURFACE = 23.44:1

ISA DEVIATION -30C

XP=TO MATCH PUBLISHED MDA.

0\\“/,)_

S




RADIO FIX AND HOLDRING DATA RECORD

O ONLY'

NAME: DUMPY STATE: TX COUNTRY: U!l‘NF

LATITUDE/LONGITUDE: 323943.90N/0963018.92W TYPE: WP, INT, DME

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DMi. DIST FROM FAC MRA MAA
BRG BRG NM  FEET

1 COWBOY CVE VOR/DME H 118.00 124.00 24.36 24.36 3000 17500

2 BONHAM BYP VORTAC H 188.69 194.69 54.17 5000 17500

3 CEDAR CREEK cQy VORTAC L 327.00 333.00 32.04 32.04 3000 17500

4 QUITMAN UM VOR/DME L 249.63 257.53 59.06 5000 17500

EXPANDED SERVICE VOLUME (ESV):

FAC IDENT FAC TYPE RADIAL/BEARING DISTANCE MIN ALTITUDE MAX ALTITUDE

BYP VORTAC R-189 56 5000 15000

UM VOR/DME R-250 60 5000 17500

FIX RESTRICTIONS:
SPECIAL ILS-Z RWY 13R, PAT 1, DAL, DALLAS, TX
SPECIAL ILS-Z RWY 13L, PAT 1, DAL, DALLAS, TX

HO! DING: HOLDING TYPE OF ACTIOR: MODIFY

PATTERNS:

PAT DIR IDENT TYPE RADICRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX MIN AAX

1 SE CVE VOR/DME 118.00 298.00 R 1 3000 14000 6 12

2 SE WP 118.00 298.00 R 4 3000 14000 5 1

CONTROLLING OBSTRUCTIONS: :

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 200 TOWER (48-000611) 324216.00N/0962946.00W 944 5D

2 200 TOWER (48-000611) 324216.00N/0962946.00W 944 5D

HOLDING RESTRICTIONS:

HOLDING LIMITED TO ESTABLISHED PATTERNS.

REMARKS:

COWBOY (FAC 1) AND BONHAM (FAC 2) USED TO ESTABLISH FIX COORDINATES

TERPS PARA 1761 APPLIED: FAC 1/2 OR FAC 3/4 REQUIRED FOR VHF INT MAKEUP

FAC 1/2 REQUIRED FOR VHF INT HOLDING

DIVERGENCE: FAC 1/2 - 70.69, FAC 1/3 - 29.00, FAC 1/4 - 46.47, FAC 2/3 - 41.69, FAC 2/4 - 62.84, FAC 3/4 - 75.47

PRECIPITOUS TERRAIN EVALUATION COMPLETED.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE

AP RNAYV (GPS) RWY 33 KADS DALLAS TX (US)

IAP ILS OR LOC Y RWY 13L 1 1 KDAL DALLAS TX (US)

IAP RNAV (GPS) Y RWY 13L 2 KDAL DALLAS TX (US)

IAP RNAV (GPS) Z RWY 13L 2 KDAL DALLAS TX (US)

STAR DUMPY 1 2,3, KDFW DALLAS-FORT WORTH TX (US)

REQUIRED CHARTING: STAR, IAP, AREA, CONTROLLER, EN ROUTE LOW

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: 7 DATE OF REVISION: 06/28/2012

REASON FOR REVISION:

UPDATED FACILITIES, REPULLED FROM HISTORY TO ACTIVE.

CHANGED FAC 1 AND 3 MRA FROM 5000 TO 3000.

CHANGED PAT 1 AND 2 MIN ALT FROM 5000 TO 3000.

CHANGED PAT 1 MIN TEMPLATE FROM 7 TO 6 AND PAT 2 MIN TEMPLATE FROM 6 TO 5.

CHANGED PAT 2 LEG LENGTH FROM 56 TO 4.

DELETED CLIMB-IN-HOLD PATTERN.

ADDED FIX MAKE-UP REMARK.

UPDATED FIX USE.

DEVELOPED BY: DATE: 01/09/2012 OFFICE: AJV-353 NAME: LONNIE EVERHART QUA(

7
B -t
APPROVED BY: pATE: + } ZU‘I A OFFICE: AJV-353 NAME: LARRY STROUT a 2 <
22
o
FAA FORM 8260-2 / AUG 2009 Page 1 0f 2
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SICNATURE:
UDISTRBUTION: |, "NFDC ..
.© FPO: CEN
-7 ARTCC: ZFW'
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INFO ONLY

RADIO FRXAND HOLDING DATA RECORD

RAME: DATLE STATE: TX COUNTRY: US

LATITUDE/LONGITUDE: 324646 .63N/0964600.99W TYPE: WP, RADAR, DME

AIRSPACE DOCKET: FIX TYPE OF AGTION: MODIFY

FIX W/ [CE-UP FACILITIES:

[AG  NANE IDENT TYPE CLASS WifG TRUE  DME DISTFROL FAC
PRG  RRG Nk FEET

1 DALLAS -OVW LOC/IOME 13165 13565 504 6.56 39852

HOLDING: HOLDING TY| L OF ACTICK: NO CHANGE

REN.ARKS:

I-OVW DME COORDINATES: 325025.01N/0965008.33W.

FIX USE:

USE TYPE USL: TILE FAC PAT AIRPORT IDENT CITY

IAP ILS OR LOC RWY 31R 1 KDAL DALLAS

IAP ILS RWY 31R (SA CAT I) 1 KDAL DALLAS

AT ILS RWY 31R (SA CAT Il) 1 KDAL DALLAS

AP RNAV (GPS) RWY 31R KDAL DALLAS

IAP RNAV (GPS) Z RWY 13L KDAL DALLAS

KEQUIRID CHARTIKG: IAP

COWPULSORY REPORTING POINT: NO

REGORD REVISION NUMEER: 3 DATE OF REViSION: 03/08/2012

REASON FOR REVISION:

1/23/2012: THIS IS A CORRECTED COPY OF THE FORM APPROVED ON 1/5/2012.
NOTE: THE PREVIOUS FORM APPROVED WAS ROSSE (8260-2).

1. FIX USE UPDATED.

2. ADDED RADAR AND DME TO FIX TYPE.

3. ADDED FAC 1.

4. ADDED |I-OVW DME COORDINATES REMARK.

DEVELOPED BY: DATE: 01/23/2012 OFFICE: AJV-353 NAME: JILL OLSON (ANKUR VERMA)
APIPROVED BY: DATE: 01/27/2012 OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:

DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZFW
ATC FACILITY: DAL ATCT, REGIONAL APP CON
OTHER:

iRA
2200

STATE
1X (US)
TX (US)
TX (US)
TX (US)
TX (US)

MAA
4900
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